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कारक्ाार सााांश
मंुबई रेथे सुमााे 4 मेगावॅट वीज निनमि्ीसााठ ‘600 टरपीडर चा कचाा

िे ऊजा् पकरपाचा प्िा्वि ्वकास’

पकरप प्िावक
बहृिमुमबई महािगा पानिका

पराव्ार सरिागाा

फाइि एन्वहािटेक इंवारािटेक इंनजिीरा
१०२, हहाेि औदिनगक सं्था, मिगि िेि, महहम

मुंबई - ४०० ०१६.महाााष.
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कारक्ाार सााांश
बु मंु म ि पा दााे देविाा, मंुबई रेथे ४ मेगावॅट वीजनिनमि्ी सााठ ६०० टरपीडर
कचाा िे ऊजा् रा पिजेजट ची ्थापिा.

प्िाविा

्वदमाि देविाा डंप साइट मधरे कचाा िे ऊजा् (डबरर्टरई) पकरप प्िा्वि आहे. देविाा
डनमपंग गाऊंड हे शहााचरा प्व् उपिगााचरा देविाा भागाि न्थि मंुबई शहाािीि कचाा
डनमपंग गाऊंड हकंवा भ्-भाावआहे, हे भाािाचे सवाि् जुिे आनर सवाि् मिाे डं्पंग गाऊंड
आहे, जे १९२७ मधरे ्था्पि केिे गेिे आहे. सधरा, देविाा रेथीि कचाा डंप साइट वा
मंुबईिुि अंदाजे २००० टि /हदि कचाा रेिि जराि अंदाजे ८०० टि एमएसडबरर् आनर
बांधकाम व ििडिेररा ईमािींपासुि निघािेिे सहहतर (सीअँडडर) रांचा कचाा १२०० टि
/हदि (टरपीडर) आहे. संप्र् कचाा असंघहटि पदिीिे टाकिा जाि आहे, रामुळे पराव्ाराचे
िुकसाि हििे जरामुळे चेब्ा, गिवंडर आनर मािखुद् रा परासाािीि ाहहवासी व्िीस रिगर
िाहरि. पार हििि.

पा्िा्वि पकरपामधरे पामुमरािे ्वदमाि पदद्र पािळरंसााठ पराव्ार वरव्थापि रिजिा
(ईएमपी) हिणरावा आनर डंप साइट मध्ि िसेच सधरा चरा परासाािीि पदद्र कमी
काणराचरा दृीिे रिगर शमि उपार उपिबध करि देरे रावा जिा देणराि आिा आहे. रा
पकरपाि सुमााे ६०० टरपीडर कचा्राचा उपरिग काणराचे उदरृ आहे, जेरे करि सधरा
वापााि असिेररा डनमपंग ह्रा किाप कमी कािा रेिीि. प्िा्वि पकरपाचे उदरृ सव्
पराव्ार घटकांची (हवा, पारी, धविी, मािी इ.) पदद्र पािळर पराव्ारीर मािदंडांिुसाा
कमी कारे हे आहे.

रा पररांचा एक भाग महर्ि, बहृिमंुबई महािगा पानिकेिे (एमसीजीएम) एम एस डबरर्
पिसेनसंग रुनिटस सह ्वघटिशी िकचा्रासााठ कंपिन्टंग / अिाि्बक ्वघटि, जवििशीि
कचऱराचे हावन््टंग रा साामरा एमएसडबरर् पिसेनसंग रुनिटस सह बांधकाम आनर काराय् वि
(ऑपाेट) काणराचा निरर् घेििा आहे. (्वदमाि देविाा डंप साइट, मंुबई मधीि
एमएसडबरर् चरा पह्रे मुळे उदविेररा अवशेद / निन््रिेचरा ्वरहेवाट िावणरासााठ
आाडरएफ चा उपरिग वीजनिनमि्ीसााठ आनर आान्ि ्ेषािीि उजस्ााठ आवशरक आहे.
१०% अपपा मानजि् सह ६०० टरपीडर हािाळणरासााठ पिांट िराा काणराचा प्िावआहे.
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देविाा डंप साइट वा नमळराा्रा एमएसडबरर्चरा उपचााांसााठ एमसीजीएम ची आरखी
१८०० टरपीडर परयि वाढकाणराची रिजिा आहे. हा पकरप एसडबरर्एमनिरम २०१६ आनर
इिा सव् िाग् निरमांचे अिुपािि कारि आहे.

ई आर ए अहवाि, वारि ६०० टरपीडर एमएसडबरर् पह्रा सु्वधा आनर ४ मेगावॅट वीज
निनमि्ी सााठ कचाा िे उजा् संरंष पुािा मराह्दि आहे जरािा एमएसडबरर् कचा्रासह ६००
टरपीडर सह पगि िंष्ाि पुाव्ि जा्िीि जा्ि ८ मेगावॅट उजा् परयि वाढ्विे जाऊ शकिे.
एमओईएफ आनर सीसी अनधस्चिा, २ जािे २०१४ िुसाा ई आर ए चरा अनधस्चिे मधरे
दरु्िी केररा िुसाा, १५ मेगावॅट ्मिेपरयि सुान्ि घि कचाा वापाराा्रा औन्रक उजा्
पकरपांिा पराव्ारीर मंजुारचरा क्ेि्ि वगळणराि आिे आहे. महर्िच, घिकचऱराचरा
किाडरा वेगळरा भागाचा उपरिग करि वीजनिनमि्ी रुनिट ची प्िा्वि पिांट ्मिा
्व्ििृ अनभरां्षकि अभरास्माचरा दामराि आनर रिगर असररास बारिगॅसचरा वापााचरा
संभावरिेची िपासरी केररास आनर किरतराहर परान्थिीि १ M मेगावॅट पे्ा जा्ि
िसावी .पुढे डर ओ ्. 22-19/2017/IA – III,हदिांक जुिै २०१७, ािजी भााि साकााचे सनचव,
मि.इ.एफ. आनर सी.सी. खािीिपमारे ्पृीकार हदिे.
कारप्दिी
िगापानिकेचरा घि कचाा वरव्थापिाि घािघार जाऊि कचाा जमविे, ्वभाजि,
कंपिन्टंग,सानध राफरुज हडाईवड फरुएि (आाडरएफ) बि्वरे, कचाा िे उजा् संरंषांदााे कचाा
िे उजा् निनमि्ी आनर वै्ानिक भ्मी परररांमधरे ्वरहेवाट िावणरासााखी अिेक पाविे
आहेि. िँडहफि साइट वगळिा वारि ह्रा किाप ईआरए अनधस्चिा, २००६ चरा किम ७
(i) अंिगि् समा्वृ िसररास तरास प्व्चरा पराव्ार्वदरक पावािगीची आवशरकिा
िाहर.
्वदमाि िँडहफि साइट वा कंपिन्टंग, आाडरएफ बि्वरे आनर कचाा िे ऊजा् पकरप (१५
मेगा वॅट ्मिेपरयि) चे काम प्िा्वि असररास, िे ई आर ए अनधस्चिा २००६ चरा
िािुदरंिा आक्दि् कारि िाहरि.

वारि कथिाि्ि हे ्पृ झािे आहे कि ्वदमाि ईआरए शासिकाळाि प्िा्वि ६०० टरपीडर
एमएसडबरर् पिांटची प्व् स्चिा ि घेिा १ M मेगावॅट ्मिे परयि आकाािी जाऊ शकिे.
पकरप सुर हिणराचरा िााखेपास्ि ४ वदाच्रा कािावधीि इिट् व ााख नमळणरासााठ िाग्ि
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असिेररा २ हेजटा ्ेषामधीि सॅनिटार िॅ्ड हफि चे ्थाि असररामुळे, रा पकरपाि EC

आवशरक आहे.
डबरर्टरई पिांट मध्ि िराा हिराार ााख व पी-पिसेनसंग / कंपि्ट पिॅ्ट मध्ि एसएिएफ
कडे जाळे टाकणराची आनर डबरर्टरई पिांट मध्ि िराा केिेिी ााख पु्हा चाि्वणरासााठ
ा्िा बांधकाम आनर बांधकामाि कमी शकि एक्षि काणरासााठ उप पारा (सब बेस)
महर्ि संधींचा शिध घेणराचे निरिजि चाििे आहे. ााख सुान्ि िँडहफि ऑपाेश्स सााठ
कवहा सामगी महर्ि देखीि वापािी जाऊ शकिे. पुिाावििकिाचरा अंिगि् ६०० टरपीडर
पकरपासााठ सुान्ि िँडहफि ४ वदायपरयि हटकरे अपेन्ि आहे िसेच कनमशनिंग चरा
काळापास्ि आनर एमसीजीएम िा सुान्ि िँडहफिचरा भ्व्रािीि गाजा भाग्वणरासााठ
रिगर िँड पासि् नमळेि.

देविाा डनमपंग गाऊंड मंुबई शहााचरा प्वउ्पिगाािीि म / प्व् वॉडाि् आहे. प्िा्वि
डबरर्टरई साइट ्वदमाि देविाा डंप साइट चा एक भाग आहे. १२.१९ हेजटा जागेचे ्ेषफळ
६०० टरपीडर ्मिेचरा प्िा्वि पकरपासााठ ाेवणराि आिे आहे. रा जागेचरा उता-प्व्
बाज्िा खााफुटरचरा झाडासह खाडरिे वेढिेिा आहे ,िा दन्र-पन्म बाज्िा वसिेररा
्ेषाि बहुिेक झिपडपटटरा आहेि.

अंदाजे पाणराची गाज ४८० केएिडर आहे जी २०१७ िंिा िराा झािेररा िवीि पिांट सााठ
्वनशृ पाणराचा वापा महर्ि २.५ कम / मेगा वॅट पनिहदि ्वहहि केिेररा ७ हडसेबा
२०१५ चरा एमओईएफ अनधस्चिे चे पािि कािे. सधराचरा आनर भ्व्रािीि गाजा
भागवणरासााठ देविाा साइटिा ४.५ एमएिडर चे वाटप सुान्िक ाणरासााठ एमसीजीएम िे
पाईपिाईि क्वहरन्संग व पं्पंग नस्टम बस्वणराचा प्िाव हदिा आहे.

आगाऊ िंष्ािासह प्िा्वि ्वदिु उतपादि ्मिा ४ मेगावॅट िे ८ मेगावॅट परयि आहे.
जिाि वहिरटेज ११ केवहर आहे जे ३३ केवहर पािळर परयि जाईि आनर जवळचरा सब
्टेशिवा जिडणराचा प्िाव ाेविा जाईि. प्िा्वि सु्वधेसााठ उजच्ी आवशरकिा
सु्वधेि निमार् झािेररा एक्र वीजेचरा सुमााे २०% आहे. घागुिी वापाािंिाची ऊजा्
गीडिा जवळचरा सब ्टेशिशी जिड्ि निराि् केिी जाईि. आपािकािीि गाजा प्र्
काणरासााठ पुाेसे ्मिा असिेिे डरजी सेट (७५०केवहरए) पॉवाबॅकअप सााठ प्िा्वि आहे.
प्िा्वि सु्वधेमधरे सुमााे १०० प्र् वेळ कामकारााे कमच्ाार आनर ८० कंषाटर
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कमच्ाा्रांिा पकरप संचाििासााठ काम हदिे जाईि. पकरपाची हकंमि र. ५०४ किटर आनर
ईएमपी सााठ भांडविाची हकंमि र. ८१५ िाख आनर आवि् हकंमि पनिवद् 96 िाख रपरे
आहे.

पाराभ्ि पराव्ारीर न्थिी

हवा, पारी, आवाज, मािी, पराव्ारीर आनर सामानजक- आनथक् परान्थिीसााठ अन्ििवाि
असिेररा पाराभ्ि वािावारास एक्षि काणरासााठ ्ेषीर िपासरी केिी गेिी. पकरपाचरा
साइटवारि १०हक.मी. चरा पराघाचरा अभरासाचे ्ेष सधराचरा पराव्ारीर परान्थिीची
्थापिाकाणरासााठ ओळखिे गेिे आहे. ईआरए अभरासाचे मुमर उदरृ असे आहे कि
प्िा्वि पकरपामुळे तराचरा आसपासचरा वािावारावा पनिक्ि पराराम हिऊ शकिीि
अशा गंभीा पराव्ारीर ्वशेदिा ओळखरे. सपटेबा २०२० िे ििवहेबा २०२० रा मा्स्ि
िंिा चरा काळाि ्ेषाची माहहिी गिळा केिी गेिी .

मेटििॉनजकि माहहिी मंुबईचरा (सांिा््झ) आरएमडर ्टेशिवरि गिळा केिी जािे .प्व्
पबळ वाऱराची हदशा उता-पन्म (एिडबरर्) पास्ि आहे. शांि परान्थिी एक्र वेळेचरा
२२.९२% सााठ कारम आहे. हंगामा सााठ हवेचा साासार वेगसुमााे२.१८मी / से आहे.

सभिविािचरा हवेची गुरवता

वािावारीर हवा गुरवता देखाेख अभरासासााठची जागा प्िा्वि पकरपाचरा १० हकमी चरा
पराघामधरे निवडिी गेिी. सभिविािचरा हवेची गुरवता डेटा िराा काणरासााठ ८ हाकार
चरा वािावारीर हवा गुरवतेचे पार्र केिे गेिे. पाहट्जरुिेट मॅटा (पीएम १० आनर पीएम
२.५), सरफा डार ऑजसाइड (एस ओ २), िारटिजि चे ऑजसाईड (एि ओ एजस), काबि्
मिििऑजसाइड (सी ओ), नमथेि (सी एच ४), हारडिजि सरफाइड (एच २ एस) सामा्र
हवा पदद्करांची माहहिी गिळा केिी गेिी.

पाहट्कुिेट मॅटा (पीएम१०): साइटवा िोद्विेिे पीएम १० चे साासारम्रर ६८.१ μg / m3
हििे. कमाि म्रर पकरपसाइटवा ७८ μg / m3 हििे आनर हकमाि ४७.२μg / m3
ामाबाई आंबेडका िगा रेथे िोद्वणराि आिे.
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पाहट्कुिेट मॅटा (पीएम 2.5): पिजेजट साइटवा पीएम २.५ चे कमािम्रर ५५ μg / m3
हििे जे NAAQS पे्ा जा्ि आहे औदिनगक, निवासी, गामीर आनर इिा्ेषांसााठ अिु्मे
६० μg / m3 हििे आनर हकमाि अिु्मे २२.५ μg / m3 पकरपसाइट आनर महेशा
िगा रेथे िोद्वणरािआिे. अभरासाचरा ्ेषाि ४२.२μg / m3 चे साासार म्रर आढळिे.

सरफा डारऑजसाइड (एस ओ 2): अभरासािुसाा एस ओ 2 चे साासार म्रर 17.8 μg /
m3 हििे. पकरप साइटवा एसओ 2 ची जा्िीि जा्ि साासार म्रर 21.5 mg / m3
हििी आनर िकमी िगा, ्व्िळर जवळ हकमाि 14.7 /g / m3. एसओ 2 म्ररे 80μg /
एम 3 चरा पावािगी पािळर पे्ा कमी आहेि.

िारटिजिचे ऑजसाईड (एिओएजस): अभरास केिेररा एिओएजस चे साासार म्रर 32.5
/g / m3 हििे. एिओएजस चे जा्िीि जा्ि साासारम्रर पकरपसाइट वा 35.2 μg /
m3 आनर महेशा िगा, घाटकिपा जवळ 20.4 μg / m3 हकमाि हििे. NOx म्ररे
अिु्ेरपािळर 80μg / m3 चरा खािी आहेि.
काबि् मिििऑजसाइड (सीओ): साइटवा िोद्विेररा सीओ चे साासारम्रर 0.5 नमगॅ / एम
3 हििे. पकरप साइटवा 1.4 नमिीगाम / एम 3 चे जा्िीि जा्ि म्रर दतगुर सिसारटर,
गिवंडर वे्ट रेथे हकमाि 0.3 नमिी गाम / एम 3 िोद्विे गेिे.

सभिविािची धविी देखाेख
पाराभ्ि धविी परान्थिी, अभरास ्ेषामधीि 8 हाकारी अभरासाचरा काळाि धविी
पािळरवा देखाेखीचे पराराम ्वचाााि घेििे आहेि. हदवसाचरा वेळर धविी सकाळर 6 िे
ााषी 10 रावेळेि आनर ााषी 10 िे सकाळर 6 रावेळेि घेििा जाि असे. धविीचरा संदभाि्
वािावारीर वारुगुरवता मािकांिुसाा धविी पािळरचे पार्र केिे गेिे. अभरासाचरा
कािावधीिीि हदवसाची समिुररिा 62.6 िे 48.4 डरबी (ए) दामराि आहे, िा ााषीचे
समिुरर 56.2 िे 40.3 डरबी (ए) चरा शरेीि हििे. ्वदमाि डंपसाइट वारि आवाजाची
पािळर हदवसाची साासार 62.6 िोद्विी गेिी आहे जी निवासी्ेषाचरा अिु्ेर मरादे् पे्ा
जा्ि आहे आनर औदिनगक ्ेषाचरा अिु्ेर मरादे्पे्ा खािी आहे आनर अभरासिेररा
इिा सव् ्ेषावरि असे हदसिे कि आवाजाची पािळर दि्हर पावािगरापे्ा हदवस िसेच
ााषीचरा वेळर कमी आहे.
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भ्जि आनर जनमिीवारि पारी
 पकरपसाइट पास्ि 5 हकमी अंिाावारि हवाईअंिाावा चेब्ा आहे. चेब्ा मधरे भ्जि

गुरवता खााब असरराचे हदस्ि आिे काार बहुिेक मापदंड भाािीर पेर जि मािक

बीआरएस- आरएस 10500: २०१२ चरा मरादे्पे्ा जा्ि हििे.

 भ्गभाि्ीि एक्र ्वघहटि घि (टरडरएस) ची िोदिेिी म्ररे 252 नमिी गाम / िी

आनर 1346 नमिीगाम / िी चरा शरेीिीि हििी. पराराम पषृभाग पदद्कांदााे द्् दि

हिणराचे संकेि दश्् विाि.

 एक्र काठर परा 53 नमगॅ /िी आनर 329 नमिीगाम / िी दामराि नभ्ि आहे,

्ाािा 102 नमिीगाम / िी आनर 970 एम जी / िी दामराि नभ्ि आहे.

भ्गभाि्ीि पाणरािीि ्ााररिेचे काार ्ाारर पषृभागाचरा पदद्कांचरा सं्मरामुळे

अस् शकिे.

 िोदविेिा जििााईड 23 नमिीगाम / िी िे 320 नमिीगाम / िी दामराि आहे.

सरफेटची िोदविेिी म्ररे 18 नमिीगाम / िी िे 239 नमिीगाम / िी दामराि

नभ्ि आहेि.

 चािकिा 310 μmhos / सेमी आनर 1780 hmhos / सेमी दामराि हििी, जे

पषृभागावारि पदद्क घटकांपास्ि द्् दि हििे.

 फििााईडची िोद्विेिे म्ररे 1.0 नमिीगाम / िी चरा मरादे्चरा आि हििे.

 एक्र किनिफॉम् आनर हफकि किनिफिमसच्ी मिजरी खुररा खिदिेररा ्वहरारि

ख्पच जा्ि हििी.

 ाारे खाडर वरि पषृभागावारि पाणराचे िमुिे संकनिि केिे गेिे आनर भौनिक-

ासारि मापदंडांचे ्वशेदरकेिे.



– Page no. 8

 ाारे खाडर पद्् दि आहे आनर टरडरएस - 569 नमिीगाम / िी एि, सरफेट - 236

नमिीगाम / िी, जििााईडस - 95.9 नमिीगाम / िी, मॅगिेनशरम - 2.03 नमिीगाम

/ एि, कॅनरशरम - 35 नमिीगाम / िी, एफ. कििाई - 48 एमपीएि रा साामरा

मापदंडांचे म्रर आहे. / 100 नमिी आनर एक्र E coli- 166 मी.गा. / िी अिु्ेर

मरादे्पे्ा जा्ि आहेि.

 खाडरचरा पाणराचे निार्र पद्् दि असरराचे हदस्ि रेि आहे, िथा्प, आज्बाज्िा

असिेररा खााफुटरची न्थनि अज्ि हर चांगिीआहे.

 खाडरचरा पाणराचे पदद्राचे सिि अंशिः सधराचरा डंपमध्ि िीचेट िसेच िेिकट

आनर पुिवाप्ाकाणराचरा ह्रा रा इिा द्् दि घटकांचरा सावामुळे हििे.

पराव्ारीर वािावार

हा पकरप अन्ििवाि असिेररा देविाा डंप साईट मधरे प्िा्वि आहे असुि जवळचरा
भागािा खााफुटरची झाडे आहेि.
रा सव्् राि िराा काणराि आिेररा वि्पिी आनर पाणरांचरा पजािींचरा रादरवा अभरास
का्राि आिा आनर आरर्सीएि ाेड डेटा रादर आनर महाााष ााजर संान्ि पजािींचरा
रादरशी िुििा केिी गेिी आनर असे हदस्ि आिे कि पकरप्थािाचरा ० िे ५ हकमी
दामराि ्ेषािीि अशरा किरतराहर पजािींचा शिध िागिा िाहर जीदनुमळ्, धिकादारक,
गंभीा परे धिकादारक हकंवा कारदेशीारातरा संान्ि न्थिी चे पनिनिनधतव केिे.
अभरासाचरा ्ेषाि आरर्सीएि चरा माहहिी पु्िकािुसाा चाा पजािी (अिेजझांडरि पॅााकिट,
ांनगि साास, िहाि ािहहि, काळरा शेपहटचा गॉड्वट) वग्कृि काणराि आररा आहेि.
िथा्प, 10 हकमी चरा पराघा मधरे ऍटिासमॉथ साामरा पाणरांचरा पजािी अस् शकिाि. रा
पजािीवा रापकरपाचा किरिाहर ्वपारि पराराम हिराा िाहर असे हदसिे.

पकरपाचरा बहुिेक १-३ हक.मी. चरा पराघामधरे वि्पिी महरजे खााफुटरचीक
झाडे आहेि. ्व्वधिा कमी आहे आनर वि्पिींचरा सव् पजािी सामा्र, वरापक
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आहेि. पकरपाचा पराराम जवळपासचरा वि्ेष आनर एक्र पराव्ार शास कमी
काणरासााठ आवशरक उपाररिजिा हािी घेणराि रेईि.

अपेन्ि पराव्ारीर पभाव आनर शमि उपार

प्िा्वि पकरपावारि वािावारावारि संभावर पराराम पकरप अंमिबजावरीशी संबंनधि
्व्वध उप्मांचरा ्वरपाि आनर पकरपांचरा ऑपाेशि (बांधकाम टपपराि आनर ऑपाेशि
टपपरािीि पराराम) रावा आधाराि आहेि.
बांधकाम टपपरािीि पराराम

बांधकाम टपपरािीि कामांमधरे साइट नजिअा्स, साइट िराा कारे, इमाािी चीकामे,
पाराभ्ि सु्वधा आनर इिा किरतराहर पाराभ्ि सु्वधांचा समावेश आहे. बांधकाम कारायमुळे
हिरााे पराराम अरपमुदिीचरा आहेि आनर िे बांधकाम टपपरापुािे मराह्दि आहेि. तराचे
पराराम मुमरि: हवेची गुरवता, पाणराची गुरवता, मािीचरा गुरवतेवा असिीि.

निरनमि पारी नशंपडरे, जागेचरा सभिविािी पुाेशी उंचीचा जाड पषा (हकमाि 3 मीटा)
इतरादर उपारांचा अविंब केिा जाईि जेरे करि हकमाि ध्ळ निनमि्ी / वार्पदद्र
सुनिन्ि हिईि. बांधकामटपपराि निमार् हिराऱरा सांडपाणरावा पिट्बि मिनि्साार 
पह्रासंरंषाि उपचाा केिे जािीि.

काराय् वि टपपरानिि पराराम

प्िा्वि पकरपाचरा ऑपाेशि टपपराि हवेचे वािावार, पाणराचे वािावार, भ्-पराव्ार
आनर सामानजक- आनथक् बाबींवा पराराम हिईि. पांिु प्िा्वि पकरपाचे उदरृ ्वदमाि
डंप साइट िसेच आसपासचरा भागाि्ि हवेिीि उतसजि् कमी कारे हे आहे. प्िा्वि
पकरपाि सुमााे ६००टरपीडर कचा्राचा वापा काणराचे उदरृ आहे जेरे करि सधरा अंदाज
केररा पमारे साइटवारि डनमपंग ह्रा कमी हिईि. प्िा्वि पकरपाचे उदरृ सव्
पराव्ार घटकांचरा (हवा, पारी, आवाज, मािी इ.) पदद्राची पािळर निन्ि केिेररा
पराव्ारीर मािदंडांिुसाा काणराि आिे आहे.
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पराव्ार वरव्थापि रिजिा

वािावारीर वरव्थापि रिजिा (ईएमपी) पिांट चरा ्ेषाचा आनर तराचरा आसपासचरा
भागाचा शाशि ्वकास सुनिन्ि काणरासााठ आवशरक आहे. ईएमपी पकरपाचरा सव् पमुख
कामांमधरे एक्षि केिे जाईि, ्पृपरे पराभा्दि धिारासह, परासााचे पराव्ारीर संिुिि
ााखिे जाईि आनर तराचे दु् पराराम कमी हििीि राची खाषी करि घेििी जाईि.
ईएमपीिा अंमिबजावरी व ऑपाेशि दामराि शमि, वरव्थापि, देखाेख आनर सं्थातमक
उपाररिजिांसह बहु-अिुशासिातम कद्ृकििाची आवशरकिा आहे, पराव्ारीर दु् पराराम
दा् काणरासााठ हकंवा िे ्वीकार् पािळरवा आरणरासााठ परर काावे िागिीि. अभरास
्ेषाि शाशि ्वकास सुनिन् िकाणरासााठ; रा सााठ एक सव् समावेशक रिजिा असरे
आवशरक आहे जरासााठ वि्पिी पानधकार, साकाा, निरामक एज्सी आनर अभरास
्ेषाचरा ििकसंमरेिे तरांचे सहकार् आनर रिगदाि वाढ्वरे आवशरक आहे.

शमि उपार बांधकाम आनर ऑपाेशिट पपराटपपरािे निरिनजि आहेि आनर एक्रच
वरव्थापि रिजिा पार झािेररा सं्थांची आधााभ्ि ्मिा सुधााणरास मदि कािे.
ईएमपीचे उदरृ उपिबध ्िाावा उपिबध हिणराप्व् आनर पावडराा्रा िंष्ािािे शजर
नििजरा मरादे्परयि पदद्र निरं्षि कारे आनर तरािंिा हड्चाज् हिणराप्व् मािक
उपचाा कारे आवशरक आहे. नशफाासीर शमि उपार रिजिा अभरासाचरा ्ेषाचरा
पराव्ारीर संा्रासह आनथक् ्वकासास सं्नमि काेि. ईएमपीचरा अंमिबजावरीसााठ
८१५ िाख रपरे निरिनजि काणराि आिे आहेि जराची आवि् हकंमि ९६ िाख पनिवद्
आहे.

पराव्ारीर देखाेख कार्् म

पराव्ारीर देखाेख कार्् मप राव्ाराचरा गुरवतेचे वैनश्टर आनर पार्र काणरासााठ
जरा पह्रा आनर ह्रा काणराची आवशरकिा आहे तरांचे वरि् कािे. पराव्ारीर
देखाेखीचा उपरिग पराव्ारीर पभावांचरा म्ररांकिास िराा काणरासााठ केिा जािि, िसेच
बा्राच परान्थिींमधरे जरामािवी कृिींमधरे िैसनगक् वािावारावा हानिकााक पराराम
हिणराचा धिका असिि तरांची महहिी पुाविी जािे. प्िा्वि पकरपामधरे सामीि झािेिे
वेगवेगळे उप्म आनर पराव्ार्वदरक ्व्वध वैनश्टरांवारि तराचा पभाव पराव्ार
्वदरक स्व्िा देखाेख कार्् माची आखरी कािािा ्वचाााि घेििा गेिा आहे. पराव्ार
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वरव्थापि रिजिेचरा अंमिबजावरीचरा कार्् मिेचे म्ररांकि काणरासााठ व आसपासचरा
वािावाराि काहर पमाराि ऱहास झाररास सुधााातमक उपाररिजिा काणरासााठ प्िा्वि
पकरपासााठ पराव्ार देखाे खकार्् म िराा केिा गेिा आहे.
सव् देख ाेख धिारे आनर पिगाम मधरे काारे आनर औनचतर आहेि जे बहुिेक वेळेस
पराव्ाराची सदन्थिी ्था्पि काणरासााठ हकंवा पराव्ारीर घटकांमधरे टेड ्था्पि
काणरासााठ हडझाइि केिेिे असिाि. सव् पकारांमधरे देखाेखीचरा निकािांचे पुिाावििकि
केिे जाईि, आकडेवाार िुसाा तरांचे ्वशेदर केिे जाईि आनर संबंनधि अनधकाऱरांिा सादा
केिे जािीि. महर्िच मॉनिटारंग सुर हिणराप्व् एखादा मॉनिटरांग पिगामचरा हडझाइिमधरे
डेटा चरा अंनिम वापााशी संबंनधि असरे आवशरक आहे. मॉनिटारंग पिगाममधरे िीि टपपे
असिीि: बांधकामटपपा, ऑपाेश्स फेज आनर ऑपाेश ििंिाचा टपपा.
पकरपाचे फारदे
सधराचरा डंपसाईट चरा सदन्थिीचा ्वचाा करि प्िा्वि पकरपाचे बाेच फारदे हििीि,
प्िा्वि कचाा िे उजा् पकरप सधराचरा भ्-भााव कचऱरांचे पमार 90% कमी कर शकेि.
25 वदायचे जीवि च् ि्ाि घेिररास हे िँडहफि ्ेषाची आवशरकिा 80 हे पे्ा जा्ि
पमाराि वाचवेि. कंपि्ट उतपादिानशवार िँडहफि चरा ऑपाेटािा कमाईची भा पडेि.
कंपि्ट उतपादिामुळे ्पकाची उतपादकिा आनर मािीची पिि सुधााेि आनर मािीचरा पिदक
दवरांची वाढ हिईि. प्िा्वि पकरपाि ािजगाा, सहायरक ्वकास, सेवासु्वधांची ्थापिा,
दा्संचाा व परावहि सु्वधांचा ्वकास रासााखे पतर् व अपतर् आनथक् फारदे हर
असिीि.

पराव्ारी रफारदे
 ्वदमाि देविाा डंप साइटवा अॅ ॅिॅाि्बक अव्थेि्ि निमार् हिराा्रा नमथेि

गॅसमुळे वाांवाा हिराऱरा आगीचा पनिबंध, सीआाझेड भागाि कचाा पसाणरास
पनिबंध.

 जवळपासचरा भागाि ध्ा आनर फााार उतसजि्ाचा पनिबंध. पकरप अभरास
्ेषाि ािगांचा पसाा कमी कािीि.

 प्िा्वि पकरपामुळे पषृभागावा आनर भ्गभाि्ीि पाणराचे पदद्र ािखिे जाईि.
 प्िा्वि पकरपहे सुनिन्ि काेि किपरासााि किरतराहर पकााची गंधवा

आवाज रेऊ िरे.
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 उजच्रा उतपादिासााठ कचाावा पाररास जीवाशम इंधिाची बचि हिईि आनररा
मुळे सजीएचजी चे उतसजि् कमी हिईि.

 असा अंदाज आहे कि मंुबई सााठ डबरर्टरईपिांट चरा अंमिबजावरी मुळे २०
वदायचरा कािावधीि 2 दशि्ट्स सी ओ समक् जीएचजी ची बचि हिईि.

 िैसनगक् संसाधिे मराह्दि आहेि आनर निचा कार्् मिेिे वापा केिा पाहहजे.
 प्िा्वि पकरप मंुबई सभिविाि निमार् हिराऱरा पानिकाघिकचऱरावा पह्रा

ववरव्थापि करि िैसनगक् संसाधिांचे संा्र काेि. पुढे, हहावराघटकांचे
उतपादि (कंपि्ट, उजा,् सी अँड डर कचाा इ. पास्ि सामगी) इतरादर सामगीचा
वापा कमी काेि.

 मिठरा पमाराि कंपि्ट ची निनमि्ी झाररामुळे ाासारनिक खिांची मागरी कमी
हिईि.

सामानजक फारदे
 रा पकरपाि जवळपासचरा भागािीि ििकांिा अिेक आािगरिाभ हिऊ शकिाि

आनर चांगररा शहााची गुरवता नमळवणराचरा मागािे् संप्र् शहााि आािगराचा
फारदा हिईि.

 शसिाचे आजाा, ्र इतरादर अिेक आजााांचे पमार खािी रेिीि अशी अपे्ा
आहे.

 प्िा्वि पकरपाचरा अंमिबजावरी मुळे ाॅग-्पहकंग, बािमजुार आनर इिा
धिकादारक पुिवाप्ााचे कार् ािखिे जाऊ शकिे.
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संद्म अटी (टी ओ आर)

सवमसाधाररपरे अपेनकि असलेरया पयामवरर्वियक सम्यांचे यिगयररतया पालन करणयासााठ
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अटी (टीओआर) ियार केरया आहेि.यावयनिररक, समथमकांना पिजेकटशी संबंनधि ्वनशष
मुददांची ओळख पट्वरे आवुयक आहे आनर ईआयए अहवाल ियार करणयासााठ
टीआरओआरमधये तया मुददांचा समावेश कररे आवुयक आहे.देवनार, मंुबई येथे सुमारे ४
मेगावॅट वीज नननममिीसााठ ‘६०० टीपीडी चा कचरा िे ऊजाम पकरपाचा प्िा्वि ्वकास’ या
पकरपासााठ टीओआर (प्िाव कमांक एसआयए / एमएच / एमटीएस / ४७६९२/२०१९)
पाा करणयासााठ अजम सादर केला आहे.रारय िर् मूरयांकन सनमिीने (एसईएसी - १)१८२''
चया बैाक्ि आनर २७.०५.२०२० रिजी झालेरया १९८ वया बैाक्ि एसईआयएने टीओआरचा
्वचार केला आहे.

िका 1 एसईआयए दारा ्वनशष संद्म अटींचे पालन

अ
नु
क.

्वनशष अटी अनुपालन

१. पकरप प्िावकारे सीआरझेड
(CRZ) मा्यिेची पि प्िुि
कररे

मंजूर सीझेडएमपी २०११ नुसार प्िा्वि पकरपाचा
संपूरम पकरप सीआरझेड केताचया बाहेर पडि आहे.
घाटकिपर पं्पंग ्टेशन िे देवनार येथील मुखय
पलांटपयरि दयुयम उपचाररि सांडपारी वाहून नेरारया
पाइपलाइनसााठ सीआरझेड मंजुरी आवुयक आहे.
पाइपलाइनसााठ सीआरझेड मंजुरीचा अजम पगिीपथावर
आहे.

२. प्िा्वि जागेवर पुरवाा
करणयापूव् घाटकिपर एसटीपी
साइटवर सांडपारी शुदीकरर
केलेरया पाणयाची ननजरिुक्करर
करणयाची सु्वधा पकरप
प्िावकाने पुरवावी.

घाटकिपर एसटीपी कचचे पारी पलांट पररसरािील
आरसीसी साावरुक्चया टँकचया एका (१) नंबर वर पंप
केले जाईल आनर नंिर बीओडी, सीओडी आनर टीएसएस
काढणयासााठ जै्वक टीटमेट नस्टमला पंप केले
जािील. बीओडी व सीओडी काढून टाकरयानंिर, पाणयाची
पहकयाकमिा - ८०० मीटर३ चया पारी साावर टाक्मधये
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साा्वली जाईल. तयाच पाणयाची टाक् अनगनशमन पाणयाची
साावर टाक् महरून वापरली जाईल. उपचारीि पाणयाचया
टँकमधील निजल हाकारांची वयव्था अशा पकारे केली
जाईल क् नेहमीच अनगनशामक कायामसााठ पारी नमळेल.

३. पकरप प्िावकाने ईआयए /
ईएमपी अहवालािील वायू
पदिूर ननयंतर शमन उपायांसह
पकरपाि वापररया जारारया
इनसीननयसमची िां्तक माहहिी
समा्वष करावी.

बु मंु म न पा ने कचऱयावर उपचार करणयासााठ आर डी
एफ वर आधाररि उल्या पदनिने काम कनमरे
रेसीपिकेहटंग गा्टम वापरन कचरा िे ऊजाम पलांट
(डबरयूटीई) बसवणयाची यिजना आखली आहे.

ईआयए / ईएमपी अहवालाचया अधयाय २ मधये पहकयेचा
िपशील नमूद केला आहे

४. पकरप प्िावकाने लीचेट
वयव्थापनासह ईआयए /
ईएमपी अहवालाि ्वंडि
कंपिन्टंगसााठ कायमपदिीचा
िपशील समा्वष करावा

अॅ ॅरि्बक कंपिन्टंगसााठ आनर वैकनरपक पदिीसह
अॅ ॅनेरि्बक पचन पहकयेचया िपनशलाची माहहिी अधयाय
२ मधये हदली आहे

५. ईआयएचया अहवालाि
आसपासचया वािावररावरील
जमीन ियार करणयाचया िसेच
जिखीम आनर प्िा्वि शमन
उपायांसह प्ावाचा पकरप
प्िावकारे समावेश करावा

आसपासचया वािावरराचा अभयास 3 वया अधयायाि
केला गेला आनर पकरपाचे जिखीम ्वशेिर अधयाय 7
मधये समजावून सांनगिले
आहे िसेच अधयाय 4 मधये शमन उपाय देणयाि आले
आहेि

६. पकरप प्िावकांनी ईआयए /
ईएमपी अहवालाि रलाय अँश
आनर िळाची अँश यांचया
वयव्थापन आनर ्वरहेवाट
पहकयेवर ्विंत अधयाय देरे

ईआयए / ईएमपी अहवालािील रलाय राख आनर िळाशी
राख वयव्थापन अधयाय २ मधये िसेच ्वरहेवाट यिजना
अधयाय४ मधे हदले आहेि.

७. प्िा्वि पकरप ्थळ आनर
अ्यारणय / संवेदनशील केते
/ अनधसूनचि केत इ.
दरमयानचया अंिरांबदल सकम
पानधकरराकडून (वन्व्ाग)

एपीसीसीएफ, मंुबई हे अंिर सकम पमारपत देरारे
पानधकारी आहे. ब.ृ मंु. म. न. पा ने ११ निवहेबर २०२०
रिजी एपीसीसीएफकडे यासााठ अजम सादर केला आहे
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िका 2मानक संद्म अटींचे पालन

अंिराचे पमारपत समा्वष
करावे.

अनु
क

मानक ToR घटक उतर

i. हा पकरप मा्टर पलॅनपमारे
लिकसंखयेचया अंदाजानुसार ियार केला
गेला पाहहजे

मंुबईची लिकसंखया सुमारे १२.५ दशलक
असून मा्टरपलॅन तया नुसर आहे १९२७
पासून, देवनार डनमपंग ााऊंड हे शहरािील
कचर्यासााठ ्वरहेवाट लावणयासााठ वापरले
जाि आहे. पकरपाची जगा ही एमसीजीएम
चया मालक्ची आनर संचानलि आहे. सधया
देवनार येथील कचरा कंुडीि मंुबई कडून
सुमारे 2000 टीपीडी कचरा नमळिि रया मधये
अंदाजे 800 टन एमएसडबरयू आनर बांधकाम
आनर ्वधवंस )सीअँडडी) चा कचरा 1200

टीपीडी आहे.
देवनार डंप साईटवर किरिीही पहकया न करिा
संपूरम कचरा टाकला जाि आहे. या पयतांचा एक
्ाग महरून, बु मंु म न पा एम ने एस
डबरयू पहकया घटक सह्वघटनशील
कचऱयासााठ कंपिन्टंग / अॅ ॅरि्बक पचन,
बांधकाम करणयायिगय कचरा जमवने
)आरडीएफ) या सहहि कचरा िे उजाम या
पकरपांचे बांधकाम व ऑपरेट करणयाचा ननरमय
घेिला आहे. ्वदमान देवनार डंप साइट, मंुबई
येथे एम एस डबरयू चया पहकयेमुळे उवमररि
अवशेि / पकयेिुन बाहेर पडनारे ्वरहेवाट
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लावणयासााठ आर डी एफ चा वीजनननममिी व
सुरनकि ्ूमी चा उपयिग करणयाचे पकरपाि
मांडले आहे
देवनार डनमपंग ााऊंड व आजूबाजूचया सवम
बाबी लकाि घेऊन मंुबई उचच ्यायालयाने
ब.ृ मंु. म. न. पाला लवकराि लवकर डनमपंग
ााऊंडवर ्रणयाचे आदेश हदले आहेि.

ii. पिजेकट साइट, राषीय महामागम, रारय
महामागम, नजरहा र्िा / अपिच र्िा,
नदी, कालवा, नैसनगमक डेनेजचे सम्वय
दशम् वरारा १० हकमी ्तरयाचा नकाशा
(इंहडया टिपिशीटचया सव्करानुसार)
सादर करा; संरनकि केत, व्यजीव
(संरकर) अनधननयमांिगमि, पुराितव
साइट, नैसनगमक िलाव, पूर केत, मानवी
व्िी (लिकसंखया असलेले), उदिग, उचच
िारिराव असलेली ्वदुि लाईन, पमुख
वारा हदशा (उ्हाळा आनर हहवाळा),
काही असरयास सूनचि करावे

अधयाय २ मधील आकृिी २ मधये सव्कर
्थानावरील ्ौगिनलक नकाशामधये
पकरपाचया चया ्थानापासून १० हकमी ्तरये
मनधल महहिी हदली आहे.
अधयाय ३ आनर अधयाय ४ मधील सवम
सं्ावय प्ावांसााठ प्ाव आनर शमन उपाय
प्िा्वि केले आहेि.

iii. वैकनरपक िंत्ानाचा िपशील िपासून
सादर करा उदा. आरडीएफ देखील
्वकनसि केले जाईल

पॉईट नं I मधये वर सांनगिरयापमारे), मंुबई
शहरासााठ एकूरच एसडबरयूएम यिजनेिील
एक घटक आहे. ब.ृ मंु. म. न. पाने यापूव्च
कांजूरमागम येथे बायि ररएकटर लैडहफल
्वकनसि केली आहे आनर तया ऑपरेट केरया
आहेि आनर शहराि ्वकेहदि सु्वधा आहेि.
वेगवेगळया िंत्ानादारे कचरा पहकया कररे
(कचरा गुरवता आनर पमार यावर
अवलंबून) एसडबरयूएम ननयम २०१६ आनर
्वच् ्ारि नमशन (एसबीएम) मागमदशमक
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ििवांचया अनुिंगाने आहे.
प्िा्वि डबरयूटीई पकरपाि डं्पंग साइटवर
येरारया सवम पकारचया कचरयावर पहकया
करणयासााठ पी-पिसेनसंग आनर कंपिन्टंग
िंत्ानाची िरिूद आहे. हा आरडीएफ
आधाररि कचरा िे ऊजाम पकरप आहे आनर
आरडीएफ चे मूरयांकन करणयाचे किरिेही
साधन नाही आनर या पकरपामधे वै्ाननक
पदिीने आरडीएफ चा वापर करणयाचा प्िाव
आहे. आनर वेगवेगळया िंत्ानाचा अभयास
अधयाय ५ मधये देणयाि आला आहे.

iv. कंपि्टेड केताकडून पावसाचे पारी,
लीचेट संाहर यांचे िपशील परीकर
करा आनर सादर करा

लीचेटचे पमार कमी करणयासााठ आनर
मुसळधार पावसाि तया जागेचा पूर
टाळणयासााठ पावसाचे पारी ्विंतपरे गिळा
कररे महतवाचे आहे. आर.सी.सी. मधील
पयामा पमाराि आकाराचे पावसाचे पाणयाचा
ननचरा हिरारे यंत वाहून गेलेले पारी ररकामे
करणयासााठ ियार केले गेले आहे. पावसाची
िीविा १०० नममी / िा. एकूर ााव
मिजिाना ्वचार केला गेला आहे
पावसाचया चया पाणयाचे यंतरेचा िपशील
आनर नलचेट जिडरी आनर वयव्थापन
परालीचा उरलेख अधयाय २ मधये देणयाि
आला आहे

v. लँडहफल साइटचया आसपासचया
पाणयाचया गुरवतेचया देखरेखीचे िपशील
िपासून सादर करा. पारी ्वशेिरामधये
नायटेट आनर फॉ्फेट देखील समा्वष
केले जाईल

प्िा्वि जागेचया आसपास दहा हक.मी. चया
पररघा मधील पाणयाचे नमुने ्ूग्ामिील
जलािि आनर पषृ्ाग पाणयाचे सिि यािून
गिळा केले गेले. सवम नमु्यांचे ्ौनिक आनर
रासायननक वैनश््यांसााठ ्वशेिर केले हििे
जे िपशील अधयाय ३ मधये आहेि
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vi. गंध ननयंतर उपायांची िपासरी करन
सादर करावी

गंध ननयंतरासााठ सवम सं्ावय उपायांचा
अवलंब केला जाईल. कंपि्ट शेड वर गंध
ननयंतर पराली ्था्पि केली जाईल, रया
मधये वायुवीजन ननलका आनर वायू बाहेर
फेकराऱया पंखयांचा समावेश असेल. लँडहफल
केताि, दररिज कवहर मािीचा थर, नचकरमािी
हकंवा समान सामाी सह ाेवले जाईल. इिर
उपायांमधये ननयनमि अंिराने गंध नननममिी
केता्िविी इकिसॉबम )सेदीयआनरजैव-
वाढ्वणयायिगयरसायन) फवाररीचा समावेश
आहे. गंध ननयंतर पराली ही गंधनननममिीचया
ाििांची संखया कमी करणयावर लक केहदि
करिे. गंध कमी करणयाचे िपशील अधयाय ४
मधये हदले आहेि

vii. पावसाळयामधये जलकंु् / नदांवर/
िलावांवर आनर तयावरील
उपाययिजनांचा िपशील िपासून तया
सादर करा

किरतयाही पररन्थिीि किरिाही उपचार
केलेला / उपचार न केलेला कचरा, पावसाचे
पाणयाचा ननचरा इतयादी किरतयाही
पाणयाचे नैसनगमक किसम ्ेटरार नाहीि.
मंुबई शहर हे एक अनिशय ्वकनसि शहर
आहे रयाला ्विरची पावसाचे पारी वाहून
नेणयाची वयव्था नमळाली आहे. या
पकरप्थळी पावसाळयाि पावसाचया चे
पारी ्वदमान पावसाचे पाणयाबरिबर जिडले
जाईल.
पकरपाि नलचेट उपचार पलांट देखील आहे
जि पावसाळयामधये िसेच मॉ्सून हंगामाि
लीचेट ियार करणयाचे उपचार करेल.

viii. कचरा नननममिीचे मूरयांकन
करणयासााठ ननकि सादर करावा.
धिकादायक आनर जैव-वैदक्य

प्िा्वि पकरप केवळ नगरपानलकेचा
घनकचरा (एमएसडबरयू) पहकयेसााठ आहे.
ब.ृ मंु. म. न. पाला डबरयूटीई पलांटमधये
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कचरयाचे किरिेही ्व्ाजन करावे एमएसडबरयू ्विररि करावे लागेल. कचरा
वेगळा कररे, संकलन आनर वाहिूक या
पकरपाचा ्ाग नाही

ix. घनकचरा साावर, ाीन बेरट (रंदी व
लांबी, पकरप केताचा ३३%) दशम् वरारया
पकरप साइटचया लेआउट यिजनेची एक
पि सादर करा, सवम र्िे, वाऱयाची
हदशा, पहकया पकरप आनर इमारिी
इतयादीची माहहिी पुरवावी.

घनकचरा सााा, हररिप्टा (रंदी आनर लांबी,
पकरप केताचा ३३%), सवम र्िे, वाऱयाची
हदशा, पहकया पकरप आनर इमारिी इ.
अधयाय २ मधये पकरपाचा आअरखडा
दशम् वरारया पकरप साइटचया प्िा्वि
यिजनेसह सूचक मांडरी आनर जमीन
्व्ागाचे िपशील हदले आहेि. हेच पररनशष -
१ महरून जिडलेले आहे

x. सकम अनधकारयांकडून ्ूमी वापराचया
दाखरयाची एक पि सदर करावी.

सधयाचया देवनार डंपसाईट मधये हा पकरप
प्िा्वि आहे, ही जमीन एमसीजीएमची आहे

xi. ्थाननक हकंवा जवळचया
्वमानिळापासून २० हकमीचया अंिरावर
आनर किरतयाही रलाइट फनेल
पनिबंधनांमधील एनओसी सदर करावी.

डीपीआर सरलागाराने प्िा्वि केलेली उंची
५० मीटर आहे आनर एन १७ नाड मधये येि
आहे (पररनशष २ महरून जिडली गेली आहे)
जी एनओकेएएसवरील इंटरएनकटवह कलर
किडेड झिननंग मॅपनुसार १५० मीटर पयरि
्टॅक चया उंचीला परवानगी देिे, महरून या
पकरपासााठ एएआयकडून मा्यिेची
आवुयकिा नाही. नचमरीची उंची आनर
एएआयकडून एनओसी नमळ्वणयाचया
ननकिांना पार करि नाही

xii. स्िविालची हवेची गुरवता आनर
पषृ्ाग आनर ्ूजल गुरवता, मािीचा
पकार, पीक पदिी, ्ूमी वापराचा नमुना,
लिकसंखया, सामानजक-आनथमक न्थिी,
अपेनकि हवा आनर जल पदिूर
यासंबंधीची पि सादर करावी.

पाया्ूि पयामवररीय माहहिी सपटेबर २०२०
िे निवहेबर २०२० पयरि ८ हाकारांहून केली
गेली आहे. ईआयए / ईएमपी अहवालाचया
अधयाय ३ मधये देखरेखीची माहहिी देणयाि
आली आहे.

xiii. साइटला काही ्ररे (हफनलंग) आवुयक
आहे क् नाही हे दशम् वराऱया केताचया
टिपिााफ्ची एक पि प्िुि करावी.
जर िसे असरयास, ्रणयाचे िपशील,

देवनार डनमपंग साइटवर प्िा्वि कचरा िे
ऊजाम पिजेकटचा ्वकास करावयाचा आहे.
या पकरपासााठ आवुयक असलेरया जागेचे
्िर ्रणयासााठ / पािळी उंचावणयासााठ
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आवुयक सामाी ्रणयाचे पमार, तयाचे
सिि आनर वाहिूक इ.ची
माहहिी पुरवरे

किरिीही अनिररक बा् सामाीची
आवुयकिा नाही.

xiv. सांडपारी आनर आसपासचया व्िी /
व्िी (पररसरा) वर हिराऱया
परररामांची िपासरी करन िी सादर
करा.

गेरया अनेक विारपासून मंुबई शहराि
पावसाचया पाणयाची खूपच चांगली वयव्था
आहे. या ्ागािील जवळपासचया व्िीसह
िसेच या पकरपासााठ ननमामर झालेरया पारी
्वदमान िे पावसाचे पाणयाचया यंतरेला
जिडले जाईल.
या पकरपामुळे सांडपारी आनर जवळपासचया
व्िी / वसाहिींवर किरतयाही महिवपूरम
प्ावाची करपना केली जाि नाही.

xv. पषृ्ाग जल्व्ान आनर पारी ननयम
आनर तयावरील परररामाची िपासरी
करन तया सादर करा

पकरप केताि किरिाही नैसनगमक पवाह जाि
नाही / ओलांडि नाही. जवळपास ३००
मीटरचया अंिरावर ाारे खाडीचे केलेट
असलेले सवामि जवळचे पाणयाचे हाकार
पावसाळयाि पाणयाची काळजी घेरारी पुरेशी
पावसाचे पाणयाची वयव्था आहे.
महरून या पकरपािील जल्व्ान आनर
जलसं्थेवर किरिाही पररराम हिरार नाही.

xvi. एका संपूरम हंगामाचया ए ए कयू
माहहिीची िपासरी केताचया एएकयूवर
पकरपाचा पररराम एच २ एस, सीएच ४
सहहि) देखरेखीचया िारखांसह (मा्सून
वगळिा) एका संपूरम हंगामाचया एएकयू
माहहिीची िपासरी आनर सादर
करावी..

पाया्ूि पयामवररीय माहहिी हह सपटेबर
२०२० िे निवहेबर २०२० पयरि ८ हाकारांहून
घेिली गेली.
एका संपूरम हंगामाचया एएकयू डेटाचा िपशील
(मा्सून वगळिा) ईआयए / ईएमपी
अहवालाचया अधयाय ३ मधये देणयाि आला
आहे.

xvii.कचरा वयव्थापनाचया स्व्िर
यिजनेची पि सादर करा

अधयाय २ मधये कचरा वयव्थापन पराली
चया यिजने ची ्व्ििृ माहहिी हदली आहे.

xviii.सॅननटरी लँड हफल साइटचया
अ्ेदपराचा िपशील आनर तया

अधयाय २ मधील ्व्ाग २.५.४ मधये
लँडहफल हडझाइन बदल ्व्ििृ माहहिी हदली
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पहकयेि असरयास तयासंबंधीचा िपशील
सादर करा

आहे. आकृिी १२ )अधयाय२) मधये नमुने दार
एमएसडबरयू लँडहफल बेसलाइनर आनर
कॅ्पंग नस्टम वरील िपशील सादर केला
आहे

xix. पयामवररीय संवेदनशील केतावरील
प्ावाची िपासरी करन तया सादर
करा.

जवळचया पयामवररीय संवेदनशील केता मधये
ाारे खाडी रलेनमंगि )रिहहिपकी) अ्यारणय
आहे जे सधयाचया डमपसाईटचया उतर-पूवम
हदशेला १.१ क्मी चया अंिरावर आहे आनर
खारफुटी वन्पिी आहे. डबरयूटीई चा हा
पकरप मंुबई शहरािील पयामवररीय यतंरेचे
उ्नि करर आहे.

सं्ावय पररराम, काही असरयास,
पकरपािील कचरा ््म कररारी यंतरा
असेल. तयाि नचमरी उंची व कमिा कमी
कररे, जसे क् वायुपदिूर ननयंतर यंतरेि
बॅक हफरटसम इतयादी समा्वष आहेि. महरून
संवेदनशील केताि वायू पदिूराचा काही
पररराम हिणयाची शकयिा नाही.
किरतयाही पररन्थिीि किरिाही उपचार
केलेला / उपचार न केलेला कचरा, पावसाचया
पाणयाचा ननचरा इतयादी किरतयाही
पाणयाचया नैसनगमक सििाि ्ेटरार नाही
तयानच काळजी घेिली जाईल .मंुबई शहर हे
एक अनिशय ्वकनसि शहर आहे रयाला
्विरची पावसाचे पारी वाहून नेणयाची
वयव्था नमळाली आहे. या पकरप्थळी
पावसाचे पारी ्वदमान पावसाचया पाणयाचा
ननचरा परालीला जिडले जाईल.
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पकरपाचे नलचेट टीटमेट पलांट देखील आहे जे
पावसाळयामधये िसेच मा्सून वयनिररक
हंगामािली नलचेट पहकया करणयाचे कामर
करेल
िेनथल पहकयेमधे धवनी नननममिी हिनार नाही
आनर िसे असरयास िे धवननक उपायांदारे
यिगय ररतया कमी केले जाईल. िपशील
अधयाय ३ मधये हदले आहेि.

xx. पकरपा्िांसााठ पुनवमसन / ्रपाई
पॅकेजची िपशीलवार िपासरी करन िी
सबनमट करा

या पकरपाि किरतयाही पुनवमसन / ्रपाई
पॅकेजचा समावेश नाही

xxi. खचम व मापदंडांसह पयामवरर
वयव्थापन यिजना आनर पयामवररीय
देखरेख यिजना सादर करा

िपशीलवार पयामवरर वयव्थापन यिजना
अधयाय १० मधये देणयाि आली आहे. पयामवरर
्वियक देखरेखीची ्व्ििृ यिजना / कायमकम
अधयाय ६ मधये देणयाि आला आहे. पयामवरर
वयव्थापन यिजना )ईएमपी) मधये नमूद
केरया पमारे पयामवरर संरकर उपायांचे
पालन करणयासााठ र. ८१५ लाखांचे ननयिजन
केले आहे. ईएमपीसााठ आवि् हकंमि र. ९६
लाख पनिविम अधयाय ६ मधयेदेणयाि आला
आहे. ईएमपी बजेट वरील अनधक िपशील
सादर करिे. िका ६०, िका ६१,आनर िका ६२
)अधयाय६ ) अनुकमे बांधकाम, ऑपरेशन
आनर पि्टपिजेकट दरमयान पयामवररीय
देखरेखीबाबि िपशील सादर करिाि.

xxii.पयामवररीय प्ाव मूरयांकन अनधसूचना,
२००६ चया िरिुदीनुसार आनर
पकरपांनी उपन्थि केलेरया मुददांनुसार
या पकरपासााठ सावमजननक सुनावरी
घेणयाि येईल.

रारय पदिूर ननयंतर मंडळाला पारप
ईआयए अहवाल सादर केरयाचया ३० वया
हदवसानंिर सावमजननक सुनावरी घेणयाि
येईल. जनसुनावरीचया वेळी उपन्थि
झालेरया सवम सम्यांचे ननराकरर केले जाईल
आनर अंनिम ईआयए अहवालाि कृिी
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पयामवरर वयव्थापन यिजनेि जनिेला
संबिनधि केले पाहहजे. सावमजननक
सुनावरी मंतालयाने जारी केलेरया
टीओआर पताचया आधारे घयावी,
वेबसाइटवर उपलबध असलेरया
बैाक्चया नमननटांचया आधारे नाही.

यिजनांचा समावेश केला जाईल.

xxiii.वरील अनिररक टीओआरचया अनुिंगाने
ईआयए / ईएमपी अहवाल स्व्िर
मसुदा ियार करावा आनर
अनधसूचनेनुसार मंतालयाि सादर
करावा.

डारट अंनिम ईआयए / ईएमपी अहवाल
ियार केला गेला आहे. जनसुनावरी
घेिरयानंिर हा अहवाल अंनिम हिईल व
मंतालयाि सादर केला जाईल

xxiv.पकरपाचया ्वरिधाि पलं्बि असलेरया
खटरयांचा िपशील, काही असरयास,
किटामने पकरपा्वरद हदलेले हदशाननद्श
/ आदेश देऊन हदले पाहहजेि

पकरपा्वरद किरिेही खटले पलं्बि नाही

xxv. पकरपाची हकंमि (्ांडवली हकंमि
आनर आवि् खचम) िसेच ईएमपीचया
अंमलबजावरीसााठ लागरारा खचम
्पषपरे नमूद करावा.

प्िा्वि सु्वधेसााठ अंदाजे खचम अंदाजेर.
५०४किटी आहे. पयामवरर वयव्थापन यिजनेि
)ईएमपी) नमूद केरया पमारे पयामवरर
संरकर उपायांचे पालन करणयासााठ, र. ८१५
लाखांचे ननयिजन केले आहे. ईएमपीसााठ
आवि् हकंमिर .९६ लाख पनिविम िका ७६
)अधयाय १०) अनधक िपशील सादर करिे

xxvi.पकरपामुळे उदवराऱया सं्ावय
प्ावांसह आनर कमी उपाययिजनांसह
वरील अभयास करणयाबाबि पुढील
्पषीकरर, पकरप प्िावक
मंतालयाचया वेबसाइटव रउपलबध
असलेरया टीओआर मॉडेल चा संद्म
घेऊश किाि
http://moef.nic.in/Manual/Common

Municipal Solid Wastes".

टीओआर मधये सुच्वलेले सवम अभयास /

उपकम िपशीलवार पूरम झाले आनर ईआयए
अहवालाि सादर केले. सुच्वलेला अभयास
करणयासााठ पुढील ्पषीकरर आवुयक
नाही.
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अधयाय ०१ प्िावना

१.१ सामा्य
पयामवररीय प्ाव मूरयांकन )ईआयए) एक साधन आहे जे सामा्यि: ननरमयावर येणयापूव्
एखादा पकरपाचे पयामवररीय, सामानजक आनर आनथमक पररराम ओळखणयासााठ वापरले
जािे. पिजेकट पलॅननंग आनर हडझाइनचया सुरवािीचया टपपयावर पयामवरराचया प्ावाची
््व्यवारी कररे, पनिकूल पररराम कमी करणयाचे उपायआनर मागम शिधर,े ्थाननक
वािावरराला अनुकूल पिजेक्सचा आकार देरे आनर ््व्यवारी व पयामयांना
पिजेक्सचापयामय देरे हे तयाचे उदीष आहे.
ईआयए वापरन पयामवररीय आनर आनथमक दि्ही फायदे नमळू शकिाि, जसे क् पकरप
अंमलबजावरीची हकंमि आनर रचना कमी कररे, उपचार / ्वच्िा खचम आनर वैधाननक
पालनांचे पररराम टाळरे. पयामवररीय मूरयांकन ही एक पहकया आहे जी हे सुननन्ि करिे
क् ननरमय घेणयापूव् पयामवररीय परररामांचा ्वचार केला जाईल.
पहकयेमधये पयामवररावर हिरारया सं्ावय प्ावांचे ्वशेिर, तया अहवालाि तयाचे पररराम
नोदवरे, अहवालावर एक सावमजननक सरलामसलि कररे, अंनिम ननरमय घेिाना हटपपणया
आनर अहवाल ्वचाराि घेरे आनर नंिर तया ननरमयाबदल लिकांना माहहिी देरे चालू असिे.
अभयासाचे मुखय उदीष पयामवररािील आधार्ूि पररन्थिीची ्थापना कररे आनर
साइटवरील पयामवररीय पररराम ओळखरे आनर एक यिगय पयामवरर वयव्थापन यिजना
पदान कररे हे आहे. अभयासाचे केतफळ साइटपासून सुमारे १० हकमीचया पररघीय अंिराि
परर्ा्िि केले आहे.
वायु, पारी, मािी इतयादींसााठ िपासरीचया ्व्वध ्ागाि पररमारातमक व गुरातमक
्वशेिर केले गेले.

१.२ पकरप प्िावका बदल
बहृ्मंुबई केतासााठ बहृ्मंुबई केतासााठ ्थाननक पानधकरर बहृ्मंुबई महानगरपानलका (ब.ृ
मंु. म. न. पा) बहृ्मंुबई महानगरपानलका अनधननयम, १८८८ अ्वये ्थापन झालेरया
बहृ्मंुबई केतासााठ ्थाननक पानधकरर जबाबदार आहे आनर महानगर पानलकेचया घनकचरा
संकलन, वाहिूक, पहकया आनर ्वरहेवाट यासह नागरी सेवा पुरविे. (एमएसडबरयू) तयांचया
कायमकेताि वयुतप्न झाले. बहृ्मंुबई महानगरपानलका सधया दररिज सुमारे ८००० टन
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घनकचरा हािाळि असून सरासरी दरडिई उतपादन दर सुमारे ५४० ाॅम / दररिज आहे.
्ारिाची आनथमक राजधानी आनर सवामि मिाे शहर असलेरया मंुबईमधये सधया घनकचरा
वयव्थापनाचे घनिेचे संकट आहे. ब.ृ मंु. म. न. पाने देवनार येथे मंुबईि कचरा-िे-उजाम
(डबरयूटीई) पकरप ्वकनसि करणयाचा ननरमय घेिला आहे रयामुळे घनकचरा ्वरहेवाट
लावणयाचया वयव्थापनासााठ ््व्यािील जा्िीची गरज कमी हिऊ शकेल.

१.३ ईआयए अभयासाचे संकेि
पकरपाचे पयामवररीय प्ाव मूरयांकन (ईआयए) पकरपाचया आरंन्क अव्थेपासून ्व्वध
पकरप उपकमांचया सवम पयामवररीय प्ावांची उतरदानयतव सुननन्ि करिे. अभयासामधये
पकरपािील ननयिजन आनर हडझाइन टपपयाि ्व्वध पयामवररीय सम्यांचा समावेश आहे. हे
पुढे ओळखरया जारारया पकरपािील पररराम कमी करणयासााठ ्व्वध चररांचया
सुरवािीचया हमीची हमी देिे आनर ्व्वध पकरप पयामयांचा काळजीपूवमक ्वचार करणयाचे
आशासन देिे. खाली वरमन केरयापमारे एक संपूरम ईआयए पहकया ्व्वध चररांसह
समा्व्ट आहे:

a) न्कननंग
b) वयााी आनर पयामयांचा ्वचार
c) बेसलाइन डेटा संाह
d) पररराम अंदाज
e) पयामयांचे मूरयांकन, शमन उपायांचे वरमन कररे आनर पयामवररीय प्ाव ्वधान
f) पयामवरर वयव्थापन यिजना
g) ननरमय घेरे
h) मा्यिेचया अटींचे परीकर कररे

प्िा्वि पकरपाचा ईआयए खालील उहदषे साधय करणयासााठ हािी घेणयाि आली:

 पिजेकटचया ्व्वध हकयाकलापांची ओळख आनर पयामवररावर तयांचे सं्ावय पररराम.
 मानवी आरिगयाचा पररराम, अनधवास गमावरे, पदिूराची पािळी आनर ्ूमी

वापराचया पॅटनममधये बदल यासारखया पकरपांचया कामांमुळे उदवलेरया पयामवरराचया
जिखमीचया ्वरपावर पिजेकट पलॅननंग टीमसााठ वयापक माहहिी डेटाबेस ियार कररे.

 पयामवररावर गं्ीर पररराम हिऊ शकिाि अशा पकरप कायारसााठ वेगवेगळया
पयामयांचा काळजीपूवमक ्वचार कररे.
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 एकूरच ननरमय घेणयाचया पहकयेमधये सुधाररा कररे आनर पकरप ्वचाराधीन पयामय
सुननन्ि कररे हे पयामवररीयद््या चांगले आनर हटकाऊ आहेि.

अभयासाची पमुख उहदषे खालीलपमारे आहेिर
 पकरपाचया सूकम ननयिजनाि वयवहायम पयामवररीय पयामयांचा समावेश.
 एकूरच पकरपाचया यश्वी अंमलबजावरीसााठ आवुयकिेनुसार शमन उपाय पदान

कररे.
 सं्ावय पयामवररीय सम्या आनर नजीकचया ््व्याि शाहकयेचया कृिी यिजनांचा

्वचार करन साइटसााठ पयामवरर वयव्थापन यिजना पदान कररे.
 नैसनगमक हकंवा मानवनननममि आपतींचया वेळी आपतकालीन ियारीसााठ जिरदार

वयव्था करणयासााठ आपती वयव्थापन यिजना पदान कररे.

1.4कामाची वयााी
्थापना बैाक आनर ्व्वध साइट सवक्रानंिर, ईआयए पकरप अभयासाचे केत परर्ा्िि
केले गेले. अभयासाचे पाथनमक लक पिजेकटचया सीमेपुरिे मयामहदि आहे, िर पकरपािील केद
्बंदपूासून दहा हकलिमीटर अंिरावर असलेरया ्ागाचा ईआयए अभयास करणयासााठ ननन्ि
करणयाि आले आहे. ईआयएचा अभयास पामुखयाने आधार्ूि माहहिी संाहहि कररे आनर
अरप-मुदिीचया आनर दीघमकालीन परररामाचया मूरयांकनवर आधाररि आहे. ही उहदषे पूरम
करणयासााठ अभयासाकडे िीन टपपयाटपपयाने ्वचार केला गेला:
पहहला टपपा: माहहिी संकलन आनर पाया्ूि वािावरराचे वरमन;
दसुरा टपपा: पकरपाचया सं्ावय वािावररीय परररामाचे मूरयांकन;
निसरा टपपा: दीघमकालीन कालावधीि पकरपािील पयामवररीय वैनश््ये सुधारणयासााठ ईएमपी
आनर आपती वयव्थापन यिजनेसह (डीएमपी) समावेश असलेरया नशफारशींचा ्वकास.
पयामवररीय प्ाव मूरयांकन अभयासाचया िीन चररांमधये पकरपांचया साइटवरील सम्यांचे
आनर नचंिांचे संपूरम वरमन करणयासााठ ्व्वध हकयाकलाप / कायम समा्वष आहेि. अशा
पकारचया पकरपांसााठ पयामवरर आनर वन व हवामान बदल मंतालय, ्ारि सरकार,
आनशयाई ्वकास बँक आनर जागनिक बँकेचया पयामवररीय प्ाव मूरयांकन मागमदशमक
सूचनांनुसार पतयेक कायामचे वरमन खालील ्व्ागाि केले गेले आहे.

१.५ दनुुटकिन आनर पदि
पकरपासााठ ईआयए करणयासााठचा सवमसाधारर दषीकिन पुढील पषृावरील संलगन रलि
चाटममधये सारांनशि केला आहे.
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१.५.१ पाया्ूि अभयास
बेसलाइन अभयासामधये पाथनमक माहहिीची नननममिी आनर दयुयम माहहिीसंाहर यांचा
समावेश आहे. पकरप पररसरासााठ खालील पयामवररीय वैनश््यां्वियी माहहिी गिळा
करणयासााठ पयामवररीय देखरेखीसह पाथनमक सवक्र केले गेले.

 वायु गुरवता, पीएम १०, पीएम २.५, एसओएकस, एनओएकस, सीओ इतयादी संद्ामि.
 आवाजाची पािळी
 क् हफनजओकेनमकल आनर जै्वक मानांकनासह पाणयाची गुरवता
 मािीची गुरवता
 पयामवररशाा आनर जैव-्व्वधिा
 पाया्ूि पयामवररीय सेटअपचे मूरयांकन करणयासााठ पाथनमक माहहिीची पूिमिा

करणयासााठ खालील पैलंूवर दयुयम माहहिी गिळा केली गेली . ्ौगिनलक आनर
शारीररक वैनश््यांवर माहहिी गिळा केली गेली.

 ्ौगिनलक आनर शारीररक वैनश््ये
 हवामान्वियक माहहिी - पाऊस,आदमिा, िापमान, वारा वेग आनर वारा हदशा
 जमीन वापर
 वन्पिी आनर जीवशाा (पयामवररीय आनर जैव-्व्वधिा)

१.५.२ पकरप प्ाव मूरयांकन
बांधकाम टपपयाि आनर कायमकारी टपपयाि पयामवररावर असलेरया पकरपाचया प्ावांचे
आधार्ूि बायिहफनजकल माहहिी आनर प्िा्वि हकयांचया ्वरद मूरयांकन केले गेले.
हवामानाची गुरवता आनर आवाज पािळीचया आकडेवारीसह आधार्ूि माहहिीची िुलना
सीपीसीबी आनर एमओईएफ आनर सीसी सारखया ननयामक एज्सीदारे ारवलेरया राषीय
मानकांशी केली गेली. सावमजननक आरिगय, पारी आनर आसपासचया वन्पिींवरील
पकरपामुळे आवाज पािळी, पारी आनर मािी पदिूराचया वाढीवरील परररामांचे गुरातमक
मूरयांकन केले गेले आहे.

१.५.३ उपाययिजनांचे सूतीकरर
एमओईएफ आनर सीसी आनर इिर ननयामक एज्सींचया मानक मागमदशमक ििवांमधये न््न
/ वैकनरपक शमन उपाय सुच्वणयावर ्वचार केला गेला. या पकरपाचे नकारातमक पररराम
कमी करणयासााठ यिगय उपाययिजना करन वयापार व बहु-वैकनरपक ्वशेिर केले गेले.
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१.५.४ पयामवरर वयव्थापन यिजना
पयामवररीय वयव्थापन आराखडा (EMP) हा पकरपािून हिरारे आनथमक ला् जा्िीि जा्ि
करणयासााठ पयामवरराचया पतयेक घटकावरील महिवपूरम परररामांची ओळख, अंदाज आनर
मूरयांकन केरयानंिर ियार केला जािि. पिजेकट नंिरचा पयामवरर देखरेख कायमकम देखील
अहवालाि िपशीलवार आहे.

िका 3 ईआयएची रचना

अधयाय - १ प्िावना हा अधयाय ईआयए अहवालाचा उदेश, पकरपाची
पाशम् ूमी माहहिी, ईआयए अहवाल ियार करणयाचे टपपे
महरजेच कामाची वयााी, दषीकिन आनर कायमपदिी
आनर ईआयए अहवालाची संनका रपरेिा पदान करिे.

अधयाय - २ पकरपाचे वरमन हा अधयाय पुढील िपशील पदान करिि:

 पकरपाचा पकार

 पकरपाची गरज आहे

 पकरप ्थान

 पकरपासााठ आवुयक असलेरया संबंनधि
हकयाकलापांसह पकरप िपशील.

अधयाय - ३ पाया्ूि
पयामवररीय न्थिी

हा अधयाय अभयासाचे केतफळ, अन्ितवािील
पयामवररीय संसाधनांवरील माहहिी, मूल्ूि पयामवरराची
न्थिी ्था्पि करणयासााठ केलेरया केत अभयासाचे
नन्किम हदले आहेि आनर खालील उप-्व्ागांमधये
आयिनजि केले गेले आहेर

 वायु पयामवरर
 जै्वक वािावरर
 धवनी पयामवरर
 सामानजक-आनथमक वािावरर
 जल पयामवरर
 ्ू-पयामवरर
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अधयाय - ४ अपेनकि
पयामवररीय प्ाव
आनर शमन उपाय

हा अधयाय पतयेक ाििावरील प्ावाची ओळख,
््व्यवारी आनर मूरयांकन यासंबंधी िपशीलवार
माहहिी देिि. बांधकाम आनर कायाम् वयन टपपयाि
उपलबध संगरक मॉडेरसचा वापर करन “पकरप” चया
प्ावाचा अंदाज विम् वला जािि. प्ावांचे महिव लागू
पयामवररीय मागमदशमक ििवांचया आधारे ननन्ि केले
जािे. हे प्िा्वि पकरपाचया एकूर प्ावांचे वरमन
करिे आनर नचंिेची केते महरून ओळखले जािे, रयांना
शमन उपाय आवुयक आहेि.

अधयाय - ५ ्वकरपांचे ्वशेिर
(िंत्ान आनर
साइट)

हा अधयाय पतयेक ाििावरील प्ावाची ओळख,
््व्यवारी आनर मूरयांकन यासंबंधी िपशीलवार
माहहिी देिि. बांधकाम आनर कायाम् वयन टपपयाि
उपलबध संगरक मॉडेरसचा वापर करन “पकरप” चया
प्ावाचा अंदाज विम् वला जािि.
पयामवररीय मागमदशमक ििवांचया आधारे प्ावांचे महिव
ननन्ि केले जािे. हे प्िा्वि पकरपाचया एकूर
प्ावांचे वरमन करिे आनर नचंिेची केते ओळखिे,
रयांना शमन उपाय आवुयक आहेि

अधयाय -६ पयामवरर देखरेख
कायमकम

शमन उपायांचया परररामकारकिेचे परीकर करणयाचया
िां्तक बाबी (मापन पदिी, वारंवारिा, ्थान, डेटा
्वशेिर, अहवाल देणयाचे वेळापतक, आपतकालीन
पहकया, िपशीलवार अंदाजपतक आनर खरेदी वेळापतक)

अधयाय – ७ अनिररक अभयास या अधयायाि आपती वयव्थापन यिजनेचा समावेश
आहे; िसेच जिखीमीचे मुरयमापन केले जािे

अधयाय – ८ पकरपाचे फायदे या अधयायाि ्ौनिक पाया्ूि सु्वधा आनर
सामानजक पाया्ूि सु्वधा आनर रिजगाराचया
सं्ावयिेिील सुधाररांचे वरमन केले आहे.

अधयाय -९ पयामवररीय खचम
ला् ्वशेिर

्कि्पंग टपपयावर नशफारस केली असरयास
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अधयाय - १० पयामवरर
वयव्थापन
यिजना

हा अधयाय पयामवररीय वयव्थापन यिजनेसााठ
(ईएमपी) नशफारशी पुरविि रयायिगे पकरपािील
नकारातमक पयामवररीय पररराम कमी करणयासााठ
शमन उपाय सुचवले जािाि.
बांधकामादरमयान शमन उपायांचया प्ावी
अंमलबजावरीसााठ िसेच पकरपाचया कायाम् वयन
करणयासााठ पयामवरर्वियक देखरेखीची आवुयकिा
देखील तयांचया अंमलबजावरीसााठ आवुयक
सं्थातमक वयव्थेसह ्पष केली गेली आहे. पदिूर
ननवारर आनर पयामवरर वयव्थापनासााठ प्िा्वि
अथमसंकरपीय खचम देखील पदान केला आहे.

अधयाय -११ कायमकारी सारांश हा अधयाय प्िा्वि पकरपाचया यश्वी
अंमलबजावरीसााठचे आदेश देिि आनर ईआयए
अभयासावर आधाररि मुखय मुददांचा आनर ्वनशष
नशफारसींचा सारांश देिि.

अधयाय – १२ सिबिचे सरलागार हा अधयाय थिडकयाि रेायुमेमधये असलेरया
सरलागारांची नावे आनर सिबि असलेरया सरलागाराचे
्वरप ्पष करिि.



देवनार, मंुबई येथे सुमारे ४ मेगावॅट वीज नननममिीसााठ ‘६०० टीपीडी चा कचरा िे ऊजाम पकरपाचा प्िा्वि ्वकास’ या पकरपा सााठडारट
पयामवररीय प्ाव मुरयांकन अहवाल

32

अधयाय २पकरपाची माहहिी
२.१ प्िावना
कचरा ही टाकून हदलेली सामाी महरून पाहहले जािे, रयाचे तयाग कररारयास तयाचे किरिेही ााहक
मूरय नाह जागनिक आरिगय संघटनेचया (डबरयूएचओ) मिे 'घनकचरा' हा शबद मिठया पमाराि
हकयाकलापांमुळे उदवरारी घरे, र्तयावरील झाडे, वयावसानयक आनर शेिीिील अवांन्ि आनर
टाकलेरया व्िूनंा लागू आहे. हे ्ाजीपाला आनर सेहदय पदाथम यांचे नमशर आहे; काच, धािू, दगड,
राख, नसंडसम, कापड, लाकूड, गवि इतयादी जड व्ि.ू अननयं्ति कचरा डनमपंग हकंवा अवै्ाननक
पदिीने जनमनींमधये टाकलेला कचरा यामुळे गं् ीर पयामवररीय पररराम हिऊ शकिाि. ्ूमीवरील
कचरा जमीन ्थान वापरिाि आनर यामुळे हवा, पारी आनर मािी पदिूर हििे. वाढिी लिकसंखया,
वाढीव शहरीकरर दर आनर आनथमक वाढ, ्पढी दर, कचरा रचना आनर उपचार ितं्ानाचया बाबिीि
घरगिुी घनकचऱयाचे लँड्केप नाटक्यररतया बदलि आहे.

प्ावी आनर कायमकम घन-कचरा वयव्थापन कायमकमानशवाय औदिनगक आनर घरगिुी अशा ्व्वध
मानवी हकयाकलापािनू ननमामर हिरारा कचरा आरिगयास घािक ार शकिि आनर तयाचा पयामवररावर
नकारातमक पररराम हिऊ शकिि. यिगय कचरा-वयव्थापन यंतरा ्वकनसि करणयासााठ ननमामर
हिरारा कचरा, संसाधनांची उपलबधिा आनर ्वनशष समाजाची पयामवररीय पररन्थिी समजून घेरे
आवुयक आहे.

्ारिाची आनथमक राजधानी आनर सवामि मिाे शहर असलेरया मंुबईमधये सधया घनकचरा
वयव्थापनाचे घनिेचे संकट आहे. हे सुमारे ४३७.७१ चौ.हक.मी. केतावर पसरलेले आहे जे
१९°०३’४७.९७′ N ७२°५५’५८.२७′ E वर आहे. २०११ चया जनगरनेनुसार एकूर ५ दशलक
लिकसंखया असलेरया १२.५ दशलक लिक राहिाि. तयामुळे पाया्ूि सु्वधा आनथमक ्वकास आनर
लिकसंखया वाढीस वेगवान ाेवणयास असमथम ाररया आहेि आनर परररामी एमएसडबरयू आनर
जा्ि ओझे असलेरया डंप चे अपुरे संाहर झाले आहे. हकतयेक दशकांिील घनकचऱयाचया
अयिगयररतया ननपटारा कररे आनर कचरा उघडया जाळणयामुळे पयामवररीय पदिूर व आरिगयाचया
सम्या उदवू शकिाि. बहृन मंुबईमधये २०२१ मधये सुमारे ११,००० टन नगरपानलका घनकचरा
ननमामर हिणयाची शकयिा आहे. तयानुसार, मागरी पूरम करणयासााठ एकूर ३९७ हेकटर जमीन ्राव
केत आवुयक आहे. निची वाढिी लिकसंखया, शहरी ्ागाचा जलद ्व्िार आनर बेट असरयाने
जमीन टंचाई लकाि घेिा मंुबईला वाढतया घनकचरा वयव्थापन सम्येवर ििडगा काढरे आवुयक
आहे जे शाशि, कमी खनचमक आनर सावमजननक आरिगय, पयामवररीय आनर हवामान बदलावरील
पररराम कमीि कमी करेल.
२०११ चया जनगरनेनसुार, मंुबईची लिकसंखया अंदाजे १२.५ दशलक आहे.
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१९३१ पासून, देवनार डनमपंग ााऊंड शहरािील कचरयासााठ ्वरहेवाट लावणयासााठ एक पमुख
पदि वापरली जाि आहे. साइट ब.ृ मंु. म. न. पाचया मालक्ची आनर संचानलि आहे.
शहराि ननमामर हिरा ६५०० टीपीडी कचरयापैक् ३५०० टीपीडी कचरा देवनार डनमपंग
ााऊंडमधये अवैधयररतया टाकला जाि आहे. यावयनिररक, अंदाजे देवनार डनमपंग ााऊंडवर
बांधकाम व ्वधवंस कचरा (सी अँड डी कचरा) 1200 टीपीडी टाकले जाि आहेि. दू् िि
्ूजल, वारंवार लागरारी आग, धूर, माुया, पकी धिकयाि येरे आनर गंध यासारखया िकारी
वारंवार नोदवरया जािाि.
“घनकचरा वयव्थापन ननयम, २०१६ ”)एसडबरयूएम ननयम, २०१६) ने सवम नागरी आनर
्थाननक सं्था यांचे पालन करणयास अननवायम केले आहे. एसडबरयूएम ननयम, २०१६ मधये
अशा सवम हकयाकलापांचा समावेश आहे जे घनकचऱयाचे आरिगय, पयामवररीय आनर सौदयामचा
प्ाव कमी करणयाचा पयत करिाि.
या जागेवर अनिररक कचरा ाेवणयासााठ जागा उपलबध नसरयामुळे आनर देवनार डनमपंग
ााऊंड व तयाचया आसपासचया पयामवरराचया सम्या कमी करणयासााठ ब.ृ मंु. म. न. पा ने
वै्ाननक कचरा पहकया करणयाची सु्वधा उपलबध करन एसडबरयूएम ननयम, २०१६ चया
चौकटीि राहून हळूहळू महानगरपानलका घनकचरा (एमएसडबरयू) चे ओपन डनमपंग कमी
करणयाची यिजना आहे.

२.२ पकरपाचे वरमन
बहृ्मंुबई महानगरपानलका केताि सधया दररिज सरासरी ५४० ामॅ दरडिई उतपादन दर असून ६५०० टनाहून
अनधक घनकचरा कचरा ियार हििि. सधया देवनार येथील डनमपंग केताि मंुबईकडून अदंाजे २००० टन /
हदन कचरा नमळिि रयामधये अदंाजे ८०० टन एमएसडबरयू आनर बांधकाम आनर ्वधवंसक (सी अडँ डी)
कचरा १२०० टीपीडी आहे. देवनार डंपसाईटवर किरिीही पहकया न करिा कचरा टाकला जािआहे.
सधयाचा पकरप देवनार येथे कचरा िे ऊजाम (डबरयूटीई) पकरपादारे ६०० टीपीडी कचर्यावर पहकया करणयाचा
आहे.
ईआयए अहवाल उपरिक ६०० टीपीडी एमएसडबरयू पहकया सु्वधा आनर ४ मेगावॅट वीज नननममिी सााठ
कचरा िे उजाम संयंतया सााठ मयामहदि आहे जि पगिितं्ान पुरवून जा्िीि जा्ि ८ मेगावॅट उजाम
पयरि वाढ्वला जाऊ शकिि. एमओईएफ आनर सीसी अनधसूचना, २ जाने २०१४ नुसार ईआयए चया
अनधसूचने मधये, १५ मेगावॅट कमिे पयरि अ्वघािक घनकचरा वापररार्या औन्रक उजाम पकरपांना
पयामवररी यमंजुरीचया ककेिनू वगळणयाि आले आहे. महरूनच, घनकचऱयांचया किरडया वेगळया
्ागाचा उपयिग करन वीजनननममिी युननटची प्िा्वि पलांटची कमिा हह ्व्ििृ अन्यां्तक्
अभयासकमाचया दरमयान असावी आनर बायिगसॅचया वापराची शकयिा यिगयररतया िपासरयानंिर



देवनार, मंुबई येथे सुमारे ४ मेगावॅट वीज नननममिीसााठ ‘६०० टीपीडी चा कचरा िे ऊजाम पकरपाचा प्िा्वि ्वकास’ या पकरपा सााठडारट
पयामवररीय प्ाव मुरयांकन अहवाल

34

आनर किरतयाही पररन्थिीि १५ मेगावॅट पेका जा्ि नसावी. पुढे डी ओ क. २२-१९ / २०१७ /आयए -

III हद. ३ जुलै २०१७, रिजी, ्ारि सरकारचे सनचव, MoEFआनर CC यांनी खालील पमारे ्पषीकरर
हदले आहे.
नमुना
घरिघरी जाऊन कचरा, ्वलगीकरर, कंपिन्टंग, हडवहेड इंधन (आरडीएफ) बन्वरे, कचरा िे
उजाम संयंतांदारे कचरा िे उजाम नननममिी आनर वै्ाननक ्ूमीपररयांमधये ्वरहेवाट
लावणयासारखया ्व्वध पयामयांचा समावेश नगरपानलका घनकचरा वयव्थापनाि हििि.
लँडहफल साइट वगळिा वरील हकयाकलाप ईआयए अनधसूचना, २००६ चया आयटम ७ )i)

अंिगमि समा्वष नसरयास तयास पूव्चया पयामवरर्वियक परवानगीची आवुयकिा नाही.
्वदमान लँडहफल साइटवर कंपिन्टंग, आरडीएफ बन्वरे आनर कचरा उजाम (१ M मेगावॅट
कमिेपयरि) उपकम प्िा्वि असरयास िे ईआयए अनधसूचना २००६ चया िरिुदींना
आक्िमि करि नाहीि.

अनकिट

वरील कथनािून हे ्पष झाले आहे क् ्वदमान ईआयए शासनकाळाि प्िा्वि ६००
टीपीडी एमएसडबरयू पलांटची पूवमसूचना न घेिा १ M मेगावॅट कमिेपयरि आकारली जाऊ
शकिे. पकरप सुर हिणयाचया िारखेपासून िे विामचया कालावधीि जन्स व राख
नमळणयासााठ लागून असलेरया २ हेकटर केतामधील सॅननटरी लॅनहफलचे ्थान असरयामुळे, या
पकरपाि ECआवुयक आहे.

डबरयूटीई पलांटमधून अॅश ियार केलेली आनर पी-पिसेनसंग / कंपि्ट पलांट कडील जंिू
एसएलएफकडे पाा्वणयाचे आनर डबरयूटीई पलांटमधून अॅश ियार केलेरया पुनवामपरासााठचया
संधींचा शिध घेणयाचेही ननयिजन आहे. र्िा बांधकामासााठ सबबेस आनर बांधकामाि कमी
सामरयामचे करार महरून सुदा राख सुरनकि संरनकि लँडहफल ऑपरेश्ससााठ कवहर सामाी
महरून देखील वापरली जाऊ शकिे. पुनरावलिकनाखाली ६०० टीपीडी पकरपासााठ सुरनकि
लँडहफल चालू हिणयापासून ४ विामपयरि राहील आनर एमसीजीएमला सुरनकि लँडहफलचया
््व्यािील गरजा ्ाग्वणयासााठ यिगय जमीन पासमल नमळेल.

प्िा्वि पकरपाची उहदषे खालीलपमारे आहेि:
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 एसडबरयूएम ननयम २०१ with चया अनुिंगाने जमीन आनर पयामवरर संवधमनावर जिर
देऊन जिरदार हटकाऊ आनर पयामवररीय सौमय आनर उतपादक प्िावाचा ्वकास
कररे

 डंप साइटवरील ओझे कमी कररे आनर घनकचऱयावर पहकया कररे आनर ्वरहेवाट
लावणयासााठ ओपन डनमपंगपासून संघहटि, वै्ाननक आनर नसद पकारांकडे जिर देरे .

 देवनार डनमपंग ााऊंडचया पररसरािील पयामवरराला हदलासा देणयासााठ वयापक
पमाराि पनिकृिी बनवरे

२.२.१ पकरपाचे हाकर आनर आजूबाजूचा पररसर
देवनार डनमपंग ााऊंड मंुबई शहराचया पूवम उपनगरािील एम / ई्ट वाडम येथे आहे (१९.०६७१ ° एन
७२.९१९७ ° ई).

प्िा्वि डबरयूटीई साइट ्वदमान देवनार डंपसाइटचा एक ्ाग आहे. डबरयूटीई पलांट ्वकनसि
करणयासााठ १४.२ हेकटर केताचे केत ननन्ि केले आहे. या जागेचया उतर-पूवम बाजूने हककने वेढलेरया
खारफुटीचया झाडासह, िर दनकर-पन्म बाजूला वसलेले केत आहे रयाि बहुिेक झिपडप््या आहेि.

बीएआरसी, एचपीसीएल, बीपीसीएल, आरसीएफ आनर टाटा पॉवर यासारखया महिवाचया सं्था आनर
उदिग या पकरपाचया ५ हकमीचया पररघामधये आहेि, परंिु १० हकमीचया आि आहेि. मंुबई
्वमानिळही घटना्थळापासून सुमारे ७ हक.मी. अिंरावर आहे. या हाकारी डबरयूटीई पकरप
खारफुटी व खाडीचया पाणयाचया गरुवतेसह पररसरािील आनर पररसरावरील अनेक पयामवररीय प्ाव
कमी करणयाि मदि करेल. पिजेकट साइटची गगूल पनिमा खाली आकृिी १ पमारे हदली आहे.

आकृिी २ मधये १० हकमी ्तरया टॉपिशीट देणयाि आली आहे. प्िा्वि पकरपाची साइटची
वैनश््ये िका ४ मधये सादर केली आहेि. प्िा्वि पलांटसााठ ्वनशष व सामा्य पाया्ूि
सु्वधांचया गरजेचया आधारे, तयाकररिा उपलबध असरारी जमीन पासमलमधये एक आराखडा
आखला गेला आहे व िि आकृिी ३ मधये सादर केला आहे. जागेचे केतफळ िका ५ मधये हदले
आहे.

िका 4 पकरप हाकाराची वैनश््ये

पकरपाचे नाव एमसीजीएम दारे देवनार, मंुबई येथे ४ मेगावॅट िे ८ मेगावॅट वीज
नननममिीसााठ ६०० टीपीडी कचरा िे ऊजाम पकरप.

हाकार देवनार ९३-१A ्वकिळीVikroli ६५-१AP, ६५-१ CP,
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जनमनीचे केतफळ १२.१९ हे.

जवळील शहर मानखुदम - दनकर हदशेला १ हकमी

जवळील ्वमानिळ जवळील ्वमानिळ - ्तपिी नशवाजी महाराज आंिरराषीय
्वमानिळ - पन्म हदशेने ५ हक.मी.

जवळील महामागम राषीय महामागम NH ३ – वायवयेकडे २ हकमी

जवळील पाणयाचे
हाकार

ाारे खाडी कालवा- ईशा्य हदशेला ३०० मी

जवळील जंगल खारफुटी - पूवम हदशेला ४०० मी
पकरपाची हकंमि र. किटी

आकुिी 1 पकरप ्थान
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आकुिी 2 टिपिशीट १० हकमी ्तरया
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आकुिी 3 पकरप नकाशा
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िका 5 जमीन केताची ्व्ागरी

अनु क. घटक केतफळ हे. मधये टककेवारी

१. सुरनकि लँडहफल १.९९ २०.६

२. कचरा िे ऊजाम ०.८४ ८.७

३. कचरा पहकया पलांट केत १.९२ १९.८

४. पशासन इमारिी ०.२६ २.७

५. हररिप्टा ३.१९ ३३.०

६. र्िे आनर नाले १.३५ १४.०

७. ईटीपी, एलटीपी आनर एरलुएंट िलाव ०.१२ १.२

उप एकूर ९.६७ १००

््व्यािील ्व्िार (न वापरलेली जमीन) २.५२ -

एकूर १२.१९ -

२.४ पहकयेचा िपशील

२.४.१ िंत्ाचा वापर
नगरपानलका घनकचरा हा अतयंि ्विम पदिीचा असून तयांि आकार, घनिा, आकारमान
आनर इिर ्ौनिक आनर रासायननक मापदंडांमधये वै्वधयपूरम आहे. एमएसडबरयूचे पहकया
कररे आनर िंत्ानाचा अवलंब कररे हे कचरा नननममिीचे पमार आनर सेवा केताि ियार
हिरारया घनकचऱयाचया ्ौनिक वैनश््यांवर अवलंबून असिे. एमएसडबरयूमधये मौरयवान
घटक असले िरी िे पु्हा नमळवणयाचे काम काठर आनर गुंिागुंिीचे आहे.
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िंत्ान काळजीपूवमक एकत केले गेले आहे. पूवामनुमाननि करपना हदली जाि नाहीि आनर
पतयेक पहकया आनर ऑपरेशनची ्विरची सामरयम आनर कमजिरी असिे. िथा्प, ्व्वध
िंत्ानाची सांगड घालून एखादी यिगय पराली ियार केली जाऊ शकिे.

एमएसडबरयू पहकयेसााठ किरतयाही िंत्ानाची ननवड, सवामि गं्ीर घटक महरजे पमार,
हवामान न्थिी, कचरा वैनश््य आनर ािि, जमीन केत यांची उपलबधिा हे आहेि. देवनार
डंप साइटवरील कचरयाचे वैनश््य आनर उपलबध जमीन केताचया आधारे पुढील पहकया
िंत्ान प्िा्वि आहे.

 पूवम-कमवारी लावरे आनर एकतीकरर.
 ्वघटनशील कचऱयासााठ एरि्बक कंपिन्टंग / अनरि्बक पचन.
 ननयं्ति दहनदारे आरडीएफ आधाररि कचरा िे ऊजाम.

२.४.२ रलिचाटमचा आढावा
कचरा नननममिी, ्व्ाजन, वैनश््ये इतयादी सवम बाबींचा ्वचार करन पानलकेचया
घनकचऱयाचे वयव्थापन करणयाचया प्िा्वि पकरपाचा मिकयाचा ्वचार केला जाईल.
तया आधारे आरडीएफ आधाररि कचरा िे उजाम संयंत, सॅननटरी लँडहफल, कंपि्ट पलांट या
पहकयेसह ही सु्वधा ्था्पि करणयाचा प्िाव आहे. पहकयेचा रलि चाटम आकृिी ४ मधये
दशम् वला
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आहे.

आकुिी 4 कचऱयाचया पहकयेसााठ पहकयेचा रलि डायााम

वािानुकूनलि हट्पंग पलॅटफॉमम असलेरया एमएसडबरयू यिगय न्द आकाराचया ्क्नवरन
पूवम-कमवारी लावणयासााठ घेिले जाईल.वैकनरपकररतया, बॅनलन्टक सेपरेटर वेगळा कररे हा
देखील एक चांगला पयामय महरून उदयास येि आहे. पूवम-कमवारीि ्कॅप मेटल पुनपामा
करणयाचया उदेशाने चंुबक्य ्व्ाजक देखील समा्वष केले जाईल. ्वघटनशील अपूरारक
बहुिेक ्क्नमधून जािील. एरि्बक कंपिन्टंग पलांटसााठ ही अंडरसाइरड मटेररयल
कंपिन्टंग पॅडवर नेली जाईल. ्क्नवरील अनिरीक सामाी, ्व्क रवलनशील अंश, थममल
दहन / रवलनशीलिेसााठ फ्ड ्टॉक बनवेल.अशी आरडीएफ आनर कचरा िे उजाम संयंताि
किरली जाईल नजथे िे १४ हदवसांपयरि साावरुक्चया ्पटमधये साावले जाईल. फ्ड ाॅब
केनदारे बॉयलर ््टीमधये हदले जाईल.

वैकनरपकररतया, ्वघटनशील िुकडा अंश हकंवा पूरम असू शकिि, एनरि्बक पचन एक
उदयि्मुख िंत्ानादारे पहकया केली जाऊ शकिे जेथे उपयुक बायि गॅस िसेच आरडीएफदारे
पुनपामा केले जाऊ शकिे. बायि-गॅसचया नननममिीचे पमार वाढ्वणयासााठ एससीएडीए
संचानलि परकयुलेट रीहककयुलेशन नस्टमदारे (पाझर पररभमर पराली) बॅचमधये वापर
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करणयासााठ नसमेट कॉहंकट पासून बनवलेरया कयू्बकरसमधये डाय डायजेसन परालीमधये
(डीडीएस) करिा येिे. बॉयलरमधये इंधन महरून बायि गॅसचा वापर वीज नननममिीचया
सं्ावयिेचा शिध घेणयासााठ केला जाऊ शकिि. िसेच ्ारि सरकार नैसनगमक वायू /
संसाधनांवरील अवलंबन कमी करणयासााठ जै्वक कचरयापासून बायिगॅसचया वापरास
पितसाहन देि आहे.

कंपिन्टंगसााठ ्वीकारलेली सामाी कंपि्ट पॅडवर पसर्वली जाईल. मुखयि: नवीन
यंतसामुाीदारे िारया कचऱयाचया सेदीय अंश असलेरया सॉटम केलेला कचरा कंपि्ट पॅडवर
नेला जािि. पचन पहकयेला गिी देणयासााठ कचरयाला इनिकुलम आनर पाणयाने फवाररी
केली जािे आनर यिगय वायुवीजन आनर िापमान ननयंतर पदान करणयासााठ मिबाइल
मशीनचा वापर करन ्व्डिज वेळिवेळी हफर्वले जािाि.

२.४.३ मटेररयल मास बॅल्स
प्िा्वि पकरप केतािील कचरयाचया वैनश््यांचया आधारे आकृिी ५ मधये हदलेला
िपशीलवार िका आला आहे
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आकुिी 5 मटेररयल मास बॅले्स रलिचाटम

२.५ पहकया संयंत वरमन

खाली प्िा्वि पहकया व ्वरहेवाट िंत्ान यांची माहहिी हदली आहे

1. पूवम कमवारी लावरे
2. कंपिन्टंग / अनरि्बक पचन
3. आरडीएफ आधाररि जल िे ऊजाम (उजाम नननममिी)
4. सुरनकि लँडहफल (ननन्कय कचरा)

कचरा घेणयाची यंतरा: एमएसडबरयूची दुयमान पदिीने िपासरी केली जाईल आनर तयाचे
वजन आन येराऱया फाटकाजवळील वजन पुलावर नोदवले जाईल. कचरा असलेली सवम
येरारी वाहने पिसेनसंग पलांटकडे ननद्नशि केली जािील.
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पूवम वग्करर
वािानुकूनलि हट्पंग पलॅटफॉमम असलेरया एमएसडबरयू यिगय न्द आकाराचया ्क्नवरन
पूवम-कमवारी लावणयासााठ घेिले जाईल. कंपि्टेबल अपूरारक बहुिेक ्क्नमधून जािील.
एरि्बक कंपिन्टंग पलांटसााठ ही अंडरसाइरड मटेररयल कंपिन्टंग पॅडवर नेली
जाईल.्क्नवरील अनिरीक सामाी, ्व्क रवलनशील अंश, थममल दहन / रवलनशीलिेसााठ
फ्ड ्टॉक बनवेल. अशी आरडीएफ आनर कचरा िे उजाम संयंताि किरली जाईल नजथे िि १४
हदवसांचया साावरुक्चया ्पटमधये ाेवला जाईल. फ्ड ाॅब केनदारे बॉयलर ््टीमधये हदले
जाईल. पूवम वग्करर पहकयेचया कालावधीि हकमान टककेवारीचे एमएसडबरयू ननचरा
हिणयाची अपेका आहे.

2.5.1 एरि्बक कंपिन्टंग / अनारि्बक पचन
कंपिन्टंग ही मेसिहफनलक आनर थम्हफनलक पहकया असून याि सूकमजीवांदारे सेदीय
पदाथामचे बुरशी (नलगनिपिहटन) मधये जैव-रसायननक रपांिरर केले जािे . एक कंपिन्टंग
पहकया सेहदय कचरयाचे सेहदय खिाि१ रपांिररि करणयासााठ ्वघटन हिणयाचया नैसनगमक
शक्ंचा उपयिग करणयाचा पयत करिे. कंपिन्टंग दिन पकारे केले जाऊ शकिे.

१. एरि्बक कंपिन्टंग

२. अनरि्बक कंपिन्टंग

एरि्बक कंपिन्टंगमुळे अनरि्बक कंपिन्टंगपेका अनधक फायदा हििि

 जलद ्वघटन, सामा्यि: ६ िे ८ आावडयांचया आि पूरम हििे रयामुळे आवुयक
केत कमी हििे.

 पहकया एकसओ थनममक आहे आनर उ्मामुळे हाननकारक रिगजनकांचा नाश करणयास
मदि हििे, रिगांचे अंडी वेकटर वाहून नेिाि आनर िर ्बयारे नष करिाि.

 नमथेन, हायडिजन सरफाइड यासारखया गंधयुक वायूंचे उतपादन कमी केले जािे.
 पििक घटक पूरमपरे संरनकि आहेि.

एरि्बक कंपिन्टंगला गिी आनर ननयं्ति करणयासााठ, ्वशेििर ियार केलेरया जै्वक
सूकमजीवांचा उपयिग सेदीय कचरयावर उपचार करणयासााठ केला जाईल, जि आपरया
िंत्ानाचा मुखय घटक आहे. इनॉकयुलम रचनामधये सिि सुधाररेचया अधीन असेल.
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कंपिन्टंग पहकयेवर पररराम कररारे घटक:

 खालील घटक यश्वी कंपिन्टंगचया दरावर पररराम करिाि.
 आदमिेचा अंश
कचरयािील ओलावयाचे पमार ५० - ५५ % पयरि असावे. कमी आदमिेमुळे सूकमजंिूंचा
मतृयू हििि, िर जा्ि ओलावयामुळे एनरि्बक पररन्थिी उदवू शकिे कॉम पिन्टंगचया
पहकयेस सूकमजंिू नन्प् ारिाि आनर गंधयुक वास असलेरया ाीनहाऊस वायंूचे
उतसजमन हिऊ शकिे.
 िापमान
एरि्बक सूकमजीवांचया एकसओथनममक जै्वक हकयांचया काररा्िव, आिून िापमान दिन
हदवसांि ६०-७० हडाी सेनरसयस पयरि वाढिे. हे िापमान संपूरम जै्वक चकाि राखले
पाहहजे.
 यिगय वायुवीजन
एरि्बक सूकमजीव जै्वक पहकयेि वापररया जाि असरयाने ऑनकसजनची उपलबधिा
सुननन्ि करणयासााठ यिगय वायुवीजन आवुयक आहे. ढीगांचे ननयनमि वळर केरयास
वायुवीजन पुरेल.
काबमन आनर नायटिजन पमार (सी: एन पमार)

दिु कंपिन्टंगसााठ सीएन पमार राखला पाहहजे. जर िे जा्ि असेल िर ्वघटन पहकया
मंद हिईल. सीएन पमार खूप जा्ि असरयास सीएनआर इनच्ि ्िरावर आरणयासााठ
शेरासारखया नायटिजनयुक पदाथारची ्र घालावी लागेल.

आकुिी 6काबमन: नायटिजन पमार व कंपिन्टंगवर पररराम
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िका 6कंपिन्टंगवर पररराम कररारे घटक

कंपिन्टंगवर पररराम कररारे
घटक

इष शरेी

आदिेचे पमार ५०% िे ६०% इषिम

िापमान
५० िे ६० ०C

)५ िे ७ हदवस रिगजनकांचा बळी जािि)

C/N पमार

३०-४५ दरमयान

जर सी / एन पमार कमी असेल िर - पेढा, करडलेली
धूळ, कागद जिडू शकिि

जर सी / एन पमार जा्ि असेल - सांडपारी गाळ,
कतल कचरा इ. समा्वष कररे

कंपिन्टंग सी / एन = २० चया शेवटी

एमएसडबरयू रेगयुलेशननुसार सी / एन परवानगी आहे
२०-४०

वायुवीजन
व्िुमानाि पुरेसा ऑनकसजन.

साधाररपरे दर ५ हदवसांनी हफरवून सुननन्ि केले जािे.

िका 7 ऑपरेशनल सम्या आनर सुधारातमक पहकयार

ननदान सं्ावय कारर ननराकरर

िापमान वाढि नाही
सूकमजीव ्वकनसि
हिऊ शकि नाही

 साहहतय खूप किरडे
हकंवा ओले आहे

 वायुवीजन मधये
असंिुलन

 ढीग सिडवरे
 ढीग ओला

कररे
 शेर घालरे
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 चुक्चे सी / एन
पमार

िापमानाि अचानक
घट

पररविमन हिि नाही
 ढीग खूप किरडे
 सी / एन पमाराि

असंिुलन

 नायटिजन
समदृ साहहतय
जिडरे

 पारी घालरे

दू् िि वासामुळे
मटेररयलला काळसर
हहरवेपरा येिि

कंपिन्टंग सामाीला
गंध येि आहे आनर
काळया रंगाि बदलि

आहे

 सी / एन पमार
सुधाररे

 बलॉकला अनधक
वारंवार चालू

 C / N पमार
बरिबर कररे

 पुरेशी वळर
देरे

एरि्बक कंपिन्टंग पिसेनसंग ्व्ाग िीन मॉडयूलमधये ्व्ागले गेले आहे

)अ) पूवमियारी ्व्ाग

)बी) दयुयम ्व्ाग

)सी) पॅहकंग ्व्ाग

 पूवमियारी ्व्ाग
 पूवमियारी ्व्ागाि, पचलेले एमएसडबरयू आवुयकिेनुसार वेगवेगळया आकाराचया

्क्नवर जाईल. आउटपुट कॅररंग शेडमधये साावले जाईल. कयुररंग शेडमधील सरासरी
धाररा कालावधी २८-३० हदवस असेल. हे अंनिम उतपादनाची गुरवता सुधारणयाि
मदि करेल. पुढे कंपि्ट वसुली वाढेल आनर जमीन ्रणयासााठ नकार कमी हिईल.
कयुररंग शेडमधये उतपादनाची ६० हदवस राहणयाची कमिा असेल.

 दयुयम ्व्ाग
 दयुयम िपासरी ्व्ागाि, बरे झालेले कूड उतपादन पुढील ४ नममी ्क्नदारे दशम् वले

जाईल. वाळू आनर इिर जड दिि दरू करणयासााठ उतपादन ्वनशष गुरतव
्व्ाजकांदारे पुढे जाईल.
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आकुिी 7 दयुयम िपासरी ्व्ाग

 पॅहकंग ्व्ाग
पाा झालेला कंपि्ट साावरुक्चया केताि साा्वला जाईल आनर पॅहकंग ्व्ागाि
मागरीनुसार समदृ व पॅक केले जािील. दरमयानचे साावरुक्ची पुरेशी कमिा
असलेरया ्क्ननंग ऑपरेश्सचे खंडन केरयाने, एका ्व्ागािील ऑपरेश्स खंहडि
झारयाने किरतयाही इिर ्व्ागाि ऑपरेशनवर पररराम हिरार नाही हकंवा दसुऱया
शबदांि पतयेक ्व्ाग अडथळे ननमामर केरयानशवाय ्विंतपरे कायम कर शकेल.

आकुिी 8 ारा्वक अंनिम उतपादन (कंपि्ट)
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सु्वधेचे आकार व रचना अशा पदिीने करणयाचा प्िाव आहे जेरेकरन िे कमिेपयरि
वहेररएबल इनपुट घेणयास सकम असेल

अनरि्बक पचन: पहकयेचे वरमन

पहकया सलग ३ पहकया टपपयाि चालिे:
पहकयेचा पहहला टपपा एरि्बक पररन्थिीि कायम करिि. पीसेट लकय िापमान सूकमजीव
्वयं-गरम हिईपयरि डायजे्टेट सबसटेट वायू असिे. ्ारिािील हवामान पररन्थिीनुसार हा
टपपा फारच लहान असावा. लकय िापमानावर पिहिचरयानंिर, वायुवीजन थांब्वला जािि
आनर उवमररि ऑनकसजन एरि्बक सूकमजीवांचया काही िासांि सेवन केला जािि. वायुवीजन
िीविेचया ननयमनाचे आधार महरजे डायजे्टसममधील ऑनकसजन सामाीचे ननरंिर मिजमाप
कररे.

पहकयेचा दसुरा टपपा केवळ अनरि्बक पररन्थिीि पूरम केला जािि. दसुऱया टपपयाि
नझरपराऱया पाणयाने सबसटेट इनिकयुलेशनदारे पारं् केले जािे. नझरपरारे पारी हे लीचेट
आहे जे पहकयेि ियार केले जािे, गरम पाणयाची सिय असलेरया टाकयांमधये साावले जािे
आनर पु्हा ियार केले जािे. फेज २ सुर झारयानंिर काही िासांि नमथेनचे उतपादन सुर
हििे आनर डायजे्टरमधये नमथेनची एकाािा सिि ६०% पेका जा्ि वाढू शकिे. िथा्प,
सहजीवन पलांटमधये बायिगॅसचा वापर कमी नमथेन एकाािेपासून समांिर डायजे्टसमपासून
अतयंि केहदि बायिगॅसमधये नमसळणयापासून सुर हिऊ शकिि.

चरर २ मधये, पहकयेचया ननयंतरासााठ मापदंड पाा करणयासााठ गॅसची रचना सिि मिजली
जािे. यावयनिररक, सेसरदारे िापमान आनर डायजे्टरमधील दाबांचे परीकर केले जािे. टपपा
२ मधये किरतयाही वेळी पाझर बंद करन वेहटलेशन सुर करन समाा केला जाऊ शकिि.
टपपा २ थांब्वणयाचा ननरमय घेिरयास उदा. इनच्ि पमाराि वायू ियार केला गेला आहे,
नमथेनची घनिा कमी हिरे हकंवा डायजे्टरमधये ्रणयासााठ िाजी सामाी उपलबध आहे.

पहकयेचा निसरा टपपा पु्हा एरि्बक पररन्थिीि चालू आहे. ऑनकसजन सामाी, दाब आनर
डायजे्टरमधील िापमान मिजले जािे हे सुननन्ि करणयासााठ क् ्वनशष उतपादनांनुसार
पहकया अंनिम उतपादनाचया लकय गुरवतेवर चालिे.
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2.5.2 कचरा िे ऊजाम (WtE) पलांट
एमएसडबरयू अतयंि हेटेरिनजनस आहे आनर ािि अवलंबून तयािील घटकांची टककेवारी
मिठया पमाराि बदलिे. पुढील हंगामी बदल देखील एमएसडबरयू मधये उचच ्िरावर
्विमिेसााठ यिगदान देिाि. एमएसडबरयूवर पहकया करणयासााठ किरतयाही िंत्ानाचया
अनुकूलिेचे मूरयांकन करणयासााठ, तयाचया ्पढीचया वेगवेगळया ाििांचया संद्ामि पतयेक
घटकांची रचना आनर वजन अपूरारक यांचे ्व्ििृपरे ्वशेिर कररे आवुयक आहे.

उ्रिेचया पुनपामाीसह कचरयाचे ननयं्ति दहन व बा्प ियार करणयासााठ ्टीम टबामइनदारे
शक् उतप्न करिे. उ्रिा उजाम ियार करणयासााठ येरारया एमएसडबरयूचया संपूरम
रवलनासााठ दहन पहकयेस हवेचया यिगय पमाराची आवुयकिा आहे.

 एमएसडबरयूचया दहनमुळे लँडहफलवर मिठया पमाराि बचि हिऊ शकिे कारर मूळ
कचरयाचया िुलनेि राख आनर ्लॅगचया ्वरपाि एमएसडबरयूचे पमार कमी झाले
आहे.

 दहनशीलिेवर आधाररि डबरयूटीई पलांटमधये, रलू गॅस, शीिकरर साधने, बॉयलरचया
न्ंिी आनर राख यांचयामुळे नष हिरारे अपररहायम अपूरारक वगळिा कचरयाची संपूरम
उजाम सामाी पुनपामा हििे.

 वरील सवम बाबींचा ्वचार करिा, वीजनननममिीसााठ एमएसडबरयूचे दहन या
पकरपासााठ पयामय असेल.
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आकुिी 9 डबरयूटीई सु्वधेचे ारा्वक ्व्ागीय दुय

पॉवर पलांट यिजना

्टीम सायकल उ्रिा उजामचे टबामइन शारटमधील यां्तक उजम्धये रपांिरर, वेगवेगळया
थम्डायनानमक पहकयेदारे उजाम ािि आनर उजाम नसंक दरमयान ाेवरयास शुद उ्रिा पवाह
हकंवा कायम करणयास सकम आहे. उ्रिा उजाम काही इंधन जाळणयामुळे हकंवा गरम कचरा
वायूंमधये आधीपासूनच उपलबध उ्रिा उजाम वापरन पाा हििे. सायकलला कायमरि दवपदाथम
आवुयक आहे आनर ्टीम देखील तयासााठच मानली जािे. मुखयिर उचच औन्रक कमिा,
उचच गं्ीर िापमान, उचच सुा उ्रिा, उतकृष उ्रिा ह्िांिरर वैनश््ये, ्व्ि हकंमिीि
्व्ििृ उपलबधिा, नॉनटॉनकसक आनर नॉन-कॉरॉमनसवह ्वरपामुळे ्टीमला सवामि अनुकूल
कायमशील दव महरून पाहहले जािे.

रँकाईन सायकल अंिगमि सवम ्टीम-आधाररि पॉवर पलांट कायमरि आहेि. या पकरपासााठ
्वीकारले जारारे चक एक पुनजम् म फ्ड वॉटर हीहटंगचया सहाययाने सुधाररि रँकाईन
सायकल असेल. थम्डायनानमकली रँकाईन सायकलमधून उजच्ी पुनपामाी खालील घटकांवर
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अनधक अवलंबून असिे
I. ्टीम (बा्प) टबामइनला ्टीम इनलेट िापमान
II. ्टीम (बा्प) टबामइनमधून ्टीम (बा्प) आउटलेट पेशर.

वरील बाबींचा ्वचार करिा, ४५ बार (अ) आनर ४०० ± ५ हडाी सेनरसयसचया आउटलेट ्टीम

पॅरामीटसमसह ्टीम जनरेटर ्था्पि करणयाचा प्िाव आहे. बॉयलरपासून टबामइनपयरिचया

्टीम पाइ्पंगमधील नुकसानीसााठ दबाव आनर िापमानाि फरक असलेरया टबामइनमधये

्टीम इनलेट ४२ बार (अ) आनर ३९५ ± ५ हडाी सेनरसयस असेल.

औन्रक पहकया:

कचरयाचया रवलनासााठ बरीच दहन िंत्ान उपलबध आहेि, महरजेच मूनवहंग शेगडी, रिटरी
््टी आनर ररयुइरड बेड. प्िा्वि पकरपासााठ नमनशि कचऱयाचया रवलनासााठ शेिी
िंत्ान सवामि वयवहायम, चांगले नसद आनर वयापकपरे वापरले जारारे िंत्ान आहे.
गॅनसहफकेशन आनर पायरिनलनसससारखया इिर थममल पहकया अन्ितवाि आहेि परंिु
वयावसानयक ्िरावर िे नसद झालेले नाहीि.

वेगवेगळया उपलबध मूनवहंग शेगडी हडझाई्सपैक् रीकपिकेहटंग (रयाला पुशर देखील महटले
जािे) बॉयलर दहन झिनमधये कचरा आंिररकररतया हल्वणयाचा सवामि वयापकपरे वापरला
जारारा आनर प्ावी मागम आहे. रीकिकॅकेहटंग शेगडीची वयव्था पयामयी ननन्ि हकंवा
हफररारी शेगडी ्व्ाग असलेरया पायऱयांमधये हदसिे. ढकलरारी हकया कचरयाचया
हालचालीचया हदशेने हकंवा कचरयाचया पवाहाचया ्वरद हदशेने हिऊ शकिे.

आमही कचरा सहज आनर ननरंिर आहार देणयासााठ राम फ्डरसह एअर कूनलंग / वॉटर
कूनलंगसह रीकिकेहटंग शेगडी वापरणयाचा प्िाव ाेविि.

हफररारया शेगडीचया ््म करणयाचया मुखय घटकाि हे समा्वष आहे:

 जाळरारी शेगडी,
 िळाशी हवा हड्चाजम कररे,
 रवलनशील हवा ननलका पराली,
 ््म कक
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 सहाययक बनमर

या पकारचया रवलनाि, कचरा एका गॅस परालीि शेगडीि हदला जािि आनर शेगडी एक
कचरा मिशनमधये असराऱया दहन ककािील ्व्वध झिनमधून हलविे. हफरतया शेगडी
नस्टमचे मुखय कायम महरजे ््टीदारे ््म हिराऱया सामाीची वाहिूक कररे; ढवळरे
आनर जाळणयासााठ सामाी सैल कररे; आनर रवलन ककाि मुखय ््म कररारया झिनची
न्थिी िपासरे. शेगडीवरील कचऱयाचा सामा्य ननवास वेळ ६० नमननटे िे १२० नमननटे आहे.
रवलन कक जाळणयाचया चेबरमधये शेगडीपासून वर हििे.

 दहन हवा दिन टपपयाि दाखल केली जािे; पाथनमक टपपयाि हवा शेगडीचया खाली /
बाजूने पवेश करिे; आनर दयुयम अव्थेि, आनर दयुयम अव्थेि, हवेचया शेगडीचया
वरचया बाजूस वायू चांगरया हवेचया पवेशासााठ आनर संपूरम रवलनासााठ टबयुमलणट
नमशर सुननन्ि करणयासााठ न्थि आहे. दयुयम हवेचया पवेशामुळे दहन उतपादनांचे
िापमान कमी हिईल रयामुळे एनओएकसची नननममिी कमी हिईल. पाथनमक आनर
दयुयम हवेचे यिगय पमार देखील C००००O नननममिी कमी करेल.

 कमीिकमी ९५० ᵒc गॅस फेज दहन िापमान राखरे आवुयक आहे आनर रवलन
वायूमधून चांगले उतपादन नमळ्वणयासााठ या िापमानाला दिन सेकंदांपेका कमी
कालावधीचा रहहवास वेळ आवुयक आहे. िळाशी हड्चाजम राख थंड करणयासााठ
आनर शेगडीवर जमा हिरारी घन अवशेि काढून टाकणयासााठ वापरली जािे.

 उजाम पुनपामाी हा रवलनाचा अनिररक फायदा आहे आनर कचरा जाळणयामधये
सिडणयाि येरारी उ्मा वाहरारी रलू गॅस बॉयलरदारे पार करन केली जािे.

आकुिी 10 शेजारचया शेिी सु्वधेचे यिजनाबद पनिनननधतव:
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बॉयलरमधये पामुखयाने दिन काय् असिाि; पथम रलू गॅसेस थंड कररे; आनर दसुरे
महरजे रलू गॅसमधून उ्रिा दसुरया दवपदाथामि ह्िांिररि कररे, पारी जे बहुिेक
वेळा बॉयलरचया आि ्टीममधये (वाफ) रपांिररि हििे.

 आमही पाणयाची न्ंि ््टी (पडदा पाणयाची न्ंि) प्िा्वि करिि नजथे दहन वायू
थंड करणयासााठ रवलन ककांचया न्ंिी पाणयाने ्रलेरया उ्रिा ्वननमय
पाईपसपासून बन्वरया जािाि. यिगय रेफेकटरी नळयाचया न्ंिींचया खालचया ्ागास
्टडचया माधयमाने वयापेल नजथे िापमान सवामि जा्ि आहे आनर वािावरर जंग
आनर ्लॅनगंग दुयािून सवामि आकमक आहे.

 बॉयलरमधये ह्िांिररि केलेली ऊजाम वाफेचया नननममिीसााठ आनर वीज नननममिीसााठ
वापरली जाईल. वॉटर वारट बॉयलरचया प्िा्वि परालीमधये उ्र वायूमधून
उ्रिा ह्िांिररासााठ उतेजक पास आनर क्वहेनकटव पास असिील:

 उ्रिा ह्िांिरर हह बहुिेक वेळा शेगडी जवळ पाणयाची न्ंि ननलका आनर
तयानंिर एकानधक पास मधून ्यूब बँका हकररे व उ्रिा ह्िांिरर दारे हिईल.

 िसेच, ्यूब बँका, सुपर हीटर ्यूब आनर बॉयलर फ्ड वॉटरला इकनिमाइझरमधये
क्वहेनकटवह उ्रिा ह्िांिरर केली जाईल.

 बॉयलरमधून ियार हिरारी ्टीम ्वदिु उतपादन करणयासााठ ्टीम टबामइन
जनरेटरमधये वाढ्वली जाईल. ्टीम टबामइन कंडे्सरवर ्टीम संपविे, नजथे िे
पाणयाने घनरप हििे.

 दहन पहकयेिील ररयू गॅसमधये पाहटमकयुलेट मॅटर (धूळ), कलिराईडस, सरफर कंपाऊंडस
आनर जड धािूचे टेस समा्वष कररारे संकारक साहहतय / वायू असू शकिाि.
पदिूकांचा पकार आनर तयांची एकाािा इनपुट कचरा आनर रवलनचया पररन्थिीवर
अवलंबून असिे. हे लकाि घेिले जाऊ शकिे क् कमी िापमानाि सरफरची उपन्थिी
कलिराईडसचया हररयाचा पनिकार करिे.

 अपूरम दहनमुळे काबमन मिनिऑकसाइडची उपन्थिी देखील तयाचया कीर ्व्ावामुळे
सुपर-हीटरमधये सम्या ननमामर कर शकिे. आमचया प्िा्वि परालीमधये इंधनाचा
संपूरम दहन सुननन्ि करणयासााठ ऑनपटमाइाड दयुयम हवा पुरवणयाची िरिूद असेल.

 इंधनाचे नगरपानलका कचरा, तयाचे ्विमिा आनर इंधन आहार आनर चानजरग
नस्टमशी संबंनधि सम्या लकाि घेिा, बॉयलर आउटलेटमधये ऑपरेहटंग पॅरामीटसम
४५ बार (ए) आनर ४०० ± ५oC ्टीम (वाफ)प्िा्वि आहेि. बॉयलरपासून टबामइन
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इनलेट वहॉरवहपयरिचया पाइ्पंगमधील नुकसानीची नोद केरयावर टरबाइनला ्टीम
इनलेट ४२ बार (अ) आनर ३९५ ± ५oC असेल. िथा्प िपशीलवार अन्यां्तक्
दरमयान अनुकूनलि केले जाईल.

७ हडसेबर २०१५ चया एमओईएफ आनर सीसीचया अनधसूचनेनुसार, १ जानेवारी २०१७ नंिर
्था्पि हिराऱया सवम नवीन औन्रक उजाम पकरपांना जा्िीि जा्ि २. ५ मी.३ /
मेगावॅट पनि ्वनशष पाणयाचा उप्िग घयावा लागेल आनर शू्य कचरा पाणयाचा ााव
साधावा लागेल. महरूनच या ननद्शांचे पालन कररे आवुयक आहे आनर महरूनच
जलसंधारर संसाधन महरून साधय करणयासााठ एअर कूरड कंडे्सर पारंपाररक वॉटर कूरड
कंडेनसर बसवावे लागेल.

एअर कूरड कंडे्सर

उ्मा नसंकची ननवड पकरप ्वकासाचया सुरवािीचया काळाि सुर केली पाहहजे. उजाम
नसंकमधील उ्मा नसंकचया ननवडीवर महिवपूरम घटकांवर पररराम कररारे घटक
खालीलपमारे आहेि:

 विम् र पाणयाची उपलबधिा आनर गुरवता.
 स्िविालची पररन्थिी आनर हंगामी बदलांमुळे पाणयाचया वैनश््यांमधये बदल

पाणयाची ्वरहेवाट लावरे पाणयाची उपलबधिा आनर जलसंधारर लकाि घेिा एअर कूरड
कंडेनसर बस्वणयाचा प्िाव हििा. या वयव्थेचा फायदा महरजे कमीिकमी हकंवा किरिीही
अडचर बलॉव डाऊन नाही, पाणयाचा ्वरहेवाट लावरे आनर पलम नननममिीशी संबंनधि आहे.
एसीसीची एक ्वनशष वयव्था खाली दशम् वली आहे.
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आकुिी 11ए-फेम हडझाइनचया एअर कूरड ्टीम कंडेनसरची ्वनशष वयव्था

2.5.3 सेनेटरी लँडहफल सु्वधा

कचरा पहकया करणयाचया सु्वधेपासून ररजेकट आनर कचरा िे उजामपयरि राखणयासााठ
सॅननटरी लँडहफल प्िा्वि आहे. पूवम - वग्करर ्व्ाग, कंपि्ट पलांट आनर डबरयूटीई
पलांटसह प्िा्वि ६०० टीपीडी कचरा िे ऊजाम पिजेकटमधील सरासरी जडांसााठ लँडहफलची
रचना केली गेली आहे. सुर हिणयाचया िारखेपासून ४ विामपयरि सुरनकि लँडहफल बांधकाम
आनर संचालनासााठ प्िा्वि कचऱयापासून उजाम् थानाला लागून असलेरया सुमारे २.०.हेकटर
जमीन एमएसजीएमचया ननयमानुसार सॅननटरी लँडहफलसााठ एमसीजीएमदारे पुर्वली जाईल.
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2.5.3.1 सॅननटरी लँडहफल सु्वधा हडझाइन संकरपना

लँडहफल हडझाइनमधये संकरपना ्वकनसि कररे, यिगय कायमपदिीचा अवलंब कररे आनर
सुरनकििा ्वचारांचा समावेश आहे. लँडहफल हे वेगवेगळया घटकाचे वैनश््यपूरम संयिजन
आहे आनर तयािील पतयेक घटक ्विंतपरे ियार केला जारे आवुयक आहे. या
पहकयेसााठ सीपीएचईईईओ नगरपानलका घनकचरा वयव्थापनवरील मॅ्युअल , घनकचरा
वयव्थापनावर युनायटेड ्टे्स पयामवरर संरकर एज्सीचे मॅ्युअल सबपाटम - ०, हडझाईन
ननकि) आनर मयुनननसपल सॉनलड वे्ट (वयव्थापन आनर हािाळरी) ननयमांचे मानक
हडझाइन पहकया ्वीकारली गेली आहे. खालील घटकांसााठ हडझाइन संकरपना ्वकनसि
केरया आहेि,,

 लँडहफल वहॉरयूम आनर केताचे आवुयक मूरयांकन
 लँडहफल लाइफ
 संकरपना ्वकास यिजनेचे मूरयांकन - लँडहफल साइटचे फूट ्पंट
 लीचेट संाह परालीची रचना
 लाइनर परालीची रचना
 लँडहफल गॅस नननममिीचे मूरयांकन
 लँडहफल गॅस किल लेकशन परालीची रचना
 अंनिम कवहर परालीची रचना

2.5.3.2 लँडहफल आकारमान

रेखांकनानुसार जा्िीि जा्ि उंची साधय करिा येणयाजिगया साइटचया ्थलांिरानुसार आनर
साइटचया न्थिीनुसार ्रावयांचे जीवनमान ४ विारचया कालावधीसााठ ननन्ि केले जाईल.
कचरा िे ऊजाम या पकरपाचया कायामिून दररिज ननमामर हिरारे गाळ, वाळू, नाकारीि घटक,
राख हे सुमारे १५० टन / हदवस घटक लँडहफलमधये टाकली जावीि..

2.5.3.3 मानक हडझाइनची आवुयकिा

एमएसडबरयू ननयम, २०१६ मधील लँडहफलचया हडझाइन आनर ्वकासासााठ नशफारस
्वीकारली गेली आहे. तयानशवाय सीपीएचईईओ मॅ्युअल आनर युनायटेड ्टे्स पयामवररीय
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संरकर एज्सीचे घनकचरा वयव्थापनावरील मॅ्युअल (सबपाटम - डी, हडझाईन ननकि)
देखील हडझाइनची आवुयकिा ्था्पि करणयासााठ संदन्मि आहेि..

िका 8 सॅननटरी लँडहफलसााठ मानक हडझाइन आवुयकिा

लँडहफल घटक आवुयकिा संद्म

िळ लाइनर /
संनमश लाइनर

 ९० सेमी जाड कॉमपॅकटेड नचकरमािी हकंवा
सुधाररि मािी (बेटिनाइटसह सुधाररि)
१x१०-७ सेमी / सेकंद पेका जा्ि नाही

 १.५ नममी जाडीचा एचडीपीई नजओमॅमबेन
लाइनर

 १x१०-२ सेमी / सेकंदापेका जा्ि नसलेरया
पारगमयिेचया ३०० नममी जाड दारेदार
सामाीचा ननचरा थर.

MSW ननयम, २०१६

अंनिम कवहर  चांगली वन्पिी देरारी मािी सह ४५०
नममी जाड थर

 पारगमयिा १x१०-७ सेमी / सेकंद / ्ू-
कृ्तम नचकरमािी लाइनरसह ६०० नममी
जाड नचकरमािी / सुधाररि मािीचा
अडथळा

 पारगमयिा १x१०-२ सेमी / सेकंद असलेरया
४५० नममी जाड दारेदार सामाीचे गॅस
वेहटंग थर

MSW ननयम, २०१६

लँडहफलमधये
जा्िीि जा्ि
अनुमि लीचेट हेड ३०cm

यूएसईपीएचे
मॅ्युअल ऑन
एसडबरयूएम
(सबपाटम - डी,
हडझाइन ननकि)

बेस उिार १% CPHEEO मॅ्युअल
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लँडहफल घटक आवुयकिा संद्म

कवहर उिार १: ३ पेका ्टीपर नाही CPH EEO मॅ्युअल

2.5.3.4

लेचेट कलेकशन परालीचे हडझाइन
नलचेट गिळा करणयाचया परालीचे पाथनमक कायम महरजे लँडहफल युननटमधून लेचेटे गिळा
कररे आनर पिच्वरे आनर लाइनरचया वरचया ्ागाचया खिलीचे ननयंतर कररे. यूएसईपीए
मॅ्युअलने सुच्वरयानुसार लीचेट संकलन पराली, लीचेटचया वरचया ्ागाचया ३० सेमीपेका
कमी खिलीचे हकंवा माथेचया वरचया ्ागाचे हायडॉनलक परफॉरम्स मानक पूरम करणयासााठ
हडझाइन केले जाईल. लाइनरचया वरचया पषृ्ागावर डिकयाचया वाढीसह लाइनर नस्टममधये
अपूरमिेदारे लेचेटचा पवाह वाढिि. लाइनरचया वर कमी लीचेट पािळी राखरयास संयुक
लाइनसमची कायमकमिा सुधारणयास मदि हििे.

आकुिी 12 हट्पकल एमएसडबरयू लँडहफल बेस लाइनर आनर कॅ्पंग नस्टम
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लीचेट गिळा करराऱया परालीचे मुखय घटक आहेि,

 हफडर पाईप
 हेडर पाईप

लीचेट गिळा करणयाचया पराली महरजे पाईपसचे एक जाळे आहे रयादारे फ्डर
पाईपसदारे लीचेट एक्ति केले जािे आनर हेडर पाईपसपयरि पिहिच्वले जािे. पाईपसचया
हडझाइनमधये खालील घटकांचा ्वचार केला पाहहजे,

्ाि पाझर बंदीचे दर आनर पाईप अंिर वापरन आवुयक पवाह

 आवुयक पवाह आनर जा्िीि जा्ि उिार वापरन पाईप आकार
 पाईपसची ्टकचरल सामरयम

2.5.3.5 लीचेट संकलन पराली आनर उपचार

लीचेट गिळा करणयाचया परालीि एक नेटवकम आहे रयामधये २०० नममी वयासाचया हेडर
पाईपला जिडलेले १० मीटर अंिर असलेरया १६० नममी वयासाचे न्दयुक शाखा पाईपस आहेि.
उचच वयासाचे पाईपस एकसारखेपरा हटकवून ाेवणयासााठ आनर कलिनजंग आनर शैवालचया
वाढीची काळजी घेणयासााठ सूनचि केले जािाि. पाईपस पुरेसे सामरयामसह एचडीपीई न्हदि
पाईपस (हकमान ६ केएससी) असावेि आनर कर आनर जैव लॉनजकल कलिनजंग आनर
संकमरापासून सुरनकि असावे. हेडर / मुखय टंक पाईप लीचेट संकलन ्रराशी जिडलेले
असेल. लेचेट कलेकशन समपचा हेिू हेडर पाईपसमधून लीचेट गिळा कररे आहे. ियार
झालेरया लीचेटचा वापर ्वंडिवर फवाररीदारे केला जाईल आनर उवमररि लीचेट सौर
बा्पी्वन हकंवा यां्तक् बा्प ररकपेशन (एमवहीआर) हकंवा एमईईसारखया यिगय उपचार
पधदिीदारे एटीएफडीनंिर हकंवा डबरयूटीई िळाशी राख थंडावयासााठ वापरली जाईल.

आकार आनर लँडहफलचया ्केलचया िुलनेि लीचेटची उतपती बरयापैक् कमी आहे. लीचेट
पमाराि १५० पावसाळी हदवस (जा्िीि जा्ि) असरयाने कंपि्ट सु्वधेिून ियार हिरारे
लीचेट कचरा कुजरे आनर सौर बा्पी्वन यासााठ ्वंडि पलॅटफॉममवर वापरला जाईल.
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2.5.3.6 लँडहफल गॅस वयव्थापन

कचरा ्वघटनशील उतपादन महरून लँडहफल गॅस ियार करिि . जमीनीचे अवशेि आनर राख
नमळवलेरया सुरनकि ्ू-्रणयांसााठ, िेथे किरिीही कौिुका्पद लँडहफल गॅस नननममिी हिरार
नाही. सवमसाधाररपरे लँडहफल गॅस नननममिी लागू हििे आनर गरना केली जािे नजथे
्वघटनशील कचरादेखील अशा सुरनकि ्ू-्ांडयांमधये ्वरहेवाट लावला जािि. या पकरपाचे
उदीष महरजे सधयाचे ननयमन नसलेले डं्पंगचया पदिी टाळरे जे अशा लँडहफल गॅस चे
सिि आहेि. लँडहफल साइ्समधये जीवारूंनी ियार केलेरया एंझाइमदारे सेहदय कचरा
्वघािक जािि आनर रयायिगे पचनाशी िुलना करिा येिे, नमथेन, काबमन डाय ऑकसाईड,
नायटिजन, ऑनकसजन, हायडिजन सरफाइड, काबमन डाय ऑकसाईड आनर इिर वायू उप-
उतपादनसारखया पनिहकयांमुळे, उ्रिा ननमामर हििे. नमथेन आनर काबमन डाय ऑकसाईड हे
जवळजवळ ५० िे ५० टकके वायूसहहि वायू ियार करिाि, जेवहा नमथेन हवेमधये ५ िे १५
टकके वायूमधये असिि िेवहा िे ्फिटक असिाि, लँडहफरसमुळे गॅस ियार हििाि जेरेकरन
अंनिम दाबासााठ दडपराचा दबाव असिि रयाचा मुखय प्ाव बा् ्ागािील वन्पिींवर
पडिि. िसेच, लैडहफलमधये केवळ मयामहदि पमाराि ऑनकसजन असरयाने, जेवहा नमथेनची
एकाािा या गं्ीर पािळीवर पिहिचिे िेवहा ्ूमीचा ्फिट हिणयाचा थिडा धिका असिि,
सीपीएचईईओ मॅ्युअलने सुच्वरयानुसार, गॅस वयव्थापन धिरर खालील िीन यिजनांचे
पालन केले पाहहजे.

 ननयं्ति पॅनसवह वेहटंग
 अननयं्ति ररलीस
 ननयं्ति संाहर आनर उपचार

देवनार येथील लँडहफल साइट कंपि्ट पलांटदारे समनथमि असरयाने गॅस नननममिी फारच कमी
हिणयाची अपेका आहे. लॅ्डहफल गॅसचे मुखय घटक महरजे नमथेन (सीएच ४) आनर काबमन
डाय ऑकसाईड (सीओ,) आनर यूएसईपीएने आरखी ४७ पकारचे ्विारी पदाथम आनर
कॅनसनिजेन लँडहफलमधून मुक केरयाचे शिधले आहे. देवनार येथील लँडहफल साइटसााठ एक
ननन्कय गॅस वहेहटंग नस्टम प्िा्वि आहे..
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2.5.3.7 अंनिम कवहर परालीची रचना

अंनिम लँडहफल कवहर सहसा एका ्वनशष फंकशनसह अनेक ्िरांवर बनलेले असिे. पषृ्ाग
कवहर नस्टमने पषृ्ाग ननचरा वाढ्वरे, घुसखिरी कमी कररे, वन्पिींचे समथमन कररे
आनर लँडहफल वायूंचया पकाशावर ननयंतर ाेवरे आवुयक आहे. दतक घेणयाचे लँडहफल
कवहर गॅस वयव्थापन परालीवर अवलंबून असेल.

एमओईएफ आनर सीसी आनर सीपीएचईईओने नशफारस केरयानुसार अंनिम कवहर
नस्टममधये बेररके लेयर आनर गॅस वहेट लेयरदारे समनथमि वन्पनिवि ् हिरारी बा्वदृी थर
असरे आवुयक आहे. देवनार येथे लँडहफल साइटसााठ प्िा्वि अंनिम कवहर नस्टम
एमओईएफ आनर सीसी आनर सीपीएचएचईओ मॅ्युअलचया नशफारसींवर आधाररि आहे.
अंनिम कवहरमधये खालील घटक असिाि,

 चांगली वन्पिी देरारया मािीसह ४५० नममी जाड ्ाजीपाला थर
 पारगमयिा १ एकस १० "सेमी / सेकंद सह ३०० नममी जाड दारेदार सामाीचे डेनेज

थर
 पारगमयिा १ एकस १०'७ सेमी / सेकंद सह ६०० नममी जाड नचकरमािी / सुधाररि

मािीचा अडथळा ्िर
 ननन्कय गॅस संाह आनर वहेट नस्टम

िका 9 लँडहफल हडझाइनचा सारांश

लँडहफल घटक हडझाईन िपशील

हडझाइन लाइफ ऑफ लँडहफल ४ वि्

केतफळ १.९९ हे

जा्िीि जा्ि लीचेट जनरेशन ६० m३/हदवस

फ्डर पाईपस

अंिर १० m
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लँडहफल घटक हडझाईन िपशील

आकार १६० mm वयास

हेडर पाईपचा आकार २०० mm वयास

फ्डर आनर हेडर पाईप सामाी पुरेसे सामरयामने एचडीपीई न्हदि पाईपस

लाइनर नस्टम  ९० सेमी जाड कॉमपॅकटेड नचकरमािी हकंवा सुधाररि
मािी (बेटिनाइटसह सुधाररि) १x१०-७ सेमी / सेकंद
पेका जा्ि नाही

 १.५ नममी जाडीचा एचडीपीई नजओमॅमबेन लाइनर
 १x१०-२ सेमी / सेकंदापेका जा्ि नसलेरया

पारगमयिेचया ३०० नममी जाड दारेदार सामाीचा
ननचरा थर.

अंनिम कवहर नस्टम  चांगली वन्पिी देरारी मािी सह ४५० नममी जाड
थर

 पारगमयिा १x१०-७ सेमी / सेकंद / ्ू-कृ्तम
नचकरमािी लाइनरसह ६०० नममी जाड नचकरमािी
/ सुधाररि मािीचा अडथळा

 पारगमयिा १x१०-२ सेमी / सेकंद असलेरया ४५०
नममी जाड दारेदार सामाीचे गॅस वेहटंग थर

2.6 पाणयाची आवुयकिा व सांडपारी िपशील

प्िा्वि पकरपाचया नन्वदा अटीनुसार घाटकिपर एसटीपीचया दयुयम पाणयादारे पलांट
ऑपरेशनसााठ पाणयाची गरज ्ागवावी लागेल. घाटकिपर एसटीपी लेगून िे देवनार डंप साइट
िे ४.५ एमएलडी पंप करणयासााठ सुमारे ३.५ हकलिमीटर लांबीसााठ पाईप लाईन टाकणयाचा
प्िाव आहे. िथा्प, कचरयावर पहकया कररारया कमिेचया ६०० टीपीडी मॉडयूल पहहरया
प्िावानुसार पाणयाची आवुयकिा ४८० केएलडी आहे.

िका 10 पाणयाची आवुयकिा (केएलडी मधये)
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हकयाकलाप
पाणयाची
आवुयकिा

सांडपाणयाची
नननममिी

सांडपाणयाचा वापर

पपूवम पहकया ८० ८० --

बॉयलर आनर पाणयाचया
वापराची उपयुकिा

१२२ १२२ --

बॉयलर ४५ ३ --

ऑकस. कूनलंग टॉवर ४५ ७ --

पूवम-कमवारी लावरे आनर
कंपि्ट / अनरि्बक पचन
ऑपरेश्स

१०० -- --

घरगिुी उप्िग ४० -- --

एफसीजीएस ४८ -- --

हहरवा प्टा -- -- ४०

राख शमन -- -- १७२

एकूर ४८० २१२ २१२

प्िा्वि पकरपाची ननववळ आवुयकिा ४८० केएलडी आहे.

2.6.1 जल शुदीकरर पकरप:

घाटकिपर जवळील एसटीपी कडून ४.५ एमएलडी पयरि दयुयम उपचाररि सांडपारी वाहून
नेणयासााठ व वापरणयासााठ बु मंु म न पा मा्यिा नमळ्वली आहे. या पकरपाि दयुयम
उपचार केलेले सांडपारी वाहून नेणयासााठ पाईपलाईन आनर पं्पंग ्टेशनची आवुयकिा
आहे जेरेकरन पकरपाची आवुयकिा पूरम हिईल. हे लकाि घेरे आवुयक आहे क् ४.५
एमएलडी पारी आवुयकिेचे मूरयांकन खालील गिषींवर आधाररि आहे::
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1. कचऱयावरील पहकया कमिा : ३००० टीपीडी पयरि
2. कूनलंग टॉवसम (वॉटर कूरड कंडे्सर) ची िैनािी.
3. पारंपाररक औन्रक उजाम संयंतांपमारेच राख िलावाची वयव्था.
4. इिर गरजा.

अंदाजे पाणयाची गरज ४८० केएलडी आहे जी ७ हडसेबर २०१५ रिजीचया एमओईएफ आनर
सीसी अनधसूचनेचे पालन करिे, िर २०१७ नंिर बांधरया गेलेरया नवीन पलांटसााठ ्वनशष
पाणयाचा वापर महरून २.५ कम / मेगावॅट एचआर ननन्ि करिे.

सधयाचया आनर ््व्यािील गरजा ्ाग्वणयासााठ देवनार साइटला ४.५ एमएलडीचे वाटप
सुरनकि करणयासााठ बु मंु म न पा पाईप लाईन कन्वहनवहंग व पं्पंग नस्टम बस्वणयाचा
प्िाव हदला आहे. एमसीजीएम (चे्नई एमएसडबरयू सिरयूश्स पायवहेट नलनमटेड) चया
विीने चालू ६०० टीपीडी एमएसडबरयू पकरपािील पलांट ऑपरेहटंग एज्सीने वरील पमारे
पं्पंग ्टेशन आनर कन्वहनवहंग नस्टम ्था्पि कररे आनर पलांटचया गरजा पूरम कररे
अपेनकि आहे. ््व्याि पकरपािील पविमक जि किरी कचरा पहकया करणयाचया कमिेचया
्व्िारीकररासााठ एमसीजीएम नलहून देईल अशा अटी व शि्दारे पाणयाचया पाया्ूि
सु्वधांचा उपयिग करेल.

प्िा्वि कचरा िे ऊजाम पलांटमधये बनमआउट नंिर शमन करणयाचया िरिुदीसह
हायडॉनलकली चानलि राख काढरारे युननट बस्वली जाईल. जलशुधदीकरर पकरपािून ियार
झालेली राख शमन महरून वापरली जाईल. महरून, या वन्पिीला किरतयाही राख
िलावाचया यंतरेची आवुयकिा नाही.

बीओडी = ३७ पीपीएम, सीओडी = १०५ पीपीएमसह दयुयम उपचाररि सांडपाणयामुळे अंदाजे
१६ िासाचया न्थर साठयामुळे दगुरधी येऊ शकिे, महरूनच बीओडी कमी करणयासााठ कचचया
पाणयाचया साावर िलावाचया वरचया ्ागावर आधाररि एरि्बक आधाररि ्वघटनशील
पहकया परालीची करपना करणयाचा सरला देणयाि आला आहे. , )सीओडी आनर टीएसएस)
जेरेकरन वास येऊ नये. घाटकिपर एसटीपी कचचे पारी पलांट पररसरािील आरसीसी
साावरुक्चया टँकचया एका (१) नंबरवर पंप केले जाईल आनर नंिर बीओडी, सीओडी आनर
टीएसएस काढणयासााठ ्वघटनशील पहकया परालीने पंप केले जािील. बीओडी व सीओडी
काढून टाकरयानंिर, पाणयाची पहकया कमिा - ८०० मीटर ३ चया पारी साावर टाक्मधये
साा्वली जाईल. तयाच पाणयाची टाक् अनगनशमन पाणयाची साावर टाक् महरून वापरली
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जाईल. उपचाररि पाणयाचया टँकमधील निजल हाकारांची वयव्था अशा पकारे केली जाईल
क् नेहमीच अनगनशामक अजामसााठ पारी नमळेल.

िका 11 घाटकिपर येथे अन्ििवाि असलेरया एसटीपी लगूनमधून इनलेट पाणयाचया गुरवतेची
रचना

मापदंड हकंमि

पीएच ७.१

िेल आनर वंगर BDL

BOD ३७ PPM

COD १०५ PPM

एकूर ननलं्बि घन ६९ PPM

रंग हहरवट

िापमान २८°-३०° C

अमिननया मुक १८.४८ PPM

्वरघळलेला ऑनकसजन २९ PPM

कलिराईडस ३१२ PPM

एकूर ्वघहटि घन (टीडीएस) ८०० PPM )गहृहि)

नसनलका १५ PPM )गहृहि)

एकूर कािरिा ३०० PPM )गहृहि)
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2.6.2 कचचया पाणयासााठ प्िा्वि उपचार यिजनेचे पहकया वरमन

घाटकिपर सीवेज टीटमेट पलांटमधील दयुयम उपचार केलेरया पाणयापासून वीज पकरपाची
पाणयाची आवुयकिा पूरम करेल. पकरपाचया हाकारी पाणयाची उपलबधिा लकाि घेिा
पलांटचा एअर कूरड कंडे्सरने सुसरज आहे रयामुळे पाणयाचा वापर मिठया पमाराि कमी
हिईल आनर तयामधून पाणयाचे ्वसजमन कमी हिईल.

प्िा्वि पलांटचया कचचया पाणयाची गरज ्ाग्वणयासााठ घाटकिपर एसटीपीकडून दयुयम
पाणयाचा पंप करणयासााठ पाणयाचे सेवन लाइन ियार करणयाचे प्िा्वि आहे.

्वदमान एसटीपी, घाटकिपर येथून सांडपारी पाणयाचे सेवन लाइन ियार करा. प्िा्वि
डबरयूटीई संयंतािील एसटीपी कंदीलचे दयुयम उपचार केलेले पारी पाा चेबरमधये पंप केले
जाईल. पहकयेचया पाणयाची आवुयकिा पूरम करणयासााठ पलांटची कमिा ४८० केएलडी
प्िा्वि केली गेली आहे.

2.7 शक् आनर उजाम आवुयकिा आनर तयाचा सिि

आगाऊ िंत्ानासह प्िा्वि ्वदिु उतपादन कमिा ४ मेगावॅट िे ८ मेगावॅट पयरि आहे.
जनरल वहिरटेज ११ केवही आहे जे ३३ केवही पािळीपयरि जाईल आनर जवळचया सब्टेशनवर
कनेकट करणयाचा प्िाव ाेवला जाईल. प्िा्वि सु्वधेचे संचालन करणयासााठ उजच्ी
आवुयकिा सु्वधेि ननम्ि एकूर वीजपैक् १८% आहे. इनहाऊस वापरानंिर उजच्ी उजाम
ाीडला जवळचया सब्टेशनशी जिडून ननयामि केली जाईल. आपतकालीन गरजा
्ाग्वणयासााठ पुरेशी कमिा डीजी सेट (७५० केवहीए) पॉवर बॅकअपसााठ प्िा्वि आहे..

2.8 रिजगार िपशील

प्िा्वि सु्वधेमधये सुमारे १०० पूरमवेळ कममचारी आनर ८० कंताटी कममचारयांना पकरप
संचालनासााठ काम हदले जाईल.

िका 12 कममचाऱयांचा िपशील

पशासन कममचारी
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पलांटचा पमुख ०१

्वत आनर लेखा ०२

सुरका अनधकारी ०१

पयामवरर अन्यंिा ०२

मानव संसाधन व पशासन ०४

एससीएम आनर ्टिअसम ०४

वजनाचे ्बज कममचारी ०४

सुरका रकक २०

कचरा िे उजाम पलांट

अन्यंिे
२०

ऑपरेटर
२०

ितं्
१०

केनम्ट

पी्पिहटरग, कंपि्ट पलांट आनर एसएलएफ

नशरट इंचाजम
०४
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ऑपरेटर
०८

अकुशल कामगार

ऑपरेश्स
५०

कायामलय सहाययक आनर घरकाम
१०

पलांटचया कायामसााठ चालक
२०

एकूर
१८०

2.9 लँडहफलसााठ ऑपरेशन आनर देख्ाल यिजना

2.9.1 लँडहफलमधये कचरा / ननन्कयिा

सुरका, पयामवरर हकंवा ्थाननक सु्वधांशी किरिीही िडजिड न करिा कचरा ररकामा
करणयाचया उदेशाने हडझाइनचया उहदषेनुसार लँडहफलमधये कमीिकमी तयाचया अंनिम
न्थिीि पवेश कररे हा आहे. रया हाकारी कचरा ाेवायचा आहे तया हाकारी हट्पंग
करणयापूव् लाईन व पािळी ननन्ि केली जाईल, जेरेकरन कचरा ्व्ििृ बांधकाम
यिजनेनुसार ाेवला जाईल.

लँडहफलमधील कचरा साावणयाची पहकया खालचया टिकाला वरचया हदशेने सुर केली जाईल.
हट्पंग एररयामधील पतयेक हड्चाजम लिडची नेमरूक ऑपरेटरदारे नेतदीपक िपासरी केली
जाईल. टॅहफकचया घनिेनुसार हे मशीन डायवहर हकंवा लँडहफल ऑपरेटर असू शकिे. कायमरि
केतािील कममचारयांना कचरा ओळखणयासााठ पनशनकि आनर सकम असावे जेरेकरन िे
कचरा ओळखू शकिील, जे पुषीकरर न कररारे असू शकिे. कचरा ्वीकारणयायिगयिेबदल
वाजवी शंका असरयास ऑपरेटरने साइट वयव्थापकाला तवररि कळवावे. पुढील
िपासरीसााठ कंसाइनमेट वेगळे केले जावे.
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एकदा कचरा वाहनािून सिडला गेला िर िि ्िररि, कॉमपॅकट आनर एकतीकरर केला पाहहजे
जेरेकरन हट्पंगचे केत यिगय पकारे परर्ा्िि केले जािील आनर हडझाइन केलेरया
ाेहडयं्सवर हट्पंग उिाराची देख्ाल केली जाईल..

2.9.2 कचरा संकेप

कायमकेताि कचरा सिडरयाबरिबरच कचरा पािळीवर आररे आनर तयावर कॉमपॅकट कररे ही
एक चांगली कायमपराली आहे. जा्ि खचम आनर लँडहफल साइटसााठ मा्यिा नमळवणयाचया
अडचरीमुळे ऑपरेहटंग सु्वधांचे आयु्य वाढ्वणयासााठ एअर्पेसचा जा्िीि जा्ि वापर
करणयासााठ सवम पयामयांचा शिध घेरे हहिावह आहे. हे हेिू साधय करणयासााठ उतम
कॉमपॅकशन हे एक मौरयवान साधन आहे.

इिर फायदे

• सु्वधेचे आयु्य वाढविे.
• सेटलमेट कमी करिे.
• कचरा आनर कृनमनाशक सम्या कमी करिे.
• लँडहफलचे वारा हकंवा पारी कमी हिणयाची शकयिा कमी करिे
• नकारासााठ अनधक जागा सिडरयास वापरलेरया कवहर सामाीचे पमार कमी

करिे.
• लीचेट ्पढी कमी करिे
• एक अनधक घन आनर रहदारीयिगय कायम पषृ्ाग पदान करिे.
• बंद झारयानंिर लँडहफल कॅपससह सं्ावय सम्या कमी करिे.

दैनंहदन कवहर

दैनंहदन कवहर वापरणयाचे फायदे हे मुखयि: वाऱयाचा तास रिखरे, गंध रिखरे, मेघगजमना, पकी
आनर क्टकांवरील पनिबंध आनर साइटचे द्यमान सुधारणयाि आहेि. मािी साइटचया
सीमेवरन एक सुखद एकसमान देखावा देईल. हदवसाचया हकयाकलापानंिर ४ िे ६ इंच मािी
/ गाळ हकंवा परर्कररािून नकार लागू हिईल.

इंटरमीहडएट कवहर
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कचरा पतयेक कामाचया हदवसाचया शेवटी दररिज गिळा केला जाईल. ितकाळ ््व्याि
कचरयाचा एक ्ाग ्ररे आवुयक नसरयास (उदाहरराथम - एका महह्यासााठ), तयास जाड
अंिररम कवहर केले जाईल. पावसाळा सुर हिणयापूव्, पावसाळयामधये घुसखिरी रिखणयासााठ
जनमनीि ४०-६५ सेमी जाडीचे यिगय कमपेकशन आनर ाेहडंगचे दरमयानचे कवहर लावावे.
दरमयानचे कवहर अंि्ूमि कचरा उिार आनर शरेीकरर अनुसरर करेल. रया हाकारी
दि्हीपैक् एकिर न्थरिा हदसून येिे हकंवा रया हाकारी अंिररम कवहर खराब हिणयाची
शकयिा असिे अशा हाकारी निरपाल कवच ाेवणयाची आवुयकिा असू शकिे.

अंनिम कवहर

लँडहफल कवहर परालीि दशम् वलेरया उंचीचया वर वाढ्वली जाईल. ननयिनजि उंचीमधये
्ररयानंिर कचऱयांची एकूर उंची; लँडहफल एसएमडबरयू २०१६ चया ननयमांनुसार संरनकि
केली जाईल. कचरा आवुयक न्थर उिारांवर वग्कृि केला जाईल. नन्क्य गॅसची हाकारे
यिगय हाकारी ाेवली जािील जेरेकरन ियार हिरारी कमी पमाराि गॅस सिडला जाईल.
लँडहफल वायू मिठया पमाराि असणयाची शकयिा फारच कमी नसरयामुळे ्ूमीि जारारा
कचरा जड ्वरपाचा असेल.

गॅस संकलनाचया माधयमांवर ६०० नममीचे मािीचे जहाज ाेवले जाईल. १५० नममी जाड एक
ननचरा थर मािीचया वर ाेवला जािि रयावर ३०० नममी जाड आनर १५० नममी जाड मािीचा
थर वन्पिीसााठ ाेवला जाईल. डेनेज गटारे अशा पाणयासााठ एक वेगळा डेनेज आउटलेट
पुर्वला जािि. तयाहाकारी अंनिम बंदी असरयाने, नलचेट कमी करणयाचा एक फायदा हिईल.

वन्पिींचे आवरर

वन्पनिवि ् हिरारी बाहेरील आवरराचे मुखय उदीष हे आहे क् वरिी मािीचे कवच कमी
हिि नाही. असे करणयासााठ, एसएमडबरयू ननयम, २०१६ मधये वन्पनिवि ् हिरारी आवरर
सुच्वली आहे जी पूरम केलेरया साइटवर खालील वैनश््यांनुसार पदान केली जावी.

 दु् काळ आनर िापमानास अतयंि पनिरिधक असरारया ्थाननक-दतक अ -खादिेल
बारमाही झुडुपांची ननवड

 उगवलेरया झुडुपे अशी असावी क् तयांची मुळे ३० नम.मी. पेका जा्ि आि नशरिा
कामा नये . लँडहफल न्थर हिईपयरि ही अट लागू हिईल.
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 ननवडलेरया वन्पिींमधये कमी पििकदवये असलेरया कमी पििक मािीची ्र्राट
करणयाची कमिा असरे आवुयक आहे.

 .

2.9.3 वाहने, यंतसामाी व आधार्ूि पाया्ूि सु्वधा यांचे संचालन व देख्ाल

ननयनमि देख्ाल हे पकरपाचे सवामि महतवाचे कायम मानले जािे. संघटनेचया पदानुकमाि
एक सम्पमि देख्ाल ्व्ाग असेल. मेकॅननकल आनर इलेनकटकलमधये देख्ाल ्व्ागाि
दिन ्विंत ्व्ाग असिील.

मेकॅननकल ्व्ागाि वैय्कक पमुख आनर तयासााठ सम्पमि दल असेल

 पहकया यंतरेची ननयनमि देख्ाल
 वाहन देख्ाल

्वदिु ्व्ागाकडे ्विंत कममचारी व सम्पमि कममचारी असिील

 ऑपरेश्सला मदि करणयासााठ नशरटमधये ननयनमि देख्ाल
 सब्टेशन व टा्सफॉममर केबनलंगची देखरेख आनर काळजी

मिबाईल यंतरा आनर केबरसचे नुकसान कररारी अ्य साइट उतखनन हिणयाची शकयिा
टाळणयासााठ ााउंड माकम बिडम असलेरया इलेनकटकल केबरस बस्विाना पुरेशी काळजी घेिली
जाईल. जेथे आवुयक ओवहरहेड असेल िेथे अशा पकारची घटना टाळणयासााठ केबल ्ब्ाने
यिगय संरकरासह संरनकि केले जािील.

रिजगाराचया, साााहहक, पानकक आनर िेलाचया पािळीशी संबंनधि ाीक, हफररारया
उपकररांचया अट संबंनधि मानसक िपासरीचया आधारे यंतरेची देख्ाल केली जाईल.
देख्ाल कायमकमांचया देखरेखीसााठ यिगय पमानरि कायमपदिी असिील. लेआउटमधये
वेगळया गॅरेज शेडचा ्वचार केला जािि. वकम शॉप सु्वधांमधये टननरग, मशीननंग आनर
वेनरडंग टा्सफॉममसमसह इिर सवम मानक कामांचया दकुानािील उपकररे मूल्ूि
इ्फा्टकचर महरून असिील.

ननयनमि देख्ाल मानक
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सुरळीि व अखंड कामकाज सुननन्ि करणयासााठ पकरप सु्वधांची ननयनमि देख्ाल हािी
घेणयाि येईल जी खालीलपमारे आहेर

 वेटबीजेस, वािननलका, लीचेट संकलन व उपचार यंतरा, ्वदिु व्ि,ू नाले, अंिगमि र्िे,
नशवर यंतरा, लाइहटंग व कंुपर यासााठ तवररि दरु्िीचे वेळापतक ियार केले
जाईल.

 बागायिी देख्ाल
 पकरप सु्वधांचा ्ाग असलेरया उपकररे, संरचना आनर इिर नागरी कामांची दरु्िी
 पकरप सु्वधांना ्वच्, नेटके आनर वयवन्थि न्थिीि ाेवरे आनर पकरप सु्वधा

हकंवा इिर किरतयाही मालमतेचे नुकसान हिणयापासून रिखणयासााठ सवम वयावहाररक
उपाययिजना कररे

 O&M यिजना आनर ियार केलेरया O&M मॅ्युअलचया अनुिंगाने देख्ाल दरु्िीची
कामे केली जािाि.

 कायदाची अंमलबजावरी कररारया एज्सींचया मदिीने पनिबंध कररे, आवुयक
असरयास िेथे पवेश कररे व िेथून ननगममन कररे व साइटवरील किरतयाही
अनिकमरासह अनिकमर कररे

 साइटवर आरलेरया सवम कामगार, सामाी, पुरवाा आनर उपकरराचया सुरनकििेसााठ
सवम वाजवी उपाययिजना कररे. ्फिटके असरयास लागू केलेरया कायदांनुसार /
लागू परवा्यांनुसार संाहहि, वाहिूक आनर तयाची ्वरहेवाट लावली जािील.
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अधयाय ०३

वािावरराचे वरमन (पाया्ूि पयामवरर्वियक न्थिी)
३.१ प्िावना
पयामवरर्वियक पररराम मूरयांकन अभयास अहवाल प्िा्वि पकरपाि व तयाचया
आसपासचया ननसगामवर हिरारया ्व्वध पयामवररीय प्ावांचे मूरयांकन देईल. हे दु् पररराम
कमी करणयासााठ अंनगकारणयासारखया हकंवा अंमलाि आरणयासााठ आवुयक असलेरया
यिगय ननयंतर उपायांचा समावेश करेल.
३.२ कामाची वयााी
असे मूरयांकन अभयास करणयासााठ, सवमपथम सधयाचया पयामवररीय पररन्थिीवर प्िा्वि
पकरपामधये आनर तया आसपासचया पयामवररीय घटकांचे वरमन कररे आनर तयास
परर्ा्िि कररे आवुयक आहे रयाि पयामवरर, वन्पिी-पारी, सामानजक आनथमक पिफाइल,
पयामवररीय गुरवता अशा ्व्वध वािावररांचा समावेश असेल. हवा, पारी, आवाज आनर
मािी इतयादी संद्ामि माहहिी हदली असेल.

३.३ पाया्ूि पयामवरर्वियक न्थिी
अहवालाचा हा ्व्ाग पकरप केताि अन्ििवाि असलेरया वािावररीय पररन्थिीचे वरमन
देिि, जि अभयासासााठ बेसलाइन बनिि. पाया्ूि सु्वधांची रचना ियार करिाना आनर
बांधकाम करिाना नैसनगमक पररन्थिी बरयाचदा गं्ीर असिाि. पकरपाचया
अंमलबजावरीमुळे प्ा्वि हिरारया उनचि पयामवररीय मापदंडांचया मूल्ूि अभयासाचे
मूरयांकन किरतयाही पयामवररीय पररराम मूरयांकन (ईआयए) अभयासासााठ पूवम-आवुयक
आहे.
मानवी पयामवररािील घटक, उदा, हवा, पारी, आवाज, जमीन आनर जै्वक घटकांसह मानवीय
घटकांचया पररमारानुसार आधार्ूि डेटा समा्वष करन प्िा्वि पकरप साइटसााठ
पयामवरर प्ाव मूरयांकन (ईआयए) अभयास करणयासााठ मे. फाइन ए्वहायरिटेक
इंनजननअसम या कंपनीला ननयुक केले गेले आनर पनिकूल पररराम कमी करणयासााठ पयामवरर
वयव्थापन यिजना (EMP) ियार केला. पयिगशाळेिील ्व्वध परीमानांसााठ अभयास मेससम
हिरायझन सनवहमसेस-्वशेिरातमक पयिगशाळा यांनी केला (एन.ए.बी.एल. पमारपत जिडलेले
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आहे- पररनशष ३) बेसलाइन पयामवररीय डेटा मा्सून नंिरचया हंगामाि महरजेच सपटेबर
२०२० िे निवहेबर २०२० या कालावधीि केला गेला

३.४ पयामवररीय अभयास केत

प्िा्वि डबरयूटीई साइट ्वदमान देवनार डंपसाइटचा एक ्ाग आहे. डबरयूटीई पलांट
्वकनसि करणयासााठ १४.२ हेकटर आकाराचे केत ननन्ि केले आहे. या जागेचया ईशा्य
बाजूला खाडीने वेढलेरया खारफुटीचया झाडासह, िर दनकर-पन्म बाजूला वसलेले केत आहे,
बहुिेक झिपडप््या. बीएआरसी, एचपीसीएल, बीपीसीएल, आरसीएफ आनर टाटा पॉवर
यासारखया महिवाचया सं्था आनर उदिग या पकरपाचया ५ हकमीचया पररघामधये आहेि,
परंिु १० हकमीचया आि आहेि. मंुबई ्वमानिळही घटना्थळापासून सुमारे ७ हक.मी.
अंिरावर आहे. पयामवररीय सेहटंगजचया गुरवतेवर ननवडलेली ्व्वध ८ हाकारे िका १६ आनर
आकृिी १८ मधये दशम् वली आहेि.

िका 13 पयामवररीय अभयासाचे केत

अनु.क पयामवररीय मापदंड हाकारांचे किड हाकारांचे पॉइंटर
१. स्िविालचया हवेची गुरवता AAQ

२. आवाजाचे पमार NL

३. मािीची गुरवता SQ

४. पषृ्ागावरील पारी SW

५. ्ूजल GW
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आकृिी 13 पयामवररीय अभयासाची ्थाने

३.५ टॉपिााफ् आनर ्ूगिल

मंुबईि सापडलेरया ्ौगिनलक ्वरपामधये डेककन बॅसार्स आनर तयाचे अॅनसड रपे,
रवालामुखीचे टफ, इंटरटपीन िल्ट, डायकस, लॅटराइट आनर अलॅॉनवहयम यांचा समावेश आहे.
मुखय डेककन पूर बेसारट पांिाचया िुलनेि मंुबई बेटाचे ्ूगिल ्वलकर आहे, ्वशेिि: पन्म
घाटसारखे आहे अनेक बाबींमधये.
मंुबई बेटाचया पन्म आनर पूवक्डील बाजूने उतरेस-दनकरेस ओलांडून वेगाने वेगाने
मधय्ागी असलेरया सखल पदेश आहेि. ई्टनम ररज अमायगडालॉइडल बेसारट उघडक्स
आरिे जी हाकारी एकसारखी केलेली आहे आनर उशाची रचना, लाल राख, बेन्कया, टेकटी,
रायिलाइट आनर हहरवी, काळी हकंवा िपहकरी ्टॅटीफाइड राख दशमविे. रेड अशॅ बीहकयास
काही हाकारी नंिरचे केले जािाि. दसुरीकडे, वे्टनम ररजमधये पामुखयाने ्टॅहटफाइड,
खडबडीि ाेड आमलधम् टफ, ्टेटेड हफकट ्पवळया-िपहकरी ,राख , एन्डनसहटक कॉमपेशन
आनर ्िं्ािील जिडांचा ्वय लावा पवाह असिि. मंुबई बेटावर, ्वशेिि: वरळी टेकडीवरील
इंटरपॅपी्समधये अनेक जीवाुम पारी आनर वन्पिींचे उतपादन जा्ि आहे. बेटाचया
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बरयाच बेटाि अमॅीगॅडायलिइडल बेसारट आनर मॅफ्क पायरिकलान्टक खडक ७-११२ ° डबरयू
(सेाना १९९९) बुडवून असिाि.
सांधे, कािररे आनर घुसखिरी यांसारखया ्टकचरल वैनश््यांचा पररराम संपूरम मंुबई
पदेशाचया ्ौगिनलक पररन्थिीवरही झाला आहे. हे पररराम हकनारी ्ौगिनलक शाा आनर
पदेशािील नैसनगमकररतया वेगळया ्ूमी एककांमधये ्पषपरे पनि्बं्बि हििाि. वेगवेगळया
्ौगिनलक वैनश््यांचया आधारे, केत िीन वेगळया ्ूगिनलक ्ू्ागांमधये ्व्ागले गेले आहे
आनर तयानुसार वग्कृि केले गेले आहे: (१) नाकाररारे, )२) रलिनवहयल आनर ()) हकनारी
लँडफॉमम. उघडक्स असलेरया खडकांवर एकझिजेननक एजं्सचया कृिीमुळे हवामान, मिठया
पमाराि वाया घालवरे आनर काराचया सहकय पहकयेचा पररराम महरून नकारातमक
लँडफॉमम ियार हििाि. या पहकयेदरमयान, जनमनीचया पषृ्ागावरील खडक फासलेले असिाि
आनर याचा पररराम संपूरमपरे पषृ्ागाचया पषृ्ागावर कमी हििि.

३.५.१ जनमनीचे पयामवरर

प्िा्वि जागेचा ्वदमान ्ू वापर
्वदमान देवनार डंपसाइटमधये कचरा िे ऊजाम (डबरयूटीई) पकरप प्िा्वि आहे. देवनार
डनमपंग ााऊंड हे शहराचया पूवम उपनगरामधये असलेरया देवनार मधये न्थि मंुबई शहरािील
कचरा डनमपंग ााऊंड हकंवा ्ू-्राव आहे, हे ्ारिाचे सवामि जुने आनर सवामि मिाे डनमपंग
ााऊंड आहे, जे १९२७ मधये ्था्पि केले गेले आहे. सधया देवनार येथील कचराकंुडीि
मंुबईकडून सुमारे 2000 टीपीडी कचरा नमळिि रयामधये अंदाजे 800 टन एमएसडबरयू आनर
बांधकाम आनर ्वधवंस (सी अँड डी) कचरा 1200 टीपीडी आहे. संपूरम कचरा असंघहटि
पदिीने टाकला जाि आहे, यामुळे पयामवरराचे नुकसान हििे रयामुळे चेबूर, गिवंडी आनर
मानखुदम या पररसरािील रहहवासी व्िीसााठ पात नाहीि.

प्िा्वि पिजेकटमधये पामुखयाने ्वदमान पदिूर पािळींसााठ पयामवरर वयव्थापन यिजना
(ईएमपी) हिणयावर आनर डंपसाईटमधून िसेच सधयाचया पररसरािील पदिूरािील ्वदमान
उतसजमन मिठया पमाराि कमी करणयासााठ यिगय शमन उपाय उपलबध करन देरे यावर
जिर देणयाि आला आहे. या पकरपाि सुमारे ६०० टीपीडी कचरयाचा उपयिग करणयाचे उदीष
आहे, जेरेकरन सधया वापराि असलेरया डनमपंग हकयाकलाप कमी करिा येिील. प्िा्वि
पकरपाचे उदीष सवम पयामवरर घटकांचया (हवा, पारी, धवनी, मािी इ.) सवम पदिूर पािळी
कमी केलेरया पयामवररीय मानदंडांनुसार कमी कररे आहे.
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१० हकमी ्तरयाचे जमीन वापर आनर लँड कवहर (एलयूएलसी)

एलयूएलसी िपशील अभयासाचया केतामधील ्ूमी वापराचा सधयाचा नमुना समजून घेणयास
आनर प्िा्वि पकरप हकयेमुळे अपेनकि बदलांचे ्वशेिर करणयास मदि करिे. पाया्ूि
अभयासाचा ्ाग महरून एलआयएलसी अभयास केताचा नकाशा ियार करणयासााठ पाथनमक
व माधयनमक माहहिी गिळा केली गेली आनर तयाचे ्वशेिर केले गेले.

पाया्ूि अभयासासााठ सवह् ऑफ इंहडया (एसओआय) १: ५०,००० ्केल कमांक ई ४३ ए १६,
ई ४३ जी १३ आनर ई ४३ बी ४ चया टॉपि पतके वापरली गेली. पिजेकट ्थान
सुपरइमपिनजंगसााठ दि्ही डेटा दरमयान एक-िे-एक सम्वय करणयासााठ अभयास केत
आरटीई उपाह पनिमेचया ्ौगिनलक संद्ामसााठ टिपि पतके वापरली गेली. फॉरस कलर
कंपिनजट (एफसीसी) पनिमांचे ्पषीकरर सुल् करणयासााठ ााउंड वैधिेसााठ साइट ्ेटी
हदरया. अथम संसाधन डेटा ्वशेिर पराली (ईआरडीएएस) आनर ्ौगिनलक माहहिी पराली
(जीआयएस) सॉरटवेअरचा डेटा ्वशेिर, केत, अंिर गरना आनर साइट ्ेटीदारे एफसीसी
पनिमांचया दुय ्पषीकररांसााठ वापरला गेला.

एलयूएलसी नकाशा ियार कररे

अभयास केताचया सीमेवर आधाररि लागू उपाह डेटा ाीडची ओळख पटरयानंिर एनआरएससी
कडून उपाह डेटा पाा झाला. रेहडओमेहटक आनर ्ूनमिीय तुटींसााठ पनिमा दरु्ि केली
गेली. युननवहसमल टा्सवहसम मकॅम टर (यूटीएम) पिजेकशन तयाचया सुल् अनुपयिगामुळे आनर
जग्रािील वयापक वापरामुळे ननवडले गेले. सवामि महिवाचे महरजे, एका झिनमधये
असलेरया लहान केतासााठ यूटीएम पिजेकशन सव्तम अनुकूल आहेि.

अभयासाचया केतािील ओळखली गेलेली टिपीशी्स ााउंड कंटिल पॉइं्स (जीसीपी) वापरन
हडनजटल ्कॅन करणयाि आली आनर ्ौगिनलक संद्म देणयाि आला. अचूक ्ौगिनलक
संदन्मि डेटाबेस ियार करणयासााठ हडनजटल डिमेनमधये टॉपिशीटवर सुपाररमपिनसंग करन
उपाह डेटा ्ौनमनिक पदिीि सुधारणयाि आला. ईआरडीएएस कनरपि दशमकासह उपलबध
्वाईप टूलचा वापर करन टिपीओ शीटसह ्थाननक वैनश््ये आनर जीसीपींची सह-नोदरी
्था्पि केली गेली.
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अभयास केताचा एलयूएलसी नकाशा एनआरएससी / इसिचया मानक एलयूएलसी लेवहल -१
आनर लेवहल -२ वग्करर परालीनुसार १: ५०००० पमाराि नकाशाचे पनिनननधतव
करणयासााठ ्वकनसि केला गेला हििा आनर आकृिी १४ आनर िका १४ पमारे अभयास
केताचा एलयूएलसी नमुना आनर साइट समिचच नकाशा आकृिी १५ महरून दशम् वला आहे

िका 14 अभयासाचया केताची जमीन वापरणयाची पदि

पािळी १ पािळी -२

वगम केतफळ (हे.)
%

केतफळ वगम
केतफळ
(हे.)

% केतफळ

अगं्ूि १६२५८ ४८ शहरी १६१५८ ४८

वन
४९५३ १५

परमपािी ५५१ २

दलदल / खारफुटी ४४०२ १३

जल सं्था

२४४५ ८

नदी / पवाह /
कालवा

२१०४ ६

िलाव / अिंद्शीय
पारी

५३८ २

पारथळ
जागा

८८४० २६
सागरी पारथळ

८७६५ २६

कचरा्ूमी ११०५ ३ ्कब जमीन १०८० ३
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आकुिी 14 अभयास केताचा एलयूएलसी नकाशा
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आकुिी 15अभयास केताचा नकाशा
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३.६आयएमडी डेटाचे ्वशेिर

पादेनशक हवामानशााीय पररन्थिी हवामानािील घटकांना समजणयास मदि करिे. हे
पकरपानंिरचया पयामवररीय पररन्थिीचा अंदाज घेणयासााठ नमुने घेरारी ्टेशन
ओळखणयाि देखील मदि करिे. हवामानशााीय पररन्थिीमुळे हवा गुरवतेवर गं्ीर प्ाव
पडिि कारर वािावररीय दू् िि पदाथारचया संपकाममुळे पदिूर उदविे, िापमानाची पनिकूल
पररन्थिी ननमामर हििे, वािावररीय न्थरिा आनर टेकडया, दऱया आनर खिऱया यासारखया
्ौगिनलक वैनश््यांसारखया पनिकूल हवामान न्थिी ओढविे. हवेचया पदिूरावर पररराम
कररारे गं्ीर हवामान घटक महरजे वाऱयाचा वेग, वाऱयाची हदशा, िापमान जे एक्तिपरे
वािावररीय न्थरिा ननधामररि करिाि. महरूनच हे किरतयाही वायू पदिूर अभयासाचा
अपररहायम ्ाग आहे आनर पाया्ूि माहहिीचे अथम लावरे आवुयक आहे. आयएमडी, मंुबई
(सांिाकूझ) नुसार िापमान, आदमिा, पाऊस आनर पवन वेग यांची माहहिी (डेटा) आकडेवारी
िका १५ मधये सादर केली आहे.

िका 15आयएमडी कडून हवामान्वियक डेटा (१९८१-२०१०)

आयएमडी ्टेशन मंुबई (सांिाकूझ) अकांश: १९° ०७’ ००“आनर रेखांश : ७२° ५१’ ००” एमएसएल १५ मीटर,
प्िा्वि जागेपासून अंिर १० हकमी एनडबरयू.

महहना िापमान (°C) सापेक आदमिा
(%)

पजम् यवषृी वाऱयाचा
सरासरी
वेग (m/s)

पूवम पमुख
हदशेपासून

कमा
ल

हकमा
न

उचचिम लघुतम जा्ि कमी मानसक
(mm)

पावसा
ळी
हदवस

जानेवा
री

३१.१ १७.३ ३५.१ १३.२ ७० ४९ ०.३ ० ५.६ NW

फेबुवारी
३१.३ १८.२ ३६.४

१४.३६
८

६८ ४७ ०.४ ०.१ ६.५ NW

माचम
३२.८ २१.४ ३८

१७.५६
९

६९ ५१ ० ० ७.१ NW
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ए्पल ३३.२ २४.२ ३७.६ २१.१ ६९ ५९ ०.१ ० ७.८ NW

मे ३३.६ २७.० ३६.१ २४.४ ७० ६५ ११.३ ०.८ ९.२ W

जून ३२.४ २६.६ ३४.९ २३.२ ७९ ७४ ४९३.१ १३.६ १०.९ W

जुलै ३०.४ २५.५ ३२.३ २३.४ ८५ ८१ ८४०.७ २२.९ १२.२ W

ऑग्ट ३०.० २५.१ ३१.५ २३.५ ८६ ८१ ५८५.२ २१.५ ११.० W

सपटेबर ३०.७ २४.८ ३३.१ २३.० ८५ ७६ ३४१.४ १३.९ ६.९ W

आकटिब
र

३३.४ २३.८ ३६.३ २०.३ ७४ ६३ ८९.३ ३.४ ५.३ NW

निवहेबर ३३.७ २१.३ ३५.८ १७.६ ६३ ५४ ९.९ ०.६ ५.२ NW

हडसेबर ३२.४ १८.५ ३५.१ १४.५ ६५ ५१ १.६ ०.२ ५.१ NW

ािि: आयएमडी- हवामान्वियक सारणया १९८१-२०१०

अभयास केताची हवामान पररन्थिी

अभयासाचया काळाि नोदवलेरया वाऱयाचा वेग आनर हदशा माहहिी केताचया हवेचया
गुरवतेवर हवामानशाााचा प्ाव ओळखणयासााठ उपयुक आहे. अभयासाचया कालावधीि
साइटवर नोद्वलेरया हवामानशाााचा वापर वाऱयाचया सिळा-केताचया आधारावर केला जािि
(एन, एनएनई, एनई, ईएनई, ई, ईएसई, एसई, एसएसई, एसएसडबरयू, एसडबरयू, डबरयूएसडबरय,ू
डबरयू, डबरयूएनडबरयू, एनडबरयू आनर एनएनडबरयू).

कमाल व हकमान िापमान, सापेक आदमिा, पावसाची नोद, वाऱयाचा वेग आनर मुखय वारा
हदशाननद्श िका १६ मधये हदले आहेि

िका 16 हवामानशााीय माहहिी पकरप हाकारावरन केलेले ननरीकर

कालावधी िापमान (oC) सापेक आदमिा (%) पजम् यमा मुखय वारा
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न (mm) हदशाकमाल हकमान कमाल हकमान

सपटेबर २०२० २६ २९ ६५ ८४ ५१.८ W

ऑकटिबर २०२० २६ ३२ ६४ ७१ २९ NW

निवहेबर २०२० २५ ३१ ४९ ५६ ०.०८ NW

वाऱयाचा नमुना

अभयासाचया कालावधीसााठ वाऱयाचया नमु्याचे स्व्िर ्वशेिर िका १७ मधये हदले आहे
आनर वाऱयाची आकृिी १६ मधये दशम् वली आहेि.

मा्सूननंिरचया हंगामािील(सपटेबर २०२० िे निवहेबर २०२०) वाऱयाची मुखय हदशा २.१८
मीटर / सेकंदाचा वारा वेग असरारा एनडबरयू आहे आनर शांििा २२.९२% नोदली गेली.

िका 17 मा्सून नंिरची वारंवारिा ्विरर साररी (सपटेबर २०२० िे निवहेबर २०२०)

वाऱयाची हदशा वाऱयाचा वगम (m/s) एकूर

०.५ - २.० २.० - ३.५ ३.५ - ५.० > ५.०

एन ०.०० २.०८ २.०८ ०.०० ४.१७

एनएनई २.०८ २.०८ ०.०० ०.०० ४.१७

एनई ४.१७ २.०८ ०.०० ०.०० ६.२५

इएनइ ०.०० ०.०० २.०८ ०.०० २.०८

ई ०.०० ०.०० २.०८ ०.०० २.०८

ईएसई ०.०० २.०८ २.०८ ०.०० ४.१७

एसई २.०८ ४.१७ ०.०० ०.०० ६.२५

एसएसई ०.०० ४.१७ ०.०० ०.०० ४.१७
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एस २.०८ ०.०० ०.०० ०.०० २.०८

एसएसडबरयू ०.०० २.०८ ०.०० ०.०० २.०८

एसडबरयू ०.०० २.०८ ०.०० ०.०० २.०८

डबरयूएसडबरयू ०.०० ४.१७ ०.०० ०.०० ४.१७

डबरयू ०.०० २.०८ ४.१७ ०.०० ६.२५

डबरयूएनडबरयू ०.०० ६.२५ २.०८ ०.०० ८.३३

एनडबरयू ०.०० ८.३३ २.०८ ०.०० १०.४२

एनएनडबरयू ०.०० ४.१७ ४.१७ ०.०० ८.३३

उप एकूर १०.४२ ४५.८३ २०.८३ ०.०० ७७.०८

कारमस (<०.५ m/s) २२.९२

एकूर १००

टीपर १. सरासरी वारा वेग २.१८ मीटर / सेकंद आहे
२. सवम मूरये टककेवारीि आहेि
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आकुिी 16 ्वंड रिस आकृिी

३.७ हवेची गुरवता

किरतयाही प्िा्वि ्वकासातमक कृिीमुळे वायु वािावररावर हिराऱया परररामाचे मूरयांकन
करणयासााठ पकरप केतामधील पाया्ूि वािावररीय हवा गुरवतेचया न्थिीचा अभयास
कररे ही एक अननवायम आनर पाथनमक आवुयकिा आहे. वायु वािावररावरील आधार्ूि
अभयासामधये ्वनशष वायू पदिूराचया मापदंडाची ओळख करन घेरे आवुयक आहे रयाि
महिवपूरम प्ाव पडणयाची शकयिा आहे आनर प्ाव झिनमधये स्िविालचया हवेिील
तयांचया ्वदमान पािळीचे मूरयांकन कररे आवुयक आहे.
अभयासाचया केतामधील वािावरराचया हवेचया आधार्ूि न्थिीचे मूरयांकन करणयासााठ,
स्िविालचया हवेिील मूल्ूि पदिूक सांदिा शिधणयासााठ कायम केले जािे.
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३.७.१ देखरेख ्थानकांची ननवड
वािावररीय हवा गुरवता देखरेख अभयासासााठची हाकारे प्िा्वि पकरपाचया १० हकमीचया
पररघामधये ननवडली गेली. पनिननधी स्िविालचया हवेची गुरवता डेटा ियार करणयासााठ ८
हाकारी वािावररीय हवा गुरवतेचे परीकर केले गेले. ्थानाचा िपशील िका १८ मधये
देणयाि आला आहे.

िका 18 देखरेख अभयासासााठची हाकारे

अनु
क.

अभयास हाकारे हाकारांचे किड अंिर (हकमी मधये)

१ पकरप हाकार AAQ १ --

२ मेटि हॉन्पटल जवळ, घाटकिपर-मानखुदम
नलंक रिड

AAQ २ १.४५W

३ रमाबाई आंबेडकर नगर, देवनार AAQ ३ १.४४ NW
४ हटळक नगर, घाटकिपर AAQ ४ ३.४४ NW
५ महेशर नगर, घाटकिपर AAQ ५ २.९० NW
६ लकमी नगर, ्वकिळी AAQ ६ ३.०३ N
७ महाराष नगर, सायन-पनवेल एकसपेस वे AAQ ७ २.२३ S
८ दतागुर सिसायटी, गिवंडी पन्म AAQ ८ २.४४ SW

३.७.२ कायमपदिी
केदीय पदिूर ननयंतर मंडळ (सीपीसीबी) आनर राषीय वािावररीय वायु गुरवता मानके
(एनएएकयूएस) चया मागमदशमक सूचनांनुसार २४ िासांचया सरासरी िळांवर वािावररीय हवा
गुरवता देखरेख करणयाचया हाकारांचे ननरीकर केले गेले. सीपीसीबीने ारवून हदलेरया
वािावररीय वायु गुरवता मानके िका १९ मधये सादर केली आहेि.

िका 19 वािावररीय हवेची गुरवता देखरेख मानके (CPCB)

पदिूके वेळ वजन
सरासरी

स्िविालचया हवेमधये एकाािा
औदिनगक,

ननवासी, ाामीर
आनर इिर

पयामवररीयद््या
संवेदनशील केत
(केद सरकारदारे

मिजमापाचया पदिी
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्व्ाग अनधसूनचि)
सरफर डाय
ऑकसाईड )SO२)
)g/m३)

वा्िमक *

२४ िास
**

५०

८०

२०

८०

- सुधाररि वे्ट आनर
गेक पदि

अनिनील पनिदीना

नायटिजन
डायऑकसाइड
)NO२) )g/m३)

वा्िमक *

२४ िास
**

४०

८०

३०

८०

-सुधाररि जॅकिब
आनर हिशेइझर
पदि.. )Na –
Arsenite)

केनमलिनमनेसे्स
पाहटमकुलेट मॅटर
)आकार १०mपेका
कमी) or PM१०
g/m३

वा्िमक *

२४ िास
**

६०

१००

६०

१००

- ाॅनवहमेहटक
टिम

बीटा लक

पाहटमकुलेट मॅटर
)आकार २.५
 mपेका कमी)or
PM२.५ g/m३

वा्िमक *

२४ िास
**

४०

६०

४०

६०

-ाॅनवहमेहटक
टिम

बीटा लक

काबमन मिनॉकसाईड
)CO) )mg/m३)

८ िास **

१ िास

२

४

२

४

- नॉन-हडसपेनसवह
इ्फा रेड
(एनडीआयआर)
्पेकटि्किपी

ओझिन )O३)
µg/m३

८ िास *

१ िास **

१००

१८०

१००

१८०

-अनिनील फिटिमेहटक
-केनमरयुनमनेसे्स
-रासायननक पदि

नशसे )Pb) µg/m३ वा्िमक *

२४ िास
**

०.५०

१.०

०.५०

१.०

ईएपीएम २००० हकंवा
समकक हफरटर
पेपरवर नमुना
घेिरयानंिर एएएस
/ आयसीपी पदि
टेरलॉन हफरटर
वापरन -ईडी-
एकसआरएफ
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अमिननया )NH३),
µg/m३

वा्िमक *

२४ िास
**

१००
४००

१००
४००

- केनमरयुनमनेसे्स
- इंडिफेनॉल पदि

बे्झेन )C६ H६),
µg/m३

वा्िमक * ०५ ०५ - गॅस किमॅटिााफ्
(जीसी) आधाररि
सिि ्वशेिक
जीसी ्वशेिरेनंिर
अॅडसॉपशमन आनर
डेसॉरपशन

बेझि (अ) पायरेन
(बाप) केवळ

पाहटमकयुलेट टपपा,
ng/m३

वा्िमक * ०१ ०१ - सॉरवहेट एकसटॅकशन
तयानंिर एचपीएलसी
/ जीसी ्वशेिर

३.७.३ वािावररीय हवा गुरवता देखरेख
स्िविालची हवा गुरवता देखरेख डेटा िका २० मधये सादर केले गेले आहे.
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िका 20 वािावररीय हवेचे गुरवता देखरेख पररराम

मापदंडे युनन
ट

हाकारे सरा
सरी

हकमा
न.

कमा
ल.

मयाम
दाAA

Q १
AA
Q
२

AA
Q
३

AA
Q
४

AA
Q
५

AA
Q ६

AA
Q
७

AA
Q
८

सरफर
डायऑ
कसाइड

μg/
m३

२१.
५

१८.
३

१७.
३

१९.
८

१७.
६

१४.
७

१५.
९

१६.
९

१७.८ १४.७ २१.५ ८०

नायटिज
न
डायऑ
कसाइड

μg/
m३ १०२

२३.
८

२४.
६

२१.
६

२०.
४

२२.
७

२१.
७

२३.
५

३२.
५

२०.४ १०२ ८०

पाहटमकयु
लेट मॅटर
(१०)

μg/
m३

१७
८

५५
.९

४७.
२

५८
४७.
९

५१.
४

५५.
७

५०.
५

६८.१
४७.
२

१७८ १००

पाहटमकयु
लेट मॅटर
(२.५)

μg/
m३

१५
५

२८
२५.
६

२४.
७

२२.
५

२४.
७

३२.
८

२४.
३

४२.२ २२.५ १५५ ६०

काबमन
मिनॉकसा
ईड

mg/
m३ १.२

०.४
१

०.३
५

०.४
२

०.३
७

०.४
१

०.५
२

०.३
१

०.५ ०.३ १.२ २

नमथेन mg/
m३

०.०
३

०.०
२

०.०
२

०.०
२

०.०
२

०.०
२

०.०
२

०.०
२

०.०२ ०.०२ ०.०३ ६५०

हायडिज
न
सरफाईड

μg/
m३

११९
.२

०.०
२

०.०
२

०.०
२

०.०
२

०.०
२

०.०
२

०.०
२

१४.९ ०.०२
११९.
२

१२०

*एमएसडबरयू ननयम,२०१६ नुसार वायु गुरवतेची ्वीकायम पािळी
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आकृिी 17 स्िविालचया हवेची गुरवता

३.७.४ ननरीकर आनर नन्किम
३.७.४.१ सरफर डाय ऑकसाईड (SO२)

अभयासानुसार एसओ २ चे सरासरी मूरय १७.८ µg / m३ हििे. एसओ २ चे जा्िीि जा्ि
सरासरी मूरय पकरप साइटवर २१.५ µg / m३ आनर लकमी नगर, ्वकिली जवळ १४.७ µg / m३
हकमान हििे. एसओ २ मूरये ८०µg / एम ३ चया परवानगी पािळीपेका कमी आहेि.
३.७.४.२ नायटिजनचे ऑकसाइड (NOx)

अभयासानुसार एनओएकसचे सरासरी मूरय ३२.५ µg/m३ हििे. पिजेकट साइटवर एनओएकसचे
कमाल सरासरी मूरय १०२ µg / m३ हििे जे औदिनगक, ननवासी, ाामीर आनर इिर केतांसााठ
८० µg/म३ चया NAAQS पेका जा्ि आहे. आनर घाटकिपरचया महेशर नगरजवळ हकमान
२०.४ µg/m३. NOx मूरये अनु्ेय पािळी ८०µg / m३ चया खाली आहेि.
३.७.४.३ पाहटमकुलेट मॅटर (PM१०)
साइटवर नोद्वलेले पीएम १० चे सरासरी मूरय ६८.१ µg / m३ हििे. पकरप, साइट, औदिनगक,
ननवासी, ाामीर आनर इिर ्ागांसााठ १०० µg / m३ चया NAAQS पेका जा्ि आनर हकमान
४७.२ µg / m३ चे जा्िीि जा्ि मूरय रमाबाई आंबेडकर नगर येथे नोद करणयाि आरया.
३.७.४.४ पाहटमकुलेट मॅटर (PM२.५)
पकरप साइटवर पंिपधान २.५ चे जा्िीि जा्ि मूरय १५५ µg/m३ हििे जे औदिनगक,
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ननवासी, ाामीर आनर अ्य केतांसााठ अनुकमे ६० µg/m३ चया एनएएकयू पेका जा्ि आहे
आनर पकरप साइट आनर महेशर नगर येथे अनुकमे हकमान २२.५ µg/m३ नोद्वणयाि आले.
अभयासाचया केताि ४२.२ µg/m३ चे सरासरी मूरय पाळले गेले.

३.७.४.५ काबमन मिनॉकसाईड (CO)

साइटवर नोदवलेली पीएम १० चे सरासरी मूरय ०.५ mg/m३ हििे. पकरप साइटवर १.४ mg/m३
चे जा्िीि जा्ि मूरय आनर दतगुर सिसायटी, गिवंडी वे्ट येथे हकमान ०.३ mg/m३
नोद्वणयाि आले.

३.७.४.५ नमथेन
एमएसडबरयू ननयम, २००० नुसार नमथेनची मूरये वायु गुरवतेचया ्वीकायम पािळीचया मयामदेि
चांगली असरयाचे आढळले आहे.

३.७.४.६ हायडिजन सरफाइड

हायडिजन सरफाइडचे जा्िीि जा्ि मूरय पकरप साइटवर आढळले (११९.२ μg / m३) जे
एमएसडबरयू ननयम, २०१६ नुसार ्वीकायम मयामदेचया (१२०μg / m३) अगदी जवळ आहे.

३.८ स्िविीचया धवनी ची गुरवता
सकाळी व रातीचया वेळी अभयास केतामधील ननवडलेरया ८ हाकारी वािावररीय आवाजाची
पािळी परीकर केली गेली. समिुरय आवाज पािळी दीघमकालीन आवाज पदशमनास
मिजणयासााठ एक पमार आहे आनर दि्ही समुदायांचया मिजमापासााठ आंिरराषीय मानक
सं्थेने ्वीकारली आहे.

३.८.१पदिी
बेसलाइन धवनी डेटा 'ए' वेट साउंड पेशर लेवहल मीटर (एसपीएलएम) वापरन मिजला गेला
आहे. बाहेरील वािावररामधये धवनी-दाब पािळीचे मिजमाप एसपीएमएल वापरन केले गेले.
ही केलेरया अभयासाची मुखय उदीषे आहेिर

 पाशम् ूमी आवाज पािळीचे मूरयांकन
 पमुख आवाजाचे सिि ओळखरे आनर तयांचे ननरीकर कररे.
 सामा्य लिकांचया आवाजाचया परररामाचे मूरयांकन करणयासााठ.
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३.८.२ देखरेखीची ्थाने
पाया्ूि आवाजाची पररन्थिी ्था्पि करणयासााठ, अभयास केतािील ८ हाकारी
अभयासाचया कालावधीि धवनी ्िरावरील देखरेखीचे पररराम ्वचाराि घेिले आहेि. ही
्थाने पुढील िकतया २१ मधये देणयाि आली आहेि.

िका 21 आवाजाची गुरवता देखरेखीची ्थाने

अनु
क.

अभयास हाकारे हाकारांचे किड अंिर (हकमी मधये)

१ पकरप हाकारा जवळ NL १ --

२ मेटि हॉन्पटल जवळ, घाटकिपर-मानखुदम
नलंक रिड

NL २ १.४५ W

३ रमाबाई आंबेडकर नगर, देवनार NL ३ १.४४ NW

४ हटळक नगर, घाटकिपर NL ४ ३.४४ NW

५ महेशर नगर, घाटकिपर NL ५ २.९० NW

६ लकमी नगर, ्वकिळी NL ६ ३.०३ N

७ महाराष नगर, सायन-पनवेल एकसपेस वे NL ७ २.२३ S

८ दतागुर सिसायटी, गिवंडी पन्म NL ८ २.४४ SW

३.८.३ धवनी देखरेखीची वारंवारिा
पतयेक स्िविालचया धवनी मॉननटररंग ्टेशनवर, लेक. आवाजाची पािळी २४ िास िाशी

अंिराने नोद्वली गेली. पतयेक वाचनासााठ धवनी रेकॉहडरग साधन पंधरा (१५) नमननटे ाेवून
वाचन घेणयाि आले. अनु्ेय आवाज पािळी (सीपीसीबी मानके) िका २२ मधये देणयाि
आली आहेि. आवाजाचया पािळीवरील देखरेखीचा पररराम िका २३ मधये दशम् वला आहे.

िका 22 अनु्ेय आवाजाचा ्िर (सीपीसीबी मानक)

केत केताची शरेी
परवानगीयिगय मयामदा

Leqहदवसाची वेळ Leqरातीची वेळ
A औदिनगक केत ७५ ७०
B वयावसानयक केत ६५ ५५
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C ननवासी केत ५५ ४५
D शांििा केत ५० ४०

टीप १ - हदवसाची वेळ सकाळी ६ िे राती १० दरमयान मिजली जािे.
टीप २ - रातीची वेळ राती १० िे सकाळी ६ दरमयान गरली जािे.

िका 23 स्िविालचया आवाजाची पािळी

आवाजाची पािळी dB(A)
अनुक. अभयास हाकारे हदवसाची वेळ रातीची वेळ
१ पकरप हाकार ६२.६ ५६.२
२ मेटि हॉन्पटल जवळ, घाटकिपर-मानखुदम

नलंक रिड ५२.५ ४४.२

३ रमाबाई आंबेडकर नगर, देवनार ५२.१ ४१.१
४ हटळक नगर, घाटकिपर ४८.४ ४०.३
५ महेशर नगर, घाटकिपर ५१.४ ४०.५
६ लकमी नगर, ्वकिळी ५२.२ ४०.३
७ महाराष नगर, सायन-पनवेल एकसपेस वे ५०.१ ४१.१
८ दतागुर सिसायटी, गिवंडी पन्म ५१.१ ४२.१

टीप १ - हदवसाची वेळ सकाळी ६ िे राती १० दरमयान मिजली जािे.
टीप २ - रातीची वेळ राती १० िे सकाळी ६ दरमयान गरली जािे.
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३.८.४ ननरीकर आनर नन्किम
८ हाकारी आवाजाचे ननरीकर केले गेले. िका २२ मधये अनु्ेय आवाजाची पािळी
(सीपीसीबी मानक) चे वरमन केले आहे आनर िका २३ मधये पकरप केतासााठ धवनीची
माहहिी दशम् विे. अभयासाचया कालावधीिील हदवसाची समिुरयिा 62.6 िे 48.4 डीबी )ए) दरमयान
आहे, िर रातीचे समिुरय 56.2 िे 40.3 डीबी )ए) चया शरेीि हििे. ्वदमान डंपसाइट वरील आवाजाची
पािळी हदवसाची सरासरी 62.6 नोद्वली गेली आहे जी ननवासीकेताचया अनु्ेय मयामदे पेका जा्ि
आहे आनर औदिनगक केताचया अनु्ेय मयामदेपेका खाली आहे आनर अभयासलेरया इिर सवम
केतावरन असे हदसिे क् आवाजाची पािळी दि्ही परवानगयापेका हदवस िसेच रातीचया वेळी कमी
आहे
३.९ पाणयाची गुरवता
तया जागेचा सवामि जवळ असलेला पषृ्ाग हा ाारे खाडीचा ्ाग आहे. खाडीचया पाणयाचे
दुय ननरीकर पदू् िि असरयाचे हदसून येिे, िथा्प,आजूबाजूचया खारफुटीची अव्था अजूनही
चांगली आहे. ्ा खारफुटी पदिूर आनर दू् िििेसााठ उचच न्थनि्थापकतवला जबाबदार
आहेि..

खाडीचया पाणयाचे पदिूराचे ािि अंशिर सधयाचया डंपमधून गळिीमुळे िसेच खाडीचया
ओलांडून िेलकट व इिर दू् िि घटकांचया पुनपमहकयामुळे हििि. ्ूजल आनर ्ूजल
नमु्यांचया ्थानाचा िपशील िका २८ मधये हदले आहेि

िका 24 पषृ्ाग पारी आनर ्ूजल गुरवता देखरेखीची ्थाने

अनु क. किड क. हाकार
पषृ्ागावरील पारी

१. SW१ ाारे खाडी

३.९.१ पषृ्ागावरील पाणयाची गुरवता

पषृ्ागावरील पाणयाचे नमुने दिन हाकाराहून गिळा केले गेले आनर तयाचे हफओकिकेनमकल
आनर बायिलॉनजकल पररमारांचे ्वशेिर केले गेले आनर तयाचा पररराम खालील िका
२९मधये देणयाि आला आहे.

िका 25 अभयास केताचया पषृ्ागावरील पाणयाचया गुरवतेचे ्वशेिर ननकाल (ाारे खाडी)



117 | P a g e
देवनार, मंुबई येथे सुमारे ४ मेगावॅट वीज नननममिीसााठ ‘६०० टीपीडी चा कचरा िे ऊजाम पकरपाचा प्िा्वि ्वकास’ या पकरपा सााठडारट

पयामवररीय प्ाव मुरयांकन अहवाल

अनु
क

पररमार ाारे खाडी मानके (IS

१०५००:२०१२)
युननट

१ रंग ५ ५ Hazen

२ िापमान २६ - OC

३ गढुळिा १२.१ १ NTU

४ pH ६.७ ६.५-८.५ ---

५ वाहकिा ७१४ - µS/cm

६ TDS ५६९ ५०० mg/l

७ ्वरघळरारा ऑनकसजन ६.९ - mg/l

८ एकूर काठरिा ९१ २०० mg/l

९ Ca- काठरिा ७८ - mg/l

१० कॅनरशयम as Ca२+ ३५ ७५ mg/l

११ मॅगनेनशअम as Mg२+ २.०३ ३० mg/l

१२ कलिराईड ९५.९ २५० mg/l

१३ एकूर अरकलीनीटी १२५ २०० mg/l

१४ फेनिरफॅथलीन कारीयिा ० - mg/l

१५ अमिननकल नायटिजन १.१० ०.५ mg/l

१६ सरफेट २३६ २०० mg/l

१७ नायटेट ६.० ४५ mg/l

१८ फॉ्फेट ०.३३ - mg/l

१९ रलिराइड ०.७१ १.० mg/l

२० सिहडयम ६३ - mg/l

२१ पिटॅनशयम २२ - mg/l

२२ COD ३०२ - mg/l

२३ BOD ९५ - mg/l

२४ एकूर किलाई फॉमम १६६ ०० Org/१००ml
२५ एफ. किलाई.. ४८ ०० Org/१००ml
पीएच <८.३ महरून; फेनिरफाथालीन कारीयिा = ० बीडीएल: शिध मयामदेचया खाली
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नन्किम
पषृ्ागावरील पाणयाचे ्वशेिर हे दशम् विे क् एक्ति पाणयाचे नमुने ्पणयायिगय नाहीि.
ाारे खाडी पदू् िि आहे आनर टीडीएस, सरफेट, कलिराईडस, मॅगनेनशयम, कॅनरशयम, एफ.
किलाई या पॅरामीटसमची मूरये आहेि. इ. परवानगी मयामदेपेका जा्ि आहेि.

३.९.२ ्ूजल गुरवता

्ूजल गुरवतेचया ्वशेिरासााठ, पकरप केताचया १० हकमीचया पररघामधील ्व्वध हाकारे

ननवडली गेली. ३ वेगवेगळया हाकाराहून नमुने गिळा केले गेले आनर पाणयाची गुरवता

िपासणयासााठ ्व्वध पॅरामीटसमचे ्वशेिर केले गेले. नमुने घेणयाची ्थाने खालीलपमारे

आहेि

डबरयू १.-एकिा नगर जवळ बिअरवेल,

डबरयू २- गिवंडीजवळ बिअरवेल आनर

जेवहीएम महा्वदालयाजवळ डबरयू ३-बिअर ्वहीर

्ूजल ्वशेिराचे ननकाल खालील िकतयाि हदले आहेि

िका 26 ्ूजल गुरवता पररराम

अनु

क.
मापदडं

पाण्ााच नमुना

- स च्ेन –

W१

पाण्ााच

नमुना -

स च्ेन –

W२

पाण्ााच

नमुना -

स च्ेनW३

्ुनन्

भौनिक मापदडं

१ तापमान २८.२ २८ २८ OC

रासा्ननक मापदडं

२ ऍल्ुु मुनअम ०.१२ ०.१९ ०.१० Mg/l

३ एकूण कार्न ४२.६ ४०.२१ २.३१ Mg/l
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अनु

क.
मापदडं

पाण्ााच नमुना

- स च्ेन –

W१

पाण्ााच

नमुना -

स च्ेन –

W२

पाण्ााच

नमुना -

स च्ेनW३

्ुनन्

४ मकु अमोुन्ा N ३.१ ३.९ ०.२ Mg/l

५ रोरॉन ३.६ ३.२ १.० Mg/l

६ ुिुिकॉन as SiO२ ९.६ ६.४० १.१ %

७ ुिुिकॉन ४.६ ४.५ ५.९ --

८ pH ७.१८ ७.१ ७.०९ --

९ एकूण ुनिंुरत घन घटक १५६ १३५ १०२ Mg/l

१० वाहकता ७८० ७६० ७५५ µs/cm

११ ना्ट्ट NO२ ०.०५ ०.०४ ०.०१ Mg/l

१२ त्ि आुण वगंण <०.०५ <०.०५ <०.०५ Mg/l

१३ रंग १ १ १ Hazen

१४ गढुळता ३५.२ ३४.२३ २३.६ NTU

१५ एकूण ुवरघळि्िा घन घटक )TDS) १३५६ १३४७ ५२० Mg/l

१६ एकूण कठीणता ३४६ ३९२ ५० Mg/l

१७ िल््ट SO४ १५२ १८२ ३१.८ Mg/l

१८ फिोरााई F ०.१ ०.०९ ०.०१ Mg/l

१९ ना्ट्ट NO३ ७.२ ७.८ ०.०१ Mg/l

२० िोह Fe ०.०५ ०.०६ ०.०१ Mg/l

२१ मँगनीज Mn १२७ १३० ०.०१ Mg/l

२२ ुिकं Zn <०.०१ <०.०१ Mg/l
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अनु

क.
मापदडं

पाण्ााच नमुना

- स च्ेन –

W१

पाण्ााच

नमुना -

स च्ेन –

W२

पाण्ााच

नमुना -

स च्ेनW३

्ुनन्

२३ पारा Hg <०.००१ <०.००१ Mg/l

२४ कॅईुमअम Cd <०.००२ <०.००२ Mg/l

२५ ्ॉस््ट PO४ ३१.२ ३०.२ BDL Mg/l

२६ रा्ोक्ुमकि ऑकिीजन ुईमांई, रीओईी )२७oC,

३ ुिवि)

३१ ३५ १२ Mg/l

२७ क्ुमकि ऑकिीजन ुईमांई, )COD) ९८ १०२ २१ Mg/l

२८ ुवरघळि्िा ऑुकिजन ४.३ ४.२ १.२ Mg/l

२९ अमोुनअम ना्ट्ट NH३-N ४.३ ४ १.० Mg/l

३० किोरााई Cl ३८० ३४५ ३५ Mg/l

सकूमष्म् घ्क

३१ एकूण कोुि्ॉम् <२ <२ <२ MPN/१००
ml

३२ ु्कि कोुि्ॉम् BDL BDL BDL /१००ml

्ूग्ामिील पाणयाची गुरवता खराब असरयाचे हदसून आले कारर बहुिेक मापदंड ्ारिीय

पेयजल मानक बीआयएस-आयएस १०५००: १९९१ चया मयामदेपेका जा्ि हििे. ्ूग्ामिील

एकूर ्वघहटि घन (टीडीएस) चे नोदवलेली मूरये ५२० नमलीााम / ली चया शरेीि हििी.

आनर १३५६ एमजी / ली. पररराम पषृ्ाग पदिूकांदारे दू् िि हिणयाचे संकेि दशम् विाि.

एकूर कािरिा ५० नमलीााम / ली आनर ३९२ नमलीााम / एल दरमयान न््न आहे.

नोदवलेरया कलिराईडचे पमार ३५mg / l आनर ३८० नमलीााम / l चया दरमयान आहे.
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सरफेटची नोद्वलेले मूरये ३१.८mg / lआनर १८२mg / l दरमयान न््न आहेि. चालकिा ७५५

µmhos / सेमी आनर ७८० µmhos / सेमी दरमयान हििी, जे पषृ्ागावरील पदिूकांपासून दू् िि

हििे

३.१० मदृा पयामवरर
ब.ृ मंु. म. न. पाने २००५ मधये केलेरया ्ू-िंत्ानाचया सवक्र अहवालाचा अहवाल
साइटचया उप-पषृ्ागाची वैनश््ये समजणयासााठ केला गेला.

आकृिी 19 बिअरहिलचे हडनलंग आनर सॅमपनलंग ्थान

अ्वेिर अहवाल व बिरेहिलचा िपशील पररनशष -१ मधये सादर केला आहे. एकूर वीस बिर
हिलमधये खिदकाम आनर नमु्यांचया आधारे िपासलेरया केतासााठ मािीची पररन्थिी आनर
सामा्यकृि उप-मािी पिफाइल आकृिी १९ मधये सादर केली आहे.

१ ्िर – I: गाडून ाेवलेली साहहतय
हा ्िर ्ू-पषृ्ागावर ्वदमान हििा िेवहाचया िपासरीि ४ मीटर (बीएच १८) िे
१३.८० मीटर (बीएच ६) पयरिचया खिलीपयरि हििा. बीएच मधये वाळू आनर
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नचकरमािीसह १९ दगडांचा सामना ५.२ मीटर खिलीपयरि झाला.
२ ्िर II –: वाळू नसरटॉयॉगन्नक कले (पलेय मयुरम) / बडमसमसह मुरम

ही थर बिर हिल बीएएच १, बीएच २ मधये १०.७ मी (बीएच १९) िे १३.५ मी (बीएच २)
आनर बीएच ४ मधील थर IIA चया खाली १५.४ मीटर िे १८ मीटर खिलीपयरिचया
थराचया खाली आली. या वगामि आनर एसपीटी एन वहेररएडफॅम १४ िे २० मधये
पमानरि पवेश चाचणया घेणयाि आरया.

३ ्िर – IIA: राखाडी / ्पवळसर सेहदय मािी / वालुकामय सेहदय मािी बिरडसम
आनर लहान दगडांसह
या थराि इयन बिर हिल BH३ िे BH२० लेयरचया खाली हििे आनर या ्टॅटममधये
खिलीपयरि आनर एसपीटीएन १० िे २३ पयरि बदलिे.

४ ्िर – II: फॅकचरडम, वेटेड, एएमजीडॅलिइडल बेसरट (सॉरट रॉक)
हा थर IIUP चया खाली २२.६ मीटर पयरि आला हििा जिपयरि जा्िीि जा्ि खिली
आहे. या ्िरामधील ररकवहरी (ररकॅसी) १५% िे ८५% आनर रॉक कवानलटी
डेनझगनेशन (आरकयूडी) ०% िे ६४% पयरि बदलिे. आरकयूडी रॉकचया गुरवतेवर
आधाररि खडबडीि िे अगदी गरीब िे गिरा मानले जाऊ शकिे.

महरून अकेडुन मयामदीि कॉमपॅरेनसवह सामरयम १७४ िे ६३५ हकलि / सेमी २ पयरि
बदलिे. अपारं्ावी संकुनचि सामरयामवर आधाररि रॉककेन मधयम िे सशक मानले
जािे.

्ौगिनलक िां्तक अ्वेिर अहवालाचे मुखय अनुमान
a. जनमनीची पिफाइल अतयंि न््न आहे
b. बिर लॉगनसटीवरन असे हदसिे क् िपासरीचा पाथनमक हेिू डंप जाडीपयरि पिचरे

हििा. बहुिेक बिअर हिल सेदीय नचकरमािीमधये संपुषाि आररया गेरया. २०
बिअरचया न्दांपैक् १३ बिअर हिल सेदीय नचकरमािीमधये संपुषाि आरया.

बिअरचया न्दांमुळे नैसनगमक ााउंड अडकले तयापैक् बिर हिल एनमगडालिइडल बेसालॅट
पािळीपयरि १०.५ मीटर िे १३.५ मीटर दरमयान बदलिाि. फ्रड आनर
पयिगशाळेचया चाचणयांचे ननकाल गहाळ आहेि.

c. बिर लॉग सूनचि करिे क् बिर हिल १९ वगळिा बहुिेक हाकारी डंपची सरासरी जाडी
१०.५ मीटरपेका जा्ि असिे नजथे डंपची जाडी १.४ मीटर आहे.

d. यामधील बांधकामास नसटअपइरसमधये का्ट आवुयक आहे (६ नममी जाड एमएस
रेखीय सह) रॉकमधये एमबेड केलेले. बलॉकची सरासरी लांबी १८ मीटर जा्िीि
जा्ि २८ मीटर अशी करपना केली गेली आहे. बलॉकला अतयंि एक्पिजर अट
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लकाि घेऊन हडझाइन केले जाईल. वाळवलेरया पॅरामीटर वाळूचया संपूरम हडझाइनची
आवुयकिा ्वचाराि घेऊन पायलेट सॉकेहटंग रॉक नमळ्वला जाईल.

e. मैदाने आनर पयिगशाळेचया चाचणयांचया अनपुन्थिीि हढगायामचया कमिेची बेड
रॉकची कुचरर शक् गहृीि धरन हकंवा िेथे बंदराि उपलबध असलेरया कमिेचा
्वचार करन अंदाज कररे आवुयक आहे.

f. पाशम कमिेमधये पाइरस कमकुवि हिईल. पाइरस पािळीवरील एमबेहडंग लांबीपेका
मूळवयाध ्विंतपरे उ्े केले जािील.

३.११ जै्वक पयामवरर:
खाडीचया बाजूने आनर तयाचया शाखांमधये आंिर-रवलनशील ओलांडलेले केत ्ािशेिी,
शेजारचया शहरािून घनकचरा टाकरे, र्िे, घरे, गिदामे व लघु उदिगांचे बांधकाम यांनी मागे
टाकले आहे. अशाच पकारे, सधया फारच कमी पमाराि, नैसनगमक वन्पिी हदसि आहेि.
खाडीचया कााावर दिन ्ारिींमधला ्व्ाग, िथा्प खारफुटीचया झाडाची उपन्थिी दशम् विि.
दद्ुवाने, ही झाडे मिठया पमाराि खालावली गेली आहे, आजूबाजूचया खेडयािून ्थाननक
लिकांकडून वारंवार हिरारी नचरफाड, नौका ाेवरे , वाळूचा िातपुरिी सााा इतयादीमुळे 'निवारी'
एनवहनसनेननया अरबा, ए. मरीना, ए. ऑहफनननलस इ. या खाडीवरन आलेले मॅािवरस
ननकृषिेमुळे घिडबंदर (एस. बी. चाफेकर,१९५९, १९८४) वर उरहास खाडीवरन नोदरया गेलेरया,
अनेक जािी नष झारया आहेि. पकरपाचया र्तयाचया कडेला असलेरया बांधकाम आनर
जमीनीि वाढ जि मिठया ननवासी / वयावसानयक ्वकासाचे वैनश््य आहे उवमररि जमीन
पडलेली आहे अभयासाचया केताि किरिीही मिाठ वयावसानयक वकृारिपर हदसि नाही.
माशांचया वयावसानयकद््या शििर उतप्नास काररी्ूि ाररारे सागरी अ्नसाखळीमधील
बेनथक समुदायाचे महिव वयापकपरे ओळखले गेले आहे. वन्पिी पलावक , बेनथक
मॅकिफाइ्स आनर हकनारप्टीवरील ओलांडून अ्न उतपादनािील उचच ्िरामधये, वन्पिी
पलावक या पाथनमक उतपादनांमधून साहहतय ह्िांिररि करणयामधये बेनथक समुदाय मुखय
्ूनमका नन्ाविाि, रयाि वयावसानयकद््या शििर कररारया हफश वन्पिी पलावक जवळ
२०% पेलेनजक शाकाहारी वन्पिींनी खारले हििे. किपेपॉडस आनर युफॉनसडस आनर २०%
जवळजवळ बेन्थक समुदायासााठ हाननकारक इनपुट महरून खाडीि पडले.
उरहास खाडीचया सरसेट बेटाचया ईशा्य किपऱयाि वसई खाडी आनर ाारे खाडी या दिन
मुखय ्विरकांमधये ्व्ागली गेली. खाडीला घरगुिी कचचे सांडपारी िसेच आसपासचया
व्िी आनर जवळपासचया औदिनगक प््यामधून औदिनगक कचरा पाणयाचे सांडपारी
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नमळिे. जनावरांची धुलाई, कपडे धुरे, गरेशितसव आनर नवरातितसवाचया वेळी ्गवान दगुच्या
मूि्चे ्वसजमन कररे, धानममक नतृय यासारखया उपकमही खाडीचया पाणयाचे पदिूराचे पमुख
सिि आहेि.
तयांचया जै्वक वैनश््यांचा अभयास करणयासााठही नमु्यांचे ्वशेिर करणयाि आले.
्वशेिर आनर वयाखया करणयासााठ अनुसरर केलेली िंत आनर पदिी मानक पहकयेनुसार
आहेि.

-

िका 27 वन्पिी पलवकांचया पजािींचे पररमार

िका 28 पारी पलवकांचया पजािींचे पररमार
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िळािील (बेनथक) जीव

बेथिस हा एक सामूहहक सं्ा आहे रयामधये जवळजवळ सवम गटामधील मधील नजवारू,
वन्पिी आनर पारी यांचा समावेश असलेरया जलीय गाळाि हकंवा तयासंबंधी जंिुसंबंधी
जंिुंचा संबंध आहे. बेन्थक पाणयांचे सामा्यि: गाळ मधये असलेरया ्थानाचया आधारे
वरमन केले जािे. पाणयांचया गटामधये पारी हे मधय्ागी असलेरया जागेि हकंवा खडयाि
राहरारे पारी असिाि. गाळाचया पषृ्ागावर वयापरारे ए्पफौना आहेि. बेथिस (१-१००µ मी)
फॉरनमननफेरानशवाय इिर नजवारू, पिटिफाइटा आनर पिटिझिआन, नमयॉफॉना (१००-१००० µ मी)
फॉरेनमननफेरा, लहान मेटाझिअ्स, नेमाटिडस आनर मॅकि हकंवा मेगा फॉना (१००० माइकिनपेका
जा्ि) यांचा समावेश असून तयाि अनेक मॅकि अपषृवंशीय आहेि.

टॉहफक नेटवकम मधये बेनथक जीवजंिू महिवपूरम ्ूनमका नन्ाविाि असे आढळले आहे, कारर
िे समुदी-बेड हकंवा इ्टुअरीन बेसमधये उपलबध असलेरया सवम पकारचया पदाथारचा वापर
करिाि आनर उजच्या ह्िांिररास महिवपूरम जिडरी बनविाि. बेनथक अभयासाची आरखी
एक महिवाची बाब महरजे उ्े पीक आनर उतपादकिेवरील पदिूराचा पररराम हिईल.
्वशेिि: गाळाचया िाहकम क वैनश््यांसह बेथिसचया अजै्वक संबंधाने बेनथक ्वपुलिेमधील
बहुिेक चढउिार ्पष केले आहेि.

बेथिज हे समुदाचया वरचया मजरयावरील जीव आहेि. बेन्थक रयूना सामा्यि: खरा
अॅरि्बक वगळिा गाळाचया वरचया ऑनकसजनयुक थराि लक केहदि करिाि.
पीटरसनचया डेजचा वापर करन बायहटंग चे नमुने सहा ्थानकांमधून १६ x १७ से.मी. केताचया
बायहटंगचे केत घेणयाि आले. पाा केलेले गाळ आवुयक मॅशदारे (मायकिफॉना (> ५०० µ))

आनर मेयि फॉना (जे ०.५ नममी चाळरीिून चाळले जािाि आनर १००० µ चाळरीदारे हटकवून
ाेविाि) िे चाळले गेले. जीवांचा पतयेक गट ्विंतपरे ओळखला गेला आनर एक
पररमारातमक आनर गुरातमक ्वशेिर केले गेले. ्व्वधिा आनर मुबलक पमाराि आनर
मॅकि-पाणयांपेका किरतयाही नमु्याचया हाकारी किरतयाही दनुममळ हकंवा लुापाय पजािीचे
अन्ितव हदसून आले नाही. सवक्राि ्व्वध हाकारी मेयि बेथिसचे एकूर ९ गट
नोद्वणयाि आले. मेयि-फॉनाची घनिा १३७ िे ६५२ नग / १०० सेमी २ पयरि आहे. पबळ
मेओ-फॉओनल ाुप हििा नेमाटिड, ऑनलगिचै्स आनर पॉनलचे्स आहे. बेनथक मॅकि-पाणयांची
घनिा २२ िे ८७ नाही / १०० सेमी २ पयरि आहे. पबळ मॅकि-फॉओनल ाुप हा पिररफेरा हििा.
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नमुने घेणयाचया ्व्वध हाकारी आढळलेरया मेयि-बेथिस आनर मॅकि-बेथिसचा िपशील िका
२९ आनर ३० मधये देणयाि आला आहे.-

िका 29 बेनथक मेओ- बेथिसची ्वपुलिा, घनिा आनर बायिमास

पाणयांचा गट साईट १ साईट २ साईट ३
आहकम आनननलडस २ ५३ ०
डेकापॉड अळया ० १४ १६
हरपॅहटकिइड १२ ५६ ८
हकनिरहेका १४ ८५ ६
नेमाटिडस २३० २९० ६८
ओनलगिचे्स ५९ ६० १५
ऑ्टाकिडस १२ २० ४
पॉनलचे्स ४५ ६८ २०
टबमलेररया ५ ६ ०
घनिा (no/१००cm२) ३७९ ६५२ १३७
बायिमास (mg-dry weight/१००cm२ ) २.०३ ३.०६ १.१

िका 30 बेनथक मॅकि-फॉनाची ्वपुलिा, घनिा आनर बायिमास

पाणयांचा गट साईट १ साईट २ साईट ३
अॅम्पपिडस ५ १८ ६
बायवहॉरव ४ ८ ०
कुमासी ० ० ०
डेकापिडा ३ ३ ०
गॅ्टिपिडा ४ १२ ०
ओनलगिचे्स ८ ७ ३
पॉनलचे्स ७ २० ८
किळंबी ३ ७ २
इिर ६ १२ ३
घनिा (no/१००cm२) ४० ८७ २२
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पाणयांचा गट साईट १ साईट २ साईट ३
बायिमास (mg-dry wt/१०० cm२) ८.० १९ २.३

३.११.१ जै्वक पयामवरर:

३.११.१.१ जैव ्व्वधिेचा अभयास:
जैव्व्वधिा परृवीवरील जीवनाची ्व्वधिा आनर पररविमनशीलिा समा्वष करिे. हे सवम
जीवधमामिील जीव आनर तयांचयािील जै्वक संघटनेचया ्व्वध ्िरांमधील न््निा संदन्मि
करिे - जी्स, वयक्, पजािी आनर इकिनस्टम. जैव्व्वधिा सवम सजीव जीव आनर तयांचे
अनुवांनशक ्व्वधिा, पररसं्था आनर ननवास्थानांची एक ्वशाल आनर गुंिागुंिीची रचना
िसेच पकाश संशेिर, पििक सायकनलंग हकंवा परागर यासारखया पहकयेदारे, या ्व्वधिेमुळे
पाा झालेरया पहकया ्वीकारिे.
बांधकाम / पाया्ूि सु्वधा हकंवा संबंनधि पकरपािील पररराम बरयाचदा पुढीलपमारे
असिाि (i) लँड्केपचे बांधकाम आनर रपांिरर आनर (ii) लिकांची संखया (ननवासी पकरप)
वाढीशी संबंनधि अपतयक पररराम, कचरा, वाहिूक आनर रहदारी ्वरहेवाट आनर पारी वापर.
पकरपाचा यिगय पररराम काय िे समजून घेणयासााठ आनर उपाययिजना सुच्वणयासााठ
आनर पयामवररीय प्ावांपेका काही असरयास, तया केतामधये जैव्व्वधिा आनर पयामवरराची
िपासरी कररे महतवाचे आहे. जैव्व्वधिेचया अभयासाि पुढील बाबींचा समावेश आहे.
1. झाडांचे सवक्र

१.१. झाड, झुडूप,औिधी वन्पिी, वेळी आनर गवि पजािी यांची ओळख आनर गरना
१.२. फायटि सिनशओलॉनजकल सवक्र
१.३. वकृारिपर अंिगमि पजािी ्व्वधिा
१.४. दनुममळ-धिकयाि-असलेरया वन्पिींचे ्वशेिर

2. जीवशाा सवक्र
2.1. पकी , सरपटरारे पारी , उ्यचर , स्िन पाणयांचे आनर इिर पाणयांचया

्व्वधिेचे द्िऐवजीकरर
2.2. पतयक व अपतयक पुरावे (ननरीकरे (पतयक पुरावे- दषीकेपाचे व सुनावरीचे कॉल,

अपतयक पुरावे- पावलांचया ासे , ्के्स, घरटे व इिर नच्हे))
2.3. संरनकि, संरकराचे महिव आनर अनुसूनचि जािींचे ्वशेिर

3. समुदीय सवक्र
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3.1. फायटिपलांकट्स, झूपलँकट्स, क्टेनशय्स, मिर्क आनर माशांचे
द्िऐवजीकरर.

3.2. मायकि्किप अंिगमि ओळख करन ननरीकरे केली

३.११.१.२ अभयासाची वयााी:
1. किर (वा्ि्वक पकरप साइट) आनर बफर (किरपासून ५ हकमी ्तरया) मधये

उपन्थि वन्पिी आनर जीव-जंिुंचे मूरयांकन कररे.
2. अभयास केताि पचनलि लागवड केलेरया आनर नैसनगमकररतया उदवरारया

पजािींचे द्िऐवजीकरर कररे.
3. किर आनर बफर ्थान दरमयान पजािींना समजणयासााठ.
4. पजािी समदृी, पजािी ्व्वधिा, पजािी रचना आनर जैव्व्वधिा ननद्शांक

यासारखया समुदायाचे मापदंड ननन्ि करणयासााठ पयामवररीय समुदाय आधाररि
अभयास कररे.

5. ्वनशष कायदांदारे संरनकि पजािींचे मूरयांकन (दनुममळ, नचंिाजनक, गं्ीरपरे लुा
झालेरया, ्थाननक आनर असुरनकि हकंवा अनुसूनचि जािी)

6. ननयुक ्थान, ननवास आनर पयामवररीय महिवची वैनश््ये ओळखणयासााठ.

३.११.१.३ अभयासाची मयामदा
या सवक्राि साइट ्ेट आनर अभयास केताचया सवह्चया हदवसाि हदसून येरारी वन्पिी
आनर पारी आढळिाि. हे विामचया इिर वेळी हदसू शकरारया हकंवा ्ेटीचया वेळी ्पष
नसलेरया किरतयाही वन्पिी हकंवा पाणयांची नोद ाेवि नाही. अहवालाि अभयासाचया
्वनशष कालावधीि केताची पयामवररीय न्थिी ्पष आहे. सुरनकििेचया काररा्िव, बफर
पदेशाि सवक्र ननबरधांमुळे परवानगी नसलेरया ्ागािील वन्पिी आनर व्यजीव माहहिी
सवक्राि समा्वष नाही.

३.११.१.४ खारफुटी (िीवर) वन्पिी
या वन्पिी सवम हाकारी मिठया पमाराि खराब हिि आहे. हकनारप्टीचया जमीनीचे रपांिर
कृिी ्ूमीमधये कररे, तयानंिर बांधकाम कामे तयानंिर सवमत ही पधदि असरयाचे हदसून येिे.
फारच कमी पजािी वन्पिींमधये येिाि व वन्पिींमधये कमी पजािी दशम् विाि. िीवर
(एनवहसेननया अरबा, ए. मरीना, ए. ऑहफनसननलस,) गविांचे हापकेही बरयाच हाकारी हदसिाि.
बांधकामांमुळे बऱयाच हाकारी नचखल किरडे पडला आहे रयामुळे यापुढे खारफुटी वन्पिी
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हटकू शकि नाहीि. ्टँड वन्पनि देखील फारच कमी आहेि, कारर किरतयाही केताला केवळ
एक हकंवा इिर हेिूने अबानधि हकंवा अनिकमर केलेले नाही.
खारफुटी हे झाडे आनर झुडुपेचा एक समूह आहे जि हकनायामवरील मधयवि् झिनमधये
राहिि. खारफुटीची जंगले ्विुववतृीय जवळील उ्रकहटबंधीय आनर उपि्रकहटबंधीय
अकांशांवर वाढिाि कारर िे अनिशीि िापमानाचा सामना कर शकि नाहीि. खारफुटीचया
्थापनेचया सुरवािीस नचखलाचे थर महतवाचे आहेि. हकनारप्टीचया वािावरराचया कािर
पररन्थिीि खारफुटीचया झाडांनी अन्य रपांिर साधले आहे. एकिर तयांचया पानांि मीा
टाकून हकंवा िे सुरनकिपरे तयांचया उिींमधये ाेवून िे मिठया पमाराि खारटपरा हटकून
राहिाि. तयांचया मूळ पराली उथळ आनर अंशिर हवेचया संपकामि आहेि, रयामुळे तयांना
अशा वािावरराि शास घेणयास अनुमिी नमळिे जी वारंवार पूर येिे आनर ऑनकसजन
कमी हििे. खारफुटी दलदलीचा ्ाग अहदिीय पयामवररीय समुदाय आहेि जि गिडया
पाणयािील आनर समुदी पररसं्थांना जिडिि आनर पारी पजािींचया समदृ ्व्वधिेचे
आयिजन करिि.

्ारि-मंुबई कवहरेज-पजािी
जगािील सुमारे ७% खारफुटी ्ारिाि उपन्थि आहेि. ्ारिाि पन्म हकनारप्टी, पूवम
हकनारप्टी आनर अंदमानननकिबार बेटांवर खारफुटी आहेि. मंुबईिील खारफुटी बहुधा माहीम,
वांदे, वस्वा, सेवरी, हदवा, ्वकिळी, ाारे खाडी, मालाड, वसई खाडी इतयादी बाजूने पाहहरया
जािाि. जवळजवळ १ पजािी मंुबईचया हकनारी ्ागाि आढळिाि. मंुबईिील खारफुटीचया
६०% आवररामधये अॅनवहसेननया मरीना ही पमुख खारफुटी पजािी आहे. िथा्प, ्व्वध
काररांसााठ समुदी हकनारप्टीचया ्ूमीचया पुनपामाीमुळे गेरया दशकाि मंुबईने सुमारे ४०%
खारफुटी कवहर गमावले आहेि. वाढतया मानवी लिकसंखयेमुळे हकनारप्टीचया ्ागािील
खारफुटी पयामवररावर दबाव ननमामर हििि रयामुळे पुनपामाीची आवुयकिा ननमामर हििे.
खारफुटीचे महिव
हकनारप्टीवरील हकनारप्टी आनर पारथळ पदेशांचे तयांचे केत पकी, स्िन पारी, मासे
आनर अपषृवंशीय जािीचया अनेक पजािींना अन्य ननवास्थान पदान करिाि. खारफुटी
जमीन आनर समुदाचया दरमयान बफर महरून कायम करिे. खारफुटीची मुळे ्रिीसंबंधी
पाणयाची हालचाल धीमा करणयाि मदि करिाि, रयामुळे गाळ पाणयाबाहेर जाऊन नचखल
िळाची उ्ाररी करिे. हकनारप्टीवरील धूप कमी करणयाि खारफुटीचे मिाे यिगदान आहे.
हकनारप्टी संरकराि तयांचया ्ूनमकेवयनिररक, हवामान बदलां्वरदचया लढयाि खारफुटी हे
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एक मौरयवान साधन आहे. जेवहा एखादे झाड वाढिे िेवहा िे काबमन आपरया बायिमासमधये
सााविे, यामुळे वािावरराि काबमन डाय ऑकसाईडचे पमार कमी हििे. खारफुटी ही काबमन
साावरूक यंतरा ्वशेिि: चांगरयापकारे पार पाडिाि, कारर िे पावसाळयाचया समान
केतापेका पाच पट जा्ि काबमन साावू शकिाि. वाढतया हवामान बदलाचया पकाशाि या
कायमकम काबमन नसंक हदवसेहदवस पासंनगक हिि आहेि. झाडांचया मुळांचे गंुिागंुिीचे जाळे
बरयाच समुदािील आनर गिडया पाणयािील पजािींसााठ ननवारा देईल आनर अनेक पकारचे
जीव देखील जंगलाचे अ्न सिि आहे. खारफुटी जंगले आनर वादळे ही वयावसानयकद््या
महिवाचया किळंबी, खेकडा आनर माशांचया पजािींसह बरीच सागरी पाणयांसााठ पैदास आनर
रिपवाहटका आहेि. महरूनच, खारफुटीचे नुकसान केवळ अपतयकपरेच हिि नाही िर मासेमारी
उदिगाचया नुकसानीमुळे थेट आनथमक दु् परररामही हिऊ शकिाि. घर बांधरी, फननमचर,
टा्सनमशन िसेच दरूधवनी खांब व काही घरगुिी व्िूंसााठही खारफुटीची झाडे वापरली
जािाि. जेवहा या हकया यिगयररतया वयव्था्पि केरया जािाि िेवहा पयामवररीय
्वटंबनानशवाय, खारफुटी वनांमधून इमारिी लाकूड उतपादनांचा शिध घेरे शकय आहे आनर
तयांची काळजी रिपवाहटका महरून ाेवली जािे आनर मत्यपालनासााठ वयावसानयक महरून
तयांचे पालन केले जािे. कच्चया आखािीसह बरयाच हकनारप्टी ्ागाि खारफुटी हा चाराचा
पयामय आहे. अशा पकारे खारफुटी दनुममळ दनुममळ चररेिरया ्ागािील दबाव कमी करिे.
रॅझिफिरा मयूकिनाटा, बुगुएरा नजमनिररझा आनर सेररओपस टॅगलसारखया काही खारफुटी
पजािीचया सालािून टॅननन काढला जािि. ्ारिीय खारफुटीचया झाडाचया झाडाची साल मधये
३५% टॅननन आहे, जे इिर देशांचया िुलनेि जा्ि आहे. खारफुटी सालचया अकारचा वापर
्ारिीय मच्ठमार तयांचे हफनशंग नेट रंग्वणयासााठ आनर हटकाऊपरा वाढ्वणयासााठ
करिाि.

धिके
मानवी-पेररि थममल, कृिी रासायननक, ्यूहटश्स, जाड अरसायने आनर िेल गळिी असे पदिूर
देखील या नाजूक पररसं्थेवर गं्ीरपरे पररराम करिाि, िर जंगलििड आनर हकनारप्टीचा
्वकास हा तयाचा सवामि मिाा धिका आहे. ्वशेििर वाढतया लिकसंखयेमुळे हिराऱया
्वकासाचया दबावामुळे मिठया पमाराि खारफुटी नष हििे.
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संवधमन
शासनाचयाविीने संवधमनाचे पयत सुर आहेि. ्ारिाची लिकांची जागरकिा आनर खारफुटी
वयव्थापनाि सह्ाग देखील महिवपूरम आहे. खारफुटी जीर्दार व पुनवमसन कायमकमांची
अंमलबजावरी, खारफुटीचया लागवडीसााठ पितसाहन देणयाची िरिूद, पयामवररीय कायदांची
अंमलबजावरी, खारफुटी पाकसमची ्थापना, ननसगम नश्बरे, सेनमनार, पदशमन व माधयमांदारे
खारफुटी पररसं्थेला महिव देरे इतयादी खारफुटीचया संवधमनाचे प्ावी मागम आहेि.

३.९.१.५ अनधवास अभयास
ननवास्थान ननरामयक घटक आहेि आनर किरतयाही पयामवररािील वन्पिी आनर
वन्पिींचे ्व्वधिा आनर ्विरर ननधामररि करिाि. महरूनच, पकरपासााठ प्िा्वि
केलेरया केतामधये आनर तयाचया आसपास व्िी आनर मायकि पररसं्थेचे गिी आनर
्व्वधिा समजरे आवुयक आहे. गूगल अथम आनर वा्ि्वक पकरप हाकारांची ननरीकरे
अभयासाचया हाकारी आनर पदेशािील लँड्केप ्व्वधिा दशम् वणयासााठ आनर न््निेसााठ
वापरली जाि हििी.

पकरप हाकार
पकरप हाकार हे मंुबई शहराचया पूवम उपनगराि आहे (१९.०६७१°N ७२.९१९७°E). डनमपंग
ााऊंड १३२ हेकटर केतापयरि पसरलेले आहे आनर दररिज सुमारे ५,५०० मेहटक टन कचरा
आनर ६०० मेहटक टन गाळ नमळिि.

अभयास पदेश:
यामधये खाडी पदेशा्िविी वन्पिी आनर व्यजीव, १० हक.मी. मधील शहरी सुसं्कृि पदेश,
लहान पारवाे व तया्िविीची जमीन, नापीक जमीन व खेडयांजवळील वन्पिींचा समावेश
आहे.

पकरप हाकारचया जवळपासर
पकरप्थळाचया स्िविालचया ्ागाचया झाडाचे सवक्र केले गेले. एकूरच केत शहरीकृि
आहे आनर उदिगांचे वचम् व आहे आनर तयाि हहरवया रंगाचे पमार कमी आहे. खारफुटी
वगळिा बहुिेक वन्पिी महरजे पावसाळयासााठ ्वनशष महरजे उ्हाळयाचया काळाि
उगवराऱया आनर हळूहळू किरडे हिरारी वन्पिी यांचा समावेश आहे.
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पदेशाि उदिगांचे वचम् व आहे. उवमररि ्ागाि काही मिकळी मिकळी जागा, महामागम, धररे,
िलाव, नैसनगमक लँड्केपस (जंगल, डोगर, पायरयाशी) आनर मानवी व्िी आहे. नैसनगमक
लँड्केपस बहुिेक ्वखुरलेले असिाि.

१० हकमीचया आिील पदेश:
पकरप हाकारचया १० हक.मी. रेजमधये पयामवरराचया दषीने महिवाची काही पमुख केते आहेि.
येथे काही धररे, िलाव, डोगर आनर पयामवररीय मूरयांची झाडे आहेि. यावयनिररक, महामागम,
शहरे, शेिजमीन,औदिनगक केते, ननवासी केते, गावे आनर इिर ्वकनसि केते देखील आहेि. १०
हक.मी.चया ्तरयामधील एकंदर पदेश ५५-६०% नैसनगमक लँड्केप असलेले पयामवररीय महिव
आहे.या पदेशाचया ्थलांिराि अंशिर सपाट ्ू्ाग आहेि. कृिी आनर वाळू लँहडंग सेटरसााठ
घििर, इंधन आनर घनकचरा कचरा डनमपंगसााठ खाफुटीची ििडरी उरहास नदीचया कााावर
पामुखयाने आहे (बिरकर एट. अल. २००७).

आकृिी 20 हकमीचया पररघामधील केत

आवास ्व्वधिा सवक्र सारांश:
 पयामवररीयद््या महिवाचे ्व्ाग: खाडीचया कााावर खारफुटीची वन्पिी.
 वा्ि्वक पकरपाचया हाकारी नैसनगमक व्िीचा पकार: शहरी, औदिनगक आनर

्व्कळीि लँड्केपचे वैनश््य.
 पकरपाजवळील नैसनगमक व्िीची अंदाजे टककेवारी: १०-१५%
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 पकरपाचया १० हकमी ्तरयामधील नैसनगमक व्िीची अंदाजे टककेवारी :- ५५-६००%
 नैसनगमक पररसं्थेचा पकार: ओलावा िे किरडे पाने गळरारी वने, लहान गविळ आनर

डोगराळ पदेश
 प्िा्वि पकरप साइट जवळ संरनकि केत : काहीही नाही
 वा्ि्वक पकरप साइटवर व्य पाणयांचा खुरा नमळारयाची घटना : काहीही नाही
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३.११.१.६रलिररन्टक (वन्पिींची) ्व्वधिा

पकरप हाकारापासून १० हकमीचया अंिरावर असलेरया ्ागाि पचनलि असलेरया वन्पिी,
झुडुपे, वेली आनर वकृ पजािी यांचे द्िऐवजीकरर करणयासााठ रलिररन्टक अभयास केला
जािि (पररनशष १ पहा). अभयासाचया वेळी न येराऱया अपेनकि वन्पिींचे िपशीलवार खािे
ियार करणयासााठ साहहतय सवक्रािून फुलांचया / वन्पिींचया ्व्वधिेची पाशम् ूमी माहहिी
वापरली गेली.
सवक्र ्व्ागाचया ्व्वध ्ागाि कवहर करणयासााठ यादनच्क पदिीने ननयनमिपरे नमुने
ियार केले गेले. महिवाचया वन्पिींचे ्ायानचत काढले गेले आनर शेिािून ओळखले जाऊ
न शकरारे नमुने शेिाबाहेर ्वशेिरासााठ संरनकि केले गेले. महाराषािील रलिरा (वन्पिी )
माहहिीपु्िके वापरन नमुने ओळखले गेले. थेट केतीय ननरीकराचया आधारे आनर मागांचे
सवक्र पाथनमक डेटा एक्ति केला. २०११ मधये बीएसआय-एएनवहीआयएसने जाहीर केलेरया
आययूसीएन २०११ डेटा यादीचया िुलनेि आनर महाराषािील दनुममळ, लुापाय आनर धिकयाि
आलेली वन्पिींची यादीदेखील या सवक्राि करणयाि आली.

ननरीकर केलेले वन्पिी:
पतयक शेिािील ननरीकरे: शेिाि पाहरी करिाना सुमारे ४८ पजािींचया वन्पिींचे अवलिकन
करणयाि आले रयामधये ४१ पजािींची झाडे, औिधी वन्पिींची एक पजािी, वेलींची एक
पजािी, झुडूपांचया ४ पजािी आनर एक गवि पजािींचा समावेश आहे.
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आकृिी 21 १० हकमी ्तरया शरेीि वन्पिींची ्व्वधिा हदसून येिे

रलिररन्टक (वन्पिींचया) सवह्चा सारांश:
साइटपासून १० हक.मी.चया ्तरयामधये आढळलेरया पजािींची संखया: ४८
पकरप साइटवर दनुममळ, धिकादायक, असुरनकि हकंवा संरनकि पजािी आरया: काहीही नाही.
दनुममळ, धिकयाि आलेली, असुरनकि हकंवा संरनकि पजािी १० हकमीचया शरेीि आलीर किरिीही
नाही.
३.११.१.७ पाणयांचे समुदाय
पररसरािील पाणयांचया ्व्वधिा आनर समदृीचा अभयास करणयासााठ यादनच्क दुयांना
पाधा्य हदले गेले आनर ननररकराचया ्व्वध पदिी वापररया गेरया. सरपटराऱयांसााठ, दगड
उचलणयाचे काम केले हििे; साइटमधील खडकांचया ्ेगांि आनर न्ंिींचया जागेची िपासरी
केली. उभया पाणयाचे िलाव व ्ि्या नारयाजवळ उ्यचरांचा शिध घेणयाि आला. पाने, घरटे,
दगडी पा्या, झुडुपे व इिर हाकारांचया हकनाऱयावर क्टक आढळून आले. साइटचया
आसपास आनर तया्िविालचया शेिािील अनेक पथांचा अभयास करन पकयांचा अभयास
केला गेला. फुलपाखरे आनर पिंग यांचे यादनच्क अवलिकन करन, पाणयाचया उथळयां्िविी
बसून आनर तया जागेचया आसपास आनर तया्िविी सुरवंट शिधून पाहहले. साइट आनर
आसपासचया ्ागाि उपन्थि असलेरया आदशम हाकारी आनर सूकम व्तयांवरील ्व्ििृ
शिधांसह यादनच्क दषीने क्टकांचे ननरीकर केले गेले. डॅगनरलाइज पतयक पाहणयाचया
पदिींनी पाहहरया, पकरप ्थळ व जवळपासचया ्ागाि वेगवेगळया सूकम ननवास्थानांचा
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शिध घेणयाि आला. मानक डेटा आनर मानक पु्िकांदारे ननरीनकि डेटा ओळखला गेला
आनर तयाचे ्वशेिर केले गेले. साइटमधील अभयासाचया टपपयाि केलेली ननरीकरे
खालीलपमारे आहेि.:
पकी:
आसपासचया ्ागाि साइटचया १० हक.मी.चया रेजमधये पकयांचया ४७ पजािींचा सामना करावा
लागला. थेट ननरीकरे आनर पकयांचे आवाज यावर आधाररि ननरीकरे घेणयाि आली.
पकयांचया ननरीकर केलेरया यादीमधये, चार पजािी (अलेकझॅन्डन पॅराक्ट, पे्टेड सारस, लेसर
रलेनमंगि, बलॅक टेलड गॉड्वट) आयआयसीएन रेड डेटा बुक नुसार लवकरच लुा हिऊ शकरारी
महरून वग्कृि केरया आहेि. ाारे खाडी (वाशी खाडी) खिरे ्व्वध पकारचे ्थलांिररि
आनर ननवासी पकयांना ्िजन देणयाची वयव्था करिे. अशा पकारे या पकरपाचा पकयांचया
उपन्थिी आनर ्थलांिर न्थिीवर पररराम हिरार नाही. पकयांचया ्व्वधिेची सामीलिा
पररनशष २ मधये संलगन आहे.
सरपटरारे पारी :
पिजेकट साइटपासून १० हकमीचया पररघामधील जवळपासचया शरेींचया सवक्राि सरपटणयाची
१ पजािी आनर उ्यचरांचया किरतयाही पजािी आढळरया नाहीि. िथा्प उ्यचरांचे पमार
थेट हंगामाशी जिडले गेले आहे रयाि सवक्र केले गेले आहे, कारर उ्यचर पारी मा्सून
्वनशष असिाि. मा्सून नसलेरया हंगामाि उ्यचरांची हिणयाची शकयिा खूपच कमी आहे.

स्िन पारी:
सामा्य खार, पाळीव कुती, मांजरी आनर गायी गुरांसारखे स्िन पारी सवक्र शरेीि हदसून
आले. िथा्प, डोगराळ पदेशािील वन्पिींचया घनिेवरन असा अंदाज केला जाऊ शकिि क्
कॉमन इंहडयन ाे मंुगूस (हपट्ीस एडवडमसी), कॉमन पाम नसवहेट (पॅराडिक्युरस
हमामफिडाइ्स) आनर इिर व्य स्िन पारी देखील आढळिील.

फुलपाखरे:
सवक्र केताि आढळलेरया फुलपाखरांचया एकूर १३ पजािी आहेि. पकरप्थळाजवळ
पाहहरया गेलेरया बहुिेक फुलपाखर पजािींमधये शहरी वािावरराशी संबंनधि सामा्य पजािी
असिाि. िथा्प, जवळपासचया वनकेताि राहराऱया व वन्पिींचया उपलबधिेवर अवलंबून
मून मॉथ आनर ऍटलास मॉथ सारखया पिंगांची पकरपाचया हाकारापासून १० हक.मी.
अंिरावर असणयाची शकयिा आहे. प्िा्वि पकरपाि अ्न वन्पिी हकंवा वर नमूद
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केलेरया पजािींचे ननवास्थान अडथळा आररारे हकंवा अडथळा आरणयाचे किरिेही संकेि
नाहीि.

अॅरेनकनडस (किळी):
किळी ही किरतयाही पररसं्थेिील महिवाची वैनश््ये आहेि. एखादा पररसं्थेि क्टक हकंवा
क्टकांची ्वशेिि: लिकसंखया ननयं्ति करणयाि तयांची अनिखी ्ूनमका असिे. साइटचया
केताि पाहहरया गेलेरया पजािी सामा्य पजािी हितया आनर शहरी वािावरराशी संबंनधि
आहेि. िथा्प, जंगलाि आनर जाड झाडे असलेरया ्ागाि, अनधक वन पनिननधी वयक् /
पजािी पाळरया गेरया.

डॅगनरलाईज (चिुर):
वा्ि्वक पकरप साइटचया अभयासानुसार डेगनरलायजचया ६ पजािी आढळून आरया, ही
पजािी सामा्य आनर शहरीकृि वािावरराशी संबंनधि आहेि.
इिर क्टक:
आजूबाजूचया १० हक.मी. केताचया सवक्राि इिर क्टकांचया एकूर ४ पजािी आढळून आरया.
दुयामधये िालवीची घरटे समा्वष हििे जे पयामवररामधील एक महिवाचे पयामवररीय
वैनश््य आहे. िथा्प, अशी बहुिेक ननरीकरे आसपासचया पदेशािील वनकेताि ्ेटी दरमयान
घेणयाि आली हििी.

आकृिी 22 हक.मी.चया ्तरयामधये क्टकांची ्व्वधिा हदसून येिे
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आकृिी 23 दहा हकलिमीटरचया पररघामधये पाणयांची ्व्वधिा हदसून येिे

 पाणयांचया ननरीकराचा सारांश:
१० हक.मी.चया पररघामधये पाहहलेरया पकयांचया पजािींची संखया: ४७
१० हक.मी.चया पररघाि पाहहलेरया सरपटराऱया पाणयांची संखया: १
१० हक.मी.चया पररघामधये पाहहलेरया उ्यचर पजािींची संखया: ०
१० हक.मी.चया पररघाि हदसून आलेरया फुलपाखर पजािींची संखया: १३
१० हक.मी.चया पररघामधये पाहहलेरया किळी पजािींची संखया: २
१० हक.मी.चया पररघाि पाहहले गेलेरया डॅगनरलाईज पजािींची संखया: ६
१० हक.मी.चया पररघाि आढळलेरया इिर क्टकांची संखया: ४
स्िन पजािी १० हकमी ्तरयामधये पाहहरया गेलेरया : ३

३.११.२ अभयासाचा सारांश
 साइटची वन्पिी ्व्वधिेनच न्थिी: जवळपासचया हाकारी वन्पिींमधये

खारफुटीचया झाडाचे वचम् व आहे.
 साइटची पयामवररीय आनर जैव्व्वधिा न्थिीर शहरी जमीनीचे वैनश््य. पकरप

साइटवरन १० हकमीचया रेजमधये किरिीही दनुममळ, धिकादायक हकंवा कायदेशीर
संरनकि पजािी आढळली नाहीि.

 पयामवररीय समदृी आनर वा्ि्वक पकरप साइटचया ्थानाचे मूरय: खूपच कमी.
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 १० हकमीचया पररसरािील पयामवररीय समदृी: मधयम पमाराि समदृ पयामवरर आनर
खंहडि केत.

 १० हकमीचया आि राषीय उदाने आनर अ्यारणये: काहीही नाही.
३.११.३ नन्किम:
सवक्राि ननमामर झालेरया वन्पिी आनर पाणयांचया पजािींचया यादीवर पहकया केली गेली
आनर आययूसीएन लाल डेटा यादी आनर महाराष रारय संरनकि पजािींचया यादीशी िुलना
केली गेली आनर असे हदसून आले क् पकरप्थानाचया ० िे ५ हकमी दरमयानचया ्ागाि
सवक्राि किरिीही पजािी आढळली नाहीि. दनुममळ, धिकादायक, गं्ीरपरे धिकादायक हकंवा
कायदेशीरररतया संरनकि न्थिीचे पनिनननधतव केले. िथा्प, १० हकमीचया रेजमधये ऍटलास
मॉथ सारखया पाणयांचया पजािी असू शकिाि. या पजािीवर या पकरपाचा किरिाही ्वपरीि
पररराम हिरार नाही असे हदसिे.

पकरपाचया १- १-३ हकमीचया पररघामधये बहुिेक वन्पिींनी कमी पयामवररीय ्वार्य
दशम् वले आहे. पकींसााठ अपषृवंशीय आनर / हकंवा धाड घालणयाचे केत पुर्वणयावयनिररक,
तया जागेचे फार पयामवररीय महिव नाही. ्व्वधिा कमी आहे आनर वन्पिींचया सवम
पजािी सामा्य, वयापक आनर िर आनर ्वचनलि व्िीचया ारा्वक आहेि. पकरपाचा
पररराम जवळपासचया वनकेतांवर आनर एकूरच पयामवररास कमी करणयासााठ आवुयक
शमन उपाययिजना कररे आवुयक आहे.
३.११.४ शमन उपाय
शमन करणयाचे उदीष महरजे पथम शकयिि हिरारे प्ाव टाळरे आनर कमी कररे आनर
नजथे हे पूरमपरे टाळिा येि नाही िसेच वन्पिी आनर पारी व्िीवर हिराऱया ्वकासाचया
नकारातमक परररामाची ्रपाई आनर ्व्कळीि ्ागाचया जा्िीिजा्ि वन्पिी वाढ्वरे.
ओळखरया जारारया पतयेक प्ावासााठ, सं्ावय पररराम कमी करणयासााठ हकंवा अ्यथा
टाळणयासााठ यिगय शमन उपाय सुच्वले आहेि. सवम परररामांचे शमन न करिा आनर यिगय
अंमलबजावरीचया सुच्वलेरया उपाययिजनांसह मूरयमापन केले जािे.
या पकरपासााठ काही शमन उपाय सुचवले आहेिर
 सांडपारी सिडणयाचया पहकयेवर एमपीसीबीचया मागमदशमक सूचनांनुसार उपचार केले

पाहहजेि.
 वायु उतसजमनाने एमपीसीबीचया कािर मागमदशमक ििवांचे अनुसरर केले पाहहजे कारर

हाननकारक हवेचया उतसजमनामुळे जवळचया वनकेताि ए्पफेहटक पजािींमधये तास हिऊ
शकिि.
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 प्ावी पयामवरर वयव्थापन यिजना असरे आवुयक आहे आनर िी ननयनमिपरे
राब्वली जावी.

 कॅमपसमधये पकयांचे आयु्य वाढ्वणयासााठ हररि प््याचे आनर गाडम्सचे वचम् व
असलेरया मूळ पजािी ियार करा.

 ननयमानुसार खारफुटीची पुन्थामपना कररे

िका 31 वन्पिींचया पजािींची िपासरीची यादी
अनु क सामा्य नाव वै्ाननक नाव वगम अनधवास
1. आंबा मँजीफेरा इंहडका अनॅाकाहडमयासी झाड

2. अनंिमुळ हेमीडे्मस इंहडकस पेररपलिकासी वेली

3. आपटा बाहुनीया रेसमिसा सी्लपीननआसी झाड

4. अशिक सारका अशिका सी्लपीननआसी झाड

5. एनशयाहटक खारफुटी रायझिफिरा मयूकिनाटा राईझिफिरासी झाड

6. ऑ्टेनलयन बा्ूळ अकेनशया औररकयुलीफॉनममस मायमिसासी झाड

7. बदाम टनममननलया कॅटपपा किमबरीटसी झाड

8. बहावा केनसया हफ्टुला सी्लपीननआसी झाड

9. बंडगलु डे्डिपॉथि फालकाटा लॉरेनथासी झुडूप

10. बॅनयन फायकस बेगालेन्सस मिरेसी झाड

11. बेल इगेले मामल्िस रटेसी झाड

12. बंगाल डेरलॉवर किमेनलना बेगलेॅन्सस कॅमेनलनेसी औिधी वन्पिी

13. ्ेडी थे्पेनसया पॉपुनरनआ मालवेसी झाड

14. बिगनवेल बिगेन्वले ्पेकटबॅनलस ननकटनगनेसी झुडूप

15. चाफा परयुमेररया अरबा अपिसायनेसी झाड

16. नचंच टॅमररंड इंहडका सी्लपीननआसी झाड
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17. दवुाम सायनाडॉन डॅकटीलॉन पिएसी गवि

18. फॉरस अशिक पॉनलनरथया लाँनगफिनलया अनिनासी झाड

19. घारेरी लँटाना कॅमारा वह्बमनसी झुडूप

20. गलुमिहर डेलिननकस रेनजया सी्लपीननआसी झाड

21. इंहडयन मॅनािवह एनवहसेननया अरबा अकँथिनस झाड

22. जां्ूळ नसनझनझयम कनमनी नमरिासी झाड

23. जा्वंद हह्ब्कस रिसा-नसनेन्सस मालवेसी झुडूप

24. कदंब ननओलामाक्या कदंब र्बयानस झाड

25. कडूनलंब अझाडायरेकट इंहडका मेनलयासी झाड

26. काळा उंबर फायकस हहन्पडा मिरासी झाड

27. क्हेर नेरीअम इंहडकम अपिसायनासी झाड

28. लाल काटेसवार बोबॅकस सेबा बॉमबकासी झाड

29. नारळ किकिस ्यूहकफेरा अरेकासी झाड

30. नीलनगरी नीलनगरी गलिबुलस नमरटाकसी झाड

31. पळस बुटेया मिनि्पमाम फॅबेसी झाड

32. पायर हफकस अन्हटआना मिरासी झाड

33. पेर ्पनसहडयम गजावा नमरटाकसी झाड

34. फरस आट्कारपस हेटरिहफलस मिरासी झाड

35. ्पंपळ फायकस ररनलनजओसा मिरासी झाड

36. रेनटी समाननया समन मायमिसासी झाड

37. सापर् अल्टिननया ्कुलररस अपिसायनासी झाड
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38. शेवगा मिररंगा टेररगि्पमाम मिररंगासी झाड

39. नशरीि अनरबनजया लेबबेक मायमिसासी झाड

40. सिनारनशया मॅािवह सिनारनशया आपेटला लीथरासी झाड

41. सुबा्ूळ रयुकेना रयूकिसेफला मायमिसासी झाड

42. सुर कॅसुआररना इनकवसेटीफिनलया कॅसुररआनेसी झाड

43. िाड बिरॅसस रलिबेनलफर पलमी झाड

44. टागल मॅािवह सेररऑपस टॅगल रायझिफॉरेसी झाड

45. टूथबश टी सारवाडिरा पनसमका सारवाडिरसी झाड

46. लाजाळू मायमिसा पुहडका फॅबेसी झुडूप

47. उंबर फायकस रेसमिसा मिरासी झाड

48. पांढरा खारफुटी एनवहसेननया ऑहफनसनेनलस अकँथिनस झाड

िका 32 आढलेरया पकयांचया यादी
अनु क सामा्य नाव वै्ाननक नाव वगम IUCN न्थिी

१ अलेकझांहडया पॅराक्ट ्पनसटाकुला युपॅहटया सीटकलेडी
NT

२ एनशयन कियल युहडनॅमीज ्किलिपेनशया कुकुनलडे
LC

३ आनशयाई पाम न्वरट सायप्युरस बालानसनेनसस अपिडीडे
LC

४ बलॅक डोगि हडकररस मॅकिसरसस हडकुररडे
LC

५ काळा पिगं नमलवहस मायाा्स अॅकपीटीडा
LC

६ बारर पिगं हानलए्टर इंडस अॅकपीटीडा
LC

७ िपहकरी-डिकयावर बाबट् मेगालाइमा झेलेननका मेगानलनमडे
LC

८ कॅटल इाेट बुबुरकस आय्बस आड्डा
LC
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९ सामा्य मैना अहॅकडिथेरेस टायटीस ्टननमडे
LC

१० कॉमन सँडपीपर अनॅकटहटस हायपिलेयकिस ्किलिपॅनसडे
LC

११ कॉपरन्मथ बाबट् मेगलैमा हेमासेफला मेगानलनमडे
LC

१२ कि हफसंट सेटिपस सायनेननसस कुकुनलडे
LC

१३ ाेट इाेट आड्ओला अरबा आड्डा
LC

१४ ाीन बी-इटर मेपसम ओररएंटनलस मेरि्पडे
LC

१५ ाे बगले अहडमया नसनेररया आड्डा
LC

१६ घर कावळा कॉवहमस ्पले्ड्स कि्वमडे
LC

१७ घराची नचमरी पॅसर डिमेन्टकास पेसररडे
LC

१८ ्ारिीय पॉणड हेरॉन आड्ओला ाेआय आड्डा LC

१९ ्ारिीय रॉ्बन सॅनकसकिलिइडस फुनलकॅटस मुनसकापीडे LC

२० इंहडयन रॉक कबूिर किलंबि नलनवहया किलु्बडे LC

२१ जंगल कावळा कॉरवहस मॅकिहह्चिस कि्वमडे LC

२२ लहान कॉम्रंट फालाकिकॉरॅकस नायजर फालाकिकानसडे LC

२३ लांब शेपूट शीक लॅननयस ्कॅच लॅननडे LC

२४ लहान एाीट एाेटा गझॅीटा आड्डा LC

२५ ओररएंटल मॅगपी रॉ्बन कॉपसीकस ्युलररस मुनसकापीडे LC

२६ पेटेड ्टिक मायकिटेररया रयुकिसेफला नसकिननडे
NT

२७ पपमल सनबडम नसननररस एनशयाहटकस नेकटेररननडे
LC

२८ पपमल रॅमपड सनबडम लेपटिकिमा झेलिननका नेकटेररननडे
LC

२९ पलेन ्पननया ्पननआ इनिनाटा नस्टिनलडे
LC
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३० रेड वेटेड बुलबुल पायकि्निटस कॅफर पायकि्निहटडे
LC

३१ रेड वा्िरड लॅप्वंग वनेलास इंहडकेस चराहदडे
LC

३२ इंटम्हडएट इाेट मेसिफॉईकस इंटरमीहडया अद्ईडइ
NE

३३ रॉस ररंग पॅराहकट ्पनसताकुला केमेरी पनसताकलीडर
LC

३४ नशखरा सीपीटर बॅहडयस अॅनसपीहटडे
LC

३५ लहान ननळा हकंगहफशर अलेॅ्डि अॅनथस हॅरसी्डे
LC

३६ टेलर पकी ऑथ्टॉमस सूटिररयस नस्टिनलडे
LC

३७ वहाइट थिटेड हकन्फशर हॅरसीऑन ्मनन््सस हॅरसी्डे
LC

३८ लेटर रलिनमंगि फ्ननकिनायस मायनर हफननकॉपटेररडे
NT

३९ ाेटर रलीनमंगि हफननकॉपटेरस रिझस हफननकॉपटेररडे
LC

४० बलॅक टेल गिड्वट नलमिसा नलमिसा ्किलिपॅनसडे
NT

४१ वुड सँडपीपर हट्ग गलेरेओला ्किलिपॅनसडे
LC

४२ माशम हॅररयर सकम स एरनगनिसस अॅनसपीहटडे
LC

४३ माशम सँडपीपर ्तंगा ्िगनानिनलस ्किलिपॅनसडे
LC

४४ नलटल ररंगड पलिवहर चारॅहडयस दु् बयस चराहदडे
LC

४५ लहान न्टंट कॅनलहडस नमनुटा ्किलिपॅनसडे
LC

४६ चमकदार आय्बस पलेगेडीस फारसीनेलस थेन्करॉनननथडे
LC

४७ गिरडन ओररओल ओररओलस कंुडू ओररओनलडे
LC

िका 33 सरपटराऱया पाणयांची यादी
अनु क सामा्य नाव वै्ाननक नाव वगम

1. इंहडयन गाडमन नलझाडम कॅलि्स वहस्कलॉर सरपटरारे पारी
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िका 34 स्िन पाणयांची यादी

अनु क सामा्य नाव वै्ाननक नाव

1.
घरगिुी कुता कॅननस रयुपस

2.
खार फनॅमबुलस पारमारम

3.
रलानयंग फॉकस टेरिपस जायगहँटस

िका 35 फुलपाखरांची यादी
अनु क सामा्य नाव वै्ाननक नाव वगम

१ सामा्य यरलि ाास युरेमा हेकाबे ्पयरीडे

२ कॉमन इंहडयन कि युपलॉईया किर ननमफनलडी

३ सामा्य टायगर डॅनॉस हकनसपस ननमफनलडी

४ ्टीप टायगर डॅनॉस नजनुनशया ननमफनलडी

५ सारमन अरब किलिहटस अमािा ्पयरीडे

६ टेल जे ाहॅफयम अगेमेमनॉन पापीलीओडे

७ लहान सारमन अरब किलिहटस अमाटा ्पयरीडे

८ कॉमन इनमाटं कॅटिनपसनलया पिमिना ्पयरीडे

९ ्पवळया पॅनसी जुनिननया हहरेटा ननमफनलडी

१० लेमन पॅनसी जुनिननया नलं्बया ननमफनलडी

११ पी बलु लॅमपाईडस बिटीकस लाइकाएननडे

१२ सायीक लेपटिनसया ननना ्पयरीडे

१३ सामा्य सेलर नेनपटस हहला ननमफनलडी
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िका 36 किळयांची यादी
अनु क सामा्य नाव जािी

1. जायंट कॉस किळी अग्ओप पलेनगयाटा

2. सामा्य वॉल जमपर मेनेमेरस ्ब्वटॅटस

िका 37 अभयासादरमयान चिुरांची केलेली यादी
अनु क सामा्य नाव वै्ाननक नाव

1. सामा्य बुश िेल इशुरा सेनेगलेन्सस

2. इमरारड बॅडेड न्कमर कॅहटला लाइनटा

3. बलु ाास डाटमलेट ्यूडॅनाअन मायकिसेफेलम

4. ्कारलेट माशम हॉक एथीमांिा बेवहीपेननस

5. कॉमन कलबटेल गिमफस वरगाहटनसमस

6. रडडी माशम न्कमर किकिथेनमस सनवहमनलया

िका 38 अभयासादरमयान नमळालेरया हकटकांची हकडयांची यादी
अनु क. पजािीचे नाव ऑडमर

1. सुिार मधमाशी हायमेनिपटेरा

2. हाऊसरलाय हडाेरा

3. ्ारिीय मधमाशी हायमेनिपटेरा

4. लहान नशगें असलेले ाासहॉपर ऑथ्पेटेरा
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आकृिी 24 पकरप केििरची पाहरी

आकृिी 25 Avicennia alba
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आकृिी 26Salvadora sps.

आकृिी 27 Ceriops tagal
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आकृिी 28 Avicennia officinalis

आकृिी 29 Avicennia marina
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३.१२सामानजक-आनथमक पयामवरर

या केताचा सामानजक पररराम मूरयांकन (एसआयए)अभयास केला गेला आहे, हे लकाि ाेवून
क् ्वकासाचया ह्िकेपाचे सामानजक पररराम हििाि, तयानशवाय चांगरया पयामवररीय
पररन्थिीकडे आनर हे ननरमय घेणयापूव् तयांनी ननरमय घेणयापूव् तयांचया ननरमयाचे हे ननयम
समजून घेरे आवुयक आहे. ्वकासपूवम सामानजक मूरयांकन पकरप ्वकासकास पकरपाचया
हकयांची यिजना आखिाना माहहिीपूरम ननरमय घेणयास मदि करिे.
या ्व्ागाि मंुबई शहरािील पकरपाचया १० हक.मी.पयरिचया सामानजक-आनथमक बेसलाइन
न्थिी आनर तयाचया ्वशेिराबदल चचाम केली आहे. पकरपाचया हकयाकलापांशी संबंनधि
सामानजक परररामाशी तयाचा थेट संबंध असरयास तयास अतयंि महिव आहे. या सामानजक
प्ावामधये, जवळपासचया पररसरािील आरिगय आनर ्वच्िा्वियक सम्या, दगुरध
इतयादींचा समावेश आहे. एकदा पकरप सुर झारयानंिर या सम्यांचे ननराकरर केले जाईल.
पकरप साइट शहरािून ननमामर हिराऱया घनकचऱयावर उपचार कररार आहे. यामुळे बरयाच
लँडहफल ्पेसचे संवधमन हिईल, कारर या एसडबरयूएम पलांटमुळे कचऱयाचे पमार मिठया
पमाराि कमी हिईल. यामुळे मुक मैदानावर नमश कचरयाचे थेट डं्पंग देखील रिखिा येईल
आनर यामुळे ओपन डनमपंग ााउंडमुळे आरिगयास हिरारया धिकयांपासून रिखिा येईल. वर
सांनगिरयापमारे वै्ाननक ्वरहेवाट िंत्ानाचा थेट फायदा समाजाला हिि नाही िर
अपतयकपरे शहरािील शाशि कचरा वयव्थापनास हििि. यामुळे या शहराि राहराऱया
लिकांचया राहरीमानाि सुधाररा हिईल.
अभयासाचया केताची सामानजक-आनथमक पिफाइल ही ्ारिीय जनगरनेचया आकडेवारीवर
आधाररि आहे (२०११) खालील बाबींमधये ्व्ागली गेली आहेर

 लिकसंखया
 सामानजक पिफाइल
 नशकर
 आरिगय आनर वैदक्य पाया्ूि सु्वधा
 पयमटन

३.१२.१ पाया्ूि अभयास

अभयासासााठ अवलंबली जारारी पदि दयुयम आकडेवारीचया पुनरावलिकनावर आधाररि आहे,
रयाि पामुखयाने २०११ चया जनगरनेची नोद आहे, कारर िी अनधक ्व्ििृ आनर अ्सल
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आहेि. अभयास केलेरया समाजशााीय पैलंूमधये मानवी व्िी, लिकसंखयाशााीय आनर इिर
सामानजक आनथमक बाबी आनर अभयास केताि उपलबध पाया्ूि सु्वधा यांचा समावेश आहे.
लिकसंखयाशााीय आनर सामानजक-आनथमक िपशीलांची ाळक वैनश््ये खालील ्व्ागाि
वरमन केरया आहेि.
पकरप केताचया सामानजक-आनथमक न्थिीचा अभयास िीन ्ागाि ्व्ागलेला हििा; पिजेकट
साइटचया १० हकमीचया पररघामधये, पकरप साइटपासून ५ हकमी ्तरया आनर पकरप
साइटपासून २ हकमी ्तरया (किअर अभयास केत ).

आकृिी 30 आनथमक सामानजक अभयास केत

३.१२.२ सेटलमेट पॅटनम आनर लिकसंखयाशाा

देवनार डनमपंग ााऊंड मंुबई शहराचया पूवम उपनगरािील म / पूवम वॉडामि आहे. या जागेचया
ईशा्य बाजूला खाडीने वेढलेली खारफुटीची झाडे आहेि, िर दनकर-पन्म बाजूला वसलेले
केताि, बहुिेक झिपडप््या आहेि.
बीएआरसी, एचपीसीएल, बीपीसीएल, आरसीएफ आनर टाटा पॉवर यासारखया महिवाचया सं्था
आनर उदिग या पकरपाचया ५ हकमीचया पररघामधये आहेि, परंिु १० हकमीचया आि आहेि.
मंुबई ्वमानिळही घटना्थळापासून सुमारे ७ हकमी अंिरावर आहे.
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३.१२.३ लिकसंखयेचे ्विरर

२०११ चया जनगरनेनुसार, मंुबई शहराि एकूर लिकसंखया ३०,८५,४११ आहे जे ननवासी
कुटंुबांमधये आहेि. हे पनि घरािील सरासरी ५ वयक्ंचे आकार दशमविे. मंुबई शहरािील
वसाहिी व लिकसंखयेचे ्विरर िका ३९ मधये दाखवले आहे.

िका 39 मंुबई शहरािील लिकसंखयेचे ्विरर

अनु क. िपशील मंुबई शहर
१ एकूर राहिी घरे ६७४३३९
२ एकूर लिकसंखया ३०८५४११
३ पुरि लिकसंखया १६८४६०८
४ ाी लिकसंखया १४००८०३

सिि - २०११ लिकसंखयेचे हँडबुक
बहृ्मंुबई महानगरपानलकेचया १५ प्ागांमधये मंुबई उपनगराचा नजरहा पसरलेला आहे. २०११
चया जनगरनेनुसार नजर्ाि, ९३,५६,९६२ पुरि आनर, ४३ ,२५,६३९ महहलांची नोद झाली
आहे. गेरया दशकाि नजर्ाि ७,१६,५४३ इिक् लिकसंखयेमधये वाढ झाली असून या वाढीचा
दर ८.३. टकके आहे. हा नजरहा संपूरमपरे शहरी असून बहृ्मंुबई (एम कॉप्रेशन) केताचा
फक एक ्ाग आहे. रारयािील नागरी लिकसंखयेपैक् मंुबई उपनगरी नजर्ाि १८.४१ टकके
आहे.

िका 40 मंुबई उप-शहरी केतािील लिकसंखयेचे ्विरर

अनु क. िपशील मंुबई शहर
१ एकूर लिकसंखया ९३,५६,९६२
२ नलंग पमार ८६० महहला पनि १००० पुरि
३ पुरि लिकसंखया ५०,३१,३२३
४ ाी लिकसंखया ४३,२५,६३९
५ ०-६ वयिगटािील नलंग गुरितर ९१३
६ सामा्य नलंग गुरितर

(एससी / एसटी वगळिा)
८५४
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६ अनुसूनचि जािीची लिकसंखया ५,८३,३०२
७ अनुसूनचि जमािीची लिकसंखया १,०४,५६०
८ अनुसूनचि जािी लिकसंखयेचा नलंग

गुरितर
९४२

९ अनुसूनचि जमािी लिकसंखयेचे नलंग
पमार

९००

सिि - २०११ लिकसंखयेचे हँडबुक
एल, एम / ई्ट, एम / वे्ट, एन, एस आनर टी वॉडम या सहा प्ाग असलेरया पूवम
उपनगरािील एकूर लिकसंखया २००१ पासून ३,२१,८४१ (९.२%) दशकाि वाढीसह ३८,२९,९३७
इिक् नोद झाली.

पकरप साइटचया आसपासची लिकसंखया ्विरर खाली िकतयांमधये दशम् वले आहे;

िका 41 पकरप हाकारचया २ हकमी पररघाचया केताि वसलेली लिकसंखया

अनु क. िपशील किअर अभयास केत
१ एकूर लिकसंखया ८,०७,७२०
२ विम २००१-२०११ सााठ हडकॅडल

वहेररएशन (संपूरम)
१,३२,८७०

३ विम २००१-२०११ सााठ हडकॅडल
वहेररएशन (संपूरम)

१९.७%

३ नलंग पमार ८५० महहला पनि १००० पुरि
४ अनुसूनचि जािी (एससी) एकूर

लिकसंखया
७८,१०४

५ एकूर मंुबई उपशहरी ्ागािील
लिकसंखयेची अनुसूनचि जमािीची
टककेवारी

९.७%

६ अनुसूनचि जमािी (एससी) एकूर
लिकसंखया

९,८७४

७ एकूर मंुबई उपशहरी ्ागािील १.२%
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अनु क. िपशील किअर अभयास केत
लिकसंखयेची लिकसंखया टककेवारी

िका 42 पकरप साइटचया २ हक.मी. परीघामधील मधील अनुसूनचि जािी / जमािीचा
िपशील

अनु क. िपशील किअर अभयास केत
१ अनुसूनचि जािी (एससी) एकूर

लिकसंखया
७८,१०४

२ एकूर मंुबई उपशहरी ्ागािील
लिकसंखयेची अनुसूनचि जमािीची
टककेवारी

९.७%

३ अनुसूनचि जमािी (एसटी) एकूर
लिकसंखया

९,८७४

४ एकूर मंुबई उपशहरी ्ागािील
लिकसंखयेची लिकसंखया टककेवारी

१.२%

५ अनुसूनचि जािी लिकसंखयेचा नलंग
गुरितर

९३६

६ अनुसूनचि जमािी लिकसंखयेचे नलंग
पमार

८९२

िका 43 पकरप साइटचया ५ हकमीचया पररघािील लिकसंखयेचे ्विरर

अनु क. िपशील अभयास केत
१ एकूर लिकसंखया १६,४६,६३२
२ नलंग पमार ८५५ महहला पनि १००० पुरि
३ ०-६ वयिगटािील नलंग गुरितर ९१०
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िका 44 पकरप साइटचया १० हक.मी. पररघामधये लिकसंखयेचे ्विरर

अनु क. िपशील किअर अभयास केत
१ एकूर लिकसंखया ४८,४१,४१९
२ नलंग पमार ८५५ महहला पनि १००० पुरि
३ ०-६ वयिगटािील नलंग गुरितर ९०७

िका 45 अभयासाचया केतािील पमुख झिपडप््यांचा िपशील

अनु
क.

झिपडप्टीचे नाव कुटंुबांची संखया
(अंदाजे)

झिपडप््यांची लिकांखया
(अंदाजे)

१ नशवाजी नगर १११ ५२७
२ बैगरवाडी मानखुदम, देवनार,

नचिा कॅमप इ.
११८६०० ५८००००

३ रमाबाई आंबेडकर नगर ११८२ ५१८८
४ पाटीलवाडी २०६ ९८०
५ चेबूर ११६ ५५०
६ फुले नगर १९३१ ९२००
७ महाराष नगर ६७७ ३१३२
८ इंहदरा नगर ६९५ ३०५०
९ गौिम नगर ७१२ ३१२५
१० ्ीम नगर २५७९ ११३२०
११ संजय गांधी नगर १४९५ ६८८८
१२ नचकू वाडी ७५९ ३३२९
१३ साईबाबा नगर ११९ ५४०
१४ अशिक नगर ६६८ २९३१
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१५ पी आनर टी कॉलनी ५०५ २२१६
१६ आझाद नगर ९४५ ४१४५
१७ आंबेडकर नगर १३४३ ७०६८
१८ कांिी नगर ६८२५ २९९५८

सिि - २०११ ची जनगरना शहर ननद्नशका-्ाग अ

३.१२.४ घनिा

२०११ चया जनगरनेनुसार, मंुबई उपशहरी पदेशाि घनिा पनि हकमी२ २०,९८० लिकांची नोद
झाली आहे
३.१२.५ नलंग पमार

२०११ चया जनगरनेचया ननद्नशकांचया िारया अहवालानुसार मंुबई उप-शहरी ्ागासााठ पुरि
पमार १००० पुरिांकररिा ८६० महहला असून महाराष रारयासााठ हे ९०३ आहे. नजर्ाि ०-६
वयिगटािील नलंग पमार ९१३ आहे.
अनुसूनचि जािी लिकसंखयेचे नलंग पमार (९४२) हे नजर्ािील सवमसाधारर लिकसंखयेपेका
(८६०) चांगले आहे. अनुसूनचि जमािीचे नलंग पमार ९०० आहे िर मंुबई उपनगरी
नजर्ािील जनगरना २०११ मधील सवमसाधारर लिकसंखया ८६० इिक् आहे.
३.१२.६ साकरिेचे पमार

साकरिेचया पािळीचे ्वशेिर अभयास केतािील मधयम साकरिा दर दशम् विि. या केताचा
साकरिा दर २०११ मधये ८९.२% इिका हििा. जर याची िुलना फक ५ विारपेका जा्ि

वयिगटािील लिकांसााठ केली जाईल, महरजेच शाळेि जाराऱया वयिगटािील लिकांना, िर
साकरिेचे पमार हकंनचि वाढविे. अभयास केताि साकरिा आनर साकरिा दराचे ्विरर

खालील िकतयाि हदले आहे;

िका 46 मंुबई उपशहरी नजर्ाचा साकरिा दर

अनु क. िपशील २०११
१ साकरिेचा दर ८९.२ %
२ पुरि साकरिेचा दर ९२.९ %
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३ ाी साकरिेचा दर ८६.४ %
४ साकर ७५,७५,४८५
५ साकर पुरि ४२,२३,०२९
६ साकर ाी ३३,५२,४५६
७ पुरि आनर ाी साकरिेिील फरक ६.५%

िका 47 अभयास केतािील साकरिेचे पमार

अनु क. िपशील टककेवारी
१ साकरिेचा दर ८३.४ %
२ पुरि साकरिेचा दर ८७.८ %
३ ाी साकरिेचा दर ७८.१ %

अनुसूनचि जािी साकरिेचे पमार ८५.३ टकके आहे, िर पुरिांची नोद ९१.४ टकके आनर
महहलांची नोद. ७९ टकके आहे. अनुसूनचि जमािीमधये साकरिेचे पमार ८२.१ टकके आहे,
िर पुरिांची नोद ८७.७ टकके आनर महहलांची ७५ ७५.८ टकके आहे.
३.१२.७ कायम सह्ाग दर

एखादाचया हकयाकलापाचे ्वरप आनर आनथमकद््या उतपादक कामांमधये सह्ागाची मयामदा
अशा वग्कररासााठ ननरामयक घटक आहेि. नजर्ािील ्व्वध केतांचया आनथमक ्वकासाची
पािळी, संधींची उपलबधिा यानशवाय खासकरन नायांमधये काम करणयाची इच्ा, सामा्य
उपकमांि पुरिांनी केलेला पुढाकार आनर उदिजकिा हे या िीन पवगारिगमि मुखय महरजे
कामगारांचया ्विररावर पररराम कररारे महिवपूरम घटक आहेि. , सीमांि कामगार आनर
कामगार नसलेले कामगार यांचा समावेश आहे.
एकूर कामगारांचया कामाचया सह्ागाची वयाखया एकूर लिकसंखयेचया एकूर कामगारांची
टककेवारी महरून केली जािे. अशाच पकारे हे मुखय आनर सीमांि कामगारांसााठ परर्ा्िि
केले आहे. २०११ चया जनगरनेि मुखयतवे कामगार, सीमांि कामगार आनर कामगार नसलेले
कामगारांचे िीन पटीचे वग्करर झाले आहे.
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 मुखय कामगारांसााठ नजर्ािील पुरि कामाचे पमार ५५.९ टकके आहे िर महहलांचे
पमार १६.३ टकके आहे.

 अरप्ूधारक कामगारांसााठ नजर्ािील पुरि सह्ागाचे पमार २.६ टकके िर
महहलांचे पमार २ टकके आहे.

 एकूर कामगारांपैक् नजर्ाि पुरि कामाचे पमार ५८.५ टकके आहे िर महहलांचे
पमार १८.३ टकके आहे.

 कामगार नसलेरयांमधये नजर्ािील पुरि सह्ाग दर ४१.५ टकके आहे िर महहलांचा
आकडा ८१.७ टकके आहे.

िका 48 मंुबई उपनगरी नजरहा, २०११ मधील मुखय कामगार, सीमा्ि कामगार आनर कामगार
नसलेले कामगारांची टककेवारी

्वनशष
नाव

एकूर लिकसंखयेची टककेवारी
मुखय कामगार हकरकिळ कामगार एकूर कामगार कामगार नसलेले

P M F P M F P M F P M F

मंुबई सब-
अबमन

३७.
६

५५.९ १६.३ २.३ २.६ २.० ३९.९ ५८.५ १८.३ ६०.१ ४१.५ ८१.७

किअर
अभयासाचे
केत

३२.६ ५१.३ १०.५ २.७ ३.४ २.० ३५.३ ५४.७ १२.५ ६४.७ ४५.३ ८७.५

 नजर्ािील लिकसंखया आनर कामगार नसलेले यांचया दरा पैक् सवामनधक काम
कामगार नसलेरयांचे पमार मे / ई प्ागाि (६४.७ टकके) महरजेच पकरप
केताि नोद्वणयाि आले.

 २०११ चया जनगरनेि पुरि उप-शहरी नजर्ािील कामाचा सह्ाग दर ५८.५
टकके हििा. २०११ चया जनगरनेि महहलांसााठ कामाचया सह्ागाचे पमार
१८.३ टकके हििे

 २०११ चया जनगरनेनुसार पुरिांचया पकरप अभयासाचया केताचा कामाचा
सह्ाग दर ५४.७ टकके आनर महहलांचा दर १२.५ टकके हििा.
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३.१२.८ लिकसंखयेची वाढ

गेरया वीस विामि मंुबईि झपा्याने लिकसंखयेची वाढ झाली असून तयामुळे झिपडप््यांमधये
राहराऱयांची संखया वाढली आहे आनर धारावीचया सवामि मिठया झिपडप्टीची वाढ झाली
आहे. पन्मेस मालाड-दहहसर आनर पूवक्डील नसंबूर-गिवंडी पदेशाि सवामनधक वेगाने वाढ
झाली असून गेरया १० दशकांि िे १७ िे २०% पयरि वाढले आहेि
यूएन जागनिक शहरी एकतीकरर लिकसंखयेचया मंुबई मेटिपॉनलटन केताचया अंदाजानुसार,

२०२१ मधये मंुबईची लिकसंखया २०.६ दशलक (२.०६ किटी) असून वा्िमक वाढीचा दर १.१२%

आहे.

आकृिी31 यूएन शहरी एकतीकरर लिकसंखयेनुसार मंुबई शहर लिकसंखयेचा अंदाज

सधयाचया साथीचया रिगामुळे पररन्थिीमुळे ही आकृिी बदलू शकिे, जी पुढील ननयिनजि
जनगरना महरजेच २०२१ वर मिजली जाऊ शकिे.
पूवम उप-शहरी ्ागािील लिकसंखयेचा अंदाज अंदाज पदिीदारे मिजला जािि. मागील दिन

दशकांचया लिकसंखयेचया सरासरी वाढीवर आधाररि ्ावी लिकसंखयेचया अंदाजासह गनरिाची

गरना ही अरटा-पिसेनसंग सुरवाि आहे.
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््व्यािील लिकसंखया (Pf) = Po (१ + R/१००) y

जेथे,

Pf = पकरपीि लिकसंखया

Po= पाथनमक लिकसंखया;

R= ्वकास दराची टककेवारी = {(x१+x२)/२}/१०, x१&x२ गेरया दिन दशकांि लिकसंखया

वाढि आहे. आनर

y = विम.

पूवम उप-शहरी ्ागािील मागील दिन दशकांमधील दशांश वाढिी टककेवारी २५.२% (१९९१-
२००१) आनर ९.२ (२००१-२०११) आहे. महरून, ्वकास दराची टककेवारी १.७२% आहे

२०३१ पयरि वाढवलेरया अंदाजानुसार पूवम उप-शहरी ्ागासााठ ११,३६,०२५ लिकसंखया आहे
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आकृिी 32 मंुबई उप-शहरी नजर्ाचया पूवम उपशहरी ्ागािील लिकसंखयेचा अंदाज

३.१२.९ पकरप हाकारावरील लिकसंखयाशाा

जलद शहरीकरराचया पहकयेमुळे जग्राि खपांचे पमार वाढि आहे. अयिगय एसडबरयूएम
पदिींचा नैसनगमक आनर मानवी वािावरराि हिरारा पररराम आिा कबूल केला जाि आहे.
्वकसनशील देशांमधये डंप साइ्स, टा्सफर ्टेश्स आनर ्टीट हडज डबबा, कचरा उचलरे
हकंवा बेकायदेशीर हकया ही सामा्य दुये आहेि. कचरा उचलरारे / सफाई कामगारांचे
अन्ितव नेहमीच घनकचरा संाहर आनर ्वरहेवाट लावणयाचया सेवांचया कामाि अडथळा
ननमामर करिे. िथा्प, यिगयररतया आयिनजि केरयास, तयांचया हकयांचा प्ावीपरे कचरा
पुनवामपराचया परालीि समावेश केला जाऊ शकिि. ्वकसनशील देशांमधये घनकचरा
वयव्थापन कायमकमांचया शाशि ्वकासासााठ अशा संधीसाधू द्षकिनाची आवुयकिा आहे.

कमला, नगर, नशवाजी नगर, रफ्क नगर, शांिी नगर इतयादीसह देवनार डंपसाईट व
लगिचया झिपडप््यांसह संपूरम पररसर मंुबईचया एम पूवम प्ागाि आहे. २०११ चया
जनगरनेनुसार प्ागांची लिकसंखया ८,०७,७२० आहे. झिपडप्टीचे नलंग पमार ७८५ आहे
आनर गैर-झिपडप्टी नलंग पमार ८५९ आहे. वॉडममधये बहुिेक सामानजक ्वकास
ननद्शकांसह ननयिजनबद ्वकास झाला असून िे मंुबईचया सरासरीपेका खूपच कमी
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आहेि.प्ागािील बालमतृयू दर ६६.४७ आहे, परररामी मंुबई मधये पतयेक् १००० जीवांमागे
िि ३४.७५ आहे. मंुबईचे मतृयूचे सरासरी वय ५२.१६ वि् िुलनेि ३९.३० वि् आहे.

मिठया पमाराि झिपडप्टीिील लिक ्थलांिररि आहेि; तयापैक् बहुिेक लिक खालचया
सामानजक आनथमक गटािील आहेि आनर िे देशाचया ्व्वध ्ागािून येिाि. बहुिेक
झिपडप््या अ्वच् असिाि. पावसाळयाि लिक या आजारांना बळी पडिाि कारर बहुिेक
झिपडप्टटा सखल पदेशाि असिाि आनर खाडीि उदयास आलेरया नारयांना पूर येिि आनर
दथुडी ्रन वाहिाि. या झिपडप््यांमधये केवळ गद् नसलेली जागाच नाही, िर येथे
सांडपारी मागम खुले आहेि व खाजगी शौचालयाचीही कमिरिा आहे. जेथे जेथे सामुदानयक
शौचालये उपलबध आहेि िेथे तयांची यिगय देख्ाल केली जाि नाही आनर याचा पररराम
महरून लिक उघडयावर शौचास बसिाि.
३.१२.१० आरिगय आनर शैकनरक सु्वधा

एम / ई्ट प्ागाि १ महानगरपानलका रगरालय, २ महानगरपानलका पसूिी घरे, ४
महानगरपानलका दवाखाने आनर ९ महानगरपानलका आरिगय पि्ट आहेि. िेथे दिन खासगी
रगरालये आनर ३४ खासगी ननसरग हिम आहेि. काही झिपडप््यांमधये ्वयंसेवी सं्था
काही दवाखाने व आरिगय सेवा पुर्विाि. प्ागाि ३ ्मशान्ूमी आहेि. प्ागाि ७०
शासक्य पाथनमक शाळा व िीन माधयनमक शाळा आहेि. खासगी व अनुदाननि शाळादेखील
प्ागाि आहेि. प्ागािील जवळजवळ ४६% कामगार हे पासंनगक कामगार महरून काम
करिाि, ३३% ्वयंरिजगार आहेि आनर २०% लिकांना काही औपचाररक रिजगार आहेि.
जवळपास ८५% कममचार्यांना रिजगाराशी संबंनधि किरिेही फायदे नाहीि. कमी उतप्न
आनर रिजगाराशी संबंनधि ला् नसरयामुळे बहुिेक कामगारांना रिजगाराचा ला् नमळिि हे
आरिगयाशी संबंनधि आपतकालीन पररन्थिीि केवळ पगाराचया रजेवरच गमावि नाही िर
तया खचामसााठ कजम घयावे लागेल याची खाती देखील करिे. . शहरे व शहरांचया बाहेरील
कचरा बेकायदेशीर डनमपंगमुळे अनिपवाही लँडहफल ियार झारया आहेि, रयाचा मािी, ्ूग्म
आनर हवा यांचया पदिूराचया रपाि पयामवररीय पररराम हििि आनर जागनिक
िापमानवाढीसदेखील हाि्ार असिि. ्व्वध घटक कचराचया रचनेवर पररराम करिाि.
तयामधये ्ौगिनलक ्थान, ऋिू , संकलन वारंवारिा, लिकसंखयेची ्व्वधिा, बचि आनर
पुनवामपर, सावमजननक दषीकिन आनर कायदे इ. समावेश आहे. लिकसंखयेचा दषीकिन देखील
कचरा रचनेवर प्ाव पाडिि. जमीन हकंवा रारय ननयमन कायदा देखील कचरा रचना
प्ा्वि करेल.
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३.१२.११ धानममक ऐनिहानसक हकंवा पुराितव महतव असलेरया हाकारांचे आनर पयमटकांचया
आवडीचया हाकारांचे थिडकयाि वरमन

मंुबई शहराचे वरमन बर्याच वेळा यिगयिेने केले जािे. या लिकसंखयेमधये सवम जािी, पंथ आनर
्ारिािील सवम रारयांमधील आनर परदेशािले समुदाय असलेले पुरि आनर नाया आहेि.
्वा्ा्वकच अनेक ्ािा, अनेक धानममक आनर सामानजक पदिी तयांचया मागे लागिाि. जरी मंुबईि
मुखयिर ्ारिीय वेगवेगळया रारयांिील हहंदूंचे वा्िवय आहे, िरीही तयांचे मेजवानी आनर सर
सामा्य हदसिाि. ननरसंशयपरे जतांचा उतसवांशी जवळचा संबंध असिि. परदेशी पवासी आनर
इनिहासकारांनीदेखील मंुबईिले महिवाचे सर आनर जता आनर तयामधये उपलबध असलेरया ्वशेि
उतकृषिेचे लेख नोदवले आहेि. जता महरजे पशुधन आनर शेिी व्िूंचे एक्तकरर, अनेक
कलाकुसरांची सं्कृिी आनर करपनांचे हडझाइन आनर हडझाई्स इ.
मंुबई उपनगरी नजर्ाि दरवि् चार महिवाचे उतसव / जता ्रिाि.
महानशवरातीची जता
हा मेळ माघ वड येथे ्रिि. १४ बिरीवली येथील क्हेरी लेरी. िे फक एक हदवस असिे . का्हेरी
बिररवली रेरवे ्थानकाचया उतरेस सुमारे १२ हक.मी. अंिरावर लेणया आहेि. बिररवली िे लेणयांकडे
ननयनमिपरे बसेस जािाि. कामाठ समाजािील लिक जे सामा्यि: बांधकाम कामगार असिाि िे
पामुखयाने जतेि येिाि. िे पांडवांपैक् दसुर्या ्ीमाची उपासना करिाि. शदानुसार िे एकेकाळी
लेणयांमधये राहि असि.
गरेश चिुथ् उतसव
संपूरम मंुबईि गरेश चिुथ् उतसव मिठया पमाराि साजरा केला जािि
माउंट मेरी फेअर
येशू न््िाची आई मरीया यांचया स्मानाथम वांदे येथे माउंट मेरी फेअर आयिनजि केला जािि आनर ८
सपटेबर रिजी मेजवानीनंिर आावडा )र्ववार िे र्ववार) दरमयान साजरा केला जािि. माउंट मेरी
महरून पनसद असलेरया माऊंट ऑफ अवर लेडी ऑफ द माउंटन, ्ारिािील सवामि पनसद न््न
िीथमकेत आहे. हे एका टेकडीचया मारयावर वसलेले आहे आनर तयाचया दिन मजरया ्पायसम
असलेरया आकाशाि खाचवरन जािाना चचममधून पाहहले जािे. आा हदवस हा मेळा ्रिि. दररिज
सवमसामा्यांचया ्वरपाि देवी सेवा चाल्वली जािे. ्ा्वक पाथमना करणयासााठ येिाि आनर पाथमना
केरयाबदल तयांचे आ्ार मानिाि. या देव्थानावर जारारे बहुिेक यातेकर मंुबई व आजूबाजूचया
्ागािील आहेि.
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माउंट पियसर जता
माउंट पिइसर जता आनर बेडली ऑफ द इममाकयुलेट कॉ्सेपटचा मेजवानी बहडमवली येथे देव,
मरीयाचया स्मानाथम आयिनजि केली गेली हििी, रयाची ज्म ऍडमचया पापपराचा डाग
नसरयामुळे झाली हििी. दरवि् ८ हडसेबर नंिर र्ववारी चचम ऑफ माउंट पिइसर येथे हा मेळा ्रिि
आनर एक हदवस हटकिि.
चचम ऑफ अवर लेडी ऑफ इममाकयुलेट कॉ्सेपट गावाि मंडपेशर येथे आहे आनर बिररवली रेरवे
्थानक आनर चचम दरमयान ननयनमिपरे बसेस चालिाि, हे अंिर सुमारे २ हक.मी.आहे. या मेळयाि
हजारोचया संखयेने ्ा्वक उपन्थि असिाि, मुखयिर मंुबई व ाारे नजर्ािून. या पमुख
मेळयांवयनिररक मंुबई उपनगरी नजर्ाि असंखय ्िटेसे मेळे ्रिाि.

पयमटक महिव असलेली हाकारे
अनेक विारमधये मंुबईने एक बहुपकीय, बहु-्ा्िक, बहुसां्कृनिक लिकसंखयेची सुसंवाद साधि एक
मेगापिनलस महरून ्वकनसि केले आहे. हे बॉनलवूडमधील उदिगपिींचे आशय्थान आनर नचतपट
ननमामिे बनले आहे.
या हाकारी येरारे पयमटक ननयनमिपरे चमकदार शॉ्पंग आक्डस, रिमांचक क्डा हकयाकलाप,
नाईटकलब आनर हड्किथेक, नथएटर आनर ्पकननक ्पॉ्सदारे आक्िमि झाले आहेि. पयमटकांचया
हाकारांची थिडकयाि माहहिी खाली हदली आहेर
संजय गांधी पाकम )राषीय उदान)
बिररवलीमधये ्व्िीरम केताने वयापलेले हे उदान आहे. हे अभयासाला अगदी जवळ घेऊन जािे. हा एक
हॉनलडे ररसॉटम आनर नसंह सफारी पाकम असलेले पयमटकांचया आवडीचे हाकार महरून ्वकनसि केले
गेले आहे. नसंह पाकम सुमारे १३ हेकटर केतामधये ्व्ििृ आहे. नसंह पाकम वयनिररक, मुलांचे मनिरंजन
पाकम आनर एक नमनी रेरवे टेन देखील अनधकारी पुर्विाि.
्वहार आनर पवई िलाव
हे िलाव शहरािील पारीपुरवठयाचे ािि महरून काम करिाि. येथे संुदर उदाने आनर अंधुक ािवहस
स्िविालचया पाणयाचया शरीरावर आहेि. ्थाननक लिक आनर परदेशी लिक वारंवार या सहलीचे
हाकार महरून येिाि.
मनिरंजन पाकम
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ए्सेल वरडम - हे बिररवलीचया गिराई गावाि आहे. हे मुलांचे नंदनवन आहे. वडीलधा-यांसह मुलांनाही
या हाकारी ्ेट देरे आनर मजा कररे आवडिे.
करपनारमय जमीन - ए्सेल जगाचया धि्वरही, याि मुलांसााठ ्व्वध पकारचे मनिरंजन खेळ
आहेि. हे पन्म उपनगर जिगेशरी येथे आहे.
या ्पॉ्सनशवाय, हफरम नसटी, मनिरंजन उदिगाचे मुखय केद नजथे बहुिेक हहंदी मिशन नचते नच्ति
केली जािाि, गिराई बीच, मानिरी बीच, एरंगल बीच, जुहू बीच, मध बेट इतयादी महरून पनसद
समुदहकनारे या नजर्ाि आहेि.
३.१२.१२ आनथमक

या पकरपािून पयामवरर आनर आरिगय्वियक पररन्थिीचे अपाेडेशन २ हकलिमीटरचया पररघाि
आहे. या सवम विारचया एमएसडबरयूचया हफझाडम हकंवा नॉन-साइंहटहफक डनमपंगचा दु् पररराम २
हक.मी.पयरिचया सामानजक-आनथमक दषीने अतयंि नकारातमक प्ाव पडिि.
आनथमक ला् अंमलबजावरी आनर कायाम् वयन टपपया दरमयान मयामहदि आहेि, परंिु पकरपािून
रिजगाराचया काही संधी उपलबध हििील. तयाि समा्वष आहे;

 िां्तक आनर अ-िां्तक मनु्य शक्
 आयएसडबरयूएमचया ऑपरेशनसााठ मनु्य शक्
 सहाययक रिजगार
 यां्तक उपकररादारे एमएसडबरयूचया उचल आनर वाहिुक्सााठ पदान केरया

जारार्या सेवा

एकंदरीि अशा पकरपाचा ननन्िच आनथमक बाबींवर सकारातमक पररराम हिईल, जरी हे समाजाि
मयामहदि असले िरी. समुदायाचा यिगय सह्ाग आनर यिगय जागरकिा यामुळे असे पकरप अनधक
प्ावी हिऊ शकिाि.
३.१२.१३ नन्किम

सधयाचया एमएसडबरयू पकरपाची उ्ाररी नवीनिम िंत्ानावर आधाररि असून ऊजाम
(वीज) ननमामर करेल. सधयाची सु्वधा आनर एमएसडबरयूचया अवै्ाननक डनमपंगमुळे
सामानजक-आनथमक बाबी नकारातमक झारया आहेि.
एमएसडबरयूचया या सद पहकया आनर कायमपदिीचा पररराम सामानजक-आनथमक बाबींवर २
हकमीचया ्तरयेपयरि अनधक ्पष आहे. दगुरध आनर माुयांचया उपदवामुळे सामानजक
जीवनावर मिठया पमाराि पररराम झाला आहे.
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डनमपंग केताि सरामसपरे ओसरराऱया रवलनामुळे धिकादायक धूर ननमामर हििि, रयामुळे
पररसराचया दषीकिनािून केत असुरनकि बनिे. तयाचा प्ाव १-२ हकमी ्तरयापयरि नोद्वला
गेला आहे. धूर, माशी, गंध यांमुळे आरिगयाचया सम्येमुळे २ हकमी पयरिचया केतावर
नकारातमक पररराम झाला आहे.
सामानजक सम्यांवयनिररक, सु्था्पि कंप्यांदारे ननवासी ्वकासासारखया आनथमक मुददांमुळे
या आजारांचया काररांमुळे तयांची उपन्थिी असू शकि नाही. इिर ्व्वध वयावसानयक
संकुले, मॉल इतयादी काररांमुळे येऊ शकले नाहीि. अशा पकारे रिजगारनननममिी चांगरया
संधींचया नकारातमक बाजूवर आहे.
एकदा हा पकरप राब्वरयास आनर कायामन्वि झारयावर सामानजक-आनथमक घटकांची उजाम
आनर सकारातमक बाजू असेल. ननन्िच, चांगरया वयावसानयक आ्थापनांचया दषीने अनधक
आनथमक संधी असिील, चांगरया रिजगाराचया संधी आनर इिर रिजगाराचया संधी रयामुळे या
केतािील सामानजक-आनथमक पररन्थिी सुधारेल.
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अधयाय ०४
पयामवरर प्ाव मूरयांकन आनर उपाययिजना

४.१ प्ावांची ओळख

तया पाशम् ूमीवर केलेली किरिीही ्वकासातमक गनि्वधी तयाचया उतपतीशी संबंनधि काही
प्ाव आरेल, रयास मिठया पमाराि उलट करिा येणयासारखे, अपररविमनीय, दीघम आनर
अरपकालीन पररराम महरून वग्कृि केले जाऊ शकिे. या अधयायाि, सु्वधा आनर इिर
कामकाजाशी संबंनधि ्व्वध पयामवररीय पररराम ओळखणयाचा पयत केला गेला आहे
रयामधये पदिूराची शकयिा असू शकिे.
प्िा्वि पकरपािील सं्ावय सवामि वाईट पररन्थिी उतसजमन आनर कचरा नननममिीचया
आधारे आनर प्िा्वि पकरप साइटवरील मूल्ूि पयामवरराची न्थिी ्वचाराि घेिरयास
पयामवररीय घटक रयांचा पररराम हिणयाची शकयिा असिे (पररराम) ओळखले जािाि,
पमानरि केले जािाि आनर मूरयांकन केले जािे. या काररासााठ इं््मेटल (पॉनझहटवह)
आनर हाननकारक (नकारातमक) दि्ही प्ाव वापरले जािाि. प्ावांचा अंदाज
पयामवरर्वियक वयव्थापन यिजना ियार करणयास मदि करिि जि पयामवरराचया गुरवतेवर
हिरारे पनिकूल पररराम कमी करणयासााठ प्िा्वि पकरपाचया चालू असलेरया
कामकाजादरमयान अंमलाि आरला जािि.
सु्वधेचे यिगय ननयिजन आनर संचालन न केरयास पनिकूल पररराम उदवू शकिाि. यापैक्
काही प्ावांचा समावेश आहेर अपघाि, पाया्ूि सु्वधांचे नुकसान, ्थाननक वािावररास
पदिूर (जसे ्ूजलाचया वापरा दरमयान ्ूजल आनर / हकंवा गळिीमुळे उवमररि मािी दू् िि
कररे, िसेच लँडहफल बंद झारयानंिर), नमथेनचे उतपादन कमी कररे सेहदय कचरयाचे कय
करन (काबमन डाय ऑकसाईडपेका नमथेन हा हररिगहृ वायूपेका हकिीिरी पटीने अनधक
सामरयमवान असिि आनर िि ्विरच एखादा ्ागािील रहहवाशांसााठ धिकादायक ार शकिि),
्वशेिि: अयिगयपरे चालरारया लँडहफरजपासून उंदीर व माुयांसारखया रिगाचया वेकटरचा
आशय घेरे.
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4.2 पदिी

प्िा्वि पकरपावरील वािावररावरील सं्ावय पररराम केवळ पकरप अंमलबजावरी आनर
ऑपरेशनसहच नवहे िर पकरप साइटवरील पयामवररीय गुरवतेचया सदन्थिीवर आधाररि
्व्वध हकयाकलापांचया ्वरपावर आधाररि आहेि.

4.3 सं्ावय प्ाव

पकरपाशी संबंनधि सं्ावय महिवपूरम पयामवररीय पररराम खाली खालीलपमारे गटबद केले गेले
आहेि.

हवेचे पयामवरर

 वािावररीय हवेवर हिरारा पररराम
 स्िविालचया गंधावर हिरारा पररराम
 स्िविालचया आवाजावर हिरारा पररराम

पाणयाचे पयामवरर

 पषृ्ाग आनर ्ूजल गुरवतेवर पररराम
 जलीय जीवनावर पररराम

जनमनीचे पयामवरर

 जमीन वापरावर पररराम
 जनमनीचया सुपीकिेवर पररराम
 शेिीवर पररराम

सामानजक अथमशाा

 पाया्ूि सु्वधांवर पररराम
 रिजगारावर पररराम

अपतयक प्ाव

 सावमजननक आरिगय आनर सुरनकििेवर पररराम
 सौदयामवर पररराम
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4.4 प्ावाची ््व्यवारी

प्ाव मूरयांकन खालील टपपयाटपपयाने केले जािे आनर खालील पररच्ेदांमधये सादर केले जािे.

 बांधकाम टपपयाि हिरारा पररराम
 ऑपरेशन टपपयाि हिरारा पररराम

4.4.1 बांधकाम टपपयाि हिरारा पररराम

बांधकाम टपपयािील कामांमधये साइट नकलअर्स, साइट ियार कररे, इमारिीची कामे, पाया्ूि सु्वधा
आनर इिर किरतयाही पाया्ूि सु्वधांचा समावेश आहे. बांधकाम कायारमुळे हिरारे पररराम अरप
मुदिीचया आहेि आनर िे बांधकाम टपपयापुरिे मयामहदि आहेि. मुखयिर हवेची गुरवता, पाणयाची
गुरवता, मािीची गुरवता आनर सामानजक-अथमशाा यावर पररराम हिईल

४.४.१.१ हवेचया गुरवतेवर हिरारा पररराम

प्िा्वि पकरपाचया बांधकामामुळे उदवरारया वायु गुरवतेचया प्ावाचे मुखय सं्ावय ािि महरजे
फरारी धूळ नननममिी. ननलं्बि पाहटमकयुलेट मॅटर महरून मिजणयायिगय धूळ आनर शसनयिगय ननलं्बि
पाहटमकयुले्स बांधकाम हकयाकलापांचया परररामी ियार केरया जािील. वैधाननक मंजुरी नमळारयानंिर
पकरपांचे बांधकाम कायमकम तवररि सुर हिईल..

बांधकाम कायारशी संबंनधि सं्ावय धूळ ािि महरजे माल लिड कररे आनर उिर्वरे, मािीची उंची
काढून टाकरे, कचचया र्तयावरन पवास कररे आनर वारा धूप इ. प्िा्वि ्वकासाशी संबंनधि
बांधकाम कामे ्व्ििृपरे खाली हदली आहेि..

1. साइट ्वकास आनर पाया ्ररीची कामे
2. कचचा माल वाहून नेरारया वाहनांमुळे धूळ नननममिी
3. कचचा माल लिड कररे, साइटवरन अवांन्ि कचरा सामाी हट्वरे
4. प्िा्वि ्व्वध कामांसााठ नागरी बांधकामे व पाया्ूि सु्वधांची िरिूद.

सवम बांधकाम कायारपैक् साइटचया नननममिीमधये जवळपासचया वायु संवेदनशील हाकारी धूळ उपदव
हिणयाची उचच कमिा आहे. पकरपाचया बांधकामादरमयान, जवळपास ्वदमान घरे सं्ावय धूळ
प्ावांचया अधीन असू शकिाि.

बांधकाम टपपयाि िैनाि केलेली वाहने व उपकररांमधून हिरारया एकझॉ्ट उतसजमनामुळे एसओ २,
एनओएकस, पीएम, सीओ आनर न जळराऱया हायडिकाबमनचया पािळीि हकरकिळ वाढ हिणयाची
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शकयिा आहे. अशा उपकमांचा प्ाव िातपुरिा असेल आनर बांधकाम टपपयापुरिा मयामहदि असेल.
याचा पररराम साधाररपरे पकरप केतापुरिाच मयामहदि असिि आनर पलांट हदीबाहेर नगणय
राहणयाची अपेका आहे

४.४.१.२ प्िा्वि - हवा गुरवतेचे शमन उपाय

प्िा्वि पिजेकट साइटचे लेवहनलंग आनर ाेहडंग केली जाईल, जेथे नैसनगमक उंची कायम ाेविा येरे
शकय असेल िर तयांना तास हिरार नाही, र्िे, सांडपाणयाचे जाळे, पावसाचया चया पाणयाची वयव्था
आनर आवुयक तया जागा पुर्वणयासााठ फक ्िरीय कायमवाही केली जाईल. पशासक्य आनर
पलांटचया शेड उ्ाररीसााठ इमारिी बांधरया जािील. अन्यां्तक् मूरयांकनानुसार; बहुिेक उतखनन
केले जारारे साहहतय पकरप हदीि पु्हा वापरले जाईल. कट आनर हफल सामाीची हालचाल मयामहदि
असेल.

कचचया र्तयांवर बांधकाम वाहनांचया हालचालीमुळे बहुिेक वेळा धूळ ननमामर हिईल. मािीची सामाी
उिर्वरे आनर काढून टाकरे देखील धूळ उपदवासााठ सं्ावय सिि महरून कायम करेल. हािी घेणयाि
येराऱया ननयंतर उपाययिजना खाली हदरया आहेि.

1. महिवपूरम धूळ दडपशाहीचे उपाय हदवसािून कमीिकमी दिनदा केले जािील, जर गरज
पडरयास वादळी हदवसांवर वारंवारिा वाढ्वली जाईल, अशा पकारे उघडया पषृ्ागावरील धूळ
यिगदानावर सुमारे ५०% कपाि केली जाईल.

2. सााेबाजीचा कालावधी शकय नििका कमी असेल कारर र्िा ्वकासासााठ खुरया कट
खंदरयांसााठ बॅकहफल सामाी महरून बहुिेक सामाी वापरली जाईल.

3. धूळ ननयंतरासााठ अडथळा महरून पुरेशी उंचीची (३ मीटर) िातपुरिी कथील पतके ियार
केली जािील.

4. पकरप हदीचया स्िविालचया झाडाची लागवड सुरवािीचया टपपयाि सुर केली जाईल
5. २ िे ३ विारचया जु्या रिप्यांची लागवड, ननयनमि पारी हदले जाईल जेरेकरन हदवसािील

बहुिेक ्ाग ओलसर राहील.
6. नसनवहल क््टकशन साइटपासून आसपासचया ्ागािील धूळ हालचाल कमी करणयासााठ

इमारिीचया बा् ्ाग (पशासन, कॅ्टीन इ.) पलान्टकने झाकले जािील.

धूळ-दडपशाहीसााठ यिगय ननयंतर उपाययिजनांची अंमलबजावरी लकाि घेिरयास किरिाही ्वपरीि
पररराम हिणयाची अपेका नाही..
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४.४.१.३ पाणयाचया गुरवतेवरील पररराम

प्िा्वि पकरपाि ्व्वध बांधकाम कामांचा समावेश असेल. पुढील ्व्ाग प्िा्वि
्वकासादरमयान हािी घेिरया जारारया हकयांचा सारांश देिि आनर पतयेक हकयेवरन पाणयाचया
गुरवतेवर हिरारया सं्ावय प्ावांचे वरमन करिि..

 साइटची नननममिी

तयानंिरचया ्वकास कामांसााठ जनमनीचे ननहदमष केत ियार कररे महरजे ्ूजल पषृ्ाग समिल
कररे, वन्पिी काढून टाकरे, सााा कररे आनर बांधकाम कचरा नननममिी कररे यांचा समावेश
आहे. डेनेज पुनलयासारखया िातपुरतया पाया्ूि सु्वधांचया बांधकामांची आवुयकिा असू शकिे.
साइट ियार केरयाने यिगय शमन उपायांचया अनुपन्थिीि उचच ननलं्बि सॉनलड लिहडंगसह
मिठया पमाराि धावपळ हिऊ शकिे. ही सं्ावय सम्या पावसाळयाि वाढू शकिे.

 इमारिींचे बांधकाम

 पावसाळी हंगामाि बांधकाम पहकयेदरमयान ्व्वध नागरी ्टकचसम साइट रन ऑफचया
बांधकामामुळे पररराम पाा हिरारे जल सं्था आनर ्व्वध बांधकाम उपकररे धुणयामुळे
देखील जल पदिूर हिईल.

 साइट कायमशाळा

 वापरलेले इंनजन िेल आनर वंगर, आनर जर गळिी उदवली िर पररराम ियार करणयाची
कमिा महरून कचरा सामाी महरून तयांचे संाहर. टाकाऊ िेल पषृ्ागाचया मािीचया
थरांमधये घुसू शकिे हकंवा ्थाननक जल किसममधये वाहू शकिे, रयामुळे हायडिकाबमनची पािळी
वाढिे. उपरिक साहहतयाची गळिी टाळणयासााठ आनर तयापाािपाा जलसंपतीमधये हिरारी
अडचर टाळणयासााठ यिगय खबरदारीचया उपाययिजना केरया पाहहजेि.

कामगारांची उपन्थिी

बांधकामादरमयान, कामगारांकडून हिराऱया परररामांमधये कचरा आनर सांडपारी, खाणयाचया केतािून
ियार हिरारे सांडपारी आनर िातपुरतया ्वच्िा्वियक सु्वधांमधून सांडपारी यांचा समावेश
आहे. सीवेजचे उचच ्िर बीओडी, अमिननया आनर ईकिलीदारे दशम् वले जािे. किरिाही सांडपारी
न नमळारयास थेट सांडपारी थेट पाणयामधये सिडले िरच पाणयाचया गुरवतेवर पररराम हिईल
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४.४.१.४ शमन उपाय - पाणयाची गुरवता
साइटचया ्वकासादरमयान आवुयक िी खबरदारी घेिली जाईल, जेरेकरन साइटवरील वाहून
जारारे पारी कामकाजाचया खडडयाि जमा हिईल आनर जर जा्ि पवाह असेल िर िे जवळचया
ाीनबेरट / वकृारिपर केताि वळवले जािील. बांधकाम पहकयेदरमयान सवम उपकररे धुिलेरया
पाणयाचे काम कायमरि खडडयांकडे वळवले जाईल व काही असरयास ननलं्बि केलेरया घिडयांना
पकडणयासााठ आनर ्वरहेवाट पाणयाचा पुनवामपर बांधकाम उदेशाने िसेच धूळ उतसजमनावर
ननयंतर ाेवणयासााठ र्तयावर नशंपडरे इतयादीमुळे हिरारी घरगुिी सांडपारी पिट्बल एसटीपीमधये
उपचार करावेि हकंवा सेनपटक टँकवर / न्जवलेरया खडडयाि पाावावे.

४.४.१.५आवाज पािळीवर पररराम
आवाज पािळी वरील पररराम:

 फाउंडेशन कायम करिे
 रचनांचे उतपादन
 वन्पिी उ्ाररे
 बांधकाम उपकररे
 वाहनांची वरदळ इतयादी.,

४.४.१.६ आवाजासााठ शमन उपाय

सवम आवाज नननममिी उपकररे हदवसाचया आवुयकिेचया थिडया काळासााठ वापरली जािील. धवनीगि
संलगनक, कथील चादरी इतयादीसारखया यिगय बारांचा वापर आवाजाची पािळी कमी करणयासााठ केला
जाईल, जेथे शकय असेल. आवाज ननमामर कररारी उपकररे मानवी व्िीपासून दरू ाेवली जािील.
महरूनच प्िा्वि पकरपामुळे धवनी वािावररावर हिरारा पररराम कुरलक ाररार आहे. पकरपाि
पवेश कररायाम सवम वाहनांना गिी मयामदा राखणयासााठ आनर आवुयकिेनशवाय हॉनम वाज्वणया्वियी
माहहिी हदली जाईल

४.४.१.७ घनकचरा नननममिीमुळे हिरारा पररराम

प्िा्वि पकरपािील कचरा नननममिीची ही शरेी सवमसाधाररपरे बांधकामांचया टपपयाि वापररया
जारारया कचचया मालाचया ्व्वध पकारांमुळे आहे. नसमेट काँक्ट

 ्वटा, फरशा,
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 नसमेट पला्टर
 ्टील (आरसीसी, दरवाजा / नखडक्चया चौकटी, ्िावरील आधार, नजनाची रेनलंग इ.)
 हढगारा, वाळू, दगड (संगमरवरी, ाॅनाइट, वाळूचा दगड)
 इमारिी लाकूड / लाकूड
 पे्स / वाननमश

वरील वयनिररक काही मुखय आनर हकरकिळ घटक आहेि रयाि नाली, पाईपस, इलेनकटकल हफक्चर,
पॅनेरस इतयादी वरील सवम व्िू साइटवर एक्ति केरया जािील आनर एकदा ्था्पि केलेली सु्वधा
साइटवर संबंनधि उपचार सु्वधांमधये समान पहकया केली जाईल.

४.४.१.८ घनकचरा दरू करणयासााठ उपाययिजना

या काळाि ननमामर हिरारा घनकचरा हा पामुखयाने ननन्कय असिि. महरून तयांचा पुनवामपर
करणयाचा जा्ि पयत केला जाईल. जा्िीि जा्ि घनकचरा मालाचा वापर साइटमधये कमी-जा्ि
असलेरया ्ागाि ्रणयासााठ / पािळी लावणयासााठ केला जाऊ शकिि. पुढील उपायांवर हटकून
राहणयासााठ सवम पयत केले पाहहजेि..

 सवम बांधकाम कचरा साइटमधयेच साावावा. कचरा ्व्कळीि हिऊ नये महरून यिगय ्क्न
हदली जाईल.

 शकय नििकया वेगवेगळया ढीगांमधये कचरा वेगळा ाेवणयाचा पयत केला जाईल जेरेकरन
तयांचे पुढील शरेीकरर आनर पुनवामपर सुल् हिईल.

 बांधकाम, सपाटीकरर, र्िे / फरसबंदी या उदेशाने पु्हा वापररया जारारया साहहतयाची ्वक्
हकंवा जमीन ्रावयाि अशा हाकाराहून ्विंत ढीग ाेवली जाईल.

 ्थाननक सं्था हकंवा एखादी खासगी कंपनी ्ाडयाने देऊन तयाहाकारी यिगय पमाराि
न्कप कंटेनर / टॉली देणयाची वयव्था केली जाऊ शकिे.

मुळाि बांधकाम साहहतयाचा वापर तयांचया ्व्किेवर आनर ्विंत सामाीचया अटींवर अवलंबून
असिि. यापैक् बहुिेक साहहतय हटकाऊ असिाि आनर महरूनच पु्हा वापरणयाची उचच कमिा
असिे. िथा्प, पुनवामपर केलेरया सामाीसााठ दज्दार मानके असरे इष ारेल. बांधकाम कचरा खालील
पकारे वापरला जाऊ शकिि..

 ्वटा, फरशा, दगडी पा्या, इमारिी लाकूड, पाई्पंग रेनलंग इतयादींचा पु्हा वापर कररे शकय
नििकया पमाराि आनर तयांचया अटींवर अवलंबून असिे

 हडझाइनचया अडचरीमुळे साइटवर वापरली जाऊ शकि नाही अशा सामाीची ्वक् / नललाव
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 पलॅन्टक, िुटलेली काच, ्ंगार धािू इ. साइटचया आवाराि साावून तयावर पहकया केली
जाईल.

 रॅबरस / वीट बॅ्स लांबीचया किट अंिगमि रहदारी रयाि जा्ि हालचाली हिि नाहीि अशा
लेनवहंग सारखया इमारिीचया हकयाकलापासााठ वापररया जाऊ शकिाि.

 कमी ्ब्ा्यासााठ जागा ्रणयासााठ मिाे ननरपयिगी िुकडे पाा्वले जाऊ शकिाि.
 वाळू, धूळ इतयादीसारखया लनलि साहहतयाचा वापर कवहर मटेररयल महरून करिा येिि
 शिधून काढलेली मािी समिल करणयासााठ िसेच लॉन ्वकासासााठ वापरली जाऊ शकिे
 रलिअररंग मटेररयलचे िुटलेले िुकडे इमारिीि समिल करणयासााठ वापरले जाऊ शकिाि

हकंवा ्वरहेवाट लाविा येिाि.
 न वापरलेले हकंवा उवमररि पे्स / वाननमश / लाकूड एकिर पुनवामपर केले जाऊ शकिे हकंवा

वै्ाननक पदिींनुसार ननराकरर केले जाऊ शकिेs

४.४.१.९ ्ूवापरावरील पररराम
घनकचरा वयव्थापन ननयमावली २०१६ नुसार देवनार, मंुबई येथे सुमारे ८ मेगावॅट वीज नननममिीसााठ
६०० टीपीडी वे्ट टू एनज् पिजेकटचा ्वकास प्िा्वि पकरप आहे. प्िा्वि ्वकासामुळे पकरप
्थळाची सधयाची पररन्थिी सुधारली जाईल आनर आजूबाजूचया पररसरािील सौदयमशाा देखील
सुधारले जाईल. जमीन वापरावरील परररामांची करपना केली जाईल कारर पकरप केताचे सौदयम
वाढ्वणयासााठ हदी्िविी पुरेसा हररिप्टा पुरवला जाईल.a

४.४.१.९ लिकसंखयाशााीय आनर सामानजक आनथमक

अभयास केताचया लिकसंखयाशाा आनर सामानजक आनथमक पररन्थिीवर प्िा्वि घटकाचा पररराम
खालीलपमारे असेल..

1. र्िा, वाहिूक, दळरवळर, ्पणयाचे पारी, ्वच्िा आनर कायमकेतािील आवुयकिा पूरम
करणयासााठ इिर सु्वधांवर नागरी सु्वधांवर अनिररक िार

2. हॉटेल, लॉज, सावमजननक वाहिूक इतयादी सेवांचया मागरीि वाढ
3. बांधकाम मजूर, कुशल आनर अकुशल कामगार इ. रिजगाराचया संधी
4. पदेशाची आनथमक उ्निी.
5. कामगार दराि वाढ
6. नागरी बांधकाम आनर वाहिूक कंप्यांना अनधक काम
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4.4.2 ऑपरेशन फेज दरमयान पररराम

प्िा्वि पकरपाचया ऑपरेशन टपपयाि हवेचे वािावरर, पाणयाचे वािावरर, ्ू-पयामवरर आनर
सामानजक-आनथमक बाबींवर पररराम हिईल.s

४.४.२.१ वायु वािावररावरील प्ावाची ््व्यवारी

वािावरराचया हवेचया गुरवतेवरील प्िा्वि पकरपािून हिराऱया प्ावाची ््व्यवारी हवा गुरवता
नसमयुलेशन मॉडेरसचा वापर करन केली गेली. वायू पदिूराचे मुखय ािि खालीलपमारे आहेि..

1. लँडहफल ऑपरेश्समधून केत ािि उतसजमन
2. वाहनांचया हालचालींमधून रेखा ािि उतसजमन
3. कचरा िे उजाम संयंत आनर डीजी सेट पयरि ्बंदू ािि उतसजमन

डीजी सेटमधून उतसजमन कमी हििे कारर िे केवळ पॉवर अपयशाचया वेळीच चालवले जािील.s.

्टॅक उतसजमनाचे वािावररीय फैलाव

प्िा्वि पकरपाचया उतसजमनामुळे ्ूजल पािळीवरील एकाािेचा अंदाज घेणयासााठ ईपीएने मा्यिा
पाा अमेररकन मेटेरिलॉनजकल सिसायटी / पयामवरर संरकर एज्सी ननयामक मॉडेल -
एईआरएमओडी ७.०.३ फैलाव मॉडेल वापरला आहे. एईआरएमओडी फैलाव मॉडेल ारा्वक औदिनगक
ािि कॉमपलेकसमधये उपन्थि असलेरया ्व्ििृ ाििांमधून उतसजमनाचे मॉडेल बन्वणयाचा पयामय
पदान करिे. मॉडेल अंडुलेटेड ्ूपदेशािील ािि आनर ाहर कररारे िसेच साधया ्ूपदेश आनर
दिघांचे संयिजन यावर ्वचार करिे. मॉडेलचा आधार सरळ रेिा न्थर रारय गौनशयन परयुम
समीकरर आहे, रयाि ्टॅकमधून उतसनजमि मॉडेल सिपल पॉईट सिसम उतसजमन, जवळचया इमारिी,
वेगळया वे्स, मनरटपल वे्स, ्टिरेज पाईरसमुळे एरिडायनानमक डाऊन वॉशचा प्ाव जारारया
्टॅकमधून उतसजमन हििे. इ.

प्िा्वि उतसजमनमुळे एक्ति ्ू-पािळीवरील एकाािेचा अंदाज घेणयासााठ पुढील पयामयांसह
AERMOD फैलाव मॉडेलचा उपयिग केला गेला आहे. केत ाामीर, ाामीर ्वखुरणयाचे मापदंड मानले
जािे

 ाििांचया आसपास १० हक.मी.चया रेहडयल अंिरावरील एकाािा मूरयांचा अंदाज लावणयासााठ
अंदाज विम् वला गेला आहे

 काट्नशयन आनर धुवीय ररसेपटर नेटवकम चे संयिजन मानले गेले आहे
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 ाििांमधून उतसजमन दर संपूरम कालावधीि न्थर मानला जाि असे
 ााउंड लेवहलची एकाािा कय गुराकाराचा किरिाही ्वचार न करिा आधार महरून केली

गेली
 अभयासाचया काळाि नोद्वलेले शांि वारेदेखील ्वचाराि घेिले गेले

आयएमडी / सीपीसीबीचया मागमदशमक सूचनांनुसार अभयासाचया कालावधीि गिळा केलेरया
हवामानशााीय डेटामधून काढलेला २४-िास महरजे हवामान्वियक डेटा अभयास केतावरील
परररामाचा अभयास करणयासााठ ्ू-पािळीवरील एकाािेची मिजरी करणयासााठ वापरला जािि.a

४.४.२.२ पदिूराचे सिि
केत ािि

सेलसााठ ननन्ि केलेरया केतामधये लँडहफलवरील कायमरि केतावर हटप देऊन दैननक कचरा सिडला
जाईल. दैननक / साााहहक कवहर (पयामयी) पामुखयाने पवनचककया धूळ, कचरा आनर गंध पनिबंनधि
करणयासााठ, सफाई कामगार, पकयांना पनिबंध कररे, घुसखिरी कमी कररे (अवकाळी पावसाचया
दरमयान) आनर साइट दुयातमक देखावा सुधारणयासााठ वापरली जािे. दररिज / साााहहक कवहर
महरून वापरली जारारी मािी साइटचया हदीिून एकसमान एकसमान देखावा देईल. साधाररपरे १५०
नम.मी. जाडी नमळ्वणयासााठ हे पुरेसे असिे आनर तयाचा अवलंब केला जाईल.

्बंदू ािि

प्िा्वि पकरपासााठ पॉईट सिसम उतसजमन महरजे कचरे िे ऊजाम आनर डीजी सेट हदले आहेि.
आपतकालीन आवुयकिांसााठ फक डीजी सेटचा उपयिग उजाम अपयशादरमयान केला जाईल. महरूनच
डीजी सेटवरील पररराम केवळ वीज अपयशाचया वेळीच जारविील. मॉडेल चाल्वणयासााठ वापररया
जारारया माहहिीची उपयिग महरजे ्टॅक िपशील, उतसजमन िपशील टेबल ५२ मधये हदलेला आहे
आनर चिवीस िास महरजे हवामान्वियक डेटा िका ५३ मधये हदलेला आहे

अंदाजे २४ िास सरासरी PM , एसओ २ आनर एनओएकस एकाािा २४ िास महरजे अभयासाचया
हवामानािील हवामानशााीय आकडेवारीचा अभयास केलेरया कालावधीिील अंदाजानुसार अभयास
कालावधीि नमळ्वलेरया जा्िीि जा्ि बेसलाइन एकाािेवर अंदाज केला जािि. ऑपरेशनल टपपा
जा्िीि जा्ि बेसलाइन एकाािेवर अंदाज असलेरया एकाािेसह एकूर पररन्थिी खालील िका ५४
मधये दशम् वली आहे आनर आकृिी ३६ िे ३८ मधये दशम् वली आहे
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िका 49 ्टॅक उतसजमन िपशील

िपशील एकक ्टॅक आनर उतसजमनाचे वरमन

८MW

इंधनाचा पकार - MSW

्टॅकचा अिंगमि वयास m १.२

ररयु गसॅचे िापमान °C १२०

्टॅकची उंची m ५०

ररयु गसॅची वेग m/s १८

वॉरयूमेहटक पवाह m३/s २०.४

वॉरयूमेहटक पवाह Nm३/s १५.५

PM g/s ०.७८

एसओ २ g/s ३.१०

NOx g/s ६.२०

आऊटलेटची मानके

PM mg/Nm३ ५०

एसओ २ mg/Nm३ २००

NOx mg/Nm३ ४००

िका 50 ४ िास महरजे मा्सूननंिरचया हंगामासााठ हवामान्वियक डेटा

िास िापमान

(०C)

सापेक आदमिा
(%)

वाऱयाची
हदशा

सरासरी. वारा

गिी (m/s)

न्थरिा वगम
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िास िापमान

(०C)

सापेक आदमिा
(%)

वाऱयाची
हदशा

सरासरी. वारा

गिी (m/s)

न्थरिा वगम

१ २१.५ ७८ ३४० २.०२ ६

२ २०.८ ७८ ३१५ २.१२ ६

३ २०.३ ७९ २७० २.१६ ६

४ १९.९ ८० २० २.२३ ६

५ १९.५ ८२ २९० २.३४ ६

६ २१.२ ८१ २४० २.०१ ५

७ २३.४ ७८ २७० २.०६ ४

८ २४.३ ७७ २७० २.११ ४

९ २५.४ ७६ २९० २.२३ ३

१० २७.६ ७४ ३१५ २.४३ ३

११ २९.८ ७१ ३१५ २.३४ २

१२ ३१.८ ६९ ३१५ २.८५ १

१३ ३५.४ ६५ ३१५ ३.१२ १

१४ ३४.८ ६६ ३१५ ३.०१ १

१५ ३२.३ ६९ २९० २.५३ १

१६ ३०.३ ७० २७० २.६५ १

१७ २९.९ ७१ ३१५ २.४३ २

१८ २८.८ ७३ २९० २.३२ ३

१९ २७.८ ७४ २७० २.१२ ४
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िास िापमान

(०C)

सापेक आदमिा
(%)

वाऱयाची
हदशा

सरासरी. वारा

गिी (m/s)

न्थरिा वगम

२० २६.५ ७५ ३१५ २.०६ ५

२१ २५.५ ७५ ३४० २.०८ ६

२२ २५.१ ७६ ३१५ २.११ ६

२३ २४.५ ७७ ३६० २.१३ ६

२४ २२.४ ७८ २७० २.१२ ६

िका 51 पि्ट पिजेकट पररदुय - एकके: μg/m३

िपशील पाहटमकयुलेट मॅटर
(PM)

सरफर
डायऑकसाइड (SO२)

ऑकसाइडस ऑफ
नायटिजन (NOx)

जा्िीि जा्ि बेसलाइन
पररदुय

७८ २१.५ ३५.२

पूवामनुमाननि जीएलसी (कमाल) ०.३८ १.५ ३.०

््व्यािील ्ाक्ि जीएलसी
(सवामि वाईट पकरर)

७८.३८ २३.० ३८.२

NAAQमानके २००९ (२४ िास) १०० ८० ८०
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कमाल PM एकाािा: एसई हदशेने ०.३८ µg / m३@ ७५० मी
आकुिी 33Predicted २४- Hourly Average GLC of PM

आकुिी 34 कमाल एसई २ चया एकाािार एसई हदशेने १.५ µg / एम ३@ ७५० मी
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कमाल NOX ची एकाािा: एसई हदशेने ३.० µg / m३@ ७५० मी

४.४.२.३ वायू पदिूराचे शमन उपायs

वरील अंदाजानुसार सवामि वाईट पररन्थिी लकाि घेिा प्िा्वि पकरपािून उतसजमनामुळे ्ूजल
पािळीवरील सांदिा हदसून येिे, परंिु प्िा्वि पकरपाचे उदीष ्वदमान डंपसाइट िसेच आसपासचया
्ागािून हवेिील उतसजमन कमी करणयाचे आहे. प्िा्वि पकरपाि सुमारे ६०० टीपीडी कचरयाचा
वापर करणयाचे उदीष आहे जेरेकरन सधया सराव केरयापमारे साइटवरील डनमपंग हकया कमी हिईल.
प्िा्वि पकरपाचे उदीषदेखील ननधामररि ननकिांिगमि हवेचे उतसजमन कमी करणयाचे आहे.

वायू पदिूराचया मुखय ाििांमधये कचरा िे उजाम संयंत, डीजी संच आनर वाहनांचया उतसजमनाचा
समावेश आहे. उजाम वन्पिींमधये कचरा किरडी पकारचया रलू गॅस उपचार परालीसह सुसरज असेल
रयामधये ्कबबर, बॅग हफरटसम, सहकय काबमन इंजेकशननंग नस्टम इतयादींचा समावेश असेल. एसओ
२ आनर एनओएकस उतसजमनाचे यिगय वािावरराि वािावरराि फैलाव करणयासााठ, कमीिकमी ५०
मीटर उंची असलेरया ्टॅकसााठ पदान केली जाईल. उतसजमन मानकांचे पालन करा. किरडे चुना व
सहकय काबमन अनुकमे एचसीएल, एचएफ काढून टाकणयासााठ आनर सेहदय घटक काढून टाकणयासााठ
इंजेकशन हदले जािील. डायऑनकसन आनर रयूर्स ियार हिणयास पनिबंध करणयासााठ, सहकय
काबमनदारे शििर ्वीकारन रलू गॅसचे िापमान झपा्याने २००० सीपेका कमी केले जाईल. डीजी

आकुिी 35 अंदानजि २४- १० हकमी ्तरयावर एनओएकसची (दररिज μg / m३) िाशी सरासरी जीएलसी
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सेटमधून उतसजमन कमी हििे कारर िे केवळ पॉवर अपयशाचया वेळीच चालवले जािील. उतसजमन
कमी करणयासााठ सवम वाहनांची ननयनमि सनवहमस व यिगय देख्ाल केली जाईल. धूळ नननममिी कमी
करणयासााठ सवम अंिगमि र्िे यिगय पकारे राखले जािील.

लँडहफल ऑपरेश्स दरमयान, दररिज सुरनकि जमीन ्रणयाचा काही ्ाग मािी / राख आनर
पावसाळयाचया काळाि गंध व वायंूचे उतपादन कमी करणयासााठ िातपुरिे आवरर (एचडीपीई /
पलान्टक शीट) सह संरनकि केले जाईल.

गंध ननयंतरासााठ सवम सं्ावय उपायांचा अवलंब केला जाईल. आरडीएफ खडडयाि पाथनमक हवा
ननलका ्था्पि करन गंध ननयं्ति करणयासााठ आरडीएफ ्पटमधये नकारातमक दबाव ाेवला जारे.
लँडहफल केताि, दररिज कवहर परृवीचया थर, नचकरमािी हकंवा ितसम सामाीसह ाेवले जाईल. इिर
सेहदय उपायांमधये ननयनमि अंिराने गंधनननममिीचया ्ागाि स्िविाल इकिसॉबम (सेदीय आनर
बायिहडाेडेबल रसायन) फवाररीचा समावेश आहे. गंध ननयंतर पराली गंध नननममिीचया ाििांची
संखया कमी करणयावर लक केहदि करेल

४.४.२.४ पाणयाचया गुरवतेवरील पररराम
प्िा्वि पकरपासााठ पाणयाची आवुयकिा ४८० केएलडी आहे,आवुयक कचचे पारी घाटकिपर गटार
शुदीकरर पकरप नगरपानलका सं्थेचया दयुयम पाणयादारे पूरम केले जाईल. प्िा्वि पकरपासााठ
उपयिग न करिा सििािून पंप केलेले कचचे पारी पुढील उपचारासााठ पाा्वले जाईल. पाणयाचा वापर
कमी करणयासााठ पाणयाची बचि करणयाचे ननयिजन केले जाईल.

 ऑपरेश्सची उजाम कायमकमिा सुधाररि करा
 एअर कूरड कंडे्सरची ्थापना
 पारीपुरवाा मागामवर पवाह पनिबंधकांची ्थापना
 मि्पंग / वॉनशंग करणयापूव् सवम ्ागांची झाकरे किरडी कररे
 पाइपलाइनची गळिी दरू करा
 पावसाचया पाणयाची साावर
 पावसाचे पारी धररारे टाकया
 पाणयाचे पुनवामपर इ.

४.४.२.५ पाणयावरील पररराम कमी करणयाचे उपाय

कंपि्ट पलांट, कचरा िे उजाम संयंत (साावरीचया हाकारी), लँडहफल इतयादीपासून लीचेट ियार हिईल.
कचरा वयव्थापनामधये लीचेटचे यिगय वयव्थापन आवुयक आहे कारर उपचार न केरया गेलेरया
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पाणयाचे ्वसजमन पाणयामुळे हिईल आनर तयाचबरिबर मािी दू् िि हिईल. प्िा्वि सु्वधेमधये,
लीचेटचे वयव्थापन यिगय संाह, संाहर आनर उपचारांदारे केले जाईल. जनरेहटंग पॉई्सवर,
ओवहररलिमुळे दू् िि हिणयापासून रिखणयासााठ यिगय डेनेज / कलेकशन नेटवकम हदले जाईल. िसेच
संकलन परालीमधये ्पढीचया पमारानुसार मधयंिरी साावर टाकया देणयाि येिील. निथून नलचेटवर
उपचार हिणयापूव् अंनिम ्टिरेज टाक्कडे नेले जाईल. असा अंदाज आहे क् जा्िीि जा्ि ६०
केएलडी लीचेट ियार हिईल. लीचेट वयव्थापनासााठ ्वचाराि घेिले जारारे पयामय पुढीलपमारे
आहेिर

पुनर-पररसंचरर: लीचेटचया उपचारांपैक् एक पधदि महरजे िी पु्हा ्वंडि हकंवा लँडहफलदारे
हफर्वरे. याचे दिन फायदेशीर प्ाव आहेिर (i) लँडहफल न्थरिेची पहकया वेगवान केली गेली आहे
आनर (ii) लॅचेटचे घटक लैडहफलसह हिरारया जै्वक, रासायननक आनर शारीररक बदलांमुळे कीर
हििाि. संपूरम कचरा ओलांडून लीचेट एकसारखेपराने जािि याची खाती करणयासााठ लीचेटचया पु्हा
अन्सररांना ्विरर परालीची रचना आवुयक असिे. अशा पहकयेि गॅस नननममिी वेगवान असरयाने,
लँडहफल सुसरज गॅस काढणयाची यंतरा सुसरज असावी.

• लीचेटचे बा्पी्वन: लीचेटचे वयव्थापन करणयासााठ वापररया जारारया िंतांपैक्
एक महरजे िी रेियुक लीचेट िलावामधये फवाररी आनर लीचेटला बा्पी्वन करणयास
परवानगी देरे हिय. अनिवषृीचया काळाि अशा िलावांना ्ौगिनलक-पडदाने झाकून घयावे लागिे.
उ्मायन महह्यांि बा्पी्वन हिऊ देणयाकररिा लीचेट उघडक्स येिे. अशा िलावांमधये गंध
ननयंतर ाेवरे आवुयक आहे. ्टँडबाय महरून, या प्िावाि बफर महरून लीचेट बा्पीकरर
िलावांचया बांधकामाची करपना आहे.

• लीचेटचा उपचार: लीचेटचया उपचारांची आवुयकिा लीचेटचया अंनिम ्वरहेवाटवर
अवलंबून असिे. हे पलांट बंद ्वंडिने हडझाइन केलेले असरयाने, िसेच लँडहफल ऑपरेशन दरमयान
उतम पदिींचे पालन केले जाि असरयाने, कमीिकमी लीचेट ियार केले जाईल जे एकिर
लँडहफलमधये पसाररि केले जाईल, धूळ ननयंतरासााठ लँडहफलवर फवारले जाईल, ्वंडिजला
ओलसर ाेवणयासााठ वापरावे.

पाथनमक उपचार, जै्वक उपचारांसह ररवहसम ऑ्मिनसस युनन्ससह एक ्वशेि लीचेट उपचार पलांट
्था्पि केला जाऊ शकिि. ररवहसम ऑ्मिनससपासून हिरा-या नकारांवर मॅकेननकल वाफ रेकपेशन
हकंवा मरटीपल इफेकट बा्पी्वन (एमईई) वापरन एजजेटेड नथन हफरम डायर (एटीएफडी) वापरन
तयावर उपचार / ्वरहेवाट लाविा येईल. दि्ही पहकयेिून मीा आनर नकारांचा ननपटारा जवळचया
टीएसडीएफमधये केला जाईल हकंवा बॉयलरमधये एक्ति केला जाईल. एटीएफडी गलायकिकॉलेट अशक
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रलिअररंगसह संरनकि शेडमधये साावले जािील. सु्वधेमधये एटीएफडी लवरांचा सााा ९० हदवसांपेका
जा्ि नसेल.

कचऱयापासून उजाम केदापयरि सुमारे २१२ केएलडी सांडपारी ियार हिईल असा अंदाज आहे. ियार
केलेले सांडपारी पीएच समायिजनानंिर राख ्वझ्वणयासााठ आनर हररिप््यासााठ वापरले जाईल.
अंदाजे ८ केएलडी घरगुिी सांडपारी ियार हिईल असा अंदाज आहे. पारी वाचवणयासााठ बायि टॉयलेट
नस्टम ्था्पि करणयाचा प्िाव आहे. वैकनरपकररतया, ्टँड-बाय सेनपटक टँक महरून आनर
न्जवून टाकणयाचा खडडा पदान केला जाऊ शकिि

४.४.२.६ रेन वॉटर हावन््टंग आनर पावसाचया पाणयाचे वयव्थापन
पकरप वयव्थापन यंतरादारे पावसाचया पाणयाचा यिगय वापर करेल. यिगय उपचार (ओएंडजी टॅप)
अवलंबुन ्पपरावरील पारी गिळा केले जाईल, गिळा केलेले पारी ्व्वध वापरासााठ (धूळ दडपशाही,
मजरयावरील वॉनशंगज, टॉयलेट रलनशंग, हररिप्टा इ.) वापरले जाईल.

धररािील पाणयाचे ननचरा करणयाचया जागेवर हाकहाकारी धररांचया बांधकामादारे पषृ्ागावरील
पावसाचे पारी काढले जाईल. पलांटचया केताचया पावसाचया िीविेचया आधारे, वादळ पाणयाचा ननचरा
हिणयाची वयव्था ियार केली जाईल. पावसाचया वॉटर डेनेज नस्टममधये पावसाचया पाणयाची
घुसखिरी कायमकमिा सुधारणयासााठ यिगय अंिरावर धररांसह खुरया पषृ्ागाचया नारयांचे हडझाइन
केलेले जाळे आहे जेरेकरन सवम पावसाचया पारी किरतयाही पाणयाचा सााा न करिा कायमकमिेने
काढून टाकिा येईल.

या संद्ामि आवुयक ि्ांचा सरला घेणयाि आला आहे. रेन वॉटर हावन््टंग यासारखया कृ्तम
ररचाजम उपायांमुळे शहरी ्ागािील घट कमी हििे, ्ूजल पदिूर कमी हििे आनर बिअरवेलचे उतपादन
वाढिे ्ूजल साररी सुधारणयास मदि हििे.

४.४.२.७आवाजाचे पयामवरर
प्िा्वि पकरपािील मुखय आवाजाचे ािि टबामइन जनरेटर, डीजी सेट इतयादींचा असेल. टीजी
संचासााठ धवननक शेड उपलबध करन देणयाि येईल आनर िर डीजी सेटमधये ्विरला धवननक संलगन
आहे. आवाजाची पािळी ननयं्ति केली जािे

आवाजाचे पयामवरर आवाज कमी करणयाचे उपाय

हडझाइनचया टपपयावर धवनी ननयंतरासााठ पुरेसे उपाय केले जारे जसे क् आवाज-नननममिी कररारे
उपकररे जसे क् पंप, मिटसम इतयादी ाेवरे, एंहट-कंपन पॅड, बंद खिरया आनर ननमामतयाने
सुचवरयापमारे ननयनमि देख्ाल कररे. प्िा्वि काही शमन उपाय:
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 वयावसानयक सुरका आनर आरिगय संघटना (ओएसएचए) मानकांनुसार ्व्वध उपकररांचे
आवाज पािळीचे िपशील.

 उचच आवाज ननमामर कररारया सििांचा प्ाव कमी करणयासााठ यिगय संलगनक (पुरेसे
पथृक्) पदान कररे.

 इअर पलग, हेरमे्स, सेरटी शूज इतयादी गिषी कममचारयांना पीपीई हदले जाईल.
 पकरपाचया हदीि आनर र्तयांसह हररिप््याचा ्वकास

४.४.२.८ ्ू पयामवररावर हिरारे पररराम कमी करणयासााठ उपाययिजना

दयुयम पुनवामपर करणयाचया पयामयांचा ्वचार करन राख १४८ टीपीडी, कचरयापासून ऊजामनननममिीसााठ
ियार केलेरया ननन्कय कचरा २ टीपीडीची ्वच्िा्वियक लँडहफलमधये ्वरहेवाट लावली जाईल.
पावसाळयािील पावसाचे पारी येऊ नये महरून सांडपारी शुदीकरर पकरपािील कचरा आनर
अँजीटीटेड पािळ हफरम डायर (एटीएफडी) इतयादींचे मीा शेड अंिगमि ्विंत हाकारी साावले जाईल.
जाळणयाची राख, गाळ, एटीएफडी लवर अंनिम ्वरहेवाट लावणयासााठ जवळचया अनधकृि
टीएसडीएफकडे पाा्वले जाईल. या उपाययिजनांदारे ्ूमीवरील वािावररावर किरिाही पररराम हिरार
नाही असा अंदाज आहे..

४.४.२.९ लँडहफलचे पूवामनुमाननि प्ाव
प्िा्वि ्ू-्राव घनकचरा वयव्थापन ननयम २०१६ आनर सीपीसीबी आनर एमओईएफ आनर
सीसी यांचया मागमदशमकििवांचया अनुिंगाने ियार केला जाईल. प्िा्वि लँडहफलपासून पाणयाचया
वािावररावर (्ूजल / पषृ्ाग पारी) किरिाही नकारातमक प्ाव पडरार नाही. लाइनर नस्टम
्ूग्ामि पवेश करणयासााठ लीचेट टाळेल. लाइनर नस्टीम आनर अन्यां्तक् लँडहफल बांधकामांमुळे
किरतयाही दू् िििेचा मागिवा ाेवणयासााठ लँडहफलचया स्िविाल मॉननटररंग बिअरवेलची ्थापना
केली जाईल. ियार झालेरया लीचेटचा वापर ्वंडिवर फवाररीदारे केला जाईल आनर उवमररि लीचेटचा
उपयिग सौर बा्पी्वन हकंवा यां्तक् बा्प संकेप हकंवा एमईईसारखया यिगय उपचार पधदिीदारे केला
जाईल रयानंिर एटीएफडी हकंवा दि्ही पहकयेिील लवर आरडीएफने ््म केले जाईल.

४.४.२.१० समुदायावर हिरारा पररराम

सावमजननक सुरका: सावमजननक सु्वधेवर ्वपररि पररराम हिि असलेरया सु्वधांमधये असे अनेक
उपकम राबवले जाऊ शकिाि. मजबूि पयामवरर वयव्थापन यिजनेचया अंमलबजावरीमुळे पकरप
साइटचया जवळ राहराऱया समुदायांना किरतयाही दीघम मुदिीचया जिखीमांचा धिका सं्विि.
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सौदयमशाा: हररिप्टा पकरप साइटचया आसपास ्वकनसि केले जाईल, जे पयामवरराचे सौदयम
सुधारणयास मदि करेल.

४.४.२.११ पयामवररावर हिरारा पररराम
१९२७ पासून पकरप केत डनमपंग साइट महरून वापरला जाि आहे. आजूबाजूचया ्ागाि मुखयतवे
झिपडप््यांचा वयाप आहे. पकरप केताचया उतर, पूवक्डील आनर दनकर बाजूला खाडी पाहहली जािे.

वन्पिी: या खाडयांचया बाजूने काही खारफुटीची लागवड केली जािे. या वयनिररक केताि काही
्थाननक वन्पिी पजािी आहेि

पारी: पारी, पामुखयाने डुककर आनर कुती, िसेच मारसाचया जवळ राहणयास सकम अशा इिर पजािी
(शहरी पकी, उंदीर आनर काही क्टक) यांचा समावेश आहे. काही महशी देखील जवळचया ्ागािील
्थाननक असलेरया आढळरया. पकरप साइटचया जवळपासचया ्ागाि किरतयाही वग्कृि, लुापाय
हकंवा नामशेि पजािी आढळून आरया नाहीि. लँडहफल साइटवर पाणयांची नोद नवहिी. संजय गांधी
राषीय उदान पकरप केतापासून ९ हक.मी. हवाई अंिरावर आहे.

शमन उपाय

प्िा्वि पकरपानुसार पुरेसा हररिप्टा ्वकनसि केला जाईल रयामुळे सौदयामची न्थिी आनर हवेची
गुरवता सुधारेल. यामुळे साइटवरील पकी आनर पाणयांचा धिका कमी हिईल. एकदा डबरयूटीई पलांट
्था्पि झारयावर, खाडीि वाहरारे कचरा नननममिी आनर कचरा देखील लकरीय घटेल. याचा
खारफुटीवर सकारातमक पररराम हिईल..

४.४.२.१२ सामानजक अथमशााावर हिरारे पररराम
प्िा्वि सु्वधेमुळे पतयक व अपतयक रिजगार उपलबध हिणयाची शकयिा आहे आनर अभयासाचया
पररसरािील जवळपासचया गावांची सामानजक-आनथमक न्थिी वाढणयाची शकयिा आहे. प्िा्वि
पकरपामुळे सावमजननक वाहिूक, पारीपुरवाा दरूसंचार, नशकर, सावमजननक आरिगय आदी सु्वधांमधये
सुधाररा हिणयाची शकयिा आहे.



187 | P a g e
देवनार, मंुबई येथे सुमारे ४ मेगावॅट वीज नननममिीसााठ ‘६०० टीपीडी चा कचरा िे ऊजाम पकरपाचा प्िा्वि ्वकास’ या पकरपा सााठडारट

पयामवररीय प्ाव मुरयांकन अहवाल

अधयाय ५
वैकनरपक उपायांचे ्वशेिर (िंत्ान व साइट)

बहृतर मंुबई महानगरपानलकेने (ब.ृ मंु. म. न. पा) देवनार डनमपंग ााऊंडवर सुमारे ४
मेगावॅट वीज नननममिीसााठ ६०० टीपीडी कचरा िे ऊजाम पकरप ्वकनसि करणयाचा प्िाव
हदला आहे, तयामुळे प्िा्वि पकरपासााठ तयांना पयामय नाही.
५.१ वैकनरपक िंत्ान
िंत्ान आनर पकरपाची मांडरी
िां्तक पयामयांची संखया असिाना, पतयेकाची वेगळी यिगयिा आनर मयामदा आहेि, जी हदलेरया
्थाननक न्थिीसााठ यिगय ितं्ान ननवडणयास आमहाला मागमदशमन करिाि. कचरा कमी
करणयाचा, पुनवामपर करणयाचा आनर पुनवामपर करणयाचया चांगरया पयतांनिंरही िेथे उवमररि
कचरा नेहमीच ननकामी करावा लागिि
िेथे कचरा िे ऊजाम (डबरयूटीई) ितं्ान अशी एकूर उहद््ये खानलल पमाने आहेि.

 डनमपंग साइटवर कचरयाचे पमार कमी कररे.
 एसडबरयूएम ननयम, २०१६ अिंगमि ननकि पूरम कररे.
 पयामवरर संरकर अनधननयम १९८६ नुसार पयामवररीय ननकि आनर उतसजमनाचया मानदंडांची

पूिमिा कररे आनर
 शहरासााठ हटकाऊ कचरा वयव्थापन कररे.

वैकनरपक उपचार आनर ्वरहेवाट िंत्ान खानलल पमाने आहेि
 पायरिनलनसस / गॅनसहफकेशन
 पलाामा आकम
 बायिमेथेनेशन
 लँडहफरस बायिररएकटर (बायिररएकटर लैडहफल)
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आकृिी 36 िंत्ान

५.१.१ पायरिलायनसस

पायरिनलनसस महरजे उ्रिेचया अपतयक, बा् ाििाचा वापर करन काबमन-आधाररि
सामाीचे औन्रक कीर हिरे, सामा्यि: ४५० िे ७५० हडाी सेनरसयस िापमानावर,
्वनामूरय ऑनकसजन नसिानाही हकंवा जवळजवळ पूरम अनुपन्थिीि असिाना केलेलं कायम.
हे सेदीय साहहतयाचा अन्थर ्ाग काढून टाकिे, परररामी मुखयिर एच २, सीओ, सीओ २,
सीएच ४ आनर कॉमपलेकस हायडिकाबम् सचा बनलेला नसनगॅस ियार हििि. नसनगॅसचा वापर
बॉयलर, गॅस टबामइन हकंवा अंिगमि दहन इंनजनमधये केला जाऊ शकिि. अन्थर नसलेरया
सेहदय पदाथारचे नशरलक चार सामाी महरून सिडले जािे. अजै्वक पदाथारमधे िळाशी राख
ियार हििे रयास ्वरहेवाट लावरे आवुयक असिे, जरी काही पायरिनलनसस राख ्वटांचया
साहहतयाचया उतपादनासााठ वापरली जाऊ शकिे. काब्नॅनसयस चर, िेल आनर रवलनशील
वायू ियार करणयासााठ मुक ऑनकसजन नसिानाही पायरॉनलनससमधये सेदीय कचरयाचे
औन्रक कीरन हििे.

पायरिनलनसस हे एक जुने िंत्ान असूनही, बायिमास आनर कचरा सामाीवर तयाचा वापर
कररे िुलनेने अलीकडील ्वकास आहे. पायरिनलनससचा पयामयी शबद महरजे थम्नलनसस,
बायिमास ऊजाम पहकयेसााठ िां्तकद््या अनधक अचूक आहे कारर या पराली सहसा
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ऑनकसजनचया पूरम अनुपन्थिीऐवजी उपाशी-वायू असिाि. पायरिनलनससची सवम उतपादने
उपयुक असू शकिाि, परंिु वीजनननममिीसााठ मुखय इंधन महरजे पायरिनलनसस िेल. पहकयेवर
अवलंबून, हे िेल बॉयलरमधये जळि राहणयासााठ दव इंधन महरून हकंवा रेकपिकेहटंग
इंनजनमधये हडझेल इंधनचा पयामय महरून वापरले जाऊ शकिे, जरी यासााठ साधाररपरे पुढील
पहकया आवुयक असिे.

ारा्वक पायरिनलनसस सु्वधा:

ारा्वक पायरिनलनसस सु्वधेमधये खालील गिषी चालू आहेि:

 घनकचरा (१००-२०० οC) किरडे कररे.
 पदाथारचे पारंन्क ्वघटन, एच २ एस आनर सीओ २ )२५० हडाी सेनरसयस) चया

्वघटनची दीका.
 अँनलफटीक दवयांचया बंधांचे ििडरे - सीएच ४ आनर इिर अरफॅहटक पदाथारचे

पथृककरर (३४० हडाी सेनरसअस).
 काबमनमधील उतपाहदि सामाीचे समदृीकरर (३८० οC)

 सी - ओ आनर सी - एन (४०० οC) बंधांचे बेक.
 इंधन सामाी आनर डांबर (४०० - ६०० οC) मधये किळसा टार सामाीचे रपांिरर.
 उ्रिेस पनिरिधक पदाथारचे ्वघटन - सुगंनधि पदाथारची नननममिी (६०० हडाी

सेनरसयस).
 सुगंधी पदाथारचे उतपादन, बूटाडीन इतयादीसारखया सेहदयांपासून हायडिजन काढून

टाकणयासााठ पहकया इ. (> ६०० हडाी सेनरसयस).

आकुिी 37 ारा्वक पायरिनलनसस पराली



190 | P a g e
देवनार, मंुबई येथे सुमारे ४ मेगावॅट वीज नननममिीसााठ ‘६०० टीपीडी चा कचरा िे ऊजाम पकरपाचा प्िा्वि ्वकास’ या पकरपा सााठडारट

पयामवररीय प्ाव मुरयांकन अहवाल

 पनिहकया पहकया:
 सुरवािीला हिरारया पनिहकयांचे ्वघटन हििे, जेथे कमी अन्थरिेचे सेहदय घटक इिर

अन्थरांमधये रपांिररि हििाि:
 CxHy →CcHd + CmHn
 नशवाय, पायरिनलनसस पहकयेचया पारं्ीचया टपपयावर, घनिेचे पमार, हायडिजन काढून टाकरे

आनर ररंग ियार करणयाचया पनिहकयांचा समावेश हििि रयामुळे कमी अन्थरिेचया सेहदय
पदाथारपासून घन अवशेि ियार हििाि.

 CxHy →CpHq + H२ + coke

 ऑनकसजनचया अन्ितवाचया बाबिीि, सीओ आनर सीओ २ ियार हििाि हकंवा पाणयाशी संवाद
साधरे शकय आहे. उतपाहदि किक Ο२आनर सीओ २ मधये बान्पकृि केला जाऊ शकिि.

 पायरिनलनसस उतपादने दव, घन आनर वायूयुक असू शकिाि. कचरा मधील बहुिेक सेहदय
पदाथारवर पायरिनलनससचा अभयास ७५ - ९०% अन्थर पदाथारमधये िर १० - २५% पयरि घन
अवशेि (किक) पयरि हििि. िथा्प, आदमिा आनर अजै्वक पदाथारचया अन्ितवामुळे, अन्थर
पदाथारचे पमार ६० िे ७०%आनर किक ३० िे ४०% दरमयान असिे.

 पायरिनलनसस सु्वधेचे यश्वी ऑपरेशन करणयासााठ, पदिीचया ्वकासादरमयान हिि
असलेरया जहटल पहकयेमुळे सिि ननयंतर आवुयक आहे. नशवाय, धािू आनर काचेचा
समावेश नसलेरया किरतयाही पमुख रचना न््निेसह घन कचरा सिि आधारावर (ािि
हकंवा यां्तक पथृककररानंिर ्व्किेचया यश्वी अंमलबजावरीनंिर कचरा वापररे) हदले
पाहहजे. यावयनिररक, याबदल ्वशेि काळजी घेरे आवुयक आहे

 पायरिनलनसंग मटेररयलपासून ियार हिरारी उतपादने एक घन अवशेि आनर कृ्तम वायू
(नसनगॅस) असिाि, िर काही अन्थर घटकांमधये टार आनर िेल ियार हििाि आनर पु्हा
वापररया जाऊ शकिाि. घन अवशेि (कधीकधी चार महरून वरमन केलेले) न जाळरारी
सामाी आनर काबमन यांचे नमशर असिे. नसनगॅस वायंूचे नमशर आहे (रवलनशील घटकांमधये
काबमन मिनिऑकसाइड, हायडिजन, नमथेन आनर इिर वहीओसीची ्व्ििृ शृखंला समा्वष
आहे). तयािील पमार िेले, मेर आनर टार ियार करणयासााठ वापरले जाऊ शकिे. नसनगॅस
सामा्यि: १० िे २० एमजे / एनएम ३ दरमयानचे शुद उ्मांक असिे. आवुयक असरयास,
संकेप करणयायिगय अपूरारक दव इंधन महरून वापरणयासााठ, नसनगॅस थंड करन गिळा केला
जाऊ शकिि.

िका 52 पायरिनलनससचे फायदे आनर ििटे

फायदे ििटे
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1. कमी ऑनकसजन वापरन, कमी हवेचे
उतसजमन हिऊ शकिे.

2. उतसजमन ननयं्ति कररे सिपे आहे
कारर िे दू् िि पदाथम काढणयासााठ
्कब केले गेले आहेि.

3. पलांट मॉडयूलर आनर लवनचक
असिाि

4. िे ियार करणयास वेगवान आहेि.
5. पहकया मानक रवलनशीलिेपेका

अनधक उपयकु उतपादन देिाि - गॅस,
िेल आनर घनदाट िेल इंधन महरून
वापरले जाऊ शकिे हकंवा शुद आनर
पेटि-रसायने आनर इिर
अनपुयिगांसााठ फ्ड्टॉक महरून
वापरले जाऊ शकिे.

6. गॅस इंनजनदारे (आनर सं्ावय इंधन
सेल) अनधक प्ावीपरे ऊजाम
नननममिीसााठ नसन गॅसचा वापर केला
जाऊ शकिि, जेवहा ्टीम टबामइ्सदारे
रवलनशीलिेने कमी कायमकमिेने ऊजाम
ननमामर केली जािे.

7. जर नसंथेहटक दव इंधनांचया
उतपादनाशी संबंनधि अथमशाा बदलले
िर घनकचऱयाचया औन्रक
पहकयेसााठ पायरिनलनसस ही
आनथमकद््या वयवहायम पहकया असू
शकिे.

1. जा्ि ओलावा असलेरया कचरयाचया
बाबिीि शुद उजाम पुनपामाीचा तास
हिऊ शकिि.

2. पायरिनलनसस िेलाचा उचच नचकटपरा
तासदायक असू शकिि कारर तयाचया
वाहिुक्मुळे रवलन हिऊ शकिे

3. साितयपूरम हफड्टिक ियार
करणयाचया अडचरींबदल नस्टमची
मूळ जहटलिा आनर नस्टम
हडझाइनरचे कौिुक नसरे हे
अपयशाचे कारर हििे.

4. इिर ििटे व्िुमान ््म
करणयाइिकेच आहेि.
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५.१.२ पला्मा आकम गॅनसहफकेशन

पलाामा आकम गॅनसहफकेशन ही बहु-चरर पहकया आहे जी आयनीकृि वायंूचा वापर करन सूयामचया
पषृ्ागाचया िापमानापेका ३ पट जा्ि िापमान ियार करन आपरया मूळ आकाराचया १/३०० वया
वायूचा नाश कर शकिे.

ही पहकया घटक रेरंूमधये घुसून आनर नसंथेनसस गॅस (नसंगॅस) ियार करन जैवइंधन, नसंथेहटक इंधन
ियार करणयासााठ हकंवा हायडिजन ियार करणयासााठ हकंवा फक महरून बन्वरया जारारया
नसंथेनसस गॅसची नननममिी करन जवळजवळ सवम पकारचया कचरा सुरनकिपरे सामिरे जाऊ शकिे.
वाफेवर हकंवा वीजनननममिीसााठ इंधन (जीवाुम इंधन बदलून) महरून.

पलाामा आकम गॅनसफायरचे कायम

आकृिी ३८ मधये दाखवरयानुसार पलाामा आकम गॅनसहफकेशन पहकयेचे ४ टपपे

आहेि

आकुिी 38 पलाामा आकम गॅनसफायरचया पहकया ्टेजचे रलि डायााम

पहहला टपपा: फ्ड हािाळरी

कचरा फ्ड नस्टममधये ्विररि केला जािि. पलाामा अनसन्टड गॅनसहफकेशन पकार कचरा िे उजाम
िंत्ानाचे वैनश््य महरजे तयाची कचरा पहकया लवनचक असिे. घन, दव आनर वायूयुक टाकावू
पदाथारचे संयिजन पराली कर शकिे. नंिर घनकचरा पूवम-पहकयेचया पहकयेिून जािि जेथे फ्ड
निजलमधये अडथळे येणयापासून रिखणयासााठ तयास लहान िुकडे केले जािाि.

टपपा २: गॅनसहफकेशन

तयानंिर कचरा एका वायूमागाममधून जाि असिि रयामुळे वायू वािावरराि जाणयापासून रिखिाि.
पलाामा गॅसीफायर कचरा फ्ड गॅनसफाइसााठ आवुयक उ्रिा पुरवणयासााठ बेसवर पलाामा टॉचमसह
एक इ्सुलेटेड एअर-टाइट कंटेनर आहे. ए्डिथनममक गॅनसहफकेशन पहकया चाल्वणयासााठ आवुयक
असलेरया उ्रिेचा ्ाग पदान करणयासााठ पलाामा टॉचम फ्ड्टॉकमधून एकूर उजाम (एकूर ऊजच्या
२-५%) उपलबध असलेरया उज्चा अगदी थिडासा ्ाग वापरिाि. आंनशक दहन आवुयक उ्रिेचे
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नशरलक पदान करिे. टॉचम पॉवर ्वयंचनलि ननयंतर परालीदारे ननयं्ति केली जािे, जी फ्ड्टॉकचया
सं्ावयि: अतयंि पररविमनीय ननसगामसााठ गॅनसहफकेशनची पररन्थिी समायिनजि करिे. पलाामा चाप
पलाामा टॉचमचया मधयेअसिि आनर महरूनच कचरा सामाी थेट पलाामा चापचया अधीन नसिे.
िथा्प, पलाामा टॉचम कचरा फ्ड ्टॉकचया दहन आनर धािू आनर अजै्वक पदाथारचया
्विळ्वणयाचया ्बंदपेूका जा्ि असलेरया िापलेरया िापमानावर कायम करिे. गॅनसहफकेशन
पहकयेसााठ ऑनकसजनचा ािि पदान करणयासााठ आनर एच २: सीओ गुरितर ननयं्ति करणयासााठ
टॉचमचया वर एकिर हवा हकंवा ऑनकसजन आनर / हकंवा ्टीम इंजेकशन हदली जािे. महिवाचे
महरजे गॅनसहफकेशन ऑनकसजनची कमिरिा वािावररामधये उदविे, जसे क् रवालाााही नसन गॅस
उतपादन ननम्ि रलू गॅसऐवजी ियार केले जािे, जे सवम फ्ड सामाीचे संयिजन केले असरयास असे
हिईल.

टपपा ३: गॅस शीिकरर
गॅनसफायर चेबर सिडरयानंिर नसनगॅस हफरटरेशन नस्टमचया मानलकेिून जािाि नजथे िे पाणयाचे
इंजेकशन वापरन थंड केले जािे. शीिकरर पहकया डायऑनकसन आनर रयूर्सचया नननममिीस पनिबंध
करणयासााठ कायम करिे कारर या अननष संयुगे ्वनशष िापमान शरेीि ियार हििाि. एनओएकसची
माता कमी करणयासााठ आनर तयाला वािावररीय नायटिजन आनर पाणयाि रपांिररि करणयासााठ
कॅलॅहटक घटांची मानलका ियार करणयासााठ गॅस पु्हा गरम केला जाईल. ्कबसमची मानलका तयानंिर
किरिेही ऍसीड, कलिराईडस, रलिराईडस, सरफे्स, फॉ्फे्स, सिहडयम आनर कॅनरशयम काढून टाकेल.

टपपा ४: नसंगल सफाई
्कबसमची मानलका तयानंिर किरिेही ऍसीड, कलिराईडस, रलिराईडस, सरफे्स, फॉ्फे्स, सिहडयम
आनर कॅनरशयम काढून टाकेल. पलाामा गॅनसफायरचे मुखय उतपादन नसंथेनसस गॅस (नसं गॅस) पॉवर
पलांटमधये इंधन ािि महरून वापरला जाऊ शकिि हकंवा हायडिजन ननमामर करणयासााठ पुढील
उपचार केला जाऊ शकिि. हे ाामीर आनर औदिनगक केताि पॉनलमर, रसायने, जैव ईधन (इथेनॉलसह),
खिे, दाब एजं्स आनर बरेच काही उतपादनांमधये देखील वापरले जाऊ शकिे.

िका 53 पलाामा आकम पहकयेचे फायदे आनर ििटे

फायदे ििटे
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1. दहन / रवलन िंत्ानाचया िुलनेि
हे वािावररािील पदिूर कमी करिे.

2. ितं्ानाचया दषीने, सामा्य ऑपरेशन
दरमयान नायटिजन आनर सरफरचे
ऑकसाईड उतसनजमि हिि नाहीि
कारर ऑनकसजनचया अनुपन्थिीि
ही पराली कायम करिे.

3. ्विारी पदाथम ए्केपयुलेटेड हििाि
आनर महरूनच दहन / गॅनसफायर
पहकयेदारे सिडलेरया ्विारी राखापेका
हािाळणयास िे अनधक सुरनकि
असिाि.

4. ्वच् िंत्ान
5. याचे अवशेि कमी पमाराि उरिाि.

1. पलाामा आकम िंत्ान अतयंि महाग
आहे.

2. पलाामा टॉचम फारच महाग असिाि
आनर वारंवार बदलणयाची आवुयकिा
असिे.

3. पलाामा टॉचमचया वारंवार बदलीमुळे
शटडाऊनची संखया डाउनटाइम वाढिि.

५.१.३ बायि-नमथेनेशन / अनरि्बक डायजेसन िंत्ान

कचरयाचे सेहदय अंश ्व्ानजि केले जािाि आनर बंद कंटेनरला (बायिगॅस-डायजे्टर)
अनारि्बक पररन्थिीि हदले जािाि; सेहदय कचरा बायि डीाेडेशन कररिे नमथेन युक
बायिगॅस आनर सांडपारी / गाळ ियार करिे. या पहकयेि नमथेन युक बायिगॅस इंधन ियार
करणयासााठ ओरया सेहदय कचरयाचे ्वघटन कररे आनर कंपि्ट ियार करणयासााठ
वापररया जारारया उवमररि गाळचा समावेश आहे. साधाररि: १००-२०० मी ३ गॅस पनि टन
सेदीय एमएसडबरयू ियार हििि जि पचन हििि. बायिगॅस वाफ हकंवा वीज नननममिीसााठ
वापरिा येिि.

बायिमेथेनेशन पहकयेमधये केवळ सेहदय पदाथारवर उपचार केले जािाि महरूनच पुनवामपर
करणयायिगय अ्वघटनशील कचरयाचया वयव्थापनासााठ ्विंत उपचार पराली आवुयक
असेल. पहकयेसााठ जनमनीची महिवपूरम आवुयकिा आनर अ्वघटनशील कचरयासााठ ्विंत
उपचार परालीची आवुयकिा ्वचाराि घेिली जाईल. या अहवालाि पुढील चच्सााठ
बायिमॅथेनेशन िंत्ान अपररहायम मानले गेले आहे
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िका 54 बायिमेथेनेशन िंत्ानाचे फायदे आनर ििटे

फायदे ििटे
1. वायू आनर दव उतसजमनासााठ

जबाबदार असलेरया सम्याा्ि
सेहदय कचरा काढून टाकणयासााठ
लँडहफल वयव्था्पि कररे सिपे
करिे.

2. बायिमेथेनेशन पलांटसााठ फ्ड्टॉक
नूिनीकरर करणयायिगय ािि
आहे. या पहकयेदारे ननमामर हिरारी
उजाम जीवाुम इंधनाची मागरी
कमी करणयास मदि कर शकिे.

3. ितं्ानामुळे वािावरराि हररिगहृ
वायूचे उतसजमन कमी हििे.

4. डायजे्टेटचा वापर देखील खि
नननममिीमधये नसंथेहटक इंधन वापर
कमी करन या घटाि ्ाग घेिे, ही
उजाम केहदि पहकया आहे.

5. शेवटचे उतपादन मािीचे कंहडशनर
महरून वापरले जाऊ शकिे

6. ्वच् िंत्ान
7. लिकांदारे ्वीकायम
8. पयामवररीय धवनी
9. जर पलांट सााठ यिगय जैव-

वग्करर करणयायिगय खाद पुरवले
गेले िर ्ारिीय पररन्थिीसााठ
यिगय आहे.

10. सुरवािीचया काळाि पलांटचे यिगय
हडझाइन आवुयकिेनुसार सहज

1. केवळ सेहदय पदाथारसााठ उपयुक आहे
आनर नमश कचरयासााठ वापरिा येरार
नाही.

2. सेहदय कचरयाचे ्वरप विम व
हाकारानसुार बदलू शकिे. यामुळे सी /
एन गुरितराि फरक हिऊ शकिि आनर
गॅस उतपादनावरील दरावर पररराम हिऊ
शकिि.

3. पलांट िाबयाि घेणयाची वेळ सुमारे ३०-
५० हदवस असिे. पहकयेसााठ आवुयक
असलेली जागा लकरीयरीतया जा्ि
आहे.

4. िुलनेने महाग आनर मिठया ्ांडवलाची
गुंिवरूक आवुयक आहे.

5. पहकयेिील सांडपारीमधये धािू,
नायटिजन आनर सेहदय पदाथारचे पमार
जा्ि असू शकिे.

6. वेगवेगळया पकारचया जीवारूंचया जहटल
संगिीमुळे, डायजे्टसममधये बेकडाउनचा
धिका जा्ि असिि आनर तयाचे
ननयंतर कररे काठर असू शकिे.

7. कचरयाचे मिाे िुकडे जर नस्टममधये
नशरले िर पाईपसमधये अडथळा येऊ
शकिि; यामुळे अडचरी उदविाि,
्वशेिि: सिि यतंरेि असे हिऊ शकिे.
यिगय उपाययिजनांनी हे टाळिा येऊ
शकिे.
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मिजिा येिे. 8. जवळपासचया केताि अंनिम उतपादनाचा
वापर न केरयाने वन्पिी ्थापना
अयिगय हििे.

5.1.4 लँडहफल

लँडहफल किरतयाही चांगरया पकारे हडझाइन केलेरया एमएसडबरयू वयव्थापन परालीचे महिवपूरम
घटक आहेि. इिर सवम एमएसडबरयू वयव्थापन पयामय वापररयानंिर िे शहराचया एमएसडबरयूचे
अंनिम ्ांडार आहेि. बरयाच बाबिीि, एमएसडबरयू गिळा झारयानंिर लँडहफल हा एकमेव
एमएसडबरयू मॅनेजमेट पयामय आहे. लँडहफलचे सुरनकि आनर प्ावी ऑपरॅटॉन संपूरम एमएसडबरयू
मॅनेजमेट नस्टमचया धवनी ननयिजन, पशासन आनर वयव्थापनावर अवलंबून आहे. लँडहफलचे िीन
पकार आहेि उदा. सेनेटरी लँडहफल, बायिरॅकटर लँडहफल, नसकयुअर लँडहफल (अहकय कचरयासााठ)

सॅननटरी लँडहफल महरजे पािळ थरांमधये कचरा पसरवणयासााठ, वै्ाननकद््या ियार केलेरया
्ूमीचया हाकारी घनकचरा कचरा टाकणयाची पहकया, अगदी लहान पमाराि कॉमपॅकट कररे आनर
दररिज मािीसह झाकरे. ्वदमान / नमश कचरा ्वरहेवाट लावणयाकररिा सेनेटरी लँडहफल हा चांगला
पयामय असेल. नमश कचरयामधये सेहदय सामाीचया उपन्थिीमुळे लँडहफलमधये अन्ितवाि असलेरया
एनरि्बक अव्थेिून नमथेनसारखा लँडहफल वायू परि नमळू शकिि. सॅननटरी लँडहफलमधील
सु्वधांमधये लीचेट संकलन आनर उपचार पराली, ्ूजल आनर पषृ्ागावरील पाणयाचे पदिूर
टाळरारी वादळ जल वयव्थापन पराली यांचा समावेश आहे.

बायिरॅकटर लैडहफल ही एक करपना आहे जी आिा हदवसांमधये लक वेधून घेि आहे. बायिररएकटर
लैडहफल ही एक सॅननटरी लँडहफल आहे जी बायिररऍकटर पहकयेचया अंमलबजावरीचया ५ िे १०
विारचया आि सहजिेने आनर मधयम पमाराि ्वघहटि सेदीय कचरा घटकांचे रपांिर आनर न्थर
करणयासााठ वनधमि मायकिजै्वक पहकयेचा वापर करिे. बायिररएकटर लैडहफल सेदीय कचरा कुजरे,
रपांिरर दर आनर पहकयेची कायमकमिा या केताचया कायमकेताि लकरीय वाढविे. “बायिरॅकटर
लैडहफल” ननयंतर व पहकया ऑनपटमायझेशन पदान करिे, पामुखयाने लीचेट हकंवा इिर दव सुधाररे,
सांडपारी गाळ हकंवा इिर दरु्तया, िापमान ननयंतर आनर पििक पूरक पदाथारची ्र घालणयादारे
केली जािे. तयापलीकडे बायिरॅकटर लैडहफल ऑपरेशनमधये हवेची ्र घालरे समा्वष असू शकिे.
कचरा बायिहडाेडेशन यंतरेचया आधारावर, एनारि्बक बायिएरेकटसम, एरि्बक बायिरेटसम, आनर एरि्बक-
अनेॅरि्बक (हायबीड) बायिररएकटसमसह ्व्वध पकारचे "बायिएकटर लैडहफल" ियार केले गेले आहेि
आनर जगाि ऑपरेट केले गेले आहेि.
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संरनकि लँडहफल महरजे ााउंडमधये काळजीपूवमक इंनजननयर केलेले औदानस्य (हकंवा जनमनीचया
वरचया बाजूस बांधलेले) रयाि आसपासचया वािावरराचे पदिूर टाळणयासााठ कचरा टाकला जािि.
सुरनकि एमएसडबरयू लँडहफल केवळ पुननमवीनीकररासााठ हकंवा जै्वक पहकयेसााठ यिगय नसलेले,
कचरा नसलेला, ननन्कय कचरा आनर इिर कचरापुरिे मयामहदि असरे आवुयक आहे.

लँडहफल हडझाइन करणयापूव् रया महतवाचया वैनश््यांचा ्वचार केला पाहहजे तयामधये हे समा्वष
आहेर

 साइट ननवड
 साइटवरील सु्वधा
 जमीन ्रणयासााठचे िपशील
 पदिूर पनिबंध
 पाणयाची गुरवता देखरेख
 लँडहफल साइटवर वकृारिपर
 लँडहफल साइट आनर पि्ट काळजी बंद

प्िा्वि पकरपाि नगरपानलकेचया घनकचयावर पहकया करन मूरयवनधमि उतपादनांमधये रपांिर केले
जाईल. प्िा्वि पकरपासााठ शेवटी केवळ उवमररि जागा बाक् आहेि

५.१.५ गॅनसहफकेशन
गनॅसहफकेशनमधये हवा / ऑनकसजनचया मयामहदि पमाराि उपन्थिीि उचच िापमानाि सेहदय
पदाथारचे थममल ्वघटन हििे, रयाि मुखयि: दहनशील आनर अरवालाााही वायू (काबमन मिनिऑकसाइड,
हायडिजन आनर काबमन डाय ऑकसाईड) यांचे नमशर ियार हििे. तयाि एखादा पदाथामचे आंनशक
ऑकसीकरर समा्वष हििे रयामधये असे सूनचि हििे क् ऑनकसजन जिडला गेला आहे परंिु इंधन
पूरमपरे ऑनकसडाइझ हिऊ देणयास आनर संपूरम दहन हिणयास पमाराि पुरेसे नाही. पहकया मिठया
पमाराि एकझिटरनमक आहे परंिु गनॅसहफकेशन पहकया सुर करणयासााठ आनर हटक्वणयासााठ काही
उ्रिेची आवुयकिा असू शकिे. गनॅसहफकेशनचे मूरयांकन करिाना, एमएसडबरयूचे यिगय फ्ड
मटेररयलमधये रपांिर करणयासााठ आवुयक असलेरया पूवम-पहकयेची पदवी ही एक पमुख ननकि आहे.
अवग्कृि एमएसडबरयू गनॅसहफकेशनसााठ यिगय नाही कारर तयाचया घटक घटकांमधील न््न
रचना आनर आकार न््न आहेि. याि अवां्नीय सामाी देखील असू शकिे जी पहकया हकंवा
उतसजमन ननयंतर परालीसह ्वधवंस कर शकिे. जरी फुल-्केल आनर पायलट ्केल युनन्सनी
्वशासाहम ननकाल दशम् वला आहे, िरी वजन नसलेरया गनॅसफायसमना यश आले नाही. महरून मॉडयूलर
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दहन युननट गनॅसहफकेशन नस्टम वगळिा वयावसानयक ितं्ान मानणयाइिके मयामहदि महतव आहे.
िका 55 गॅनसहफकेशचे फायदे आनर ििटे

फायदे ििटे
1. हे कमी ऑनकसजन वािावरराि हििे

जे डायऑनकसन ियार करणयास
मयामहदि करिे आनर मिठया पमाराि
एसओएकस आनर एनओएकस
मयामहदि करिे.

2. यावयनिररक, यासााठ दहन करणयासााठ
आवुयक असलेरया ऑनकसजनचया
्टिनचओमेहटक पमाराि फक एक
अपूरारक आवुयक आहे. परररामी,
पहकयेचया वायूचे पमार कमी हििे,
रयासााठ कमी आनर कमी हकमिीचया
गॅस साफसफाईची उपकररे आवुयक
असिाि.

3. कमी गॅस वहॉरयूमचा अथम ऑफ-
गॅसमधील दू् िि घटकांचा उचच
आंनशक दबाव देखील असिि, जि
अनधक संपूरम शििर आनर
पाहटमकयुलेट कॅपचरला अनुकूल
बन्विि..

4. शेवटी, गॅनसहफकेशनमुळे इंधन वायू
ियार हििि जि एक्ति सायकल
टबामइ्स, रीपपिकेहटंग इंनजन आनर
सं्ावयि: पारंपाररक ्टीम
बॉयलसमपेका इंधन ऊज्ला ्वजेचया
रपाि पररवि्ि बदलू शकिि.

1. गॅनसहफकेशनचया वेळी उतपादनाचया
गॅसमधये टासम, हेवी मेटल, हॅलिजे्स
आनर अरकधम्य संयुगे सिडले
जािाि आनर यामुळे पयामवररीय
आनर ऑपरेशनल सम्या उदवू
शकिाि:
i) टासम हे उचच आनणवक वजन

सेदीय वायू असिाि जे सुधाररि
उतपेरक, सरफर ररमूनवहंग नस्टम,
नसरेनमक हफरटर नष करिाि
आनर बॉयलरमधये आनर इिर
धािू आनर अपविमक पषृ्ागांवर
्लॅनगंगची घटना वाढविाि.

ii) अरकनलस काही गॅनसहफकेशन
नस्टममधये वापररया जारारया
रलूइडयुक बेडमधये एक्तकरर
वाढविे आनर रवलन दरमयान
गॅस टबामइ्स नष कर शकिि..

iii) अवजड धािू हे वािावरराि
सिडरयास ्विारी असिाि िसेच
जमा हििाि.

iv) वािावरराि उतसनजमि झारयास
हलिजेन संकारक असिाि आनर
आमल पावसासााठ काररी्ूि
असिाि.

,



199 | P a g e
देवनार, मंुबई येथे सुमारे ४ मेगावॅट वीज नननममिीसााठ ‘६०० टीपीडी चा कचरा िे ऊजाम पकरपाचा प्िा्वि ्वकास’ या पकरपा सााठडारट

पयामवररीय प्ाव मुरयांकन अहवाल

५.१.७ ््म (Incineration) पहकया
रवलन हे कचरा उपचार करणयाचे ितं्ान आहे रयामधये सेदीय साहहतय आनर / हकंवा पदाथारचा
रवलन समा्वष आहे. रवलनासााठ इंधनचे संपूरम ऑनकसडाइझ करणयासााठ पयामा पमाराि
ऑनकसजन आवुयक आहे. रवलन संयंत दहन िापमान ८५० हडाी सेनरसयसपेका जा्ि आहे आनर
कचऱयाचे कॅलरीहफक मूरय १२०० हकलि कॅलिरी / हकलिाामपेका जा्ि असावे. के. क्िरुीरंगन आनर
एसडबरयूएम ननयम, २०१६ चा टा्क फिसम अहवाल हा कचरा वयव्थापनासााठ जा्िीि जा्ि चांगला
पयामय असरयाचे समजिे.

िका 56 जाळणयाचे फायदे आनर ििटे

फायदे ििटे
1. ््मसाि हिणयाचा मुखय अवशेि

महरजे वहॉरयूम-कमी अकाबमननक
राख, रयाि ्ूमीमधये ्वरहेवाट
लावरयास नमथेन ियार करणयाची
अकरशर कमिा नसिे.

2. इिर कचरा ्वरहेवाट लावणयाचया
ितं्ानाचया (कमीिकमी जनमनीची
आवुयकिा) िुलनेि हकमान जमीन
आवुयक आहे.

3. कचरा जाळणयामुळे उ्रिा आनर
ऊज्ची नननममिी हििे रया पहकयेमधये
वाफ ियार हििे (कचरा िे उजाम)

4. बांधकाम ्वटा बन्वणयासााठ राख
वापरली जाऊ शकिे आनर अशा
पकारे लँडहफल कमिेची आवुयकिा
कमी केली जािे.

5. उतपाहदि अवशेि, राख आनर ्लॅग
िसेच ्वकनसि रलू गॅस गंध-मुक
असिाि.

6. कचरा जाळणयासााठ आवुयक कचचा

1. रवलनशील पलांट मधये आवुयक
असलेले वायू पदिूर ननयंतर
उपकररे िुलनेने महाग आहेि.

2. पलांटचया सुल् ऑपरेशनसााठ
पलांटची प्ावी आनर वेळेवर देख्ाल
कररे आवुयक आहे. याचा पररराम
उचच ओ आनर एम खचाममधये हििि.

3. पलांटला कुशल कामगार / कममचारी
आवुयक आहेि, रयामुळे जा्ि वेिन
नमळिे.

4. रलू गॅस साफसफाईचे अवशेि जर
यिगय पकारे हािाळले नाहीि िर
वािावरर दू् िि कर शकिाि.
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माल नगरपानलकेचा असरयाने,
जीवाुम इंधनांचा वापर कमी
करणयास मदि करिे.

7. पदिूर ननयंतरासंद्ामि यिगय
उपाययिजना केरया गेरयास,
एमएसडबरयू उपचारांसााठ
््मसािपरा ्वच् िंत्ानाचा
पयामय महरून कायम कर शकिि.

५.२ िंत्ानाची ननवड
एमएसडबरयूचया पहकयेसााठ अनेक थममल िंत्ान उपलबध आहेि, िथा्प देवनार बाजूचया
िंत्ानाचया ननवडीसााठ आवुयक असराऱया गं्ीर बाबींचा ्वचार करिा जसे क् जमीन
उपलबधिा, ्ांडवली गुंिवरूक, कचरा वैनश््य, उजाम कमिा,ऑपरेशनचा ्केल इतयादी. आहेि.

 पायरिलायनसस
 गॅनसहफकेशन
 रवलन (पहकया केलेले हकना पहकया न केलेले)

िीन िंत्ानाचा िपशील पुढील िकतयाि देणयाि आला आहे.
िका 57 िीन िंत्ानाचा िपशील
पररमारे गॅनसहफकेशन पायरिलायनसस रवलन

पदि थम्केनमकल थम्केनमकल औन्रक

उतपादन उतपादक गसॅ, नसगंसॅ , बायिचर बायििेल, बायिचर,
पायरिलायहटक गसॅ

उ्रिा , राख

पहकया ििव आंनशक ऑनकसडेहटवह रपांिरर घटातमक पररविमन पूरम
ऑनकसडेहटवह
रपांिरर

फ्ड्टॉकची आवुयकिा कृ्तम आनर जै् वक उतपतीचा
किरडा कचरा

कृ्तम आनर जै् वक
उतपतीचा किरडा
कचरा

कृ्तम आनर
जै् वक उतपतीचा
किरडा कचरा

िापमानाची आवुयकिा (oC) ५०० – १८०० २५० - ९०० ८०० – १४५०
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हकंमि (्ांडवल आनर ओ
आनर एम)

उचच उचच मधयम उचच

्ारिािील पमखु उदयि्मखु नसद नाही पमखु

््व्यािील सं् ावयिा उचच कमिा मधयम मधयम

प्ावी कायमकाळ ७० - ८० ७० – ८० ५०-६०

पयामवररीय मदेु ्विारी वायू, सेहदय कंपाऊंड
उतसजमन, चार उतपतीची नचंिा

मयामदा डांबर जमा,
चार आनर अन्थर
सेहदय उतसजमन
महरनूच राहहली
आहेि

राखेचा ााव
आनर वायंूचे
आंनशक दहन
पासनू मयामदा
महरनू उतकांिी.

टीप -
एसडबरयूएम
ननयम २०१६
उतसजमन मानक
ननन्ि करिे

फ्ड्टॉक पीपिसेनसगं पदि फिडरे आनर सकुवरे सकुवरे सकुवरे

परवानगी असलेरया
ओलावामधये फ्ड्टॉक असिाि

<१५% <१५% ५०%

उप पकार पहकया हफक्ड बेड, ररयुलाइरड बेड
आनर इंटे्ड रलि गसॅीफायसम

जलद आनर धीमा
पायरिलायनसस

मास बनम
मॉडयूलर आनर
आरडीएफ रवलन
पराली

इंधन उतपादनांचा वापर उ्रिा आनर उजाम अनुपयिग .
वाहिूक इंधन

वीज आनर उ्रिा
नननममिी. रासायननक
वयुतप्न
सशेंिरासााठ
फ्ड्टॉक

उ्रिा आनर
उजाम अनुपयिग

ऊजाम सरु करा ( kWh/l) ३३९ ३३९ ७७.८

उजाम उतप्न हििे ( kWh/l) ६८५ ६८५ ५४४
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घन घटक (kg/T) १२० १२० १८०

डबरयूटीईसााठ िंत्ानाची ननवड करणयाचे अनेक अहवाल आनर ि्ांची मिे आहेि. देवनार
येथील पकरपासााठ िंत्ानाचया ननवडीमधये क्िुरीरंगर िर् सनमिीचा ननरमय समथमन
मॅहटकस हकंवा केदीय द्षकिन आनर एनईईआरआयची ननवड या संद्ामि ्ारिीय संद्ामिील
काही महिवपूरम अहवाल पकानशि झाले आहेि. कचरा वयव्थापनाचया संद्ामि डबरयूटीईसााठ
टा्क फिसमचया क्िुरीरंजन अहवालाि अनेक डबरयूटीई िंत्ानाचया पयामयांना सापेक
्किअररंग देणयाि आली आहे. पतयेक युननटचया ऑपरेशनसााठ केदीकृि आनर ्वकेदीकृि
परालीची यिगयिा सिड्वणयासााठ १ टीपी १० )कमीिकमी फायदेशीर ारेल) चया शरेीमधये
गुरांकन हदले गेले आहे. एमएसडबरयू वयव्थापनािील पतयेक संघहटि कायामसााठ गुर
सुच्वणयामागील यु्कवादाची ि्ांना माहहिी करन हदली गेली. ्किअर िां्तक वयवहायमिा,
वयव्थापक्य, सामानजक ्वीकृिी, ऑपरेशन आनर देख्ाल ला्, ्ांडवली हकंमि
आनर पुनवामपर कमिा यासारखया ्वशेििांवर आधाररि आहेि. िंत्ान ननवड मॅहटकस
खालील िकतयाि हदली आहे.
िका 58 िंत्ान ननवड मॅहटकस
अ
नु
क.

िंत्ान िां्तक
वयवहायमिा

वयव्थापक्
य वयवहायमिा

सामानजक
्वीकायमिा

कमी
्ांडवला
चा
फायदा

कमी
ओ
आनर
एम
खचाम
चा
फायदा

पुनवामप
र
कमिा

सरासरी एकू
र
गुर

१ बायिनमथीनेशन ७ ७ ७ ६ ६ ७ ६.० ४०

२ पारंपाररक
कंपिन्टंग

६ ६ ७ ५ ६ ६ ६.७ ३६

३ RDF उतपादन ७ ७ ८ ६ ६ ६ ६.७ ४०

४ पायरिलायनसस
/
गसॅीहफकेशन

८ ७ ६ ५ ६ ६ ६.३ ३८

५ पलाामा आकम ६ ५ ७ ४ ४ ६ ५.३ ३२
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गनॅसहफकेशन

६ रवलन ९ ८ ६ ६ ७ ६ ७.० ४२

वरील साररीचया आधारे, कचरा िे उजाम यासााठ सवम अभयास िंत्ानामधये ््मसक् सव्तम यिगय
पयामय महरून रेट केली गेली आहे.
वरील चच्चया आधारे प्िा्वि पकरपासााठ डबरयूटीई पयामय महरून कचरा नननममिी आनर ननन्कयिा
काढून टाकरे िसेच ओलावा कमी करणयाचया उदेशाने यिगय पूवम पहकयेसह रवलन िंत्ानाची
नशफारस केली जािे.
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अधयाय ६

पयामवरर देखरेख यिजना

६.१ गरज
किरतयाही ्वकास पकरपांचया हटकावसााठ देखरेख कररे हा एक आवुयक घटक आहे. हा
किरतयाही पयामवररीय मूरयांकन पहकयेचा अ्व्ारय ्ाग आहे. किरिाही ्वकास पकरप
लिक, ्व्वध नैसनगमक संसाधने, बायिटा आनर बरयाच ्वकसनशील शक्ंमधये पकरप केताि
जहटल आंिर-संबंधांचा पररचय देिे. अशा पकारे एक नवीन वािावरर ियार हििे.
पकरपानंिरचे पयामवररीय पररन्थिी नेमके काय हे ननन्िपरे सांगरे फार काठर आहे;
महरूनच, पकरपानंिरचया टपपयाि गं्ीर मापदंडांचे ननरीकर कररे आवुयक आहे.
पयामवररीय ननद्शकांचे देखरेख सं्ावय सम्या दशम् विे आनर प्ावी उपाययिजनांची तवररि
अंमलबजावरी सुल् करिे. हे ्वदमान अभयासामधये केलेरया अनुमानांचे आनर
मूरयांकनांचया पमारीकररास अनुमिी देईल. पकरप संचालनाचया संपूरम कालावधीि
प्ावीपरे पयामवररीय संरकर कायामसााठ राब्वलेरया शमन उपायांची अंमलबजावरी कररे हे
देखरेख कररे आवुयक आहे. अशा पकारे ियार केलेला डेटा अशाच पकरपांमधील
पकरपानंिरचया पररन्थिीचया अंदाजासााठ डेटा बँक महरून काम करिि.
बांधकाम टपपयाि पयामवररीय देखरेखीखाली िपासरीचा समावेश असेल:
 यिगय परवानगया, पमारपते, अनधकृििा आनर
 ईएमपी आनर सरकारी ननयमांचे पालन

यासााठ चेकनल्टचया वापरादारे हे सुननन्ि केले जाऊ शकिे:
 साइट ्थापना.
 मानसक लेखापरीकर.
 साइट बंद.
 बांधकाम टपपयाि पयामवरर वयव्थापन यिजनेचया अंमलबजावरीचे परीकर.

६.२ देखरेखीची यादी:

िका 59-पकरप पारं् - यादी
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पयामवररीय पैलू हि/नाही हटपरी
साइटवरील कममचारयांना आवडीननवडीचया ्व्वध
्वियांची जारीव असिे
आपतकालीन सेवांचे दरूधवनी कमांक साइटवर उपलबध
आहेि
घनकचरा वयव्थापन यंतरा बांधकाम आनर शम
नश्बर या दि्ही हाकारी ्था्पि केली गेली आहे
बांधकाम आनर शम नश्बर या दि्ही हाकारी
सांडपारी वयव्थापन पराली ्था्पि केली गेली आहे
आवुयक अनगनशमन उपकररे उपलबध आहेि आनर
चांगरया कायमरि कमाने आहेि.
आावडयाची यादी
पयामवररीय पैलू हि/नाही हटपरी
बांधकाम नश्बर वयवन्थि आनर नीटनेटके आहे
आनर मजुरांचया सु्वधा ्वीकायम मानक आहेि.
कचरा संकलन व काढून टाकणयाचया यंतरेवर लक
ाेवले जाि आहे.
बांधकाम साइटवर अनगनशामक साधनांची साधने
उपलबध आहेि आनर कामकाजाचया कमाने आहेि.
सवम बांधकाम वाहने चांगली कामकाजाचया कमवारीि
आहेि आनर तयांचे वैध पीयूसी पमारपते आहेि.
धूळ ननयंतर उपाय (जेथे आवुयक िेथे) हाकारी
आहेि आनर कायमकमिेने कायम करीि आहेि.
धवनी ननयंतर उपाय (जेथे आवुयक िेथे) हाकारी
आहेि आनर धूप ननयं्ति करणयासााठ प्ावी आहेि.
धूप ननयंतरावर उपाय (जेथे आवुयक िेथे) हाकारी
आहेि आनर धूप ननयं्ति करणयासााठ प्ावी आहेि.
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महह्यांची यादी
पयामवररीय पैलू हि/नाही हटपरी
साइटवरील मानसक आढावा पकरप आढावा बैाक्ि
पयामवरर वयव्थापनाचा आढावा घेिला जािि.
साइटवरील सवम नवीन कममचारयांना पयामवरर
जागिृीबाबि पनशकर हदले जािे.
मंजूर पदिीचया ्वधानानुसार बांधकाम उपकम
राब्वले जािाि.
इंधन रवलनशील सामाी संचयन केते सामा्य
अनगनसुरका आवुयकिांचे पालन करिाि.
सावमजननक िकारी नोद्वणयाि आरया असून
समाधानकारक पदिीने कायम केले.

साइट जवळील यादी :
पयामवररीय पैलू हि/नाही हटपरी
कंताटदाराने कायम्वरपी कामांचा ्ाग न बन्वरारी
पतयेक गिष साफ केली आहे.
वन्पिींची पुनबारधरी समाधानकारकपरे पूरम केली
आहे.
बांधकामादरमयान अडचरीि आलेले सवम केत अटींचया
अनुिंगाने जवळचया मूळ न्थिीि परि आरले गेले
आहेि.

पाणयाची गुरवता
्ौनिक रासायननक मापदंडे

- पीएच
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- खारटपरा
- वाहकिा
- टीडीएस
- गढुळिा
- डी.ओ.
- BOD
- फॉ्फे्स
- नायटे्स
- सरफे्स
- कलिराईड

जै्वक मापदंडे
 सूयमपकाशाचा पवेश
 कलिरिहफल
 पाथनमक उतपादकिा
 वन्पिी पलावके (पजािी आनर तयांची घनिा)
 पारी पलावके (पजािी आनर तयांची घनिा)

६.२.१ स्िविालचया हवेची गुरवता
मायकिमेहटओलॉजी
हवेचया गुरवतेचया देखरेखीचा एक महतवाचा ्ाग महरजे दररिजचया ननरंिर नसनिनपटक
डेटाची नोद करणयासााठ एक लहान ्वयंचनलि हवामान ननरीकर ्टेशन ्था्पि कररे.
टनममनलचया हाकारी िपमान, आदमिा, दुयमानिा, वारा हदशा आनर वेग, ढगांचे आच्ादन,
पाऊस आनर वादळ यासारखया हवामान्वियक अन्लेखांची वयव्था कररे आवुयक आहे.
स्िविालचया हवेचया गुरवतेचे ननरीकर िीन हाकारी करावे लागेल; एका हंगामासााठ हवा
गुरवतेचे परीकर केले जाऊ शकिे. या उदेशाने उचच वहॉरयूम सॅमपलर वापरला जाऊ शकिि.
देखरेखीची वारंवारिा आावडयािून दिनदा २४ िास सलग चार आावडयांसााठ असेल.are
PM१०, PM२.६, S०२, NOx, CO, Pb, NH३, C६H६, O३, As, Ni, B-)a)-P आहेि.
पिजेकट ऑपरेशन टपपयाि वािावररीय हवा गुरवतेचे देखरेखीचे काम पकरप कममचारी कर
शकिाि. यांचया देखरेखीचया खरेदीसााठ पुरेशी िरिूद करणयाि आली आहे: वािावररीय
वािाची गुरवता व सूकम-हवामानशााीय साधने व उपकररे पदान केली आहेि.
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६.२.२ आवाज
कायमकेताि वय्ि असलेले कममचारी, जेथे डेनजंग आनर ऑपरेशन टपपयाटपपयाने उचच
आवाजाची पािळी पाहहली जाऊ शकिे. अशा कायमरि कममचारयांसााठ ऑहडओमेहटक परीकेची
वयव्था दरवि् हकमान एकदा िरी करावी.

६.२.३ पाणयाचे पयामवरर

आजूबाजूचया ्ागािील पाणयाची गुरवता सुननन्ि करणयासााठ, पाणयाचे आनर सांडपारी या दि्ही
गिषींचे परीकर केले जाईल. खाली हदलेरया पॅरामीटसमसााठ लीचेट, घरगुिी सांडपारी, पायझिमीटरचे
पारी, जवळील बिअरवेल, जवळपासचया पषृ्ागाचया पाणयाचे ननयनमि ्वशेिर केले जाईल. िे
खालीलपमारे आहेि..

 पीएच आनर ईसी
 ननलं्बि घन
 ्वसनजमि घन
 िेल आनर वंगर
 कलिराईड
 सरफाइड
 सीओडी आनर बीओडी
 नायटे्स
 फॉ्फे्स

6.2.3 जमीन पयामवरर

संबंनधि मापदंडांसााठ शेजारचया ्ागािील मािीचे ्वशेिर केले जाईल. हररिप््याची सरासरी ्ि
उंची, वन्पिी पजािी आनर तयांची संखया यांचे परीकर केले जाईल. हररि प््यादारे साधय केलेले
वायू आनर धवनी पदिूर कमिेचे मूरयांकन देखील केले जाईल. ्वहहि केलेले मानके पाा झाले आहेि
हे पाहणयासााठ पनशनकि आनर पात कममचारी वािावररीय हवा, ्टॅक वायू, सांडपारी, आवाज
इतयादींचया कायामवर देखरेख ाेविाि.

पाळि ाेवरे आनर देखरेख यिजना
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महानगरपानलका घनकचरा वयव्थापन सु्वधेचे देखरेख कररे महरजेच - ्ौनिक घनकचरा
वयव्थापन सु्वधेचया स्िविालचे ्ौनिक वािावरर आनर सावमजननक आरिगयासााठ तया सु्वधेचे
हडझाइन, बांधकाम आनर कायमवाहीचा अ्व्ारय ्ाग आहे. प्िा्वि पकरपासााठ प्िा्वि देखरेख
कायमकमास िीन पर्पर संबंधीि उदीषे आहेि..

 प्ाव कमी करणयासााठ आवुयक असलेरया ्व्वध बाबींची अंमलबजावरी व वयव्थापन
िपासरे.

 पदिूर कमी करणयासााठ आनर ननयंतरासााठ किरिे उपाय आहेि िे िपासरे.
 अनुपालन न झारयास दरु्िीसााठ पुढील उपाय.

सवम देखरेख धिररे आनर पिााममधये काररे आनर औनचतय आहेि जे बहुिेक वेळेस पयामवरराची
सदन्थिी ्था्पि करणयासााठ हकंवा पयामवररीय घटकांमधये टेड ्था्पि करणयासााठ हडझाइन
केलेले असिाि. सवम पकररांमधये देखरेखीचया ननकालांचे पुनरावलिकन केले जाईल, आकडेवारीनुसार
तयांचे ्वशेिर केले जाईल आनर संबंनधि अनधकाऱयांना सादर केले जािील. महरूनच मॉननटरींग सुर
हिणयापूव् एखादा मॉननटररंग पिाामचया हडझाइनमधये डेटाचया अंनिम वापराशी संबंनधि असरे
आवुयक आहे.

देखरेख कायमकमास िीन टपपे असिील

१. बांधकाम टपपा

२.ऑपरेशन टपपा

३ पि्ट जवळील देखरेख टपपा

६.३.१ बांधकाम टपपा
युननट बस्वणयािील पमुख बांधकाम उपकम महरजे टीटमेट युनन्स, ्टिअसम, पशासक्य बलॉकस,
कॅ्टीन इ. सााठ शेड बांधरे, उदिगािील पमुख घटक महरजे लँडहफल, इनसायनेटर, हडझेल जनरेटर,
कॅथिड रे ्यूब कटर आनर इिर नागरी, यां्तक् आनर ्वदुि उपकररे बांधकाम हकयाकलापांमधये
पलांट साफ कररे, बांधकाम साहहतय आनर उपकररे एकत कररे आवुयक आहे. बांधकाम कामे काही
महह्यांपयरि हटकणयाची अपेका आहे.

पतयेक टपपयावर लँडहफलचया बांधकामाचया कामाचया गुरवतेवर देखरेख ाेवली जाईल उदा. पाया्ूि
ियारी, लाइनसमची गुरवता, डेनेज थर, लीचेट संाहर यंतरा, वादळ पारी वयव्थापन पराली, गॅस वहेट
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नस्टम इतयादी. पकरप बांधरीचया टपपयाि रया सवमसाधारर पयामवररीय उपाययिजना हवया आहेि
तया खालील िकतयाि हदरया आहेि.

िका 60 बांधकाम साइट दरमयान पयामवररीय उपाय

अनु
क

देखरेख
वारंवारिा

देखरेखीसााठ ईएमपी सं्ावय
पररराम िपशीलवार कृिी

देखरेखीसााठ मापदंड देखरेखीची
वारंवाररिा

१. वायू उतसजमन सवम उपकररे ननहदमष हडझाइन
पॅरामीटसममधये चाल्वली
जािाि.

उपकररे लॉग /
मॅ्युअलची यादनच्क
िपासरी

ननयिकानलक

शकय नििकया कमीिकमी
वाहनांचया सहली

वाहन नोदी साइट नकलयर्स
आनर बांधकाम
हकयाकलाप
दरमयान
ननयिकानलक

किरिीही किरडे, धूळयुक
पदाथम सीलबंद कंटेनरमधये
साावले हकंवा उडणयापासून
पनिबंनधि केले.

धूळयुक सामाीचे
सााा हकंवा उघडया
कंटेनर

बांधकाम उपकम
दरमयान
ननयिकानलक

सी३ ्व्वध बांधकाम कायामि
मािीचे कामकाज

बांधकाम नोदी

बांधकामाची देख्ाल डीजी
ननधामररि मानदंडांची पूिमिा
करणयासााठ उतसजमन सेट
करिे

वायू उतसजमन (एसओ
२, एचसी, सीओ, नॉकस)

ननयिकानलक
उतसजमन

प्िा्वि युननटचया आवाराि
आनर लगिचया गावांमधये
वािावररीय वािाची गरुवता

PM१०, PM२.५, SO२,
NOxआनर CO

देखरेख
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अनु
क

देखरेख
वारंवारिा

देखरेखीसााठ ईएमपी सं्ावय
पररराम िपशीलवार कृिी

देखरेखीसााठ मापदंड देखरेखीची
वारंवाररिा

देखरेख केली जाईल.

२. धवनी वयाबरिबर धवनी ननमामर
कररारी यंतरा ऑनसाईटची
यादी ियार करावी.

उपकररे लॉग,
आवाजाचे देखरेख

बांधकाम कायामि
ननयनमि

राती काम कमी कररे
आवुयक आहे.

कायमरि िासांची नोद बांधकाम उपकम
दरमयान
ननयिकानलक

वाहनांचया आवाजाची नननममिी वाहनांचया नोदी राखरे

आवाज कमी करणयासााठ
चांगरया कायम पदिी
(उपकररे ननवड आनर
साइहटंग) ची अमंलबजावरी
करा आनर मानवी आरिगयावर
तयाचे पररराम कमी करा
(कानािले केस, सुरनकि अिंर
आनर बंहदवास).

साइट कायमरि रेकॉडम,
धवनी वाचन सराव

आवुयक नसिाना किरिीही
यंतरा चालि नाही.

मिठया इंनजनमधये पदान केले
जारारे धवननक मफलर /
संलगनके

मफलसम / बागेची
जागा असेल.

उपकररांचा वापर
करणयापूव्

पलांटचया आवाराि
स्िविालचया हवेमधये
परीकर केले जारे.

झटपट धवनी रेकॉहडरग सीपीसीबी /
एसपीसीबी
आवुयकिेनुसार

हदवस आनर राती दि्ही वेळी
आवाजाची पािळी परवानगी
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अनु
क

देखरेख
वारंवारिा

देखरेखीसााठ ईएमपी सं्ावय
पररराम िपशीलवार कृिी

देखरेखीसााठ मापदंड देखरेखीची
वारंवाररिा

परवा्यापेका जा्ि नसेल.

ननहदमष केलेरया हडझाइन
पॅरामीटसममधये ऑपरेट केलेली
सवम उपकररे.

उपकररे लॉग /
मॅ्युअलची यादनच्क
िपासरी

बांधकाम
हकयाकलाप
दरमयान
ननयिकानलकशकय नििकया कमीिकमी

वाहनांचया सहली
वाहन लॉग

३. मािीचे करर परर्ा्िि हदीि राहून साइट
नकलयर्सचे केतफळ कमी
करा

यिजनेचया
द्िऐवजानुसार
साइटचया सीमा
्व्िाररि / उरलंघन
केरया नाहीि.

बांधकाम
हकयाकलाप
दरमयान
ननयिकानलक

मािीचा सााा संरनकि करा हाकारी प्ावी
आवरर.

४. सांडपाणयाचा
ननचरा

पषृ्ागावर, ्ूग्ामि हकंवा
मािीमधये सांडपाणयाचे थेट
ननवमहन केले जारार नाही.

किरतयाही ााव हिसेस
वॉटरकिसमचया आसपास
असू नयेि.

बांधकाम
हकयाकलाप
दरमयान
ननयिकानलक

हड्चाजम पॉईट यिगयररतया
ननवडला जाईल आनर साव
घेणयापूव् नमुने आनर
्वशेिर केले जाईल

परनमटमधये
हदरयापमारे पदिूर
कररारयांसााठ ााव
ननयम

बांधकाम
हकयाकलाप
दरमयान
ननयिकानलक

ियार हिराऱया सांडपाणयाची
्वरहेवाट लावणयासााठ
काळजी घया जसे क् मािी
आनर ्ूजल ािि संरनकि

परवानगयानुसार
हदलेरया
सांडपाणयासााठ
सिडणयाचे ननकि
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अनु
क

देखरेख
वारंवारिा

देखरेखीसााठ ईएमपी सं्ावय
पररराम िपशीलवार कृिी

देखरेखीसााठ मापदंड देखरेखीची
वारंवाररिा

आहेि.

५. खारकाम आनर
औदिनगक
वयव्थापन

डेनेज पराली आनर ्वनशष
हडझाइन उपाय प्ावीपरे
कायम करीि असरयाचे
सुननन्ि करा.

्वदमान डेनेज पॅटनम समा्वष
करणयासााठ आनर तयाच
पकारे तास देरे टाळणयासााठ
हडझाइन.

डेनेजची दुय िपासरी
व तयािील नोदी

बांधकाम
हकयाकलाप
दरमयान
ननयिकानलक

६. कचरा
वयव्थापन

कचरा वयव्थापन यिजनेची
अंमलबजावरी करा जी
प्िा्वि हकयांशी संबंनधि
पतयेक कचरयाची ओळख
पटविे आनर वैनश््यीकृि
करिे आनर जी पतयेक कचरा
संकलन, हािाळरी व
्वरहेवाट लावणयाचया
पहकयेची ओळख पटविे.

वयापक कचरा
वयव्थापन आराखडा
यिगय हाकारी असला
पाहहजे आनर िि
िपासरीसााठ उपलबध
असावा. एसडबरयूएम
ननयम, २०१६ चे पालन
करावे

बांधकाम
हकयाकलाप
दरमयान
ननयिकानलक
िपासरी

७. ननतयकम आनर
अपघािी रीलीझ

सं्ावय आपतकालीन
पररन्थिी आनर परररामांना
पनिबंनधि करणयासााठ
आवुयक पावले लकाि घेऊन
यिजना आखली जाईल.

मॉक हडल आनर
तयाची नोद

बांधकाम
हकयाकलाप
दरमयान
ननयिकानलक
िपासरी

८. आरिगय कममचारी आनर ्थलांिररि
कामगार आरिगय िपासरी

एचआयवहीसह सवम
संबंनधि मापदंड

कारखाना
कायदानुसार
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अनु
क

देखरेख
वारंवारिा

देखरेखीसााठ ईएमपी सं्ावय
पररराम िपशीलवार कृिी

देखरेखीसााठ मापदंड देखरेखीची
वारंवाररिा

ननयनमि िपासरी

६.३.२ऑपरेशन टपपा
या सु्वधेचे देखरेख व लेखा परीकर QA / QC पहकयेचया अनुिंगाने केले जावे जेरेकरन,

 सं्ावय उतरदानयतवाची पूवम चेिावरी पदान कररे.
 पररचालन खचम कमी कररे.
 कममचारयांना पनशकर देरे आनर जबाबदाऱया ननन्ि कररे.
 मनपा घनकचरा यिगय पकारे हािाळणयासााठ पुरेशी उपकररे व साहहतय उपलबध करन दा.
 पररचालन पदिी ननहदमष करिेवेळी अदयावि कायमपदिी पदान कररे.
 ऑपरेश्स आनर देखरेखीसााठ दि्ही उपकररांची देख्ाल आनर अंशांकन.
 रेकॉडम राखून ाेवरे.

सु्वधेचया ऑपरेशन कालावधीि आनर बंदितर कालावधीि ्ौनिक वािावरराचया ्व्वध घटकांचे
ननयनमि देखरेखीचे ननयिजन केले आहे.

िका 61ऑपरेशनल टपपयाि पयामवररीय देखरेख

अनु
क.

देखरेखीची आवुयकिा देखरेखीसााठ मापदंड देखरेखीची वारंवाररिा

वायू उतसजमन

१. कचरा िे उजाम संयंत
पयरि ्टॅक उतसजमन
देखरेख

पाहटमकयुलेट मॅटर, एचसीएल, एसओ २,
सीओ, टिटल ऑगन्नक काबमन, एचएफ,
एनओएकस, टिटल डायऑनकस्स
आनर रयुर्स, हेवी मेटरस (सीडी +
Th + तयांचे संयुगे), एचजी आनर
तयाचे कंपाउंडस, मागमदशमक ििवांनुसार
इिर जड धािू. िसेच ऑपरेहटंग िास,
िापमान, दबाव इतयादी नोदवरया

सीपीसीबी आनर
एसपीसीबीशी डेटा
कनेनकटनवहटीसह
(ऑनलाईन िापमान,
सीओ, सीओ २,
पाहटमकयुलेट मॅटर,
एचसीएल, एसओ २,
एनओएकस) सिि
ऑनलाईन मॉननटररंग
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अनु
क.

देखरेखीची आवुयकिा देखरेखीसााठ मापदंड देखरेखीची वारंवाररिा

जािील.

उपरिक वयनिररक, ऑपरेशन,
पयामवररीय मंजुरी इतयादींसााठ संमिी
मधये ननहदमष केलेरया इिर
पॅरामीटसमचे देखील परीकर केले
जाईल.

एसडबरयूएमचया ननयमांनुसार २०१६
मधये ्टॅक उतसजमनाचे ननरीकर केले
जाईल.

नस्टम ्था्पि केली
जाऊ शकिे.

महह्यािून एकदा
एचएफ आनर टीओसीवर
नजर ाेवली जाऊ शकिे.

पारा, अवजड धािू,
डायऑनकसन आनर
फुरान यांचे दर ३
महह्यांि एकदा
ननरीकर केले जाऊ
शकिे

३ डीजी संचांकडून ्टॅक
उतसजमन देखरेख

सीएफई / ईसी मधये नमूद
केरयानुसार पाहटमकुलेट मॅटर, एसओ २,
एनओएकस आनर इिर किरतयाही
मापदंड

सीएफईमधये नमूद
केलेरया अटीनुसार
मानसक एकदा

४ लँडहफल ्ागािील गसॅची
गरुवता

नमथेन, एच २ एस आनर वहीओसी सीएफईमधये नमूद
केलेरया अटीनुसार

५ पकरप आवाराि
वािावररीय वािाची
गरुवता

नमथेन, पीएम १०, पीएम २. एसओ २,
एनओएकस, ओझिन, सीओ, बेनझन,
अमिननया, लीड, ननकेल आनर
आसन्नक इ.

पतयेक महह्यािनू
एकदा (हकंवा)
सीएफईमधये नमूद
केलेरया अटीनुसार.

६ गधं सीपीसीबीचया वेळिवेळी जारी केलेरया
मागमदशमक सूचनांनुसार गधंांचे परीकर
केले जाईल

पतयेक महह्यािनू
एकदा (हकंवा)
सीएफईमधये नमूद
केलेरया अटीनुसार
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अनु
क.

देखरेखीची आवुयकिा देखरेखीसााठ मापदंड देखरेखीची वारंवाररिा

७ हवामान्वियक डेटा िापमान, वारयाची गिी, वारा हदशा,
पाऊस, सापेक आदमिा इ.

दररिज (हकंवा)
सीएफईमधये ननहदमष
केलेरया अटींनुसार.

सांडपारी

८ सांडपारी आनर उपचार
केलेले सांडपारी
(ाीनबेरट / रलनशगं इ.
वापरणयापूव्)

सीपीसीबी / एमओईएफसीसीचया
ााव मानदंडांनुसार बीओडी

प्िा्वि सु्वधेने झीरि
नलनकवड हड्चाजम घेिला
आनर महरून प्िा्वि
सु्वधेचया जागेबाहेर
किरिाही हड्चाजम हिरार
नाही. िथा्प, सवम
मापदंड ननयनमि अंिराने
िपासले जािील
(आावडयािून एकदाच
नाही) आनर तयाची नोद
ाेवली जाईल.

९ लीचेट (उपचार
करणयापूव् आनर नंिर)

सीपीसीबी / एमओईएफसीसीचया
ााव मानदंडांनुसार बीओडी

घनकचरा / घािक कचरा

१० कचरा िे ऊजाम पलांट
पासून नमळालेली राख

टीएसडीएफ आवुयकिेनुसार
इनगनशनवरील नुकसान, एकूर
ऑरगनॅनक काबमन, हफंगर ्पंट ्वशेिर
इ.

दररिज

११ एटीएफडी कडून मीा टीएसडीएफ नुसार हफंगर ्पंट
्वशेिराची आवुयकिा

अनंिम ्वरहेवाट
लावणयापूव् टीएसडीएफ
येथे चाचरी घयावी.

१२ सांडपारी / लीचेट
टीटमेट पलां्स पासून
गाळ (दि्ही पाथनमक व

टीएसडीएफ नुसार हफंगर ्पंट
्वशेिराची आवुयकिा

अनंिम ्वरहेवाट
लावणयापूव् टीएसडीएफ
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अनु
क.

देखरेखीची आवुयकिा देखरेखीसााठ मापदंड देखरेखीची वारंवाररिा

दयुयम) येथे चाचरी घयावी.

्ूजल गुरवता

१३ सॅननटरी लँडहफलचया
स्िविाल बस्वलेरया
मॉननटररंग बिरवेलची
्ूजल गुरवता

बीओडी, सीओडी, टीडीएस, कलिराईडस,
हेवी मेटरस, कडकपरा इ. समा्वषीि
आयएस -१०५००: २०१२ मधये ननहदमष
केलेले मापदंड

महह्यािून एकदा
(हकंवा) सीएफओचया
अटीनुसार, जे कािर आहे.

धवनी

१४ पलांटचया ऑपरेशनपासून
धवनी नननममिी (वे्ट टू
एनज्, डीजी सेट इ.)

हदवस आनर राती समिुरय आवाजाची
पािळी.

महह्यािून एकदा
(हकंवा) सीएफओचया
अटीनुसार.

मािीची गुरवता

१५ पकरप साइट व तयाचया
आसपासचया मािीची
गुरवता

पीएच, ईसी, मिठया पमाराि घनिा,
ओलावा सामाी इ.

विामिून एकदा

वन्पिी आनर पारी

१६ पकरप साइट व तयाचया
आसपासचया वन्पिी,
हररिप्टा इ

वन्पिींची संखया,
शारीररक न्थिी इ.

विामिून एकदा

वयावसानयक आरिगय

१७ कममचायारचे आरिगय आनर
सुरका

रक चाचरी, सुनावरी आनर दषी
चाचणया इतयादींसह ननयिकानलक
चाचरी.

कारखाने
कायदानुसार
ननयनमि िपासरी.
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पहकया युननटसााठ कायामतमक देखरेख:

सुरनकि आनर कायमकम ऑपरेश्सचया सुधाररांसााठ सु्वधेचया कायामचे ननयनमि जिखीम मूरयांकन
घेिले जाईल आनर तयांचे ्वशेिर केले जाईल. यासंद्ामिील एक पि पानधकररास हदलेरया पगिी
अहवालाि हदली जाईल. तया वयनिररक हाऊस ऑहडट टीम व ्विंत अन्यंिा यांचयामाफम ि
ननयनमिपरे साइट िपासरीची वयव्था केली जाईल.

हे लेखापरीकर ऑपरेशनचया पहहरया िीन विारसााठ असेल आनर तयानंिर वेळिवेळी अधम-वा्िमक
आनर लेखापरीकर अहवाल सादर केला जाईल.

अहवाल खालीलपमारे सूनचि करेल::

 हवेची गुरवता, आवाज, ्ूजल आनर पषृ्ागाचया पाणयासह देखरेखीचया न्थिीचा
सारांश.

 अपघाि, गळिी आनर आपतकालीन पररन्थिी

 िकारी आनर तयांचे ननवारर

 ईएचएस मुदे आनर तयांचे शमन

 ऑपरेशन आकडेवारी - पाा झालेरया, पुननमवीनीकरर केलेरया, पहकया केलेरया
आनर ्वरहेवाट लावरया गेलेरया कचरयाचे पमार, उपकररे व पहकयेचया
कायमकमिेची कमिा;

 ्व्वध ननयमांचे पालन करणयाची न्थिी;आनर

 पानधकरराचया ह्िकेपाची आवुयकिा असलेरया किरतयाही व्िू

लँडहफलसााठ ऑपरेशन देख्ाल

सु्वधेचया कायमरि कालावधीि ्ौनिक वािावरराचया ्व्वध घटकांचे ननयनमि ननरीकर करणयाचे
ननयिजन आहे. सु्वधेचया सामा्य कामकाजाचा एक ्ाग महरून खालील देखरेख करणयाचे प्िा्वि
आहे.

 लीचेटचे पमार आनर गुरवता.
 महिवपूरम मापदंडांसााठ सु्वधेचा पषृ्ाग आनर पाणयाची पषृ्ागाची पािळी.
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 सु्वधेचया आसपासचया ्ागाि आनर जवळपासचया गावाि सामा्य पारीपुरवाा व
बिअरमधील ्ूजल गुरवता.

 साइटचया आसपासचया खेडयांमधील वािावररीय हवेची गुरवता.
 अंनिम कवहरची न्थरिा

सु्वधेचे देखरेख व लेखा परीकर QA / QC पहकयेचया अनुिंगाने हिईल आनर याि मदि करेलर:

 सं्ावय उतरदानयतवाची पूवम चेिावरी पदान कररे
 पररचालन खचम कमी कररे
 कममचारयांना पनशकर देरे आनर जबाबदाऱया ननन्ि कररे.
 ऑपरेशनल पदिी ननहदमष करन अदयावि पहकया पुर्वरे.
 ऑपरेश्स आनर देखरेखीसााठ दि्ही उपकररांची देख्ाल आनर अंशांकन.
 रेकॉडम राखून ाेवरे.
 लीचेटची देखरेख आनर उपचार

६.३.३ पि्ट पि्ट-कलिजर देखरेख
लँडहफलचे पि्ट-कलिजर मॉननटरींग पामुखयाने सामानजक जबाबदारीवयनिररक अनुपालन आवुयकिा
महरून केले जाईल; हे मानवी आरिगयावर आनर पयामवररावर हिरारया सं्ावय पनिकूल प्ावांबदल
लवकर चेिावरी देखील देिे. ्ूजल आनर ्ूग्ामिील पषृ्ागाचया पाणयाचया पािळीवरील पाणयाचया
गुरवतेसााठ देखरेख ाेवरयानंिरचा कायमकम सु्वधेचया कायमरि टपपयापमारेच असेल. बदलतया
पररन्थिीनुसार देखरेखीची वारंवारिा वेळिवेळी बदलली जाऊ शकिे. बंद हिणयाचया काळाि वायु
गुरवता, धवनी हकंवा नवहरयुअल प्ावांचया उतरितर देखरेखीची आवुयकिा नाही परंिु या गरजेची
अधूनमधून समीका केली जाईल आनर पुढील पैक् पुढील देखरेखीची हमी हदलेली असेल िर तयांचा
कायमकमाि समावेश केला जाईल.

िका 62ऑपरेशननंिरचया टपपयाि पयामवररीय देखरेख

अनु
क

सं्ावय प्ाव अनुसरर करणयायिगय
कृिी

देखरेखीसााठ मापदंड देखरेखीची
वारंवाररिा

१. वायू उतसजमन. लँडहफल ्ागािील
गसॅची गरुवता

वहीओसी, एच २ एस एसपीसीबीने हदलेली
सीएफई अटी हकंवा
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एमओईएफने हदलेली
ईसी अटी आनर
सीपीसीबी
पिटिकॉलनुसार.

पकरप आवाराि एएकयू सीएफई अटी /
एनएएकयू मानकांनुसार
वाहन नोदी राखिा
येिील

सवम वाहने पीयूसी
पमारपत असरार
आहेि.

वा वाऱयाचा वेग, हदशा,
िराव. सापेक आदमिा
आनर पाऊस

२. असरयास
सांडपारी
्वसजमन
(लीचेट)

सांडपारी ााव मानकांचे
पालन

पीएच, टीएसएस, टीडीएस,
बीओडी, सीओडी आनर
िेल आनर ाीस

महह्यािनू एकदा
(पारंन्क
कालावधीि अनधक
ननयनमिपरे)

३. ्ूजल ्ूग्ामिील पाणयाची
गरुवता आनर
वन्पिींचया
साइटमधील पाणयाचे
्िर यांचे परीकर
कररे

सीपीसीबी पिटिकॉल
नुसार

वेळिवेळी आनर
सीपीसीबी पिटिकॉल.

४. गरुवता आनर वन्पिी, हररिप्टा /
ाीन कवहर ्वकास

वन्पिी, पजािींची
संखया

विामिनू एकदा

५. पाणयाची
पािळी

कममचारी आनर
्थलांिररि कामगार
आरिगय िपासरी

सवम संबंनधि मापदंड
(बीपी,साखर,्ािीचा
एकस-रे, डिळा दषी इ.)

कारखाने
अनधननयमानुसार
ननयनमि िपासरी.

सावमजननक आरिगय देखरेख

एखादी साइट हकंवा सु्वधा आहे क् नाही हे ार्वणयाचया सावमजननक आरिगयाचया अभयासाचे मूरय
महिवपूरम आरिगयावरील दु् परररामांमुळे चांगलेच ्ाि आहे. अशा पररन्थिीि पररराम सावमजननक
आरिगय अभयासामुळे अशा कायमकमाचे पाथनमक उदीष पूरम हिऊ शकि नाहीि, जे आरिगयावर हिरारे
दु् पररराम पकट हिणयापूव् हिरारे बदल लकाि घेिाि. िथा्प, िीन-चरर आरिगय-देखरेख कायमकम
प्िा्वि आहे..
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 पनिकूल आरिगयावर हिरारे दु् पररराम ओळखणयासााठ पकरप साइटमधील कामगारांचया
आरिगयावर लक ाेवा.

 आसपासचया समाजािील पयामवररीय काररामुळे आनर ्वशेिि: ्ू-्ागािील खाली पवाहांमुळे
हिरारया पनिकूल आरिगयावर हिरा-या सं्ावय सूचकांबदल ्थाननक डॉकटरांकडून वेळिवेळी
अन्पाय नमळवा.

 ननयनमिपरे आरिगय नश्बरे आयिनजि कररे .
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अधयाय ०७
अनिररक अभयास -जिखीम वयव्थापन

7.1 प्िावना

प्िा्वि पकरपाचा एक ्ाग महरून, संबंनधि सुरका धिके ओळखरे आनर जिखमीचे मूरयांकन कररे
आवुयक आहे. जड नलरट उपकररे, ्वदुि अनगनशामक, ्वदुि शॉक, हटप आनर फॉरस आनर इिर
सु्वधांमधील आनर ्ू-्राव ऑपरेशन दरमयानचया इिर धिकादायक केताशी संबंनधि यां्तक आनर
्वदुिीय धिके पकरपािील एकूर जिखीम पिफाइलमधये आहेि. पकाशन परररामाचे ्वशेिर रीनलझचे
्वरप आनर गां्ीयम दाखविे. सुरकेचया उपाययिजना असूनही, मानवी चुकांमुळे आनर / हकंवा
उपकररे / यंतरेि ्बघाड झारयाने अपघाि हिणयाची शकयिा नाकारिा येि नाही. आपती वयव्थापन
व पनिसाद यिजनेची अननवायम गरज महरजे दद्ुवी घटनेमुळे हिरारे दु् पररराम कमी कररे.
ओळखरया गेलेरया पररन्थिी, आपती वयव्थापनाचया पैलंूसााठ आपतकालीन पनिहकयांचया मूल्ूि
कृिी नंिर वरमन केरया आहेि..

7.2 जिखीम ्वशेिर

जिखमीचया ्वशेिरामधये एखादी घटना घडणयाची शकयिा हकंवा सं्ावयिेचा अंदाज समा्वष आहे.
पलांटचया हकयाकलापांसह पूरमपरे दरु्ि न झालेरया यादनच्क घटनांचा अंदाज देखील ्वचाराि
घेिला जाऊ शकिि. संखयातमक अंदाज आनर सांनखयक्य गरना वापरन जिखीम गुरातमक दषीने
उचच, मधयम हकंवा कमी हकंवा पररमारवाचक दषीने दशम् वली जाऊ शकिे.

अपघािाची शकयिा कमी कररे हकंवा तयाचे पररराम कमी कररे यामुळे संपूरम धिका कमी हिईल.
अपघािांचया दु् परररामांना सामिरे जाणयाची ियारी दशम् वणयासााठ आपािकालीन ियारी यिजना
(ईपीपी), साइट व ऑफ-साइट यिजना, आपतकालीन ननयंतर केद (ईसीसी) ची ्थापना, आपतकालीन
सेवांचे ्थान व किमवये. आपतकालीन पररन्थिीि अनधकारी / कममचारी ियार असले पाहहजेि..

7.2.1 अभयासाची वयााी

जिखीम ्वशेिर / मूरयांकन अभयास खालील गिषी समा्वष करिे:

 साइट मूरयांकन
 सं्ावय धिका केत आनर पनिननधी अपयशी पकररांची ओळख
 रासायननक रीलीझचया मिडचे नवहरयुअलायझेशन आनर परररामी अपघाि पररन्थिी
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 अपघाि पररन्थिींमधून ओळखरया जारारया धिकादायक घटनांचया आनर सं्ावय प्ावांचया
एकूर नुकसान सं्ावयिेचे मूरयांकन करा

 सवामि अपघाि हिणयाचया शकयिेचया कमीिकमी कमीिकमी ्वनशष सूचनांची पूिमिा करा
 डीएमपीची ियारी, साइटवर आनर ऑफ-साइट आपतकालीन यिजना आनर

7.3 धिकयाची ओळख

रसायने आनर पहकयेचा समावेश असलेरया अपघािांचे ्वशेिर, मिजमाप आनर खचम प्ावी
ननयंतरामधये जिखमीचया मूरयांकनासााठ ननयिजन करणयाचे धिके ओळखरे हे पाथनमक कायम आहे.
धिकयाची शााीय परर्ािा असे नमूद करिे क्, ही पराली / पहकयेची वैनश््ये आहे जी एखादा
अपघािाची सं्ावयिा दशमविे. महरूनच, एखादा अननयिनजि कायमकम / पसंगाचया पसंगाची सुरवाि
हकंवा पसार करणयाचया तयांचया सं्ावयिेचे मूरयांकन करणयासााठ नस्टम / पहकयेचया सवम घटकांची
संपूरम िपासरी कररे आवुयक आहे, रयास अपघाि महरून महटले जाऊ शकिे. या अभयासामधये
धिका ओळखणयासााठ वापरलेरया पदिी खालीलपमारे आहेि.:

 घािक रसायने (एमएसआयएचसी) चया दरु्िी ननयम, २००० चे उतपादन, साावर आनर
आयाि यावर आधाररि मिठया धिकयांची ओळख

 संबंनधि रँहकंग िंतावर आधाररि धिकादायक एकके आनर पलांटचे घटक आनर घटकांची
ओळख. उदाहररर अनगन-्फिट आनर ्विाकपरा ननद्शांक (एफई आनर आयटी)

 मालमता, पयामवरर हकंवा कममचारयांना हिरारया नुकसानीचया बाबिीि जिखम पमानरि कररे

7.3.1 पाथनमक धिका ्वशेिर (PHA)

पीएचए " काळजी घेरे हे उपचार करणयापेका केवहाही चांगले" या ििव्ानावर आधाररि आहे. सुरका
ही सापेक असिे आनर तयाचा अथम धिकयाि हकंवा दखुापिीिून मुक हििे. परंिु आमही करि
असलेरया हकंवा बनवलेरया किरतयाही गिषींशी नेहमीच धिका हकंवा जिखमीचे घटक असिाि आनर
तयासााठ धिके ओळखणयाची, जिखमीचे पररमार सांगणयाची आवुयकिा असिे आनर पुढील
आवुयकिेनुसार धिका कमी करणयाचे उपाय सुच्विाि. हे ्वशेिर हडझाइन ननकिाि अनिररक सुरका
घटक समा्वष करन प्िा्वि पहकया सुदढ करिे.
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फ्ड ्टॉक सामाी, पमुख पहकया घटक, उपयुकिा आनर समथमन पराली, पयामवररीय घटक, प्िा्वि
ऑपरेश्स, सु्वधा आनर सेफगाडसम संबंनधि धिके ओळखणयासााठ आनर िपासरी करणयाचया उदेशाने
वैचाररक हडझाइनचे मूरयांकन केले जावे. उजाम नननममिीि गंुिलेली केते आनर युननट ऑपरेश्सचया
आधारे ्व्वध धिके ओळखले जािाि जे िका ६३ मधये हदरया आहेि

िका 63 प्िा्वि सु्वधेमुळे सं्ावय जिखीम केत

अनु
क.

केत / हाकारे जिखीम

१ ननयंतर कक केबल गलॅरी आनर न्वचनगयर / कंटिल रममधये आग

२ बॉयलर आग, ्फिट इ

३ टा्सफॉममर ्फिट / आग आग, वयक् जखमी

४ इमारि / रचना किसळली कममचारयांची दखुापि, सामाीचे नुकसान

५ खाद सामाी संाह आग, धूळ ्फिट आनर ्विारी वायू ियार हिरे

६ कंपिन्टंग पलांट शारीररक इजा,अन्थर रसायनांचा संपकम इ

७ रवलनशील आग, ्विारी गसॅ सिडरे इ

८ एचएसडी ्टिरेज टाक्,
एनसहटलीन

बा् आग, दाबलेला ्फिट

९ अ. एचसीएल, नाओएच डम कलिरीन-्विाचया िीविेचे पमार,आग

7.3.1.1 हडझेल साावरुक्सााठ जा्िीि जा्ि ्वशासाहम अपघाि ्वशेिर (एमसीए)

घािक रसायनांची ओळख एमएसआयएचसी दरु्िी ननयम २००० नुसार केली जािे. हा ननयम
्विारी आनर घािक रसायने आनर रवलनशील रसायनांची यादी पदान करिि. हे रलॅश पॉईट
आनर उकळतया ्बंदवूर आधाररि रवलनशील रसायने परर्ा्िि करिे.

एमएसआयएचसी दरु्िी ननयम, २००० नुसार इंधनाचया साावरुक्चा िपशील आनर सु्वधेि
साावरया जाराऱया रसायनाचे पमार िका ६८ आनर टेबल ४० हाय ्पीड हडझेल (एचएसडी)
मधये हदले जािे, जे मुखयि: डीजी से्स आनर इनसायनेटर ्टाटमसााठ वापरले जािे. अप
हकयाकलाप, वेनरडंगचया उदेशाने रेनजन आनर नसहटलीन धुणयासााठ हायडिकलिररक acid
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(एचसीएल) आनर सिहडयम हायडॉकसाईड (एनओएच) या कारवाई दरमयान सुमारे ४००-५००
नलटर एचएसडी वापररे अपेनकि आहे आनर १० हदवसांचा सााा मानला जािि महरून ५ केएल
टँकचा एचएसडी जागेवर साा्वला जािि. एनओएच आनर एचसीएल पतयेक् १ डम िर १०
नलटर एनसहटलीनचे २ नसनलंडर ाेवले जािील. एचएसडी, एनओएच, एचसीएल आनर
एनसहटलीनचे ्ौनिक गुरधमम िका ६४ मधये हदले आहेि०

िका 64 रसायनांचा िपशील आनर एमएसआयएचसी ननयमांचया लागूिेचा िपशील

रसायने ्टिरेज पकार वेळापतकाि
सूचीबद

ननयमांनुसार पमार (टन)

४,५,७-९,१३-१५ १०-१२

एचएसडी टाक् १ (्ाग I) ५००० ५००००

एन ए ओ एच डम १ (्ाग II) - -

एचसीएल डम १ (्ाग II) २५ २५०

एनसहटलीन नसलेडर १ (्ाग II) १००० ५०००

िका 65 पकरप साइटवर रसायनांचा सााा

केनमकल वापर रसायनाचे
्वरप

साावरुक्चा
पकार आनर
कमांक

साावरुक्
चे पमार

एचएसडी डीजी संचासााठ इंधन आनर कचरा िे उजाम
्टाटम-अप

रवलनशील अनुलंब आनर १
कमांक

५ kl

एनएओएच जल शदुीकरर पकरप संकारक डम व १ कमांक २५० kg

एचसीएल ्विारी डम व १ कमांक २०० lts.

एनसहटलीन वेनरडंग उदेश रवलनशील अनुलंब आनर २
कमांक

२० lts.

िका 66 साइटवरील रासायननक ्ौनिक गुरधमम
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रसायने TLV (mg/m३) BP MP FP LEL UEL

(°C) %

एचएसडी ८०० ppm २१५ – ३७६ - ३२ ०.६ ६.०

एनएओएच २ १३८८ ३२३ - -

एचसीएल १ ५१ -२५ - -

एनसहटलीन - -८४ -८१ -१७ २.५ १००

TLV : Threshold Limit Value BP : उतकलनांक

MP : मेनरटंग पॉईट FP : रलॅश पॉईट

UEL : अपपर ्फिटक मयामदा LEL : कमी ्फिटक मयामदा

7.3.1.2 अगनी ्फिटक ्विाकपरा ननद्शांक (FETI)

एफआयआय गरना ही एका ्वनशष पहकयेिील सवामि मिठया नुकसानाचया सं्ावयिेची केते
ननन्ि करणयाि मदि कररारे एक साधन आहे आनर एखादा घटनेचया घटनेि हिरारया
शारीररक नुकसानीचा अंदाज लावणयास देखील सकम करिे. आरिगय (एनएच), रवलनशीलिा
(एनएफ), कायमकमिा (एनआर), आनर साहहतय ननन्ि करणयासााठ एफईआयची संगरक्य
पररनशष ए हकंवा एनएफपीए (४९, ७०४, ३२५ एम) हकंवा रसायनांचया एमएसडीएसचा वापर
करन नॅशनल फायर पिटेकशन असिनसएशन (एनएफपीए) किडमधून काढली गेली आहे.
्वचाराधीन फॅकटर (एमएफ) सामा्य पहकया धिका (जीपीएच) आनर ्वनशष पहकया धिका
(एसपीएच) घटक तयानुसार मिजले गेले.

FEI = MF *(GPH) * (SPH)

�� =
�� + ��
��� � + ���+ ���
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एफआयआय आनर टीआय मूरये िका ६७ नुसार खालील पकारांमधये शरेीबद केली आहेि आनर
एचएसडीची गरना केलेली मूरये िका ६८ मधये हदली आहेि.

िका 67 FETI शरेी

अनु क FEI शरेी TI शरेी

१ < ६५ Low < ६ I

२ ६५ ≤ F&EI < ९५ Medium ६ ≤ TI < १० II

३ ≥ ९५ Severe ≥ १० III

िका 68 प्िा्वि पकरपासााठ वापररया जारारया इंधनाची एफआयआय

केनमकल / इंधन NFPA वग्करर
GPH SPH FEI FEI शरेी

Nh Nf Nr MF

एचएसडी १ २ ० १० १.८ २.८ ५०.४ Low

एनसहटलीन ० ४ २

वरील साररीवरन असे अनुमान काढले जाऊ शकिे क् एचएसडी ननमन शरेी आनर ्विाकपराचया
शरेीमधये येिे..

7.3.2 िेलाचया साावरुक्पासून धिका

हडझेल एक रवलनशील दव आहे रयाचा रलॅश पॉईट ३२ हडाी सेनरसयस असिि. िथा्प, तयाचे ऑटि
इनगनशन िापमान २२५ हडाी सेनरसयस आहे. तयाचा उतकलन ्बंदू २१५-३७६ हडाी सेनरसयस
दरमयान आहे. िेलाचया साावरुक्मुळे हिरारे मिाे धिके आग हिऊ शकिाि आनर िेल साावर
टाक्मधून जा्िीि जा्ि ्वशासाहम अपघाि हिऊ शकिाि

अ) टँक फायर आनर

ब) पूल / डायक आग.

अ. टाक्ला आग
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रलिहटंग ्िाचया टाक्मधये िेल साावले जािे; ररम सील हकंवा न्पलेजमधील किरतयाही गळिीमुळे
बा्प जमा हिणयास काररी्ूि ारिे जे इनगनशनचे सिि असू शकिे आनर टाक्ला आग काररी्ूि
ार शकिे..

ब. िलाव / डायक आग

जर टँकमधून गळिी झारयामुळे हकंवा पाईपस हकंवा विरवहला जिडरी करणयाि अयश्वी झारयामुळे
टाक्मधून वाहून बाहेर पडले िर िेल बाहेर वाहून िलाव ियार हिईल. जेवहा टाक् एका ्िवऱया्िविी
असिे िेवहा िेलाचया िलावाला तया डाईकमधये पनिबंनधि केले जाईल. थिडया वेळाने, िलावािील बा्प
पेटू शकिि आनर पूल हकंवा डाईक ्व्िवाला काररी्ूि ार शकिि..

7.3.2.1 उ्रिा ्वहकरर आनर औन्रक नुकसान मापदंड

आगीमुळे उ्रिेचया हकररितसगाममुळे हिरारया नुकसानाची पािळी महरजे पदशमनाचया कालावधीचे
िसेच उ्रिेचे पवाह (महरजे नचंिेचया व्िूवरील हकररितसग् उजाम) आनर िे इमारि, पलांटची
उपकररे आनर कममचारयांवर हिराऱया परररामावर कायम करिे. एकसपिजर वेळेि फरक असलेरया
टककेवारीचया फटॅनलटी वर उ्रिेचया हकररितसगामचा पररराम िका ६९ मधये देणयाि आला आहे

िका 69 उ्मा हकररितसगामचा प्ाव

% अपघािासााठ सेकंदांमधये एकसपिजर वेळ

हकररितसगामची पािळी (kW/m२) १% ५०% ९९%

१.६ ५०० १३०० ३२००

४.० १५० ३७० ९३०

१२.५ ३० ८० २००

२५ ८ २० ५०

टाक्चे ्वखुररे हा अपघािी पररन्थिींपैक् एक मानला जािि. साावरुक्चया टाक्चया आसपासचया
्ागाि मिठया पमाराि एचएसडी गळिी हिईल. अपघािी जागेजवळ किरिेही परवलन सिि उपलबध
असरयास, गळिी झालेरया इंधनाि सहज आग लागिे. असे मानले जािे क् टँक ननकामी झारयामुळे
हकंवा फुटरयामुळे पूरम दव गळिे आनर एका िलावामधये ्वकनसि हििे आनर परवनलि हििे.
िलावाचया आगीचया परररामामुळे धिकयाचे अंिर आले आहे. हानीचया अंिराची गरना करणयासााठ,
केतीय ्थाने हझाडमस ऍटमॉसफ्अर (अलिहा) सॉरटवेअर वापरले जािाि. गनरिांसााठ संपूरम टाक्
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साावर कमिेचा ्वचार केला गेला आहे. एचएसडी आनर एनसहटलीनसााठ उ्रिेचया हकररितसगामचा
पररराम आनर तयानंिरचया नुकसानाचया अंिराचा पररराम िका ७० मधये देणयाि आला आहे

िका 70 एचएसडी साावरुक्चया टँकमुळे उ्रिेचया हकररितसगामचा पररराम (पूल आग)

इनपुट माहहिी गरनेचा ननकाल

गळिी पमाराि ५ KL रयिनिची लांबी १२ m

पररपतक उघडणयाचे वयास ५ cm जा्िीि जा्ि बनम दर ८५.६ kg/min

वाऱयाचा वेग २.१८ m/s एकूर रककम जळाली २,८०१ kg

जमीनी ्िरावर उ्रिेचे ्वहकरर kW/m२ नुकसान झालेले अंिर (m)

१२.५ )लाल) <१०

४.५ )केशरी) १८

१.५ )्पवळा) ३०

एनसहटलीन

खराब झालेले नसलेडर अपघािी पररदुय महरून मानले जािे. वािावररामधये गळिी झारयावर
एनसहटलीन एअर एनसहटलीनचे नमशर बनविे कारर तयाचया उचच पनिहकयेमुळे हहंसक ्फिट हििि.
१० नलटर वहॉरयूमचे नसलेडर ०.२ मीटर वयासासह आनर लांबी ०.५ मीटर मानले जािे. ०.१ सेमीचे
एपचमर मानले जािे आनर अलओ्एचएचा वापर करन खालील पररराम पाा केले जािाि.

धिकादायक ्व्ागर

लाल: १२ मीटर --- (८.० पीएसआय = इमारिी नष कररे)

केशरी: १६ मीटर --- (३.५ पीएसआय = गं्ीर दखुापि हिणयाची शकयिा)

्पवळा: ३१ मीटर --- (१.० पीएसआय = शटसम गलास)

वरील साररीचा आढावा ्पषपरे दशम् विि क् उ्मा हकररितसगामसााठ २५ केडबरयू / एम २ सााठ,
अपघािाचया जागेपासून १० मीटरचया आसपासचे नुकसान आढळले आहे, िर १२.५ हकलिवॅट / एम २
चया उ्रिेचया हकररेसााठ, प्ाव अंिर १८ मी आहे. ४.५ केडबरयू / एम २ चया उ्रिेचया
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हकररितसगामसााठ, हानीचे अंिर ३३ मी. आहे थममल रेहडएशनचा धिकादायक ्व्ाग आकृिी ३९ मधये
हदले आहे

(a) एचएसडीसााठ धिकादायक
केत

(b)अॅनसहटनलनसााठ धिकादायक केत

आकुिी 39 एचएसडी आनर एनसहटनलनसााठ थममल रेहडएशनचा
धिकादायक झिन
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आकुिी 40 अलिहा ािि ्बंदचूा आराखडा (एचएसडी)



देवनार, मंुबई येथे सुमारे ४ मेगावॅट वीज नननममिीसााठ ‘६०० टीपीडी चा कचरा िे ऊजाम पकरपाचा प्िा्वि ्वकास’ या पकरपा सााठडारट
पयामवररीय प्ाव मुरयांकन अहवाल

232

7.3.3 बॉयलरचे धिके

इंधन टाकणयाचे पकार लकाि न घेिा, बॉयलरचया ्फिटांमुळे लांब पररयाची घटना घडिे आनर
्पढीचे नुकसान हििे परररामी जी्वि व मालमतेचे नुकसान हििे. काररांचे मूरयांकन कररे, तयास
सुधारातमक आनर पनिबंधातमक कृिीसााठ द्िऐवजीकरर कररे आवुयक आहे. बॉयलरमधये ्व्वध
अपयश खालील गिषींमुळे हििे:

 पररपूरम रवलनासााठ अपुरी हवा असलेरया बनमरचे ऑपरेशन
 बॉयलर फॉउनलंग - ्यूबमधये ाेव आनर गंज वाढणयाचा धिका वाढिि

सावधनगरीची पावले

 बॉयलर युननटचे मुखय ्ाग उघडलेले ्ाग औन्रकररतया पथृककरर केले जावे
 यिगय कायामसााठ सुरका वारवहची ननयनमि िपासरी
 गंज रिखणयासााठ क्वहेनकटवह एकसचेजर वयव्थेचे ऑनपटमायझेशन
 ररयु-गॅस पाधा्यीय मागम टाळा, रयामुळे िापमान ्िरीकरर आनर उ्मयाची अकायमकमिा

हिईल
 बॉयलरजवळ कायमरि असलेरया कममचारयांना आवुयक तया उपाययिजना व पनशकर हदले

जावे

7.3.4 अगनी

प्िा्वि पकरपािील सुरकेची पािळी वाढ्वणयासााठ धिकयाचे गजर हकंवा ्वयंचनलि अनगनशामक
शिध / गजर पराली बस्वणयाबाबि सूचना केली जाईल. प्िा्वि पकरपािील आगीचया
दघुमटनेपासून बचाव करणयासााठ व आपतकालीन पररन्थिी वयव्था्पि करणयासााठ पुढील
हकयाकलाप व सावधनगरी बाळगरे प्िा्वि आहे..

 आपतकालीन ननवामसन यिजना.
 आपतकालीन पररन्थिी / ननकालाचया वेळी पाळरया जारारया कायमपदिी्वियी जागरकिा

ननमामर करणयासााठ ननयनमि मॉक हडल.
 धूमपान इनहेलेशन टाळणयासााठ ऑनकसजन नसलेडसम, वैदक्य हकट आनर मुखवटे ाेवणयाचा

सरला देणयाि येईल, ्वशेिि: रयांना इनहेलेशन धूमपान करिाि तयांचयासााठ शसन ्वकार
असलेरया लिकांना धिकादायक असू शकिे.

 अनगनशमन उपकररे पुरेसे संखयेने काम करणयाचया पररन्थिीि आहेि याची खाती
करणयासााठ पलांट मॅनेजरला सरला देणयाि येईल..
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7.3.5 ्वदुि अपघाि

्वदुि धिकयांमुळे ब्सम, धकके आनर इलेकटिकशन हिऊ शकिाि रयामुळे गं्ीर जखम हिऊ शकिे
आनर मतृयू देखील हिऊ शकिि..

्वदुि अपघाि रिखरे

 आंिरराषीय कलर किडची पुषी करणयासााठ उपकरराशी कनेकट केलेली लवनचक दिरखंड वायडम
असरे आवुयक आहे

 उपकरराची पाथनमकिा राषीय हकंवा नामांहकि मानक चाचरी पानधकररादारे चाचरी करन
पमानरि केली जावी

 सवम ्वदुिीय वायररंग, पुनननममामर हकंवा ्व्िाराचे काम परवानाधारक ्वदुि कंताटदारांदारे
कररे आवुयक आहे. काम पूरम झारयावर कंताटदारांनी वीजपुरवाा जिडणयापूव् तयांची
चाचरी घयावी.

 सु्वधेि ्वदुि सुरका सुननन्ि करणयासााठ, अतयंि लहान गळिी चालू करणयासााठ चालू
चालू ऑपरेट केलेले अथम गळिी सहकम ट बेकर (ईएलसीबी) हकंवा अवनशष करंट सहकम ट बेकर
(आरसीसीबी) नेणयाची नशफारस केली जािे. परृवीवर धिकादायक ्वदुि गळिी झारयास,
तयाने आपिआप वीजपुरवाा खंहडि केला पाहहजे..

7.3.6 सामा्य जिखीम आनर सुरनकििा उपाय

 महानगरपानलकेचा घनकचरा हािाळरारे आनर ्वरहेवाट लावरारया कामगारांना शापम-संबंनधि
अपघािांमुळे हकंवा कचरयाचे कंटेनर फुटरयास, उघडे व गळिी हििे हकंवा काही कचरा
सामाीचा पादु् ामव हिणयाची शकयिा असिे. एखादा संसगमज्य वयक्चया रकाने दू् िि
झालेरया सुई हकंवा इिर िीकर व्िूचा संपकम हा एचबीवही, एचआयवही, आनर इिर रक-
जननि रिगजनकांचया आरिगय-सेवेचया कामगाराचया आनर कचरा हािाळराऱयांना संकनमि
करणयाचा सवामि मिाा धिका दशम् विि. आघाि, ब्सम, बुरशीज्य संसगम आनर इिर अनेक
सु्वधांमधील अपघािांमुळे हिरारया जखमांचा पररराम. साइटवर ननमामर झालेरया धुळीमुळे
डिळयांची जळजळ आनर तवचेचे ्व्वध पकार हिणयाची शकयिा असिे..

सरुका उपाय:
 कामगारांशी सरलामसलि करन, महानगरपानलकेचा घनकचरा हािाळरे व तयाची ्वरहेवाट

लावणयाबाबि सधयाचया काळाि मा्यिापाा नकलननकल व वयावसानयक आरिगय व
सुरका्वियक माहहिीचया आधारे लेखी धिररे व कायमपदिी ्था्पि करन संसगम हिणयाचा
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धिका कमी करणयासााठ यिगय पावले उचलरे. या धिररांचे आनर कायमपदिींचे पुनरावलिकन
केले जाईल आनर आवुयकिेनुसार सतया्पि केलेरया तयांचया आवुयकिांचे पालन करन
ननयनमिपरे अदिननि केले जाईल..

 कममचारयांना ननयनमि सूचना, माहहिी आनर पनशकर हदले जाईल,,
- वैय्कक ्वच्िा, ्वशेिि: हाि धुरे, एपन पररधान कररे;
- कचरयाची कपाि, ्व्ाजन, संकलन, पॅकेनजंग, कलर किहडंग, लेबनलंग, साावरूक आनर

घरगुिी हालचालींसााठ सु्वधेची कायमपदिी;
- कचरा हािाळणयाचया पहकयेशी संबंनधि संकमर रिखणयाचया पदिी;
- कामगारांना रया सामाीचा धिका असू शकिि;आनर
- किरिी कारवाई केली पाहहजे आनर किरतया पयमवेकी कममचा-यांना अपघाि

झारयास सूनचि करावे..
 महानगरपानलकेचया घनकचऱयाचे वयव्थापन आनर ्वरहेवाट लावणयाशी संबंनधि

वयावसानयक आरिगयास हिरारा धिका कमी करणयासााठर:
- लागू असरारया फेडरल, पादेनशक आनर नगरपानलका ननयम आनर कायदाचे पालन

करणयाचे आशासन देणयासााठ कचरा वयव्थापन पहकयेचे ननयनमि मूरयांकन
समा्वष करा;

- कचरा हािाळणयासााठ आनर ्वरहेवाट लावणयाचया ्व्वध टपपयाि गंुिलेरया
कामगारांसााठ वैय्कक संरकरातमक उपकररे (पीपीई) आनर हाि धुणयाची सु्वधा;

- सुई न्टकचया दखुापिी आनर इिर कचरा हािाळरीचया घटनांचे द्िऐवजीकरर
कररे, पुनरावलिकन कररे आनर ््व्याि अशा पकारचया घटना टाळणयासााठ
अंमलाि आरलेरया बदलांची हािाळरी आनर अहवाल देणयाची लेखी पहकया;

- ्पढीचया ्व्ाजन ्बंदचूया गरजेवर जिर दा जेरेकरन कचरा यिगय कचरयाचया
पाताि ाेवला जाईल;

- आवुयकिेनुसार अनधक यिगय कंटेनरमधये अपाेड केरयास ननयनमिपरे
पुनरावलिकन करणयासााठ कचरा कंटेनरचा पकार आनर गुरवता;

- अयिगय हािाळरीची सम्या ननन्ि करणयासााठ ननयनमिपरे पुनरावलिकन केले
जाराऱया पदिींचे पुनरावलिकन. िसे असरयास, हािाळरीचे िंत सुधाररि करा.

- सवम कंटेनर आनर उपकररे यिगयररतया नच्हांहकि केली पाहहजेि.

7.4 आपती वयव्थापन यिजना

एक हकंवा अनेक घटना एकाच वेळी घडिाि िेवहा तयांना आपती महरिाि:

1. एकाच पररन्थिीि दहा हकंवा तयाहून अनधक मानवी जीवनाचा धिका
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2. औदिनगक केताचया उपलबध ाििांचया ननयंतराबाहेरची पररन्थिी
3. घटनेचा पररराम महरून मालमतेचे नुकसान र. १ किटी आनर / हकंवा वरील सं्ावय आहेि
4. पररन्थिीि वरवर पाहिा जा्ि ििटा हिऊ शकि नाही परंिु दीघमकालीन िीविेचा पररराम,

उतपादन आनर मालमतेचया नुकसानावर पररराम हिऊ शकिि..

आपतीमुळे उदवरारे:

 आरीबारी खातयावर
- आग
- ्फिट
- ्विारी रसायने नशंपडरे
- ्वदुिदाब

 कारर नैसनगमक आपती:
- पूर
- ्ूकंप
- ढग फुटरे
- वीज

अभयासाचे उदीष महरजे पाथनमक डीएमपीची पहकया आनर ियारीशी संबंनधि सं्ावय धिके आनर
जिखीम याचे मूरयांकन कररे. हे हदशाननद्श राषीय आपती वयव्थापन पानधकरराने (एनडीएमए)
जारी केलेरया मागमदशमक सूचनांचया वयनिररक आहेि जे http://ndma.gov.in/ndma/guidlines.html वर
उपलबध आहेि..

डीएमपीची मुखय उदीषे अशी आहेिर

 घटना / अपघाि ननयं्ति करणयासााठ आनर शकय असरयास तया दरू
करणयासााठ

 वयक्, मालमता आनर वािावररावर घटनेचे दु् पररराम कमी करणयासााठ

पतयेक औदिनगक युननट हकंवा युननटचया गटाने ्विंत आपतकालीन ियारी आनर डीएमपी ियार केले
पाहहजे जे औदिनगक केताचया मुखय डीएमपीशी सुसंगि असेल रयामधये युननटमधये किरिाही मिाा
अपघाि / आपती उदवरयास घडलेरया कारवाईचा िपशील समा्वष केला जाईल. या यिजनेि सवम
पकारचे मिाे अपघाि / घटना घडरया पाहहजेि आनर उदिगाि सामील हिरारया जिखमीची ओळख
करन हदली पाहहजे. या यिजनेला मॉकहडरस ारा्वक कालावधीि केरया पाहहजेि जेरेकरन या यिजना
पररपूरम हिईल आनर उदिगािील किरतयाही घटने्वरद लढायला वयक् पूरमपरे ियार असिील. उदिग
आनर आरीबारीचया पकारानुसार ही यिजना बदलू शकिे..
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7.4.1 साइटवरील आपती वयव्थापन यिजना

जर एखादा सु्वधेमधये एखादा अपघाि / घटना घडली असेल आनर तयाचा प्ाव फक आवारािच
असेल िर तयामधये फक काम करराऱया वयक् आनर आिरया मालमतेचा समावेश असेल िर तयाला
साइटवर आपती असे महरिाि. खाली आरीबारी ननयंतरादरमयान पमुख सद्य आहेि.

 आरीबारी ननयंतक  पकरप पमुख

 सहायय आरीबारी ननयंतक  पमुख - सुरका

 घटना ननयंतक  आदररीय एचओडी

 अन्यां्तक् सम्वयक  वयव्थापक (ऑपरेश्स
आनर सनवहमसेस)

 आपतकालीन अनधकारी  पमुख (पकरप)

 आपतकालीन पशासक्य
सम्वयक

 वयव्थापक (पी आनर
ए)

 सहायय आपतकालीन पशासक्य
सम्वयक

 वयव्थापक- ्वत व
लेखा

 सुरका सम्वयक  सुरका प्ारी

्थाननक कृिी हािी घयावयाि:

कायम हाकार (s)

a. िाबडििब पररसर ररकामा करा
b. आसपास काम करराऱया सहकाऱया माहहिी दा
c. ्थाननक हाकारी घटना ननयं्ति करणयाचा पयत करा
d. जर शकय नसेल िर संबंनधि आपतकालीन कायमसंघाचया सद्यांना माहहिी दा आनर घटना
ननयंतक घटना्थळी येईपयरि घटनेवर ननयंतर ाेवणयासााठ आवुयक िी खबरदारी घया.

आरडीएफ साावरूक, मॉ्सून साावरूक, लीचेट साावरूक टँक आनर मटेररयल साावरूक शेड

वरील ्टिरेज शेडसमधये / शेजारी लागलेरया आगीि अनगनशामक यंतरा हकंवा पाणयाचे ्पे वापरन
आग पसरणयापासून रिखणयाचा पयत करा व ्थाननक पािळीवर ननयंतर ाेवणयाचा पयत करा.
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मदि आनर समथमन नमळ्वणयासााठ सवामना ओरडून सांगालँडहफल

a. वाहन हलवा आनर हलरारी यंतरा वाऱयाचया हदशेने हलवा
b. दडपणयासााठ / ननयंतरासााठ आग / धूर / वाफ यावर सहज उपलबध मािीचा वापर करा
c. ्थाननक पािळीवर ननयंतर ाेवणयासााठ आवुयक असरयास फिम अनगनशमन उपकररे वापरा.
d. आग ननयं्ति करणयासााठ मुबलक पाणयाचा वापर कराe

सामा्य

a. आपतकालीन हािाळरीसााठ कायमसंघाने तवररि घटनेचया हाकारी जावे / ननयुक केलेरया
कामावर जावे

b. अभयागि आनर बाहेरील लिकांना कायम मुखय दाराजवळ ाेवले पाहहजे
c. इिर सवम कममचारयांनी तयांचे काम िातपुरिे ननलं्बि केले पाहहजे आनर एकत जमावे

7.4.2 आपतकालीन कममचारयांचया ्ूनमका व जबाबदाऱया

आरीबारी ननयंतर कायमसघंाचया सामा्य ्नूमका व जबाबदाऱया िका ७१ मधये नमदू केरया आहेि.
आपतकालीन पररन्थिीि तयांची ्नूमका असलेरया महतवाचया अनधकारयांची यादी आनर दरूधवनी
कमांक आवुयक िेथे ाेवा.

िका 71आपतकालीन कममचारयांचया ्ूनमका व जबाबदाऱया

आपतकालीन ननयंतर कायमसंघ सद्य ्ूनमका व जबाबदाऱया

आरीबारी ननयंतक पकरप पमुख • पररन्थिीचया पररमाराचे मूरयांकन करा आनर
सुरनकि ्थाने ओळखणयासााठ कममचारयांना
तयांचया ्वधानस्ा ्थळांमधून ररकामे
करणयाची आवुयकिा आहे का िे ारवा

• प्ा्वि ्ागांवयनिररक इिर केतावर थेट
ऑपरेशनल कंटिलचा उपयिग करा

• सं्ावय घडामिडींचा सिि आढावा घया आनर
मुखय कममचारयांशी सरलामसलि करन
मूरयांकन करा

• पिनलस, अनगनशमन दल, वैदक्य व फॅकटरीज
िपासरी पथकाचया वररष अनधकाऱयांशी संपकम
साधा आनर कारखाना पररसराबाहेर असलेरया
्ागाि हिराऱया सं्ावय प्ावां्वियी सरला
दा.
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आपतकालीन ननयंतर कायमसंघ सद्य ्ूनमका व जबाबदाऱया

• आपतकालीन पररन्थिी बंद झारयावर बानधि
वयक्ंचे पुनवमसन करा

घटना ननयंतक आदररीय ्व्ाग
पमुख

• आरीबारीचया पमाराि मूरयांकन करा आनर
आपतकालीन ननयंतकास माहहिी पाावा

• ऑपरेशन बंद करणयासााठ थेट आनर घटनेचे
आरखी िीविा कमी करणयाचा पयत करा

• सवम पमुख जवान आनर अनगनशमन दलाचया
मदिीची मागरी केली आहे याची खाती करन
घया

• आपतकालीन ननयंतकासह सिि संवाद साधा
आनर सवम घडामिडींना यिगय तयापमारे माहहिी
दा

अनगनशामक आनर
सुरका अनधकारी

कायमरि ईएचएस • सम्वय घटनेचया ननयंतकादारे ्वनंिी
केरयानुसार ऑपरेश्स बंद कररे

• घटना झिनचया कारखा्याि आग व सुरका
कममचाऱयांना सरला देरे व गजर रद करा

• पनबलक अडेॅस नस्टम (पीएएस) वर घििरा
करा हकंवा टेनलफिन हकंवा मेसेजरदारे सांगा

• अनिररक वेळिवेळी अनगनशमन यंत, अनगनशमन
दल, पंप इतयादींची वेळिवेळी वयव्था करा

आरीबारी पशासन

सम्वयक

HOD)P&A) • असेबली पॉईट, मुखय गेट, िसेच आपतकालीन
्थळावरील कममचारयांची पमुख गरना
वयवन्थि करा

• आपतकालीन ननयंतकास नागरी अनधकाऱयांकडून
आवुयक असराऱया मदिीचया ्वरपा्वियी
संवाद साधणयास मदि करा

• पकरप पमुख / कायमकारी ईएचएस यांचया
सररयानुसार आरीबारीचया हाकारी
जाणयासााठ थेट मदि पथक.

सुरका

सम्वयक

कायमकारी सुरका
अनधकारी

• अनगनशमन दलावयनिररक इिर सवम वाहनांचे
पवेश / बाहेर पडा

• सवम ्ाररि / अंशिर ्ाररि टक सुरनकि
हाकारी पाकम करणयाची वयव्था करा

• गेटजवळ जमलेरया कममचारयांवर ननयंतर ाेवा
आनर घटनेचया हाकारी तयांना जाऊ देऊ नका
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7.4.2.1आपतकालीन पररन्थिीि पररचालन पराली

7.4.2.2 संपेिर पराली

आरीबारीचा एक पकार इिरांपासून वेगळा करणयासााठ वेगवेगळया पकारचे अलामम आहेि जसे क् -
अगनी हकंवा वायू, सामा्य फायर सायरन, आपतकालीन / ननवामसन आनर उचच-्पच वेनलंग सायरन.
या गजरांनशवाय, माहहिी प्ावीपरे पाररि करणयासााठ पुरेसे संखया बा् आनर अंिगमि टेनलफिन
कनेकशन ्था्पि केले जावे..

7.4.2.3 चेिावरी पराली आनर ननयंतर

ननयंतर केदे - वाऱयांची हदशा, आग / ्फिट, ्विारी मुकिा इतयादींचा पररराम हिरारी केते
्वचाराि घेऊन, संबंनधि आवाराि कमीिकमी जिखीम हकंवा असुरनकििेचया हाकारी ननयंतर केदे
न्थि असली पाहहजेि.

आपतकालीन सेवा - या अंिगमि, पतयेक साइटने अनगनशमन, पथमिपचार आनर बचाव सु्वधांचे वरमन
केले पाहहजे. ऑपरेहटंग फायर पंपसााठ वीज पुरवठयाचे पयामयी सिि, ्थाननक सं्था, अनगनशमन दल
इतयादींशी संवाद साधरे देखील ्पषपरे सूनचि केले जावे.

जवळपासचया केतािील महतवाचया पियांची यादी जसे क् रगरालये, रगरवाहहका सेवा, अनगनशमन
सेवा, सरकारी कममचारी (नगरसेवक, नजरहानधकारी, नजरहा पंचायि, पिनलस ्टेशन आनर आपतकालीन
ननयंतर सेवा आनर तयांचे दरूधवनी कमांक ियार केले जािील आनर आपतकालीन ननयंतराबाहेर
पदनशमि केले जािील).

7.4.2.4 अगनी शामक पराली

आग लागणयापासून रिखणयासााठ पलांट ियार करणयाचया टपपयाि आनर ऑपरेशन दरमयान केलेरया
अनगनरिधक उपाय. महरून अशी पररन्थिी टाळणयासााठ पुढील लढाऊ उपकररे वापरली जािील.

1. एबीसी पकारची अनगनशामक यंत
2. फिम पकार अनगनशामक यंत
3. सीओ २ पकारची अनगनशामक यंत
4. वाळू बादली
5. पारी नशंपडरारी रबरी नळी
6. टेलर चानलि पंप
7. फायर अलामम

7.4.2.5 आरीबारी ननयंतर केद उपकररे आनर उपकरराचया सूचीसह
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आरीबारी ननयंतर केद घटनेची पनिहकया आनर पनिसाद कायमसंघाचया कममचारयांसााठ आवुयक
माहहिी एक्ति करणयासााठ, पनिसाद हकयाकलापांचे सम्वय साधणयासााठ आनर आपतकालीन
पररन्थिीचया हुकूमानुसार कममचारयांचे वयव्थापन करणयासााठ सम्वय केद महरून काम करिे.
खाली नमूद केरयापमारे िे सवम आवुयक व्िंूनी सुसरज असले पाहहजे..

 द्िऐवज
- साइट यिजना
- आवुयक टेनलफिन नंबरची यादी
- अनगनशमन उपकररे सूचीबद करा
- आपतकालीन ननयंतर सद्यांचे नशरट वेळापतक

 ्वसंरकक उपकररे
- चेहऱयाचे मुखवटे
- हािचे हािमिजे
- गम बू्स
- गॉगल
- नशराार
- सुरका प्टा
- एपिन

 उपकररांची यादी

 अंिगमि / बा् टेनलफिन कमांक
 पिट्बल अलामम
 टॉचम
 आवुयक पीपीईसह आरीबारी कपाट

7.4.3 ऑफ-साइट आपती वयव्थापन यिजना

जेवहा नुकसान शेजारचया ्ागापयरि वाढिे आनर पलांटचया हदीपलीकडे असलेरया ्थाननक
लिकसंखयेवर पररराम हििि िेवहा साइटबाहेर आरीबारी यिजना कायामन्वि केली जािे
रयामधये तवररि पनिसाद आनर बरयाच एज्सीचया सेवांचा सह्ाग असिि. ऑफ-साइट
आपतकालीन यिजनेि कारखाना वयव्थापन व शासन एज्सी यांचयाशी सरलामसलि करन
ियार केली जाईल. . या यिजनेि आपतकालीन सेवा आनर अनगनशमन सेवा, रगरालये, पिनलस
इतयादी ाििां्वियी दरूधवनी कमांकासह अदयावि माहहिी आहे. या यिजनेि नजरहा
अनधकाऱयांचा समावेश केला जाईल.
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- पिनलस ्व्ाग
- महसूल ्व्ाग
- अनगनशमन दल
- वैदक्य ्व्ाग
- नगरपानलका
- ्वदुि ्व्ाग
- पदिूर ननयंतर ्व्ाग
- वतृपत आनर वाहह्या

 रारय संकट गट कायम
a) एमएसआयएचसी दरु्िीचया ननयमांनुसार रारयािील सवम नजरहा-साइटवरील

आपतकालीन यिजनांचे पुरेसे परीकर करणयाचया उदेशाने आढावा घया.
b) रारयािील एका हाकारी मिठया पमाराि रासायननक अपघािांचे ननयिजन, सरजिा व

शमन करणयासााठ रारय सरकारला मदि करा
c) अपघािानंिरचया पररन्थिीवर साितयाने लक ाेवा आनर पगिीचा आढावा घया

 नजरहा संकट गट कायम
a) नजरहा कायामलयािील आपतकालीन यिजना ियार करणयास सहायय करा
b) ऑफ-साइट आपतकालीन यिजनेचया ियारीसााठ अपघािा्िांचया मिठया दघुमटनेचया

माहहिीदारे ियार केलेरया साइटवरील आपतकालीन यिजनांचा आढावा घया.
c) नजर्ाि असलेरया हाकारी रासायननक अपघािांचया वयव्थापनाि नजरहा पशासनास

सहायय करा आनर पतयेक रासायननक अपघािावर नजर ाेवा आनर नजर्ािून
रारयाि सिि माहहिी पवाह सुननन्ि करा.

d) दरवि् एखादा हाकारी किरतयाही रासायननक अपघािाची पूरम पमाराि मॉक-हडल
आयिनजि करा आनर रारय संकटाचया गटाकडे तयांची शक् आनर यिजनेचया
कमकुविपराचा अहवाल पाावा..

 ्थाननक संकट गटाची काय्
a) औदिनगक गटाि ्थाननक आपतकालीन यिजना ियार करा

b) नजरहा आपतकालीन यिजनेसह ्थाननक आपतकालीन यिजनेची कायमकारररी ियार
करणयाचे सुननन्ि करा

c) रासायननक अपघाि वयव्थापनाि टेनचे कममचारी यांना सामील करा
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d) तया पररसरािील उपाय आनर अन्ििवाि असलेरया ितपरिेबदल रासायननक दघुमटनेि
लिकसंखयेचा पररराम हिणयास नशकवा

e) दर सहा महह्यांनी एखादा जागी रासायननक अपघािाची हकमान एक पूरम मॉकहडल
आयिनजि करा आनर नजरहा संकट समूहाकडे अहवाल पाावा.

7.4.4 िालीम आनर यिजनेचे अदिन

 ननयनमि मॉक हडलचे आयिजन केले जाईल. धा्य पेरणयाचया यंता दरमयान
पाळलेरया हकयांमधील कमिरिा सह्ागींना समजावून सांगणयाि येिील व तया
दरु्ि केरया जािील.

 साइटवरील आरीबारीचया यिजनेसंबंधीचया किरतयाही कमिरिा दरू केरया
जािील आनर तया साइटवर आरीबारी यिजनेि समा्वष केरया जािील आनर
तया सवारना कळवरया जािील.

.
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अधयाय ०८
पकरपाचे फायदे

8.1 पकरपाचे फायदे

सधयाचया डंपसाईटचया सदन्थिीचा ्वचार करन प्िा्वि पकरपाचे बरेच फायदे हििील, प्िा्वि
कचरा िे उजाम सधयाचया ्ू-्राव कचऱयाचे पमार ९०% कमी कर शकेल. २५ विारचे जीवन चक
लकाि घेिरयास हे लँडहफल केताची आवुयकिा ८० हेकटरपेका जा्ि पमाराि वाचवेल. कंपि्ट
उतपादनानशवाय लँडहफलचया ऑपरेटरला कमाईची ्र पडेल. कंपि्ट उतपादनामुळे ्पकाची उतपादकिा
आनर मािीची पिि सुधारेल आनर मािीचया पििक दवयांची वाढ हिईल. प्िा्वि पकरपाि रिजगार,
उपकररे, सेवा सु्वधांची ्थापना, दरूसंचार व पररवहन सु्वधांचा ्वकास यासारखे पतयक व अपतयक
आनथमक फायदेही असिील.

8.2 पयामवररीय फायदे

 ्वदमान देवनार डंप साइटवर अॅनॅरि्बक अव्थेिून ननमामर हिरारया नमथेन गॅसमुळे िसेच
सीआरझेड ्ागाि कचरा पसरणयाने वारंवार हिराऱया आगीचा पनिबंध,

 जवळपासचया ्ागाि धूमपान आनर फरारी उतसजमनाचा पनिबंध. पकरप अभयास केताि
रिगांचा पसार कमी करेल.

 प्िा्वि पकरपामुळे पषृ्ागावर आनर ्ूग्ामिील पाणयाचे पदिूर रिखले जाईल.
 प्िा्वि पकरप हे सुननन्ि करेल क् पररसराि किरतयाही पकारची गंध वा आवाज येऊ

नये..
8.3 हररिगहृ वायंूचे कमी उतसजमन

उज्चया उतपादनासााठ कचरा वापररयास जीवाुम इंधनाची बचि हिईल आनर यामळेु जीएचजी
उतसजमन कमी हिईल. असा अदंाज आहे क् मुबंईसााठ डबरयूटीई पलांटचया अमंलबजावरीमळेु २०
विारचया कालावधीि ८ दशलक ट्स सीओ २ समकक जीएचजीची बचि हिईल.

8.4 हवाई हाकाराची सुरका

देवनार डंपसाईटवर पकयांमळेु हिरारा धिका टाळिा येिि.

8.5 सामानजक ला्

 या पकरपाि जवळपासचया ्ागािील लिकांना अनेक आरिगय ला् हिऊ शकिाि
आनर चांगरया शहराची गरुवता नमळवणयाचया मागामने संपूरम शहराि संपूरम
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आरिगयाचा फायदा हिईल.
 अशी अपेका आहे क् शसन, कयरिग इतयादी अनेक आजारांचे पमार खाली

येिील.
 प्िा्वि पकरपाचया अमंलबजावरीमुळे रॅग-्पहकंग मेनस, बालमजुरी आनर इिर

धिकादायक पुनवामपराचे कायम रिखले जाऊ शकिे.
8.6 वािावररािील सौदयम

पकरपांचया अमंलबजावरीनंिर वािावरर सधुारेल कारर यामळेु डंपचे केत कमी हिईल. ाीन बेरटसह
ननयिनजि रचनेमळेु देवनारचया सौदयामि लकरीय सधुाररा हिईल.

8.7 ािि संवधमन

नैसनगमक ससंाधने मयामहदि आहेि आनर निचा कायमकमिेने वापर केला पाहहजे. प्िा्वि पकरप
मुबंई स्िविाल ननमामर हिराऱया महापानलकेचया घनकचऱयावर पहकया व वयव्थापन करन
नैसनगमक ससंाधनांचे सरंकर करेल. पुढे, हहरवया घटकांचे उतपादन (कंपि्ट, उजाम, सी अडँ डी कचरा
इ. पासनू सामाी) इतयादी वहनजमन सामाीचा वापर कमी करेल. मिठया पमाराि कंपि्ट
नननममिीमळेु रासायननक खिांची मागरी कमी हिईल.
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अधयाय ०९
पयामवररीय खचम ला्ाचे ्वशेिर

९.१ पयामवररीय ला् ्वशेिर:
सद पररन्थिी- पयामवरराची जिखीम व नुकसान
्ारिाची आनथमक राजधानी आनर सवामि मिाे शहर असलेरया मंुबईमधये सधया घनकचरा
वयव्थापनाचे घनिेचे संकट आहे. हे सुमारे ४३७.७१ चौ.हक.मी. केतावर पसरलेले आहे. २०११
चया जनगरनेनुसार अंदाजे १२.५ दशलक इिक् लिकसंखया आहे. पाया्ूि सु्वधा आनथमक
्वकास आनर लिकसंखया वाढीस वेगवान ाेवणयास असमथम ाररया आहेि आनर परररामी
एमएसडबरयू आनर जा्ि ओझे असलेरया डंपांचे अपुरा संाहर झाले आहे. हकतयेक
दशकांिील घनकचऱयाचा अयिगयररतया ननपटारा कररे आनर कचरा उघडया जाळणयामुळे
पयामवररीय पदिूर व आरिगयाचया सम्या उदवू शकिाि. २०२१ मधये बहृ्मंुबई
महानगरपानलकेचा घनकचरा सुमारे ११,००० टन ियार हिणयाची शकयिा आहे. तया अनुिंगाने
मागरी पूरम करणयासााठ एकूर ३९७ हेकटर जमीन ्रणयाची गरज ्ासू शकेल. निची वाढिी
लिकसंखया, शहरी ्ागाचा जलद ्व्िार आनर बेट असरयाने जमीन टंचाई लकाि घेिा
मंुबईला वाढतया घनकचरा वयव्थापन सम्येवर ििडगा काढरे आवुयक आहे जे शाशि,
कमी खनचमक आनर सावमजननक आरिगय, पयामवररीय आनर हवामान बदल कमीि कमी करेल.
सधया देवनार येथील कचरा डंपसाईटवरन मंुबईिून अंदाजे 2000 टीपीडी कचरा नमळिि
रयामधये अंदाजे 800 टन एमएसडबरयू आनर बांधकाम आनर ्वधवंस (सी अँड डी) कचरा
1200 टीपीडी आहे. देवनार डंपसाईटवर किरिीही पहकया न करिा संपूरम कचरा टाकला जाि
आहे.

९.२ घनकचरा जमीन ्रणयाबाबिचया नचंिेसह सधयाचे मुदे
घनकचऱयाची ्रावयािील ्ूमीशी संबंनधि गिषी संबंनधि आहेि:
 लँडहफल गॅसचे अननयं्ति पकाशन जे साइटवर ्थलांिररि कर शकिे आनर गंध आनर

इिर सं्ावय धिकादायक न्थिीस काररी्ूि ार शकिे.
 वािावररावरील हररि गहृ वायूंवर लँडहफल वायूंचया अननयं्ति ाावाचा पररराम
 ्ूग्ामिील पाणयाचया पषृ्ागाखाली हकंवा पषृ्ागाचया पवाहावर ्थलांिर हिऊ

शकराऱया लीचेटचे अननयं्ति पकाशन.
 अयिगयररतया वयव्था्पि लँडहफलमधये रिग वेकटसमचे पजनन आनर आशय्थान.

्ूिकाळाि बहुिेकदा लँडहफलमधये ाेवलेरया घािक साहहतयांमुळे उदवलेरया टेस
वायूंचया सिडणयाशी संबंनधि आरिगय आनर पयामवररीय पररराम.
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९.४ देवनार येथे प्िा्वि कचऱयापासून उजाम पकरपाचे पयामवररीय फायदे:

 या पकरपाचे असे अनेक पयामवररीय फायदे आहेि:

i. देवनार साइटवर वारंवार हिरारया आगीपासून बचाव
ii. सीआरझेड केतावर कचरा पसरवरे
iii. जवळपासचया ्ागाि धूमपान आनर फरारी उतसजमनाचा पनिबंध. अभयासामधये असे

हदसून आले आहे क् घनकचरा वयव्था्पि केरयास सुमारे २२ आजार रिखले जाऊ
शकिाि

iv. पषृ्ाग आनर ्ूग्ामिील पाणयाचे पदिूर रिखरे.

हररिगहृ वायंूचया उतसजमनाि घट:
उजाम उतपादनासााठ कचरा वापररयास जीवाुम इंधनाची बचि हिईल आनर यामुळे हररि गहृ
वायूंचे (जीएचजी) उतसजमन कमी हिईल.
रलाइंग झिनला सुरका: देवनार डंपसाईटवर पकयांचया धिकयामुळे हिरारा धिका टाळिा येिि

संसाधन संवधमन:
या पकरपािून कमीिकमी ४ मेगावॅट कमिेची नननममिी हिईल. यामुळे संसाधनांचे संवधमन
करणयास मदि हिईल.

लँडहफल केताची आवुयकिा कमी कररे
डबरयूटीई पकरपाचया अंमलबजावरीमुळे कचऱयाचे पमार ९०% ने कमी हिऊ शकेल. २६
विारचे आयु्यमान लकाि घेिा हे लँडहफल केताची आवुयकिा ८० हेकटरपेका जा्ि पमाराि
वाचवेल.
मंुबईचया वरील सद पररन्थिी व पदिूर ननयंतर उपाययिजनांसह प्िा्वि डबरयूटीई
पलांटचा ्वचार करिा पयामवररीय ला्ा्वियी खालील गुरातमक ्वशेिर केले गेले.

िका 72 पयामवररीय ला्ा्वियी गुरातमक ्वशेिर

अ
नु
क

मापदंड वैचाररक फायदे पयामवररीय फायदाचे दवेु
कचरा काढरे पदिूर कमी

कररे
जीवन
गुरवता

१ कचरा िे ऊजाम
पकरपांची गरज

खूप जा्ि + + + + + + + +

२ गंधाची कपाि जा्ि + + + + + +

३ शहरी जीवनशैलीिील जा्ि + + + + + +
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गुरवतेि सुधाररा
४ कमी जल पदिूर जा्ि + + + + +

५ घन कचरा
वयव्थापनाि सुधाररा

जा्ि + + + +

६ MCGM ला हिरारे
फायदे

जा्ि + + +

७ कमी ्थाननक सांसनगमक
रिग

जा्ि + + + + + +

८ हवामान बदलाचा ला् खूप जा्ि + + + + + + + + +

९ रिजगर नननममिीि वाढ मधयम + +

१० कचरा हािाळरीची
सुधाररि िंते

जा्ि + + + +

११ पुनवामपराचे फायदे
(बलॉकस आनर ्वटा)

जा्ि + + + + +

१२ डनमपंग याडम येथे
अलीकडील
आगीसारखया
पयामवरराची जिखीम
कमी कररे

खूप जा्ि + + + + + + + +

+ मधयम, + + जा्ि, + + + खूप जा्ि

उपशमन
डीपीआर सरलागाराने सुच्वरयानुसार सधयाचया िंत्ानासह एमएसडबरयूचया वै्ाननक
पहकयेनंिर वरील सम्या पूरमपरे दरू केरया जािील. आजूबाजूचया व्िीमधये याि वायू
उतसजमनाचे किरिेही पश उदवरार नाहीि. ्ूग्ामिील पाणयाचे दू् िि हिणयास तयामधये
किरिेही लीचेटचे पश उदवरार नाहीि कारर (i) वायूंचया फैलावराची नचमरी असेल. (ii)
लीचेट संाह आनर उपचार आनर ्वरहेवाट पराली. अशा पकारे हे मुदे दरू हििील.
ला्ाची हकंमि ही या दिन मुददांशी संबंनधि सवामि महतवाचा ्ाग आहे. यापूव् धिकयािील
कचरा नसलेरया हढगाऱयावरील धिकादायक डनमपंग ही वरील सम्या नमूद केलेरया सम्या
राहहली आहे.

या पहकयेसााठ फायदासााठ पचंड खचम करावा लागिि कारर हकंमि खूप जा्ि असरयाचे
हदसिे परंिु परिावा हकंवा तयाचे फायदे मानवाचया आनर ्ावी ्पढयांसााठ अनधक असिाि.
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९.५ मूरय-ला् ्वशेिर
नगरपानलकेचा घनकचरा लँडहफल मुखय पयामवरर्वियक दु् परररामांचे ािि पनिनननधतव
कर शकिे जे लीचेट आनर लँडहफल गॅसचया सं्ावय उतसजमनाशी संबंनधि आहे, रयामुळे
्ूजल पदिूर, मािी दू् िि हिरे आनर जागनिक उ्रिावाढीचे पररराम (पॅहटन एट अल.,
२०१)) हििे. अन्यां्तक् नसलेरया लँडहफलमुळे पयामवरराचा नाश, सामा्य ्वच्िा कमी
कररे, सामानजक-आनथमक प्ाव, नमथेनचे उतसजमन, काबमन डाय ऑकसाईड, नायटिजन, हायडिजन
आनर इिर हाननकारक वायू यासारखे पयामवररीय नकारातमक पररराम झाले आहेि.
्ूग्ामिील कचरा ्वघटन करन ियार हिरारा नमथेन हा सवामि मिाा वायू आहे. जर नमथेन
ननयं्ति नसेल िर तयाचा हाननकारक वािावररीय पररराम हिईल. लँडहफलची लकाधीश
सम्या सिड्वणयासााठ अमेररकेिील मिठया संखयेने नगरपानलका गॅनसहफकेशनकडे वळरया
आहेि.
हह पदि पयामवररास अनुकूल आहे आनर कचऱयामधील उजामला वीज सारखया फायदेशीर
उतपादनांमधये रपांिरीि करिे.
किरतयाही पकरपाचे मूरय-ला् ्वशेिर या पकरपाचे सामानजक-सां्कृनिक आनर
पयामवररीय पररराम समजून घेिरयानशवाय पूरम हिरार नाही, जरी िे लहान आनर नन्वमवाद
असू शकिील. डबरयूटीई ही कचरा वयव्थापन सु्वधा आहे जी नूिनीकररयिगय ऊजाम
िंत्ान मानली जािे. उजाम उतपादन आनर कचरा वयव्थापनाचे किरिेही साधन
पयामवरराला काही पमाराि प्ा्वि करिे आनर डबरयूटीई वेगळे नाही

डबरयूटीई पकरप पलांटची हकंमि
पकरपाचा अंदानजि खचम ५०४ किटी आहे

९.६ पिजेकट डबरयूटीई पलांटचे उतप्न

खचामचया फायदाचया ्वशेिरामधये पुढील अंदाजानुसार डबरयूटीई पलांटची मिाठ कमाई आहे.
 वीज ्वक्

काबमन केहडट पासून इिर महसूल
डबरयूटीई पलां्समधये लँडहफनलंगऐवजी एमएसडबरयूला कंमब्ट कररे, काबमन उतसजमन कमी
करिे (लँडहफलचया पकारावर आनर लँडहफल गॅस ररकवहरी परालीची कायमकमिा यावर
अवलंबून)
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मंुबईि डबरयूटीई पकरप उ्ाररयास शहर आनर देश हटकाऊ कचरा वयव्थापनास मदि
करेल. देवनार डनमपंग साइटमधये ््व्यािील वाढ िसेच कचरयाची उपलबधिा लकाि घेऊन
६०० टीपीडीसह देवनार डबरयूटीई पकरप प्िा्वि आहे. सव्तकृष िंत्ानाचा उपयिग
अनु्वी िंत्ान पदातयाने सुचवलेरया बेकायदा कचरा वैनश््यीकृि मानला आहे.
कचरयापासून उजाम करराऱया पलांटमधये ियार हिरारी उजाम ही जीवाुम इंधन पहकयेि न
वापरिा ियार झालेली असून नूिनीकररयिगय आनर ्वच् ऊजाम आहे, . कचरा पहकया /
लँडहफनलंगचया इिर पदिींचया िुलनेि उजाम पलांट मधील कचरा ाीनहाऊस वायूंचया
ननन्कयिेस मदि करिे.

सधया देवनार साइटवर ‘शू्य’ हररि प्टा आहे, िि ३३% हररि प््याने बदलला जाईल.
(हहरवयागाराि सीओ २ हफकसेशनचया संद्ामि सीकवेटेड जीएचएचएसची समिुरय रककम)
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अधयाय १०
पयामवरर वयव्थापन यिजना

१०.१ प्िावना
पयामवरर वयव्थापन यिजना (ईएमपी) एक साइट आहे
पकरपाची अंमलबजावरी पयामवरर हटकाऊ पदिीने केली जाईल या उदेशाने ्वकनसि केलेली
्वनशष यिजना, रयामधये पकरपधारक, कंताटदार आनर उपकंताटदारांसह सवम ्ागधारक
समा्वष आहेि, सं्ावय पयामवररीय जिखीम उदवू शकिाि सं्ावय पयामवररीय जिखीम
समजिाि. पनिकूल वािावररीय पनिकूलपरा आनर आशासन देणयायिगय ्वकासाचे काम
कमी कररे.:

 पयामवरर आनर वन (एमओईएफ) मंतालय आनर रारय
पदिूर ननयंतर मंडळ यांचया ननयमांनुसार आनर आवुयकिानुसार ियार केलेले

 सु्वधेचे घटक हडझाइननुसार कायम केले जािाि हे सुननन्ि
करणयासााठ,

 पयमवेकर आनर देखरेखीदारे यिगय अन्मुखिेची पुषी
कररारी पहकया

 अशी वयव्था जी बांधकाम आनर ऑपरेशन टपपयाि
सावमजननक िकारींवर लक देिे;आनर

 अशी यिजना जी सुननन्ि करिे क् उपाययिजना ितकाळ
लागू केरया जािाि.

ईएमपीचे मुखय फायदे महरजे िे सं्थेस तयाचया पयामवररीय कामनगरीचे वयव्थापन
करणयाची सु्वधा पदान करिाि, रयायिगे तयामुळे वािावरर सुधाररििेमधये यिगदान नमळू
शकिे. ईईएमपीमधये चार मुखय घटकांचा समावेश आहे:
वचनबदिा आनर धिररर हवा, जमीन आनर पाणयाशी संबनंधि सवम बाबींचा समावेश असलेरया
पयामवरर वयव्थापन यिजनेची पूिमिा आनर अंमलबजावरी करणयासााठ प्िावक पयत
करेल.
ननयिजनर याि पयामवररीय प्ावांची ओळख, कायदेशीर आवुयकिा आनर पयामवररीय उहदषे
समा्वष कररे समा्वष आहे.
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अंमलबजावरी: यामधये ्वकासकांना उपलबध संसाधने, कंताटदारांची जबाबदारी, पयामवरर
ननयंतर सु्वधांशी संबंनधि पररचालन कममचारयांचे पनशकर आनर घयावयाचया उपायांचे
द्िऐवजीकरर यांचा समावेश आहे.
मापन आनर मूरयांकन: याि देखरेख, सुधारातमक कृिी आनर रेकॉडम पाळरे समा्वष आहे.
डबरयूटीई पलांट असेल
आसपासचया वािावररावर काही पररराम हिि आहेि. परररामाची िीविा कमी करणयासााठ
आनर कमी करणयासााठ, ईएमपी लागू कररे आवुयक आहे.

१०.१.१ उदीषे
ईएमपीचे पुढील ्वनशष उहदषे पूरम करणयाचे उदीष आहेर:

 पयामवरराचा ऱहास मयामहदि करेल अशा बांधकाम आनर कायामतमक पदिींचा
अवलंब कररे

 हवा, पारी आनर मािी यासारखया ्ौनिक पयामवरराचे संरकर करणयासााठ
 ्थलीय आनर जलीय वन्पिी आनर जीवजंिूंचे संवधमन करणयासााठ
 पकरपावरील ्थाननक रहहवाशांची मिे आनर समज एक्ति कररे
 जेथे शकय असेल िेथे रिजगाराचया संधी ननमामर कररे
 बांधकामास पयामवररीय मागमदशमक सूचना व शि् पदान कररे
 बांधकाम संबंनधि प्ाव कमी करणयासााठ कंताटदार
 मिठया पमाराि जनिेची सुरका सुननन्ि करणयासााठ परेुशी सुरका वयव्था

पुर्वरे
 पकरपावरील वािावररावर हिराऱया दु् परररामांवर लक ाेवणयासााठ पि्ट

बांधकाम देखरेख पिााम ्थापन कररे
एकदा ईएमपी मंजूर झारयावर तया नेमरूक केलेरया कंताटदाराने साइटवर केलेरया सवम
कामकाजाचया पयामवररीय ्वचारांचा आधार दावा.

१०.२ प्ाव वयव्थापन
१०.२.१ बांधकाम आनर ऑपरेशन टपपे दरमयान शमन उपाय

या टपपयांिगमि ्व्वध पकरप उपकमांचे ननयिजन, अंमलबजावरी व वयव्थापन ही
सधयाचया पयामवरर वयव्थापन आराखडयाि सुच्वलेरया सूचना व पयामवरर आनर
सामानजक सुरनकि रककावरील उतम पधदिींचया आधारे करणयाि येईल, जेरेकरन
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पयामवररीय पररराम बहुिेक िातपुरिे ्वरपाि सहजपरे कमी केले जाईल. प्िा्वि
पकरप ह्िकेपामुळे किरतयाही पनिकूल, अपररविमनीय हकंवा दीघम मुदिीचया नकारातमक
प्ावांची करपना केली जाि नाही.

१०.३ वयावसानयक आरिगय आनर सुरका उपाय (ओएचएस)

बांधकाम कामगार अशा जड बांधकाम उपकररे, electrocutions, silicadust, खननज पदाथम करन
सगळयांपयरि, असंरनकि यंतसामाी, मारूस टक घसरर, आवाज आनर कंपने गं्ीर धिकयाि,
तयांना नेऊ शकिे क् अनेक उपकम वय्ि. कामगारांचया सुरकेशी संबंनधि जिखीम ननयं्ति
कररे आनर तयांचे ननरीकर कररे आनर िे कमी करणयासााठ हे मूरयांकन कररे देखील
आवुयक आहे. ननयंतर पदिीची ननवड कररे याि समा्वष असू शकिे:

 िातपुरिे आनर कायम्वरपी ननयंतरे मूरयांकन आनर ननवडरे.
 कायम्वरपी (अन्यां्तक्) ननयंतरे लागू हिईपयरि िातपुरिी उपाययिजनांची

अंमलबजावरी कररे.
 वाजवी वयवहायम असरयास कायमची अंमलबजावरी कररे.

१०.३.१ बांधकाम कामगारांचया सुरकेसााठ उपाययिजना:
१. बांधकाम टपपयाि, कंताटदारांना तया दरमयान सुरनकि कामकाजाचा अवलंब कररे आवुयक
आहे

 बांधकाम कामे
 मिठया बांधकाम उपकररे आनर यतें इ. हािाळरे.

2. कंताटदाराने कामगारांसााठ पीपीई, पथमिपचार आनर बांधकाम साइटवर अनगनशमन
उपकररे आयिनजि केली पाहहजेि. आपतकालीन यिजना आनर संरकराचया
धिकयाचया किरतयाही घटनांना पनिसाद देणयासााठ प्ारी अन्यंिा कडून ्वनधवि
मंजूर केले जावे.

3. अन्यां्तक् ननयंतरे जसे क् पलांट, उपकररे, वेहटलेशन नस्टम आनर पहकयांसााठ
हडझाइन हकंवा बदल यादारे, पदशमनास कमी करणयाचे साधन नमळविा येिे.

4. कंताटदारास अपघाि पनिबंधक अनधकारी (एपीओ) ननयुक कररे आवुयक आहे जे
बांधकाम हाकारी ननयनमि सुरका िपासरी करिील. एपीओला सूचना देणयाचे
अनधकार आहेि आनर अपघाि रिखणयासााठ संरकरातमक उपाययिजना करा.
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६. कामाची वेळ, धिररे आनर इिर ननयम आनर कायम पदिी जसे क् मानक आनर
कायमपराली (पनशकर, घरगुिी देख्ाल,आनर उपकररे देख्ाल आनर वयै्कक ्वच्िा
पदिींसह) काम करणयाचया पदिी बदलणयासााठ पशासक्य ननयंतरांचया
अंमलबजावरीचा समावेश केला पाहहजे. . कंताटदाराने आजारपर आनर साथीचया
आजारांपासून बचाव करणयासााठ सवम कामगारांचे आरिगय व आरिगय सुननन्ि केले
पाहहजे.बांधकाम कायारमुळे सधयाचया रहदारीि वयतयय येऊ नये महरून सवरकि वाहिूक
वयव्थापन यिजना आखली पाहहजे कंताटदार आनर ब.ृ मंु. म. न. पाकडून मा्यिा
नमळवा.

७. पतयेक कामाचया हाकारी, अंमलबजावरी कररारी एज्सी / कंताटदार ्थाननक आरिगय
अनधकाऱयांचया सहकायामने हे सुननन्ि करेल क् ननजरिकु्करर डेनसंग साहहतय आनर
उपकररे यांचा पुरेसा पुरवाा यासह एक पाथनमक उपलबध औिध-सु्वधा उपलबध आहे.

१०.४ पयामवररीय देखरेख यिजना आनर अंमलबजावरीची वयव्था
पकरपाचया प्ावी आनर साितयपूरम कायामसााठ, तया हाकारी पयामवरर वयव्थापन

पराली(ईएमएस) ्था्पि केली जावी. ईएमएसमधये खालील गिषींचा समावेश असावा:
एक पयामवरर वयव्थापन कक. पयामवरर देखरेख
कानममक पनशकर
ननयनमि पयामवररीय ऑहडट आनर सुधारातमक हकया.
द्िऐवजीकरर - मानक ऑपरेहटंग पहकया, पयामवरर
वयव्थापन यिजना आनर इिर नोदी
१०.४.१ पयामवरर वयव्थापन कक
पयामवरर वयव्थापन यिजना घेणयावयनिररक, शमन उपायांचया प्ावी अंमलबजावरीचीखाती

करन घेणयासााठ आनर पयामवररीय देखरेख आयिनजि करणयासााठ, पतयेक मनु्यबळ
संघटनेची ्थापना कररे देखील आवुयक आहे. पयामवरर वयव्थापन ककाची पमुख
किमवये व जबाबदाऱया खालीलपमारे हदरया आहेि:
 पयामवरर वयव्थापन यिजना राब्वरे.
 सवम संबंनधि ननयम आनर ननयमांचे ननयमन पालन सुननन्ि कररे.
 पदिूर ननयंतर उपकररांचे ननयनमि ऑपरेशन आनर देख्ाल सुननन्ि कररे.
 ईएमपीचे काटेकिरपरे पालन करन ऑपरेशनचे पयामवररीय पररराम कमी कररे.
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 मंजूर वेळापतकानुसार पयामवरर देखरेखीस पारं् कररे.
 परीकर केलेरया ननकालांचे पुनरावलिकन व तयांचे ्पषीकरर आनर परीकर केलेरया

ननकालांमधये सुधारातमक उपाय ननहदमष मयामदेपेका जा्ि आहेि.
 ियार संद्म महरनू चांगरया पयामवररीय पदिी आनर लागू असलेरया पयामवररीय

कायदांचे द्िऐवजीकरर ाेवा.
 पयामवरराशी संबंनधि रेकॉडम ाेवा.
 ननयामक सं्था, बा् सरलागार, देखरेख पयिगशाळांसह सम्वय.
 सावमजननक िकारींचे नोदी व तयावरील कारवाईची नोद ाेवरे.

१०.४.१.१ पयामवरर वयव्थापन ककाची संघटनातमक रचना
एक सम्पमि वयक् जि साइट वयव्थापकाला अहवाल देईल तयाने ईएमपी सेलचया सामा्य
हकयाकलापांचे पयमवेकर केले पाहहजे. पयामवरर वयव्थापन ककाि कंताटदार आनर ब.ृ मंु.
म. न. पा बाजूचया लिकांची शरेीबद रचना असेल जी पयामवररासंद्ामि यिजनेिील
हकयाकलापांचे सम्वय व पयमवेकर करेल. पदिशीर शरेीबद रचनेमुळे, सम्यांचे
वयव्थापन आनर ननराकरर कररे वेगवान आनर कायमकम आहे. पुढे मानक कायमपराली
(एसओपी) संबंनधि हकयाकलाप अनधक ननयिनजि आनर संघहटि पदिीने पूरम करणयास
समथमन करिाि.

१०.४.२ पयामवरर देखरेख कायमकम

पयामवररीय देखरेखीचे उदीष महरजे ईएमपीचया अंमलबजावरीचया प्ावीिेचे मूरयांकन
कररे महरजे प्ाव केतामधील महतवाचे पयामवररीय मापदंड ननयनमिपरे ननरीकर करन,
जेरेकरन किरिेही दु् पररराम हििाि िे शिधून काढिा येिील आनर वेळेवर कारवाई केली
जाऊ शकिे. महाराष पदिूर ननयंतर मंडळाचया (एमपीसीबी) चया सररयानुसार या
पकरपाचे वािावररीय वािावरराची गुरवता, धवनी पािळी, ्ूजल गुरवता आनर पमार,
मािीची गुरवता आनर घनकचरा यासााठ मा्यिापाा देखरेखीचया वेळापतकानुसार परीकर
केले जाईल. मॉननटररंग पिटिकॉल आनर ्थान ननवड काळजीपूवमक करावे लागेल. मॉननटररंग
सॅमपनलंग पिाामवर चचाम करन एमपीसीबीने मंजूर केले पाहहजे. अंदाज केलेरया प्ावांवर
आधाररि सूच्वलेले मॉननटररंग पिटिकॉल टेबल ७४ मधये हदलेला आहे.
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िका 73 पयामवरर देखेख यिजना

अनु क. पकार हाकारे मापदंड वेळआनर सरासरी सं्थातमक
जबाबदारी

अमंलबजावरी देखरेख

बांधकाम टपपा

२ ्ूजल एसपीसीबीशी
सरलामसलि
केरयानंिर ३ ्थाने
ननवडली जािाि

pH, TSS, TDS, DO.

BOD,कारिा, एकूर
काठरपरा ,
रलॉरॉईड, कलिराईड
आनर MNP (एकूर
किली फॉमसम / १००
नमली ),जाड धािू

निमाही MoEFआनर CC

मा्यिेची एज्सी
IE / MCGM

३ जनमनीवरील पारी एसपीसीबीशी
सरलामसलि
केरयानंिर ३ ्थाने
ननवडली जािाि

pH, TSS, TDS, DO.

BOD,कारिा, एकूर
काठरपरा ,
रलॉरॉईड, कलिराईड

निमाही MoEFआनर CC

मा्यिेची एज्सी
IE / MCGM



देवनार, मंुबई येथे सुमारे ४ मेगावॅट वीज नननममिीसााठ ‘६०० टीपीडी चा कचरा िे ऊजाम पकरपाचा प्िा्वि ्वकास’ या पकरपा सााठडारट पयामवररीय प्ाव मुरयांकन अहवाल

256

आनर MNP (एकूर
किली फॉमसम / १००
नमली ),जाड धािू

४ आवाज एसपीसीबीचया
सररयानुसार पकरप
्थळ व तयाचया
आसपासचया ्ागाि
असलेले ४ ्थाने

२४ िास , हदवस
आनर राती Leq.
पािळी

निमाही MoEFआनर CC

मा्यिेची एज्सी
IE / MCGM

५ मािी एसपीसीबीशी
सरलामसलि
केरयानंिर ४ ्थाने
ननवडली जािाि

सेहदय पदाथम, C , H ,

Nअरकलीनीटी,
ऍनसहडटी,जड धािू
आनर टेस धाि,ू

निमाही MoEFआनर CC

मा्यिेची एज्सी
IE / MCGM

६ उपचारीि ्पणयाचया
पाणयाची गरुवता

पारी उपचार केद बागकामाची
लागरारी मापदंड -
BOD , pH , S.S

किनलफॉमम

पंधरवडा MoEFआनर CC

मा्यिेची एज्सी
IE / MCGM

७ उपचारीि STP बागकामाची
लागरारी मापदंड -

पंधरवडा MoEFआनर CC IE / MCGM
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सांडपाणयाची गरुवता BOD , pH , S.S

किनलफॉमम
मा्यिेची एज्सी

८ उपचारीि
एररलुएंट पाणयाची
गरुवता

STP IS १०५०० नुसार -

्पणयाचया पाणयाची
गरुवता

पंधरवडा MoEFआनर CC

मा्यिेची एज्सी
IE / MCGM
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१०.४.३ नोद ाेवरे आनर अहवाल देरे
नोदी ाेवरे आनर कामनगरीचे अहवाल देरे हे प्िा्वि हटकाऊ ऑपरेशन सुननन्ि
करणयासााठ एक महिवपूरम वयव्थापन साधन आहे
्वकास. ननयामक, देखरेख आनर कायामन्वि सम्यांसााठ नोदी ाेवरया पाहहजेि. प्िा्वि
्वकासासााठ रेकॉडम ाेवणयाचया ्वनशष आवुयकिांचे सारांश िका ७५ मधये हदले आहे.

िका 74 िपनशलांसह मापदंडांचा अहवाल ाेवरे

मापदंड अहवाल

घन कचरा हािाळरीआनर ्वररहेवाट दररिजचया नमळालेरया कचऱयाचे पमार दररिजचा
उपचार आनर पुनवामपर दररिज ्वरहेवाटीसााठ
पाावलेला कचरा

घािक कचरा ननमामर झालेला एकूर कचरा उपचार आनर
्वरहेवाटीसााठ पाावलेला कचरा ननयमांनुसार कचरा
मॅननफे्ट कररे

सांडपारी उपचार केद दररिजचया उपचारीि आनर ्वना उपचारीि
सांडपाणयाचे पमार उपचारीि सांडपाणयाचे वापर आनर
पमार उपचारीि सांडपाणयाचे पमारआनर गरुवता

ननयामक परवाना (पयामवरर) MoEF / MPCB आनर CC कडून पयामवररीय परवाने
गरजेनुसार टाकाऊ मॅननफे्टची गरज

देखरेखआनर सव् अनंिम देखरेख पिटिकॉल नुसार सवम देखरेखीची नोद
घेिली जाईल

अपघािांची माहहिी अपघािाची िारीख आनर वेळअपघािाकडे नेराऱया
घटनांचा कमअपघािामधये सह्ागी असराऱया घािक
पदाथारचे नाव केनमकल डेटाशीटचे आरिगय आनर
पयामवररावर अपघािाचया परररामाचे
मूरयांकनआरीबारी उपायअशा घटनांची पुनरावतृी
टाळणयासााठ चरर
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इिर मा्यिांचे नोद वही

कामगारांचे पयामवरर,आरिगय आनर सुरकेची नोद नजथे
लागू असेल निथे उपकररांची िपासरी आनर यिगयिेची
नोद गाडयांची देख्ालआनर िपासरीची नोद

१०.४.४ पयामवरर ऑहडट आनर सुधारातमक कृिी यिजना
पयामवररीय लेखा पररकर हे वयव्थापनाचे साधन आहे रयाि पयामवरराचे रकर करणयास
मदि करणयाचया हेिूने पयामवररीय सं्था, वयव्थापन आनर उपकररे हकिी चांगरया पकारे
काम करि आहेि याचे वयवन्थि, द्िऐवजीकरर केलेले, ननयिकानलक आनर व्िुननष
मूरयांकन करिे. ननयामक आवुयकिा आनर लागू असलेरया मानकांचा समावेश असेल.
डबरयूटीई पलांटची कायमकमिा आनर कमिा राखणयासााठ हे केले जाईल.

ननयिकानलक आधारावर पयामवररीय लेखापरीकर ब.ृ मंु. म. न. पाचया संमिीने कंताटदारादारे
कररे आवुयक असिे. अंमलबजावरी केलेला ईएमपी परेुसा आहे क् नाही हे मूरयांकन
करणयासााठ, वेळिवेळी पयामवररीय लेखापरीका प्िावादारे घेिली जाईल. या लेखा
पररकरानंिर सुधारातमक कृिी यिजना (सीएपी) नंिर ऑहडट दरमयान ओळखरया जारारया
चुक्चया पशांची पिूमिा केली जाईल. पयामवरर वयव्थापन कक उपरिक उपकम राब्विील
आनर अन्लेख राखिही राहील.
पयामवररीय लेखा पररकरािील पमुख संकरपना आहेि
 सतयापन: ऑहडट ननयमांचे पालन हकंवा इिर ननकिांचे मूरयांकन करिाि.
 पदिशीरर ऑहड्स ननयिनजि आनर पदिीने केरया जािाि.
 ननयिकानलकर ऑहडट एका ्था्पि वेळापतकानुसार केले जािाि.
 उदीषर ऑहडटदारे नमळ्वलेली माहहिी मिा्वना नोदवली गेली आहे.
 द्िऐवजीकरर: निटा ऑहडट दरमयान घेणयाि येिाि आनर शिध नोदवले.
 वयव्थापन साधन: लेखापरीकर मॅनेजमेट नस्टममधये समाकनलि केले जाऊ

शकिाि (जसे क् गुरवता वयव्थापन पराली हकंवा पयामवरर वयव्थापन पराली).
पयामवरर वयव्थापन यिजना (ईएमपी) ही साइट कायामन्वि आहे याची खाती करणयासााठ
्वकनसि केलेली साइट ्वनशष यिजना आहे
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पयामवररीयद््या हटकाऊ मागामने, पकरप सरलागारांसह कंताटदार आनर उपकंताटदारांसह
सवम ्ागधारक प्िा्वि पकरपािून उदवरारया सं्ावय पयामवररीय जिखमी समजू
शकिाि आनर यिगय जिखमीने िि जिखीम वयव्था्पि करिाि. पयामवरराचा हिरारा
दु् पररराम कमी करणयासााठ आनर पररसराचया शाशि ्वकासाची हमी देणयासााठ
पकरपाचया संपूरम ननयिजन, बांधकाम आनर ऑपरेहटंग टपपयाि पुरेसे पयामवररीय
वयव्थापन उपाय समा्वष कररे आवुयक आहे. ईएमपी सामा्यि:
 पयामवरर, वन आनर हवामान बदल मंतालय आनर रारय पदिूर

ननयंतर मंडळाचया ननयम व आवुयकिानुसार ियार केलेले,
 सु्वधेचे घटक हडझाइननुसार कायम केले जािाि हे सुननन्ि

करणयासााठ,
 पयमवेकर आनर देखरेखीदारे यिगय अन्मुखिेची पुषी कररारी पहकया
 अशी वयव्था जी बांधकाम आनर ऑपरेशन टपपयाि सावमजननक

िकारींवर लक देिे;आनर
 अशी यिजना जी सुननन्ि करिे क् उपाययिजना ितकाळ लागू केरया

जािाि.

डबरयूटीई पलांटचा स्िविालचया वािावररावर महिवपूरम पररराम हिईल. प्ाव कमी
करणयासााठ आनर ईएमपी कायामन्वि कररे आवुयक आहे.

एकदा ईएमपी मंजूर झारयावर तया नेमरुका कंताटदाराने साइटवर केलेरया सवम
कामकाजाचया पयामवररीय ्वचारांचा आधार दावा.
१०.५ पयामवरर वयव्थापन यिजनेसााठ अथमसंकरप
मागील अधयायांमधये सुच्वलेरया उपाययिजनांमधये अन्यां्तक् हडझाइनमधये समा्वष
केलेरया उपायांशी संबंनधि खचम हििि; पकरप वेळापतक, साइट ननयिजन आनर नन्वदा
कागदपते ियार कररे. या खातयावरील खचम बांधकामाचया अथमसंकरपाि समा्वष केला जाईल
आनर पयामवरर वयव्थापन यिजना कायामन्वि करणयासााठ हकंमिीचया व्िू महरून पाहहले
जाऊ नये. येथे मानरया जारारया पयामवररीय खचाममधये हे समा्वष आहे:
a) बांधकाम टपपयादरमयान

 झाडे ििडणयासााठ नुकसान ्रपाईची ्रपाई
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 कामगारांचया नश्बराि ्वच्िेची िरिूद
 हवा,आवाज आनर धूळ वन्पनिवि ् हिरारी अडचर / ्वशेि पडदे – पकरप केताची

दि्ही बाजू
 धूळ दडपशाही
 इरिशन कंटिल उपाययिजना असरयास, असरयास
 शाळा इतयादीसारखया संवेदनशील ररसेपटसमसााठ धवनी पदिूर रिखणयासााठ ािस

अडथळा
 बांधकाम हकयाकलापांमुळे घनकचरा वयव्थापन

b) ऑपरेशनटपपयादरमयान
 वायू पदिूर देखरेख
 आवाज देखरेख
 पाणयाची गुरवता देखरेख
 मािी गुरवता देखरेख
 घनकचरा वयव्थापन
पयामवररावर हिराऱया पकरपाचा नकारातमक प्ाव कमी करणयासााठ पयामवररीय खचामि
कमी केलेरया उपाययिजनांचे आनथमक मूरय असिे. पयामवररीय खचम दिन ्ागांमधये
्व्ागलेला आहे, महरजे ्ांडवल खचम आनर ऑपरेशन आनर देख्ाल खचम. ्ांडवली हकंमि
महरजे बांधकाम टपपयाि पयामवरराचया संरकरासााठ प्िा्वि केलेरया सवम ्टकचरल
उपायांची हकंमि आनर ऑपरेशन देख्ाल खचामि हवा, धवनी, मािी आनर पाणयाचे ननरीकर
कररे आनर पकरप जीवनावरील रचनातमक उपायांची देख्ाल कररे यांचा समावेश आहे.

िका 75 पयामवरर वयव्थापन यिजनेसााठ अथमसंकरप

अनु
क.

मुखय ्ांडवली हकंमि
लाखाि

ओ आनर एम खचम
लाख / वा्िमक मधये

१ हवेचे पयामवरर २५ १०

२ पाणयाचे पयामवरर २० ०८

३ आवाजाचे पयामवरर १५ ०५
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४ पयामवरर आनन
खारफुटी वयव्थापन ५०० २५

५ गंधाचे ननयंतर १५ ०८

६ पनशकर आनर
नशकर २० १०

७ सामानजक
जागरकिा २० १०

८ C C T V २०० २०

एकूर EMP हकंमि ८१५ ९६

पयामवररावर हिराऱया पकरपाचा नकारातमक प्ाव कमी करणयासााठ पयामवररीय खचामि
कमी केलेरया उपाययिजनांचे आनथमक मूरय असिे. पयामवररीय खचम दिन ्ागांमधये
्व्ागलेला आहे, महरजे ्ांडवल खचम आनर ऑपरेशन आनर देख्ाल खचम. ्ांडवली हकंमि
महरजे बांधकाम टपपयाि पयामवरराचया संरकरासााठ प्िा्वि केलेरया सवम ्टकचरल
उपायांची हकंमि आनर ऑपरेशन देख्ाल खचामि हवा, धवनी, मािी आनर पाणयाचे ननरीकर
कररे आनर पकरप जीवनावरील रचनातमक उपायांची देख्ाल कररे यांचा समावेश आहे.

कॉप्रेट पयामवररीय जबाबदारी (सीईआर) खचम

हदनांक १ मे, २०१८ रिजी चया कायामलयाचया ननवेदन नंबर एफ. एन. २२-६५ / २०१७-IA.III
पयामवरर, वन आनर हवामान बदल मंतालय (एमओईएफ आनर सीसी), नवी हदरली नुसार
एकूर १.26 किटी रपये (०.२५ %) ्व्वध कामांसााठ अथमसंकनरपि केले गेले आहे व
तयानंिरचया पहकयेचे पालन केले जाईल
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अधयाय ११
कायमकारी सारांश

११.१प्िावना

प्िावना

्वदमान देवनार डंप साइट मधये कचरा िे ऊजाम (डबरयूटीई) पकरप प्िा्वि आहे. देवनार
डनमपंग ााऊंड हे शहराचया पूवम उपनगराचया देवनार ्ागाि न्थि मंुबई शहरािील कचरा
डनमपंग ााऊंड हकंवा ्ू-्रावआहे, हे ्ारिाचे सवामि जुने आनर सवामि मिाे डं्पंग ााऊंड
आहे, जे १९२७ मधये ्था्पि केले गेले आहे. सधया, देवनार येथील कचरा डंप साइट वर
मंुबईिुन अंदाजे 2000 टीपीडी कचरा येिि रयाि अंदाजे 800 टन एमएसडबरयू आनर
बांधकाम व ििडलेरया ईमरिींपासुन ननघालेले सहहतय (सीअँडडी) यांचा कचरा 1200 टीपीडी
आहे. संपूरम कचरा असंघहटि पदिीने टाकला जाि आहे, यामुळे पयामवरराचे नुकसान हििे
रयामुळे चेबूर, गिवंडी आनर मानखुदम या पररसरािील रहहवासी व्िीस यिगय नाहीि. पाा
हििि.

पा्िा्वि पकरपामधये पामुखयाने ्वदमान पदिूर पािळींसााठ पयामवरर वयव्थापन यिजना
(ईएमपी) हिणयावर आनर डंप साइट मधून िसेच सधया चया पररसरािील पदिूर कमी
करणयाचया दषीने यिगय शमन उपाय उपलबध करन देरे यावर जिर देणयाि आला आहे. या
पकरपाि सुमारे ६०० टीपीडी कचर्याचा उपयिग करणयाचे उदीष आहे, जेरे करन सधया
वापराि असलेरया डनमपंग हकया कलाप कमी करिा येिील. प्िा्वि पकरपाचे उदीष सवम
पयामवरर घटकांची (हवा, पारी, धवनी, मािी इ.) पदिूर पािळी पयामवररीय मानदंडांनुसार
कमी कररे हे आहे.

या पयतांचा एक ्ाग महरून, बहृनमंुबई महानगर पानलकेने (एमसीजीएम) एम एस डबरयू
पिसेनसंग युनन्स सह ्वघटनशी लकचर्यासााठ कंपिन्टंग / अनरि्बक ्वघटन, रवलनशील
कचऱयाचे हावन््टंग या सारखया एमएसडबरयू पिसेनसंग युनन्स सह बांधकाम आनर कायार् वि
(ऑपरेट) करणयाचा ननरमय घेिला आहे. (्वदमान देवनार डंप साइट, मंुबई मधील
एमएसडबरयू चया पहकये मुळे उदवलेरया अवशेि / ननन्कयिेचया ्वरहेवाट लावणयासााठ
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आरडीएफ चा उपयिग वीजनननममिीसााठ आनर आरनकि केतािील उजस्ााठ आवुयक आहे.
१०% अपपर मानजमन सह ६०० टीपीडी हािाळणयासााठ पलांट ियार करणयाचा प्िावआहे.
देवनार डंप साइट वर नमळरार्या एमएसडबरयूचया उपचारांसााठ एमसीजीएम ची आरखी
१८०० टीपीडी पयरि वाढकरणयाची यिजना आहे. हा पकरप एसडबरयूएमननयम २०१६ आनर
इिर सवम लागू ननयमांचे अनुपालन करीि आहे.
ई आय ए अहवाल, वरील ६०० टीपीडी एमएसडबरयू पहकया सु्वधा आनर ४ मेगावॅट वीज
नननममिी सााठ कचरा िे उजाम संयंत पुरिा मयामहदि आहे रयाला एमएसडबरयू कचर्यासह ६००
टीपीडी सह पगि िंत्ान पुरवून जा्िीि जा्ि ८ मेगावॅट उजाम पयरि वाढ्वले जाऊ शकिे.
एमओईएफ आनर सीसी अनधसूचना, २ जाने २०१४ नुसार ई आय ए चया अनधसूचने मधये
दरु्िी केरया नुसार, १५ मेगावॅट कमिेपयरि सुरनकि घन कचरा वापररार्या औन्रक उजाम
पकरपांना पयामवररीय मंजुरीचया ककेिून वगळणयाि आले आहे. महरूनच, घनकचऱयाचया
किरडया वेगळया ्ागाचा उपयिग करन वीजनननममिी युननट ची प्िा्वि पलांट कमिा
्व्ििृ अन्यां्तक् अभयासकमाचया दरमयान आनर यिगय असरयास बायिगॅसचया वापराचया
सं्ावयिेची िपासरी केरयास आनर किरतयाही पररन्थिीि १ M मेगावॅट पेका जा्ि
नसावी .पुढे डी ओ क. २२-१९/२०१७/IA – III,हदनांक जुलै २०१७, रिजी ्ारि सरकारचे
सनचव, मि.इ.एफ. आनर सी.सी. खालीलपमारे ्पषीकरर हदले.

११.२ कायमपदिी
नगरपानलकेचया घन कचरा वयव्थापनाि घरिघरी जाऊन कचरा जमवने, ्व्ाजन,
कंपिन्टंग,सानध रररयुज हडरईवड रयुएल (आरडीएफ) बन्वरे, कचरा िे उजाम संयंतांदारे कचरा
िे उजाम नननममिी आनर वै्ाननक ्ूमी पररयांमधये ्वरहेवाट लावणयासारखी अनेक पावले
आहेि. लँडहफल साइट वगळिा वरील हकया कलाप ईआयए अनधसूचना, २००६ चया कलम ७
(i) अंिगमि समा्वष नसरयास तयास पूव्चया पयामवरर्वियक परवानगीची आवुयकिा
नाही.
्वदमान लँडहफल साइट वर कंपिन्टंग, आरडीएफ बन्वरे आनर कचरा िे ऊजाम पकरप (१५
मेगा वॅट कमिेपयरि) चे काम प्िा्वि असरयास, िे ई आय ए अनधसूचना २००६ चया
िरिुदींना आक्िमि करीि नाहीि.

वरील कथनािून हे ्पष झाले आहे क् ्वदमान ईआयए शासनकाळाि प्िा्वि ६०० टीपीडी
एमएसडबरयू पलांटची पूवम सूचना न घेिा १ M मेगावॅट कमिे पयरि आकारली जाऊ शकिे.
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पकरप सुर हिणयाचया िारखेपासून ४ विामचया कालावधीि इनटम व राख नमळणयासााठ लागून
असलेरया २ हेकटर केतामधील सॅननटरी लॅ्ड हफल चे ्थान असरयामुळे, या पकरपाि EC

आवुयक आहे.
डबरयूटीई पलांट मधून ियार हिरारी राख व पी-पिसेनसंग / कंपि्ट पलॅ्ट मधून एसएलएफ
कडे जाळे टाकणयाची आनर डबरयूटीई पलांट मधून ियार केलेली राख पु्हा चाल्वणयासााठ
र्िा बांधकाम आनर बांधकामाि कमी शक् एक्ति करणयासााठ उप पाया (सब बेस)
महरून संधींचा शिध घेणयाचे ननयिजन चालले आहे. राख सुरनकि लँडहफल ऑपरेश्स सााठ
कवहर सामाी महरून देखील वापरली जाऊ शकिे. पुनरावलिकनाचया अंिगमि ६०० टीपीडी
पकरपासााठ सुरनकि लँडहफल ४ विारपयरि हटकरे अपेनकि आहे िसेच कनमशननंग चया
काळापासून आनर एमसीजीएम ला सुरनकि लँडहफलचया ््व्यािील गरजा ्ाग्वणयासााठ
यिगय लँड पासमल नमळेल.

देवनार डनमपंग ााऊंड मंुबई शहराचया पूवमउपनगरािील म / पूवम वॉडामि आहे. प्िा्वि
डबरयूटीई साइट ्वदमान देवनार डंप साइट चा एक ्ाग आहे. १२.१९ हेकटर जागेचे केतफळ
६०० टीपीडी कमिेचया प्िा्वि पकरपासााठ ाेवणयाि आले आहे. या जागेचया उतर-पूवम
बाजूला खारफुटीचया झाडासह खाडीने वेढलेला आहे ,िर दनकर-पन्म बाजूला वसलेरया
केताि बहुिेक झिपडप््या आहेि.

अंदाजे पाणयाची गरज ४८० केएलडी आहे जी २०१७ नंिर ियार झालेरया नवीन पलांट सााठ
्वनशष पाणयाचा वापर महरून २.५ कम / मेगा वॅट पनिहदन ्वहहि केलेरया ७ हडसेबर
२०१५ चया एमओईएफ अनधसूचने चे पालन करिे. सधयाचया आनर ््व्यािील गरजा
्ागवणयासााठ देवनार साइटला ४.५ एमएलडी चे वाटप सुरनकिक रणयासााठ एमसीजीएम ने
पाईपलाईन क्वहीन्संग व पं्पंग नस्टम बस्वणयाचा प्िाव हदला आहे.

आगाऊ िंत्ानासह प्िा्वि ्वदिु उतपादन कमिा ४ मेगावॅट िे ८ मेगावॅट पयरि आहे.
जनरल वहिरटेज ११ केवही आहे जे ३३ केवही पािळी पयरि जाईल आनर जवळचया सब
्टेशनवर जिडणयाचा प्िाव ाेवला जाईल. प्िा्वि सु्वधेसााठ उजच्ी आवुयकिा
सु्वधेि ननमामर झालेरया एकूर वीजेचया सुमारे २०% आहे. घरगुिी वापरानंिरची ऊजाम
ाीडला जवळचया सब ्टेशनशी जिडून ननयामि केली जाईल. आपािकालीन गरजा पूरम
करणयासााठ पुरेसे कमिा असलेले डीजी सेट (७५०केवहीए) पॉवरबॅकअप सााठ प्िा्वि आहे.
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प्िा्वि सु्वधेमधये सुमारे १०० पूरम वेळ कामकररारे कममचारी आनर ८० कंताटी
कममचार्यांना पकरप संचालनासााठ काम हदले जाईल. पकरपाची हकंमि र. ५०४किटी आनर
ईएमपी सााठ ्ांडवलाची हकंमि र. ८१५ लाख आनर आवि् हकंमि पनिविम ९६ लाख रपये
आहे.

११.३ पाया्ूि पयामवररीय न्थिी

हवा, पारी, आवाज, मािी, पयामवररीय आनर सामानजक- आनथमक पररन्थिीसााठ अन्ििवाि
असलेरया पाया्ूि वािावररास एक्ति करणयासााठ केतीय िपासरी केली गेली. पकरपाचया
साइटवरील १०हक.मी. चया पररघाचया अभयासाचे केत सधयाचया पयामवररीय पररन्थिीची
्थापनाकरणयासााठ ओळखले गेले आहे. ईआयए अभयासाचे मुखय उदीष असे आहे क्
प्िा्वि पकरपामुळे तयाचया आसपासचया वािावररावर पनिकूल पररराम हिऊ शकिील
अशा गं्ीर पयामवररीय ्वशेििा ओळखरे. सपटेबर २०२० िे निवहेबर २०२० या मा्सून
नंिर चया काळाि केताची माहहिी गिळा केली गेली .

मेटिलॉनजकल माहहिी मंुबईचया (सांिाकूझ) आयएमडी ्टेशनवरन गिळा केली जािे .पूवम
पबळ वाऱयाची हदशा उतर-पन्म (एनडबरयू) पासून आहे. शांि पररन्थिी एकूर वेळेचया
२२.९२% सााठ कायम आहे. हंगामा सााठ हवेचा सरासरी वेगसुमारे२.१८मी / से आहे.

११.३.१ स्िविालचया हवेची गुरवता

वािावररीय हवा गुरवता देखरेख अभयासासााठची जागा प्िा्वि पकरपाचया १० हकमी चया
पररघामधये ननवडली गेली. स्िविालचया हवेची गुरवता डेटा ियार करणयासााठ ८ हाकार
चया वािावररीय हवा गुरवतेचे परीकर केले गेले. पाहटमकयुलेट मॅटर (पीएम १० आनर पीएम
२.५), सरफर डाय ऑकसाइड (एस ओ २), नायटिजन चे ऑकसाईड (एन ओ एकस), काबमन
मिनिऑकसाइड (सी ओ), नमथेन (सी एच ४), हायडिजन सरफाइड (एच २ एस) सामा्य
हवा पदिूकयांची माहहिी गिळा केली गेली.

पाहटमकुलेट मॅटर (पीएम१०): साइटवर नोद्वलेले पीएम १० चे सरासरीमूरय ६८.१ μg / m३
हििे. कमाल मूरय पकरपसाइटवर ७८ μg / m३ हििे आनर हकमान ४७.२μg / m३
रमाबाई आंबेडकर नगर येथे नोद्वणयाि आले.
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पाहटमकुलेट मॅटर (पीएम २.५): पिजेकट साइटवर पीएम २.५ चे कमालमूरय ५५ μg / m३
हििे जे NAAQS पेका जा्ि आहे औदिनगक, ननवासी, ाामीर आनर इिरकेतांसााठ अनुकमे
६० μg / m३ हििे आनर हकमान अनुकमे २२.५ μg / m३ पकरपसाइट आनर महेशर नगर
येथे नोद्वणयािआले. अभयासाचया केताि ४२.२μg / m३ चे सरासरी मूरय आढळले.

सरफर डायऑकसाइड (एस ओ २): अभयासानुसार एस ओ २ चे सरासरी मूरय १७.८ μg /
m३ हििे. पकरप साइटवर एसओ २ ची जा्िीि जा्ि सरासरी मूरय २१.५ mg / m३
हििी आनर लकमी नगर, ्वकिळी जवळ हकमान १४.७ /g / m३. एसओ २ मूरये ८०μg /
एम ३ चया परवानगी पािळी पेका कमी आहेि.

नायटिजनचे ऑकसाईड (एनओएकस): अभयास केलेरया एनओएकस चे सरासरी मूरय ३२.५
/g / m३ हििे. एनओएकस चे जा्िीि जा्ि सरासरीमूरय पकरपसाइट वर ३५.२ μg /
m३ आनर महेशर नगर, घाटकिपर जवळ २०.४ μg / m३ हकमान हििे. NOx मूरये
अनु्ेयपािळी ८०μg / m३ चया खाली आहेि.
काबमन मिनिऑकसाइड (सीओ): साइटवर नोद्वलेरया सीओ चे सरासरीमूरय ०.५ नमाॅ / एम
३ हििे. पकरप साइटवर १.४ नमलीााम / एम ३ चे जा्िीि जा्ि मूरय दतगुर सिसायटी,
गिवंडी वे्ट येथे हकमान ०.३ नमली ााम / एम ३ नोद्वले गेले.

११.३.२ स्िविालची धवनी पािळी

पाया्ूि धवनी पररन्थिी, अभयास केतामधील ८ हाकारी अभयासाचया काळाि धवनी
पािळीवर देखरेखीचे पररराम ्वचाराि घेिले आहेि. हदवसाचया वेळी धवनी सकाळी ६ िे
राती १० यावेळेि आनर राती १० िे सकाळी ६ यावेळेि घेिला जाि असे. धवनीचया संद्ामि
वािावररीय वायुगुरवता मानकांनुसार धवनी पािळीचे परीकर केले गेले. अभयासाचया
कालावधीिील हदवसाची समिुरयिा ६२.६ िे ४८.४ डीबी (ए) दरमयान आहे, िर रातीचे
समिुरय ५६.२ िे ४०.३ डीबी (ए) चया शरेीि हििे. ्वदमान डंपसाइट वरील आवाजाची
पािळी हदवसाची सरासरी ६२.६ नोद्वली गेली आहे जी ननवासीकेताचया अनु्ेय मयामदे पेका
जा्ि आहे आनर औदिनगक केताचया अनु्ेय मयामदेपेका खाली आहे आनर अभयासलेरया
इिर सवम केतावरन असे हदसिे क् आवाजाची पािळी दि्ही परवानगयापेका हदवस िसेच
रातीचया वेळी कमी आहे.
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११.३३्ूजल आनर जनमनीवरील पारी

 पकरपसाइट पासून ५ हकमी अंिरावरील हवाईअंिरावर चेबूर आहे. चेबूर मधये ्ूजल

गुरवता खराब असरयाचे हदसून आले कारर बहुिेक मापदंड ्ारिीय पेय जल मानक

बीआयएस- आयएस १०५००: २०१२ चया मयामदेपेका जा्ि हििे.

 ्ूग्ामिील एकूर ्वघहटि घन (टीडीएस) ची नोदलेली मूरये २५२ नमली ााम / ली

आनर १३४६ नमलीााम / ली चया शरेीिील हििी. पररराम पषृ्ाग पदिूकांदारे दू् िि

हिणयाचे संकेि दशम् विाि.

 एकूर काठर परा ५३ नमाॅ /ली आनर ३२९ नमलीााम / ली दरमयान न््न आहे,

कारिा १०२ नमलीााम / ली आनर ९७० एम जी / ली दरमयान न््न आहे.

्ूग्ामिील पाणयािील कारीयिेचे कारर कारीय पषृ्ागाचया पदिूकांचया संकमरामुळे

असू शकिे.

 नोदवलेला कलिराईड २३ नमलीााम / ली िे ३२० नमलीााम / ली दरमयान आहे.

सरफेटची नोदवलेली मूरये १८ नमलीााम / ली िे २३९ नमलीााम / ली दरमयान

न््न आहेि.

 चालकिा ३१० μmhos / सेमी आनर १७८० hmhos / सेमी दरमयान हििी, जे

पषृ्ागावरील पदिूक घटकांपासून दू् िि हििे.

 रलिराईडची नोद्वलेले मूरये १.० नमलीााम / ली चया मयामदेचया आि हििे.

 एकूर किनलफॉमम आनर हफकल किनलफिमसमची मिजरी खुरया खिदलेरया ्वहीरीि

खूपच जा्ि हििी.

 ाारे खाडी वरन पषृ्ागावरील पाणयाचे नमुने संकनलि केले गेले आनर ्ौनिक-

रसायन मापदंडांचे ्वशेिरकेले.
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 ाारे खाडी पदू् िि आहे आनर टीडीएस - ५६९ नमलीााम / ली एल, सरफेट - २३६

नमलीााम / ली, कलिराईडस - ९५.९ नमलीााम / ली, मॅगनेनशयम - २.०३ नमलीााम

/ एल, कॅनरशयम - ३५ नमलीााम / ली, एफ. किलाई - ४८ एमपीएन या सारखया

मापदंडांचे मूरय आहे. / १०० नमली आनर एकूर E coli- १६६ मी.ाा. / ली अनु्ेय

मयामदेपेका जा्ि आहेि.

 खाडीचया पाणयाचे ननरीकर पदू् िि असरयाचे हदसून येि आहे, िथा्प, आजूबाजूला

असलेरया खारफुटीची न्थनि अजून ही चांगलीआहे.

 खाडीचया पाणयाचे पदिूराचे ािि अंशिर सधयाचया डंपमधून लीचेट िसेच िेलकट

आनर पुनवामपरकरणयाचया हकया या इिर दू् िि घटकांचया ाावामुळे हििे.

११.३.४ पयामवररीय वािावरर

हा पकरप अन्ििवाि असलेरया देवनार डंप साईट मधये प्िा्वि आहे असुन जवळचया
्ागाला खारफुटीची झाडे आहेि.
या सवक्राि ियार करणयाि आलेरया वन्पिी आनर पाणयांचया पजािींचया यादीवर अभयास
कर्याि आला आनर आययूसीएन रेड डेटा यादी आनर महाराष रारय संरनकि पजािींचया
यादीशी िुलना केली गेली आनर असे हदसून आले क् पकरप्थानाचया ० िे ५ हकमी
दरमयान केतािील अुया किरतयाही पजािींचा शिध लागला नाही जीदनुममळ, धिकादायक,
गं्ीर परे धिकादायक हकंवा कायदेशीरररतया संरनकि न्थिी चे पनिनननधतव केले.
अभयासाचया केताि आययूसीएन चया माहहिी पु्िकानुसार चार पजािी (अलेकझांडीन पॅराक्ट,
रंनगि सारस, लहान रिहहि, काळया शेपहटचा गॉड्वट) वग्कृि करणयाि आरया आहेि.
िथा्प, १० हकमी चया पररघा मधये ऍटलासमॉथ सारखया पाणयांचया पजािी असू शकिाि. या
पजािीवर यापकरपाचा किरिाही ्वपरीि पररराम हिरार नाही असे हदसिे.

पकरपाचया बहुिेक १-३ हक.मी. चया पररघामधये वन्पिी महरजे खारफुटीचीक झाडे आहेि.
्व्वधिा कमी आहे आनर वन्पिींचया सवम पजािी सामा्य, वयापक आहेि. पकरपाचा
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पररराम जवळपासचया वनकेत आनर एकूर पयामवरर शाा कमी करणयासााठ आवुयक
उपाययिजना हािी घेणयाि येईल.

११.४ अपेनकि पयामवररीय प्ाव आनर शमन उपाय

प्िा्वि पकरपावरील वािावररावरील सं्ावय पररराम पकरप अंमलबजावरीशी संबंनधि
्व्वध उपकमांचया ्वरपाि आनर पकरपांचया ऑपरेशन (बांधकाम टपपयाि आनर ऑपरेशन
टपपयािील पररराम) यावर आधाररि आहेि.

११.४.१ बांधकाम टपपयािील पररराम

बांधकाम टपपयािील कामांमधये साइट नकलअर्स, साइट ियार कररे, इमारिी चीकामे,
पाया्ूि सु्वधा आनर इिर किरतयाही पाया्ूि सु्वधांचा समावेश आहे. बांधकाम कायारमुळे
हिरारे पररराम अरपमुदिीचया आहेि आनर िे बांधकाम टपपयापुरिे मयामहदि आहेि. तयाचे
पररराम मुखयि: हवेची गुरवता, पाणयाची गुरवता, मािीचया गुरवतेवर असिील.

ननयनमि पारी नशंपडरे, जागेचया स्िविाली पुरेशी उंचीचा जाड पता (हकमान ३ मीटर)
इतयादी उपायांचा अवलंब केला जाईल जेरे करन हकमान धूळ नननममिी / वायूपदिूर
सुननन्ि हिईल. बांधकामटपपयाि ननमामर हिराऱया सांडपाणयावर पिट्बल मलनन्सारर 
पहकयासंयंताि उपचार केले जािील.

११.४.२ कायार् वि टपपयानिल पररराम

प्िा्वि पकरपाचया ऑपरेशन टपपयाि हवेचे वािावरर, पाणयाचे वािावरर, ्ू-पयामवरर
आनर सामानजक- आनथमक बाबींवर पररराम हिईल. परंिु प्िा्वि पकरपाचे उदीष ्वदमान
डंप साइट िसेच आसपासचया ्ागािून हवेिील उतसजमन कमी कररे हे आहे. प्िा्वि
पकरपाि सुमारे ६००टीपीडी कचर्याचा वापर करणयाचे उदीष आहे जेरे करन सधया अंदाज
केरया पमारे साइटवरील डनमपंग हकया कमी हिईल. प्िा्वि पकरपाचे उदीष सवम
पयामवरर घटकांचया (हवा, पारी, आवाज, मािी इ.) पदिूराची पािळी ननन्ि केलेरया
पयामवररीय मानदंडांनुसार करणयाि आले आहे.
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११.५ पयामवरर वयव्थापन यिजना

वािावररीय वयव्थापन यिजना (ईएमपी) पलांट चया केताचा आनर तयाचया आसपासचया
्ागाचा शाशि ्वकास सुननन्ि करणयासााठ आवुयक आहे. ईएमपी पकरपाचया सवम पमुख
कामांमधये एक्ति केले जाईल, ्पषपरे परर्ा्िि धिररासह, पररसराचे पयामवररीय संिुलन
राखले जाईल आनर तयाचे दु् पररराम कमी हििील याची खाती करन घेिली जाईल.
ईएमपीला अंमलबजावरी व ऑपरेशन दरमयान शमन, वयव्थापन, देखरेख आनर सं्थातमक
उपाययिजनांसह बहु-अनुशासनातम कद्षकिनाची आवुयकिा आहे, पयामवररीय दु् पररराम
दरू करणयासााठ हकंवा िे ्वीकायम पािळीवर आरणयासााठ पयत करावे लागिील. अभयास
केताि शाशि ्वकास सुननन् िकरणयासााठ; या सााठ एक सवम समावेशक यिजना असरे
आवुयक आहे रयासााठ वन्पिी पानधकरर, सरकार, ननयामक एज्सी आनर अभयास
केताचया लिकसंखयेने तयांचे सहकायम आनर यिगदान वाढ्वरे आवुयक आहे.

शमन उपाय बांधकाम आनर ऑपरेशनट पपयाटपपयाने ननयिनजि आहेि आनर एकूरच
वयव्थापन यिजना पाा झालेरया सं्थांची आधार्ूि कमिा सुधारणयास मदि करिे.
ईएमपीचे उदीष उपलबध ्िरावर उपलबध हिणयापूव् आनर परवडरार्या िंत्ानाने शकय
नििकया मयामदेपयरि पदिूर ननयं्ति कररे आनर तयानंिर हड्चाजम हिणयापूव् मानक
उपचार कररे आवुयक आहे. नशफारसीय शमन उपाय यिजना अभयासाचया केताचया
पयामवररीय संरकरासह आनथमक ्वकासास संकनमि करेल. ईएमपीचया अंमलबजावरीसााठ
८१५ लाख रपये ननयिनजि करणयाि आले आहेि रयाची आवि् हकंमि ९६ लाख पनिविम
आहे.

११.६ पयामवररीय देखरेख कायमकम

पयामवररीय देखरेख कायमकमप यामवरराचया गुरवतेचे वैनश््य आनर परीकर करणयासााठ
रया पहकया आनर हकया करणयाची आवुयकिा आहे तयांचे वरमन करिे. पयामवररीय
देखरेखीचा उपयिग पयामवररीय प्ावांचया मूरयांकनास ियार करणयासााठ केला जािि, िसेच
बर्याच पररन्थिींमधये रयामानवी कृिींमधये नैसनगमक वािावररावर हाननकारक पररराम
हिणयाचा धिका असिि तयांची महहिी पुरवली जािे. प्िा्वि पकरपामधये सामील झालेले
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वेगवेगळे उपकम आनर पयामवरर्वियक ्व्वध वैनश््यांवरील तयाचा प्ाव पयामवरर
्वियक स्व्िर देखरेख कायमकमाची आखरी करिाना ्वचाराि घेिला गेला आहे. पयामवरर
वयव्थापन यिजनेचया अंमलबजावरीचया कायमकमिेचे मूरयांकन करणयासााठ व आसपासचया
वािावरराि काही पमाराि ऱहास झारयास सुधारातमक उपाययिजना करणयासााठ प्िा्वि
पकरपासााठ पयामवरर देखरे खकायमकम ियार केला गेला आहे.

सवम देख रेख धिररे आनर पिााम मधये काररे आनर औनचतय आहेि जे बहुिेक वेळेस
पयामवरराची सदन्थिी ्था्पि करणयासााठ हकंवा पयामवररीय घटकांमधये टेड ्था्पि
करणयासााठ हडझाइन केलेले असिाि. सवम पकररांमधये देखरेखीचया ननकालांचे पुनरावलिकन
केले जाईल, आकडेवारी नुसार तयांचे ्वशेिर केले जाईल आनर संबंनधि अनधकाऱयांना सादर
केले जािील. महरूनच मॉननटरींग सुर हिणयापूव् एखादा मॉननटररंग पिाामचया हडझाइनमधये
डेटा चया अंनिम वापराशी संबंनधि असरे आवुयक आहे. मॉननटरींग पिााममधये िीन टपपे
असिील: बांधकामटपपा, ऑपरेश्स फेज आनर ऑपरेश ननंिरचा टपपा.

११.७ पकरपाचे फायदे

सधयाचया डंपसाईट चया सदन्थिीचा ्वचार करन प्िा्वि पकरपाचे बरेच फायदे हििील,
प्िा्वि कचरा िे उजाम पकरप सधयाचया ्ू-्राव कचऱयांचे पमार ९०% कमी कर शकेल.
२५ विारचे जीवन चक लकाि घेिरयास हे लँडहफल केताची आवुयकिा ८० हे पेका जा्ि
पमाराि वाचवेल. कंपि्ट उतपादनानशवाय लँडहफल चया ऑपरेटरला कमाईची ्र पडेल.
कंपि्ट उतपादनामुळे ्पकाची उतपादकिा आनर मािीची पिि सुधारेल आनर मािीचया पििक
दवयांची वाढ हिईल. प्िा्वि पकरपाि रिजगार, सहाययक ्वकास, सेवासु्वधांची ्थापना,
दरूसंचार व पररवहन सु्वधांचा ्वकास यासारखे पतयक व अपतयक आनथमक फायदे ही
असिील.

११.७.१ पयामवररी यफायदे

 ्वदमान देवनार डंप साइटवर अॅ ॅनॅरि्बक अव्थेिून ननमामर हिरार्या नमथेन
गॅसमुळे वारंवार हिराऱया आगीचा पनिबंध, सीआरझेड ्ागाि कचरा पसरणयास
पनिबंध.

 जवळपासचया ्ागाि धूर आनर फरारी उतसजमनाचा पनिबंध. पकरप अभयास
केताि रिगांचा पसार कमी करिील.
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 प्िा्वि पकरपामुळे पषृ्ागावर आनर ्ूग्ामिील पाणयाचे पदिूर रिखले जाईल.
 प्िा्वि पकरपहे सुननन्ि करेल क्पररसराि किरतयाही पकारची गंधवा

आवाज येऊ नये.
 उजच्या उतपादनासााठ कचरावा पररयास जीवाुम इंधनाची बचि हिईल आनरया

मुळे सजीएचजी चे उतसजमन कमी हिईल.
 असा अंदाज आहे क् मंुबई सााठ डबरयूटीईपलांट चया अंमलबजावरी मुळे २०

विारचया कालावधीि २ दशलकट्स सी ओ समकक जीएचजी ची बचि हिईल.
 नैसनगमक संसाधने मयामहदि आहेि आनर निचा कायमकमिेने वापर केला पाहहजे.
 प्िा्वि पकरप मंुबई स्िविाल ननमामर हिराऱया पानलकाघनकचऱयावर पहकया

ववयव्थापन करन नैसनगमक संसाधनांचे संरकर करेल. पुढे, हहरवयाघटकांचे
उतपादन (कंपि्ट, उजाम, सी अँड डी कचरा इ. पासून सामाी) इतयादी सामाीचा
वापर कमी करेल.

 मिठया पमाराि कंपि्ट ची नननममिी झारयामुळे रासायननक खिांची मागरी कमी
हिईल.

११.७.२सामानजक फायदे

 या पकरपाि जवळपासचया ्ागािील लिकांना अनेक आरिगयला् हिऊ शकिाि
आनर चांगरया शहराची गुरवता नमळवणयाचया मागामने संपूरम शहराि आरिगयाचा
फायदा हिईल.

 शसनाचे आजार, कय इतयादी अनेक आजारांचे पमार खाली येिील अशी अपेका
आहे.

 प्िा्वि पकरपाचया अंमलबजावरी मुळे रॅग-्पहकंग, बालमजुरी आनर इिर
धिकादायक पुनवामपराचे कायम रिखले जाऊश किे.
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अधयाय 12

सिबिचे सरलागार

उपरिक अभयासासााठ बु मुमबई महानगरपानलका (एमसीजीएम) ने मेससम (एफईई)यांची
नेमनुक केली आहे

आमही पयामवरर आनर पयामवरराशी संबंनधि मूल्ूि पकरप सरलागार आनर देशािील
पनि्षि पकरपा पूरम केले आहेि. या मधये नशवडी- ्हावा शेवा समुदी महरजे मंुबई टा्स
हाबमर नलंकचा ६,००० किटी र. चा पकरप, इनलँड पॅसेजर वॉटर टा्सपिटम (आयपीडबरयूटी)
६०० किटी चा पकरप हे पकरप येिाि. आमही ्ारिािील मिठया औदिनगक घरांशीही
समबंनधि ् आहिि रयाि एरडर (ELDER) फामाम, दफुर)DUPHAR) ाुप, रनवाल ाुप (एररयान
फामम), ्वनिी ऑगन्नक, इ यांचा समावेश आहे. िसेच हफनिलेकस ाुप, कॅबॉट इंहडया, ननटकि
ाुप, इ्पॅट ाुप, इंहडयन ऑईल कॉप्रेशन नल., सहारा ाुप इतयादी.सुदा आहेि.
आमही ्व्वध वयावसानयक ्वकास पकरप आनर कंप्यांशी संबंनधि आहिि. याि रनवाल
ाुप, मॅटिशी ररअलटसम, फावशी ाुप, सॉनल्यूड, पीडबरयूडी हडपाटममेट इ. यांचा समावेश आहे. या
पिजेकट क्सरट्सीमधये सांडपारी पुनवामपर पलां्स हडझाइन कररे आनर चालू कररे, ाीन
बेरट डेवहलपमेट, ्टॉमम वॉटर हडझाईन इतयादींचा समावेश आहे.
आमचयाकडे मंुबई येथे आमचे मुखय ऑहफस आहे:
१०२, हहरेनऔदिनगक सं्था,
मॉगल लेन, महहम
मंुबई - ४०० ०१६.
महाराष.

रारयाचया उवमररि ्ागाि औदिनगक कॉप्रेट घरांचया गरजा ्ाग्वणयासााठ पुरे आनर
औरंगाबाद येथे आपरयाकडे कायामलये आहेि. आमचे गिवा रारयाि आनर पोडा येथे कायामलय
आहे. आमचया सिलापूर, किरहापूर, सािारा आनर नागपूर येथे आमचया कामगारांसमवेि
आमची परवा्यासहहि कायामलये आहेि.
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आमचयाकडे संपूरम कायामलय आहे रयाि सवम पाया्ूि सु्वधांसह अन्यंिे ्वि: दारा
चाल्वलेरया एकूर ६ संगरक आहेि. संगरक ्व्वध आवुयकिा पूरम करणयासााठ
्व्वध पकारचे पिााम ्रलेले असिाि.

िां्तक पथकाचे नेितृव डॉ य.ूएस. कुलकर् करीि असून तयांचे ६ संखया अन्यंिा सहायय
करिाि. ्व्वध सवक्र, देखरेख कायमकम, ऑपरेशन आनर देख्ाल करणयासााठ ३ केतीय
संघ आहेि. आमचयाकडे ननवासी अन्यंिा देखील आहेि जे तयांचया ्व्ागांसााठ जबाबदार
आहेि. सवम फाइन ए्वहायरि पूरमपरे ्वयंपूरम, िां्तकद््या सकम आहे आनर महरून
किरिाही आकार आनर कमिा ्वचाराि न घेिा किरिाही पकरप हािाळू शकिि.

A.२. आमचया अन्यां्तक् / कला कायामलयाबदल:

फाइन एन्वहरिचे संपूरम अन्यां्तक् व आहकम टेकचरल काम मुलंुड, मंुबई आनर पुरे येथे दिन
्विंत कायामलयांमधये केले जाि आहे. दि्ही कायामलये पररघीय औदिनगक घडामिडींशी
संबंनधि तयांचा ्थाननक ला् घेिाि आनर रारय महामागम आनर ्वमानिळांदारे हे चांगले
जिडलेले आहेि. या कायामलयांमधये तयांचे ्विरचे कायमसंघ नेिे आहेि आनर िे ्विंतपरे
आपरया मजबूि िां्तक कायमसंघाचया मदिीने अन्यां्तक् आनर आहकम टेकचरल रेखानचत
हािाळिाि. ही अन्यां्तक् कायामलये सवमसाधाररपरे पुढील कामे करिाि.

सवम रेखांकनेची ियारी उदा. लेआउट, हायडॉनलक, जीए,आरसीसी इ.
्बलाचया पमाराि थिडकयाि पतके ियार कररे
िुलनातमक ्वधाने ियार कररे
्िं्, बीम, ्लॅब इतयादींचे हडझाइन.
आमचयाकडे कायामलयीन कायामलयाि स्व्िर हडझायननंग, ्टकचरल हडझायननंग आनर
फॅ्बकेशन डॉईगज ाेवणयाची सिय आहे.

A.३. आमचया पयिगशाळेबदल:
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एखादा ्वनशष पकरपाची रचना करणयापूव् आमही ्व्वध वयवहायमिा आनर उपचारपदिी
अभयास करिि महरून सरलागार सेवा हे आपले हदय आहे. पयिगशाळा पूरमपरे परर्कृि
आनर संगरक्कृि आहे आनर तयानशवाय िी एफडीए मंजूर पयिगशाळा आहे. किरीही
किरिीही क. ्व्वध ्वशेिरातमक उपकररांचा वापर करन पाणयाचे आनर सांडपारीचे
रासायननक, हफनजओ-केनमकल ्वशेिर. पारी, सांडपारी, हवाई देखरेख आनर धवनी
मिजणयाचया अशा सियीसुदा पुणयाि उपलबध आहेि.

डॉ. उमेश एस. कुलकर्
(एम. एससी., पीएचडी)

यांची
ओळख
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वयावसानयक ि्ामधये पयामवररीय आनर पदिूर ननयंतर फॉमममधील डॉकटरेट पदवी समा्वष
आहे. ्वदापीाािील रसायन िंत्ान ्व्ाग (यूडीसीटी), मंुबई ्वदापीाािील केनमकल
अन्यां्तक् ्व्ाग.
सरकारचया संखयेशी संबंनधि एनएचएआय, एमएसआरडीसी, एमआयडीसी, एमएमआरडीए,
एमपीसीबी, आरिगय ्व्ाग, जलसंपदा इ., एमओईएफ, एमएनईएस, एनएचपीसी,
डबरयूएपीसीओएस, नीरी अशा ्व्ाग आनर प्ाग.
देखील संबंनधि. आयएमसी, बीसीसीआय, एफसीसीआय, सीआयआय, टीईआरआय, डबरयूएचओ,

यूएनडीपी यासारखया वयावसानयक सं्थांचे आनर िसेच पयामवरर आनर पयामवररशाा केताि
तयांचया अभयासकमासााठ ्वदापीाांमधील किरतयाही संबद कंपनीशी संबंनधि आहे.
अलीकडेच मंुबईिील रपरेल कॉलेजमधये मरीन बायि - िंत्ान ्व्ाग ्वकनसि कररे.
पकाशने आनर ्ेट:

्ारिीय जनमल ऑफ ए्वहायनममेट, अमेररकन केनमकल सिसायटी, पनबलक हेरथ जनमल
इतयादींसह अनेक परदेशी जनमरस आनर परदेशी जनमरसमधये अनेक शिधननबंध पकानशि
झाले आहेि.

यूएसए आनर नसंगापूर येथे आंिरराषीय ्िरावरील ्व्वध पररिदांमधये वैय्ककपरे किरिेही
शिधननबंध सादर केले आनर सादर केले

नुकिाच ऑकटिबर -२००१ मधये झेक पजासताकचया पाग येथे पयामवरर आनर पयामवररीय
्वियावरील ६ वया युरि्पयन पररिदेि संशिधन पेपर सादर केला.

पूव् नसंगापूर येथे संमेलने आनर पदशमनांची उपन्थिी.

पेटंट:

3. संचालक - नवहनवहड केनमकरस नल.
4. मुखय कायमकारी अनधकारी - आंिरराषीय

पाया्ूि सु्वधा पकरप आनर लॅब.
(आयआयपीएल)
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“बॅगेस (परप इंरलुएंट ) पासून सूकम पािळीचे नलनगनन वेगळे कररे व पुनपामाी” या
्ारिीय पेटंटचया अजाममधये सामील

नुकिीच जागनिक बँकेचया मानदंडानुसार जल आनर उजाम ऑहडट करणयासााठ महाराष
शासनासााठ पात महरून ननवड केली आहे.
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February 2021
Executive Summary

Establishment of 600 TPD Waste to Energy Project to generate from 4 MW
of Power at Deonar, Mumbai by MCGM.

Introduction

Waste to Energy (WtE) project is proposed in the existing Deonar dumpsite. The Deonar
dumping ground is a waste dumping ground or landfill in the city of Mumbai located
in Deonar, an eastern suburb of the city, it is India's oldest and largest dumping ground, set up
in 1927. Currently, the waste dumpsite at Deonar receives approximately 5100 TPD of waste
from Mumbai which includes approximately 4100 tonnes of MSW and 1,000 TPD of
construction and demolition (C&D) waste. Entire waste is being dumped in an unorganized
way, this causes environmental damage, which makes the surrounding residents like Chembur,
Govandi and Mankhrud are unfit for habitation.

The propose project mainly emphasizes to be an Environmental Management Plan (EMP) for
the existing pollution levels and to provide a suitable mitigation measures to drastically
reduce the present air emissions from the dumpsite as well as pollution in the surrounding
area of the project site. The project also aims to utilize around 600 TPD of waste, thus
minimizing the dumping activity at site as presently practicing. The proposed project also
aims to reduce all the pollution levels of all environmental components (Air, Water, Noise,
Soil, etc.,) within the stipulated environmental standards.

As part of this endeavour, the Municipal Corporation of Greater Mumbai (MCGM) has
decided to Construct and Operate a Waste-to- Energy (WtE) Project along with SMW
Processing units like Composting / Anerobic Digestion for bio degradable waste, Harvesting
of combustable waste (RDF) and Waste to Energy Plant to utilize the RDF for power
Generation and Secured Landfill for disposal of residues / inert arising out of the processing
of MSW. in existing Deonar Dump site, Mumbai. The plant is proposed to design to handle
600 TPD with 10% upper margin. MCGM has plans to expand further upto1800 TPD to treat
the MSW which is receiving at Deonar Dump site. The Project is compliant with SWM Rules
2016 and all other applicable rules.

This EIA report is limited for the aforementioned 600 TPD MSW processing facility and a
Waste to Energy Plant for generating from 4 MW which can be further enhanced upto a
maximum of 8 MW power by providing advanced technologies with 600 TPD of MSW
waste.Vide MoEF&CCnotification , 2nd Jan 2014, as amendment to EIA notification, thermal
power plants utilizating non Hazardous solid waste upto 15 MW capacity are exempt from the
purview of prior environmental clearance. Therefore , the proposed plant capacity of power
generation unit utilizing the dry segregated fraction of solid waste can be optimally sized
during the course of detailed engineering and after duly examining the prospects of utilization

https://en.wikipedia.org/wiki/Landfill
https://en.wikipedia.org/wiki/Mumbai
https://en.wikipedia.org/wiki/Deonar
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of Biogas if any, and in any case shall not exceed 15 MW. Further, vide letter DO no. 22-
19/2017/IA – III dated 3rd July 2017, the secretary, MoEF& CC Govt. of India as clarified as
under.

Methodology
The municipal solid waste management involves various steps like door to door door
collection, segregation, composting, refuse derived fuel ( RDF) making, waste to energy
generation through waste to energy plants and disposal in scientific landfills. The above
activities, except landfill site, if proposed as standalone activities are not covered under
item 7(i) of EIA Notification, 2006, hence do not require prior environmental clearance.
In case the activities of composting, RDF making and waste to Energy plant (upto capacity of
15 MW) are proposed at an existing landfill site, they do not attract the provisions of the EIA
notification 2006.

It is becomes clear from the above narrative that under the present EIA regime , the proposed
600 TPD MSW plant can be sized upto 15 MW capacity without requiring prior EC. Because
of the location of the Sanitary Lanfill in adjoining 2 ha area to receive the inerts and Ashes
from the project upto 4 year period from date of commencement, this project requires EC.

It is planned to dispose the ash generated from WTE plant &Inerts from pre-processing /
Compost plants to SLF & exploring the Opportunities also to recycle the Ash Generated from
the WTE plant. as a subbase for road construction and low strength aggregate in the
construction. The ash can also be used as cover material for the secured landfill operations.
The secured landfill for the 600 TPD project under review is expected to be lasting upto 4
years from the time of commissioning and MCGM will find suitable land parcel for meeting
the future needs of Secured Landfill.

Deonar dumping ground is situated at the M/East ward in eastern suburb of the city of
Mumbai. The proposed WtE site is the part of existing Deonar dumpsite. The area of 12.19
ha land is earmarked for the proposed projectof 600 TPD capacity. The North- east side of
the site is surrounded by Creek with mangrove vegetation, whereas, South-west side is
habituated area, mostly slums.

The estimated water requirement is 480 KLD which complies with the MoEF notification
dated 7th December 2015 stipulating 2.5 cum / MWHr as the specific Water consumption for
the new plants constructed after 2017.MCGM has proposed to install the pipe line conveying
& pumping system for securing the allotment of 4.5 MLD to the Deonar site to meet the
present and future requirements
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The proposed power generation capacity is from 4 MW to 8 MW with advance technologies.
The generation voltage is 11 KV whichwill be stepped up to 33 KV level andproposed to
connect at nearest substation. The energy requirement for operating the proposed Facility is
about 20% of the total power generated in the facility. The Energy after inhouse consumption
will be exported to Grid by connecting it to nearest substation Sufficient capacity DG Set to
cater Emergency needs 750 KVA) are proposed for power backup. In the proposed facility,
about 100 full time employees and 80 contractual employees will be employed for project
operation. The cost of the project is Rs. 504 Crores and Capital cost allotted for EMP is Rs.
815 lakhs and recurring cost is Rs 96 lakhs per annum.

Baseline Environmental Status

Field investigations were undertaken for collecting the existing baseline environment for air,
water, noise, soil, ecological and socio-economic conditions. A study area of 10 Km radius
from the project site is identified to establish the present environmental conditions. The main
aim of the EIA study is to identify the critical environmental attributes which will be affected
and have adverse impacts on the surrounding environment due to the proposed project. The
field data generation is undertaken during the post monsoon season of September 2020 to
November 2020.

The metrological data is collected from the IMD station at Mumbai (Santa Cruz). The pre
dominant wind direction recorded is from North West (NW). Calm conditions prevailed for
22.92% of the total time. Average wind speed observed for the season is around 2.18 m/s.

Ambient Air Quality

The locations for ambient air quality monitoring study were selected within the 10 km radius
of the proposed project. Ambient air quality was monitored on 8 locations to generate
representative ambient air quality data. The common air pollutants namely Particulate matter
(PM10 & PM2.5), Sulphur dioxide (SO2), the oxides of nitrogen (NOX), Carbon Monoxide
(CO), Methane (CH4), Hydrogen Sulfide (H2S).

Particulate Matter (PM10):The average value of PM10 recorded at site was 68.1 μg/m3.The
maximum value was 78 μg/m3 at project site and minimum 47.2 μg/m3 were recorded at
RamabaiAmbedkar Nagar.

Particulate Matter (PM2.5): The maximum value of PM2.5 was 55 μg/m3 at project site
which is exceeding the NAAQSwas 60 μg/m3 for Industrial, Residential, Rural and Other
Areas and a minimum 22.5 μg/m3 were recorded at Project site and Maheshwar Nagar
respectively. The average value of 42.2 μg/m3 was observed within study area.
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Sulphur Dioxide (SO2): The average value of the SO2 within study observed was 17.8 μg/m3.
The maximum average value SO2 was 21.5 μg/m3 at project site and minimum of 14.7 μg/m3

near Laxmi Nagar, Vikroli. The SO2 values are below permissible level of 80μg/m3.

Oxides of Nitrogen (NOX): The average value of the NOX within study observed was 32.5
μg/m3. The maximum average value of NOX was 35.2 μg/m3 at Project Site and minimum of
20.4 μg/m3 near Maheshwar Nagar, Ghatkopar. The NOx values are below permissible level
80μg/m3.

Carbon Monoxide (CO): The average value of CO recorded at site was 0.5 mg/m3.The
maximum value of 1.4 mg/m3 at project site and a minimum 0.3 mg/m3 were recorded at
Dattaguru Society, Govandi West.

Ambient Noise Monitoring

The baseline noise scenario, results of noise level monitoring carried out during the study
period at 8 locations in the study area have been considered.The day levels of noise have
been monitored during 6 AM to 10 PM and the night levels during 10 PM to 6 AM. The noise
levels were monitored as per the Ambient Air Quality Standards in respect of Noise. The day
equivalents during the study period are range between 62.6 to 48.4 dB (A), whereas the night
equivalents were in the range of 56.2 to 40.3 dB (A). Noise levels at the existing Dumpsite
site is recorded the day average of 62.6 which is higher than the permissible limit of
residential area and below permissible limit of industrial area and all other areas studied
shows that the levels of noise are lower than the permissible limits both during the day as
well as at night time

Ground Water and Surface Water

 Chembur is located at approximate aerial distance of 5 km from project site. In Chembur,
groundwater quality was observed to be poor as most of the parameters exceeded the
limits of Indian Drinking Water Standards BIS-IS 10500: 2012.

 The reported values of Total Dissolved Solids (TDS) in the groundwater were in the
range of 252 mg/l and 1346mg/l. Results indicate contamination by the surface pollutants.

 The total hardness varied between 53 mg/l and 329 mg/l, Alkalinity varied between 102
mg/l and 970mg/l. The reason for high alkalinity in the Ground water may be due to the
percolation of alkaline surface pollutants.

 The reported Chloride ranged between 23mg/l and 320mg/l. The reported values of
Sulphate varied between 18mg/l and 239mg/l.

 The conductivity ranged between 310μmhos/cm and 1780μmhos/cm, indicating
contamination from surface pollutants.

 The reported values of fluoride were within the limit of 1.0 mg/l.
 The counts of Total Coliforms and Fecal Coliforms were very high at open dug well.
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 Surface water samples were collected from Thane creek and analysed for
physicochemical and biological parameters

 Thane creek is polluted and values of parameters like TDS - 569 mg/l, Sulphate – 236
mg/l, Chlorides – 95.9 mg/l, Magnesium – 2.03 mg/l, Calcium – 35 mg/l, F. Coli – 48
MPN/100ml and Total Coli – 166mg/l are exceeding than that of permissible limits.

 The visual observation of the creek water appears polluted, however, the mangroves
around it is still in good health.

 This can be attributed to very high resilience of mangroves for pollution and
contamination.

 The source of pollution to the creek water is partly due to leachate from present dump as
well as from discharge of oily and other contaminants of recycling activities across the
creek.

Ecological Environment

The project is proposed in existing deonar dumpsite, near site the vegetation is domitated by
mangroves trees. The list of species of plants and animals generated during the survey were
processed and compared with the IUCN red data list and Maharashtra state protected species
listings and it was observed that no species encountered during the survey in areas between 0-
5 km of the project site represented rare, endangered, critically endangered or legally
protected status. Four species (Alexandrine Parakeet, Painted stork, lesser Flemingo, Black
tailed Godwit) were classified as Near Threaten as per the IUCN red data book has been
reported in the study area. However, in the 10 km range there may be faunal species like Atlas
moth. The project seems to raise no adverse impact to these species.

The majority of the vegetated site within 1-3 km radius from the project is Mangroves
vegetation. The diversity is low and all of the plant species are common, widespread and
typical of weeds and disturbed habitats. Necessary mitigation measure shall undertaken to
reduce the impact of the project to the nearby forest areas and overallecology.

Anticipated Environmental Impacts and Mitigation Measures

The potential impacts on the environment from the proposed project are identified based on
the nature of the various activities associated with the project implementation and projects
operation (impacts during construction phase and operation phase).

Impacts during Construction Phase
Construction phase works include site site clearance, site formation, building works,
infrastructure provision and any other infrastructure activities. The impacts due to
construction activities are short term and are limited to the construction phase. The impacts
will be mainly on air quality, water quality, soil quality.

Measures such as regular water sprinkling, erection of temporary tin sheets of sufficient
height (minimum 3 m) around the site etc. shall be adopted to ensure minimum dust
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generation/air pollution. Domestic sewage generated during construction phase shall be
treated in portable sewage treatment plant.

Impacts during Operation Phase

During the operation phase of the proposed project there would be impacts on the air
environment, water environment, Land environment and socio-economic aspects. but the
proposed project shall aims to reduce the present air emission from the existing dumpsite as
well as the surrounding areas. The proposed project also aims to utilize around 600 TPD of
waste thus minimize the dumping activity at the site as is presently practicing. The proposed
project also aims to reduce the pollution levels of all environmental components (Air, Water,
Noise, Soil, etc.,) within the stipulated environmental standards.

Environment Management Plan
The Environmental Management Plan (EMP) is required to ensure a sustainable development
of the plant area and the surrounding areas of the plant. The EMP will be integrated in all the
major activities of the project, with clearly defined policies, to ensure that the ecological
balance of the area is maintained and the adverse effects are minimized. EMP requires
multidisciplinary approach with mitigation, management, monitoring and institutional
measures to be taken during implementation and operation, to eliminate adverse
environmental impacts or reduce them to acceptable levels. In order to ensure sustainable
development in the study area; it needs to be an all-encompassing plan for which the plant
authorities, government, regulating agencies, and the population of the study area need to
extend their cooperation and contribution.

The mitigation measures are planned for construction and operation phases and the overall
management plan helps to improve the supportive capacity of the receiving bodies. The EMP
aims to control pollution at the source level to the possible extent with the available and
affordable technology followed by the standard treatments before getting discharged. The
recommended mitigation measures will synchronize the economic development of the study
area with the environmental protection of the region. The budget allocated for
implementation of EMP is Rs 815 Lakhs with a recurring cost of Rs. 96 Lakhs per annum.

Environment Monitoring Program

Environmental monitoring program describes the processes and activities that need to take
place to characterize and monitor the quality of the environment. Environmental monitoring
is used in the preparation of environmental impact assessments, as well as in many
circumstances in which human activities carry a risk of harmful effects on the natural
environment. Different activities involved in the proposed project and their impact on various
environmental attributes have been taken into account while designing a detailed
environmental monitoring program. Environmental monitoring program has been prepared
for the proposed project for assessing the efficiency of implementation of Environment
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Management Plan and to take corrective measures in case of any degradation in the
surrounding environment.

All monitoring strategies and program have reasons and justifications which are often
designed to establish the current status of an environment or to establish trends in
environmental parameters. In all cases the results of monitoring will be reviewed, analyzed
statistically and submitted to concerned authorities. The design of a monitoring program must
therefore have regard to the final use of the data before monitoring starts. The monitoring
program will have three phases: construction phase, operations phase, and post operations
phase.

Project Benefits

The proposed project shall have several benefits by considering the present condition of the
existing dumpsite, the proposed Waste to Energy may reduce the present landfill waste
volume by 90%. Considering the life cycle of 25 years, it will save landfill area requirement
by more than 80 Ha. Besides the compost production would add to the revenue to the
operator of the landfill. The production of compost shall also enhance the crop productivity
and improvement in the soil texture and enhancement of soil nutrients. The proposed project
will also have direct and indirect economic benefits in form of employment,
development of ancillaries, establishment of service facilities, development of telecom and
transportation facilities.

Environmental Benefits
 Prevention of frequent fire due to methane gas generated from the anaerobic condition

at existing Deonar dump site, spillage of waste to CRZ areas
 Prevention of smoke and fugitive emission to the nearby areas. The project will

reduce spreading diseases within the study area.
 Due to the proposed project there will be prevention of pollution to surface and

ground water.
 The proposed project will ensure that there should not be any odor or noise problem

in the area.
 Using waste for production of energy will save on fossil fuel and in turn reduce GHG

emission.
 It is estimated that implementation of WtE plant for Mumbai will save more than 8

million tons of CO2 equivalent GHGs in 20 years period.
 Natural resources are finite and it should be used efficiently.
 The proposed project will conserve the natural resources by processing and

management of municipal solid waste generated in Mumbai surrounding. Further,
production of green products (compost, energy, materials from C&D waste, etc.) will
reduce the usage of virgin materials.

 Generation of compost in bulk will reduce the demand for chemical fertilizers.
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Social Benefit

 The project may have multiple health benefits to the people of nearby areas and
will improvetheoverallhealthbenefitstoentirecitybywayofachievingbetterairquality.

 It is expected that many diseases like respiratory, tuberculosis etc. will comedown.
 The rag-picking menace, child labour and other hazardous recycling activities can

also be prevented by implementation of proposed project.
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TERMS OF REFERENCE
Duly catering to the commonly expected environmental concerns, Terms of Reference (TOR)
for the Common Municipal Solid Waste Management Facility (CMSWMF) sector is prepared.
In addition, the proponent is required to identify specific issues, if any, pertinent to the
project and include those issues also in the TOR for preparation of EIA report. The
application for obtaining ToR (proposal No.SIA/MH/MTS/47692/2019) for the project
‘Proposed Development of 600 TPD Waste to Energy Project to generate about 4 MW of
power at Deonar, Mumbai. The ToR was considered by the State Expert Appraisal
Committee (SEAC-1) in its 182'' meeting and by SEIAA in its 198th Meeting held on
27.05.2020.

Table 1: Compliance to Specific Terms of Reference by SEIAA

SN Specific Conditions Compliance

1. PP to submit copy of CRZ
clearance

As per the approved CZMP 2011, the entire plant of the
proposed project is falling out of CRZ area.
CRZ clearance is required only for pipeline carrying
secondary treated sewage from Ghatkopar Pumping station to
main plant at Deonar.
The application of CRZ clearance for pipeline is in progress.

2. PP to ensure facility of
disinfection for treated sewage
water at Ghatkopar STP site
before supplying it to the
proposed site.

The raw water from GHATKOPAR STP will be pumped to
the one (1) number of RCC storage tank at plant premises and
then pumped to the bio logical treatment system to remove
BOD, COD & TSS. After removal of BOD & COD, the
treated water will be stored in the process water storage tank
of Capacity – 800 m3. The same treated water tank shall also
be used as a fire water storage tank. The nozzle locations in
the treated water tank will be arranged in such a way that
always there will be water for fire fighting application

3. PP to include technical details
of incinerators to be used in the
project along with air pollution
control mitigation measures in
the EIA/ EMP report.

MCGM has planned to install RDF Based Reverse acting
reciprocating garte based Waste to Energy Plant (WtE) to
treat the Waste.
Details of Process is mentioned in Chapter 2 of EIA/EMP
report

4. PP to include details of
methodology for window
composting in the EIA/ EMP
report along with leachate
management.

Methodology details for aerobic Composting and with
alternate methodology Anaerobic digestion also are given in
Chapter 2

5. PP to include impact of land
preparation on the surrounding
environment in the EIA report
along with its risk and proposed

The study of the surrounding Environment was carried out
and explained in the Chapter 3, Risk analysis of the project
was carried out and explained in the Chapter 7 and Mitigation
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mitigation measures measures was given in the Chapter 4.

6. PP to include a separate chapter
on fly ash and bottom ash
management along with
disposal plan in the EIA/ EMP
report.

Noted and. Details are given in Chapter 2and Chapter 4.

7. PP to include a distance
certificate from the competent
authority (Forest Department)
about the distance between the
proposed project site and
sanctuaries/ sensitive areas/
notified areas etc.

APCCF, Mumbai is the competent authority to issue this
distance certificate. MCGM has submitted the Application to
APCCF on 11th Nov 2020 which is in process.
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Table 2: Compliance to Standard Terms of Reference

SN Standard ToR points Reply

i. The project should be designed based
on the population projections as by
Master Plan

Mumbai on the population projections as by
has population of approximately 12.5 million
Master Plan people.

Since 1927, the Deonar dumping ground has
been used as a major disposal site for the
waste generated in the City. The site is
owned and operated by the MCGM.
Currently, the waste dumpsite at Deonar
receives approximately 2000 TPD of waste
from Mumbai which includes approximately
800 tonnes of MSW and 1,200 TPD of
construction and demolition (C&D) waste.
Entire waste is being dumped at Deonar
dumpsite without any processing. As part of
this endeavour, the MCGM has decided to
Construct and Operate a Waste-to- Energy
(WtE) Project along with SMW Processing
units like Composting / Anerobic Digestion
for bio degradable waste, Harvesting of
combustable waste ( RDF ) and Waste to
Energy Plant to utilize the RDF for power
Generation and Secured Landfill for disposal
of residues / inert araising out of the
processing of MSW. in existing Deonar
Dump site, Mumbai

Hon’ble Bombay High Court has also taken
the issues prevailing in and around the
Deonar dumping ground, into cognizance
and ordered MCGM to reclaim the said
dumping ground at the earliest.
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ii. Submit a 10 km. radius map (on survey
of India toposheet) showing co-
ordinates of project site, national
highway, state highway, district
road/approach road, river, canal,
natural drainage; protected areas, under
Wild Life (Protection) Act,
archaeological site, natural lake, flood
area, human settlements (with
population), industries, high tension
electric line, prominent wind direction
(summer and winter), effluent drain, if
any and
ponds etc. should be presented and
impacts assessed on the same

Figure 2 in Chapter 2 presents the latest
topographical map from Survey of India
covering 10 km radius from the project
location.

Impacts and mitigations measures were
proposed for all the possible impacts in
Chapter 3 and Chapter 4

iii. Examine and submit details of
alternative technologies viz. RDF shall
also be evolved

As stated above in point no i), it is one of
the component of overall SWM scheme for
Mumbai city. MCGM has already developed
and operating Bio-reactor landfill at
Kanjurmarg and has various decentralized
facilities all over the city.
Waste processing by different technologies
(depending on waste quality and quantity) is
in line with the SWM Rules 2016and as
Swachh Bharat Mission (SBM) guidelines.
The proposed WtE project has provision of
pre-processing and composting technologies
to process all kind of waste coming to the
dumping site, further it is an RDF based
waste to energy plant and there is no mean of
evaluation of RDF and this project is
proposed to to consume the RDF by
scientific manner. And the study of different
technologies is provided in the Chapter 5.

iv. Examine and submit details of storm
water, leachate collection from the
composted area

It is important to collect rain water separately
to minimize volume of leachate and also to
prevent flooding of the Site during heavy
rains. Adequately sized storm water drainage
network in RCC has been designed to
evacuate run-off water. Rainfall intensity of
100 mm/ hr. has been considered while
calculating the total discharge
Details of Storm water system is given in
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Chapter 2 and Leachate Collection and
Management System is mentioned in
Chapter 2 of EIA/EMP report.

v. Examine and submit details of
monitoring of water quality around the
landfill site. Water analysis shall also
include for nitrate and phosphate

Water samples were collected ground water
sources and surface water sources around the
proposed site within 10 km radius. All
samples were analyzed for physical and
chemical characteristics Details are present
in Chapter 3

vi. Examine and submit details of the
odour control measures

All possible measures shall be adopted for
Odor control. Odor control system shall be
set up over the compost sheds, which will
comprise of ventilation ducts and exhaust
fans. In the landfill area, daily cover shall be
put in with layer of earth, clay or similar
material. Other measures include spraying
Ecosorb (organic and biodegradable
chemical) around Odor generation areas at
regular intervals. Odor control system focus
on minimizing the number of sources of odor
generation. Details of the odour mitigitions
are provided in the Chapter 4

vii. Examine and submit details of impact
on water bodies/rivers ponds and
mitigative measures during rainy
season

Under no circumstances any
treated/untreated leachate, storm water
drainage etc. will be meeting any natural
course of water. Mumbai city is a very
developed city it has got its own
stormwater drainage system. The storm
water during monsoon at this project site
will be connected to the existing storm
water system.
There is also leachate treatment plant in the
project which will treat leachate formation
during monsoon as well as non-monsoon
season.

viii. Submit the criteria for assessing
waste generation. Any segregation of
hazardous and bio-medical wastes

The proposed project is for Municipal
Solid Waste (MSW) processing only.
MCGM has to deliver MSW at the WtE
plant. Waste segregation, collection and
transportation is not part of this project.

ix. Submit a copy of the layout plan of
project site showing solid waste storage,
green belt (width & length, 33% of the
project area), all roads, prominent wind
direction, processing plant & buildings

Indicative layout with proposed plan of
project site showing solid waste storage,
green belt (width & length, 33% of the project
area), all roads, prominent wind direction,
processing plant & buildings etc. Lanyout
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etc. should be provided and land break up datails are given in Chapter
2 . The same is attached as Annexure-1

x. Submit a copy of the land use certificate
from the competent authority

The project is proposed in the existing
deonar dumpsite, the land is belongs to the
MCGM

xi. NOC from local or nearest airport
within 20 km and any flight funnel
restrictions

The height proposed by DPR consultant is
50m and is falling under N17 grid (the grid is
attached as Annexure २) which permits
height of stack up to 150 m as per Interactive
Colour Coded Zoning Map on NOCAS, thus
this project doesn’t required AAI clearance
for the height of the chimney and it does not
crosses the criteria for obtaining NOC from
AAI

xii. Submit a copy of the status of ambient
air quality and surface and ground
water quality, soil type, cropping
pattern, land use pattern, population,
socio-economic status, anticipated air
and water pollution

Baseline environmental data has been carried
out in 8 locations from Sept 2020 to
November 2020. Monitoring data is given in
chapter 3 of EIA/EMP report.

xiii. Submit a copy of the topography of the
area indicating whether the site requires
any filling, if so, the details of filling,
quantity of fill material required, its
source and transportation, etc

Proposed development of West to Energy
project is to be developed at Deonar dumping
site.
There is no additional requirement of any
outside material to bring in for filling out/
levelling of site required for this project.

xiv. Examine and submit the details of
impact on the drainage and nearby
habitats/settlements (surroundings)

The Mumbai city has a very well developed
storm water system from last several years.
The storm water generated in the area
including nearby habitation as well as for this
project will be connected to existing to storm
water system.
No significant impact envisage on the
drainage and nearby habitats/settlements due
to this project. Details are given in Chapter 3

xv. Examine and submit the details of
surface hydrology and water regime
and impact on the same

There are no any natural streams
passing/crossing the project area. The nearest
water body which is creeklet of thane creek at
a distance of about 300m. There is an
adequate storm water system which takes care
of storm water during monsoon.
Therefore there is no impact on hydrology
and water regime from this project.
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xvi. Examine and submit the details of one
complete season AAQ data (except
monsoon) with the dates of monitoring,
impact of the project on the AAQ of the
area (including H2S, CH4)

Baseline environmental data has been carried
out in 8 locations from Sept 2020 to
November 2020.
The details of one complete season AAQ
data (except monsoon) are given in chapter
3 of EIA/EMP report.
Impact of the project on the AAQ is given in
chapter 4

xvii. Submit a copy of detailed plan of waste
management

Chapter 2 presents detailed information on the
plan of waste management systems. Section
2.5 Chapter 2 presents the process description
along with flow chart information

xviii.Submit the details of sanitary land fill
site impermeability and whether it
would be lined, if so details thereof

Section 2.5.4 Chapter 2 presents extensive
details on the landfill design. Figure 12
(Chapter 2) present details on Typical MSW
Landfill Base Liner & Capping System

xix. Examine and submit the details of
impact on environmental sensitive
areas.

The nearby environmental sensitive area
includes Thana Creek Flamingo Sanctuary
which is at a distance of 300 m and Mangrove
vegetation in north east side of the existing
dumpsite. The said project of WtE is up
gradation of environmental systems in the city
of Mumbai.

The likely impact, if any, would be
incineration system in the project. It has
adequate capacity of chimney height along
with mitigation measures viz, air pollution
control system which includes back filters etc.
Therefore there is no possibility of any impact
of air pollution in sensitive area.

Under no circumstances any treated/untreated
leachate, storm water drainage etc., will be
meeting any natural course of water. Mumbai
city is a very developed city it has got its own
storm water drainage system. The storm water
during monsoon at this project site will be
connected to the existing storm water system.

There is also leachate treatment plant in the
project which will treat leachate formation
during monsoon as well as non-monsoon
season

There are no noise generating process
involves and if so it will be properly mitigated
through acoustic measures. Details are given
in Chapter 3
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xx. Examine and submit the details of
rehabilitation/compensation package
for the project effected people, if any

No R & R is involve in this project

xxi. Submit Environmental Management
Plan and Environmental Monitoring
Plan with costs and parameters

Detailed Environmental Management Plan is
provided in Chapter 10. Detailed
Environmental Monitoring Plan/program is
provided in Chapter 6. In order to comply
with the environmental protection measures
as specified in the Environmental
Management Plan (EMP). capital cost of Rs.
815 Lakhs is allocated. Recurring cost for
EMP is estimated to be Rs. 96 Lakhs per
annum. Table 81 presents more details on
EMP budget. Table 63, Table 64, and Table
65 (Chapter 6) present details on
environmental monitoring during
construction, operations, and post project
respectively.

xxii. Public hearing to be conducted for the
project in accordance with provisions
of Environmental Impact Assessment
Notification, 2006 and the issues raised
by the public should be addressed in
the Environmental Management Plan.
The Public Hearing should be
conducted based on the ToR letter
issued by the Ministry and not on the
basis of Minutes of the Meeting
available on the web-site

Public Hearing will be conducted after the
30th day of submission of the Draft EIA
Report to State Pollution Control Board. All
the concerns raised during the Public Hearing
shall be addressed and action plans will be
incorporated in the Final EIA Report.

xxiii.A detailed draft EIA/EMP report
should be prepared in accordance with
the above additional TOR and should
be submitted to the Ministry in
accordance with the Notification

Drat final EIA/EMP report has been prepared.
The report will be finalized and submitted to
the Ministry after conducting Public hearing

xxiv.Details of litigation pending against the
project, if any, with direction /order
passed by any Court of Law against the
Project should be given

No litigation pending against the project

xxv. The cost of the Project (capital cost and
recurring cost) as well as the cost
towards implementation of EMP should
be clearly spelt out

The approximate cost estimate for the
proposed facility is about Rs. 504 Crores, In
order to comply with the environmental
protection measures as specified in the
Environmental Management Plan (EMP),
capital cost of Rs. 815 Lakhs is allocated.
Recurring cost for EMP is estimated to be Rs.
96 Lakhs per annum. Table 816.4. (Chapter
10) presents more details



Municipal Corporation of Greater Mumbai (MCGM)

Draft EIA report for development of 600TPDWaste to Energy project at Deonar, Mumbai
20

xxvi.Any further clarification on carrying out
the above studies including anticipated
impacts due to the project and mitigative
measure, project proponent can refer to
the model ToR available on Ministry
website
http://moef.nic.in/Manual/Common
Municipal Solid Wastes".

All the studies/activities suggested in the
TOR were completed in detail and presented
in the EIA report. No further clarification
required for carrying out the studies
suggested.
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CHAPTER 01 - INTRODUCTION

1.1 GENERAL INTRODUCTION

Environmental Impact Assessment (EIA) is a tool generally used to identify the
environmental, social, and economic impacts of a project prior to arriving at decision. It aims
to predict environmental impacts at an early stage in project planning and design, find ways
and means to reduce adverse impacts, shape projects to suit the local environment and present
the predictions and options to project proponent.

By using EIA both environmental and economic benefits can be achieved, such as reduced
cost and time of project implementation and design, avoid treatment/clean-up costs and
impacts of statutory compliance. Environmental assessment is a procedure that ensures that
the environmental implications of decisions are taken into account before the decisions are
made.

The process involves an analysis of the likely effects on the environment, recording those
effects in a report, undertaking a public consultation exercise on the report, taking into
account the comments and the report when making the final decision and informing the
public about that decision later on.

The main objective of the study is to establish the baseline environmental conditions and to
identify the environmental impacts of Site and provide a suitable environmental management
plan. The study zone is defined within radial distance of about 10 km from the site.

Quantitative and qualitative analysis was undertaken for air, water, soil etc. in the various
areas of investigation.

1.2 ABOUT THE PROJECT PROPONENT

The Municipal Corporation of Greater Mumbai (MCGM) a local authority for Brihanmumbai
area formed under Mumbai Municipal Corporation Act, 1888 is responsible for providing
municipal and civic services to the citizens of Greater Mumbai, including collection,
transportation, processing and disposal of Municipal Solid Waste (MSW) generated within
their jurisdiction. The Municipal Corporation of Greater Mumbai currently handles about
6500tonnes of Municipal Solid Waste per day, with an average per capita generation rate of
about 540 grams/ capita/ day. Mumbai, the financial capital of India, and also its largest city,
is currently facing a solid waste management crisis. MCGM has decided to develop a Waste-
to-Energy (WtE) project in Mumbai at Deonar which may reduce additional future land
requirement for management of solid waste disposal.

1.3 SIGNIFICANCE OF THE EIA STUDY

Environmental Impact Assessment (EIA) of a project ensures accountability of all the
environmental impacts of the various project activities right from the stages of project
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initiation. The study incorporates the various environmental issues into planning and design
stages of the project. It further guarantees the initiation of the various steps for minimization
of the identified project impacts and assures a careful consideration of the different project
alternatives. An exhaustive EIA process is inclusive of the various steps as described below:

a) Screening
b) Scoping and consideration of alternatives
c) Baseline data collection
d) Impact prediction
e) Assessment of alternatives, delineation of mitigation measures and environmental impact

statement
f) Environmental Management Plan
g) Decision – making
h) Monitoring the clearance conditions

The EIA of the proposed project was undertaken to achieve the following goals:
 Identification of the various project activities and their potential impacts on the

environment.
 Generation of a comprehensive information database for the project planning team on

the nature of environmental risks posed by the project activities, such as human health
effect, habitat loss, pollution levels and change in land use pattern among other issues.

 Careful consideration of the different alternatives for the project activities that may
have serious consequences on the environment.

 Improving the overall decision-making process and ensuring that project options
under consideration, are environmentally sound and sustainable.

The key objectives of the study are as follows:
 Including the viable environmental options into micro planning of the project.
 Providing mitigation measures as may be required for the successful implementation

of the overall project.
 Providing an Environment Management Plan for the site, considering the likely

environmental issues and mitigative action plans in the near future.
 Providing a Disaster Management Plan for making sound arrangements for

emergency preparedness at the time of natural or man-made disasters.

1.4 SCOPE OFWORK

Following inception meeting and various site surveys, the study area for the EIA project was
defined. While the primary focus of the study is restricted to the project boundaries, an area
within radii of 10 kilometers from the centre point of the project has been fixed to conduct
the EIA study. The EIA study is primarily based on collection of baseline information and
assessment of short-term as well as long-term impacts. In order to fulfill these objectives a
three-phased approach to the study was followed:
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Phase I: Data Collection and Description of the Baseline Environment;
Phase II: Assessment and Evaluation of potential Environmental Impact of the project;
Phase III: Development of recommendations including an EMP and Disaster Management

Plan (DMP) for improving the environmental features of the project on a long
term.

The three phases of the Environmental Impact Assessment study includes the various
activities/tasks for exhaustive coverage of the various issues and concerns for the project site.
The description of each task has been done in the following sections in accordance with the
Environmental Impact Assessment guidelines of Ministry of Environment & Forests and
Climate Change, Government of India, Asian Development Bank and World Bank for similar
type of projects.

1.5 APPROACH AND METHODOLOGY

The general approach followed for carrying out the EIA for the project is summarized in the
enclosed flow chart on the following page.

1.5.1 Baseline study

Baseline study comprised generation of primary data and collection of secondary data.
Primary survey including environmental monitoring was conducted for the project area to
gather information on the following environmental attributes.

 Air quality in respect of, PM10, PM2.5, SOX, NOX, CO etc.
 Noise Levels
 Water Quality of key physico-chemical and biological parameters
 Soil Quality
 Ecology and Bio- diversity

Secondary data was collected on the following aspects to supplement the primary data in
order to assess the baseline environmental setup. The data was gathered on geological and
physiological characteristics

 Geological and physiological characteristics
 Meteorological data – rainfall, humidity, temperature, wind speed and wind direction
 Land use
 Flora and Fauna (Ecology & Bio- Diversity)

1.5.2 Project Impact Assessment

Impacts of the project on environment both during construction phase and operational phase
was assessed against the baseline biophysical information and proposed activities. Baseline
information along with predicted air quality and noise levels data were compared with the
National Standards stipulated by regulatory agencies like CPCB and MoEF & CC.
Qualitative assessment of the impacts of increased noise level, water and soil pollution due to
project on public health, animal and surrounding vegetation has been assessed.
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1.5.3 Formulation of Mitigative Measures

The standard guidelines of MoEF&CC and other regulatory agencies were considered to
suggest different / alternative mitigative measures. Trade –off and multi –alternative analysis
was carried out arrive at the most appropriate measures to minimize the negative impacts of
the project.

1.5.4 Environmental Management Plan

Environmental Management Plan (EMP) is prepared after identifying, predicting and
evaluating the significant impacts on each component of the environment with a view to
maximize the economic benefits from the project. Post-project Environmental Monitoring
program is also detailed in the report.

Table 3: Structure of EIA

Chapter - 1 Introduction This chapter provides purpose of the EIA report,
background information of the project, stages of EIA
report preparation i.e. scope of work, approach and
methodology and brief outline of EIA report.

Chapter - 2 Description of
the Project

This chapter provides the following details:
 Type of project
 Need for the project
 Project location
 Project details including associated activities

required for the project.
Chapter - 3 Description of

the Environment
This chapter presents the information on study area,
information on existing environmental resources,
findings of field studies undertaken to establish the
baseline environmental status and has been organized
into the following sub-sections:
• Air Environment • Biological Environment
• Noise Environment • Socio-economic Environment
• Water Environment • Land Environment

Chapter - 4 Anticipated
Environmental
Impacts &
Mitigation
Measures

This chapter details the identification, prediction and
evaluation of impacts on each resource. The impacts of
“the project” are predicted using available computer
models during construction and operational phase. The
significance of impacts is determined based on applicable
environmental guidelines. It describes the overall impacts
of the proposed project and identifies the areas of
concern, which need mitigation measures.

Chapter - 5 Analysis of
Alternatives
(Technology &

In case, the scoping exercise results in need for
alternatives: Description of each alternative , Summary
of adverse impacts of each alternative, Mitigation
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Site) measures proposed for each alternative and , Selection of
alternative

Chapter - 6 Environmental
Monitoring
Program

Technical aspects of monitoring the effectiveness of
mitigation measures (Measurement methodologies,
frequency, location, data analysis, reporting schedules,
emergency procedures, detailed budget and procurement
schedules)

Chapter - 7 Additional
Studies

This chapter includes Disaster management Plan; Risk
Assessment.

Chapter - 8 Benefits of the
project

This chapter explains the improvements in the physical
infrastructure and social infrastructure and employment
potential.

Chapter- 9 Environmental
Cost Benefit
Analysis

If recommended at the Scoping stage

Chapter - 10 Environnemental
Management
Plan

This chapter provides recommendations for
Environmental Management Plan (EMP) including
mitigation measure for minimizing the negative
environmental impacts of the project.
Environmental monitoring requirements for effective
implementation of mitigation measures during
construction as well as operation of the project have also
been delineated along with required institutional
arrangements for their implementation. Budgetary cost
proposed for pollution mitigation and environmental
management are also provided.

Chapter - 11 Executive
Summary

This Chapter summarizes the key issues and certain
recommendations based on EIA study for successful
implementation & execution of the proposed project.

Chapter - 12 Consultants
Engaged

This chapter explains the names of the consultants
engaged with the brief resume and the nature of the
consultancy engaged.
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CHAPTER 2 - PROJECT DESCRIPTION

2.1 INTRODUCTION

A waste is viewed as a discarded material, which has no consumer value to the person
abandoning it. According to World Health Organization (WHO), the term 'solid waste' is
applied to unwanted and discarded materials from houses, street sweepings, commercial and
agricultural operations arising out of mass activities. It is a mixture of vegetable and organic
matter; inert matters, such as glass, metal, stones, ashes, cinders, textiles, wood, grass etc.
Uncontrolled waste dumping or waste disposed in unscientific landfills can have serious
environmental impacts: landfills consume land space, and cause air, water and soil pollution.
Growing population, increased urbanization rates and economic growth are dramatically
changing the landscape of domestic solid waste in terms of generation rates, waste
composition and treatment technologies.

Without an effective and efficient solid-waste management program, the waste generated
from various human activities, both industrial and domestic, can result in health hazards and
have a negative impact on the environment. Understanding the waste generated, the
availability of resources, and the environmental conditions of a particular society are
important for developing an appropriate waste-management system.

Mumbai, the financial capital of India, and also its largest city, is currently facing a solid
waste management crisis. This is spread over an area of around 437.71 Sq km, located at
19°03’47.97′ N 72°55’58.27′ E. Total 12.5 million people as per the 2011 Census with
floating population of about 5 million. The infrastructure has been unable to keep pace with
economic development and population growth and resulted in insufficient collection of MSW
and over-burdened dumps. Improper disposal of solid wastes over several decades and open
burning of garbage have led to serious environmental pollution and health problems. Greater
Mumbai is expected to generate about 11,000 tons of municipal solid waste in 2021.
Accordingly, a total of 397 hectares of land-fill area would be needed to meet the demand.
Given its increasing population, rapid expansion of urban areas, and scarcity of land as it is
an island, Mumbai needs a solution to its burgeoning solid waste management problem that
will be sustainable, cost effective, and minimizes public health, ecological, and climate
change impacts.
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Due to lack of space available to accommodate additional waste at this site and to mitigate
the environmental issues prevailing in and around the Deonar dumping ground, MCGM plans
to minimize open dumping of Municipal Solid Waste (MSW) by establishing a scientific
waste processing facility and gradually reclaim the Deonar dumping ground within the
framework of SWM Rules, 2016

2.2 PROJECT DESCRIPTION

Currently, the waste dumpsite at Deonar receives approximately 2000 TPD of waste from
Mumbai which includes approximately 800 tones of MSW and 1200 TPD of construction and
demolition (C&D) waste. Entire waste is being dumped at Deonar dumpsite without any
processing. As part of this endeavour, the MCGM has decided to commission a Waste-to-
Energy (WtE) Project in Mumbai which will have a capacity of approx. 6500 Tons per Day
in modules (the “Project”) and which is compliant with SWM Rules 2016and all other
applicable rules.

This EIA report is limited for the aforementioned 600 TPD MSW processing facility
and a Waste to Energy Plant for generating from 4 MW which can be further enhanced upto a
maximum of 8 MW power by providing advanced technologies. Vide MoEF&CC
notification , 2nd Jan 2014, as amendment to EIA notification, thermal power plants
utilizating non Hazardous solid waste upto 15 MW capacity are exempt from the purview of
prior environmental clearance. Therefore , the proposed plant capacity of power generation
unit utilizing the dry segregated fraction of solid waste can be optimally sized during the
course of detailed engineering and after duly examining the prospects of utilization of Biogas
and in any case shall not exceed 15 MW. Further, vide letter DO no. 22-19/2017/IA – III
dated 3rd july 2017 , the secretary , MoEF& CC Govt. of India as clarified as under .

Quote

As per the Census 2011 Records, Mumbai has population of approximately 12.5 million
people.

Since 1931, the Deonar dumping ground has been used as a major disposal site for the
waste generated in the City. The site is owned and operated by the MCGM. Out of 6500
TPD of waste generated in the City, waste to the tune of 3500 TPD is being dumped
unscientifically in the Deonar dumping ground. In addition, approximately

2500 TPD of Construction & Demolition waste (C&D waste) is being dumped at the
Deonar dumping Ground. Grievance such as contaminated groundwater, frequent fires,
smoke, flies, bird menace and foul odour are being registered often.

The “Solid Waste Management Rules, 2016” (SWM Rules, 2016), has made it mandatory
for compliance by all the Urban and Local Bodies. SWM Rules, 2016 includes all
activities that seek to minimize the health, environmental and aesthetic impacts of solid
wastes.
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The municipal solid waste managtement involves various steps like door to door door
collection, segregation, composting, refuse derived fuel ( RDF) making, waste to energy
generation through waste to energy plants and disposal in scientific landfills. The above
activities, except landfill site, if proposed as standalone activities are not covered under item
7(i) of EIA Notification, 2006, hence do not require prior environmental clearance. In case
the activities of composting, RDF making and waste to Energy plant ( upto capacity of 15
MW) are proposed at an existing landfill site, they do not attract he provisions of the EIA
notification 2006.

UnQuote

It is becomes clear from the above narrative that under the present EIA regime , the proposed
600 TPD MSW plant can be sized upto 15 MW capacity without requiring prior EC. Because
of the location of the Sanitary Lanfill in adjoining 2 ha area to receive the inerts and Ashes
from the project upto 4 year period from date of commencement, this project requires EC.

It is planned to send the Ash Generated from WtE plant & Inerts from pre-processing /
Compost plants to SLF & exploring the Opportunities also to recycle the Ash Generated from
the WtE plant. as a subbase for road construction and low strength agreegate in the
construction. The ash can also be used as cover material for the secured landfill operations.
The secured landfill for the 600 TPD project under review is expected to be lasting upto 4
years from the time of commissioning and MCGM will find suitable land parcel for meeting
the future needs of Secured Landfill.

The objectives of the proposed project are as follows:

 To develop a sustainable and environmentally benign and productive proposal with
key thrust on conservation of land and environmental compliance in line with SWM
Rules 2016

 Reduce the burden on Dump site and shift emphasis from open dumping to organized,
scientific and proven forms of processing and disposal of solid waste

 To bring environmental solace to the vicinity of the Deonar dumping ground for
replicating on wider scale

2.3 PROJECT SITE AND SURROUNDINGS

Deonar dumping ground is situated at the M/East ward in eastern suburb of the city of
Mumbai (19°03’47.97′ N 72°55’58.27′ E). The proposed WtE site is the part of existing
Deonar dumpsite. The area of 12.2Ha land is earmarked for developing the WtE plant. The
North-east side of the site is surrounded by Creek with mangrove vegetation, whereas, South-
west side is habituated area, mostly slums.
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Important organizations and industries, such as BARC, HPCL, BPCL, RCF and Tata Power
are located beyond 5 km radius of the project, but within 10 km. Mumbai airport is also
located at about 7km from the site. The WtE project at this location will help in reducing
several environmental impacts in and adjoin areas including mangroves and creek water
quality. Google image of project site given as Figure 1 below, 10 km radius Toposheet is
given in Figure 2. The site features of the proposed project are presented in Table 4. Based on
the requirement of specific and common infrastructure for the proposed plant, a layout for the
same is planned within the available land parcels and it is presented in Figure 3. Land area
breakup of the site is given in Table 5

Table 4 Site Features

Project Name 600 TPD Waste to Energy Project to generate 4 MW to 8 MW of
Power at Deonar, Mumbai by MCGM.

Location Deonar 93-1A Vikroli 65-1AP, 65-1 CP,

Land area 12.19 ha

Nearest Town/City Munkhurd – 1 km in South direction

Nearest Airport Chatrapati Shivaji Maharaj International Airport - 5 km in West
direction

Nearest Highway National Highway NH 3 – 2 km North West direction

Nearest Water body Thane Creek Canal - 300m in North East direction

Nearest Forest Mangroves – 400m in East direction

Project Cost Rs. 504 Crores
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Figure 1 Project Location
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Figure 2 Toposheet 10 km radius
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Figure 3 Project layout



Municipal Corporation of Greater Mumbai (MCGM)

Draft EIA report for development of 600TPDWaste to Energy project at Deonar, Mumbai
33

Table 5 Land Area Breakup

S.No Components Area in ha. Percentage

1. Secured Landfill 1.99 20.6

2. Waste to Energy 0.84 8.7

3. Waste processing plant area 1.92 19.8

4. Administration Buildings 0.26 2.7

5. Greenbelt 3.19 33.0

6. Roads and drains 1.35 14.0

7. ETP, LTP and Effluent Pond 0.12 1.2

Sub Total 9.67 100

Future Expansion (Unused land) 2.52 -

Total 12.19 -

2.4 Process Details

2.4.1 Selection of Technologies

Municipal Solid Waste is highly heterogeneous and diverse in shape, density, size, and other
physical and chemical parameters., MSW processing and adoption of technology depends on
quantity of waste generation and physical characteristics of solid waste generated in the
service area. Though MSW contains valuable constituents, the task of recovering the same is
complicated and complex.

Technologies have been carefully combined. There are no preconceived notions and every
process and operation has its own strengths and weakness. However one can design an
appropriate system by combining various technologies.

Any technology selection for MSW processing, most critical factors are quantities, climatic
conditions, waste characterization and also availability of resources and land area. Based on
the waste characterization and available land area at Deonar dump site, the following
Processing Technologies are proposed
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 Pre-Sorting & Segregation.
 Aerobic Composting / Anaerobic Digestion for Bio degradable waste.
 RDF based Waste to Energy through controlled combustion.

2.4.2 Overview of Flowchart

The proposed project is considered with a strategic approach to manage municipal solid waste
by considering all aspects namely, waste generation, segregation, characteristics, etc. Based
on that, it is proposed to establish the facility with processes consists of RDF based Waste to
Energy Plant, Sanitary Landfill, Compost Plant, The flow chart of the process is shown in
Figure 4.

Figure 4 Process Flow Diagrams for Waste Processing

MSW which is conditioned tipping platform will be taken up for pre-sorting passing through
a screen having an appropriate aperture size. Alternatively, of late, Ballistic Separator is also
emerging as a good choice for the segregation. The pre-sorting shall also entail magnetic
separator for purpose of recovering the scrap metal. Most of the compostable fractions will
pass through the screen. This undersized material will be taken forward to the composting
pad for Aerobic composting plant. The oversize material, segregated combustible fraction
from the screen will constitute the feed stock to Thermal Combustion /Incineration. Such
RDF and will be carted to Waste to energy plant where it will be stored in a storage pit
having upto 14 days of storage. The feeding will be done by Grab cranes into the boiler
furnace.
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Alternatively, the bio degradable fraction can be in part or in full, processed through an
emerging technology of anaerobic digestion where by useful bio gas as well as RDF can be
recovered. Dry Digestion System (DDS) can be carried out in Cement Concrete Constructed
Cubicles, to be operated in batches with SCADA operated perculate recirculation system to
enhance rate of generation of Bio – Gas. The Bio Gas can be used as fuel in the boiler to
explore the power generation potential further. Also, Government of India is promoting the
utilization of Biogas from organic wastes to reduce the dependence on natural gas / resources.

The material accepted for composting will be spread on the compost pad. Sorted waste
containing mostly the organic fraction of the fresh garbage is taken to the compost pad for
Windrow formation, by appropriate mobile machinery. The waste is sprayed with inoculums
and water to accelerate the digestion process Windrows are periodically turned using mobile
machinery to provide proper aeration and temperature control.

2.4.3 Material Mass Balance

Based on the Characteristics of Waste in the proposed project area the material balance has
been arrived and the detailed chart given in Figure 5
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Figure 5 Material mass balance flowchart

2.5 Description of processing plant

The following are proposed Processing and Disposal Technologies

1. Pre – Sorting
2. Composting/ anaerobic digestion
3. RDF based Water to Energy (Power Generation)
4. Secured Landfill (Inert Waste)

Waste Intake System: MSW would be visually inspected and weight of the same will be
recorded at the weigh bridge at the entry gate. All incoming vehicles containing waste will be
directed to the processing plant.

2.5.1 Pre Sorting

MSW which is conditioned tipping platform will be taken up for pre-sorting passing through
a screen having an appropriate aperture size. Most of the compostable fractions will pass
through the screen. This undersized material will be taken forward to the composting pad for
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Aerobic composting plant. The oversize material, segregated combustible fraction from the
screen will constitute the feed stock to Thermal Combustion /Incineration. Such RDF and
will be carted to Waste to energy plant where it will be stored in a storage pit having uto 14
days of storage. The feeding will be done by Grab cranes into the boiler furnace. Minimum
percentage of leachate is expected to be drained out the MSW during the time of pre-sorting
process.

2.5.2 Aerobic Composting / Anerobic Digestion
Composting is a process involving bio-chemical conversion of organic matter into humus
(Lignoproteins) by mesophilic and thermophillic microorganisms. A composting process
seeks to harness the natural forces of decomposition to secure the conversion of organic
waste into organic manure. Composting can be done in two ways.

1. Aerobic Composting.
2. Anaerobic Composting.

Aerobic composting is more advantageous than anaerobic composting because of

 Rapid decomposition, normally completed within 6 to 8 weeks resulting in reduction
of area required.

 Process is exothermic and the heat generated helps in destruction of harmful
pathogens, eggs of disease carrying vectors and nullification of weed seeds

 Production of foul smelling gases like methane, hydrogen sulphide is minimized.
 Nutrients are fairly preserved.

In order to accelerate and control the aerobic composting a specially formulated biological
innoculum will be used to treat the organic waste, which is the key element in our technology.
The innoculum will be subject to continuous improvement in composition.

Factors affecting composting process:

The following factors affect the rate of successful composting.

 Moisture content
Moisture content of the waste should be between 50-55%. Lesser moisture will lead to
mortality of microbes, whereas excessive moisture will lead to anaerobic conditions making
the inoculated microbes ineffective in the process of com posting and leading to emission of
greenhouse gases with foul smell.

 Temperature
Owing to the exothermic biological activities of aerobic bacteria, temperature inside rises to
60-70°C within a couple of days. This temperature has to be maintained throughout the
biological cycle.

 Proper aeration
Since aerobic bacteria are used in the biological process, proper aeration is required to ensure
availability of oxygen. Regular turning of the heaps will provide adequate aeration.
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 Carbon & Nitrogen Ratio (C: N Ratio)
CN Ratio should be maintained for speedy composting. If it is high, the decomposition
process will be slow. If CN Ratio is very high, Nitrogenous material like cow dung may have
to be added to bring down CNR to the desired level.

Figure 6Carbon: Nitrogen Ratio Effects on Composting

Table 6Factors Affecting Composting

Factors Affecting Composting Desirable ranges

Moisture content 50% to 60% optimum

Temperature
50 to 600C

( for 5 to 7 days pathogens get killed)

C/N ratio

Between 30-45

If C/N ratio is less – straw, saw dust, paper to be added

If C/N ratio is more – sewage sludge, slaughter waste etc.
to be added

At the end of composting C/N =20

As per MSW regulation C/N permitted is 20-40

Aeration
Adequate oxygen throughout the mass.

Normally ensured by turning every 5days.
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Table 7 Operational Problems & Corrective Processes:

Diagnosis Problem Possible Reason Solution

Temperature Does
not rise

Microorganism
cannot develop

 Material too dry or
wet

 Imbalance in
aeration

 Incorrect C/N ratio

 Loosen pile
 Wet the pile
 Add Dung

Sudden Decrease in
Temperature

Transformation not
taking place

 Heap too dry
 Imbalance in C/N

ratio

 Add nitrogen
rich material

 Add water

Material gets
blackish greenish
with foul smell

Composting material
is smelling and
turning into black

colour

 Improve C/N ratio
 More frequent

turning of the pile

 Correct C/N
ratio

 Provide ample
turning

Aerobic Composting Processing section is divided into three modules namely:

(a) Preparatory Section
(b) Secondary Section
(c) Packing sections.

Preparatory Section

 In Preparatory section, the digested MSW will be passed through different sizes of
screens as required. The output will be stored in curing shed. The average retention
period in the curing shed will be 28-30days. This will help in improving the quality of
the end product. Further it will also increase recovery of compost and reduce rejects
for land filling. The curing shed will have a capacity to accommodate 60 days of
production.

Secondary Section

 In the secondary screening section, the cured crude product will be further screened
through 4mm screens. The output will be further passed through specific gravity
separator to remove sand and other heavy impurities.
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Figure 7Secondary screening section

Packing Section

 The compost so obtained will be stored in the storage area and enriched and packed
as per demand in the packing section. By breaking the screening operations into
modules with adequate intermediate storage capacities, any breakdown of operations
in one section will not affect operation in any other section or in other words each
section can operate independently without creating bottlenecks.

Figure 8 Typical Final Product (compost)
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It is proposed to size & design the facility in a manner so that it is able to take variable input

up to the capacity

Anaerobic Digestion: Process description

The process runs in 3 consecutive process stages:
The first phase of the process operates under aerobic conditions. The substrate in the digester
is aerated until the preset target temperature is reached by microbial self-heating. According
to the climatic conditions in India this phase should last very short. After reaching the target
temperature, the aeration is stopped and the remaining oxygen is consumed within a few
hours of the aerobic microorganisms. Basis for the regulation of the aeration intensity is the
continuous measurement of the oxygen content in the digester.
The second phase of the process is carried out exclusively under anaerobic conditions. The
phase 2 is started by inoculating the substrate with percolate water. Percolate is leachate
which is created in the process, stored in heated tanks and recirculated. The methane
production begins within a few hours after the Phase 2 has started and the methane
concentration in the digester can continuously increase to over 60%. However, the utilization
of biogas in cogeneration plants can start at low methane concentration mixing it with highly
concentrated biogas from parallel digesters.
In phase 2, the gas composition is continuously measured to obtain parameters for the process
control. In addition, the temperature and the pressure in the digester is monitored by sensors.
Phase 2 may be ended at any time by terminating percolation and starting ventilation. The
decision to stop phase 2 is made if e.g. the desired amount of gas has been produced, the
methane concentration becomes too low or fresh material is available to be filled into the
digester.
The third phase of the process is running again under aerobic conditions. Oxygen content,
pressure and temperature in the digester are measured to ensure that the process according to
the specifications runs on the target quality of the final product.
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2.5.3 Waste to Energy (WtE) Plant

MSW is highly heterogeneous and percentage of its constituents varies widely depending on
the source. Further seasonal changes also contribute to the higher level of heterogeneity in
MSW. To assess the suitability of any technology for processing MSW, it is very important
to broadly analyze the composition and the weight fraction of each of the constituents with
reference to different sources of its generation.

The controlled combustion of waste with the recovery of heat to produce steam that in turn
produces power through steam turbines. Combustion process needs sufficient quantity of air
for complete combustion of the incoming MSW to generate heat energy.

 Combustion of MSW allows huge savings at the landfill as the volume of MSW is
reduced in the form of ashes and slag as compared to the original waste volume.

 In WtE plants based on Combustion, the entire energy contents of waste is recovered,
except the unavoidable fraction that is lost through the flue gas, cooling devices,
boiler walls and ashes.

 Considering all the above, Combustion of MSW to produce power will be the option
for this project.

Figure 9 Typical sectional view of WtE facility
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Power Plant Scheme

The steam cycle defines the transformation of the heat energy to the mechanical energy at the
turbine shaft, through the various thermodynamic processes that is capable of producing the
net heat flow or work when placed between the energy source and energy sink. The heat
energy is derived from burning of some fuels or using heat energy already available in the hot
waste gases. The cycle needs a working fluid and steam is considered for the same. Steam is
viewed as the most favored working fluid mainly because of its unique combination of high
thermal capacity, high critical temperature, high latent heat, excellent heat transfer
characteristics, wide availability at cheaper cost, nontoxic and noncorrosive nature.

All the steam based power plants operate under the Rankine Cycle. The cycle to be adopted
for this project will be a modified Rankine Cycle with the addition of a Regenerative feed
water heating. Thermodynamically, energy recovery from the Rankine Cycle is more
dependent on the following factors

i) Steam inlet temperature to the steam turbine
ii) Steam outlet pressure from the steam turbine.

Considering the above, it is proposed to install steam generator with outlet steam parameters
of 45 bar (a) and 400±5°C. The steam inlet to the turbine will be 42 bar(a) and 395±5°C, with
the difference in the pressure and temperature accounting for the losses in the steam piping
from the boiler to the turbine.

Thermal Processes:

There are many combustion technologies available for combustion of Waste, namely, moving
grate, rotary kiln and fluidized bed. Moving grate technology being the most feasible, well
proven and widely used technology for combustion of mixed waste is suggested for the
proposed project. Other thermal processes like gasification and pyrolysis exist but have not
been proved on commercial scale.

Among various available moving grate designs, the Reciprocating (also called pusher) grates
constitute the most widely used and effective way to move waste internally in the boiler
combustion zone. Reciprocating grate system resembles stairs with alternate fixed or moving
grate section. The pushing action may be in the direction of movement of waste or in an
upward motion against the waste flow.

We propose to use a reciprocating grate with air cooling / Water Cooling along with Ram
Feeder for smooth and uninterrupted feeding of waste.

Major component of the moving grate incinerator includes:
 Incineration grate,
 Bottom air discharger,
 Incineration air duct system,
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 Incineration chamber,
 Auxiliary burner

In this type of incinerator, waste is fed into the grate system by a conveying system and the
grate moves the waste through various zones of combustion chamber in a tumbling motion.
The main function of the moving grate system is to transport the material to be incinerated
through the furnace; stoking and loosening of material to be incinerated; and positioning of
main incineration zone in the incineration chamber. The normal residence time of the waste
on the grate is 60 minutes to 120 minutes. Combustion takes place above the grate in the
incineration chamber.

 Combustion air is admitted in two stages; in the primary stage, the air is admitted
below the grate/ through sides; and in the secondary stage, air is located above the
grate to ensure better air penetration and turbulent mixing for complete combustion.
The admission of the secondary air will reduce the temperature of the combustion
products thus lowering the formation of NOx. The correct proportion of primary and
secondary air will also reduce CO formation.

 A minimum gas phase combustion temperature of 950ᵒc is required to be maintained
and minimum residence time of two seconds above this temperature is required to
achieve good burn out of combustion gases. The bottom ash discharger is used for
cooling and removal of solid residue that accumulates on the grate.

 Energy recovery is the added benefit of combustion and is done by passing the flue
gas carrying the energy released in the waste incineration, through a boiler. Boiler has
primarily two functions; first is to cool the flue gases; and second is to transfer the
heat from the flue gases to another fluid, usually water which most often is converted
into steam inside the boiler.

 We propose a water wall furnace (Membrane water wall) where the walls of the
combustion chambers are made up of water filled heat exchange pipes to cool the
combustion gases. A suitable refractory will cover the lower portion of the tube walls

Figure 10 Schematic Representation of a Reciprocating Grate Facility:
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by means of studs where the temperatures are the highest and the environment is most
aggressive from the corrosion and slagging point of view.

 The energy transferred to the boiler will be used for generation of steam and inturn
generation of electricity. The proposed system of water walled boiler will have radiant
passes& convective passes for the heat transfer from hot gases:

 Most of the heat transfer will be through radiative heat transfer to the water walled
tubes close to grate and the tube banks in multiple passes thereafter

 Also, convective heat transfer to the tube banks, super heater tubes and the boiler feed
water in the economizer.

 The steam generated from the boiler shall be expanded in a steam turbine generator to
generate electricity. The steam turbine will exhaust steam to a condenser, where it is
condensed to water.

 The flue gas from the combustion process might contain corrosive materials/gases
including particulate matter (dust), chlorides, sulphur compounds and traces of heavy
metal. The type of pollutants and their concentration depends on the composition of
input waste and combustion conditions. It may be noted that at low temperatures, the
presence of Sulphur counteracts the attack by chlorides.

 Presence of carbon monoxide due to incomplete combustion can also create problems
to the super-heater due to its corrosive nature. Our proposed system shall have the
provision of supplying optimized secondary air to ensure complete combustion of fuel.

 Considering the nature of the fuel to be municipal waste, its heterogeneity and
problems associated with fuel feeding & charging systems, the operating parameters
are proposed to be 45 bar (a) and 400±5oC of steam at the boiler outlet. The steam
inlet to the turbine will be 42 bar (a) and 395±5oC, after accounting the losses in the
piping from boiler to the turbine inlet valve. However will be optimized during
detailed Engineering.

As per MoEF & CC notification dated 7th December 2015, All new Thermal Power Plants to
be installed after 1st January 2017 shall have to meet specific water consumption upto
maximum of 2.5 m3/MWH and achieve zero waste water discharge. Hence it is essential to
comply with this directive and therefore Air Cooled Condenser in lieu of conventional Water
Cooled Condenser shall have to be installed in order to achieve Water Conservation as a
resource.

Air Cooled Condenser

The heat sink selection should be initiated in the early stages of the project development. The
elements that significantly affect the selection of the heat sink option in a power plant include
the following:

 Availability and quality of water throughout the year.
 Change in water characteristics, due to change in ambient conditions and seasonal

variations
 Disposal of water
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It was proposed to install Air cooled Condenser considering the Water availability & Water
conservation. The advantage of this system is, minimal or no issues associated with blow
down, disposal of water and plume formation. A typical arrangement of ACC is shown below

Figure 11Typical arrangement of Air cooled steam condenser of A-frame design

2.5.4 Sanitary landfill Facility

Sanitary landfill has been proposed for the rejects from the waste processing facility and ash
from Waste to Energy. Landfill has been designed for the average inerts from the proposed
600 TPD Waste to Energy Project including pre-sorting section, Compost plant and WtE
Plant. About 2.0Ha of land provided adjacent to proposed Waste to Energy site for
Construction and Operation of secured Landfill upto 4 years from the date of Commencement
and future required land will be provided by MCGM for sanitary landfill as per the MSW
Rules.
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2.5.4.1 Sanitary Landfill Facility Design Concepts

Landfill design involves development of concept, adoption of suitable procedure and safety
considerations. Landfill is a typical combination of different component and each of these
components has to be designed separately. For this process standard design procedure by
CPHEEO Manual on Municipal Solid Waste Management, United States Environmental
Protection Agency's Manual on Solid Waste Management (Subpart - 0, Design Criteria) and
Municipal Solid Waste (Management & Handling) Rules have been adopted. Design
concepts for the following components have been developed,

 Assessment of landfill volume and area required
 Landfill life
 Evaluation of concept development plan - Foot Print of Landfill Site
 Design of leachate collection system
 Design of liner system
 Assessment of landfill gas generation
 Design of landfill gas col lection system
 Design of final cover system

2.5.4.2 Landfill Volume

The volume of the landfill has been estimated based on the topography of the site the
maximum height that can be achieved as per the drawings and as per the site condition the
life of land fill will be for a period of 4 years. Approximately 150 tons / day of inert matter
comprising of silt, sand, rejects from each process line and ash from Waste to Energy shall be
disposed in the landfill.

2.5.4.3 Standard Design Requirements

For design and development of landfill recommendation from MSW Rules, 2016 have been
adopted. Apart from that CPHEEO Manual and United States Environmental Protection
Agency's Manual on Solid Waste Management (Subpart - D, Design Criteria) are also been
referred to establish the design requirements.

Table 8 Standard Design Requirements for Sanitary Landfill

landfill Component Requirement Reference

Bottom Liner /
Composite Liner

 A 90cm thick compacted clay or amended
soil (amended with bentonite) of
permeability not greater than 1x10-7 cm/sec

 A HDPE geomembrane liner of thickness
1.5mm

 A drainage layer of 300mm thick granular

MSW Rules, 2016
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landfill Component Requirement Reference

material of permeability not greater than
1x10-2 cm/sec.

Final Cover  Vegetative layer of 450mm thick with good
vegetation supporting soil

 Barrier layer of 600mm thick clay/amended
soil with permeability 1x10-7 cm/sec / Geo-
synthetic clay liner

 Gas venting layer of 450mm thick granular
material with permeability 1x10-2cm/sec

MSW Rules, 2016

Maximum
Allowable Leachate

Head with in
Landfill

30cm

USEPA's Manual
on SWM (Subpart -
D, Design Criteria)

Base Slope 1% CPHEEO Manual

Cover Slope Not steeper than 1:3 CPH EEO Manual

Figure 12 Typical MSW Landfill Base Liner & Capping System
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2.5.4.4 Design of Leachate Collection System

The primary function of Leachate Collection System is to collect and convey leachate out of
the landfill unit and to control the depth of the leachate above the liner. The leachate
collection system shall be designed to meet the hydraulic performance standard of
maintaining less than 30cm depth of leachate or head above liner, as suggested by USEPA
Manual. Flow of leachate through imperfections in the liner system increases with an increase
in leachate head above the liner. Maintaining a low leachate level above the liner helps to
improve the performance of the composite liners.

The main components of leachate collection system are,

 Feeder Pipes
 Header Pipes

Leachate collection system is a network of pipes by which the leachate is collected through
feeder pipes and conveyed to header pipes. The design of pipes should consider the following
factors,

 The required flow using known percolation impingement rates and pipe spacing
 Pipe size using required flow and maximum slope
 Structural strength of the pipes

2.5.4.5 Leachate Collection System and Treatment

The leachate collection system is a network consisting, 160 mm diameter perforated branch
pipes at spacing of 10 m connected to 200 mm diameter header pipe. The higher diameter
pipes are suggested to maintain the uniformity and to take care of clogging and algae growth.
The pipes should be HDPE perforated pipes with sufficient strength (minimum 6 KSC) and
should be safe from particulate and bio logical clogging and deflections. The header/ main
trunk pipe shall be connected to leachate collection sump. The purpose of leachate collection
sump is to collect the leachate from header pipes. The leachate generated shall be used by
spraying on windrow and rest of leachate shall be treated through solar evaporation or
suitable treatment method like Mechanical Vapour Recompression (MVR) or MEE followed
by ATFD or used for WtE bottom ash cooling.

Leachate Generation is considerably less compared to size and scale of landfill. Since the
leachate quantity is having 150 rainy days (maximum). Leachate generating from compost
facility will be used on windrow platform for waste decomposition & Solar evaporation.

2.5.4.6 Landfill Gas Management

Landfill gas is generated as a product of waste biodegradation. For secured landfills which
receives inert residues and Ash , there shall be no appreciable landfill gas generation. In
General landfill gas generation is applicable and reckoned where bio degradable waste is also
disposed into such secured landfills. The objective of this project is to avoid present mode of
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un regulated dumping which is a source of such un controlled release of landfill gas unless
such dump is capped. In landfill sites organic waste is broken down by enzymes produced by
bacteria in a manner comparable to food digestion, Considerable heat is generated by these
reactions with methane, carbon dioxide, nitrogen, oxygen, hydrogen sulfide, carbon dioxide
and other gases as the byproducts, Methane and carbon dioxide are the principle gases
produced with almost 50 - 50 per cent share, When methane is present in the air in
concentrations between 5 to 15 per cent, it is explosive, Landfills generate gases with a
pressure sufficient enough to damage the final cover and largely have impact on vegetative
cover. Also, because only limited amount of oxygen are present in a landfill, when methane
concentration reach this critical level, there is a little danger that the landfill will explode, As
suggested by CPHEEO Manual the gas management strategies should follow the following
three plans.

 Controlled Passive Venting
 Uncontrolled Release
 Controlled Collection and Treatment

Since landfill site at Deonar is supported by compost plant, gas generation is anticipated to be
very less. The principal components of landfill gas are Methane (CH 4) and Carbon dioxide
(CO,) and USEPA has identified another 47 type of toxicants and carcinogens liberate from
the landfill. For landfill site at Deonar a passive gas venting system is proposed.

2.5.4.7 Design of Final Cover System

A final landfill cover is usually composed of several layers, each with a specific function.
The surface cover system must enhance surface drainage, minimize infiltration, support
vegetation and control the release of landfill gases. The landfill cover to be adopted will
depend on the gas management system.

As recommended by the MoEF&CC and CPHEEO the final cover system must consist of a
vegetative layer supported by a barrier layer and gas vent layer. The final cover system
proposed for landfill site at Deonar is based on the recommendations of MoEF&CC and
CPHHEO Manual. The final cover consists of the following components,

 Vegetative layer of 450 mm thick with good vegetation supporting soil
 Drainage layer of 300 mm thick granular material with permeability 1 X 10" cm/sec
 Barrier layer of 600mm thick clay/amended soil with permeability 1 X 10'7 cm/sec
 Passive Gas collection and vent system
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Table 9 Summary of Landfill design

Landfill Components Design Specification

Design Life of Landfill 4 Years

Area 1.99 Ha

Maximum Leachate Generation 60 m3/day

Feeder Pipes

Spacing

Size

10 m

160 mm diameter

Header Pipe size 200 mm diameter

Feeder and Header pipe Material HDPE perforated pipes with sufficient strength

Liner System  A 90cm thick compacted clay or amended soil
(amended with bentonite) of permeability not greater
than 1x10-7 cm/sec

 A HDPE geomembrane liner of thickness 1.5mm
 A drainage layer of 300mm thick granular material

of permeability not greater than 1x10-2 cm/sec.
Final Cover system  Vegetative layer of 450mm thick with good

vegetation supporting soil
 Barrier layer of 600mm thick clay/amended soil with

permeability 1x10-7 cm/sec / Geo-synthetic clay liner
 Gas venting layer of 450mm thick granular material

with permeability 1x10-2cm/sec

2.6 Water Requirement and Wastewater Details

As per the proposed project tender conditions it is proposed to meet the water requirement for
Plant operations should met through the secondary treated water from Ghatkopar STP, it is
proposed lay the pipe line for a length of around 3.5 KM from Ghatkopar STP lagoon to
Deonar Dump site to pump around 4.5 MLD. However, as per the proposal finalized for the
Module 1 which is 600 TPD of Waste Processing Capacity plant the water requirement is 480
KLD.
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Table 10Water Requirement (in KLD)

Activity Water
Requirement

Waste Water
Generation

Consumption from
Waste Water

Pre -Treatment 80 80 --

Boiler & Utility Water
Treatment 122 122 --

Boiler 45 3 --

Aux. Cooling Tower 45 7 --

Pre-Sorting & Compost/
Anaerobic digestion
Operations

100 -- --

Domestic Consumption 40 -- --

FCGS 48 -- --

Green Belt -- -- 40

Ash Quenching -- -- 172

Total 480 212 212

Net requirement of the proposed project is 480 KLD.

2.6.1 Water Treatment Plant:

MCGM has secured approval for conveyance and usage of secondary treated sewage upto 4.5
MLD from adjoining STP at Ghatkopar. This project envisages a pieline and a pumping
station to be constructed for conveyance of the secondary treated sewage to meet the project
requirements. It is essential to note that the estimation of water requirement as 4.5 MLD is
based on following:

1. Waste Capacity to be processed : upto 3000 TPD
2. Deployment of Cooling Towers (Water Cooled Condensers).
3. Ash Pond systems as like in conventional Thermal Power Plants.
4. Other needs.

The estimated water requirement is 480 KLD which complies with the MoEF&CC
notification dated 7th December 2015 stipulating 2.5 cum / MWHr as the specific Water
consumption for the new plants constructed after 2017.
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MCGM has proposed to install the pipe line conveying & pumping system for securing the
allotment of 4.5 MLD to the Deonar site to meet the present and future requirements. The
plant operating agency for the current 600 TPD MSW project on behalf of MCGM (Chennai
MSW Solutions Pvt. Limited) is expected to install the pumping station and conveying
system as above and meet its plant requirements. In future the project proponent whosoever
for further expansion of waste processing capacity will also utilize the water infrastructure at
such terms and conditions as MCGM will prescribe.

The proposed Waste to Energy plant will install a Hydraulically driven Ash Extraction unit
after the burnout with provision for quenching. The effluent generated from the Water
Treatment plant will be utilized for the quenching of Ash. Therefore, this plant does not
require any Ash pond systems .

Secondary treated sewage with BOD = 37 ppm, COD = 105 ppm may lead to foul smell due
to stagnant storage for 16 hours apprx. Hence, it is suggested to envisage the aerobic based
bio logical treatment system upstream of raw water storage tank to reduce the BOD, COD &
TSS so that foul smell will be avoided. The raw water from GHATKOPAR STP will be
pumped to the one (1) number of RCC storage tank at plant premises and then pumped to the
bio logical treatment system to remove BOD, COD & TSS. After removal of BOD & COD,
the treated water will be stored in the process water storage tank of Capacity – 800 m3. The
same treated water tank shall also be used as a fire water storage tank. The nozzle locations in
the treated water tank will be arranged in such a way that always there will be water for fire
fighting application.

Table 11 Design inlet water quality from Existing STP lagoon at Ghatkopar

Parameters Value

pH 7.1

Oil & Grease BDL

BOD 37 PPM

COD 105 PPM

Total Suspended Solids 69 PPM

Colour Greenish

Temperature 28°-30° C

Free Ammonia 18.48 PPM

Dissolved Oxygen 29 PPM

Chlorides 312 PPM
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Parameters Value

Total Dissolved Solids (TDS) 800 PPM (Assumed)

Silica 15 PPM (Assumed)

Total Hardness 300 PPM (Assumed)

2.6.2 Process Description of Proposed Treatment Scheme for Raw Water

The water requirement for the power plant will meet the requirement from the secondary
treated water from Ghatkopar sewage treatment plant. Considering the Water Availability at
project site the plant is equipped with Air Cooled Condenser which will reduce the water
consumption to a great extent and in turn reduce the water discharge.

It is proposed to construct water intake line from Ghatkopar STP to pump secondary treated
water to cater the raw water requirement of proposed plant.

Construct Sewage Water intake line from existing STP, Ghatkopar. The Secondary Treated
water from the STP lagoon shall be pumped to the receiving chamber at proposed WtE plant.
The capacity of plant has been proposed to meet requirement of process water i.e, 480 KLD.

2.7 Energy and Power Requirement and its Source

The proposed power generation capacity is from 4 MW to 8 MW with advance technologies.
The generation voltage is 11 KV which will be stepped up to 33 KV level and proposed to
connect at nearest substation. The energy requirement for operating the proposed Facility is
about 18% of the total power generated in the facility. The energy after inhouse consumption
will be exported to Grid by connecting it to nearest substation Sufficient capacity DG Set to
cater Emergency needs (750 KVA) are proposed for power backup.

2.8 Employment Details

In the proposed facility, about 100 full time employees and 80 contractual employees will be
employed for project operation.

Table 12 Employment Details

Administration Staff

Plant Head 01
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Finance and Accounts 02

Safety Officer 01

Environmental Engineer 02

HR and Admin 04

SCM & Stores 04

Weigh Bridge staff 04

Security 20

Waste to Energy Plant

Engineers 20

Operators 20

Technicians 10

Chemist

Presorting, Compost Plant & SLF

Shift Incharges 04

Operators 08

Unskilled Labour

Operations 50
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Office assistants and housekeeping 10

Drivers for plant operations 20

Total 180

2.9 Operation and Maintenance Plan for Landfill

2.9.1 Placement of Waste/Inert in the Landfill

The objective is to emplace the waste with minimum handling into its final position within
the landfill in accordance with the design objectives without compromising safety,
environment or the local amenity. Areas where waste is to be placed will be set out for line
and level in advance of tipping, so that the waste is placed in accordance with the detailed
construction plan.

The waste deposition in the landfill will be started at the lowest end proceeding upwards.
Every discharged load into the tipping area will be visually inspected by a designated
operator. This could be a machine driver or the landfill operator depending upon the traffic
density. Working area personnel should be trained and competent at waste identification in
order that they can recognize waste, which may be non-confirming. In event of reasonable
doubt as to the waste acceptability the operator should inform the site manager immediately.
The consignment should be isolated pending further inspection.

Once the waste has been discharged from the vehicle it should be layered, compacted and
consolidated to ensure that tipping areas remain well defined and tipping slopes are
maintained at the designed gradients.

2.9.2 Waste Compaction

It is a good operational practice to level and compact the waste as soon as it is discharged at
the working areas. Due to the high cost, and difficulty of obtaining approval for Landfill sites,
it is desirable to explore all options to maximize the use of airspace to extend the life of
operating facilities. Better compaction is a valuable tool in achieving this objective.

Other benefits

• Extends the life of the facility.
• Reduces settlement.
• Reduces litter and vermin foraging problems.
• Reduces the possibility of wind or water erosion of Landfills
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• Reduces the amount of cover material consumed leaving more space for refuse.
• Reduces leachate generation
• Provides a more solid and trafficable working surface.
• Reduces potential problems with Landfill caps after closure.

Daily Cover

The advantages of using daily cover are primarily in preventing wind blow, prevention of
odours, deterrence to scavengers, birds and vermin and in improving the site's visual
appearance. Soils will give a pleasing uniform appearance from the site boundary. 4 to 6
inches of soil/silt or rejects from refinement will be applied after each day’s activity.

Intermediate Cover

Waste will be covered at the end of each working day with a daily cover. If a stretch of waste
is not to be filled over in the immediate future (for example - for one month), it will be
covered with a thicker interim cover. Prior to the commencement of monsoon season, an
intermediate cover of 40-65 cm thickness of soil should be placed on the landfill with proper
compaction and grading to prevent infiltration during monsoon. The intermediate cover will
follow the slopes and grading of the underlying waste. Placement of tarpaulin covers may be
required at locations where either stagnation is observed or at locations where there is a
possibility of erosion of the interim cover.

Final Cover

The landfill cover system will extend above the elevations denoted. The total height of the
waste when completed filled to the planned height; the landfill will be capped as per the
SMW 2016 Rules. The waste will be graded to the necessary stable slopes. Passive Gas vents
will be suitably placed so that the small quantity of gas that is formed would be released. The
possibility of having large quantity of landfill gases is very less as the waste going into the
landfill would be of inert nature. A clay liner of 600mm would be placed on the gas
collection media. A drainage layer of 150mm thick is placed over the clay over which a soil
layer of 300 mm thick and 150mm thick soil layer would be placed for vegetation. A separate
drainage outlet provided for such water by way of drainage chutes. With the final Closure in
place, there would be an advantage of reducing Leachate substantially.

Vegetative Cover

The main aim of the vegetative cover is to see that topsoil cover is not eroded. In order to do
so, the SMW Rules, 2016 suggest a vegetative cover that should be provided over the
completed site in accordance with the following specifications:

 Selection of locally adopted non-edible perennial shrubs which are resistant to drought
and extreme temperatures
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 Shrubs grown should be such that their roots do not penetrate more than 30 mm. This
condition shall apply till the landfill is stabilized.

 Selected plants should have ability to thrive on low-nutrient soil with minimum nutrient
addition.

2.9.3 Operation and Maintenance of Vehicles, Machinery and Support Infrastructure

Regular maintenance is considered as the most important function of the project. A dedicated
Maintenance department shall be in place in the organizational hierarchy. The maintenance
department will have two separate departments within viz Mechanical & Electrical.

The Mechanical department will have individual heads and dedicated crew for

• Regular maintenance of processing machinery
• Automobile maintenance

The electrical department will have individual heads and dedicated crew for

 Regular maintenance in shifts for helping operations
 For monitoring & maintaining substation, transformer cabling.

Enough care will be taken during installation of Electrical cables with ground mark boards in
order to avoid the possibility of mobile machinery and other site excavations damaging the
cables. Where necessary overhead, cable laying will be laid over ground with suitable
protection cover to avoid such eventuality.

Maintenance of machinery will be carried out on the basis of chalked out daily, weekly,
fortnightly and monthly checks related to oil level, greasing, condition of rotating
equipment. Appropriate standardized procedures will be in place for monitoring the
maintenance programs. Separate garage shed is contemplated in the layout. Work shop
facilities will have turning, machining and all other standard work shop equipment including
welding transformers as basic Infrastructure.

Routine Maintenance Standards

In order to ensure smooth and uninterrupted operations, routine maintenance of the Project
Facilities will be undertaken which is as follows:

 Preventive maintenance schedules would be drawn and prompt repairs undertaken for
weighbridges, aeration bays, leachate collection and treatment system, electrical items,
drains, internal roads, sieving machinery, lighting and fencing.

 Horticultural maintenance
 Repairs to equipment, structures and other civil works which are part of the Project

Facilities
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 Keeping the Project Facilities in a clean, tidy and orderly condition and taking all
practical measures to prevent damage to the Project Facilities or any other property on
or near the Site

 Undertaking maintenance works in accordance with the O&M Plan and O&M Manual
prepared.

 Preventing, with the assistance of law enforcement agencies, where necessary, any
unauthorized entry to and exit from and any encroachments including any
encroachments on the Site

Taking all reasonable measures for the safety of all the workmen, material, supplies and
equipment brought to the Site. Explosives, if any, will be stored, transported and disposed of
in accordance with Applicable Laws/Applicable Permits.
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CHAPTER 03 - DESCRIPTION OF ENVIRONMENT
(BASELINE ENVIRONMENTAL STATUS)

3.1 INTRODUCTION

The Environmental Impact Assessment study report will give an assessment of the various
environmental impacts likely to be caused on the surrounding nature in and around the
proposed project. It will also incorporate the appropriate control measures required to be
adopted or implemented in order to minimize the adverse effects thereof.

3.2 SCOPE OFWORK

In order to carry out such assessment study, it is first necessary to delineate and define the
existing environmental factors in and around the proposed project on the existing
environmental scenario which will include various environs like ecology, flora-fauna, socio
economic profiles, environmental quality in respect of air, water, noise & soil etc.

3.3 BASELINE ENVIRONMENTAL STATUS

This section of the report gives description of the existing environmental conditions within
the project area, which constitutes the baseline for the study. Natural conditions are often
critical when designing and constructing infrastructure works. The assessment of baseline
studies of the appropriate environmental parameters, which may be affected by the project
implementation, is a pre-requisite for any Environmental Impact Assessment (EIA) study.

M/s. Fine Envirotech Engineers is appointed as EIA Consultants to carry out the
Environmental Impact Assessment (EIA) study for the proposed project site incorporating
baseline data for various Environmental Components, viz, air, water, noise, land and
biological along with the parameters of human interest and to prepare Environmental
Management Plan (EMP) for mitigation adverse impacts. Lab estimations for various
parameter were carried out by M/s Horizon Services- Analytical laboratory (NABL
certificate is attached as Annexure 3) The baseline environmental data has been carries out in
post monsoon season i.e. Sept 2020 to November 2020.

3.4 ENVIRONMENTAL STUDY AREA

The proposed WtE site is the part of existing Deonar dumpsite. The area of 12.2 Ha land is
earmarked for developing the WtE plant. The North-east side of the site is surrounded by
Creek with mangrove vegetation, whereas, South-west side is habituated area, mostly slums.
Important organizations and industries, such as BARC, HPCL, BPCL, RCF and Tata Power
are located beyond 5 km radius of the project, but within 10 km. Mumbai airport is also
located at about 7km from the site. The various 8 locations selected on the merits of
environmental settings are indicated in the Table 17 and Figure 17
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Table 13: Environmental Study Area

Sr. No Environmental Parameters Location Code Location Pointer
1. Ambient Air Quality AAQ
2. Noise Level NL

3. Soil Quality SQ

4. Surface Water SW

5. Ground Water GW

Figure 13: Environmental Study Locations

3.5 TOPOGRAPHY & GEOLOGY

The geological formations found in Mumbai include the Deccan Basalts and its acid variants,
volcanic tuffs, intertrappean sediments, dykes, laterite and alluvium. The geology of Mumbai
Island is rather unusual compared to that of the main Deccan flood basalt province,
particularly the Western Ghats in several aspects. The Mumbai Island has ridges along its
western and eastern sides running north– south, with broad intervening lowlands between the
ridges. The eastern ridge exposes amygdaloidal basalt which in places is albitized and shows
pillow structures, red ash, breccia, trachyte, rhyolite and green, black or brown stratified ash.
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Red ash breccias are lateritized at some places. On the other hand, the western ridge mainly
consists of stratified, coarse-grained acid tuff, stratified yellow–brown ash, massive lava flow
of andesitic composition and columnar joints. Intertrappeans on Mumbai Island, especially at
Worli Hill, have high yield of many fossil animals and plants. Most of the island consists of
amygdaloidal basalts and mafic pyroclastic rocks dipping 7–12° W (Sethna 1999).

Structural features such as joints, shear zones and intrusions have also affected the
morphological setup of the entire Mumbai region. These effects are clearly reflected in the
coastal geomorphology and in the naturally distinct land units of the region. On the basis of
different geomorphic features, the area has been divided into three distinct geomorphic land
units and categorized as: (1) denudational, (2) fluvial and (3) coastal landform. Denudational
landforms are formed as a result of active processes of weathering, mass wasting and erosion
due to the action of exogenic agents upon the exposed rocks. During these processes, the
rocks on the land surface are worn away and the result is an overall lowering of the land
surface.

3.5.1 Land environment

Existing Land use of the proposed site
Waste to Energy (WtE) project is proposed in the existing Deonar dumpsite. The Deonar
dumping ground is a waste dumping ground or landfill in the city of Mumbai located
in Deonar, an eastern suburb of the city, it is India's oldest and largest dumping ground, set
up in 1927. Currently, the waste dumpsite at Deonar receives approximately 2000 TPD of
waste from Mumbai which includes approximately 800 tonnes of MSW and 1,000 TPD of
construction and demolition (C&D) waste. Entire waste is being dumped in an unorganized
way, this causes environmental damage, which makes the surrounding residents like
Chembur, Govandi and Mankhrud are unfit for habitation.

The propose project mainly emphasizes to be an Environmental Management Plan (EMP) for
the existing pollution levels and to provide a suitable mitigation measures to drastically
reduce the present air emissions from the dumpsite as well as pollution in the surrounding
area of the project site. The project also aims to utilize around 600 TPD of waste, thus
minimizing the dumping activity at site as presently practicing. The proposed project also
aims to reduce all the pollution levels of all environmental components (Air, Water, Noise,
Soil, etc.,) within the stipulated environmental standards.

Land Use and Land Cover (LULC) of 10 km radius

LULC details help to understand existing land utilization pattern in study area and analyze
likely changes expected due to proposed project activity. As part of baseline studies primary
& secondary data was collected and analysed for preparation of LULC map of study area.

Survey of India (SOI) topo sheets of 1:50,000 scale No E43A16, E43G13 and E43B4 were
used for baseline studies. Topo sheets were used for geographic reference of study area wrt
satellite image to make one-to-one co-ordination between both data for superimposing project

https://en.wikipedia.org/wiki/Deonar
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location. Site visits were carried out for ground validation to facilitate interpretation of the
False Color Composite (FCC) imageries. Earth Resource Data Analysis System (ERDAS) &
Geographical Information System (GIS) software was used for data analysis, area, distance
calculations and visual interpretation of FCC imageries by site visits.

Preparation of LULC map
The satellite data was obtained from NRSC after identification of applicable satellite data grid
based on study area boundary. The image was corrected for radiometric and geometric errors.
Universal Transverse Mercator (UTM) projection was chosen due to its easy application and
widespread usage throughout the world. More importantly, UTM projections are best suited
for small areas that lie within a single zone.

Identified toposheets within the study area were digitally scanned and geo referenced using
Ground Control Points (GCPs). The satellite data was geometrically rectified by
superimposing on toposheet in digital domain for creation of correct geo referenced database.
The co-registration of spatial features and GCPs with topo sheet was verified using swipe tool
available with the ERDAS imagine viewer.

The LULC map of study area was developed as per standard LULC Level-1 & Level-2
classification system of NRSC/ ISRO to represent the map in 1:50000 scale and shown as
Figure 14 and Table 14 gives LULC pattern of the study area and site contour Map shown as
Figure 15

Table 14 Land use pattern of the study area

Level-1 Level-2

Classes Area (ha.) % area Classes Area (ha.) % area

Built-Up 16258 48 Urban 16158 48

Forest 4953 15
Deciduous 551 2

Swamp/ mangrove 4402 13

Water bodies 2445 8
River/Stream/ Canal 2104 6

Lake/ Inland water 538 2

Wetlands 8840 26 Coastal Wetland 8765 26

Wastelands 1105 3 Scrub land 1080 3
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Figure 14 LULC map of the study area
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Figure 15 Contour map of the study area

3.6 Analysis of IMD data

Regional meteorological scenario helps to understand the climatic factors. It also helps in
identifying the sampling stations for predicting the post project environmental scenario.
Meteorological scenario exerts a critical influence on Air Quality as the pollution arises from
the interaction of atmospheric contaminants with adverse meteorological conditions such as
temperature inversions, atmospheric stability and topographical features like hills, canyons
and valleys. The critical weather elements that influence air pollution are wind speed, wind
direction, temperature which together determines atmosphere stability. Hence it is
indispensable part of any air pollution studies and requires interpretation of baseline
information. The temperature, humidity, rainfall and wind speed data as per IMD, Mumbai
(Santa Cruz) are presented in Table 15.

Table 15 Meteorological Data from IMD (1981-2010)

IMD Station Mumbai (Santa Cruz) Lat:19° 07’ 00“& Lon: 72° 51’ 00”, MSL 15 m, Distance from proposed
site 10 km NW.

Month Temperature (°C) Relative
Humidity (%)

Rainfall Mean
Wind

pre
dominan
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speed
(m/s)

t
direction
from

Mean
Max

Mean
Min

Highest
Lowes

t
Max Min

Monthly
(mm)

No of
rainy
days

Jan 31.1 17.3 35.1 13.2 70 49 0.3 0 5.6 NW

Feb 31.3 18.2 36.4 14.368 68 47 0.4 0.1 6.5 NW

Mar 32.8 21.4 38 17.569 69 51 0 0 7.1 NW

Apr 33.2 24.2 37.6 21.1 69 59 0.1 0 7.8 NW

May 33.6 27.0 36.1 24.4 70 65 11.3 0.8 9.2 W

Jun 32.4 26.6 34.9 23.2 79 74 493.1 13.6 10.9 W

Jul 30.4 25.5 32.3 23.4 85 81 840.7 22.9 12.2 W

Aug 30.0 25.1 31.5 23.5 86 81 585.2 21.5 11.0 W

Sep 30.7 24.8 33.1 23.0 85 76 341.4 13.9 6.9 W

Oct 33.4 23.8 36.3 20.3 74 63 89.3 3.4 5.3 NW

Nov 33.7 21.3 35.8 17.6 63 54 9.9 0.6 5.2 NW

Dec 32.4 18.5 35.1 14.5 65 51 1.6 0.2 5.1 NW

Source: IMD- Climatological Tables 1981-2010

Meteorological Scenario of the Study Area

Wind speed and direction data recorded during the study period is useful in identifying the
influence of meteorology on the air quality of the area. The meteorological data recorded at
the site for the study period is used for the preparation of the wind rose on sixteen- sector
basis (N, NNE, NE, ENE, E, ESE, SE, SSE, S, SSW, SW, WSW, W, WNW, NW and NNW).

The maximum and minimum temperatures, relative humidity, rainfall recorded, wind speed
and predominant wind direction observed are given in Table 16

Table 16Observed Meteorological Data Onsite

Period
Temp (oC) Relative Humidity

(%) Rainfall
(mm)

Predominant
wind

direction
Min Max Min Max
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September 2020 26 29 65 84 51.8 W

October 2020 26 32 64 71 29 NW

November 2020 25 31 49 56 0.08 NW

Wind Pattern

The detailed analysis of wind pattern for the study period is given in the Table 17 and the
wind rose diagrams are shown in the Figure 16

The predominant wind direction in the Post-Monsoon Season (September 2020 to November
2020) is NW with average wind speed of 2.18 m/s and calms were recorded 22.92%.

Table 17 Frequency distribution table for Post Monsoon (September 2020 to November
2020)

Wind directions Wind classes (m/s) Total

0.5 - 2.0 2.0 - 3.5 3.5 - 5.0 > 5.0

N 0.00 2.08 2.08 0.00 4.17

NNE 2.08 2.08 0.00 0.00 4.17

NE 4.17 2.08 0.00 0.00 6.25

ENE 0.00 0.00 2.08 0.00 2.08

E 0.00 0.00 2.08 0.00 2.08

ESE 0.00 2.08 2.08 0.00 4.17

SE 2.08 4.17 0.00 0.00 6.25

SSE 0.00 4.17 0.00 0.00 4.17

S 2.08 0.00 0.00 0.00 2.08

SSW 0.00 2.08 0.00 0.00 2.08

SW 0.00 2.08 0.00 0.00 2.08

WSW 0.00 4.17 0.00 0.00 4.17

W 0.00 2.08 4.17 0.00 6.25

WNW 0.00 6.25 2.08 0.00 8.33
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NW 0.00 8.33 2.08 0.00 10.42

NNW 0.00 4.17 4.17 0.00 8.33

Sub-Total 10.42 45.83 20.83 0.00 77.08

Calms (<0.5 m/s) 22.92

Total 100

Note: 1. Average Wind Speed is 2.18 m/s
2. All values are in percentages

Figure 16Wind rose diagram

3.7 AIR QUALITY

The study on baseline ambient air quality status in the project area is an essential and primary
requirement for assessing the impacts on air environment due to any proposed developmental
activity. The baseline studies on air environment include identification of specific air
pollution parameters expected to have significant impacts and assessing their existing levels
in ambient air within the impact zone.
To assess the baseline status of ambient air quality in the study area monitoring is undertaken
to ascertain the baseline pollutant concentrations in ambient air.
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3.7.1 Selection of Monitoring Stations

The locations for ambient air quality monitoring study were selected within the 10 km radius
of the proposed project. Ambient air quality was monitored on 8 locations to generate
representative ambient air quality data. The details of location are given in Table 18

Table 18-Air Quality Monitoring Locations

Sr.
no.

Study Location Location Code Distance
(in km)

1 Project Site AAQ 1 --
2 Near Metro Hospital, Ghatkopar-

Mankhurd Link Road
AAQ 2 1.45 W

3 Ramabai Ambedkar Nagar, Deonar AAQ 3 1.44 NW
4 Tilak Nagar, Ghatkopar AAQ 4 3.44 NW
5 Maheshwar Nagar, Ghatkopar AAQ 5 2.90 NW
6 Laxmi Nagar, Vikhroli AAQ 6 3.03 N
7 Maharashtra Nagar, Sion-Panvel

Expressway
AAQ 7 2.23 S

8 Dattaguru Society, Govandi West AAQ 8 2.44 SW

3.7.2 Methodology

Ambient Air Quality Monitoring locations were monitored on 24 hourly average bases as per
guidelines of Central Pollution Control Board (CPCB) and National Ambient Air Quality
Standards (NAAQS). Ambient Air Quality Standards stipulated by CPCB are presented in
Table 19.

Table 19-Ambient Air Quality Monitoring Standards (CPCB)

Pollutant Time
Weighted
Average

Concentration in Ambient Air
Industrial,
Residential,
Rural And
Other Areas

Ecologically
Sensitive Area
(Notified by

Central Govt.)

Methods of
Measurement

Sulphur Dioxide
(SO2) (g/m3)

Annual *

24
hours**

50

80

20

80

- Improved West &
Gaeke method
- Ultraviolet
Fluorescence

Nitrogen Dioxide
(NO2) (g/m3)

Annual *

24
hours**

40

80

30

80

-Modified Jacob &
Hochheiser method.
(Na – Arsenite)

Chemiluminescence
Particulate Matter
(Size less than 10
 m) or PM10
g/m3

Annual *

24
hours**

60

100

60

100

- Gravimetric
- TOEM

- Beta Attenuation
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Particulate Matter
(Size less than 2.5
 m) or PM2.5
g/m3

Annual *

24
hours**

40

60

40

60

-Gravimetric
-TOEM

- Beta Attenuation

Carbon Monoxide
(CO) (mg/m3)

8 hours**

1 hour

2

4

2

4

-Non dispersive infra
red (NDIR)
Spectroscopy

Ozone (O3) µg/m3 8 Hours *

1 Hour **

100

180

100

180

-UV Photometric
-Chemiluminescence
-Chemical Method

Lead (Pb) µg/m3 Annual *

24 Hours
**

0.50

1.0

0.50

1.0

-AAS/ICP Method
after sampling on
EPM 2000 or
equivalent filter
paper
-ED-XRF using
Teflon filter

Ammonia (NH3),
µg/m3

Annual *
24 Hours

**

100
400

100
400

-Chemiluminescence
-Indophenol method

Benzene (C6 H6),
µg/m3

Annual * 05 05 -Gas
Chromatography
(GC) based
continuous analyzer
-Adsorption and
desorption followed
by GC analysis

Benzo(a)Pyrene
(BaP) Particulate
phase only, ng/m3

Annual * 01 01 -Solvent extraction
followed by
HPLC/GC analysis

3.7.3 Ambient Air Quality Monitoring

The ambient air quality monitoring data are presented in Table 20.
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Table 20: Ambient Air Quality Monitoring Results (Summary)

Parameters Unit Location Avg. Min. Max. Limits
AAQ 1 AAQ 2 AAQ 3 AAQ 4 AAQ 5 AAQ 6 AAQ 7 AAQ 8

Sulphur
Dioxide μg/m3 21.5 18.3 17.3 19.8 17.6 14.7 15.9 16.9 17.8 14.7 21.5 80

Nitrogen
Dioxide μg/m3 102 23.8 24.6 21.6 20.4 22.7 21.7 23.5 32.5 20.4 102 80

Particulate
Matter (10) μg/m3 78 55.9 47.2 58 47.9 51.4 55.7 50.5 68.1 47.2 178 100

Particulate
Matter (2.5)

μg/m3 55 28 25.6 24.7 22.5 24.7 32.8 24.3 42.2 22.5 155 60

Carbon
Monoxide mg/m3 1.2 0.41 0.35 0.42 0.37 0.41 0.52 0.31 0.5 0.3 1.2 2

Methane mg/m3 52.1 0.02 0.02 0.02 0.02 0.02 0.02 0.02 6.53 0.02 52.1 650

Hydrogen
Sulphide μg/m3 119.2 0.02 0.02 0.02 0.02 0.02 0.02 0.02 14.9 0.02 119.2 120

*Acceptable levels of Air Quality as per MSW Rules, 2016
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Figure 17: Ambient Air Quality

3.7.4 Observation and Conclusion

3.7.4.1 Sulphur Dioxide (SO2)

The average value of the SO2 within study observed was 17.8 µg/m3. The maximum average
value of SO2 was 21.5 µg/m3 at project site and minimum of 14.7 µg/m3 near Laxmi Nagar,
Vikroli. The SO2 values are below permissible level of 80µg/m3.

3.7.4.2 Oxides of Nitrogen (NOx)

The average value of the NOx within study observed was 32.5 µg/m3. The maximum average
value of NOx was 102 µg/m3 at Project Site which is exceeding the NAAQS of 80 µg/m3 for
Industrial, Residential, Rural and Other Areas. and minimum of 20.4 µg/m3 near Maheshwar
Nagar, Ghatkopar. The NOx values are below permissible level 80µg/m3.

3.7.4.3 Particulate Matter (PM10)

The average value of PM10 recorded at site was 68.1 µg/m3.The maximum value of 178 µg/m3

at project site which is exceeding the NAAQS of 100 µg/m3 for Industrial, Residential, Rural
and Other Areas and minimum 47.2 µg/m3 were recorded at Ramabai Ambedkar Nagar.

3.7.4.4 Particulate Matter (PM2.5)

The maximum value of PM2.5 was 155 µg/m3 at project site which is exceeding the NAAQS
of 60 µg/m3 for Industrial, Residential, Rural and Other Areas and a minimum 22.5 µg/m3

were recorded at Project site and Maheshwar Nagar respectively. The average value of 42.2
µg/m3was observed within study area.

3.7.4.5 Carbon Monoxide (CO)

The average value of PM10 recorded at site was 0.5 mg/m3.The maximum value of 1.4 mg/m3
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at project site and a minimum 0.3 mg/m3 were recorded at Dattaguru Society, Govandi West.

3.7.4.5 Methane

Values of Methane are found to be well within the limits of Acceptable levels of Air Quality
as per MSW Rules, 2000

3.7.4.6 Hydrogen sulphide

Maximum value of hydrogen sulphide was observed at project site (119.2 μg/m3) which is
very close to the acceptable limits (120μg/m3) as per MSW Rule 2016.

3.8 AMBIENT NOISE LEVELS

The ambient noise levels were monitored at the selected 8 locations within the study area
during day and nighttime. Equivalent noise level is a scale for measurement of long-term
noise exposure and has been accepted by International Standard Organization for the
measurement of both communities.

3.8.1Methodology

The baseline noise data has been measured using 'A' weighted Sound Pressure Level Meter
(SPLM). The sound pressure level measurement in the outside environment was made using
SPML. The main objectives of the study conducted are:

 Assessment of background noise levels.
 Identification and monitoring the major noise sources.
 To assess the impact of noise of general population.

3.8.2 Monitoring Locations

To establish the baseline noise scenario, results of noise level monitoring carried out during
the study period at 8 locations in the study area have been considered. These locations are
given in following table 21.

Table 21 Noise Quality Monitoring Locations

Sr. no. Study Location Location Code Distance
(in km)

1 Near Project Site NL 1 --

2 Near Metro Hospital, Ghatkopar-
Mankhurd Link Road

NL 2 1.45 W

3 Ramabai Ambedkar Nagar, Deonar NL 3 1.44 NW

4 Tilak Nagar, Ghatkopar NL 4 3.44 NW
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5 Maheshwar Nagar, Ghatkopar NL 5 2.90 NW
6 Laxmi Nagar, Vikhroli NL 6 3.03 N
7 Maharashtra Nagar, Sion-Panvel

Expressway
NL 7 2.23 S

8 Dattaguru Society, Govandi West NL 8 2.44 SW

3.8.3 Noise Monitoring Frequency

At each ambient noise monitoring station, Leq. noise level has been recorded at hourly
intervals for 24 hours. Readings were taken by keeping the noise recording instrument on for
fifteen (15) minutes for each reading. The permissible noise level (CPCB Standards) are given
in Table 22. The result of the noise level monitoring is represented in Table 23.

Table 22: Permissible Noise Level (CPCB Standards)

Area Category of Area
Permissible Limit

Leq Day time Leq Night time
A Industrial Area 75 70
B Commercial Area 65 55
C Residential Area 55 45
D Silence Zone 50 40

Note - 1 Day time is reckoned in between 6.a m and 10 p.m.
Note - 2 Nighttime is reckoned in between 10 p.m. and 6 p.m.

Table 23: Ambient Noise Level

Noise Levels dB(A)
Sr. no. Study Location Day Time Night Time

1 Near Project Site
62.6 56.2

2 Near Metro Hospital, Ghatkopar-
Mankhurd Link Road 52.5 44.2

3 Ramabai Ambedkar Nagar, Deonar 52.1 41.1
4 Tilak Nagar, Ghatkopar

48.4 40.3

5 Maheshwar Nagar, Ghatkopar
51.4 40.5

6 Laxmi Nagar, Vikhroli
52.2 40.3

7 Maharashtra Nagar, Sion-Panvel
Expressway 50.1 41.1

8 Dattaguru Society, Govandi West
51.1 42.1
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Day Time: 06:00 am to 10:00 pm
Night Time: 10:00 pm to 06:00 am

3.8.4 Observation and Conclusion

Noise monitoring was carried out at 8 locations. The Table 25 depicts permissible Noise
Levels (CPCB Standards) whereas Table 26 indicates noise data for project areas. The day
equivalents during the study period are range between 62.6 to 48.4 dB (A), whereas the night
equivalents were in the range of 56.2 to 40.3 dB (A). Noise levels at the existing Dumpsite
site is recorded the day average of 62.6 which is higher than the permissible limit of
residential area and below permissible limit of industrial area and all other areas studied
shows that the levels of noise are lower than the permissible limits both during the day as well
as at night time

3.9 WATER QUALITY

The nearest surface water body of the site is part of Thane creek. The visual observation of
the creek water appears polluted, however, the mangroves around it is still in good health.
This can be attributed to very high resilience of mangroves for pollution and contamination.

The source of pollution to the creek water is partly due to leachate from present dump as well
as from discharge of oily and other contaminants of recycling activities across the creek. The
details of the location for Surface water and ground water samples are given in Table 24

Table 24: Surface water and Groundwater Quality Monitoring Locations

Sr. No. Code No Location
Surface Water

1. SW1 Thane Creek

3.9.1 Surface Water Quality

Surface water samples were collected from two locations and was analysed for
physicochemical and biological parameters and the result of the same are given in Table 25
below.

Table 25: Analysis Results of Surface Water Quality of the Study Area (Thane Creek)

Sr.
No.

Parameters Thane
creek
near
project
site

Thane creek
near Vashi
Bridge

Standards
(IS

10500:2012)

Units

1 Colour 5 4 5 Hazen
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Sr.
No.

Parameters Thane
creek
near
project
site

Thane creek
near Vashi
Bridge

Standards
(IS

10500:2012)

Units

2 Temperature 26 25 - OC
3 Turbidity 12.1 21.3 1 NTU
4 pH 6.7 7.1 6.5-8.5 ---
5 Conductivity 714 720 - µS/cm
6 TDS 569 590 500 mg/l
7 Dissolved Oxygen 6.9 6.2 - mg/l
8 Total Hardness 91 101 200 mg/l
9 Ca-Hardness 78 82 - mg/l
10 Calcium as Ca2+ 35 36 75 mg/l
11 Magnesium as Mg2+ 2.03 2.0 30 mg/l
12 Chlorides 95.9 94.6 250 mg/l
13 Total Alkalinity 125 230 200 mg/l
14 Phenolphthalein Alkalinity 0 0 - mg/l
15 Ammonical Nitrogen 1.10 1.1 0.5 mg/l
16 Sulphate 236 245 200 mg/l
17 Nitrate 6.0 6.0 45 mg/l
18 Phosphate 0.33 0.31 - mg/l
19 Fluoride 0.71 0.69 1.0 mg/l
20 Sodium 63 62 - mg/l
21 Potassium 22 21 - mg/l
22 COD 302 310 - mg/l
23 BOD 95 98 - mg/l
24 Total Coli forms 166 150 00 Org/100ml
25 F. Coli. 48 42 00 Org/100ml
As pH <8.3 ; Phenolphthalein alkalinity = 0 BDL: Below Detection Limit

Conclusion

The surface water analysis results for lake indicates that the collected water samples are not
potable. Thane creek are polluted and values of parameters like TDS, Sulphate, Chlorides,
Magnesium, Calcium, F. Coli. etc. are exceeding than that of permissible limits.

3.9.2 Groundwater Quality

For the Ground water quality analysis, the various locations within 10 km of radius of project
area were selected. Samples were collected from 3 different locations and various parameters
were analyzed to check the quality of water.
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Sampling locations are as follows

W1.-Bore well near Ekta Nagar,

W2- Bore well near Govandi and

W3-Boar well near JVM college

The Ground water analysis results are given in the following Table;

Table 26: Ground water analysis results

Sr.

No.
Parameters

Water

Sample -

Station –

W1

Water

Sample -

Station –

W2

Water

Sample -

Station –

W3

Unit

Physical parameters

1 Temperature 28.2 28 28 OC

Chemical temperature

2 Aluminum 0.12 0.19 0.10 Mg/l

3 Total carbon 42.6 40.21 2.31 Mg/l

4 Free ammonia as N 3.1 3.9 0.2 Mg/l

5 Boron 3.6 3.2 1.0 Mg/l

6 Silicon as SiO2 9.6 6.40 1.1 %

7 Sodium absorption rate 4.6 4.5 5.9 --

8 pH 7.18 7.1 7.09 --

9 Total suspended Solid 156 135 102 Mg/l

10 Conductivity 780 760 755 µs/cm

11 Nitrite as NO2 0.05 0.04 0.01 Mg/l

12 Oil &Grease <0.05 <0.05 <0.05 Mg/l

13 Color 1 1 1 Hazen

14 Turbidity 35.2 34.23 23.6 NTU

15 Total Dissolved Solids (TDS) 1356 1347 520 Mg/l

16 Total hardness 346 392 50 Mg/l

17 Sulphate as SO4 152 182 31.8 Mg/l

18 Fluoride as F 0.1 0.09 0.01 Mg/l

19 Nitrate as NO3 7.2 7.8 0.01 Mg/l
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Sr.

No.
Parameters

Water

Sample -

Station –

W1

Water

Sample -

Station –

W2

Water

Sample -

Station –

W3

Unit

20 Iron as Fe 0.05 0.06 0.01 Mg/l

21 Manganese as Mn 127 130 0.01 Mg/l

22 Zinc s Zn <0.01 <0.01 Mg/l

23 Mercury as Hg <0.001 <0.001 Mg/l

24 Cadmium as Cd <0.002 <0.002 Mg/l

25 Phosphate as a PO4 31.2 30.2 BDL Mg/l

26 Biochemical Oxygen Demand, BOD

(27oC, 3 days)

31 35 12 Mg/l

27 Chemical Oxygen Demand (COD) 98 102 21 Mg/l

28 Dissolved oxygen 4.3 4.2 1.2 Mg/l

29 Ammonical Nitrogen as NH3-N 4.3 4 1.0 Mg/l

30 Chloride as Cl 380 345 35 Mg/l

Microbiological parameters

31 Coliform count <2 <2 <2 MPN/100

ml

32 Faecal coliform BDL BDL BDL /100ml

The Groundwater quality was observed to be poor as most of the parameters exceeded the
limits of Indian Drinking Water Standards BIS-IS 10500: 1991. The reported values of Total
Dissolved Solids (TDS) in the groundwater were in the range of 520 mg/l and 1356mg/l.
Results indicate contamination by the surface pollutants. The total hardness varied between
50mg/l and 392 mg/l. The reported Chloride ranged between35mg/l and 380 mg/l. The
reported values of Sulphate varied between 31.8mg/l and 182mg/l. The conductivity ranged
between 755 µmhos/cm and 780 µmhos/cm, indicating contamination from surface pollutants

3.10 SOIL ENVIRONMENT

The report of Geotechnical investigation survey conducted in 2005 by MCGM is studied to
understand the subsurface features of the site.
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Figure 19: Drilling and sampling location of boreholes

The investigation report and Borehole details are presented in the following table. Subsoil
conditions and generalized sub-soil profile for the area investigated based on drilling and
sampling in a total of twenty boreholes is presented in Figure 19

1 Layer–I: DUMPEDMATERIAL
This layer was encountered from ground surface existing at the time investigation up
to depth varying from4m (BH18) to13.80 m (BH6). InBH19 boulders with sand and
clay was encountered up to 5.2mdepth.

2 Layer–II: SAND SILTYORGANIC CLAY (CLAYEY MURRUM)/ MURRUM
WITH BOULDERS
This layer was encountered below layer I in bore holes BH1, BH2 up to depth
varying from10.7m (BH19) to 13.5m (BH2) and below layer IIA in BH4 from 15.4
m to18m depth. Standard Penetration Tests were performed in this stratum and SPT
N variedfrom14to 20.

3 Layer–IIA:GRAYISH /YELLOWISHSILTY ORGANIC CLAY /SILTY
ORGANIC CLAYWITH BOULDERS,PEBBLES
This layer was encountered below layer I in boreholes BH3 to BH20 up to depth
performed in this stratum and SPTN variedfrom10 to23.

4 Layer–III:FRACTURED,WEATHERED,AMYGDALOIDAL BASALT(SOFT
ROCK)
This layer was encountered below layer II up to 22.6 m that is the maximum depth
reached. Recovery (Rec.) in this stratum varies from 15% to 85% and Rock
Quality Designation (RQD) varies from 0% to 64%. Based on RQD quality of
rock can be considered as very poor to fair.
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Soaked unconfined compressive strength vary from 174 to 635 Kg/cm2. Based on
unconfined compressive strength rock can be considered as moderately strong to
strong.

Key inference of the Geotechnical Investigation Report
a. Ground profile is highly varying
b. From Bore log sit appears that the preliminary purpose of investigation was to access

the dump thickness.Most of the bore holes were terminated in organic clay.Out of 20
boreholes 13 bore holes were terminated inorganic clay. 7 Boreholes stuck the natural
ground out of which 4 bore holes reached to amygdaloidal basalt at level varying
between 10.5m to 13.5 m below ground level. Field and laboratorytests results are
missing

c. Borelogs indicates that at most of the locations the average thickness of dump is more
than 10.5m except bore hole 19 where thickness of dump is1.4m

d. The construction in this area will require cast in situ piles (with 6mm thick MS
linear) embedded in rock. The average length of pile is envisaged as 18 m with
maximum as 28 m. The pile will be designed considering extreme exposure
condition. Pile socketing rock shall be obtained by considering r e a l i s t i c
parameters and overall design requirements.

e. In absence of field and laboratory tests results the pile capacity have to be estimated
by assuming crushing strength of bed rock or considering the capacity available in
the report.

f. Piles will be poor in lateral capacity. Piles will be designed as freestanding above the
embedment length in natural ground level.

3.11 BIOLOGICAL ENVIRONMENT:

Inter-tidal wetlands along the creek and its branches have been overtaken by paddy fields,
dumping of solid waste from the neighboring city, construction for roads, housing, godowns
and small scale industries. As such, very little, by way of natural vegetation is visible in the
region at present.

Inter-tidal zone along banks of the creek however, shows presence of mangrove vegetation.
This vegetation, unfortunately, is greatly degraded, has lost in canopy height, density and
diversity, due to repeated chopping by local people from villages in the neighborhood,
parking of boats, temporary storage of sand, etc. ‘Tivars’ (Avicennia alba, A. marina, A.
officinalis etc. were the mangroves reported from this creek. Due to degradation, many of the
species have been lost, as reported from Ulhas creek at downstream Ghodbandar
(S.B.Chaphekar, 1959, 1984). The area has seen a spurt in construction activity and land
along the project road which is characterized by large residential / commercial development.
Rest of the land is fallow. No major commercial plantations are seen in the study area.

The importance of benthic communities in marine food webs leading to commercially
exploitable yields of fish has been widely recognized. Benthic communities thus play a
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central role in the transfer of materials from primary production by the phytoplankton, benthic
macrophytes and coastal wetlands through the detrital pool into higher levels in the food web,
including commercially exploitable fish Phytoplankton approximately 80% was consumed by
pelagic herbivores such as copepods and euphausiids and 20% approximately fell into the
creek as a detrital input to the benthic community.

The Ulhas Creek splits at the northeast corner of Salsette Island into its two main
distributaries, Vasai Creek and Thane Creek. The Creek receives domestic raw sewage as well
as industrial waste water effluent from surrounding habitation and nearby industrial belt. The
activities like cattle washing, cloth washing, and religious activities are the major source of
pollution of creek water.

The samples were also analyzed to study their biological characteristics. The techniques and
methods followed for analysis and interpretation are according to the standard procedures.

Table 27: Quantification of phytoplankton species

Table 28: Quantification of zooplankton species



Draft EIA for Development of Waste to Energy at Deonar, Mumbai by Mumbai Corporation of Greater Mumbai

121 | P a g e

Benthic Fauna

Benthos is a collective term referred to the organisms lying in or associated with aquatic
sediment comprising bacteria, plants and animals from almost all phyla. Benthic animals are
generally described on the basis of their position in the sediment. In fauna are the animals
living within the interstitial space or burrows. Those occupying the sediment surface are
epifauna. Benthos (1-100µm) comprising bacteria, protophyta and protozoans other than
forminifera, Meio fauna (100-1200 µm) including foraminifera, small metazoans, nematodes
and Macro or Mega fauna (above 1200 µm) comprising of several macro invertebrates.

Benthic fauna have been found to play a significant role in the trophic network, as they utilize
all forms of food material available in the sea-bed or estuarine base and form an important
link in the transfer of energy. Another important aspect of the benthic studies is the effect of
the pollution on the standing crop and productivity. Abiotic relationship of benthos especially
with the sediment logical features has explained most of the fluctuations in benthic
abundance.

Benthoses are the organisms that live on the floor of the sea. Benthic fauna usually tend to
concentrate in the upper oxygenated layer of the sediment except the true anaerobic.

Sediment samples were collected from six stations using Peterson's dredge having a biting
area of 16 x 17 cm. The sediment obtained was sieved through required meshes to separate
macro fauna (> 500 µ) and meio fauna (which pass through 0.5 mm sieve and are retained by
a 1200 µ sieve). Each group of organisms was individually identified and a quantitative and
qualitative analysis has been done. Diversity and abundance of meio and macro-fauna did not
show the presence of any rare or endangered species in any of the sampling sites. Total 9
groups of meio benthos were recorded during the survey at various locations. The density of
meio- fauna ranged from 137 to 652 nos/100 cm2. The dominant meio-faunal group was
Nematode, Oligochaetes and Polychaetes. The density of benthic macro-fauna ranged from 22
to 87 no/100 cm2. The dominant macro-faunal group was porifera. The details of meio-
benthos and macro-benthos observed at various sampling locations are given in Table 29 &
30.

Table 29: Abundance, Density and biomass of benthic meio-fauna

Faunal group Site 1
(no/100cm2)

Site 2
(no/100cm2)

Site 3
(no/100cm2)

Archiannelids 2 53 0
Decapod larvae 0 14 16
Harpaticoidea 12 56 8
Kinorhyncaa 14 85 6
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Faunal group Site 1
(no/100cm2)

Site 2
(no/100cm2)

Site 3
(no/100cm2)

Nematodes 230 290 68
Oligochaetes 59 60 15
Ostracodes 12 20 4
Polychaetes 45 68 20
Turbellaria 5 6 0
Density (no/100cm2) 379 652 137
Biomass (mg-dry weight/100cm2 ) 2.03 3.06 1.1

Table 30: Abundance, Density and biomass of benthic macro-fauna

Faunal groups Site 1
(no/100cm2)

Site 2
(no/100cm2)

Site 3
(no/100cm2)

Amphipodes 5 18 6
Bivalves 4 8 0
Cumacea 0 0 0
Decapoda 3 3 0
Gastropoda 4 12 0
Oligochaetes 8 7 3
Polychaetes 7 20 8
Prawns 3 7 2
Others 6 12 3
Density (no/100cm2) 40 87 22
Biomass (mg-dry wt/100 cm2) 8.0 19 2.3

3.11.1 Biological Environment:

3.11.1.1 Biodiversity studies:

Biodiversity encompasses the variety and variability of life on Earth. It refers to the
differences within and between all living organisms at their different levels of biological
organization – genus, individuals, species and ecosystems. Biodiversity embraces all living
organisms and their genetic diversity, a vast and complex array of ecosystems and habitats, as
well as the processes that underpin and result from this diversity, such as photosynthesis,
nutrient cycling or pollination.
Impacts from a construction/ infrastructure or related project are often (i) direct impact due to
construction and conversion of the landscape and (ii) indirect impacts associated with increase
in number of people (residential project), disposal of waste, transport and traffic and water
consumption. To understand the impact of the project aptly and to suggest mitigation
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measures and offset ecological impact if any, it is thus important to investigate biodiversity
and ecology in the given area. Biodiversity study included following aspects.

1. Flora survey
1.1. Tree, shrub, herb, climber and grass species identification and enumeration
1.2. Phytosociological survey
1.3. Diversity of species under plantations
1.4. Analysis of Rare-Endangered-Threatened flora

2. Fauna survey
2.1. Documentation of Avian, Reptilian, Amphibian, Mammal and other faunal

diversity
2.2. Observations by direct and indirect evidences (Direct evidence- Sighting and

hearing calls, Indirect evidence- Pug marks, scats, nests and other signs)
2.3. Analysis of protected, conservation significance and scheduled species

3. Marine survey
3.1. Documentation of Phytoplanktons, Zooplanktons, Crustaceans, Molluscs &

Fishes.
3.2. Observations by identification under the microscope

3.11.1.2 Scope of the study:

1. To assess the flora and fauna present in the core (actual project site) and buffer (5 km
radius from the core).

2. To document planted and naturally occurring species prevalent in the study area.
3. To understand species richness between core and buffer location.
4. To undertake ecological community based study in order to determine community

parameters such as species richness, species diversity, species composition and
biodiversity index.

5. Assessment of species protected by specific legislation (Rare, endangered, critically
endangered, endemic and vulnerable or Schedule species).

6. To identify designated locates, habitats and features of ecological significance.

3.11.1.3 Limitations of study:

This survey records the flora and fauna evident on the days of the site visit and field survey. It
does not record any flora or fauna that may appear at other times of the year and were not
evident at the time of visit. The report represents ecological status of the area evident during
the particular period of the study. Also, Survey does not include the flora & fauna data of the
areas which are non-permitted due to security reasons, survey restrictions in the buffer region.

3.11.1.4 Mangrove Vegetation

This vegetation is greatly degraded at all the places. Conversion of coastal land into
agricultural land, later followed by construction activity, appears to be the pattern everywhere.
Very few species form the plant community indicating low diversity of species in the
vegetation. Tivars’ (Avicennia alba, A. marina, A. officinalis,) Patches of grass are also
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visible in several places. Construction has led to drying of mud in many places that cannot
sustain mangrove vegetation any more. Strand vegetation is also very poor, since hardly any
area is left untouched or un-encroached for one or other purpose.

MANGROVES are a group of trees and shrubs that live in the coastal intertidal zone.
Mangrove forests only grow at tropical and subtropical latitudes near the equator because they
cannot withstand freezing temperatures. Mudflats are very much important in initialization of
establishment of mangroves. Mangrove trees have developed unique adaptations to the harsh
conditions of coastal environments. They survive high amounts of salinity either by excreting
salt through their leaves, or simply by safely keeping it within their tissues. Their root systems
are shallow and partly exposed to the air, which allows them to breathe in an environment
that’s frequently flooded and low in oxygen. Mangrove swamps are unique ecological
communities that link freshwater and oceanic ecosystems and host a rich diversity of animal
species.

India -Mumbai coverage-species
About 7% of the world’s mangroves are present in India. In India mangroves are present on
West coast, East coast and Andman Nikobar islands. Mangroves in Mumbai are mostly seen
along Mahim, Bandra, Versova, Sewri, Diva, Vikhroli, Thane creek, Malad, Vasai creek etc.
Around 15 species are found to be present in coastal regions of Mumbai. Avicennia marina is
the dominant mangrove species hat cover around 60% of mangrove cover of Mumbai.
However, Mumbai has lost around 40% of its mangrove cover over past decade due to coastal
land reclamation for various purposes. Increasing human population exerts pressure on
mangrove ecosystem in coastal area creating need for reclamation.

Importance of mangroves
Their coverage of coastal shorelines and wetlands provide unique habitat to many species of
birds, mammals, fishes and invertebrates. Mangroves act as buffer between the land and the
sea. The roots of the mangrove help in slowing down the movement of tidal waters, causing
sediments to settle out of the water and build up the muddy bottom. Mangroves contribute
greatly in reducing coastal erosion. Besides their role in shoreline protection, mangroves
constitute a valuable tool in the fight against climate change. When a tree grows, it stores
carbon in its biomass, thus decreasing the amount of carbon dioxide in the atmosphere.
Mangroves perform this carbon storage mechanism particularly well, as they can store up to
five times more carbon than an equal area of rainforest. These efficient carbon sinks are
becoming increasingly relevant in the light of worsening climate change. The trees’ intricate
network of roots provides a shelter for many oceanic and freshwater species, and the forest is
a food source for many types of organisms as well. Mangrove forests and estuaries are the
breeding and nursery grounds for a number of marine organisms including the commercially
important shrimp, crab and fish species. Hence, loss of mangroves not only affects us
indirectly but there are direct economic repercussions through loss of fishing
industry.Mangrove trees are also used for house building, furniture, transmission as well as
telephone poles and certain household items. When these activities are managed appropriately
it is possible to derive timber products from mangrove forests without significant
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environmental degradation, and while maintaining their value as a nursery and a source of
food for commercial capture fisheries. In many coastal areas including Gulf of Kutch,
mangroves are a substitute for fodder. Thus mangroves reduce pressures from the scarce
pasturelands. Tannin is extracted from the bark of some mangrove species like Rhizophora
mucronata, Bruguiera gymnorrhiza and Ceriops tagal. Indian mangrove trees have 35%
tannin in their bark, which is higher compared to other countries. Extracts from mangrove
bark are used by Indian fishermen to dye their fishing net and enhance its durability.

Threats
Human-induced thermal, agrochemical, nutrient, heavy metal and oil-spill pollution also
seriously impact this fragile ecosystem while deforestation and coastal development are one
of its largest threats. Particularly development pressures caused by a growing population
cause large amounts of mangrove destruction.

Conservation
Conservation efforts are being taken up by Govt. of India, however people’s awareness and
involvement in mangrove management is also crucial. Implementation of mangrove
restoration and rehabilitation programmes, provision of incentives for mangroves plantation,
enforcement of environmental laws, establishment of mangrove parks, promoting importance
of mangrove ecosystem through nature camps, seminars, exhibitions and media etc are
effective ways of conservation of mangrove.

3.11.1.5 Habitat study

Habitats are decisive factors and determine the diversity and distribution of flora and fauna in
any given ecosystem. Therefore, it is vital to understand dynamics and diversity of habitats
and micro ecosystems in and around the area that is proposed for the project. Google earth
and actual field observations were used to characterize and distinguish landscape diversity in
the study site and region.

The project site:
The project site is situated at the eastern suburb of the city of Mumbai (19.0671°N
72.9197°E). The dumping ground extends over 132 hectares and receives about 5,500 metric
tonnes of waste and 600 metric tonnes of silt daily.

Study Region:
It involved observations of flora and fauna around creek region, urban civilized region within
10km, small water bodies and their surroundings, barren lands and vegetated surroundings
near villages

Areas nearby project site:
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The area surrounding the project site was surveyed for vegetation cover. The overall area is
urbanized and industry dominated and has less green cover. Most of the vegetation except
mangroves is monsoon specific i.e. the vegetation which grows during wet seasons and
gradually dry up as summer approaches.
The Region is dominated by industries. The rest of the areas is having some open spaces,
Highways, dams, lakes, natural landscapes (forests, hills, foothills) and human settlement
areas. The natural landscapes are mostly disturbed.

Regions within 10 km:
In the 10 km range of the project site, there are some key areas of ecological importance.
There are few dams, lakes, hills and vegetation patches of ecological value. In addition, there
are highways, towns, agricultural lands, industrial areas, residential areas, villages and other
developed areas too. The overall region within the 10 km radius range is of considerable
ecological importance having 55-60 % natural landscape. The topography of this region is
consists of partly flat terrains. Reclamation for agriculture and sand landing centers,
mangrove cutting for fuel and solid waste dumping is predominant along Ulhas river (Borkar
et. al. 2007).

Figure 20: Areas within 10 km radius

Summary of habitat diversity survey:
 Ecologically important regions:Mangrove vegetation on creek banks.
 Type of the natural habitat in the actual project location: Characteristic of the urban,

industrial and disturbed landscape.
 Approximate percentage of natural habitats near the project: 10-15%
 Approximate percentage of natural habitats in 10 km radius range of the project: 55-

60%
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 Type of natural ecosystems: Mangroves, moist to dry deciduous forests, small
grassland and hilly regions

 Protected areas near the proposed project site: Proposed Thana Creek Flamingo
Sanctuary is falls within 5 km radius of the project.

 Incident of wild animal, tress passing in the actual project site: None

3.11.1.6 Floristic diversity

Floristic study is undertaken to document herbs, shrubs, climbers and tree species prevalent in
the areas falling within 10 km range from the project site. Background information on
floristic/vegetation diversity from literature survey was used to create the detailed account of
expected vegetation that may not have encountered during the study.
Sampling was done on regular basis in a random fashion to cover different areas of the survey
site. Important plants were photographed and specimens that could not be identified on field
were preserved for off-field analysis. The specimens were identified by using keys from Flora
of Maharashtra. Based on direct field observation and strategic selection of trail surveys
primary data was collected. The species actually observed during the survey were processed
and compared against IUCN 2011 Data list and also checklist with of Rare, Endangered &
Threatened Plants of Maharashtra, released by BSI-ENVIS in 2011.

Observed flora:
Actual field observation: During the field survey, around 48 species of plants were observed
which includes 41 species of trees, 1 species of herbs, 1 species of climbers, 4 species of
shrubs and 1 grass species.

Figure 21: Floral diversity observed in 10 km radius range

Summary of the Floristic Survey:
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Number of species observed in the 10 km radius range from the site: 48
Rare, Endangered, vulnerable or protected species encountered at the project site: None.
Rare, Endangered, vulnerable or protected species encountered within 10 km range: None.

3.11.1.7 Faunal Communities

To study faunal diversity and richness in the area, random sightings were preferred and
various methods of observation were practiced. For reptiles, stone lifting was done; rock
crevices and wall space of structures in the site were checked. Amphibians were searched near
the stagnant water pools and small streams. Insects were observed on underside of leaves,
nests, rock crevices, bushes and other places. Birds were studied by undertaking several field
trails in and around the site. Butterflies and moths were observed by random sightings, sitting
across water puddles and searching of caterpillars and cocoon in and around the site. Insects
were observed by random sightings coupled with extensive searching at ideal locations and
micro habitats present in the site and surrounding areas. Dragonflies were observed by direct
sighting methods, different micro habitats were searched at project site and nearby area.
Observed data was identified and analyzed by standard methods and standard books. The
observations made during the study phase in the site are as follows:

Aves:
In the surrounding areas within 10 km range of the site in total 47 species of birds were
encountered. The observations were made based on direct sightings and bird calls. In the
observed list of birds, four species (Alexandrine Parakeet, Painted stork, lesser Flemingo,
Black tailed Godwit) were classified as Near Threaten as per the IUCN red data book. Thana
creek (Vashi creek) basin provides feeding habitat for a variety of migratory and resident bird.
Thus this project will not affect the presence and migratory status of the birds.

Herpetofauna:
In survey to nearby ranges within 10 km radius from the project site 1 species of reptiles and
no species of amphibians were encountered. However occurance of amphibians is directly
linked to season in which the survey was carried out, as amphibians are monsoon specific.
Probability of occurance of amphibians in non monsoon season is very less.

Mammals:
Mammals like Common squirrel, domestic dogs, cats and cattles were seen in survey range.
However from the density of vegetation in hill region it can be estimated that Common Indian
Grey Mongoose (Herpestes edwardsii), Common Palm Civet (Paradoxurus hermaphrodites)
and other wild mammals also would occur.

Butterflies:
In total 13 species of butterflies observed in the survey area. Most of the butterfly species
observed near the project site consisted of common species associated with urban
environment. However, depending on the habitat and availability of food plants in the nearby
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forest areas, there is a possibility of moths such as a Moon moth and Atlas moth being present
within the 10 km range from the project site. There is no indication of the proposed project
disturbing or hampering the food plants or the habitat of the above-mentioned species found.

Arachnids (Spiders):
Spiders are functionally important features in any ecosystem. They play a unique role of
controlling pests or specifically population of insects in an ecosystem. The species observed
in the site area were common species and are associated with urban environments. However,
in the forest and areas with thick vegetation, more forest representative individuals/species
were observed.

Dragonflies:
6 species of dragonflies were observed within study range from the actual project site, these
species were common and associated with urbanized environment.

Other Insects:
During the survey in the surrounding 10km area, overall 4 species of other insects were
observed. The sightings included Termite nest which is one of the very important ecological
features in an ecosystem. However, most of such observations were made during visits in the
forest areas in the surrounding regions.

Figure 22: Insect diversity observed within 10 Km radius range
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Figure 23: Faunal diversity observed within 10 Km radius range

 Summary of faunal observations:

Number of Bird species observed in the 10 km radius: 47
Number of Reptile observed in the 10 km radius: 1
Number of Amphibian species observed in the 10 km radius: 0
Number of Butterfly species observed in the 10 km radius: 13
Number of Spider species observed in the 10 km radius: 2
Number of Dragonflies species observed in the 10 km radius: 6
Number of Other insects observed in the 10 km radius: 4
Mammal species sighted in the 10 km radius: 3

3.11.2 Summary of the study

 Vegetation diversity status of the site: Near site the vegetation is dominated by
mangrove trees.

 Ecological and biodiversity status of the site: Characteristic of urban land. No rare,
endangered or legally protected species were found in 10 km range from the
project site. Four species (Alexandrine Parakeet, Painted stork, lesser Flemingo,
Black tailed Godwit) were classified as Near Threaten as per the IUCN red data book
have been recorded in the study area

 Ecological richness and value of the actual project site location: Very low.
 Ecological richness of areas within 10 km range: Moderately rich ecology and

fragmented areas.
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 National parks and sanctuaries within 10 km: Proposed Thane Creek Flamingo
Sanctuary falls within 5 km

3.11.3 CONCLUSION:

The list of species of plants and animals generated during the survey were processed and
compared with the IUCN red data list and Maharashtra state protected species listings and it
was observed that no species encountered during the survey in areas between 0-5 km of the
project site represented rare, endangered, critically endangered or legally protected status.
Four species (Alexandrine Parakeet, Painted stork, lesser Flemingo, Black tailed Godwit)
were classified as Near Threaten as per the IUCN red data book has been reported in the
study area. However, in the 10 km range there may be faunal species like Atlas moth. The
project seems to raise no adverse impact to these species.

The majority of the vegetated site within 1-3 km radius from the project is of low ecological
interest. Apart from supplying habitat for invertebrates and/or foraging areas for birds, the site
does not have much ecological significance. The diversity is low and all of the plant species
are common, widespread and typical of weeds and disturbed habitats. Necessary mitigation
measure must be undertaken to reduce the impact of the project to the nearby forest areas and
overall ecology.

3.11.4 MITIGATION MEASURES

The objective of mitigation is to firstly avoid and minimize impacts where possible and where
these cannot be completely avoided, to compensate for the negative impacts of the
development on vegetation and animal habitats and to maximize re-vegetation of disturbed
areas. For each impact identified, appropriate mitigation measures to reduce or otherwise
avoid the potential impacts are suggested. All impacts are assessed without mitigation and
with the mitigation measures as suggested appropriately implemented.
Following are some mitigation measures suggested for this project:

 The sewage water discharge should be treated as per guidelines of MPCB.
 The air emissions should follow strict guidelines of MPCB, as harmful air emissions

may cause disturbance to the epiphytic species in the nearby forest areas.
 There must be effective Environment Management Plan and it should be implemented

regularly.
 Create native species dominated green belt and gardens to enhance bird life in the

campus.
 Replantation of mangroves as per regulation.

Table 31: Checklist of Plants species observed

Sr. No. Common name Scientific name Family Habit
1. Amba Mangifera indica Anacardiaceae Tree
2. Anantmul Hemidesmus indicus Periplocaceae Climber
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Sr. No. Common name Scientific name Family Habit
3. Apta Bauhinia racemosa Caesalpiniaceae Tree
4. Ashok Saraca asoka Caesalpiniaceae Tree
5. Asiatic Mangrove Rhizophora mucronata Rhizophoraceae Tree
6. Australian babhul Acacia auriculiformis Mimosaceae Tree
7. Badam Terminalia catappa Combretaceae Tree
8. Bahava Cassia fistula Caesalpiniaceae Tree
9. Bandgul Dendropthoe falcata Loranthaceae Shrub
10. Banyan Ficus bengalensis Moraceae Tree
11. Bel Aegle marmelos Rutaceae Tree
12. Bengal Dayflower Commelina benghalensis Commelinaceae Herb
13. Bhendi Thespesia populnea Malvaceae Tree
14. Bougainvillea Bougainvillea spectabilis Nyctaginaceae Shrub
15. Chapha Plumeria alba Apocynaceae Tree
16. Chinch Tamarindus indica Caesalpiniaceae Tree
17. Durva Cynadon dactylon Poaceae Grass
18. False Ashoka Polyalthia longifolia Annonaceae Tree
19. Ghaneri Lantana camara Verbenaceae Shrub
20. Gulmohar Delonix regia Caesalpiniaceae Tree
21. Indian Mangrove Avicennia alba Acanthaceae Tree
22. Jambhul Syzigium cumini Myrtaceae Tree
23. Jaswand Hibiscus rosa-sinensis Malvaceae Shrub
24. Kadamba Neolamarckia cadamba Rubiaceae Tree
25. Kaduneem Azadirachta indica Meliaceae Tree
26. Kala Umber Ficus hispida Moraceae Tree
27. Kanher Nerium indicum Apocynaceae Tree
28. Lal Katesavar Bombax ceiba Bombacaceae Tree
29. Naral Cocos nucifera Arecaceae Tree
30. Nilgiri Eucalyptus globulus Myrtaceae Tree
31. Palas Butea monosperma Fabaceae Tree
32. Payar Ficus arnottiana Moraceae Tree
33. Peru Psidium guajava Myrtaceae Tree
34. Phanas Artocarpus heterophyllus Moraceae Tree
35. Pimpal Ficus religiosa Moraceae Tree
36. Raintree Samania saman Mimosaceae Tree
37. Saptaparni Alstonia scholaris Apocynaceae Tree
38. Shevga Moringa pterigosperma Moringaceae Tree
39. Shirish Albizzia lebbeck Mimosaceae Tree
40. Sonneratia Mangrove Sonneratia apetala Lythraceae Tree
41. Subabhul Leucaena leucocephala Mimosaceae Tree
42. Suru Casuarina equisetifolia Casuarinaceae Tree
43. Tad Borassus flabellifer Palmae Tree
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Sr. No. Common name Scientific name Family Habit
44. Tagal Mangrove Ceriops tagal Rhizophoraceae Tree
45. Toothbrush Tree Salvadora persica Salvadoraceae Tree
46. Touch me Not Mimosa pudica Fabaceae Shrub
47. Umber Ficus racemosa Moraceae Tree
48. White mangrove Avicennia officinalis Acanthaceae Tree

Table 32: Checklist of birds observed

Sr.
No. Common name Scientific name Family IUCN

STATUS
1 Alexandrine Parakeet Psittacula eupatria psittaculidae NT
2 Asian Koel Eudynamys scolopacea Cuculidae LC
3 Asian palm swift Cypsiurus balasiensis Apodidae LC
4 Black Drongo Dicrurus macrocercus Dicruridae LC
5 Black Kite Milvus migrans Accpitridae LC
6 Brahminy kite Haliastur indus Accpitridae LC
7 Brown-headed Barbet Megalaima zeylanica Megalaimidae LC
8 Cattle egret Bubulcus ibis Ardeida LC
9 Common myna Acridotheres tristis Sturnidae LC
10 Common Sandpiper Actitis hypoleucos Scolopacidae LC

11 Coppersmith Barbet
Megalaima
haemacephala Megalaimidae LC

12 Crow pheasant Centropus sinensis Cuculidae LC
13 Great egret Ardeola alba Ardeida LC
14 Green Bee-eater Merops orientalis Meropidae LC
15 Grey heron Ardea cinerea Ardeida LC
16 House crow Corvus splendens Corvidae LC
17 House sparrow Passer domesticus Passeridae LC
18 Indian Pond Heron Ardeola grayii Ardeida LC
19 Indian robin Saxicoloides fulicatus muscicapidae LC
20 Indian Rock Pigeon Columba livia Colubridae LC
21 Jungle crow Corvus macrorhynchos Corvidae LC

22 Little cormorant Phalacrocorax niger
Phalacrocracida
e LC

23 Long tailed shrike Lanius schach Lanidae LC
24 Little egret Egretta garzetta Ardeida LC
25 Oriental magpie robin Copsychus saularis muscicapidae LC
26 Painted stork Mycteria leucocephala Ciconiidae NT
27 Purple sunbird Cinnyris asiaticus Nectariniidae LC
28 Purple rumped Leptocoma Zeylonica Nectariniidae LC
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Sr.
No. Common name Scientific name Family IUCN

STATUS
sunbird

29 Plain Prinia Prinia inornata Cisticolidae LC
30 Red vented bulbul Pycnonotus cafer Pycnonotidae LC
31 Red wattled lapwing Vanellus indicus Charadriidae LC
32 Intermediate egret Mesophoyx intermedia ardeidae NE
33 Rose-ringed Parakeet Psittacula krameri psittaculidae LC
34 Shikra Accipiter badius accipitridae LC
35 Small blue kingfisher Alcedo atthis Halcyondae LC
36 Tailor bird Orthotomus sutorius Cisticolidae LC

37
White throated
kinfisher Halcyon smyrnensis Halcyondae LC

38 lessor flemingo Phoeniconaias minor
Phoenicopterida
e NT

39 Greater flemingo Phoenicopterus roseus
Phoenicopterida
e LC

40 Black tailed Godwit Limosa limosa Scolopacidae NT
41 Wood sandpiper Tringa glareola Scolopacidae LC
42 Marsh harrier Circus aeruginosus Accipitridae LC
43 Marsh Sandpiper Tringa stagnatilis Scolopacidae LC
44 Little Ringed Plover Charadrius dubius Charadriidae LC
45 Little Stint Calidris minuta Scolopacidae LC

46 Glossy ibis Plegadis falcinellus
Threskiornithid
ae LC

47 Golden oriole Oriolus kundoo Oriolidae LC

Table 33: Checklist of reptiles Observed

Sr. No. Common name Scientific name Group
1. Indian Garden Lizard Calotes versicolor Reptile

Table 34: Checklist of Mammals observed

Sr. No. Common name Scientific name
1. Domestic dog Canis lupus
2. Indian palm squirrel Funambulus palmarum
3. Indian flying fox Pteropus giganteus



Draft EIA for Development of Waste to Energy at Deonar, Mumbai by Mumbai Corporation of Greater Mumbai

135 | P a g e

Table 35: Checklist of Butterfly species observed

Sr. No. Common name Scientific name Family
1 Common Grass Yellow Eurema hecabe Pieridae
2 Common Indian Crow Euploea core Nymphalidae
3 Plain Tiger Danaus chrysippus Nymphalidae
4 Striped Tiger Danaus genutia Nymphalidae
5 Salmon Arab Colotis amata Pieridae
6 Tailed Jay Graphium agamemnon Papiliodae
7 Small salmon arab Colotis amata Pieridae
8 Common emigrant Catopsilia pomona Pieridae
9 Yellow pansy Junonia hierta Nymphalidae
10 Lemon pansy Junonia lemonias Nymphalidae
11 Pea blue Lampides boeticus Lycaenidae
12 Psyche Leptosia nina Pieridae
13 Common Sailor Neptis hylas Nymphalidae

Table 36: Checklist of spiders observed

Sr. No. Common name Genus
1. Giant cross spider Argiope plagiata
2. common wall jumper menemerus bivittatus

Table 37: Dragon flies observed during the study area

Sr. No. Common Name Scientific name
1. Common bush tail Ischnura senegalensis
2. Emerald Banded Skimmer Cratilla lineata
3. Blue Grass Dartlet Pseudagrion microcephalum
4. Scarlet Marsh Hawk Aethriamanta brevipennis
5. Common clubtail Gomphus vulgatissimus
6. Ruddy Marsh Skimmer Crocothemis servilia

Table 38: Checklist OF Other Insects observed

Sr. No. Species name Order
1. Carpenter bee Hymenoptera
2. Housefly diptera
3. Indian bee Hymenoptera
4. Short horned grasshopper Orthoptera
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Figure 24: Site Observation

Figure 25: Avicennia sp.
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Figure 26: Salvadora sps.

Figure 27: Ceriops sp.
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Figure 28: Avicennia sp.

Figure 29: Avicennia marina



Draft EIA for Development of Waste to Energy at Deonar, Mumbai by Mumbai Corporation of Greater Mumbai

139 | P a g e

3.12 SOCIO-ECONOMIC ENVIRONMENT

Social Impact Assessment (SIA) study of the area has been carried out, keeping in mind that
development interventions have social consequences, moreover towards better environmental
scenario and it is imperative that decision-makers understand these ramifications of their
decisions before they act. Pre-development social assessment helps the project developer to
take informed decisions while planning the project activities.

This section discusses the socio-economic baseline status and its analysis in the city of
Mumbai upto 10km radius of the project. The social impacts associated with the project
activities are of tremendous importance if it is directly associated with it. In this social impact
includes, health and hygiene issues, obnoxious odor etc. in the nearby vicinity. These issues
will be mitigated once the project is operational. The project site would be treating the Solid
Waste generated from the city. This would lead to conserving a lot of landfill space, because
this SWM plant will reduce the volume of the waste to a great extent. This would also prevent
any direct dumping of mixed waste on open grounds, in turn preventing many health hazards
caused by the open dumping grounds. A scientific disposal technology would not only benefit
the society directly as discussed above, but also indirectly lead to sustainable waste
management in the city. This will improve the standard of living of the people residing in this
city.

The socio-economic profile of the study area is based on Census of India data (2011) is
classified into following points:
 Population
 Social profile
 Education
 Health and medical infrastructure
 Tourism

3.12.1 Baseline Data

The methodology adopted for the study is based on the review of secondary data, which
mainly comprises 2011 Census records, as these are more comprehensive and authentic. The
sociological aspects studied include human settlements, demographic and other socio
economic aspects and infrastructural facilities available in the study area. The salient features
of the demographic and socio-economic details are described in the following sections.

The study of socio-economic status of project area was divided into three parts; within 10km
radius of project site, 5km radius from the project site and 2km radius (Core Study Area) from
the project site.
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Figure 30: Socio-Economic Study Area

3.12.2 Settlement Pattern and Demography

Deonar dumping ground is situated at the M/East ward in eastern suburb of the city of
Mumbai. The North-east side of the site is surrounded by Creek with mangrove vegetation,
whereas, South-west side is habituated area, mostly slums.

Important organizations and industries, such as BARC, HPCL, BPCL, RCF and Tata Power
are located beyond 5 km radius of the project, but within 10 km. Mumbai airport is also
located at about 7km from the site.

3.12.3 Distribution of population

As per 2011 census, Mumbai city consists of a total population of 30, 85, 411 residing in
6,74,339 residential households. This indicates an average household size of 5 persons per
household. The distribution of settlements and population in the Mumbai city is shown in
table 39.

Table 39: Distribution of Population in Mumbai City

Sr. No. Particulars Mumbai City
1 No. of Households 674339
2 Total Population 3085411
3 Male population 1684608
4 Female population 1400803

Source: 2011 Census Handbook
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Mumbai Suburban District is spread over 15 Wards of Greater Mumbai Municipal
Corporation. As per Census 2011, the District has recorded 93,56,962 persons with 50,31,323
males and 43,25,639 females. The District has recorded an increase in population of 7,16,543
persons during the past decade with a growth rate of 8.3 percent. This District is entirely
urban comprising only a part of Greater Mumbai (M Corp.) area. Mumbai Suburban District
has 18.41 percent of the urban population of the State.

Table 40: Distribution of Population in Mumbai Sub-Urban Region

Sr. No. Particulars Mumbai City
1 Total Population 93,56,962
2 Sex Ratio 860 females per 1200 males
3 Male population 50,31,323
4 Female population 43,25,639
5 Sex ratio for 0-6 age group 913
6 Sex Ratio of General

(excluding SC/ST)
854

6 Scheduled Caste Population 5,83,302
7 Scheduled Tribe Population 1,04,560
8 Sex Ratio of Scheduled Caste

Population
942

9 Sex Ratio of Scheduled Tribe
Population

900

Source: 2011 Census Handbook

Total population of eastern Suburb comprising of six Wards, which are L, M/East, M/West, N,
S and T Ward was recorded to be 38,29,937, with decadal increase of 3,21,841 (9.2%) from
2001.

The population distribution around project site is shown in tables below;

Table 41: Distribution of Population in 2km Radius of Project Site

Sr. No. Particulars Core Study Area
1 Total Population 8,07,720
2 Decadal Variation (Absolute) for

year 2001-2011 1,32,870

3 Decadal Variation (Percentage) for
year 2001-2011 19.7%

3 Sex Ratio 850 females per 1200 males
4 Schedule Cast (SC) Total

Population
78,104

5 Percentage of SC Population to 9.7%
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Sr. No. Particulars Core Study Area
Total Mumbai Sub-urban region
population

6 Schedule Tribe (ST) Total
Population

9,874

7 Percentage of ST Population to
Total Mumbai Sub-urban region
population

1.2%

Table 42: Details of SC/ST in 2km Radius of Project Site

Sr. No. Particulars Core Study Area
1 Schedule Cast (SC) Total Population 78,104
2 Percentage of SC Population to Total

Mumbai Sub-urban region population
9.7%

3 Schedule Tribe (ST) Total Population 9,874
4 Percentage of ST Population to Total

Mumbai Sub-urban region population
1.2%

5 Sex Ratio of Scheduled Caste
Population

936

6 Sex Ratio of Scheduled Tribe
Population

892

Table 43: Distribution of Population within 5km Radius of Project Site

Sr. No. Particulars Study Area
1 Total Population 16,46,632
2 Sex Ratio 855 females per 1200 males
3 Sex ratio for 0-6 age group 910

Table 44: Distribution of Population within 10km Radius of Project Site

Sr. No. Particulars Study Area
1 Total Population 48,41,419
2 Sex Ratio 850 females per 1200 males
3 Sex ratio for 0-6 age group 907

Table 45: Details of Major Slums in the Study Area
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Sr.
No.

Name of the slum No. of
households

(approximate)

Population
of the Slum

(approximate)
1 Shivaji Nagar 111 527
2 Baiganwadi Mankhurd,

Deonar, Cheetah Camp Etc
118600 580000

3 Ramabai Ambedkar Nagar 1182 5188
4 Patilwadi 206 980
5 Chembur 116 550
6 Phule Nagar 1931 9200
7 Maharashtra Nagar 677 3132
8 Indira Nagar 695 3050
9 Gautam Nagar 712 3125
10 Bhim Nagar 2579 11320
11 Sanjay Gandhi Nagar 1495 6888
12 Chiku Wadi 759 3329
13 Saibaba Nagar 119 540
14 Ashoknagar 668 2931
15 P And T Coloney 505 2216
16 Azad Nagar 945 4145
17 Ambedkar Nagar 1343 7068
18 Kranti Nagar 6825 29958

Source: 2011 Census Town Directory-Part A

3.12.4 Density

As per census 2011, Mumbai Sub-urban region has recorded a density of 20,980 persons per
km²

3.12.5 Sex Ratio

The sex ratio for Mumbai Sub-urban region is 860 females per 1200 males as per latest
reports of Census 2011 Directories, whereas it is 903 for Maharashtra state. The sex ratio in
the age group 0-6 is 913 for the District.

Sex ratio for Scheduled Caste population (942) is better than the general population (860) of
the District. The sex ratio for Scheduled Tribes is 900 as against 860 for the general
population in Census 2011 for Mumbai Suburban District.

3.12.6 Literacy levels

The analysis of the literacy levels reveals a medium literacy rate in the study area. The area
experienced a literacy rate of 89.2% in 2011. If this compared only for the people of above the
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age group of 5 years, i.e. the school going age people, this slightly increase the literacy rate.
The distribution of literates and literacy rates in the study area is given in table below;

Table 46: Literacy Rate of Mumbai Sub-Urban District

Sr. No. Particulars 2011
1 Literacy rate 89.2 %
2 Male Literacy rate 92.9 %
3 Female Literacy rate 86.4 %
4 Literates 75,75,485
5 Male Literates 42,23,029
6 Female Literates 33,52,456
7 Gap in Male-Female Literacy Rate 6.5%

Table 47: Literacy Rate of Study Area

Sr. No. Particulars Percentage
1 Literacy rate 83.4 %
2 Male Literacy rate 87.8 %
3 Female Literacy rate 78.1 %

The Scheduled Castes recorded a literacy rate of 85.3 percent, whereas males recorded 91.4
percent and females recorded 79 percent. The Scheduled Tribes recorded a literacy rate of
82.1 percent, whereas males recorded 87.7 percent and females recorded 75.8 percent.

3.12.7 Work Participation Rate

Nature of one’s activity and extent of participation in economically productive works are the
decisive factor for such a classification. Level of economic development of different regions
within the District, availability of opportunities besides willingness to work especially among
women, initiative and entrepreneurship evinced by men folk in general activities are the
important factors that influence the distribution of population under these three categories i.e.,
main workers, marginal workers and non-workers.

The work participation for total workers is defined as the percentage of total workers to total
population. In a similar way it is defined for main and marginal workers. In 2011 Census,
there has been mainly three-fold classification of population namely main workers, marginal
workers and non-workers.

 For the main workers, male work participation rate in the District is 55.9 percent while
that of females it is 16.3 percent.

 For the marginal workers, male participation rate in the District is 2.6 percent while
that of females it is 2 percent.
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 Among the total workers, male work participation rate in the District is 58.5 percent
while that of females it is 18.3 percent.

 Among the non-workers, male participation rate in the District is 41.5 percent while
that of females it is 81.7 percent.

Table 48: Percentage of Main workers, Marginal workers and Non-workers in Mumbai
Suburban District, 2011

Name of
Particular

Percentage to total population of
Main Workers Marginal Workers Total Workers Non- Workers

P M F P M F P M F P M F
Mumbai
Sub-Urban 37.6 55.9 16.3 2.3 2.6 2.0 39.9 58.5 18.3 60.1 41.5 81.7

Core Study
Area 32.6 51.3 10.5 2.7 3.4 2.0 35.3 54.7 12.5 64.7 45.3 87.5

 Among the district population and non-worker rate, the highest proportion of non-
workers was recorded in M/E Ward (64.7 percent) i.e. the project area.

 The work participation rate of Mumbai Sub-urban District for male was 58.5 percent
in 2011 Census. For females the rate of work participation was 18.3 percent in 2011
Census

 The work participation rate of project study area for male was 54.7 percent and for
females the rate was 12.5 percent as per 2011 Census.

3.12.8 Population Growth

Mumbai has experienced rapid growth over the past twenty years, which has led to an
increased number of residents living in slums and has elevated the growth of its largest slum,
Dharavi. The Malad-Dahisar region in the west and the Cembur-Govandi region in the east
have grown the fastest, growing between 17 and 20% in the last 10 decades.

As per the Mumbai Metropolitan Region estimates of UN World Urban Agglomeration
Population Prospects, the Mumbai Population in 2021 is 20.6 Million (2.06 Crores) with
annual growth rate of 1.12%.



Draft EIA for Development of Waste to Energy at Deonar, Mumbai by Mumbai Corporation of Greater Mumbai

146 | P a g e

Figure 31: Population projection of Mumbai City as per UN Urban Agglomeration
Population Prospects

Due to current Pandemic situation, this figure might change, which can be exactly counted on
next scheduled Census i.e. 2021.

The population projection for eastern sub-urban region is calculated by Forecasting Method.

A mathematical calculation is ultra-process beginnings with the estimation of future

population based on the average increase in population of last two decades.

Future population (Pf) = Po (1 + R/100) y

Where,

Pf = Projected Population

Po= Initial Population;

R= Percentage of growth rate = {(x1+x2)/2}/10, x1&x2 is the population increasing percentage

of last two decades; and

y = years.
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The decadal increasing percentage in last two decades for Eastern Sub-urban region is 25.2%
(1991-2001) and 9.2 (2001-2011). Therefore, percentage of growth rate is 1.72%

The projections extrapolated to 2031 gives a number of 11,36,025 population for eastern sub-
urban region

Figure 32: Population projection of Eastern Sub-urban Region of Mumbai Sub-urban
District

3.12.9 Project Site Demography

The consumption rates are on the rise all over the world due to rapid urbanization process.
The impact of inadequate SWM practices on natural and human environments is now being
acknowledged. At dump sites, transfer stations, and street refuse bins, waste picking or
scavenging activities are common scenes in developing countries. The existence of waste
pickers/ scavengers creates often an obstacle to the operation of solid waste collection and
disposal services. However, if organized properly, their activities can be effectively
incorporated into a waste recycling system. Such an opportunistic approach is required for
sustainable development of solid waste management programmes in developing countries.

The entire area including the Deonar Dumpsite and adjoining slums including Kamala, Nagar,
Shivaji Nagar, Rafiq Nagar, Shanti Nagar, etc. are located in the M East Ward of Mumbai. As
per the Census 2011, the population of the ward is 8,07,720. The slum sex ratio is 785 and the
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non slum sex ratio is 859. Ward has undergone unplanned development with most social
development indicators much below the average for Mumbai. Infant mortality rate for the
ward is 66.47 compared to 34.75 per 1200 live births for Mumbai, average age of death is
39.30 years as compared to 52.16 years for Mumbai.

A large number of slum people are migrants; most of them belong to the lower socio
economic group and come from different parts of the country. Most of slums are unhygienic.
In rainy season the people are more vulnerable to the diseases because most of the slums are
in the low lying areas and nallas emerging in the creek tend to get flooded and or overflow.
These slums are not only congested places, but also have open sewerage and lack private
toilets. Wherever community toilets are available they are not properly maintained and as a
result people resort to open defecation.

3.12.10 Health and Educational Facilities

M/East ward has 1 Municipal Hospital, 2 Municipal Maternity Homes, 4 Municipal
dispensaries and 9 Municipal Health Posts. There are two private hospitals and 34 private
nursing homes. Some dispensaries and health services are also provided by NGOs in the
various slums. There are 3 cemeteries in the Ward. Ward has 70 government primary schools
and three secondary schools. Private and aided schools are also located in the ward. Almost
46% of the workforce in the ward is employed as casual labour, 33% are self-employed and
20% have some formal employment. Close to 85% of the workforce have no employment
related benefits. The low income and the absence of employment related benefits that
characterize the sector in which majority of the workers find employment ensure that in the
event of health-related emergencies, not only do they lose out on paid leave but also have to
borrow for the expenses. Uncontrolled dumping of wastes on the outskirts of towns and cities
has created overflowing landfills, which have environmental impacts in the form of pollution
to soil, groundwater, and air, and also contribute to global warming. Various factors influence
the composition of the wastes. Those include geographic location, seasons, collection
frequency, population diversity, salvaging and recycling, public attitude and legislation etc.
The attitude of the population also influences the waste composition. Legislation of the land
or state regulation will also affect the waste composition.

3.12.11 Brief description of places of religious historical or archaeological
importance & places of tourist interest

The city of Mumbai is often described rightly as epitome of India. Its population comprises
men and women of all castes, creeds and communities from all States of India and even from
abroad. Naturally many languages, many religious and social practices are followed by them.
Even though Mumbai is predominantly inhabited by Hindus of different States of India, their
feasts and festivals are found common. Undoubtedly fairs have a close association with
festivals. Even foreign travelers and historians have recorded important festivals and fairs in
Mumbai and articles of special excellence available in them. Fairs are the meeting ground of
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livestock and agricultural commodities, many cultures of crafts and motifs of ideas and
designs etc.
In Mumbai Suburban District four important fairs are held every year.

Mahashivaratri Fair
This fair is held on Magh Vad. 14 at Kanheri Caves, Borivali. It lasts for one day only.
Kanheri
Caves are located at about 12 kms north of Borivali railway station. Buses are regularly
plying from Borivali to the caves. Persons belonging to the Kamathi community who are
generally construction workers mainly visit the fair. They worship Bheema, second of the
Pandavas who according to the belief once lived in one of the caves.

Ganesh Chaturthi Festival
Ganesh Chaturthi festival is celebrated in a grand scale in all over Mumbai

Mount Mary Fair
Mount Mary Fair is held at Bandra in honour of Mary, the mother of Jesus Christ, and is
celebrated during the octave (Sunday to Sunday) following the feast on the 8th of September.
The Shrine of Our Lady of the Mount, popularly known as Mount Mary, is one of the most
famous Christian Shrines in India. It is situated on a hill-top, the Church with its twin spires
soaring into the sky can be seen from the train passing through the Mahim creek. The fair is
held for eight days. Devine services in the form of masses are conducted daily. Devotees
come to pray and make their thanks giving prayers. Most of the pilgrims to this shrine are
from Mumbai and the surrounding areas.

Mount Poisar Fair
Mount Poisar fair and the feast of Our Lady of the Immaculate Conception is held at Borivali
in honour of the Mother of God, Mary who was conceived without the stain of Adam‟s Sin.
The fair is held at the Church of Mount Poisar on the Sunday following the 8th December
every year and lasts for a day.
The Church of Our Lady of the Immaculate Conception is situated at village Mandapeshwar
and buses ply between Borivali railway station and the church regularly, the distance being
about 2 kms. Thousands of devotees attend the fair, mostly from Mumbai and Thane Districts.
Besides these major fairs numerous minor fairs are also held in Mumbai Suburban District.

Places of Tourist Importance
Over the years Mumbai has developed into a megapolis with multi-racial, multi-linguistic,
multicultural population living in harmony. It has become industrialist’s haven and movie
makers Bollywood.
The tourists visiting this place have been regularly attracted by the dazzling shopping arcades,
exciting sport activities, nightclubs and discotheques, theatres and the picnic spots. A brief
account of tourist’s places is presented below:

Sanjay Gandhi Park (National Park)
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This park, covered by a vast area is situated in Borivali. It takes the visitor very close to the
nature. It has been developed into a holiday resort and place of tourist interest with a lion
safari park. The lion park extends over an area of about 13 hectares. Besides the lion park, a
children‟s recreation park and a mini railway train is also provided by the authorities.

Vihar and Powai Lake
These lakes serve as a source of water supply to the city. Here beautiful parks and shady
groves surround water bodies. The local people and foreigners frequent these picnic spots.

Amusement Parks
Essel World – It is located at Gorai village, Borivali. It is a children’s paradise. Children
along with the elders love to visit this place and have a fun.

Fantacy Land – Same in the line of Essel world, it has a variety of entertainment games for
children. It is located at Jogeshwari, Western Suburb.

Apart from these spots, film city, the entertainment industry’s heart where most of the Hindi
motion pictures are filmed, the famous beaches such as Gorai beach, Manori beach, Erangal
beach, Juhu beach, Madh Island etc. are located in this District.

3.12.12 Economic

This project is up-gradation of environmental health and hygiene conditions in the 2km radius
from the project. The ill-effects of haphazard or non-scientific dumping of the MSW for all
these years have extremely negative impact in terms of socio-economic upto 2km radius.

The economic benefits are limited during implementation and operational phases, but will
open up few employment opportunities from the project. It includes;

 Technical and non-technical man power
 Man power for operation of ISWM
 Ancillary employment
 Services to be rendered for lifting and transportation of MSW by mechanical

equipments

Overall such a project will certainly have positive impact on economic aspects, although
limited in nature to the community. Such projects may become more effective by proper
community participation and proper awareness.

3.12.13 Conclusion

The setting up of this current MSW project is based on latest technology and will generate
power (electricity). The socio-economic aspects have been on the negative side due to the
current facility and unscientific dumping of MSW.
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The impact of this current process and procedure of MSW is more evident upto the radius of
2km on the socio-economic aspects. The obnoxious odor and nuisance of flies have impacted
the social life to large extent.

The open burning which is rampant in the dumping area generates hazardous smoke, which
makes area vulnerable from living point of view in the area. Its impact have been recorded
upto 1-2km radius. The health issues due to smoke, flies, odor have negatively impacted
residence in the area upto 2km.

Apart from the social issues, economic issues such as residential development by well
established companies could not have their presence due to these ill factors. The other various
commercial complexes, malls etc could not come up due to similar reasons. Thus, the
employment generation is on negative side with better opportunities.

The socio-economic factors will be on upward and positive side once this project is
implemented and operational. Certainly, there will be more economic opportunities in terms
of better commercial establishments, better livelihood opportunities and other job
opportunities which will improve the socio-economic conditions in this area.
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CHAPTER 04 - ENVIRONMENT IMPACT ASSESSMENT AND
MITIGATION MEASURES

4.1 Identification of Impacts

Any developmental activity in its wake will bring about some impacts associated with its
origin, which can be broadly classified as reversible, irreversible, long and short-term impacts.
In this chapter, an endeavour has been made to identify various environmental impacts
associated with the operation of facility and other activities wherein, there may be a chance of
pollution.
Based on the possible worst case emissions and waste generation from the proposed project
and also taking into consideration the baseline environmental status at the proposed project
site, the environmental factors that are likely to be affected (impacts) are identified, quantified
and assessed. Both instrumental (positive) and detrimental (negative) impacts are accounted
for this purpose. The prediction of impacts helps in the preparation of a sound environmental
management plan which has to be executed during the on-going activities for the proposed
project to minimize the adverse impacts on the environmental quality.
Adverse impacts may occur if the facility is not properly planned and operated. Some of these
impacts include: accidents, infrastructure damage, pollution to the local environment (such as
contamination of groundwater and/or aquifers by leakage and residual soil contamination
during landfill usage, as well as after landfill closure), off-gassing of methane generated by
decaying organic wastes (methane is a greenhouse gas many times more potent than carbon
dioxide, and can itself be a danger to inhabitants of an area), harbouring of disease vectors
such as rats and flies, particularly from improperly operated landfills

4.2 Methodology

The potential impacts on the environment from the proposed project are identified based on
the nature of the various activities associated not only with the project implementation and
operation, but also on the current status of the environmental quality at the project site.

4.3Potential impacts

The potential significant environmental impacts associated with the project are grouped as below.

Air Environment

 Impacts on ambient air quality
 Impacts on ambient odour
 Impacts on ambient noise

Water Environment
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 Impacts on surface & ground water quality
 Impacts on aquatic life

Land Environment

 Impacts on land use
 Impacts on soil fertility
 Impacts on agriculture

Socio Economics

 Impacts on infrastructure
 Impacts on employment

Indirect Impacts

 Impacts on public health and safety
Impacts on aesthetics

4.4Prediction of impact

The impact assessment is carried out for the following phases and presented in the following
paragraphs.

 Impacts during construction phase
 Impacts during operation phase

4.4.1 Impacts during construction phase

Construction phase works include site clearance, site formation, building works, infrastructure
provision and any other infrastructure activities. The impacts due to construction activities are short
term and are limited to the construction phase. The impacts will be mainly on air quality, water quality,
soil quality and socio-economics

4.4.1.1 Impact on Air Quality

The principal potential source of air quality impact arising from the construction of the proposed
project is fugitive dust generation. The dust, measurable as suspended particulate matter and respirable
suspended particulates would be generated as a result of construction activities. The construction
program of the projects shall commence immediately after obtaining statutory clearances.

The potential dust sources associated with construction activities are loading and unloading of the
materials, top soil removal, travel over unpaved roads and wind erosion etc. The construction works
associated with the proposed development are broadly given below.

1. Site development and foundation works
2. Dust generation due to vehicle movement carrying raw material
3. Un loading of raw material, removal of un wanted waste material from site
4. Civil constructions and provision of infrastructure required for various activities proposed.
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Among all the construction activities, site formation has the highest potential for causing dust nuisance
to the nearby air sensitive locations. During the construction of the project, existing houses nearby
may be subject to the potential dust impacts.

Exhaust emissions from vehicles and equipment deployed during the construction phase is also likely
to result in marginal increase in the levels of SO2, NOX, PM, CO and un-burnt hydrocarbons. The
impact of such activities would be temporary and restricted to the construction phase. The impact is
generally confined to the project area and is expected to be negligible outside the plant boundaries

4.4.1.2 Mitigation Measures Proposed – Air Quality

For the proposed project site leveling and grading will be carried out, where ever possible to maintain
the natural elevations they will not be disturbed, only leveling activity will be carried out for providing
roads, sewage network, storm water system, and places required for providing buildings for
administrative and plant shed erection. According to the engineering assessment; most of the
excavated material shall be reused within the project boundary. The movement of cut and fill material
will be limited.

Most of the construction dust will be generated from the movement of construction vehicles on
unpaved roads. Unloading and removal of soil material shall also act as a potential source for dust
nuisance. The control measures proposed to be taken up are given below.

1. The important dust suppression measures will be carried out at least twice a day, if need arises
frequency will be increased on windy days, in this way around 50% reduction on the dust
contribution from the exposed surface will be achieved.

2. The duration of stockpiling will be as short as possible as most of the material will be used as
backfill material for the open cut trenches for road development.

3. Temporary tin sheets of sufficient height (3m) will be erected around the site of dust
generation or all around the project site as barrier for dust control.

4. Tree plantations around the project boundary will be initiated at the early stages by
5. Plantation of 2 to 3 years old saplings, regular watering will be done, so that the area will be

moist for most part of the day.
6. To reduce the dust movement from civil construction site to the neighbourhood the external

part of the building (administration, canteen, etc.,) will be covered by plastic sheets.

Given the implementation of proper control measures for dust suppression, no adverse impacts are
expected.

4.4.1.3 Impact on Water Quality

The proposed project will involve various construction activities. The following section summarizes
the activities likely to be undertaken during the proposed development and describes the potential
impacts on water quality from each activity.

 Site formation
Preparation of designated area of land for subsequent development activities involves leveling
off the ground surface, removal of vegetation, stockpiling and generation of construction
waste. Construction of temporary infrastructure such as drainage culverts may be required.
The site formation may produce large quantities of run-off with high suspended solids loading
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in the absence of appropriate mitigation measures. This potential problem may be aggravated
during rainy season.

 Construction of Buildings
In rainy season during the construction phase due to construction of various civil structures
site runoff results significant pollution in the receiving water bodies and washing of various
construction equipments will also result in water pollution.

 Site workshop
The used engine oil and lubricants, and their storage as waste materials as the potential to
create impacts if spillage occurs. Waste oil may infiltrate into the surface soil layers, or runoff
into local Water courses, increasing hydrocarbon levels. Proper precautionary measures
should be taken to prevent any spillage of the above materials and their subsequent runoff into
the water bodies.

 Presence of workers

During construction, impacts from the workers include waste and wastewater generated from eating
areas, and sewage from temporary sanitary facilities. Sewage is characterized by high levels of BOD,
ammonia and E.coli. Significant water quality impact will happen only if the sewage is discharged
directly into the receiving waters without any prior treatment

4.4.1.4 Mitigation Measures – Water Quality

During site development necessary precautions will be taken, so that the runoff water from the site
gets collected to working pit and if any over flow is, will be diverted to nearby greenbelt/ plantation
area. During construction activity all the equipments washed water will be diverted to working pit to
arrest the suspended solids if any and the settled water will be reused for construction purposes, and
for sprinkling on roads to control the dust emission, etc. The domestic sewage generated will be
treated in portable STP or sent to septic tank/soak pit.

4.4.1.5 Impact of Noise Levels

The major activities, which produce periodic noise, during construction phase, are as follows:

 Foundation works
 Fabrication of structures
 Plant erection
 Operation of construction equipment
 Movement of vehicles etc.,

4.4.1.6 Mitigation Measures for Noise

All noise generating equipment will be used during day time for brief period of its requirement. Proper
enclosures like acoustic enclosures, tin sheets, etc. will be used for reduction in noise levels, where
ever possible. Noise generating equipment will be kept away from the human habituation. Therefore,
impact on noise environment due to proposed project would be insignificant. All vehicles entering into
the project will be informed to maintain speed limits, and not blow horns unless it is required
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4.4.1.7 Impact Due to Solid Waste Generation

This category of waste generation in the proposed project is due to different types of raw materials
being used during construction stage in general may comprise the following

 Cement concrete
 Bricks, tiles,
 Cement plaster
 Steel (RCC, door/ window frames, roofing support, railings of staircase etc)
 Rubble, sand, Stone (Marble, granite, sand stone)
 Timber/wood
 Paints/varnishes

Besides above there are some major and minor components namely conduits, pipes, electrical fixtures,
panels, etc. all the above items will be segregated and stored at the site and once the facility
established will be process the same in respective treatment facilities within the site

4.4.1.8 Mitigation Measures for Solid Waste

The solid waste generated during this period being predominantly inert in nature. Hence maximum
effort would be made to reuse and recycle them. The most of the solid waste material can be used for
filing/ leveling of low-laying areas within the site. All attempts should be made to stick to the
following measures.

 All construction waste shall be stored within the site itself. A proper screen will be provided
so that the waste does not get scattered.

 Attempts will be made to keep the waste segregated into different heaps as far as possible so
that their further gradation and reuse is facilitated.

 Materials, which can be reused for purpose of construction, levelling, making roads/ pavement
will also be kept in separate heaps from those which are to be sold or land filled.

 The local body or a private company may be arranged to provide appropriate number of skip
containers/ trolleys on hire.

The use of the construction material basically depends on their separation and conditions of the
separated material. A majority of these materials are durable and therefore, have a high potential for
reuse. It would, however, be desirable to have quality standards for the recycled materials.
Construction waste can be used in the following manner.

 Reuse of bricks, tiles, stone slabs, timber, piping railings etc., to the extent possible and
depending upon their conditions.

 Sale/ auction of materials which cannot be used at the site due to design constraint
 Plastics, broken glass, scrap metal etc., will be stored and processed within the site premises.
 Rubble/ brick bats can be used for building activity, such as levelling, under coat of lanes

where the traffic does not constitute heavy moving loads.
 Larger unusable pieces can be sent for filing up low laying areas.
 Fine material such as sand, dust, etc., can be used as cover material
 The unearthed soil can be used for levelling as well as for lawn development
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 The broken pieces of the flooring material can be used for levelling in the building or can be
disposed off

The unused or remaining paints/varnishes/wood can either be reused or can be disposed off as per
scientific methods

4.4.1.9 Impact on Land Use
The proposed project is Development of 600 TPD Waste to Energy Project to generate about up tot 8
MW of Power at Deonar, Mumbai as per the Solid Waste Management Rules 2016. Due to the
proposed development the existing scenario of the project site will be improved and the aesthetics of
the surrounding areas will also be improved. The impacts on the land use will be envisaged as
sufficient greenbelt will be provided around the boundary to enhance the aesthetics of the project area

4.4.1.9 Demographic and Socio economic

The impact of the proposed unit on demography and socio economic conditions of the study area
would be as follows.

1. Additional strain on civic amenities like road, transport, communication, drinking water,
sanitation & other facilities to meet the work force requirement

2. Increase in demand for services like hotels, lodges, public transport etc.
3. Employment opportunities for construction labourers, skilled and unskilled workers etc.,
4. Economic up liftment of the region.
5. Increase in Labour rates.
6. More work to the civil construction and transportation companies

4.4.2 Impact during Operation Phase

During the operation phase of the proposed project there would be impacts on the air environment,
water environment, land environment and socio-economic aspects

4.4.2.1 Prediction of Impacts on the Air Environment

Prediction of impacts from the proposed project on the ambient air quality was carried out using air
quality simulation models. The main sources of air pollution are as follows.

1. Area source emissions from landfill operations
2. Line source emissions from vehicular movement
3. Point source emissions from Waste to Energy plant and DG set

The emissions from the DG sets are minimal since they will be operated only during power failures.

Atmospheric Dispersion of Stack Emissions

In order to estimate the ground level concentrations due to the emissions from the proposed project,
EPA approved American Meteorological Society/Environmental Protection Agency Regulatory Model
- AERMOD 7.0.3 dispersion Model has been used. AERMOD dispersion Model provides option to
model emissions from a wide range of sources that are present at a typical industrial source complex.
The model considers the sources and receptors in undulated terrain as well as plain terrain and the
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combination of both. The basis of the model is the straight line steady state Gaussian Plume Equation,
with modifications to model simple point source emissions from stacks, emissions from stack that
experience the effect of aerodynamic down wash due to nearby buildings, isolated vents, multiple
vents, storage piles etc.

AERMOD dispersion model with the following options has been used to predict the cumulative
ground level concentrations due to the proposed emissions. Area being rural, rural dispersion
parameters is considered

 Predictions have been carried out to estimate concentration values over radial distance of 10
km around the sources

 A combination of Cartesian and Polar receptor network has been considered
 Emission rates from the sources were considered as constant during the entire period
 The ground level concentrations computed were as is basis without any consideration of decay

coefficient
 Calm winds recorded during the study period were also taken into consideration

24-hour mean meteorological data extracted from the meteorological data collected during the study
period as per guidelines of IMD/CPCB has been used to compute the mean ground level
concentrations to study the impact on study area

4.4.2.2 Pollution Sources

Area Source

Daily waste will be discharged by tipping at the working area on a landfill, within the area demarcated
for the cell. Daily/weekly cover (optional) is primarily used for prevention windblown dust, litter and
odours, deterrence to scavengers, birds, reduction of infiltration (during unseasonal rain) and in
improving the sites visual appearance. Soil used as daily / weekly cover shall give a pleasing uniform
appearance from the site boundary. To achieve this thickness of about 150 mm is usually adequate and
shall be adopted.

Point Sources

The point source emissions considered for the proposed project are Waste to Energy Plant and DG set.
The DG set will be used only during power failure for emergency requirements. Hence the impacts
from the DG set will be felt only during power failure. The inputs used to run the model are stack
details, emissions details are given in Table 52 and twenty four hours mean meteorological data is
given in Table 53

The predicted maximum ground level concentration of 24 Hour average PM, SO2 and NOx
concentrations considering 24 hour mean meteorological data of study season are superimposed on the
maximum baseline concentrations obtained during the study period to estimate the post project
scenario, which would prevail at the post operational phase. The overall scenario with predicted
concentrations over the maximum baseline concentrations is shown in the following Table 54 and
isopleths are shown in the Figure 36 to 38
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Table 49 Stack Emissions Details

Details Units Description of Stacks & emission

8 MW

Type of Fuel - MSW

Internal diameter of stack m 1.2

Temperature of flue gas °C 120

Height of the stack m 50

Velocity of flue gas m/s 18

Volumetric flow m3/s 20.4

Volumetric flow Nm3/s 15.5

PM g/s 0.78

SO2 g/s 3.10

NOx g/s 6.20

Out let standards

PM mg/Nm3 50

SO2 mg/Nm3 200

NOx mg/Nm3 400

Table 50 4Hours Mean Meteorological Data for Post Monsoon Season

Hour Temperature

(0C)

Relative
Humidity (%)

Wind
Direction

Avg. Wind

speed(m/s)

Stability
Class

1 21.5 78 340 2.02 6

2 20.8 78 315 2.12 6

3 20.3 79 270 2.16 6

4 19.9 80 20 2.23 6

5 19.5 82 290 2.34 6

6 21.2 81 240 2.01 5
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Hour Temperature

(0C)

Relative
Humidity (%)

Wind
Direction

Avg. Wind

speed(m/s)

Stability
Class

7 23.4 78 270 2.06 4

8 24.3 77 270 2.11 4

9 25.4 76 290 2.23 3

10 27.6 74 315 2.43 3

11 29.8 71 315 2.34 2

12 31.8 69 315 2.85 1

13 35.4 65 315 3.12 1

14 34.8 66 315 3.01 1

15 32.3 69 290 2.53 1

16 30.3 70 270 2.65 1

17 29.9 71 315 2.43 2

18 28.8 73 290 2.32 3

19 27.8 74 270 2.12 4

20 26.5 75 315 2.06 5

21 25.5 75 340 2.08 6

22 25.1 76 315 2.11 6

23 24.5 77 360 2.13 6

24 22.4 78 270 2.12 6

Table 51 Post Project Scenario – Units: μg/m3

Particulars Particulate Matter
(PM)

Sulphur dioxide
(SO2)

Oxides of Nitrogen
(NOx)

Maximum Baseline Scenario 78 21.5 35.2

Predicted GLC (Max) 0.38 1.5 3.0

Future predicted GLC (Worst
Case)

78.38 23.0 38.2



Draft EIA for Development of Waste to Energy at Deonar, Mumbai by Mumbai Corporation of Greater Mumbai

161 | P a g e

NAAQ Standards 2009(24 hr) 100 80 80

Max. Concentration of PM: 0.38 µg/m3 @ 750 m in SE direction

Figure 4.2

Figure 33 Predicted 24- Hourly Average GLC of PM
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Max. Concentration of SO2: 1.5 µg/m3 @ 750 m in SE direction

Max.
Concentration of NOX: 3.0 µg/m3 @ 750 m in SE direction

4.4.2.3 Air Pollution Mitigation Measures

The above estimated the ground level concentrations due to the emissions from the proposed project
considering the worst scenario, but the proposed project shall aims to reduce the present air emission
from the existing dumpsite as well as the surrounding areas. The proposed project also aims to utilize
around 600 TPD of waste thus minimize the dumping activity at the site as is presently practicing. The
proposed project also aims to reduce the air emission within the stipulated standards.

Figure 34 Predicted 24- Hourly Average GLCs of SO2 (μg/m3) at 10 km Radius

Figure 35 Predicted 24- Hourly Average GLCs of NOx (μg/m3) at 10 km Radius
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The main sources of air pollution include waste to energy plant(s), DG sets, and vehicular emissions.
Waste to energy plants shall be equipped with dry type flue gas treatment system consisting of
scrubber, bag filters, activated carbon injecting system etc. For proper dispersion of SO2 and NOx

emissions into atmosphere, stack with a minimum height of 50 m shall be provided to comply with the
emission standards. Dry lime and activated carbon shall be injected for removal of HCl, HF and for
removal of organic constituents respectively. To prevent formation of dioxins and furans, the flue gas
temperature shall be rapidly lowered to less than 2000 C by adopting adsorption by activated carbon.
The emissions from the DG sets are minimal since they will be operated only during power failures.
All the vehicles will be regularly serviced and maintained properly to minimize emissions. All the
internal roads will be maintained properly to minimize dust generation.

During landfill operations, part of the secured land fill will be daily covered with soil/ash and during
rainy period with temporary cover (HDPE/Plastic sheets) to minimize the odor and gases generation.

All possible measures shall be adopted for odor control. Negative pressure to be maintained in the
RDF Pit to control odour by installing the Primary Air duct in the RDF pit. In the landfill area, daily
cover shall be put in with layer of earth, clay or similar material. Other organic measures include
spraying ecosorb (organic and biodegradable chemical) around odor generation areas at regular
intervals. Odor control system shall focus on minimizing the number of sources of odour generation

4.4.2.4 Impact on Water Quality

The water requirement for the proposed project is 480 KLD, the required raw water will meet through
the secondary treated water from Ghatkopar sewage treatment plant Municipal body. The raw water
pumped from the source shall be sent for further treatment before unutilized for the proposed project.
To minimize the water consumption, water saving options will be planned.

 Improve energy efficiency of operations
 Installation of Air Cooled Condenser
 Installation of flow restrictors on water supply line
 Dry sweeping of all areas before mopping/washing
 Eliminate leaks of the pipelines
 Storm water harvesting
 Rain water holding tanks
 Recycling of water etc.,

4.4.2.5 Water Impacts Mitigation Measures

Leachate will be generated from compost plant, waste to energy plant (at storage area), landfill etc.
The proper management of leachate is essential in waste management as the untreated leachate
discharges will lead to water and as well as soil contamination. In the proposed facility, the leachate
will be managed by proper collection, storage and treatment. At the generation points, proper drainage
/ collection network will be provided to prevent contamination due to overflows. Also the collection
system will be provided with intermediate storage tanks based on the generation quantity. From there
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the leachate will be routed to final storage tank before its treatment. It is estimated that a maximum of
60 KLD of leachate will be generated.

Options to be considered for leachate management are:

• Re-circulation: One of the methods for treatment of leachate is to re-circulate it
through to the windrows or landfill. This has two beneficial effects: (i) the process of landfill
stabilization is accelerated and (ii) the constituents of the leachate are attenuated by the biological,
chemical and physical changes occurring with the landfill. Re-circulation of leachate requires the
design of a distribution system to ensure that the leachate passes uniformly throughout the entire
waste. Since gas generation is faster in such a process, the landfill should be equipped with a
well-designed gas removal system.

• Evaporation of Leachate: One of the techniques used to manage leachate is to spray
it in lined leachate ponds and allow the leachate to evaporate. Such ponds have to be covered with
geo-membrane during the high rainfall periods. The leachate is exposed during the summer
months to allow evaporation. Odour control has to be exercised at such ponds. As a standby, this
proposal envisages construction of leachate evaporation ponds as a buffer.

• Treatment of Leachate: Leachate treatment requirements depend on the final
disposal of the leachate. Since the plant is designed with a closed windrow, and best practices are
followed during landfill operation, minimum Quantity of leachate will be generated which either
will be circulated to landfill, sprayed on landfill for dust control, use to keep the windrows moist.

An exclusive leachate treatment plant may be established with primary treatment, biological treatment
followed by Reverse Osmosis units. Rejects from reverse osmosis shall be treated/disposed of
utilizing Mechanical Vapour Recompression or Multiple Effect Evaporator (MEE) followed by
Agitated Thin Film Dryer (ATFD). Salts and rejects from both processes shall be disposed of in the
nearest TSDF or coincenerated in the boiler . The ATFD salts shall be stored in covered sheds with
impermeable flooring. Storage of ATFD salts within the facility shall not exceed 90 days.

It is estimated that about 212 KLD of wastewater will be generated from Waste to Energy Plant. The
wastewater generated shall be collected in the nuetralisation pit after the pH adjustment the treated
wastewater shall be utilized for ash quenching and for greenbelt. It is estimated that about 8 KLD of
domestic wastewater will be generated. It is proposed to establish a bio-toilet system to conserve the
water. Alternatively, as a stand-by septic tank and soak pit may be provided

4.4.2.6 Rain Water Harvesting and StromWater Management
Project Management will make proper utilization of rainwater by harvesting by appropriate rain water-
harvesting mechanism. Roof water will be collected by adopting proper treatment (O&G Trap), the
collected water will be used for various uses (dust suppression, floor washings, toiler flushing,
greenbelt, etc.).

Rainwater from surface areas will be harvested by construction of check dams all along the storm
water drainage network at a definite pitch. Based on the rainfall intensity of the plant area, storm water
drainage system will be designed. Strom water drainage system consists of well-designed network of
open surface drains with check dams at appropriate distances to improve the infiltration efficiency of
the rain water into ground so that all the storm water is efficiently drained off without any water
logging.
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Necessary expert advice has been obtained in this regard. Artificial recharge measures like rain water-
harvesting helps in reducing the urban run-off, decrease pollution of ground water and improve the
ground water table, which augments the yields of, bore wells

4.4.2.7 Noise Environment
The Major source of noise in proposed project will be from Turbine generator , , DG set etc. Acoustic
shed will be provided for TG set and whereas DG sets itself have acoustic enclosure. The noise levels
are contrled

Noise Mitigation Measures

Adequate measures for noise control, at the design stage shall be taken such as keeping high noise
generating equipment’s like pumps, motors, etc., on anti-vibration pads, closed rooms and regular
maintenance as suggested by the manufacturer. Some of the mitigation measures proposed are:

 Noise level specification of the various equipment’s as per the Occupational Safety and Health
Association (OSHA) standards.

 Providing suitable enclosures (adequate insulation) to minimize the impact of high noise
generating sources.

 Employees will be provided with PPE like ear plugs, helmets, safety shoes, etc.
 Development of greenbelt all along the boundary and along the roads within the project

4.4.2.8 Mitigation Measures to reduce Impacts on Land Environment

Ash 148 TPD, Inert waste 2 TPD generated from the waste to energy plants shall be disposed of in the
sanitary landfill, after considering options for secondary reuse. Waste sludge from wastewater
treatment plants and salts from Agitated Thin Film Dryer (ATFD) etc. shall be stored in a separate
area under shed so as to avoid entry of rain water during the monsoon. Incineration ash, sludge, ATFD
salts shall be sent to nearest authorized TSDF for ultimate disposal. With these measures it is
anticipated that there will not be any impact on land environment.

4.4.2.9 Predicted Impacts of the Landfill

The proposed landfill shall be constructed in line with Solid Waste Management Rules 2016 and
guidelines from CPCB and MoEF&CC. There will not be any negative impact on water environment
(groundwater/surface water) from the proposed landfill. The liner system will avoid leachate from
entering into the groundwater. Monitoring bore-wells shall be established around the landfill to keep
track of any contamination, which is unlikely because of the liner system and engineering landfill
construction. The leachate generated shall be used by spraying on windrow and rest of leachate shall
be treated through solar evaporation or suitable treatment method like Mechanical Vapour
recompression or MEE followed by ATFD or salts from the both processes will be incinerated with
the RDF
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4.4.2.10 Impacts on the Community

Public Safety: A number of activities those are likely to be carried out in the facility that has
significant adverse impacts on the public safety. With the implementation of a strong environmental
management plan, the communities residing near the project site are unlikely to be exposed to any
long-term hazards.

Aesthetics: Greenbelt will be developed around the project site, which will help in improving the
aesthetics of the environment.

4.4.2.11 Impact on Ecology

The project area has been used as dumping site since 1927. The surrounding areas are predominantly
occupied by slums. On north, east and south side of the project area, creek is observed.

Flora: Some mangrove plantation is observed along these creeks. Apart from this there are

few local plant species in area.

Fauna: The fauna comprises animals, mainly pigs and dogs, plus other species able to live close to
man (urban birds, rodents and some insects). Some buffalos were also observed which belonged to
local from nearby areas. No classified, endangered or extinct species were observed in nearby areas of
project site. Animals were not noted in the landfill site. Sanjay Gandhi National Park is located at
approximate aerial distance of 9 km from project area.

Mitigation

By proposed project adequate green belt will be developed which will improved aesthetic condition
and air quality. It will also reduce the bird and animal menace at the site. Once the WtE plant is
established, the leachate generation and waste flowing to the creek will also reduce significantly. This
will lead to positive impact on the mangroves.

4.4.2.12 Impact on Socio Economics

The proposed facility is likely to provide direct and indirect employment and likely to increase the
socio-economic status of the nearby villages in the study area. Due to proposed project the facilities
for public transport, water supply telecommunications, education, public health etc., are likely to
improve.
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CHAPTER 5 - ANALYSIS OF ALTERNATIVES
(TECHNOLOGY & SITE)

Municipal Corporation of Greater Mumbai (MCGM) has proposed development of 600 TPD
Waste to Energy project to generate about 4 MW of power at Deonar dumping ground, thus
there is no any alternative for the proposed project.

5.1 ALTERNATIVES TECHNOLOGIES

Technology And Project Design
While there are number of technological options, each has its distinct merits and limitations,
which guide us to choose appropriate technology for a given local condition. Despite the best
efforts to reduce, reuse and recycle, there will always be residual waste requiring disposal
. The overall objectives are to:
(i) Reduce the volume of waste to the dumping site
(ii) Meet the criteria under SWM Rules 2016
(iii) Meeting the environmental criteria and emission standards as laid down under
Environmental Protection Acts 1986, and
(iv) Sustainable waste management for the city

The alternative treatment and disposal technologies are

 Pyrolysis/ Gasification

 Plasma Arc

 Biomethanation

 Landfills Bioreactor (Bioreactor Landfill)

Figure 36 Technologies
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5.1.1 Pyrolysis

Pyrolysis is the thermal degradation of carbon-based materials through the use of an indirect,
external source of heat, typically at temperatures of 450 to 750°C, in the absence or almost
complete absence of free oxygen. This drives off the volatile portions of the organic materials,
resulting in a syngas composed primarily of H2, CO, CO2, CH4 and complex hydrocarbons.
The syngas can be utilized in boilers, gas turbines or internal combustion engines to generate
electricity. The balance of the organic materials that are not volatile are left as char material.
Inorganic materials form bottom ash that requires disposal, although some pyrolysis ash can
be used for manufacturing brick materials. Pyrolysis involves the thermal degradation of
organic waste in the absence of free oxygen to produce a carbonaceous char, oils and
combustible gases.
Although pyrolysis is an age-old technology, its application to biomass and waste materials is
a relatively recent development. An alternative term for pyrolysis is thermolysis, which is
technically more accurate for biomass energy processes because these systems are usually
starved-air rather than the total absence of oxygen. Although all the products of pyrolysis may
be useful, the main fuel for power generation is the pyrolysis oil. Depending on the process,
this oil may be used as liquid fuel for burning in a boiler or as a substitute for diesel fuel in
reciprocating engines, although this normally requires further processing.

Typical Pyrolysis Facility:

In a typical pyrolysis facility the following are taking place:

 Drying of solid waste (100-200oC).
 Initial decomposition of substances, initiation of the decomposition of H2S and CO2 (250οC).
 Break of the bonds of aliphatic substances – Start of the separation of CH4 and other aliphatic

substances (340οC).
 Enrichment of the produced material in carbon (380οC).
 Break of the bonds C – O and C - N (400οC).
 Conversion of coal tar materials into fuel material and tar (400 - 600οC).
 Decomposition to materials resistant to heat – Formation of aromatic substances (600οC).
 Production of aromatic substances, processes for hydrogen removal from organics like butadiene,

etc. (>600οC).

Figure 37 Typical pyrolysis system
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Reaction Process:

The reactions taking place initially are decomposition ones, where organic components of low
volatility are converted into other more volatile ones:

CxHy →CcHd + CmHn

Moreover, at the early stages of pyrolysis process, reactions occurring include condensation, hydrogen
removal and ring formation reactions that lead to the formation of solid residue from organic
substances of low volatility:

CxHy →CpHq + H2 + coke

In the case of existence of oxygen, CO and CO2 are produced or the interaction with water is possible.
The produced coke can be vaporized into Ο2 and CO2.

The pyrolysis products can be liquid, solid and gaseous. The majority of the organic substances in
waste are subjected to pyrolysis by 75 – 90 % into volatile substances and by 10 – 25 % to solid
residue (coke). However, due to the existence of humidity and inorganic substances, the quantity of
volatile substances varies from 60 to 70% and the coke between 30 and 40%.

In order to achieve the successful operation of a pyrolysis facility, continuous control is required due
to the complex processes taking place during the method development. Moreover, solid waste with no
major composition variation that does not include metals and glass has to be fed on continuous basis
(use of waste after successful implementation of separation at source or mechanical separation). In
addition, special care is needed about

The products produced from pyrolysing materials are a solid residue and a synthetic gas (syngas),
while some of the volatile components form tars and oils can be removed and reused. The solid
residue (sometimes described as a char) is a combination of noncombustible materials and carbon. The
syngas is a mixture of gases (combustible constituents include carbon monoxide, hydrogen, methane
and a broad range of other VOCs). A proportion of these can be condensed to produce oils, waxes and
tars. The syngas typically has a net calorific value of between 10 and 20 MJ/Nm3. If required, the
condensable fraction can be collected by cooling the syngas, potentially for use as liquid fuel.
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Table 52 Advantages and Disadvantages of Pyrolysis

Advantages Disadvantages
1. By using less oxygen, fewer air

emissions may be produced.
2. Emissions are easier to control

because they are scrubbed to remove
contaminants.

3. The plants are modular and flexible
4. They are quicker to build.
5. The processes produce a more useful

product than standard incineration –
gases, oils and solid char can be used
as a fuel, or purified and used as a
feedstock for petro-chemicals and
other applications.

6. The syngas can be used to generate
energy more efficiently via a gas
engine (and potentially fuel cell),
whilst incineration generates energy
less efficiently via steam turbines

7. If the economics associated with
production of synthetic liquid fuels
change, pyrolysis may be an
economically viable process for
thermal processing of solid waste

1. Net energy recovery may suffer in
case of wastes with excessive
moisture.

2. High viscosity of pyrolysis oil may
be problematic for its transportation
may lead to burning

3. Inherent complexity of the system
and lack of appreciation by system
designer of the difficulties of
producing a consistent feedstock
were the causes for failure

4. Other disadvantages are same as
mass burn incineration

5.1.2 Plasma Arc Gasification

Plasma Arc Gasification is a multi-stage process which can break waste down to 1/300th of its original
size by using ionized gases to produce temperatures greater than 3 times the surface temperature of the
sun.

This process can safely deal with almost all forms of wastes by breaking down the matter into
component molecules and producing a synthesis gas (syngas) which can be used as an industrial
feedstock to produce biofuels, synthetic fuels or to produce hydrogen, or simply as a fuel (replacing
fossil fuels) to generate steam or electricity.

Working of Plasma Arc Gasifier

Plasma Arc Gasification process has 4 stages as shown in Figure 38
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Figure 38 Flow Diagram of Process Stages of Plasma Arc Gasifier

Stage 1: Feed Handling

The waste is delivered into the feed system. One of the unique characteristics of the plasma assisted
gasification type waste to energy technology is its waste processing flexibility. The system can handle
any combination of solid, liquid and gaseous wastes. Solid waste is then passed through a pre-
treatment process where it is shredded into smaller pieces to prevent blockages in the feed nozzle.

Stage 2: Gasification

The waste then is passed through an airlock which prevents gases from escaping into the
atmosphere. The plasma gasifier is an insulated air-tight container with plasma torches at the
base to provide the heat required to gasify the waste feed. The plasma torches consume a very
small portion of the total energy available from the feedstock (2-5% of total energy input) in
providing part of the heat required to drive the endothermic gasification process. Partial
combustion provides the balance of heat required. Torch power is controlled by an automatic
control system, which adjusts the gasification conditions to accommodate the potentially
highly variable nature of the feedstock. The plasma arc is contained within the body of the
plasma torch, and therefore, the waste material is not directly subjected to the plasma arc.
Nonetheless, the plasma torches facilitate operating temperatures above typical flame
temperatures associated with combustion of the waste feed stocks and also in excess of the
melting points of metals and inorganic materials. Either air or oxygen and/or steam is injected
above the torches to provide a source of oxygen for the gasification process and control the H2:
CO ratio. Importantly, the gasification occurs in an oxygen starved environment, such that a
combustible syngas product is produced, rather than a non-combustible flue gas, which would
be the case if all the feed material was combusted.

Stage 3: Gas Cooling

After leaving the gasifier chamber the syngas passes through a series of filtration systems
where it is cooled by using water injection. The cooling process acts to prevent the formation
of dioxins and furans as these undesirable compounds are known to form within a specific
temperature range. The gas will then be reheated to create a series of catalytic reductions to
reduce the amount of NOx and convert it into atmospheric nitrogen and water. A series of
scrubbers will then remove any acids, chlorides, fluorides, sulphates, phosphates, sodium and
calcium.

Stage 4: Syngas Cleanup

A series of scrubbers will then remove any acids, chlorides, fluorides, sulphates, phosphates, sodium
and calcium. Synthesis gas (syngas), the main output of the plasma gasifier, can be used as a fuel
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source in power plants, or treated further to generate hydrogen. It can also be used in the rural and
industrial sector in the production of a wide range of polymers, chemicals, biofuels (including ethanol),
fertilizers, pressure agents and more.

Table 53 Advantages and Disadvantages of Plasma Arc Process

Advantages Disadvantages
1. Compared to combustion/

incineration technology, it creates
much less atmospheric pollution

2. In techno-economic terms, oxides of
nitrogen and sulphur are not emitted
during normal operations because the
system works in absence of oxygen

3. Toxic materials become encapsulated
and are therefore much safer to
handle than the toxic ash left by
combustion/ gasifier processes

4. Clean Technology
5. Less amount of residue

1. Plasma arc technology is extremely
costly

2. Plasma torches are very costly and
need to be replaced frequently

3. No of shutdowns due to frequent
replacement of plasma torches
increases downtime.

5.1.3 Bio-methanation/ Anaerobic Digestion Technology

The organic fraction of waste is segregated and fed to a closed container (biogas-digester)
under anaerobic conditions; the organic wastes undergo biodegradation producing methane-
rich biogas and effluent/ sludge. The process involves the anaerobic (without air)
decomposition of wet organic wastes to produce a methane-rich biogas fuel and a small
amount of residual sludge that can be used for making compost. Typically 100-200 m3 of
gas is produced per ton of organic MSW that is digested. The biogas can be utilized for
either for generating steam or electricity.

Biomethanation process treats only organic matter hence will also require a separate
treatment system for the management of non-biodegradable waste including recyclables.
Considering significant requirement of land for the process & need for separate treatment
system for non-biodegradable waste. Technology of biomethanation is considered
unfeasible and not considered for further discussion in this report.

Table 54 Advantages and Disadvantages of Biomethanation Technology

Advantages Disadvantages
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1. Makes landfills easier to manage
by removing problematic organic
waste material which is
responsible for gaseous and liquid
emissions.

2. The feedstock for biomethanation
plant is a renewable source.
Energy generated through this
process can help reducing the
demand for fossil fuel.

3. The technology reduces the
emission of Green House Gases to
atmosphere.

4. The use of digestate also
participates to this reduction by
decreasing synthetic fuel uses in
fertilizer manufacturing, which is
an energy intensive process.

5. An end product can be used as a
soil conditioner

6. Clean Technology
7. Acceptable by Public
8. Environmentally Sound
9. Best suitable to Indian conditions

if proper biodegradable feed is
provided for the plant

10. Proper designing of the plants
initially can be easily scalable as
per the need

1. Suitable only for organic matter and
cannot used for mixed waste

2. Nature of organic waste may vary
according to location and time of year.
This may lead to a variation in the C/N
ratio and affect the rate of gas
production.

3. The detention time in the plant is
around 30-50 days. The space required
for the process is significantly high.

4. Relatively expensive and requires a
major capital investment.

5. Wastewater from the process may
contain a high concentration of metals,
nitrogen and organic materials.

6. Because of the complex association of
different types of bacteria, digesters
have a higher risk of breakdown and
may be difficult to control.

7. Blockage of pipes can be caused if large
pieces of waste enter the system; this
causes problems, particularly in
continuous systems. This can be
avoided with appropriate measures

8. Non utilization of End Product in
nearby area lead to plant installation
unviable

5.1.4 Landfills

Landfills are vital components of any well designed MSW management system. They are ultimate
repositories of a city’s MSW after all other MSW management options have been exercised. In many
cases, landfill is the only MSW management options available after the MSW is collected. The safe
and effective operaton of landfill depends on sound planning, administration, and management of the
entire MSW management system. There are three types of landfills viz, Sanitary landfill, Bioreactor
landfill, Secured landfill (for inert waste).

Sanitary landfill is the process of dumping of solid waste in a scientifically designed land area
spreading waste in thin layers, compacting to the smallest volume and covering with soil on daily
basis. Sanitary landfill would be good option for disposal of existing/mixed waste which cannot be
segregated. Landfill gas such as methane from the anaerobic conditions prevailing in the landfill due
to the presence of organic material in mixed waste can be recovered. The facilities at the sanitary
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landfill include leachate collection and treatment system, storm water management system avoiding
ground and surface water pollution.

Bioreactor landfill is one idea that has gained significant attention now days. A bioreactor landfill is a
sanitary landfill that uses enhanced microbiological processes to transform and stabilize the readily
and moderately decomposable organic waste constituents within 5 to 10 years of bioreactor process
implementation. The bioreactor landfill significantly increases the extent of organic waste
decomposition, conversion rates and process effectiveness over what would otherwise occur within the
landfill. The “bioreactor landfill” provides control and process optimization, primarily through the
addition of leachate or other liquid amendments, the addition of sewage sludge or other amendments,
temperature control, and nutrient supplementation. Beyond that, bioreactor landfill operation may
involve the addition of air. Based on waste biodegradation mechanisms, different kinds of “bioreactor
landfills” including anaerobic bioreactors, aerobic bioreactors, and aerobic-anaerobic (hybrid)
bioreactors have been constructed and operated worldwide.

Secured landfill is a carefully engineered depression in the ground (or built on top of the ground) into
which wastes are dumped to avoid pollution to the surrounding environment. Secured MSW landfill
should be restricted to non-biodegradable, inert waste and other waste not suitable for recycling or for
biological processing.

The important features that should be considered before designing a landfill, these include:

 Site Selection
 Facilities at the site
 Specifications for land filling
 Pollution prevention
 Water quality monitoring
 Plantation at landfill site
 Closure of landfill site and post care

In the proposed project the municipal solid waste will be processed and turned into value added
products. As only inerts are left at the end secured landfill is considered for the proposed project.

5.1.5 Gasification

Gasification involves thermal decomposition of organic matter at high temperatures in
presence of limited amounts of air/ oxygen, producing mainly a mixture of combustible and
non-combustible gas (carbon Monoxide, Hydrogen and Carbon Dioxide). It involves the
partial oxidation of a substance which implies that oxygen is added but the amounts are not
sufficient to allow the fuel to be completely oxidized and full combustion to occur. The
process is largely exothermic but some heat may be required to initialize and sustain the
gasification process. While evaluating gasification, the degree of pre-processing required in
conversion of MSW into a suitable feed material is a major criterion. Unsorted MSW is not
suitable for gasification because of its varying composition and size of some of its
constituent materials. It may also contain undesirable materials which can play havoc with
the process or emission control systems. Though full-scale and pilot scale units have shown
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reliable results, mass fired gasifiers have not success. Therefore except for the modular
combustion unit gasification systems has limited proneness to consider as commercial
technology.

Table 55: Advantages and Disadvantages of Gasification

Advantages Disadvantages
1. It takes place in a low oxygen

environment that limits the formation
of dioxins and of large quantities of
SOx and NOx.

2. Furthermore, it requires just a fraction
of the stoichiometric amount of oxygen
necessary for combustion. As a result,
the volume of process gas is low,
requiring smaller and less expensive
gas cleaning equipment.

3. The lower gas volume also means a
higher partial pressure of contaminants
in the off-gas, which favors more
complete adsorption and particulate
capture.

4. Finally, gasification generates a fuel
gas that can be integrated with
combined cycle turbines, reciprocating
engines and, potentially, with fuel cells
that convert fuel energy to electricity
more efficiently than conventional
steam boilers.

1. During gasification, tars, heavy metals,
halogens and alkaline compounds are
released within the product gas and can
cause environmental and operational
problems as below:
i) Tars are high molecular weight

organic gases that ruin reforming
catalysts, sulfur removal systems,
ceramic filters and increase the
occurrence of slagging in boilers and
on other metal and refractory
surfaces.

ii) Alkalis can increase agglomeration
in fluidized beds that are used in
some gasification systems and also
can ruin gas turbines during
combustion.

iii) Heavy metals are toxic and
accumulate if released into the
environment.

iv) Halogens are corrosive and are a
cause of acid rain if emitted to the
environment.

5.1.6 Incineration process

Incineration is a waste treatment technology that involves the combustion of organic
materials and/ or substances. Sufficient quantity of oxygen is required to fully oxidize the
fuel for combustion. Incineration plant combustion temperatures are in excess of 850oC and
calorific value of the waste should be more than 1200 kcal/kg.The Task Force Report of K.
Kasturirangan and SWM Rule 2016 considers incineration as a feasible option for waste
management.
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Table 56 Advantages and Disadvantages of Incineration

Advantages Disadvantages
1. The main residue from incineration is

a volume-reduced inorganic ash,
which has virtually no capacity to
produce methane when disposed of in
landfills.

2. Minimum of land is needed as
compared to the other waste disposal
technologies (minimum land
requirement)

3. The incineration of waste produces
process steam for heating, and power
generation, (Waste to Energy)

4. Ashes can be used for making
construction bricks, and thus the need
for landfill capacity is reduced.

5. The produced residues, ash and slag
as well as the developed flue gases,
are odour-free.

6. As the raw material needed for waste
incineration is municipal waste, helps
to reduce the use of fossil fuels.

7. If appropriate pollution control
measures are taken, incineration can
act as clean technological option for
MSW treatment

1. The air pollution control equipments
required in incineration plants are
relatively expensive.

2. Effective and timely maintenance of
the plant and equipments is required
for smooth operation of plant. This
results into high O & M costs.

3. The plants require skilled workers/
staff, which leads to higher wages

4. The residues from the flue gas
cleaning can contaminate the
environment if not handled properly.

5.2 SELECTION OF TECHNOLOGIES

There are several thermal technologies available for the processing of MSW, however
considering the critical factors applicable for technology selection for Deonar side, such as
land availability, Capital investment, Waste characterization, Power potential, Scale of
operation etc. Three technologies seems sutaible, they are
 Pyrolysis
 Gasification,
 Incineration (with or without-processing)

The details of three technologies are given in following table.
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Table 57 Details of three technologies
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There are several reports and expert committee views available technology selection for WtE.
Some of the important reports in Indian context published I.e. the decision support matrix of
Kasturirangan Expert Committee or selection of centralized approached and NEERI are of
relevance in technology selection for the project at Deonar.

The Kasturiranjan report of Task Force for WtE in the context of waste management has
given relative scoring to several WtE technology options available. The scoring has been
given in the range of 1 tp 10 (being the least beneficial) to address suitability of centralized
and decentralized system for each unit operation. The experts were made aware of the
rationale behind suggesting scores for each unite operations in MSW management. The scores
are based on attributes such as technical feasibility, managerial, social acceptance, operation
and maintenance advantage, capital cost and recycling potential. The technology selection
matrix is given in following table.

Table 58 The technology selection matrix

Based on the above table, incineration is rated as the best suitable option amongst all the
studies technologies for waste to energy.

On the basis on above discussion, the incineration technology with appropriate pre processing
involving waste generation and inert removal as well as moisture reduction to achieve the
desired characteristic of waste for incineration purpose is recommended as the WtE option for
the proposed project.
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CHAPTER 6 - ENVIRONMENT MONITORING
PROGRAMME

6.1 THE NEED

Monitoring is an essential component for sustainability of any developmental project. It is an
integral part of any environmental assessment process. Any development project introduces
complex inter-relationships in the project area between people, various natural resources,
biota and the many developing Forces. Thus, a new environment is created. It is very difficult
to predict with complete certainty the exact post-project environmental scenario; hence,
monitoring of critical parameters is essential in the post-project phase.

Monitoring of environmental indicators signal potential problems and facilitate timely prompt
implementation of effective remedial measures. It will also allow for validation of the
assumptions and assessments made in the present study. Monitoring becomes essential to
ensure that the mitigation measures planned for environmental protection function effectively
during the entire period of projects Operation. The data so generated also serves as a data
bank for prediction of post-project scenarios in similar projects.

Environmental monitoring during the construction phase shall comprise checking:
 Appropriate permits, certificates, authorizations and
 Compliance with the EMP and governmental regulations

This can be ensured through use of checklists for:
 Site Establishment.
 Monthly Audit.
 Site Closure.
 Environmental Management Plan implementation monitoring during the construction

phase.

6.2 MONITORING CHECKLISTS

Table 59: PROJECT START-UP CHECKLISTS

ENVIRONMENTAL ASPECTS YES/NO COMMENTS
Personnel on site are environmental aware of various
issues of interest
Telephone numbers of emergency services are
available on site
Solid waste management system has been established
at both construction site and labor camp
Wastewater management system has been establish at
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ENVIRONMENTAL ASPECTS YES/NO COMMENTS
both construction site and labor camp
Necessary fire-fighting equipment is available and in
good working order.

Weekly Checklist

ENVIRONMENTALASPECTS YES/NO COMMENTS
Construction camp is neat and tidy and the laborers
facilities are of the acceptable standard.
Waste collection and removal system is being
monitored.
Sufficient fire-fighting equipment is available at the
construction site and is in good working order.
All construction vehicles are in good working order
and have a valid PUC certificates.
Dust control measures (wherever necessary) are in
place and are in working efficiently.
Noise control measures (wherever necessary) are in
place and are effective in controlling erosion.
Erosion control measures (wherever necessary) are in
place and effective in controlling erosion.

Monthly Checklist:

ENVIRONMENTAL ASPECTS YES/NO COMMENTS
Environmental Management is reviewed in the
monthly review project review meeting at site.
All new personnel on site are imparted training on
Environmental Awareness.
Construction activities are undertaken according to the
approved method statements.
Fuel flammable material storage areas comply with
general fire safety requirements.
Public complaints have been recorded and dealt with
the satisfactory manner.

Site Closure Checklist:

ENVIRONMENTALASPECTS YES/NO COMMENTS
Contractor has cleared everything not forming the part
of the permanent works.
Re-vegetation has been satisfactorily completed.
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ENVIRONMENTALASPECTS YES/NO COMMENTS
All areas disturbed during construction have been
brought back to the near original condition in
accordance with the conditions.

Water Quality
Physico-chemical parameters
 pH
 Salinity
 Conductivity
 TDS
 Turbidity
 D.O.
 BOD
 Phosphates
 Nitrates
 Sulphates
 Chlorides

Biological parameters
 Light penetration
 Chlorophyll
 Primary Productivity
 Phytoplanktons (No. of species and their density)
 Zooplanktons (No. of species and their density)

6.2.1 AMBIENT AIR QUALITY

Micrometeorology
An essential part of air quality monitoring would be to establish a small automatic
Meteorological observation station to record daily continuous synoptic data. Arrangements for
recording temperature, humidity, visibility, wind direction and speed, cloud cover, rainfall
and meteorological phenomena like storms would be required to be established at the terminal
site. The ambient air quality monitoring will have to be conducted at three locations; Air
quality could be monitored for one season. High volume samplers can be used for this
purpose. The frequency of monitoring shall be twice a week for 24 hours for four consecutive
weeks. The parameters to be monitored are PM10, PM2.5, S02, NOx, CO, Pb, NH3, C6H6, O3,
As, Ni, B-(a)-P. The ambient air quality monitoring during project operation phase can be
carried out by project staff. Sufficient provision has been earmarked for purchase of
monitoring of: Ambient air quality and micro- meteorological instruments and equipments.
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6.2.2 NOISE Quality

Monitoring of the noise levels and exposures is essential to assess the Environmental
Management Plan implemented to reduce noise levels. A good quality integrated sound level
meter and noise exposure meter may be procured for the same. Audiometric tests will be
conducted periodically for the employees working close to the noise sources. Noise levels will
be monitored within the project site on regular intervals

6.2.3 Water Environment

To ensure the water quality in the surrounding areas, both water and wastewater shall be monitored.
Leachate, domestic sewage, water from piezometers, nearby bore wells, nearby surface water will be
analyzed regularly for the parameters given below. They are as follows.

 pH & EC
 Suspended Solids
 Dissolved Solids
 Oil and Grease
 Chloride
 Sulphide
 COD and BOD
 Nitrates
 Phosphates

6.2.3 Land Environment

The soil in the neighboring areas will be analyzed for the relevant parameters. The average canopy
height of the greenbelt, number and types of plant species will be monitored. Air and noise pollution
attenuation achieved by the greenbelt will also be evaluated. It would be ensured that trained and
qualified staff supervises the monitoring of ambient air, stack gases, effluents, noise etc. to see that
prescribed standards laid down are obtained.

6.3 Surveillance and Monitoring Plan

Monitoring of the Municipal Solid Waste operations i.e. the physical environment and the public
health in the vicinity of the Municipal Solid Waste Management Facility is an integral part to design,
construction and operation of the facility. The proposed monitoring program for the proposed project
has three interrelated objectives.

 To check implementation and management of the various aspects required for impact
mitigation.

 To check how effective are the measures for mitigation and control of pollution.
 In case of non - compliance further measures for rectification.

All monitoring strategies and program have reasons and justifications which are often designed to
establish the current status of an environment or to establish trends in environmental parameters. In all
cases the results of monitoring will be reviewed, analyzed statistically and submitted to concerned
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authorities. The design of a monitoring program must therefore have regard to the final use of the data
before monitoring starts.

The monitoring program will have three phases

1. Construction phase
2. Operation phase
3. Post closure monitoring phase

6.3.1 Construction Phase

The major construction activities involved in setting up the unit are construction of sheds for treatment
units, stores, administrative blocks, canteen etc., major components in the industry are landfill,
incinerator, diesel generator, cathode ray tube cutter and other civil, mechanical and electrical
equipment. The construction activities require clearing of vegetation, mobilization of construction
material and equipment. The construction activities are expected to last for few months.

During construction phase of landfill at every stage quality of construction will be monitored viz. base
preparation, liners quality, drainage layers, leachate collection system, storm water management
system, gas vent systems, etc. The generic environmental measures that need to be undertaken during
project construction stage are given in the following Table 63

Table 60 Environmental Measures during Construction Site

S.
No

Potential
Impact

Detailed action to be
followed as per EMP

Parameters for
Monitoring

Frequency of
Monitoring

1. Air Emissions All equipments are operated
within specified design
parameters.

Random checks of
equipment logs/
manuals

Periodic

Vehicle trips to be minimized
to the extent possible

Vehicle Logs Periodic during
site clearance &
construction
activities

Any dry, dusty materials
stored in sealed containers or
prevented from blowing.

Stockpiles or open
containers of dusty
materials.

Periodic during
Construction
activities

Compaction of soil during c 3
various construction activities

Construction logs

Maintenance of construction
DG set emissions to meet
stipulated standards

Gaseous emissions
(SO2, HC, CO, NOx)

Periodic emission

Monitoring

Ambient air quality within
the premises & adjacent

PM10, PM2.5, SO2, As per CPCB/
SPCB
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S.
No

Potential
Impact

Detailed action to be
followed as per EMP

Parameters for
Monitoring

Frequency of
Monitoring

villages of the proposed unit
to be monitored.

NOx, and CO Requirement

2. Noise List of all noise generating
machinery onsite along with
age to be prepared.

Equipment logs, noise
reading

Regular during
construction
activities

Night working is to be
minimized.

Working hour records Periodic during
Construction
activities

Generation of vehicular noise Maintenance of
records of vehicles

Implement good working
practices (equipment
selection and siting) to
minimize noise and also
reduce its impacts on human
health (ear muffs, safe
distances, and enclosures).

Site working practices
records, noise reading

No machinery running when
not required.

Acoustic mufflers/enclosures
to be provided in large
engines

Mufflers/enclosures
shall be in place.

Prior to use of
equipment.

Noise to be monitored in
ambient air within the plant
premises.

Instant Noise
recording

As per
CPCB/SPCB
requirement

The Noise level will not
exceed the permissible limit
both during day and night
times.

All equipments operated
within specified design
parameters.

Random checks of
equipment logs/
manuals

Periodic during
construction
activities

Vehicle trips to be minimized
to the extent possible

Vehicle logs

3. Soil Erosion Minimize area extent of site
clearance, by staying within

Site boundaries not
extended / breached as

Periodic during
construction
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S.
No

Potential
Impact

Detailed action to be
followed as per EMP

Parameters for
Monitoring

Frequency of
Monitoring

the defined boundaries per plan document. activities

Protect topsoil stockpile Effective cover in
place.

4. Wastewater
Discharge

No direct discharge of
wastewater to be made to
surface water, groundwater or
soil.

No discharge hoses
shall be in vicinity of
watercourses.

Periodic during
construction
activities

The discharge point would be
selected properly and
sampling and analysis would
be undertaken prior to
discharge

Discharge norms for
effluents as given in
Permits

Periodic during
construction
activities

Take care in disposal of
wastewater generated such
that soil and groundwater
resources are protected.

Discharge norms for
effluents as given in
permits

5. Drainage and

Effluent
Management

Ensure drainage system and
specific design measures are
working effectively.

The design to incorporate
existing drainage pattern and
avoid disturbing the same.

Visual inspection of
drainage and records
thereof

Periodic during
construction
activities

6. Waste
Management

Implement waste
management plan that
identifies and characterizes
every waste arising
associated with proposed
activities and which identifies
the procedures for collection,
handling & disposal of each
waste arising.

Comprehensive Waste
Management Plan
should be in place and
available for
inspection onsite.
Compliance with
SWM Rules, 2016

Periodic check
during
construction
activities

7. Non-routine
events and
accidental
releases

Plan will be drawn,
considering likely
emergencies and steps
required to prevent / limit
consequences.

Mock drills and
records of the same

Periodic during
construction
activities
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S.
No

Potential
Impact

Detailed action to be
followed as per EMP

Parameters for
Monitoring

Frequency of
Monitoring

8. Health Employees and migrant labor
health check ups

All relevant
parameters including
HIV

Regular checkups
as per Factories
Act

6.3.2 Operations Phase

Monitoring and auditing of the facility should be in conjunction with QA/QC procedures assist the
operation of the facility by,

 Providing an early warning of potential liabilities.
 Reducing operational costs.
 Training the staff and defining the responsibilities.
 Facilitate adequate equipment and materials for proper handling of Municipal Solid

Waste.
 Providing write up to-date procedures specifying operational methods.
 Maintenance and calibration of the equipment both for operations and monitoring.
 Retention of record.

Regular monitoring of the various components of the physical environment is planned during the
operations period of the facility and also during the post-closure period.

Table 61 Environmental Monitoring during Operational Phase

S.No Monitoring
Requirement

Parameters for Monitoring Frequency of
Monitoring

Air Emissions

1. Stack emission
monitoring from Waste
to Energy Plant (s)

Particulate Matter, HCl, SO2, CO,
Total Organic Carbon, HF, NOx, Total
Dioxins and Furans, Heavy Metals
(Cd+Th+their compounds), Hg and
its compounds, Other heavy metals as
per guidelines. Also, Operating hours,
Temperature, Pressure etc. shall be
recorded.

In addition to the above, other
parameters, if any, specified in
Consent for Operation,
Environmental Clearance etc. shall
also be monitored.

As per SWM rules 2016 stack

A continuous online
monitoring system may
be installed (for
temperature, CO, CO2,
particulate matter, HCl,
SO2, NOx) with data
connectivity to CPCB
and SPCB.

HF and TOC may be
monitored once in a
month.

Mercury, Heavy Metals,
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S.No Monitoring
Requirement

Parameters for Monitoring Frequency of
Monitoring

emission monitoring will be carried
out.

Dioxins and Furans may
be monitored once in
every 3 months.

3 Stack emission
monitoring from DG
set(s)

Particulate Matter, SO2, NOx and any
other parameters as prescribed in
CFE/EC.

Monthly once (or) as per
conditions stipulated in
CFE

4 Gas quality from landfill
areas

Methane, H2S, and VOCs As per conditions
stipulated in CFE

5 Ambient Air Quality
within the project
premises

Methane, PM10, PM2.5, SO2, NOx,
Ozone, CO, Benzene, Ammonia,
Lead, Nickel, and Arsenic etc.

Once every month (or)
as per conditions
stipulated in CFE.

6 Odour Odour shall be monitored as per
guidelines of CPCB issued from time
to time

Once every month (or)
as per conditions
stipulated in CFE

7 Meteorological Data Temperature, Wind speed, wind
direction, rainfall, relative humidity
etc.

Daily (or) as per
conditions stipulated in
CFE.

Wastewater

8 Wastewater and Treated
Wastewater (before
using for
greenbelt/flushing etc.)

BOD, COD, Dissolved Oxygen, Total
Dissolved Solids, Suspended Solids,
Ammonical Nitrogen, Total Kjeldhal
Nitrogen, Heavy Metals etc. as per
discharge standards of
CPCB/MoEFCC issued from time to
time.

The proposed facility
adopted Zero Liquid
Discharge and so there
will not be any discharge
outside the premises of
the proposed facility.
However, all the
parameters shall be
checked at regular
intervals (not less than
once a week) and the
record of the same shall
be maintained.

9 Leachate (before and
after treatment)

BOD, COD, Dissolved Oxygen, Total
Dissolved Solids, Suspended Solids,
Ammonical Nitrogen, Total Kjeldhal
Nitrogen, Heavy Metals etc. as per
discharge standards of
CPCB/MoEFCC issued from time to
time.

Solid Waste/Hazardous Waste
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S.No Monitoring
Requirement

Parameters for Monitoring Frequency of
Monitoring

10 Ash from Waste to
Energy Plant

Loss on Ignition, Total Organic
Carbon, Finger Print Analysis as per
TSDF requirement etc.

Daily

11 Salts from ATFD Finger Print Analysis requirement as
per TSDF

To be tested at TSDF
before final disposal.

12 Sludge from
Wastewater/Leachate
Treatment Plants (both
primary and secondary)

Finger Print Analysis requirement as
per TSDF

To be tested at TSDF
before final disposal.

Groundwater Quality

13 Groundwater quality
from monitoring
borewells installed
surrounding the sanitary
landfill

Parameters specified in IS-
10500:2012 including BOD, COD,
TDS, Chlorides, Heavy Metals,
Hardness etc.

Once in a month (or) as
per CFO conditions,
whichever is stringent.

Noise

14 Noise generation from
plant operations (Waste
to Energy, DG set, etc.)

Day and night equivalent noise levels. Once in a month (or) as
per CFO conditions.

Soil Quality

15 Soil quality in and
around project site

pH, EC, Bulk density, Moisture
content, etc.

Once in a year

Flora and Fauna

16 Vegetation, greenbelt,
etc. in and around project
site

No. of plants, physical condition, etc. Once in a year

Occupational Health

17 Health and safety of
employees

Periodic testing including blood tests,
hearing and vision tests etc.

Regular checkups, as per
factories act.

Operational Monitoring for processing unit:

Regular risk assessments of the Facility's operations will be under taken and analyzed for
improvements for safe and efficient operations. A copy of these will be provided in the progress
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reports to the authority. In addition to that arrangements will be made for regular site inspections by
in house audit team and the independent engineer.

These audits would be quarterly for first 3 years of operation and thereafter semi-annual and audit
reports will be submitted from time to time.

The reports will indicate the following:

 Summary of monitoring status including air quality, noise, groundwater, and surface water.
 Accidents, spills and emergencies
 Complaints and their redress
 EHS Issues and their mitigation
 Operation statistics - The amount of waste received, recycled, processed and disposed,

efficiencies of operations of equipment and processes;
 Status of compliance with various regulations; and
 Any items requiring the Authority's intervention

Operation monitoring for Landfill

Regular monitoring of the various components of the physical environment is planned during the
operational period of the facility. It is proposed to undertake the following monitoring as a part of the
normal operations of the facility.

 Leachate quantity and quality.
 Surface water quality both up and down-stream of the facility for important parameters.
 Groundwater quality in surrounding areas of the facility and in nearby village common water

supply bores.
 Ambient Air quality within and immediately surrounding areas of the site, and in nearby

villages.
 Stability of final cover

Monitoring and auditing of the facility will be in conjunction with QA/QC procedures and helps in:

 Providing an early warning of potential liabilities
 Reducing operational costs
 Training the staff and defining the responsibilities.
 Providing written up to-date procedures specifying operational methods.
 Maintenance and calibration of the equipment both for operations and monitoring.
 Retention of record.
 Leachate monitoring & treatment

6.3.3 Post closure Monitoring

Post-closure monitoring of the landfill will be done primarily as a compliance requirement in addition
to social responsibility; this also provides an early warning towards possible adverse impacts on
human health and the environment. The post-closure program of monitoring for water quality in the
ground water and surface waters down gradient of the landfill will be similar to that established for the



Draft EIA for Development of Waste to Energy at Deonar, Mumbai by Mumbai Corporation of Greater Mumbai

190 | P a g e

operational stage of the facility. The frequency of monitoring may be varied from time to time
depending on changing circumstances. There is no need for the post-closure monitoring of air quality,
noise or visual effects during the post closure period however this need will be reviewed periodically
and should any aspects warrant further monitoring they will be included in the program.

Table 62 Environmental Monitoring during Post Operation phase

S.

No

Potential
Impact

Action to be Followed Parameters for
Monitoring

Frequency of
Monitoring

1. Air
Emissions

Gas quality from
landfill areas

VOC, H2S As per CFE
conditions given by
SPCB or EC
conditions given by
MOEF and as per
CPCB protocol.

AAQ within the project
premises

All vehicles to be PUC
certificate.

As per CFE conditions /
NAAQ Standards
Vehicle logs to be
maintained

Meteorological data Wind speed, direction,
temp., relative humidity
and rainfall.

2. Wastewater
Discharge
(leachate) if
present

Compliance to
wastewater discharge
standards

pH, TSS, TDS, BOD,
COD & Oil& grease

Once in a month
(during initial
period more
regularly)

3. Ground
Water

Quality and

Water Levels

Monitoring ground
water quality, and water
levels within plant site

As per CPCB protocol Periodically and
CPCB protocol.

4. Flora and
Fauna

Vegetation, greenbelt /
green cover
development

No. of plants, species Once a year

5. Health Employees and migrant
labor health check ups

All relevant parameters
(BP, Sugar, chest X-ray,
Eye vision, etc.)

Regular checkups as
per factories act.

Public Health Monitoring

The value of Public Health studies in seeking to establish whether or not a site or facility has caused
significant adverse health effects is well known. In this situation the results form a public health study
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may not fulfill the primary objective of such a program, which is to detect health changes before the
manifestation of adverse health effects. However, three-stage health-monitoring program is proposed.

 Monitor the health of workers within the project site to identify adverse health effects.
 Periodically obtain feedback from local doctors regarding any potential indicators of adverse

health effects due to environmental cause in the communities surrounding, and particularly
down-stream of the landfill.

 By organizing health camps on a regular basis.
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CHAPTER 07 - ADDITIONAL STUDIES

7.1 Introduction

As part of the proposed project, it is important to identify associated safety hazards and carry out a
basic risk assessment. Mechanical and electrical hazards pertaining to heavy lift equipment, electrical
fires, electrical shocks, trips and falls and other standard hazards in different facilities and during
landfill operations constitute in the overall hazard profile of the project. Release consequence analysis
pinpoints the nature and seriousness of the release. In spite of the safety measures, possibility of
accidents either due to human errors and/or due to equipment/ system failure cannot be ruled out. The
imperative need of a disaster management and response plan is to minimize the adverse impacts due to
an unfortunate incident. Basic emergency response actions for the identified scenarios, disaster
management aspects are described later.

7.2 Risk analysis

Risk analysis includes an estimate of the probability or likelihood that an event will occur. Estimation
of random incidents totally uncorrected with plant activities may also be taken in to account. Risk can
be characterized in qualitative terms as high, medium or low or in quantitative terms using numerical
estimates and statistical calculations.

Diminishing the likelihood of an accident or minimizing the consequences will reduce overall risk. In
order to be in a state of readiness to face the adverse effects of accidents, an Emergency Preparedness
Plan (EPP), on-site and off-site plans, establishment of Emergency Control Centre (ECC), location of
emergency services and duties of officers/staff during emergency has to be prepared.

7.2.1 Scope of study

The risk analysis/assessment study covers the following:

 Site assessment
 Identification of potential hazard areas and representative failure cases
 Visualization of the mode of chemical releases and the resulting accident scenarios
 Assess the overall damage potential of the identified hazardous events and impact zones from

the accident scenarios
 Furnish specific recommendations on the minimization of the worst accident possibilities
 Preparation of DMP, on-site and off-site emergency plan and

7.3 Hazards identification

Identification of hazards is the primary task for planning for risk assessment in the analysis,
quantification and cost effective control of accidents involving chemicals and processes. A classical
definition of hazard states that, it is the characteristic of system/process that presents potential for an
accident. Hence, all the components of a system/process need to be thoroughly examined to assess
their potential for initiating or propagating an unplanned event/sequence of events, which can be
termed as an accident. The methods employed for hazard identification in this study are:
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 Identification of major hazards based on Manufacture, Storage and Import of Hazardous
Chemicals (MSIHC) amendment rules, 2000 and

 Identification of hazardous units and segments of plants and units based on relative ranking
technique. Example: Fire- Explosion and Toxicity Index (FE&TI)

 Quantification of risk in terms of damage to property, environment or personnel

7.3.1 Preliminary hazard analysis (PHA)

PHA is based on the philosophy "prevention is better than cure". Safety is relative and implies
freedom from danger or injury. But there is always some element of danger or risk associated with
anything we do or build and this calls for identification of hazards, quantification of risk and further
suggests hazard-mitigating measures, if necessary. This analysis fortifies the proposed process design
by incorporating additional safety factors into the design criteria.

An assessment of the conceptual design has to be conducted for the purpose of identifying and
examining hazards related to feed stock materials, major process components, utility and support
systems, environmental factors, proposed operations, facilities, and safeguards. Based on the areas and
unit operations involved in generation of power various hazards are identified which are given in
Table 6३
Table 63 Potential risk areas due to proposed facility

S.No Blocks/areas Hazards identified

1 Control room Fire in cable galleries and switchgear/control room

2 Boiler Fire, explosions, etc

3 Transformer blast/fire Fire, personnel injury

4 Building/structure collapse Personnel injury, material damage

5 Feed materials storage Fire, dust explosion and toxic gas formation

6 Composting plant Physical injury, exposure to volatile chemicals etc

7 Incinerator Fire, toxic gas release etc

8 HSD storage tank, acetylene External fire, pressurised explosion

9 a. HCl, NaOH drum Release of chlorine-toxicity, fire

7.3.1.1 Maximum credible accident analysis (MCA) for diesel storage

Identification of hazardous chemicals is done in accordance with MSIHC amendment rules,
2000. The rule provides a list of toxic and hazardous chemicals and the flammable chemicals.
It defines flammable chemicals based on flash point and boiling point.

The detail of threshold storage of the fuel as per MSIHC amendment rules, 2000 and quantity of the
chemical to be stored in the facility are given in Table 68 and Table 69 High Speed Diesel (HSD) is
mainly used for D.G sets and for incinerator start-up activity, hydrochloric acid (HCl) and sodium
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hydroxide (NaOH) for washing of resins and acetylene for welding purpose. Around 400-500 litre of
HSD is expected to be consumed during this operation and 10 days of storage is considered hence
HSD of 5 KL tank is stored at site. 1 drums each of NaOH and HCl while 2 cylinders of 10 litre of
acetylene will be kept. Physical properties of HSD, NaOH, HCl and acetylene are given in Table 64

Table 64 Details of chemicals and applicability of MSIHC rules

Chemicals Storage type Listed in
scheduled

Threshold quantity (Tons) as per rules

4,5,7-9,13-15 10-12

HSD Tank 1 (part I) 5000 50000

NaOH Drum 1 (part II) - -

HCl Drum 1 (part II) 25 250

Acetylene Cylinder 1 (part II) 1200 5000

Table 65 Chemicals storage at project site

Chemical Use Nature of
chemical

Type of storage
& No.

Storage
quantity

HSD Fuel for D.G sets & Waste to Energy start-
up

Flammable Vertical & 1 No. 5 kl

NaOH
Water treatment plant

Corrosive Drum & 1 No. 250 kg

HCl Toxic Drum & 1 No. 200 lts.

Acetylene Welding purpose Flammable Vertical & 2 No. 20 lts.

Table 66 Physical properties of chemical at site

Chemical TLV (mg/m3) BP MP FP LEL UEL

(°C) %

HSD 800 ppm 215 – 376 - 32 0.6 6.0

NaOH 2 1388 323 - -

HCl 1 51 -25 - -

Acetylene - -84 -81 -17 2.5 100

TLV : Threshold Limit Value BP : Boiling Point

MP : Melting Point FP : Flash Point
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UEL : Upper Explosive Limit LEL : Lower Explosive Limit

7.3.1.2 Fire Explosive Toxicity Index (FETI)

The FEI calculation is a tool to help determine the areas of greatest loss potential in a
particular process and also enables one to predict the physical damage that would occur in the
event of an incident. The computations of FEI are derived from National Fire Protection
Association (NFPA) code using Appendix A or NFPA (49, 704, 325M) or MSDS of
chemicals to determine Health (Nh), Flammability (Nf), Reactivity (Nr), and Material Factor
(MF) under consideration. The general process hazard (GPH) and specific process hazard
(SPH) factors were calculated accordingly.

FEI = MF *(GPH) * (SPH)

�� =
�� + ��
��� � + ���+ ���

The FEI and TI values are ranked into following categories as per Table 67 and calculated values for
HSD are given in Table 68.

Table 67 FETI category

S.No FEI Category TI Category

1 < 65 Low < 6 I

2 65 ≤ F&EI < 95 Medium 6 ≤ TI < 10 II

3 ≥ 95 Severe ≥ 10 III

Table 68 FEI of fuel used for the proposed project

Chemical/Fuel
NFPA Classification

GPH SPH FEI FEI
CategoryNh Nf Nr MF

HSD 1 2 0 10 1.8 2.8 50.4 Low

Acetylene 0 4 2

From the above table, it can be inferred that, HSD comes under low category and nil toxicity.

7.3.2 Hazard from oil storage

Diesel is a flammable liquid having a flash point of 32°C. However, its auto ignition temperature is
225°C. Its boiling point ranges between 215-376°C. Major hazards from oil storage can be fire and
maximum credible accidents from oil storage tank can be

a) Tank Fire and

b) Pool / Dyke fire.
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a. Tank fire
Oil is stored in a floating roof tank; any leak in rim seal or spillage leads to accumulation of vapour
which can be a source of ignition and can cause tank fire.

b. Pool / Dyke fire

If there is outflow from the tank due to any leakage from tank or any failure of connecting pipes or
valves, oil will flow outside and form a pool. When the tank is surrounded by a dyke, the pool of oil
will be restricted within that dyke. After sometime, the vapour from the pool can catch fire and can
cause pool or dyke fire.

7.3.2.1 Heat radiation and thermal damage criteria

The level of damage caused by heat radiation due to fire is a function of duration of exposure as well
as heat flux (i.e. radiation energy onto the object of concern) and is true for effect on building, plant
equipment and also for the effect on personnel. The effect of heat radiation on percentage fatality with
variation in exposure time is given in Table 69

Table 69 Effect of heat radiation

Exposure Time in seconds for % Fatality

Radiation Level (kW/m2) 1% 50% 99%

1.6 500 1300 3200

4.0 150 370 930

12.5 30 80 200

25 8 20 50

Rupture of tank is considered as one of the major accidental scenarios. A large quantity of HSD will
be leaked into the surrounding areas of the storage tank. If any ignition source is available near the
accidental site, the leaked fuel will easily catch fire. It is assumed that complete liquid leaks due to
tank failure or ruptures and develops into a pool and gets ignited. Hazard distances have been arrived
due to effect of pool fires. For computing the damage distances, Areal Locations of Hazardous
Atmospheres (ALOHA) software is used. Full tank storage capacity has been considered for the
calculations. The effect of heat radiation and subsequent damage distances for HSD and acetylene are
given in Table 70

Table 70 Effect of heat radiation due to HSD storage tank (Pool fire)

Input Data Results of computation

Spilled quantity 5 KL Flame length 12 m

Circular opening diameter 5 cm Max burn rate 85.6 kg/min

Wind speed 2.18 m/s Total amount burned 2,801 kg
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Heat Radiation at ground level kW/m2 Damage distances (m)

12.5 (Red) <10

4.5 (Orange) 18

1.5 (Yellow) 30

Acetylene

Cylinder with a damaged hole is considered as accidental scenario. Acetylene when leaked into the
atmosphere forms a mixture of air-acetylene because of its high reactivity resulting in a violent
explosion. Cylinder of 10 liter volume is considered with diameter of 0.2m and length 0.5m. Aperture
of 0.1 cm is considered and following results are obtained using ALOHA.

Threat Zone:

Red : 12 meters --- (8.0 psi = destruction of buildings)

Orange: 16 meters --- (3.5 psi = serious injury likely)

Yellow: 31 meters --- (1.0 psi = shatters glass)

A review of the above table clearly indicates that for heat radiation of 25 kW/m2, the damage distance
is found to be around <10 m from the accidental site whereas for heat radiation of 12.5 kW/m2, the
impact distance is 18 m. For a heat radiation of 4.5 kW/m2, the damage distance is 33 m. The thermal
radiation threat zone is given in Figure 39

(a) Threat Zone for HSD

(b) Threat Zone for Acetylene

Figure 39 Thermal radiation threat zones for HSD and Acetylene
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Figure 40 ALOHA source point on the layout (HSD)
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7.3.3 Boiler hazards

Irrespective of the type of fuel being fired, boiler explosion causes long outage and loss of generation
resulting loss of life and property. Evaluating the cause, documenting it for corrective and preventive
action is essential. Various failures in boiler are caused by the following:

 Operation of burners with insufficient air for perfect combustion
 Boiler fouling - increases the deposits in the tubes and risk of corrosion

Precautionary measures

 Major exposed portions of the boiler unit to be thermally insulated
 Regular inspection of safety valves for proper functioning
 Optimization of convective exchanger arrangement to prevent corrosion
 Avoid flue-gas preferential path, leading to temperature stratification and ineffective heat

exchange
 Necessary measures and training to be given to the personnel operating near the boiler

7.3.4 Fire

To increase the level of safety in proposed project, installation of smoke alarms or automatic fire
detection /alarm systems will be proposed at strategic locations as an early warning of fire to the
occupants. To prevent fire mishaps and to manage the emergency situation during fire in the proposed
project the following activities and precautions are proposed.

 Emergency evacuation plan.
 Regular mock drills to create awareness on procedures to be followed in times of emergency

situation/evacuation.
 It will be advised to keep oxygen cylinders, medical kits and masks to prevent smoke

inhalation especially for those with respiratory disorders for who smoke inhalation can be
very dangerous.

 Plant manager will be advised to ensure that the firefighting equipments are in good working
conditions in sufficient numbers.

7.3.5 Electrical accidents

Electrical hazards can cause burns, shocks, and electrocution which can lead to serious injury and
even death.

Prevention of electrical accidents

 Flexible cords connected to appliance should be wired to confirm to the international colour
code

 The appliance should preferably be tested and certified by a national or reputed standards
testing authority

 All electrical wiring, rewiring or extension work must be carried out by licensed electrical
contractors. On completion, the contractors should test before electricity supply is connected.
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 To ensure electrical safety in the facility, a current-operated earth leakage circuit breaker
(ELCB) or residual current circuit breaker (RCCB) set to operate at a very small leakage
current is recommended. In case of dangerous electrical leakage to earth, it should
automatically cut-off the supply of electricity.

7.3.6 General risk and safety measures

Workers handling and disposing municipal solid waste are at potential risk of exposure to infection
from sharps- related accidents or when containers of waste burst, open and leak, or spills of certain
waste materials occur. Exposure to a needle or other sharp object contaminated with the blood of an
infectious person presents the greatest potential risk for transmission of HBV, HIV, and other blood
borne pathogens to the health-care worker and waste handler. Result in trauma, burns, fungal
infection and other injuries from accidents in various other facilities. Eye Irritation & various types
of skin disease due to the dust generated in the site.

Safety measures:
 Reasonable steps to reduce the risk of exposure to infection by establishing written policies

and procedures based upon the most currently accepted clinical and occupational health and
safety information in consultation with workers, handling and disposing of municipal solid
waste. These policies and procedures will be reviewed and updated regularly, with
compliance to their requirements verified as necessary.

 Regular instruction, information’s and training will be given to employees like,
- Personal hygiene, especially washing hands, wearing apron;
- The facility's procedures for the reduction, segregation, collection, packaging, color

coding, labeling, storage, and in-house movement of waste;
- Methods for preventing the transmission of infections related to waste-handling

procedures;
- The hazards of those materials to which workers may be exposed; and
- The actions to be taken and which supervisory staff should be notified in the event

of an accident.
 To minimize the occupational health risks associated with the handling and disposal of

municipal solid waste are:
- Include a regular assessment of waste management procedures to assure compliance

with applicable federal, territorial and municipal regulations and legislation;
- Use of personal protective equipment (PPE) and hand washing facilities for workers

involved in various stages of waste handling and disposal;
- A written procedure to handle and report needle stick injuries and other waste-

handling incidents to be documented, reviewed, and changes implemented to
prevent similar incidents in the future;

- Emphasize the need for point of generation segregation so that waste is placed
within an appropriate waste container;

- Type and quality of waste containers to be review regularly, if necessary upgrade to
more suitable container;

- Handling practices to be reviewed regularly to determine problems of inappropriate
handling. If so, modify the handling techniques.

- All containers and instruments should be properly marked.
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7.4 Disaster management plan

A disaster is called when following one or the other or more incidents occur:

1. Risk of loss of human lives-ten or more in one single situation
2. Situation which goes beyond the control of available resource of the Industrial Area
3. Loss of property as a consequence of the incident is over Rs. 1 Crore and/or bears a potential

to the above
4. Situation apparently may not have much loss but its long-term severity can affect loss of life,

production and property.

Disasters occur due to:

 Emergencies on account of
- Fire
- Explosion
- Spillage of toxic chemical
- Electrocution

 Natural calamity on account of:
- Flood
- Earth quake
- Cloud burst
- Lightning

The objective of the study is to assess the likely hazards and risk associated with process and
preparation of preliminary DMP. These guidelines would be in addition to the guidelines issued by the
National Disaster Management Authority (NDMA) which are available at
http://ndma.gov.in/ndma/guidelines.html.

The main objectives of DMP are:-

 To control and contain the incident/accident and if possible, eliminate it
 To minimize the effects of the incident on persons, property and environment

Each industrial unit or group of units should prepare separate emergency preparedness and DMP
which will be in sync with the main DMP of Industrial area incorporating details of action to be taken
in case of any major accident/disaster occurring within the unit. The plan should cover all types of
major accident/occurrences and identify the risk involved in the industry. Mock drills on the plan
should be carried out periodically to make the plan foolproof and persons are made fully prepared to
fight against any incident in the industry. The plan will vary according to the type of industry and
emergency.

7.4.1 On-site disaster management plan

If an accident/incident takes place within the facility and its effects are confined to the
premises, involving only the persons working and the property inside, it is called as on-site
disaster. The following are the key members during emergency control.

 Emergency controller  Project head
 Asst. emergency controller  Head – Safety

http://ndma.gov.in/ndma/guidelines.html
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 Incident controller  Respective HOD
 Engineering coordinator  Manager (Operations & Services)
 Emergency officer  Head (Projects)
 Emergency administrative co-ordinator  Manager (P & A)
 Asst. Emergency Administrative Co-

ordinator
 Manager- Finance & Accounts

 Security co-ordinator  Security In-charge

Local actions to be taken up:

Work site(s)

a. Evacuate the area immediately
b. Inform the colleagues working in the vicinity
c. Try to control the incident locally
d. In case, not possible, inform to the concerned emergency team members and take necessary

precautions to control the incident, till incident controller reaches the site.

RDF storage, monsoon storage, leachate storage tank and material storage shed

a. In case of fire in / adjacent to the above storage sheds, try to prevent spreading of fire and try to
control locally using the fire extinguisher or water spray

b. Shout and inform all to get assistance and support

Land fill

a. Move the vehicle and shift the earth moving machinery in the up wind direction
b. Use the soil readily available to spread on the fire/smoke/fumes to suppress/control
c. Use foam firefighting equipment in case of requirement to control locally.
d. Use abundant water to control the fire

General

a. Emergency handling team should immediately proceed to the incident site/attend to the
designated job

b. Visitors and outside people should be retained at/sent to the main gate
c. All other employees should suspend their work(s) temporarily and proceed to the assembly

7.4.2 Roles and responsibilities of emergency personnel

The general roles and responsibilities of the emergency control team are tabulated in Table 71 List
of important authorities with their role in emergency and telephone numbers be placed wherever
required.

Table 71 Roles and responsibilities of the emergency personnel

Emergency control team members Roles and responsibilities

Emergency Project Head • Assess the magnitude of the situation and
decide if staff needs to be evacuated from their
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Emergency control team members Roles and responsibilities

controller assembly points to identify safer places
• Exercise direct operational control over areas

other than those affected
• Undertake a continuous review of possible

developments and assess in consultation with
key personnel

• Liaise with senior officials of Police, Fire
Brigade, Medical and Factories Inspectorate
and provide advice on possible effects on areas
outside the factory premises

• Look after rehabilitation of affected persons on
discontinuation of emergency

Incident controller Respective HOD • Assess the scale of emergency and send
information to the emergency controller

• Direct to shut down of operations and try to
minimize further aggravation of the incident

• Ensure that all key personnel and help from
fire brigade is called for

• Communicate continually with emergency
controller and inform all developments as
appropriate

• Conduct search for causalities
Fire and security
officer

EHS In-charge • Co-ordinate closes down of operations as
requested by the Incident Controller

• Advise fire and security staff in the factory of
the incident zone and cancel the alarm

• Announce on Public Address System (PAS) or
convey through telephones or messengers

• Arrange for additional extinguishers, fire
water, pumps etc. from time to time

Emergency
administration

co-ordinator

HOD (P&A) • Arrange head count of personnel at assembly
point, main gate, as well as the personnel at
emergency site

• Assist emergency controller in
communicating about nature of assistance
required from civic authorities

• Direct relief team to proceed to the Emergency
site under advice of the Project Head/EHS In
charge.

Security

Co-ordinator

Security In-charge • Stop entry / exit of all vehicles other than fire
brigade

• Arrange to park all loaded / partly loaded
trucks in a safe place

• Keep control over the employees assembled
near the gate and not allow them to go near the
scene of incident

7.4.3 Operational systems during emergency
7.4.3.1 Communication system
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There are different types of alarms to differentiate one type of an emergency from other such as - fire
or gas, normal fire siren, emergency/evacuation and high-pitched wailing siren. Apart from these
alarms, an adequate number of external and internal telephone connections should be installed for
passing the information effectively.

7.4.3.2 Warning system and control

Control centres - The control centres should be located at an area of minimum risk or vulnerability in
the premises concerned, taking into account the wind direction, areas which might be affected by
fire/explosion, toxic releases, etc.

Emergency services - Under this, each site should describe the facilities of fire-fighting, first-aid and
rescue. Alternate sources of power supply for operating fire pumps, communication with local bodies,
fire brigade, etc. should also be clearly indicated.

List of important addresses in the nearby area such as hospitals, ambulance services,
firefighting services, government personnel (municipal commissioner, district collector, zilla
panchayat, police station and emergency control services and their telephone numbers will
be prepared and will be displayed outside emergency control room.

7.4.3.3 Fire-fighting system

Fire prevention measures to be taken during plant commissioning stage and operation to avoid any
outbreak of fire. Hence to avoid such a scenario, following fighting equipments shall be employed.

1. ABC type fire extinguisher
2. Foam type fire extinguisher
3. CO2 type fire extinguisher
4. Sand bucket
5. Water sprinklers
6. Hose reel
7. Trailer driven pump
8. Fire alarms

7.4.3.4 Emergency control center with list of equipment and accessories

Emergency control center serves as the coordination hub for an incident response and response team
personnel to gather critical information, coordinate response activities, and manage personnel as the
emergency situation dictates. It should be equipped with all necessary accessories as mentioned
below.
 Documents

- Site plan
- List of essential telephone numbers
- List firefighting equipment
- Shift schedule of emergency controlmembers

 Personal protective equipment
- Face masks
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- Hand gloves
- Gum boots
- Goggles
- Helmets
- Safety belts
- Aprons

 Equipment list
- Internal/external telephone numbers
- Portable alarm
- Torches
- Emergency cupboard with necessary PPE

7.4.4 Off-site disaster management plan

When the damage extends to the neighboring areas, affecting local population beyond plant
boundaries, off-site emergency plan is put into action in which quick response and services of
many agencies are involved. The off-site emergency plan shall be prepared in consultation
with the factory management and Govt. agencies. The plan contains up-to-date details of
outside emergency services and resources such as fire services, hospitals, police etc. with
telephone number. The district authorities are to be included in the plan area.

- Police department
- Revenue department
- Fire brigade
- Medical department
- Municipality
- Electricity department
- Pollution control department
- Press and Media

 Functions of the state crisis group
a) Review all district off-site emergency plans in the state with a view to examine its

adequacy in accordance with the MSIHC amendment rules
b) Assist the state government in the planning, preparedness and mitigation of major

chemical accidents at a site in the State
c) Continuously monitor the post-accident situation and review the progress

 Functions of the district crisis group
a) Assist the preparation of the district off-site emergency plan
b) Review all the on-site emergency plans prepared by the occupier of major accident

hazards installation for the preparation of the off-site emergency plan
c) Assist the district administration in the management of chemical accidents at a site

lying within the district and monitor every chemical accident and ensure continuous
information flow from the district to the state
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d) Conduct full scale mock-drill of a chemical accident at a site each year and forward a
report of the strength and the weakness of the plan to the state crisis group.

 Functions of the local crisis group
a) Prepare local emergency plan for the industrial pocket
b) Ensure dove tailing of local emergency plan with the district off-site emergency plan
c) Train personnel involved in chemical accident management
d) Educate the population likely to be affected in a chemical accident about the remedies

and existing preparedness in the area
e) Conduct at least one full scale mock-drill of a chemical accident at a site every six

months and forward a report to the District Crisis Group and

7.4.5 Rehearsal and update of plan

 Regular mock drills will be organized. Shortfalls in actions observed during drill will be
explained to participants and will be corrected accordingly.

 Any shortcomings regarding on–site emergency plan observed during such drills will be
corrected and incorporated in on-site emergency plan and same will be communicated to all.
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CHAPTER 08 - BENEFITS OF THE PROJECT

8.1 Benefits of the Project

The proposed project shall have several benefits by considering the present condition of the existing
dumpsite, the proposed Waste to Energy may reduce the present landfill waste volume by 90%.
Considering the life cycle of 25 years, it will save landfill area requirement by more than 80 Ha.
Besides the compost production would add to the revenue to the operator of the landfill. The
production of compost shall also enhance the crop productivity and improvement in the soil texture
and enhancement of soil nutrients. The proposed project will also have direct and indirect
economic benefits in form of employment, development of ancillaries, establishment of service
facilities, development of telecom and transportation facilities.

8.2 Environmental Benefits

 Prevention of frequent fire due to methane gas generated from the anaerobic condition at
existing Deonar dump site, spillage of waste to CRZ areas

 Prevention of smoke and fugitive emission to the nearby areas. The project will reduce
spreading diseases within the study area.

 Due to the proposed project there will be prevention of pollution to surface and ground water.
 The proposed project will ensure that there should not be any odor or noise problem in the

area.
8.3 Reduction in Green House Gas (GHG) Emissions

Using waste for production of energy will save on fossil fuel and in turn reduce GHG emission. It is
estimated that implementation of WtE plant for Mumbai will save more than 8 million tons of CO2
equivalent GHGs in 20 years period.

8.4 Safety to Flying Zone

Risk due to bird menace can be prevented at Deonar dumpsite.

8.5 Social Benefit

 The project may have multiple health benefits to the people of nearby areas and will
improve the overall health benefits to entire city by way of achieving better air quality.

 It is expected that many diseases like respiratory, tuberculosis etc. will come down.
 The rag-picking menace, child labour and other hazardous recycling activities can also

be prevented by implementation of proposed project.

8.6 Aesthetic Environment

The aesthetic environment will improve after project implementation as it will reduce the dump
area. The planned structure with green belt will significantly improve the aesthetic of Deonar.

8.7 Resource Conservation
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Natural resources are finite and it should be used efficiently. The proposed project will conserve the
natural resources by processing and management of municipal solid waste generated in Mumbai
surrounding. Further, production of green products (compost, energy, materials from C&D waste, etc.)
will reduce the usage of virgin materials. Generation of compost in bulk will reduce the demand for
chemical fertilizers.
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CHAPTER 9 - ENVIRONMENTAL COST BENEFIT
ANALYSIS

9.1 ENVIRONMENTAL BENEFIT ANALYSIS:

Current Scenario- Environmental Risk and Damages

Mumbai, the financial capital of India, and also its largest city, is currently facing a solid
waste management crisis. This is spread over an area of around 437.71 Sq km. Total 12.5
million people as per the 2011 Census with floating population of about 5 million. The
infrastructure has been unable to keep pace with economic development and population
growth and resulted in insufficient collection of MSW and over-burdened dumps. Improper
disposal of solid wastes over several decades and open burning of garbage have led to serious
environmental pollution and health problems. Greater Mumbai is expected to generate about
11,000 tons of municipal solid waste in 2021. Accordingly, a total of 397 hectares of land-fill
area would be needed to meet the demand. Given its increasing population, rapid expansion
of urban areas, and scarcity of land as it is an island, Mumbai needs a solution to its
burgeoning solid waste management problem that will be sustainable, cost effective, and
minimizes public health, ecological, and climate change impacts

Currently, the waste dumpsite at Deonar receives approximately 2000 TPD of waste from
Mumbai which includes approximately 800 tonnes of MSW and 1,200 TPD of construction
and demolition (C&D) waste. Entire waste is being dumped at Deonar dumpsite without any
processing

9.2 Current Issues with Concerns with the land filling of Solid Waste

Concerns with the land filling of the solid waste are related to:
 The uncontrolled release of landfill gasses that might migrate off-site and cause odor

and other potentially dangerous condition.
 The impact on the uncontrolled discharge of landfill gases on the greenhouse effect in

the atmosphere
 The uncontrolled release of leachate that might migrate down to under laying

groundwater or to surface stream.
 The breeding and harboring of disease vectors in improperly managed landfills.
 The health and environmental impacts associated with the release of the trace gases

found in landfills arising from the hazardous materials that were often placed in landfills
in the past.
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9.3 Environmental Benefits of the proposed waste to energy project at Deonar:

 There are several environmental benefits from this project like:

i. Prevention of frequent fires at Deonar site

ii. Spillage of waste to CRZ Areas

iii. Prevention of smoke and fugitive emission to the nearby areas. The study shows that
about 22 diseases can be prevented by managing solid waste

iv. Prevention of pollution to surface and ground water

 Reduction in Green House Gas (GHG)Emissions:

Using waste for production of energy will save on fossil fuel and in turn reduce Green House
Gas (GHG) emission.

Safety to Flying Zone: Risk due to bird menace can be prevented at Deonar dumpsite

 Resource Conservation:

The project will produce Energy from the plant having a minimum capacity of 4 MW. This
will help in conserving resources

 Reduction of Landfill area requirement

Implementation of WtE project may reduce the waste volume by 90%. Considering the
lifecycle of 25 years, it will save Landfill area requirement by more than 80 Hectare.

Considering the above current scenario of Mumbai and proposed WTE Plant with essential
Pollution control measures, the following qualitative analysis on Environmental Benefit was
Made.

Table 72: Qualitative analysis on Environmental Benefit

S
N

Parameters Conceptual
benefits

Linkages to Environmental Benefit
Removal of
waste

Reduction
In pollution

Quality of
Life

1 Need of Waste to
Energy Project

Very High + + + + + + + +

2 Reduction in Odour High + + + + + +

3 Improved Quality of
City life/

High + + + + + +

4 Reduction in Water
Pollution

High + + + + +

5 Improved Solid Waste
Management

High + + + +
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S
N

Parameters Conceptual
benefits

Linkages to Environmental Benefit
Removal of
waste

Reduction
In pollution

Quality of
Life

6 Benefit to MCGM High + + +

7 Reduction in local
Vector diseases

High + + + + + +

8 Climate Change
Benefit

VeryHigh + + + + + + + + +

9 Increased Employment
Generation

Medium + +

10 Improvements in Waste
Handling
Techniques

High + + + +

11 Recycling Benefit
(Blocks And Bricks )

High + + + + +

12 Reduction Of
Environmental Risks
Like Recent Fire At
Dumping Yard

Very High + + + + + + + +

+ Medium, + + high, + + + Very High

Mitigation

After the scientific processing of MSW with the current technology as suggested by DPR
consultant, the above issues will be eliminated fully. It will not have any air emission issues
to the surrounding habitation. It will not have any leachate issues for the ground water
contamination as;

(i) There will be a chimney to the dispersion of the gases.

(ii) Leachate collection and treatment and disposal system. Thus these issues will be
eliminated.

The cost to the benefit is the most important part related to these two issues. Earlier the
haphazard dumping which laid to the unaccountable heaps of solid waste as post remained
this problems mentioned in the above section.

Thus there is tremendous cost to benefits for this process as the cost looks like to be very
higher but the returns or the benefits are much more for the human kind and for the years and
generations to come.

9.4 Cost Benefit Analysis

Municipal solid waste landfill can represent a source of main environmental impacts closely
linked to the potential emission of leachate and landfill gas, which cause groundwater
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pollution, soil contamination and global warming effects (Pantin et al., 2013). Non
engineering landfill has caused many environmental negative impacts such as the destruction
of the environment, reduction of general hygiene, socioeconomic impacts, emission of
methane, carbon dioxide, nitrogen, hydrogen, and other harmful gases. Methane is the most
principal gas produced by decomposition of the waste in the landfills. In case the methane is
not controlled, it will have detrimental environmental effects. To solve the million dollar
problem of landfill, a large number of municipalities in U.S. have turned to gasification. This
method is environmentally friendly and converts the energy inside the waste to beneficial
products such as electricity

The cost benefit analysis of any project would not be complete without understanding the
socio-cultural and environmental impacts of the project, though small and unquantifiable they
may be. WTE is a waste management facility that is considered a renewable energy
technology. Any means of energy production and waste management impacts the
environment in some way, and WTE is no different

Projected WTE Plant Cost
Cost of the projet will be 504 cr.

9.5 Projected WTE Plant Revenues

The following are the projected WTE Plant major revenues in the cost benefit analysis.

 The sale of electricity

Other Revenue from Carbon Credit

Combusting MSW in WTE plants instead of landfilling it, decreases carbon emissions
(depending on the type of landfill, and the efficiency of landfill gas recovery systems)

Building a WTE plant in Mumbai would help the city, and the country, advance in
sustainable waste management. Deonar WTE plant is proposed with 600 TPD considering the
future growth as well as the availability of dumped waste in the Deonar dumping Site. The
best-suited technologies have been considered based waste characterization suggested by well
experienced technology provider.
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CHAPTER 10 - ENVIRONMENTAL MANAGEMENT PLAN

10.1 INTRODUCTION

The Environmental Management Plan (EMP) is a site specific plan developed to ensure that
the project is implemented in an environmentally sustainable manner where all stakeholders
including the project proponents, contractors and subcontractors, including consultants,
understand the potential environmental risks arising from the proposed project and take
appropriate actions to properly manage that risk. Adequate environmental management
measures need to be incorporated during the entire planning, construction and operating stages
of the project to minimize any adverse environmental impact and assure sustainable
development of the area. The EMP is generally:

 Prepared in accordance with rules and requirements of the Ministry of Environment and
Forests (MoEF) and the State Pollution Control Board,

 To ensure that the components of the facility are operated in accordance with the design,
 A process that confirms proper orientation through supervision and monitoring,
 A system that addresses public complaints during construction and operation phase; and
 A plan that ensures that remedial measures are implemented immediately.

The key benefits of the EMP are that, it provides the organization with means of managing
its environmental performance, thereby allowing it to contribute to improved environment
quality. The EMP includes four major elements:

 Commitment and Policy: Proponent will strive to provide and implement the
Environmental Management Plan that incorporates all issues related to air, land and water.

 Planning: This includes identification of environmental impacts, legal requirements and
setting environmental objectives.

 Implementation: This comprises of resources available to the developers, accountability of
contractors, training of operational staff associated with environmental control facilities
and documentation of measures to be taken.

 Measurement and Evaluation: This includes monitoring, corrective actions, and
record keeping.

WtE Plant will be having some impacts on the surrounding environment. In order to mitigate
and reduce the impact intensity, the EMP needs to be implemented.
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10.1.1 Objective

The EMP shall aim to meet the following specific objectives:

 To adopt construction and operational methods which will limit environmental
degradation

 To protect physical environmental components such as air, water and soil
 To conserve terrestrial and aquatic flora and fauna
 To incorporate the views and perceptions of the local inhabitants on the project
 To generate employment opportunities wherever possible and feasible
 To provide environmental guidelines and stipulations to the construction
 Contractors to minimize the construction related impacts
 To provide adequate safety systems to ensure safety of public at large
 To establish post construction monitoring program to monitor effects of the project on the

environment

Once an EMP has been approved, it should provide the basis for environmental
considerations of all the activities carried out on the site by the appointed Contractor.

10.2 Management of Impacts

10.2.1 Mitigation Measures during Construction and Operation Phases

The planning, implementation and management of the various project activities during these
phases shall be undertaken in line with the best practices on environmental and social
safeguards and the suggestions proposed in the present Environment Management Plan, so
that most of the environmental impacts, which are of temporary in nature, will be easily
mitigated. No potentially adverse, irreversible or long term negative impacts are envisaged
due to the proposed project interventions. The potential impacts and mitigation measures
during the construction and operation phases for the WtE Plant are discussed in Tables below

10.3 Occupational Health and Safety Measures (OHS)

Construction workers engage in many activities that may expose them to serious hazards,
such as falling from roof tops, unguarded machinery, being struck by heavy construction
equipment, electrocutions, silica dust, asbestos, noise and vibrations. It is also important to
control and monitor the risk related to the safety of workers and to assess the same in order to
mitigate it. Choosing a control method may involve:

 Evaluating and selecting temporary and permanent controls.
 Implementing temporary measures until permanent (engineering) controls can be put in

place.
 Implementing permanent controls when reasonably practicable.
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10.3.1 Mitigation measure for safety of Construction Workers:

1. During the construction phase, contractors should be required to adopt and maintain safe
working practices during

o Construction works
o Handling of large construction equipments and machineries, etc.

2. The Contractor should arrange the PPEs for workers, first aid and fire-fighting
equipments at construction site. An emergency plan should be prepared duly approved by
the Engineer-In-Charge to respond to any instances of emergency and safety hazard.

3. By using Engineering controls such as designs or modifications to plants, equipments,
ventilation systems, and processes, reduction in source of exposure can be achieved.

4. The Contractor will be required to appoint an Accident Prevention Officer (APO) who
will conduct regular safety inspections at construction sites. The APO will have the
authority to issue instructions and take protective measures to prevent accidents.

5. Implementation of administrative controls should be included to alter the way the work is
done, including timing of work, policies and other rules, and work practices such as
standards and operating procedures (including training, housekeeping, and equipment
maintenance, and personal hygiene practices). The Contractor should ensure good health
and hygiene of all workers to prevent sickness and epidemics.

6. To avoid disruption of the existing traffic due to construction activities, comprehensive
traffic management plans hould be drawn up by the Contractor and get the approval from
the MCGM.

7. At every work place, the Implementing Agency/Contractor in collaboration with local
health authorities will ensure that readily available first-aid unit including an adequate
supply of sterilized dressing materials and appliances is made available.

10.4 Environmental Monitoring Plan & Implementation Arrangements

For the effective and consistent functioning of project, an Environmental Management
System (EMS) should be established at the site. The EMS should include the following:

(a) An Environmental Management Cell. (b) Environmental Monitoring.

(c) Personnel Training.

(d) Regular Environmental Audits and Corrective Action.

(e) Documentation – Standard Operating Procedures, Environmental Management Plans and
other records.
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10.4.1 Environmental Management Cell

Apart from having an Environmental Management Plan, it is also necessary to have a
permanent organizational setup charged with the task of ensuring its effective implementation
of mitigation measures and to conduct environmental monitoring. The major duties and
responsibilities of Environmental Management Cell shall be as given below:

 To implement the Environmental Management Plan.
 To ensure regulatory compliance with all relevant rules and regulations.
 To ensure regular operation and maintenance of pollution control devices.
 To minimize environmental impacts of operations by strict adherence to the EMP.
 To initiate environmental monitoring as per approved schedule.
 Review and interpretation of monitored results and corrective measures in case monitored

results are above the specified limit.
 Maintain documentation of good environmental practices and applicable environmental

laws as ready reference.
 Maintain environmental related records.
 Coordination with regulatory agencies, external consultants, monitoring laboratories.
 Maintain of log of public complaints and the action taken.

10.4.1.1 Organizational Structure of Environmental Management Cell

A dedicated person who will report to the site manager should supervise normal activities of
the EMP cell. The Environment Management Cell shall be consisting of a hierarchal
structure having people from both the Contractor’s and MCGM side which will coordinate
and supervise the activities within the plan with respect to environment. With the
systematic hierarchal structure, the managing and resolving of issues are faster and efficient.
Further the Standard Operating Procedures (SOPs) supports in completing the respective
activity in more planned and organized manner.

10.4.2 Environmental Monitoring Program

The purpose of environmental monitoring is to evaluate the effectiveness of implementation
of EMP by periodically monitoring the important environmental parameters within the
impact area, so that any advers eaffects are detected and timely action can be taken. In
consultation with Maharashtra Pollution Control Board (MPCB), the project will be
monitored for ambient air quality, noise levels, ground water quality and quantity,soil quality
and solid wastes in accordance with an approved monitoring schedule. The monitoring
protocol and location selection will have to done carefully.The monitoring sampling program
should be discussed and approved by MPCB. A suggested monitoring protocol, based on the
predicted impacts, is given in Table 74
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Table 74: Environmental Monitoring Plan
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10.4.3 Record Keeping and Reporting

Record keeping and reporting of performance is an important management tool for ensuring
sustainable operation of the proposed development. Records should be maintained for
regulatory, monitoring and operational issues. Typical record keeping requirements for the
proposed development is summarized in Table 75.

Table 75: Record Keeping Parameters with Particulars
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10.4.4 Environmental Audits and Corrective Action Plans

Environmental Audit is a management tool comprising systematic, documented, periodic and
objective evaluation of how well environmental organisation, management and equipments
are performing with the aim of helping to safeguard the environment by facilitating
management control of practices and assessing compliance with company policies, which
would include regulatory requirements and standards applicable. To maintain the WtE plant
efficiency and maintain its capacity,

Environmental Audits on periodical basis will require to be done by the Contractor in
consent with MCGM. To assess whether the implemented EMP is adequate, periodic
environmental audits will be conducted by the proponent. These audits will be followed by
Corrective Action Plans (CAP) to correct various issues identified during the audits. The
Environmental Management Cell will be performing the above said activities and shall be
maintaining there cord as well.

The key concepts of the Environmental Audit are

 Verification: audits evaluate compliance to regulations or other set criteria.
 Systematic: audits are carried out in a planned and methodical manner.
 Periodic: audits are conducted to an established schedule.
 Objective: information gained from the audit is reported free of opinions.
 Documented: notes are taken during the audit and the findings recorded.
 Management tool: audits can be integrated into the management system (such as a quality

management system or environmental management system).

The Environmental Management Plan (EMP) is a site specific plan developed to ensure that
the project is implemented in an environmentally sustainable manner where all stakeholders
including the project proponents, contractors and subcontractors, including consultants,
understand the potential environmental risks arising from the proposed project and take
appropriate actions to properly manage that risk. Adequate environmental management
measures need to be incorporated during the entire planning, construction and operating
stages of the project to minimize any adverse environmental impact and assure sustainable
development of the area. The EMP is generally:

 Prepared in accordance with rules and requirements of the Ministry of Environment,
Forests and climate change (MoEF&CC) and the State Pollution Control Board,

 To ensure that the components of the facility are operated in accordance with the
design,

 A process that confirms proper orientation through supervision and monitoring,
 A system that addresses public complaints during construction and operation phase;

and
 A plan that ensures that remedial measures are implemented immediately.
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WtE Plant will be having significant impacts on the surrounding environment. In order to
mitigate and reduce the impact, the EMP needs to be implemented.

Once an EMP has been approved, it should provide the basis for environmental
considerations of all the activities carried out on the site by the appointed Contractor.

10.5 BUDGETS FOR ENVIRONMENTAL MANAGEMENT PLAN

The mitigative measures suggested in the preceding chapters forms costs related to measures
incorporated into engineering design; project scheduling, site planning and preparation of
tender documents. The cost on this account will be covered with the construction budget and
should not be seen as items of cost for implementing Environmental Management Plan. The
estimated environmental cost considered here includes:

a) During Construction phase

 Compensatory tree plantation for tree cutting, if any

 Provision of Sanitation at workers camp

 Provision of air, noise, and dust vegetative barrier/ special screens- both side of project
area

 Dust suppression

 Erosion Control Measures, if any

 Solid barrier to check noise pollution for sensitive receptors like school etc

 Solid waste management due to construction activity

b) During Operation phase

 Air pollution monitoring

 Noise monitoring

 Water quality monitoring

 Soil quality monitoring

 Solid waste management

The environmental cost is consists of monetary value of the mitigative measures adopted to
minimise the negative impact of project on environment. Environmental cost is divided into
two categories, i.e. capital cost and operation and maintenance cost. Capital cost is the cost of
all the structural measures proposed for environmental protection during construction phase
while the operation an maintenance cost include the cost of monitoring air, noise, soil and
water and maintaining the structural measures over project life.
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Table 76: Budget for Environmental Management Plan

Sr.
No.

Heads Capital Cost
In Lakhs

O & M Cost
In Lakhs/annum

1 Air Environment
(Air pollution
control equipments
etc)

25 10

2 Water Environment
Water pollution and
treatment plant
facilities)

20 08

3 Noise Environment 15 05

4 Ecology and
Mangrove
Management

500 25

5 Odor Control 15 08

6 Training and
Education 20 10

7 Social Awareness 20 10

8 Surveillance (CCTV) 200 20

Total EMP Cost 815 96

The environmental cost is consists of monetary value of the mitigative measures adopted to
minimise the negative impact of project on environment. Environmental cost is divided into
two categories, i.e. capital cost and operation and maintenance cost. Capital cost is the cost of
all the structural measures proposed for environmental protection during construction phase
while the operation and maintenance cost include the cost of monitoring air, noise, soil and
water and maintaining the structural measures over project life.

CORPORATE ENVIRONMENTAL RESPONSIBILITY (CER) COST

As per Office Memorandum No. F.No. 22-65/2017-IA.III dated 1st May, 2018 by Ministry of
Environment, Forests and Climate Change (MoEF&CC), New Delhi, a sum of INR 1.26Cr.
@0.25% has been budgeted for various activities as per the said OM and due procedure will
be followed.
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CHAPTER 11 – SUMMARY AND CONCLUSION

11.1 Introduction

Waste to Energy (WtE) project is proposed in the existing Deonar dumpsite. The Deonar dumping
ground is a waste dumping ground or landfill in the city of Mumbai located in Deonar, an eastern
suburb of the city, it is India's oldest and largest dumping ground, set up in 1927. Currently, the waste
dumpsite at Deonar receives approximately 2000 TPD of waste from Mumbai which includes
approximately 800 tonnes of MSW and 1,200 TPD of construction and demolition (C&D) waste.
Entire waste is being dumped in an unorganized way, this causes environmental damage, which makes
the surrounding residents like Chembur, Govandi and Mankhrud are unfit for habitation.

The propose project mainly emphasizes to be an Environmental Management Plan (EMP) for the
existing pollution levels and to provide a suitable mitigation measures to drastically reduce the present
air emissions from the dumpsite as well as pollution in the surrounding area of the project site. The
project also aims to utilize around 600 TPD of waste, thus minimizing the dumping activity at site as
presently practicing. The proposed project also aims to reduce all the pollution levels of all
environmental components (Air, Water, Noise, Soil, etc.,) within the stipulated environmental
standards.

As part of this endeavour, the Municipal Corporation of Greater Mumbai (MCGM) has decided to
Construct and Operate a Waste-to- Energy (WtE) Project along with SMW Processing units like
Composting / Anerobic Digestion for bio degradable waste, Harvesting of combustable waste (RDF)
and Waste to Energy Plant to utilize the RDF for power Generation and Secured Landfill for disposal
of residues / inert arising out of the processing of MSW. in existing Deonar Dump site, Mumbai. The
plant is proposed to design to handle 600 TPD with 10% upper margin. MCGM has plans to expand
further upto 1800 TPD to treat the MSW which is receiving at Deonar Dump site. The Project is
compliant with SWM Rules 2016 and all other applicable rules.

This EIA report is limited for the aforementioned 600 TPD MSW processing facility and a Waste to
Energy Plant for generating from 4 MW which can be further enhanced upto a maximum of 8 MW
power by providing advanced technologies with 600 TPD of MSW waste. Vide MoEF&CC
notification , 2nd Jan 2014, as amendment to EIA notification, thermal power plants utilizating non
Hazardous solid waste upto 15 MW capacity are exempt from the purview of prior environmental
clearance. Therefore , the proposed plant capacity of power generation unit utilizing the dry segregated
fraction of solid waste can be optimally sized during the course of detailed engineering and after duly
examining the prospects of utilization of Biogas if any, and in any case shall not exceed 15 MW.
Further, vide letter DO no. 22-19/2017/IA – III dated 3rd July 2017, the secretary, MoEF& CC Govt.
of India as clarified as under.

11.2 Methodology
The municipal solid waste management involves various steps like door to door door collection,
segregation, composting, refuse derived fuel ( RDF) making, waste to energy generation through
waste to energy plants and disposal in scientific landfills. The above activities, except landfill site, if
proposed as standalone activities are not covered under item 7(i) of EIA Notification, 2006,
hence do not require prior environmental clearance. In case the activities of composting, RDF

https://en.wikipedia.org/wiki/Landfill
https://en.wikipedia.org/wiki/Mumbai
https://en.wikipedia.org/wiki/Deonar
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making and waste to Energy plant (upto capacity of 15 MW) are proposed at an existing landfill site,
they do not attract the provisions of the EIA notification 2006.

It is becomes clear from the above narrative that under the present EIA regime , the proposed 600 TPD
MSW plant can be sized upto 15 MW capacity without requiring prior EC. Because of the location of
the Sanitary Lanfill in adjoining 2 ha area to receive the inerts and Ashes from the project upto 4 year
period from date of commencement, this project requires EC.

It is planned to dispose the ash generated from WTE plant & Inerts from pre-processing / Compost
plants to SLF & exploring the Opportunities also to recycle the Ash Generated from the WTE plant. as
a subbase for road construction and low strength aggregate in the construction. The ash can also be
used as cover material for the secured landfill operations. The secured landfill for the 600 TPD project
under review is expected to be lasting upto 4 years from the time of commissioning and MCGM will
find suitable land parcel for meeting the future needs of Secured Landfill.

Deonar dumping ground is situated at the M/East ward in eastern suburb of the city of Mumbai. The
proposed WtE site is the part of existing Deonar dumpsite. The area of 12.19 ha land is earmarked for
the proposed project of 600 TPD capacity. The North- east side of the site is surrounded by Creek
with mangrove vegetation, whereas, South-west side is habituated area, mostly slums.

The estimated water requirement is 480 KLD which complies with the MoEF notification dated 7th
December 2015 stipulating 2.5 cum / MWHr as the specific Water consumption for the new plants
constructed after 2017. MCGM has proposed to install the pipe line conveying & pumping system for
securing the allotment of 4.5 MLD to the Deonar site to meet the present and future requirements

The proposed power generation capacity is from 4 MW to 8 MW with advance technologies. The
generation voltage is 11 KV which will be stepped up to 33 KV level and proposed to connect at
nearest substation. The energy requirement for operating the proposed Facility is about 20% of the
total power generated in the facility. The Energy after in house consumption will be exported to Grid
by connecting it to nearest substation Sufficient capacity DG Set to cater Emergency needs 750
KVA) are proposed for power backup. In the proposed facility, about 100 full time employees and 80
contractual employees will be employed for project operation. The cost of the project is Rs. 504
Crores and Capital cost allotted for EMP is Rs. 815 lakhs and recurring cost is Rs 96 lakhs per annum.

11.3 Baseline Environmental Status

Field investigations were undertaken for collecting the existing baseline environment for air, water,
noise, soil, ecological and socio-economic conditions. A study area of 10 Km radius from the project
site is identified to establish the present environmental conditions. The main aim of the EIA study is
to identify the critical environmental attributes which will be affected and have adverse impacts on the
surrounding environment due to the proposed project. The field data generation is undertaken during
the post monsoon season of September 2020 to November 2020.

The metrological data is collected from the IMD station at Mumbai (Santa Cruz). The pre dominant
wind direction recorded is from North West (NW). Calm conditions prevailed for 22.92% of the total
time. Average wind speed observed for the season is around 2.18 m/s.

11.3.1 Ambient Air Quality
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The locations for ambient air quality monitoring study were selected within the 10 km radius of the
proposed project. Ambient air quality was monitored on 8 locations to generate representative
ambient air quality data. The common air pollutants namely Particulate matter (PM10 & PM2.5),
Sulphur dioxide (SO2), the oxides of nitrogen (NOX), Carbon Monoxide (CO), Methane (CH4),
Hydrogen Sulfide (H2S).

Particulate Matter (PM10): The average value of PM10 recorded at site was 68.1 μg/m3.The
maximum value was 78 μg/m3 at project site and minimum 47.2 μg/m3 were recorded at Ramabai
Ambedkar Nagar.

Particulate Matter (PM2.5): The maximum value of PM2.5 was 55 μg/m3 at project site which is
exceeding the NAAQS was 60 μg/m3 for Industrial, Residential, Rural and Other Areas and a
minimum 22.5 μg/m3 were recorded at Project site and Maheshwar Nagar respectively. The average
value of 42.2 μg/m3 was observed within study area.

Sulphur Dioxide (SO2): The average value of the SO2 within study observed was 17.8 μg/m3. The
maximum average value SO2 was 21.5 μg/m3 at project site and minimum of 14.7 μg/m3 near Laxmi
Nagar, Vikroli. The SO2 values are below permissible level of 80μg/m3.

Oxides of Nitrogen (NOX): The average value of the NOX within study observed was 32.5 μg/m3.
The maximum average value of NOX was 35.2 μg/m3 at Project Site and minimum of 20.4 μg/m3
near Maheshwar Nagar, Ghatkopar. The NOx values are below permissible level 80μg/m3.

Carbon Monoxide (CO): The average value of CO recorded at site was 0.5 mg/m3.The maximum
value of 1.4 mg/m3 at project site and a minimum 0.3 mg/m3 were recorded at Dattaguru Society,
Govandi West.

11.3.2 Ambient Noise Monitoring

The baseline noise scenario, results of noise level monitoring carried out during the study period at 8
locations in the study area have been considered. The day levels of noise have been monitored during
6 AM to 10 PM and the night levels during 10 PM to 6 AM. The noise levels were monitored as per
the Ambient Air Quality Standards in respect of Noise. The day equivalents during the study period
are range between 62.6 to 48.4 dB (A), whereas the night equivalents were in the range of 56.2 to
40.3 dB (A). Noise levels at the existing Dumpsite site is recorded the day average of 62.6 which is
higher than the permissible limit of residential area and below permissible limit of industrial area and
all other areas studied shows that the levels of noise are lower than the permissible limits both during
the day as well as at night time

11.3.3 Ground Water and Surface Water

 Chembur is located at approximate aerial distance of 5 km from project site. In Chembur,
groundwater quality was observed to be poor as most of the parameters exceeded the limits of
Indian Drinking Water Standards BIS-IS 10500: 2012.

 The reported values of Total Dissolved Solids (TDS) in the groundwater were in the range of 252
mg/l and 1346 mg/l. Results indicate contamination by the surface pollutants.
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 The total hardness varied between 53 mg/l and 329 mg/l, Alkalinity varied between 102 mg/l and
970mg/l. The reason for high alkalinity in the Ground water may be due to the percolation of
alkaline surface pollutants.

 The reported Chloride ranged between 23 mg/l and 320 mg/l. The reported values of Sulphate
varied between 18 mg/l and 239 mg/l.

 The conductivity ranged between 310 μmhos/cm and 1780 μmhos/cm, indicating contamination
from surface pollutants.

 The reported values of fluoride were within the limit of 1.0 mg/l.
 The counts of Total Coliforms and Fecal Coliforms were very high at open dug well.

 Surface water samples were collected from Thane creek and analysed for physicochemical and
biological parameters

 Thane creek is polluted and values of parameters like TDS - 569 mg/l, Sulphate – 236 mg/l,
Chlorides – 95.9 mg/l, Magnesium – 2.03 mg/l, Calcium – 35 mg/l, F. Coli – 48 MPN/100ml and
Total Coli – 166mg/l are exceeding than that of permissible limits.

 The visual observation of the creek water appears polluted, however, the mangroves around it is
still in good health.

 This can be attributed to very high resilience of mangroves for pollution and contamination.
 The source of pollution to the creek water is partly due to leachate from present dump as well as

from discharge of oily and other contaminants of recycling activities across the creek.

11.3.4 Ecological Environment

The project is proposed in existing deonar dumpsite, near site the vegetation is domitated by
mangroves trees. The list of species of plants and animals generated during the survey were processed
and compared with the IUCN red data list and Maharashtra state protected species listings and it was
observed that no species encountered during the survey in areas between 0-5 km of the project site
represented rare, endangered, critically endangered or legally protected status. Four species
(Alexandrine Parakeet, Painted stork, lesser Flemingo, Black tailed Godwit) were classified as Near
Threaten as per the IUCN red data book has been reported in the study area. However, in the 10 km
range there may be faunal species like Atlas moth. The project seems to raise no adverse impact to
these species.

The majority of the vegetated site within 1-3 km radius from the project is Mangroves vegetation. The
diversity is low and all of the plant species are common, widespread and typical of weeds and
disturbed habitats. Necessary mitigation measure shall undertaken to reduce the impact of the project
to the nearby forest areas and overall ecology.

11.4 Anticipated Environmental Impacts and Mitigation Measures

The potential impacts on the environment from the proposed project are identified based on the nature
of the various activities associated with the project implementation and projects operation (impacts
during construction phase and operation phase).

11.4.1 Impacts during Construction Phase

Construction phase works include site site clearance, site formation, building works, infrastructure
provision and any other infrastructure activities. The impacts due to construction activities are short
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term and are limited to the construction phase. The impacts will be mainly on air quality, water
quality, soil quality.

Measures such as regular water sprinkling, erection of temporary tin sheets of sufficient height
(minimum 3 m) around the site etc. shall be adopted to ensure minimum dust generation/air pollution.
Domestic sewage generated during construction phase shall be treated in portable sewage treatment
plant.

11.4.2 Impacts during Operation Phase

During the operation phase of the proposed project there would be impacts on the air environment,
water environment, Land environment and socio-economic aspects. but the proposed project shall
aims to reduce the present air emission from the existing dumpsite as well as the surrounding areas.
The proposed project also aims to utilize around 600 TPD of waste thus minimize the dumping
activity at the site as is presently practicing. The proposed project also aims to reduce the pollution
levels of all environmental components (Air, Water, Noise, Soil, etc.,) within the stipulated
environmental standards.

11.5 Environment Management Plan

The Environmental Management Plan (EMP) is required to ensure a sustainable development of the
plant area and the surrounding areas of the plant. The EMP will be integrated in all the major
activities of the project, with clearly defined policies, to ensure that the ecological balance of the area
is maintained and the adverse effects are minimized. EMP requires multidisciplinary approach with
mitigation, management, monitoring and institutional measures to be taken during implementation
and operation, to eliminate adverse environmental impacts or reduce them to acceptable levels. In
order to ensure sustainable development in the study area; it needs to be an all-encompassing plan for
which the plant authorities, government, regulating agencies, and the population of the study area
need to extend their cooperation and contribution.

The mitigation measures are planned for construction and operation phases and the overall
management plan helps to improve the supportive capacity of the receiving bodies. The EMP aims to
control pollution at the source level to the possible extent with the available and affordable technology
followed by the standard treatments before getting discharged. The recommended mitigation
measures will synchronize the economic development of the study area with the environmental
protection of the region. The budget allocated for implementation of EMP is Rs 815 Lakhs with a
recurring cost of Rs. 96 Lakhs per annum.

11.6 Environment Monitoring Program

Environmental monitoring program describes the processes and activities that need to take place to
characterize and monitor the quality of the environment. Environmental monitoring is used in the
preparation of environmental impact assessments, as well as in many circumstances in which human
activities carry a risk of harmful effects on the natural environment. Different activities involved in
the proposed project and their impact on various environmental attributes have been taken into
account while designing a detailed environmental monitoring program. Environmental monitoring
program has been prepared for the proposed project for assessing the efficiency of implementation of
Environment Management Plan and to take corrective measures in case of any degradation in the
surrounding environment.
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All monitoring strategies and program have reasons and justifications which are often designed to
establish the current status of an environment or to establish trends in environmental parameters. In all
cases the results of monitoring will be reviewed, analyzed statistically and submitted to concerned
authorities. The design of a monitoring program must therefore have regard to the final use of the data
before monitoring starts. The monitoring program will have three phases: construction phase,
operations phase, and post operations phase.

11.7 Project Benefits

The proposed project shall have several benefits by considering the present condition of the existing
dumpsite, the proposed Waste to Energy may reduce the present landfill waste volume by 90%.
Considering the life cycle of 25 years, it will save landfill area requirement by more than 80 Ha.
Besides the compost production would add to the revenue to the operator of the landfill. The
production of compost shall also enhance the crop productivity and improvement in the soil texture
and enhancement of soil nutrients. The proposed project will also have direct and indirect
economic benefits in form of employment, development of ancillaries, establishment of service
facilities, development of telecom and transportation facilities.

11.7.1 Environmental Benefits

 Prevention of frequent fire due to methane gas generated from the anaerobic condition at
existing Deonar dump site, spillage of waste to CRZ areas

 Prevention of smoke and fugitive emission to the nearby areas. The project will reduce
spreading diseases within the study area.

 Due to the proposed project there will be prevention of pollution to surface and ground water.
 The proposed project will ensure that there should not be any odor or noise problem in the

area.
 Using waste for production of energy will save on fossil fuel and in turn reduce GHG

emission.
 It is estimated that implementation of WtE plant for Mumbai will save more than 8 million

tons of CO2 equivalent GHGs in 20 years period.
 Natural resources are finite and it should be used efficiently.
 The proposed project will conserve the natural resources by processing and management of

municipal solid waste generated in Mumbai surrounding. Further, production of green
products (compost, energy, materials from C&D waste, etc.) will reduce the usage of virgin
materials.

 Generation of compost in bulk will reduce the demand for chemical fertilizers.

11.7.2 Social Benefit

 The project may have multiple health benefits to the people of nearby areas and will
improve the overall health benefits to entire city by way of achieving better air quality.

 It is expected that many diseases like respiratory, tuberculosis etc. will come down.
 The rag-picking menace, child labour and other hazardous recycling activities can also

be prevented by implementation of proposed project.
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CHAPTER 12 - CONSULTANTS ENGAGED

“Municipal Corporation of Greater Mumbai (MCGM)” for carrying out the above
mention study have entrusted M/s Fine Envirotech engineers (FEE).

We, FEE are one of the leading environmental and environmentally related infrastructure
project consultants and completed no. of prestigious projects in the country. It includes Rs.
6,000 crore project of Sewri- Nhava Sheva sea link i.e. Mumbai Trans Harbour Link project,
Rs. 500 crore of Inland Passenger Water Transport (IPWT) project. We have been also
associated with major industrial houses in India, which includes ELDER PHARMA,
DUPHAR GROUP, RUNWAL GROUP (ARIANE PHARMA), VINATI ORGANICS, ETC.
along with FINOLEX group, CABOT India, NITCO group, ISPAT group, INDIAN OIL
CORPORATION LTD., SAHARA group, etc.

We have been also associated with various commercial development projects and companies.
This includes RUNWAL GROUP, MATOSHREE REALTORS, FRAVASHI GROUP,
SOLITUDE, PWD DEPT., etc. This project consultancy includes designing and
commissioning of Sewage Recycling plants, Green Belt development, storm water design, etc.

We have our Lead Office in Mumbai at:

102, HIREN INDUSTRIAL ESTATE,
MOGUL LANE, MAHIM
MUMBAI - 400 016.
MAHARASHTRA.

To cater the needs of Industrial Corporate Houses in remaining part of the state, we have
offices at Pune and Aurangabad. We also have presence in the state of Goa and have office
at Ponda. We also have our Liasoning offices with our staff at Solapur, Kolhapur, Satara and
Nagpur.

We have full-fledged office consisting of total of 5 Nos. of Computers operated by
engineers themselves along with all the infrastructure facilities. The computers are
loaded with different types of programs to cater various requirements.

The technical team is led by Dr. U. S. Kulkarni and is assisted by 5 nos. of Engineers. There
are 3 nos. of field teams for carrying out various Surveys, Monitoring Programs, Operation
and Maintenance. We also have resident engineers who are responsible for their regions. In
all FINE ENVIRO is fully self-sufficient, technically competent and therefore can handle
any project irrespective of its size and capacity.

A.2. ABOUT OUR ENGINEERING/ARCHITECT OFFICES:



197

FEE’s entire Engineering and Architectural work is being carried out at 2 separate offices in
Mulund, Mumbai and also at Pune. Both the offices have their locational advantage with
respect to peripheral industrial developments and are very well connected by the State
Highways and by Airports. These offices have their own Team Leaders and they
independently handle the Engineering and Architectural drawings with the help of their
strong technical team. These engineering offices carry out following jobs in general.

- Preparation of all drawings viz. layout, hydraulic, GA, RCC etc.
- Preparation of Summary Sheets for bill of quantities
- Preparation of Comparative Statements
- Design of columns, beams, slabs, etc.

We have facility to carry out Detailed Designing, Structural Designing, and
Fabrication Drawings at our above offices.

A.3. ABOUT OUR LABORATORY:

This is our heart of the Consultancy Services as we carry out various feasibility and
treatability studies before designing a particular project. The laboratory is fully sophisticated
and computerized and moreover it is FDA approved laboratory. One can carry out any no. of
chemical, physico-chemical analysis of water and wastewater using various analytical
instruments. Such a facility of water, wastewater, air monitoring and noise measurements is
also available in Pune.



198

CURRICULUM VITAE
OF

DR. UMESH S. KULKARNI
(M.Sc., Ph.D)

CURRICULUM VITAE



199

NAME & ADDRESS : DR. UMESH SHIVANAND KULKARNI

Expert : Environment, Ecology & Health
102, Hiren Industrial Estate, Mogul Lane, Mahim,
Mumbai – 400 016, Maharashtra, India.
Resi. : 2445 21 63 / 2444 58 36
Office:2444 08 33 Fax :2444 58 37
Mobile : 98200 63632
E-mail : feefce@bom3.vsnl.net.in

PROFESSIONAL QUALIFICATION : Ph.D. (Treatment of Industrial Wastewater)
Chemical Engineering Dept. University of
Dept. of Chemical Technology (UDCT),
University of Mumbai.

M. Sc. (Physical Chemistry), University of
Mumbai
B. SC. (Chemistry), University of Mumbai.
Mumbai,
B. SC. (Chemistry), University of Mumbai`

NATIONALITY : Indian

DATE OF BIRTH : 12 / 03 / 1964, Mumbai

PROFESSIONAL AFFILIATION : a. Associate Member – FICCI
b. American Solid Waste Association (ASWA)
c. Indian Water Works Association (IWWA)
d. Water Environment Federation (WEF)
e. Indian Institute of Environment Sciences(IIES)
f. International Eco – Tourism Society (IETS)
g. Associate member – Indo Brazilian Society
h. Member - Maharashtra Economic

Development Corporation ( MEDC )

PROFESSIONAL EXPERTISE : 1. Environmental Infrastructure Projects
2. Public Health and Bio-Medical Waste Sciences
3. Environment & Ecological Sciences
4. Hazardous Waste Management / Municipal

Waste Management
5. Eco – Tourism

mailto:feefce@bom3.vsnl.net.in
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6. Development of Large Industrial Areas
pertaining to Environmental Aspects

7. Environment Impact Assessment (EIA)
8. ISO 14001
9. Water Audit and Water Conservation
10. Lake Ecology and Restoration

PROFESSIONAL ACHIEVEMENTS : a. Appointed as Expert member on Steering
Committee of FICCI,Western Region

b. Appointed as Expert Member on Advisory
Committee of National Hydro-Electric Power
Corporation (NHPC) on the Environmental
Aspects,MinistryofPower, New Delhi.

c. Nominated as Expert Member on Committee
Formulation of Bio-Medical Rules – 1998 by
Ministry of Environment and Forest, New Delhi,
(MoEF)

d. Appointed as Technical Board Member of
Maharashtra Pollution Control BoardMPCB),
Government of Maharashtra.

e. Nominated as an Expert member of Indian
Institute of Rural Development (IIRD) (Joint
Venture with Govt. of Rajasthan, WHO, UNDP
etc.)

f. Member – Industrial and Environment
Committee of Indian Merchant’s Chambers
(IMC).

g. Nominated as Expert Member on Environment
Committee of Maharashtra Economic
Development Corporation ( MEDC )

h. Appointed as Hon. Secretary of Indo-
Brazilian Society by The Ho. Consul Of Brazil

ASSOCIATED CORPORATES : 1. Director – Ashok Alco-Chem Ltd.
2. Director – Ashok Alco Bio-Chem Ltd
3. Director – Vivid Chemicals Ltd.
4. CEO – International Infrastructure Projects and

Labs. (IIPL)

Professional expertise includes Doctorate Degree in the field of Environment and Pollution
Control form Chemical Engineering Department of University Department of Chemical
Technology (UDCT), University of Mumbai.
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Associated with no. of Govt. & Departments such as NHAI, MSRDC, MIDC, MMRDA,
MPCB, Dept. of Health, Water Resources etc., MoEF, MNES, NHPC, WAPCOS,
NEERI.

Also associated with no. of professional bodies such as IMC, BCCI, FCCI, CII, TERI,
WHO, UNDP and also associated with no of Universities for their curriculum in the field of
Environment and Ecology.

Recently developing Marine Bio – Technology Department in Ruparel College, Mumbai.

PUBLICATIONS AND VISITS:

No. of research papers have been published in India and Foreign Journals including Indian
Journal of Environment, American Chemical Society, Journal of Public Health etc.

Also delivered and presented no of research papers in person at various International level
conferences at USA and Singapore

Recently presented research paper at 5TH European Conference on Environment and
Ecology at Prague, Czech Republic, in Oct.-2001.

Attended no. of Conferences and Exhibitions at Singapore in the past.

PATENT:

Involved in application of an Indian Patent for “Separation and Recovery of micro level
Lignin from Bagasse (Pulp Effluents)”

Recently selected as qualified for Government of Maharashtra for carrying out Water
and Energy audits as per World Bank standards.


	WTE_EXECUTIVE SUMMARY_Marathi
	सल्फर डायऑक्साइड (एस ओ 2): अभ्यासानुसार एस ओ 2 चे 
	नायट्रोजनचे ऑक्साईड (एनओएक्स): अभ्यास केलेल्या एनओ

	WTE_Deonar_Draft_EIA_Marathi
	तक्ते
	संदर्भ अटी (टी ओ आर)
	अध्याय ०१ प्रस्तावना
	१.२ प्रकल्प प्रस्तावका बद्दल
	१.३ ईआयए अभ्यासाचे संकेत
	1.4कामाची व्याप्ती
	१.५ द्रुश्टिकोन आणि पद्धत 
	१.५.१पायाभूत अभ्यास
	१.५.२प्रकल्प प्रभाव मूल्यांकन
	१.५.३उपाययोजनांचे सूत्रीकरण
	१.५.४    पर्यावरण व्यवस्थापन योजना
	अध्याय - २


	अध्याय  २ प्रकल्पाची माहिती
	२.१ प्रस्तावना
	भारताची आर्थिक राजधानी आणि सर्वात मोठे शहर असलेल्य
	२.२ प्रकल्पाचे वर्णन
	बृहन्मुंबई महानगरपालिका क्षेत्रात सध्या दररोज सरास
	सध्याचा प्रकल्प देवनार येथे कचरा ते ऊर्जा (डब्ल्यू
	ईआयए अहवाल उपरोक्त ६०० टीपीडी एमएसडब्ल्यू प्रक्रिय
	नमुना
	२.२.१ प्रकल्पाचे ठिकण आणि आजूबाजूचा परिसर
	२.४ प्रक्रियेचा तपशील
	२.४.१ तंत्रज्ञाचा वापर
	२.४.२ फ्लोचार्टचा आढावा
	२.४.३ मटेरियल मास बॅलन्स
	२.५ प्रक्रिया संयंत्र वर्णन
	पूर्व वर्गीकरण 
	2.5.1एरोबिक कंपोस्टिंग / अनारोबिक पचन
	2.5.2कचरा ते ऊर्जा (WtE)  प्लांट
	2.5.3सेनेटरी लँडफिल सुविधा
	2.5.3.1सॅनिटरी लँडफिल सुविधा डिझाइन संकल्पना
	2.5.3.2लँडफिल आकारमान
	2.5.3.3मानक डिझाइनची आवश्यकता
	2.5.3.4 लेचेट कलेक्शन प्रणालीचे डिझाइन
	2.5.3.5 लीचेट संकलन प्रणाली आणि उपचार
	2.5.3.6लँडफिल गॅस व्यवस्थापन
	2.5.3.7अंतिम कव्हर प्रणालीची रचना
	2.6पाण्याची आवश्यकता व सांडपाणी तपशील
	2.6.1जल शुद्धीकरण प्रकल्प:
	2.6.2कच्च्या पाण्यासाठी प्रस्तावित उपचार योजनेचे प्रक्र
	2.7शक्ती आणि उर्जा आवश्यकता आणि त्याचा स्रोत 
	2.8 रोजगार तपशील
	2.9लँडफिलसाठी ऑपरेशन आणि देखभाल योजना
	2.9.1लँडफिलमध्ये कचरा / निष्क्रियता
	2.9.2कचरा संक्षेप
	2.9.3वाहने, यंत्रसामग्री व आधारभूत पायाभूत सुविधा यांचे
	अध्याय ०३
	वातावरणाचे वर्णन (पायाभूत पर्यावरणविषयक स्थिती)
	३.१   प्रस्तावना
	३.२    कामाची व्याप्ती
	३.३पायाभूत पर्यावरणविषयक स्थिती
	अहवालाचा हा विभाग प्रकल्प क्षेत्रात अस्तित्त्वात अ
	३.४ पर्यावरणीय अभ्यास क्षेत्र
	प्रस्तावित डब्ल्यूटीई साइट विद्यमान देवनार डंपसाइट
	३.५ टॉपोग्राफी आणि भूगोल
	मुंबईत सापडलेल्या भौगोलिक स्वरूपामध्ये डेक्कन बॅसा
	मुंबई बेटाच्या पश्चिम आणि पूर्वेकडील बाजूने उत्तरे
	सांधे, कातरणे आणि घुसखोरी यांसारख्या स्ट्रक्चरल वै
	३.५.१ जमिनीचे पर्यावरण
	३.६ आयएमडी डेटाचे विश्लेषण
	३.७ हवेची गुणवत्ता
	कोणत्याही प्रस्तावित विकासात्मक कृतीमुळे वायु वाता
	अभ्यासाच्या क्षेत्रामधील वातावरणाच्या हवेच्या आधार
	३.७.१ देखरेख स्थानकांची निवड
	वातावरणीय हवा गुणवत्ता देखरेख अभ्यासासाठीची ठिकाणे
	३.७.२ कार्यपद्धती
	केंद्रीय प्रदूषण नियंत्रण मंडळ (सीपीसीबी) आणि राष्
	३.७.३ वातावरणीय हवा गुणवत्ता देखरेख
	सभोवतालची हवा गुणवत्ता देखरेख डेटा तक्ता २० मध्ये 
	३.७.४ निरीक्षण आणि निष्कर्ष
	३.७.४.१ सल्फर डाय ऑक्साईड (SO२)
	३.७.४.२ नायट्रोजनचे ऑक्साइड (NOx)
	३.७.४.३ पार्टिकुलेट मॅटर (PM१०)
	साइटवर नोंदविलेले पीएम १० चे सरासरी मूल्य ६८.१ µg 
	३.७.४.४ पार्टिकुलेट मॅटर (PM२.५)
	३.७.४.५ कार्बन मोनॉक्साईड (CO)
	साइटवर नोंदवलेली पीएम १० चे सरासरी मूल्य ०.५ mg/m३
	३.७.४.५ मिथेन
	३.७.४.६ हायड्रोजन सल्फाइड
	हायड्रोजन सल्फाइडचे जास्तीत जास्त मूल्य प्रकल्प सा
	३.८  सभोवतीच्या ध्वनी ची गुणवत्ता
	३.८.१पद्धती
	बेसलाइन ध्वनी डेटा 'ए' वेट साउंड प्रेशर लेव्हल मीट
	३.८.२ देखरेखीची स्थाने
	३.८.३ ध्वनी देखरेखीची वारंवारता
	३.८.४ निरीक्षण आणि निष्कर्ष
	८ ठिकाणी आवाजाचे निरीक्षण केले गेले. तक्ता २२ मध्य
	३.९ पाण्याची गुणवत्ता
	३.९.१ पृष्ठभागावरील पाण्याची गुणवत्ता
	३.९.२ भूजल गुणवत्ता
	३.१० मृदा पर्यावरण
	बृ. मुं. म. न. पाने २००५ मध्ये केलेल्या भू-तंत्रज्

	३.११   जैविक पर्यावरण:
	खाडीच्या बाजूने आणि त्याच्या शाखांमध्ये आंतर-ज्वलन
	३.११.१ जैविक पर्यावरण:
	३.११.१.२ अभ्यासाची व्याप्ती:
	३.११.१.३  अभ्यासाची मर्यादा
	३.११.१.४   खारफुटी (तीवर) वनस्पती
	या वनस्पती सर्व ठिकाणी मोठ्या प्रमाणात खराब होत आह
	३.९.१.५  अधिवास अभ्यास
	निवासस्थान निर्णायक घटक आहेत आणि कोणत्याही पर्यावर

	३.११.३ निष्कर्ष:
	सर्वेक्षणात निर्माण झालेल्या वनस्पती आणि प्राण्यां
	३.११.४   शमन उपाय
	शमन करण्याचे उद्दीष्ट म्हणजे प्रथम शक्यतो होणारे प
	या प्रकल्पासाठी काही शमन उपाय सुचवले आहेतः
	तक्ता 32 आढलेल्या पक्ष्यां
	तक्ता 33 सरपटणाऱ्या प्राण्
	तक्ता 34 सस्तन प्राण्यांची
	तक्ता 35 फुलपाखरांची यादी
	तक्ता 38 अभ्यासादरम्यान मि
	३.१२.१ पायाभूत अभ्यास
	३.१२.२ सेटलमेंट पॅटर्न आणि लोकसंख्याशास्त्र
	३.१२.३ लोकसंख्येचे वितरण
	३.१२.४ घनता
	३.१२.५ लिंग प्रमाण
	३.१२.६ साक्षरतेचे प्रमाण
	३.१२.७ कार्य सहभाग दर
	३.१२.८ लोकसंख्येची वाढ
	३.१२.१० आरोग्य आणि शैक्षणिक सुविधा
	३.१२.११ धार्मिक ऐतिहासिक किंवा पुरातत्व महत्व असले
	३.१२.१२ आर्थिक
	३.१२.१३ निष्कर्ष


	अध्याय  ०४
	पर्यावरण प्रभाव मूल्यांकन आणि उपाययोजना
	४.१ प्रभावांची ओळख
	4.2  पद्धती
	4.3  संभाव्य प्रभाव
	4.4 प्रभावाची भविष्यवाणी
	4.4.1बांधकाम टप्प्यात होणारा परिणाम
	४.४.१.१ हवेच्या गुणवत्तेवर होणारा परिणाम
	४.४.१.२  प्रस्तावित - हवा गुणवत्तेचे शमन उपाय
	४.४.१.३ पाण्याच्या गुणवत्तेवरील परिणाम 
	कामगारांची उपस्थिती
	४.४.१.४ शमन उपाय - पाण्याची गुणवत्ता
	 ४.४.१.५ आवाज पातळीवर परिणाम
	४.४.१.६  आवाजासाठी शमन उपाय
	४.४.१.७ घनकचरा निर्मितीमुळे होणारा परिणाम
	४.४.१.८ घनकचरा दूर करण्यासाठी उपाययोजना
	४.४.१.९ भूवापरावरील परिणाम
	४.४.१.९ लोकसंख्याशास्त्रीय आणि सामाजिक आर्थिक

	4.4.2ऑपरेशन फेज दरम्यान परिणाम
	४.४.२.१ वायु वातावरणावरील प्रभावाची भविष्यवाणी
	स्टॅक उत्सर्जनाचे वातावरणीय फैलाव
	४.४.२.२ प्रदूषणाचे स्रोत
	४.४.२.३ वायू प्रदूषणाचे शमन उपायs
	४.४.२.४ पाण्याच्या गुणवत्तेवरील परिणाम
	४.४.२.५ पाण्यावरील परिणाम कमी करण्याचे उपाय
	४.४.२.६ रेन वॉटर हार्वेस्टिंग आणि पावसाच्या   पाण्
	४.४.२.७ आवाजाचे पर्यावरण
	४.४.२.८ भू पर्यावरणावर होणारे परिणाम कमी करण्यासाठ
	४.४.२.९ लँडफिलचे पूर्वानुमानित प्रभाव
	४.४.२.१० समुदायावर होणारा परिणाम
	४.४.२.११ पर्यावरणावर होणारा परिणाम
	४.४.२.१२ सामाजिक अर्थशास्त्रावर होणारे परिणाम


	अध्याय ५
	वैकल्पिक उपायांचे विश्लेषण (तंत्रज्ञान व साइट)
	पायरोलिसिस म्हणजे उष्णतेच्या अप्रत्यक्ष, बाह्य स्त
	५.१.२ प्लास्मा आर्क गॅसिफिकेशन 
	५.१.३ बायो-मिथेनेशन / अनरोबिक डायजेसन तंत्रज्ञान
	5.1.4लँडफिल

	वरील चर्चेच्या आधारे प्रस्तावित प्रकल्पासाठी डब्ल्
	अध्याय ६
	पर्यावरण देखरेख योजना
	६.१ गरज
	कोणत्याही विकास प्रकल्पांच्या टिकावसाठी देखरेख करण
	६.२ देखरेखीची यादी:
	पर्यावरणीय पैलू
	आठवड्याची यादी

	पर्यावरणीय पैलू
	पर्यावरणीय पैलू
	साइट जवळील यादी :

	पर्यावरणीय पैलू

	६.२.१  सभोवतालच्या हवेची गुणवत्ता
	६.२.२  आवाज
	६.२.३ पाण्याचे पर्यावरण
	6.2.3जमीन पर्यावरण
	देखरेख कार्यक्रमास तीन टप्पे असतील
	१. बांधकाम टप्पा
	२. ऑपरेशन टप्पा
	३ पोस्ट जवळील देखरेख टप्पा
	६.३.१ बांधकाम टप्पा
	६.३.२ ऑपरेशन टप्पा
	हवेची गुणवत्ता, आवाज, भूजल आणि पृष्ठभागाच्या पाण्य
	अपघात, गळती आणि आपत्कालीन परिस्थिती
	तक्रारी आणि त्यांचे निवारण
	ईएचएस मुद्दे आणि त्यांचे शमन
	ऑपरेशन आकडेवारी - प्राप्त झालेल्या, पुनर्नवीनीकरण 
	विविध नियमांचे पालन करण्याची स्थिती; आणि
	प्राधिकरणाच्या हस्तक्षेपाची आवश्यकता असलेल्या कोणत
	६.३.३ पोस्ट पोस्ट-क्लोजर देखरेख

	अध्याय ०७
	अतिरिक्त अभ्यास -जोखीम व्यवस्थापन
	7.1प्रस्तावना 
	7.2जोखीम विश्लेषण
	7.2.1अभ्यासाची व्याप्ती
	7.3धोक्याची ओळख 
	7.3.1प्राथमिक धोका विश्लेषण (PHA)
	7.3.1.1डिझेल साठवणुकीसाठी  जास्तीत जास्त विश्वासार्ह अपघा
	7.3.1.2अग्नी स्फोटक विषाक्तपणा निर्देशांक (FETI)
	7.3.2तेलाच्या साठवणुकीपासून धोका
	7.3.2.1उष्णता विकिरण आणि औष्णिक नुकसान मापदंड
	7.3.3बॉयलरचे धोके
	7.3.4अग्नी 
	7.3.5विद्युत अपघात
	7.3.6सामान्य जोखीम आणि सुरक्षितता उपाय
	7.4 आपत्ती व्यवस्थापन योजना
	7.4.4तालीम आणि योजनेचे अद्यतन
	नियमित मॉक ड्रिलचे आयोजन केले जाईल. धान्य पेरण्याच
	साइटवरील आणीबाणीच्या योजनेसंबंधीच्या कोणत्याही कमत


	अध्याय  ०८
	प्रकल्पाचे फायदे
	अध्याय  ०९
	पर्यावरणीय खर्च लाभाचे विश्लेषण
	९.१ पर्यावरणीय लाभ विश्लेषण:
	९.२ घनकचरा जमीन भरण्याबाबतच्या चिंतेसह सध्याचे मुद
	९.४ देवनार येथे प्रस्तावित कचऱ्यापासून उर्जा प्रकल
	९.५ मूल्य-लाभ विश्लेषण
	९.६ प्रोजेक्ट डब्ल्यूटीई प्लांटचे उत्पन्न

	अध्याय  १०
	पर्यावरण व्यवस्थापन योजना
	१०.१  प्रस्तावना
	१०.४.२   पर्यावरण देखरेख कार्यक्रम
	१०.४.३ नोंद ठेवणे आणि अहवाल देणे
	१०.४.४ पर्यावरण ऑडिट आणि सुधारात्मक कृती योजना
	डब्ल्यूटीई प्लांटचा सभोवतालच्या वातावरणावर महत्त्व
	एकदा ईएमपी मंजूर झाल्यावर त्या नेमणुका कंत्राटदारा
	१०.५ पर्यावरण व्यवस्थापन योजनेसाठी अर्थसंकल्प

	a)बांधकाम टप्प्यादरम्यान
	झाडे तोडण्यासाठी नुकसान भरपाईची भरपाई
	कामगारांच्या शिबिरात स्वच्छतेची तरतूद
	हवा, आवाज आणि धूळ वनस्पतिवत् होणारी अडचण / विशेष प
	धूळ दडपशाही
	इरोशन कंट्रोल उपाययोजना असल्यास, असल्यास
	शाळा इत्यादीसारख्या संवेदनशील रिसेप्टर्ससाठी ध्वनी
	बांधकाम क्रियाकलापांमुळे घनकचरा व्यवस्थापन
	b)ऑपरेशनटप्प्यादरम्यान
	अध्याय ११
	कार्यकारी सारांश
	सल्फर डायऑक्साइड (एस ओ २): अभ्यासानुसार एस ओ २ चे 
	नायट्रोजनचे ऑक्साईड (एनओएक्स): अभ्यास केलेल्या एनओ

	अध्याय 12
	सोबतचे सल्लागार  
	CURRICULUM VITAE

	WTE_EXECUTIVE SUMMARY_English
	The proposed power generation capacity is from 4 M
	Particulate Matter (PM10):The average value of PM1
	Particulate Matter (PM2.5): The maximum value of P
	Sulphur Dioxide (SO2): The average value of the SO
	Oxides of Nitrogen (NOX): The average value of the
	Carbon Monoxide (CO): The average value of CO reco

	WTE_Deonar_Draft_EIA_English
	LIST OF TABLES
	TERMS OF REFERENCE
	CHAPTER 01 - INTRODUCTION
	1.1 GENERAL INTRODUCTION
	1.2 ABOUT THE PROJECT PROPONENT
	1.3 SIGNIFICANCE OF THE EIA STUDY
	1.4 SCOPE OF WORK
	1.5 APPROACH AND METHODOLOGY
	1.5.1Baseline study 
	1.5.2Project Impact Assessment
	1.5.3Formulation of Mitigative Measures
	1.5.4    Environmental Management Plan
	Chapter - 2


	CHAPTER 2 - PROJECT DESCRIPTION
	2.1 INTRODUCTION 
	2.2 PROJECT DESCRIPTION
	2.5.2Aerobic Composting / Anerobic Digestion 


	Aerobic Composting Processing section is divided i
	2.5.3Waste to Energy (WtE) Plant
	2.5.4Sanitary landfill Facility
	2.5.4.1Sanitary Landfill Facility Design Concepts
	2.5.4.2Landfill Volume
	2.5.4.3Standard Design Requirements
	2.5.4.4Design of Leachate Collection System
	2.5.4.5Leachate Collection System and Treatment
	2.5.4.6Landfill Gas Management
	2.5.4.7Design of Final Cover System
	2.6Water Requirement and Wastewater Details
	2.6.1Water Treatment Plant:
	2.6.2Process Description of Proposed Treatment Scheme f
	2.7Energy and Power Requirement and its Source
	2.8Employment Details
	2.9Operation and Maintenance Plan for Landfill
	2.9.1Placement of Waste/Inert in the Landfill
	2.9.2Waste Compaction
	2.9.3Operation and Maintenance of Vehicles, Machinery a
	CHAPTER 03 - DESCRIPTION OF ENVIRONMENT (BASELINE 
	3.1   INTRODUCTION
	3.2    SCOPE OF WORK
	3.3BASELINE ENVIRONMENTAL STATUS
	3.4 ENVIRONMENTAL STUDY AREA 
	3.5 TOPOGRAPHY & GEOLOGY
	3.5.1 Land environment
	Existing Land use of the proposed site
	Preparation of LULC map  
	3.6    Analysis of IMD data
	3.7 AIR QUALITY
	3.7.1 Selection of Monitoring Stations
	3.7.2 Methodology
	3.7.3 Ambient Air Quality Monitoring 
	*Acceptable levels of Air Quality as per MSW Rules
	3.7.4 Observation and Conclusion 
	3.7.4.1 Sulphur Dioxide (SO2)
	3.7.4.2 Oxides of Nitrogen (NOx)
	3.7.4.3 Particulate Matter (PM10) 
	3.7.4.4 Particulate Matter (PM2.5) 
	3.7.4.5 Carbon Monoxide (CO)
	3.7.4.5 Methane 
	3.7.4.6 Hydrogen sulphide
	3.8 AMBIENT NOISE LEVELS
	3.8.1Methodology 
	3.8.2 Monitoring Locations
	3.8.3 Noise Monitoring Frequency
	3.8.4 Observation and Conclusion 
	3.9 WATER QUALITY
	3.9.1 Surface Water Quality 
	3.9.2 Groundwater Quality 
	3.10 SOIL ENVIRONMENT
	3.11   BIOLOGICAL ENVIRONMENT:
	3.11.1 Biological Environment:
	3.11.1.1 Biodiversity studies:
	3.11.1.2 Scope of the study:
	3.11.1.3 Limitations of study:
	3.11.1.4   Mangrove Vegetation
	3.11.1.5  Habitat study
	3.11.1.6 Floristic diversity
	3.11.1.7 Faunal Communities
	3.11.2 Summary of the study
	3.11.3 CONCLUSION:
	3.11.4  MITIGATION MEASURES
	3.12 SOCIO-ECONOMIC ENVIRONMENT 
	3.12.1 Baseline Data
	3.12.2 Settlement Pattern and Demography
	3.12.3 Distribution of population
	3.12.4 Density
	3.12.5 Sex Ratio
	3.12.6 Literacy levels
	3.12.7 Work Participation Rate
	3.12.8 Population Growth 
	3.12.9 Project Site Demography
	3.12.10 Health and Educational Facilities
	3.12.11 Brief description of places of religious h
	3.12.12 Economic
	3.12.13 Conclusion


	CHAPTER 04 - ENVIRONMENT IMPACT ASSESSMENT AND MIT
	4.1 Identification of Impacts
	4.2 Methodology
	4.3Potential impacts
	4.4Prediction of impact
	4.4.1Impacts during construction phase
	4.4.1.1 Impact on Air Quality
	4.4.1.2  Mitigation Measures Proposed – Air Qualit
	4.4.1.3 Impact on Water Quality
	4.4.1.4 Mitigation Measures – Water Quality
	4.4.1.5 Impact of Noise Levels
	4.4.1.6 Mitigation Measures for Noise
	4.4.1.7 Impact Due to Solid Waste Generation
	4.4.1.8 Mitigation Measures for Solid Waste
	4.4.1.9 Impact on Land Use
	4.4.1.9 Demographic and Socio economic

	4.4.2Impact during Operation Phase
	4.4.2.1 Prediction of Impacts on the Air Environme
	Atmospheric Dispersion of Stack Emissions
	4.4.2.2 Pollution Sources
	4.4.2.3 Air Pollution Mitigation Measures
	4.4.2.4 Impact on Water Quality
	4.4.2.5 Water Impacts Mitigation Measures
	4.4.2.6 Rain Water Harvesting and Strom Water Mana
	4.4.2.7 Noise Environment
	4.4.2.8 Mitigation Measures to reduce Impacts on L
	4.4.2.9 Predicted Impacts of the Landfill
	4.4.2.10 Impacts on the Community
	4.4.2.11 Impact on Ecology
	4.4.2.12 Impact on Socio Economics


	CHAPTER 5 - ANALYSIS OF ALTERNATIVES (TECHNOLOGY &
	5.1 ALTERNATIVES TECHNOLOGIES 
	Technology And Project Design
	5.1.1 Pyrolysis 
	5.1.2 Plasma Arc Gasification
	5.1.3  Bio-methanation/ Anaerobic Digestion Techno
	5.1.4Landfills
	5.1.5 Gasification 
	5.1.6  Incineration process
	5.2 SELECTION OF TECHNOLOGIES


	CHAPTER 6 - ENVIRONMENT MONITORING PROGRAMME
	6.1 THE NEED 
	6.2 MONITORING CHECKLISTS
	ENVIRONMENTAL ASPECTS
	ENVIRONMENTAL ASPECTS
	ENVIRONMENTAL ASPECTS
	ENVIRONMENTAL ASPECTS

	6.2.1 AMBIENT AIR QUALITY 
	6.2.2 NOISE Quality 
	6.2.3 Water Environment
	6.2.3Land Environment
	6.3Surveillance and Monitoring Plan
	6.3.1 Construction Phase
	6.3.2 Operations Phase
	Operational Monitoring for processing unit:
	Operation monitoring for Landfill
	6.3.3 Post closure Monitoring
	Public Health Monitoring

	CHAPTER 07 - ADDITIONAL STUDIES
	7.1Introduction
	7.2Risk analysis
	7.2.1Scope of study
	7.3Hazards identification
	7.3.1Preliminary hazard analysis (PHA)
	7.3.1.1Maximum credible accident analysis (MCA) for diese
	Identification of hazardous chemicals is done in a
	7.3.1.2Fire Explosive Toxicity Index (FETI) 
	7.3.2Hazard from oil storage
	7.3.2.1Heat radiation and thermal damage criteria
	7.3.3Boiler hazards
	7.3.4Fire
	7.3.5Electrical accidents
	7.3.6General risk and safety measures
	7.4Disaster management plan
	7.4.5Rehearsal and update of plan


	CHAPTER 08 - BENEFITS OF THE PROJECT
	CHAPTER 9 - ENVIRONMENTAL COST BENEFIT ANALYSIS
	9.1 ENVIRONMENTAL BENEFIT ANALYSIS:
	9.2 Current Issues with Concerns with the land fil
	9.3 Environmental Benefits of the proposed waste t
	9.4 Cost Benefit Analysis
	9.5 Projected WTE Plant Revenues

	CHAPTER 10 - ENVIRONMENTAL MANAGEMENT PLAN
	10.1  INTRODUCTION
	10.1.1      Objective
	10.2      Management of Impacts
	10.2.1 Mitigation Measures during Construction and
	10.3      Occupational Health and Safety Measures 
	10.3.1 Mitigation measure for safety of Constructi
	10.4      Environmental Monitoring Plan & Implemen
	10.4.1 Environmental Management Cell
	10.4.1.1 Organizational Structure of Environmental
	10.4.2   Environmental Monitoring Program
	10.4.3 Record Keeping and Reporting
	10.4.4 Environmental Audits and Corrective Action 
	10.5 BUDGETS FOR ENVIRONMENTAL MANAGEMENT PLAN

	a)During Construction phase
	b)During Operation phase
	CHAPTER 11 – SUMMARY AND CONCLUSION
	CHAPTER 12 - CONSULTANTS ENGAGED
	102, HIREN INDUSTRIAL ESTATE,
	CURRICULUM VITAE



